INTERNATIONAL ISO/IEC
STANDARD 15938-5

First edition
2003-05-15

Information technology — Multimedia
content description interface —

Part 5:
Multimedia description schemes

Technologies de l'information — Interface de description du contenu
multimédia —

Partie 5: Schémas de description multimédia

Reference number
ISO/IEC 15938-5:2003(E)

1EC

« Documents
Docun%ﬁ?gﬁgrlznogﬁub

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but shall not
be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In downloading this
file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat accepts no liability in this
area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation parameters
were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In the unlikely event
that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© ISO/IEC 2003

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, electronic
or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or ISO's member body
in the country of the requester.

ISO copyright office

Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11

Fax +41 2274909 47

E-mail copyright@iso.org

Web www.iso.org

Published in Switzerland

Documents

. Document Sharing Hub
1] © ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

Contents Page
[ o1 =1V 0] o F TP PPTPPUPPRPTTRR v
Ta} (e Te [UTo3 1T ) o I TP UET TP PPPPRPRPR Vi
1 ST oT 0] o =3P TRTTTRTRTRRRTRN 1
1.1 Organization Of the OCUMENT..........u ettt e e e e e e e e bbb e e e e e e e e e s anbbeeeaaae s 1
1.2 Overview of Multimedia DeSCrPtioN SCREMIES.......ooi i 1
2 NOTMALIVE FEFEIENCES ...ttt e oottt et e e e e e ot ab b e et e e e e e e e e aanbbeaeeeaeeesasnnnbnseeaaaaanns 3
3 Terms and AefiNITIONS .ottt e e e ettt e et e e e e e s e bbbt e e e e e e e e e aanbbe et e e aeeesaannnbeeaeas 4
3.1 10701 01V 2=T 01 110 L= PP PR 4
3.2 LAY o] o 1= o )l 4 L= TR =1 14 - 6
3.3 B IC=T 02 0] o T 6
3.4 Symbols and abbreviated tEIMS ... e s e e e e e e e e e e 11
4 S Tod a1=T 4 g 1= T o T ] PR OTPPPRTTIPRN 12
4.1 ] 4 oo [UYox 1o ] o PP 12
4.2 2T Y I Y 012 PO P TSP P PP PP PPPPPPPPPPPPP 12
4.3 ROOT BIEMIENT ..ttt oo oottt e e e e e oo b bbbttt e e e e e e e abb b bt e e e e e e e e sannbbbeeeeaaeeabbbbeeeaaaeasanns 16
4.4 B eT o 1Y 2=T I Y o 1< ST T TURRPP 19
4.5 DeSCription MeEetAdata tO0OIS. . ..ot e et e e e e e e s s bb e e e e e e e e e s nnbbeeeeaaaeas 42
5 ¥ TSy [l b= L =14 o L= TSP TT R TUPPPRPP 48
5.1 Tah (e Xe [WTe3 1T ] o H TP PP ERPT R 48
5.2 TN =T o L= o F= L= Y4 o =T RS 48
5.3 L= T= 0 = U= 14 o L= USRS 54
5.4 AVZ=To o] €= T o I 4 = LA T o =2 R PRSP 56
5.5 oY o F- Lo TN TN Yo == 1Y/ o =SOSR 64
5.6 S (T T o =L = 1Y o 1SS 67
6 Linking, identification and 10CaliZation t0O0IS . .......ciicciiiiiice e 71
6.1 Tah (e Xe [WTo3 1T ] o H TP PP EUPT 71
6.2 REFEreNCES 10 DS @GN DSS ..ottt ettt e e e e e e e bbbt e e e e e e e e e nbbbe e e e e e e e e s nbbbaeeaaaaeas 72
6.3 (0] a1 Lo TN (o [=T 01 A 11T GO PP PP UUPPPPPRN 75
6.4 TiME AESCIIPLION TOOIS oottt e e oo et e et e e e e e s s b bbbt e e e e e e e e annbabeeeeaeeesannene 77
6.5 [ =T T= W o Yol o | £ T PP UUPTTRUPPPPPRRN 95
7 BaSIC AESCIIPLION TOOIS ..ttt e e e s ettt e e e e e e e e aab b e e e e e e e e e s e nnabeeeeaaaeas 101
7.1 1] 4 oo [UYox 1T ] o PR PTTPR 101
7.2 (= LYo LU= Vo [ Lo F=T 0 A1 {1 oT 4 Lo 1 oIS 102
7.3 LI LU= I T o o =1 4 o o I SRR 103
7.4 Classification SChemMeES @nd TEIMMNS .....ciiiiiiiiiiiiiie ettt s st e e e e be e e e e nnbee e e s anbeeeesaneees 119
7.5 (DTS Yod g1 o A To ] g o =T =T PSSR 158
7.6 (1S Y o g1 o] Ao o o 1 o = Vo =S PRSR 171
7.7 Graphs @nd FEIATIONS ...ttt e e oot e et e e e s e e s bt e et e e e e e e e e aanbbe e e e e e e e e e e nnnreeeaas 175
7.8 (@] do L= g o Yo [ o Yo KSR PURP USRI 187
7.9 ATFECTIVE TESCIIPTION ..ttt ettt e e e oottt et e e e s e e abb et e e e e e e s e e annbbeeeeaaeasaaannbnseaaaaeaa 190
4% O I o s To] s [t A [l o [T ot T oL (T ] o IO PR PPPTTP 194
8 Media deSCIIPLION TOOIS. ... ittt e e e e ettt e e e e e e e e aab b e et e e e e e e s nnbbeeeaaaaeas 196
8.1 Ta N (e Te [UTox 1T ) o [T PR PUPPPPT 196
8.2 Media INFOrMALION TOOIS ...ueiiiiieiee ettt e s st e e e st e e e e e snbb e e e e snnneeeas 198
9 Creation and production descCription t00IS ........uuiieiii i e e 222
9.1 1] 4 oo [UYox 1T ] o PSR 222
9.2 Creation INFOrMAatioN TOO0IS ... .ciiiiiiii ettt s e e e st a e e s nbbe e e s ennees 222
10 LU LSY=To T30 L=E] od g ] o] 4 0] I o Yo K= 237
(O T R 1 o 4 o o [ U T3 4T ] o I PRSP 237

Documents

Document Sharing Hub
© ISO/IEC 2003 — All rights reserved 1]

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

10.2  Usage infOrmation tOO0IS ... et e ettt et e e e e e et e e e e e e e e e anb e e e e e aeeeaaaanes 237
11 SrUCLUTE deSCIIPLION TOOIS ...ttt e e e e e e st bbb e e e e e e e e e anbbebeeeaaeeaaaanes 245
5 00 R [ 1 o To LU o A o o IO PP RUTT O 245
11.2 Base segment deSCriPLioN tOOIS ..o ittt e e e e e st e e e e e e e e e anes 252
11.3  Segment attribute desSCription T0O0IS .. ... i i e e e 262
11.4  Visual segment deSCription tOO0IS ..o iiiiiiii e e s s e e e e e s e e e e e e e e annnne 278
11.5 Audio segment deSCriPtioN T00IS .. .. i e e s e s e e e e e e s e e e e e e e e nnnrrees 308
11.6  Audio-visual segment desSCription tOOIS ....iiciiiiiiiiie e 312
11.7  Multimedia segment deSCriPLioN t00IS ..uuuiiiii i e e e s ee e e e 326
11.8  Ink segment deSCIIPLION tO0IS ..iiii i e e e e e e e s e s e e e e e e e s sraneeeeeeeannnnrnees 330
11.9  Video editing segment deSCription tOO0IS ....uuiiiiiiii i 353
11.10 Structural relation classification SChEMES .........uuiiiii e 381
12 SemMantics deSCIIPLION TOOIS ...coi it e et e e e e e e e e e e e e e e e e e annee s 393
020 R [ 1 o o (¥ Yo (o] o [P T PP RTTT O 393
2 A AN o 13 { = Yot A o] o I 4 o To L= TR SUTTTO 396
12.3  Semantic entity deSCriPLioN TOOIS .. ... i i e e e e e e e e e e ree e e e e e e s aneeees 397
12.4  Semantic attribute deSCriptionN TO0OIS .....oiii i 426
12.5 Semantic relation classification SChEMES ........oiiiiiiiiii e 432
13 NEAYATo T a 0T g =T g Yo = Tod o =TS X =30 (o Yo £SO 449
IR 700 R 1o { o Yo [ o3 4 o] o [P PRSP PR 449
G T U T o [ 4 T T 2= 1A o] o PRSP PR 449
13.3  Views, partitions and deCOMPOSITIONS ...cccii i e s e e s e s e e e e e e e s s eanrreae e s e e nnnneees 482
13,4 Variations Of the CONTENT ... ettt e e e et e e s st e e e sbbee e e eneee 523
14 CoNntent 0rganiZation TOOIS ... ettt e e e ettt et e e e e e st bbb e e e e e e e e e e e be e e e e e e e e e e anneees 530
5 R [ 1 o o (¥ Yox {0 ] o [P TP RRTT O 530
S 70 | =T} § To] o =TT RUTT O 531
I C T 1 o o 1= £ TR RUTTO 545
14.4  Probability MOAEIS ...ttt e e e ettt e e e e e e s aab b b et e e e e e e sanb b e e e e e e e e e e e nnneees 546
145 ANAIYEHIC MOAEIS ..ttt et e e e oo sttt et e e e e e s e e abbb e e e e eaeeeeeaanbbeaeaeaeeeaannnnaees 572
I I O [V 1] €= gl g Lo o 1= L= PRSPPI 582
I o A O = 1T o= o] I Lo Yo 1= K PRSP 584
15 O =T T oL d=T = ol A ToT g I o o ] PR R 589
L 700 R 1o { o Yo [T o3 4o o [P PR PRPTPR 589
T U LY oY = £ =Y Lo = PSR P 590
L TG T O £ 7 Vo [N o 1S3 0 SRR 622
Annex A (informative) xPath Datatype definition based on W3C XPath specification ...........ccccccceiiiiiiiinnen. 632
Annex B (normative) ClassifiCation SCREMIES ... a e e e 638
Annex C (informative) RegiStration ProOCEAUIE.... ... ittt e et e e e e e e et e e e e e e e e e e anereees 726
Annex D (informative) Patent STAtEMENTS ........coi it e e e e st e e e e e e e s e anabeeeeas 729
(271 [To Yo =T o] VAT PURT T 730
Documents
. Document Sharing Hub
v © ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical Commission)
form the specialized system for worldwide standardization. National bodies that are members of ISO or IEC
participate in the development of International Standards through technical committees established by the
respective organization to deal with particular fields of technical activity. ISO and IEC technical committees
collaborate in fields of mutual interest. Other international organizations, governmental and non-governmental, in
liaison with ISO and IEC, also take part in the work. In the field of information technology, ISO and IEC have
established a joint technical committee, ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

The main task of the joint technical committee is to prepare International Standards. Draft International Standards
adopted by the joint technical committee are circulated to national bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the national bodies casting a vote.

ISO/IEC 15938-5 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia information.

ISO/IEC 15938 consists of the following parts, under the general title Information technology — Multimedia content
description interface:

— Part 1: Systems

— Part 2: Description definition language

— Part 3: Visual

— Part 4: Audio

— Part 5: Multimedia description schemes

— Part 6: Reference software

— Part 7: Conformance testing

— Part 8: Extraction and use of MPEG-7 descriptions

Annex B forms a normative part of this part of ISO/IEC 15938. Annexes A, C and D are for information only.
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Introduction

This standard, also known as "Multimedia Content Description Interface,” provides a standardized set of
technologies for describing multimedia content. The standard addresses a broad spectrum of multimedia
applications and requirements by providing a metadata system for describing the features of multimedia content.
The following are specified in this standard:

e Description Schemes (DS) describe entities or relationships pertaining to multimedia content. Description
Schemes specify the structure and semantics of their components, which may be Description Schemes,
Descriptors, or datatypes.

e Descriptors (D) describe features, attributes, or groups of attributes of multimedia content.

e Datatypes are the basic reusable datatypes employed by Description Schemes and Descriptors

e Systems tools support delivery of descriptions, multiplexing of descriptions with multimedia content,
synchronization, file format, and so forth.

This standard is subdivided into eight parts:

Part 1 — Systems: specifies the tools for preparing descriptions for efficient transport and storage, compressing
descriptions, and allowing synchronization between content and descriptions.

Part 2 — Description definition language: specifies the language for defining the standard set of description tools
(DSs, Ds, and datatypes) and for defining new description tools.

Part 3 — Visual: specifies the description tools pertaining to visual content.
Part 4 — Audio: specifies the description tools pertaining to audio content.

Part 5 — Multimedia description schemes: specifies the generic description tools pertaining to multimedia
including audio and visual content.

Part 6 — Reference software: provides a software implementation of the standard.

Part 7 — Conformance testing: specifies the guidelines and procedures for testing conformance of
implementations of the standard.

Part 8 — Extraction and use of MPEG-7 descriptions: provides guidelines and examples of the extraction and
use of descriptions.

This document specifies the Multimedia Description Schemes (MDS) part of the ISO/IEC 15938 standard. This
document specifies the MDS description tools and provides informative examples of descriptions. The normative
syntax of the MDS description tools is specified in this document using the Description Definition Language (DDL)
and the normative semantics is specified using text.
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ISO/IEC 15938-5:2003(E)

Information technology — Multimedia content description

interface —

Part 5:

Multimedia description schemes

1 Scope

1.1 Organization of the document

This International Standard specifies a metadata system for describing multimedia content. This document
specifies the Multimedia Description Schemes (MDS) description tools (Description Schemes, Descriptors, and
datatypes) that comprise ISO/IEC 15938-5. The following set of subclauses are provided for each MDS description
tool, where optional subclauses are indicated as (optional):

e Syntax: specifies the normative syntax of the description tool using Description Definition Language (DDL) (see

ISO/IEC 15938-2).

e Binary syntax (optional): specifies the normative binary representation for the description tool, where relevant.
If a binary syntax is not specified, then the binary coding method of ISO/IEC 15938-1 shall apply for the

description tool.

e Semantic: specifies the normative semantics of the description tool and each of its components (attributes and

elements).

o Informative examples (optional): provides informative examples that illustrate the use or instantiation of the
description tool in creating descriptions.

1.2 Overview of Multimedia Description Schemes

The MDS description tools are organized on the basis of functionality as shown in Figure 1.

Content Organization

Collections

Cregtion &
Production

Content Metadata

Content Description

User
Interaction
Navigation & User
Access Preferences
Summaries .
User
Views . History

{ Structure —‘ Semantics ]
Basic Elements
Schema Basic Links & Media Basic
Tools Datatypes Localization Tools

Figure 1 — Overview of the Multimedia Description Scheme (MDS) description tools

© ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003

Documents
Document Sharingfub


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

The basic elements, which are shown at the bottom level in Figure 1, form the building blocks for the higher-level
description tools. The following basic elements are defined: schema tools (the root element, top-level types,
description metadata, and packages), basic datatypes (integers, reals, vectors, matrices), linking and media
localization tools (spatial and temporal localization), basic description tools (language, text, classification schemes).
The basic elements are specified in the following clauses: clause 4 (Schema tools), clause 5 (Basic datatypes),
clause 6 (Linking, identification and localization tools), and clause 7 (Basic description tools). Table 1 summarizes
the basic elements.

Table 1 — Overview of basic elements

Set of description tools Functionality

Specifies schema tools that facilitate the making of descriptions. The schema tools
include the base type hierarchy of the description tools defined in ISO/IEC 15938,
the root element and top-level tools, the multimedia content entity tools, and the
package and description metadata tools.

Schema tools (clause 4)

Basic datatypes (clause 5) |Specifies the basic datatypes used by description tools defined in the

ISO/IEC 15938.

Linking, identification and
localization tools (clause 6)

Specifies the basic datatypes that are used for referencing within descriptions and
linking of descriptions to multimedia content.

Basic description tools

Specifies basic tools that are used as components for building other description

(clause 7) tools.

The content description tools, which are shown at the middle level in Figure 1, describe the features of the
multimedia content and the immutable metadata related to the multimedia content. The following description tools
for content description are defined: structure description tools (spatio-temporal segments of multimedia content)
and semantic description tools (objects, events). The following description tools for content metadata are defined:
media description (storage format, encoding), creation & production (title, creator, classification), and usage
(access rights, publication). The content description and metadata tools are related in the sense that the content
description tools use the content metadata tools. For example, a description of creation and production or media
information can be attached to an individual video or video segment in order to describe the structure and creation
and production of the multimedia content. Table 2 summarizes tools for describing content and related metadata.

Table 2 — Overview of tools for describing content and related metadata

Set of description tools Functionality

Media description tools
(clause 8)

Describes the storage of the multimedia data. The media features include the
format, encoding, storage media. The tools allow multiple media description
instances for the same multimedia content.

Creation and production
description tools
(clause 9)

Describes the creation and production of the multimedia content. The creation and
production features include title, creator, classification, purpose of the creation, and
so forth. The creation and production information is typically not extracted from the
content but corresponds to metadata related to the content.

Usage description tools
(clause 10)

Describes the usage of the multimedia content. The usage features include access
rights, publication, and financial information. The usage information may change
during the lifetime of the multimedia content.

Structure description
tools (clause 11)

Describes the structure of the multimedia content. The structural features include
spatial, temporal or spatio-temporal segments of the multimedia content.

Semantics description
tools (clause 12)

Describes the "real-world" semantics related to or captured by the multimedia
content. The semantic features include objects, events, concepts, and so forth.
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The tools for navigation and access, which are shown at the middle level in Figure 1, describe the browsing,
summarization, and access of content. These tools are specified in clause 13 (Navigation and access tools). The
tools for content organization tools, shown at the top level in Figure 1, describe collections and models of
multimedia content. These tools are specified in clause 14 (Content organization tools). The tools for user
interaction, shown on the right in Figure 1, describe user preferences pertaining to consumption of multimedia and
usage history. These tools are specified in clause 15 (User interaction tools). Table 3 summarizes tools for
describing content organization, navigation and access, and user interaction.

Table 3 — Overview of tools for describing content organization, navigation and access, and user

interaction
Set of description tools Functionality
Navigation and access Specifies tools that describe the navigation and access of multimedia. The
tools (clause 13) navigation and access tools describe multimedia summaries and abstracts; describe

partitions, views and decompositions of image, video, and audio signals in space,
time and frequency; and describe the relationships between different variations of
multimedia content.

Content organization Specifies tools that describe the organization and modeling of multimedia content.
tools (clause 14) The content organization tools include collections, probability models, analytic
models, cluster models, and classification models.

User interaction tools Specifies tools related to user interaction with multimedia content. The user
(clause 15) interaction tools describe user preferences pertaining to multimedia content, and
describe the usage history of users of multimedia content.

Finally, classification schemes, which organize terms that are used by the description tools, are specified in
Annex B (Classification Schemes).

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO/IEC 15938. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this part of ISO/IEC 15938 are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of 1ISO and IEC
maintain registers of currently valid International Standards. The Telecommunication Standardization Bureau
maintains a list of currently valid ITU-T Recommendations.

e |SO 8601, Data elements and interchange formats — Information interchange — Representation of dates and
times

e |SO 639 (all parts), Codes for the representation of names of languages

e |SO 3166-1, Codes for the representation of names of countries and their subdivisions — Part 1: Country
codes

e |SO 3166-2, Codes for the representation of names of countries and their subdivisions — Part 2: Country
subdivision code

Note: The current list of valid 1SO 3166-1 country and 1SO 3166-2 region codes is maintained by the 1ISO 3166 maintenance
agency at the ISO Central Secretariat. Information on the current list of valid region and country codes can be found at
http://www.iso.org/mara/iso3166.

e |SO 4217, Codes for the representation of currencies and funds
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Note: The current list of valid ISO 4217 currency codes is maintained by the official maintenance authority British Standards
Institution (http://www.bsi-global.com/iso4217currency).

e XML, Extensible Markup Language (XML) 1.0, 6 October 2000 <(http://www.w3.0rg/TR/2000/REC-xml-
20001006)

e XML Schema, W3C Recommendation, 2 May 2001 (http://www.w3.org/XML/Schema)

e XML Schema Part 0: Primer, W3C Recommendation, 2 May 2001 (http://www.w3.0rg/TR/xmlschema-0/)

e XML Schema Part 1: Structures, W3C Recommendation, 2 May 2001 {http://www.w3.0rg/TR/xmlschema-1/)
e XML Schema Part 2: Datatypes, W3C Recommendation, 2 May 2001 ¢http://www.w3.org/TR/xmlIschema-2/)

e XPath, XML Path Language, W3C Recommendation, 16 November 1999 (http://www.w3.0rg/TR/1999/REC-
Xpath-19991116)

Note: These documents are maintained by the W3C (http://www.w3.0rg).

e RFC 2045 Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies
e RFC 2046 Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types

e RFC 2048, Multipurpose Internet Mail Extensions (MIME) Part Four: Registration Procedures

e RFC 2045-CHARSETS, Registered Character set codes of RFC2045

e RFC 2046-MIMETYPES, Registered Mimetypes of RFC2046

Note: The relevant lists can be obtained as follows:

o MIMETYPES. The current list of registered mimetypes, as defined in RFC2046, RFC2048, is maintained by IANA
(Internet Assigned Numbers Authority). It is available from ftp:/ftp.isi.edu/in-notes/iana/assignments/media-
types/media-types/.

o0 CHARSETS. The current list of registered character set codes, as defined in RFC2045 and RFC2048 is
maintained by IANA (Internet Assigned Numbers Authority). It is available from ftp:/ftp.isi.edu/in-
notes/iana/assignments/character-sets.

3 Terms and definitions

3.1 Conventions

3.1.1 Description tools
This part of ISO/IEC 15938 specifies the multimedia description tools as follows:

e Description Scheme (DS) — a description tool that describes entities or relationships pertaining to
multimedia content. DSs specify the structure and semantics of their components, which may be
Description Schemes, Descriptors, or datatypes.

e Descriptor (D) — a description tool that describes a feature, attribute, or group of attributes of multimedia
content.

e Datatype — a basic reusable datatype employed by Description Schemes and Descriptors.

e Description Tool (or tool) — refers to a Description Scheme, Descriptor, or Datatype.
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3.1.2 Naming convention

In order to specify the multimedia description tools, this part of ISO/IEC 15938 uses constructs provided by the
Description Definition Language (DDL) specified in ISO/IEC 15938-2, such as "element," "attribute,” "simpleType"
and "complexType." The names associated to these constructs are created on the basis of the following
conventions:

e If the name is composed of multiple words, the first letter of each word is capitalized, with the exception that the
capitalization of the first word depends on the type of construct as follows:

e Element naming: the first letter of the first word is capitalized (e.g. Ti nePoi nt element of Ti meType).

e Attribute naming: the first letter of the first word is not capitalized (e.g. tinmeUnit attribute of
I ncr Dur ati onType).

e complexType naming: the first letter of the first word is capitalized, and the suffix "Type" is used at the end of
the name (e.g. Per sonType).

o simpleType naming: the first letter of the first word is not capitalized, the suffix "Type" may be used at the end
of the name (e.g. t i mePoi nt Type).

Note that when referencing a complexType or simpleType in the definition of a description tool, the "Type" suffix is
not used. For instance, the text refers to the "Ti ne dat atype" (instead of "Ti neType datatype"), to the
"Medi aLocat or D' (instead of "Medi aLocat or Type D') and to the "Per son DS" (instead of Per sonType DS).

3.1.3 Documentation convention

The syntax of each description tool is specified using the constructs provided by the DDL specified in
ISO/IEC 15938-2, and is presented in this document using a specific font and background as shown in the
following example:

<conpl exType nane="Exanpl eType" >
<sequence>
<el enent nanme="El ement 1" type="string"/>
</ sequence>
<attribute name="attributel" type="string" default="attrval uel"/>
</ conpl exType>

The semantics of each description tool is specified in text using a table format, where each row contains the name
and a definition of a type, element or attribute as shown in the following example:

Name Definition

Exanpl eType Specifies an ...

el ement 1 Describes the ...

attri butel Describes the ...

Diagrammatic notation is sometimes used to depict overviews of the description tools. Such overview diagrams
generally depict aggregation and generalization relationships between description tools or the entities being
described. In these diagrams, rectangular shapes containing a name denote description tools (DSs or Ds) that are
used to describe entities. In some diagrams, multiple description tools are listed in a single rectangle. Large
diamond shapes containing a name denote description tools (DSs or Ds) that are used to describe relationships.
Furthermore, paths between rectangles or diamonds denote association, generalization or aggregation
relationships. Generalization relationships are indicated by a solid path with a filled triangle pointing at the more
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general entity. Aggregation (composition) relationships are indicated by a solid path with a (filled) diamond at the
aggregating (composing) entity. Aggregation relationship paths may be accompanied by an indication of the
multiplicity (minOccurs, maxOccurs) of the relation in text form.

The informative examples are included in separate subclauses, and are presented in this document using a
separate font and background as shown in the following example:

<Exanpl e attributel="exanple attribute val ue">
<El enent 1>exanpl e el ement cont ent </ El enent 1>
</ Exanpl e>

Moreover, the schema or set of description tools defined in this document follows a type-centric approach. The
description tools are specified by defining the complexType or simpleType for each tool, but not declaring an
element of this type at the global scope with the exception of the root element. However, in order to illustrate
informative example descriptions in this document, the examples assume that an element of the example type
(complexType or simpleType) has been declared, such as a member of another complexType or simpleType. For
example, the description above assumes that the following declaration has been made:

<el enent nane="Exanpl e" type="npeg7: Exanpl eType" >

The term "reserved" is used in specifying the semantics of some description tools. The term "reserved" indicates
that particular values are reserved for use in future extensions of ISO/IEC 15938.

3.2 Wrapper of the schema

The description examples and syntax of description tools specified in this document assume that a schema
wrapper is provided which identifies the XML Schema namespace (XML Schema) and MPEG-7 namespace:

<schema xm ns="htt p://wwv. w3. or g/ 2001/ XM_Schema"

xm ns: npeg7="ur n: npeg: npeg7: schema: 2001"

t ar get Nanespace="ur n: npeg: npeg7: schema: 2001"

el ement For mDef aul t ="qual i fi ed" attri but eFornDef aul t ="unqual i fi ed">
<I-- Miltimedia Description Schemes |SQO'| EC 15938-5 -->

The following tag is used to close the schema:

[ </ schema>

3.3 Terminology

For the purposes of this part of ISO/IEC 15938, the following terms and definitions apply.

3.3.1 Schema-related terminology

3311
Attribute
A field of a description tool which is of simple type.

3.3.1.2
Base type
A type that serves as the root type of a derivation hierarchy for other types.

Documents

Document Sharing Hub
6 © ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

3.3.1.3
Datatype
A primitive reusable type employed by Description Schemes and Descriptors.

3.31.4
Derived type
A type that is defined in terms of extension or restriction of other types.

3.3.15
Description
An instantiation of one or more description tools.

3.3.16

Description Scheme

A description tool that describes entities or relationships pertaining to multimedia content. Description
Schemes specify the structure and semantics of their components, which may be Description Schemes,
Descriptors, or datatypes.

3.3.1.7
Description Tool
A Description Scheme, Descriptor, or datatype.

3.3.1.8
Descriptor
A description tool that describes a feature, attribute, or group of attributes of multimedia content.

3.3.19
Instantiation
Assignment of values to the fields (elements, attributes) of one or more description tools.

3.3.1.10
Element
A field of a description tool which is of complex type.

3.3.1.11
Schema
The set of related description tools, for example, those specified in ISO/IEC 15938.

3.3.1.12

Type

The format used for collection of letters, digits, and/or symbols, to depict values of an element or attribute of
description tool. A type consists of a set of distinct values, a set of lexical representations, and a set of facets that
characterize properties of the value space, individual values, or lexical items.

3.3.2 Content-related terminology

3.3.21

Abstraction

A secondary representation that is created from or is related to the content. For example, a summary of a video
or a model of a feature.

3.3.22
Acquisition
The process of acquiring audio or visual data from a source.

3.3.2.3
Action
A semantically identifiable behaviour of an object or group of objects, for example, a soccer player kicking ball.
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3.3.24
Agent
A person, organization, or group of persons.

3.3.25
Audio
Time-varying data or signal intended for listening or hearing. Also, related to the aural modality.

3.3.2.6
Audio-visual
content consisting of both audio and video data.

3.3.27
Automatic
Processing of multimedia data, content, or metadata by means of computer, hardware, or other software device.

3.3.2.8
Classification Scheme
A list of defined terms and their meanings.

3.3.29

Content

Multimedia content

A representation of the information contained in or related to multimedia data in a formalized manner suitable for
interpretation by human means. Content refers to the data and the metadata.

3.3.2.10
Copyright
A right that establishes the ownership of data, content, or metadata.

3.3.2.11

Data

Essence

Multimedia Data

A representation of multimedia in a formalized manner suitable for communication, interpretation, or processing by
automatic means.

3.3.2.12
Editing
The process of combining, extracting, and refining multimedia data.

3.3.2.13
Entity
Any concrete or abstract thing of interest related to the multimedia content.

3.3.2.14

Event

A noteworthy occurrence that happens at a point in time or during a temporal interval. Alternatively used as a
change in state.

3.3.2.15

Feature

A distinctive characteristic of multimedia content that signifies something to a human observer, such as the
"color" or "texture" of an image.

3.3.2.16

Filtering

A process for selecting multimedia content that satisfies certain criteria. This process may include ranking the
content according to the extent that it satisfies the criteria.
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3.3.2.17
Format
The characteristics of the stored or physical representation of the data.

3.3.2.18
Frame
A single image from a video.

3.3.2.19
Image
2D spatially-varying visual data acquired from a visual source.

3.3.2.20
Key frame
A representative frame of a video or a segment.

3.3.2.21
Locator
Specifies the location or address of multimedia data or a segment.

3.3.2.22
Model
A parametric or statistical representation of multimedia content or features.

3.3.2.23
Manual
Processing of multimedia data, content, or metadata by human means.

3.3.2.24

Metadata

The information and documentation which makes multimedia data understandable and shareable to users over
time.

3.3.2.25
Multimedia
Data comprising one or modalities, such as images, audio, video, 3D models, ink content, and so forth.

3.3.2.26

Navigation

A process by which a user accesses multimedia content and steers a course through the content in a controlled
manner.

3.3.2.27
Object
An object with a physical representation in the natural world.

3.3.2.28
Region
A spatial unit of multimedia, for example, a 2D spatial region of an image, or a moving region of video.

3.3.2.29
Relation
Any association among entities.

3.3.2.30

Rights

Information that determines the ownership and terms of use of multimedia data, content, or metadata. Refers to
Intellectual Property Rights, Copyrights, and the Access Rights.
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3.3.2.31
Scene
An episode or sequence of events representing continuous action in one location.

3.3.2.32

Search

A process for searching multimedia content that satisfies certain criteria. This process may include ranking the
content according to the extent that it satisfies the criteria.

3.3.2.33
Segment
A spatial or temporal unit of multimedia, for example, a temporal segment of video, or a segment of an image.

3.3.2.34

Semantics

Information relating to the underlying meaning or understanding of multimedia content. Alternatively, refers to the
specification of the meaning of description tools.

3.3.2.35
Summary
An abstraction of multimedia content that summarizes the content.

3.3.2.36
User
An end-user or consumer of multimedia content.

3.3.2.37

User Preferences

The preferences of a user pertaining to multimedia content. This includes the user's tastes, likes and dislikes with
respect to the content and its properties, as well as preferences with respect to the consumption process.

3.3.2.38

Usage History

A history of actions that a user of multimedia content has carried out over a certain period of time, such as
recording a specific piece of content, or playing back recorded content at a specific time.

3.3.2.39

Variation

An alternative version of multimedia content, which may be derived through transcoding, summarization,
translation, reduction, and so forth.

3.3.2.40

Video

A space- and time-varying visual data or signal intended for viewing; commonly represented as a discrete
sequence of images or frames.

3.3.2.41

View

A portion of an image, video or audio signal, defined in terms of a partition. A partition is a multi-dimensional
region defined in the space, time and/or frequency plane.

3.3.2.42
Visual
Related to the visual modality.

3.3.2.43

View Decompaosition

An organized set of views that provides a structured decomposition of an image, video or audio signal in multi-
dimensional space, time and/or frequency.
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For the purposes of this part of ISO/IEC 15938, the symbols and abbreviated terms given in the following apply.

AV:

Cs:

D:

Ds:

DCT:
DDL:

DS:

DSs:
IANA:
IETF:
IPMP:
ISO:
JPEG:
MDS:
MPEG:
MPEG-2:
MPEG-4:
MPEG-7:
MP3:

QCIF:

Audio-visual

Classification Scheme

Descriptor

Descriptors

Discrete Cosine Transform

Description Definition Language

Description Scheme

Description Schemes

Internet Assigned Numbers Authority

Internet Engineering Task Force

Intellectual Property Management and Protection
International Organization for Standardization
Joint Photographic Experts Group
Multimedia Description Schemes

Moving Picture Experts Group

Generic coding of moving pictures and associated audio information (see ISO/IEC 13818)

Coding of audio-visual objects (see ISO/IEC 14496)

Multimedia Content Description Interface Standard (see ISO/IEC 15938)

MPEG-2 layer 3 audio coding

Quarter Common Intermediate Format

SMPTE: Society of Motion Picture and Television Engineers

TZ:

TZD:

URL:

URL:

W3C:

XML:

Time Zone

Time Zone Difference

Uniform Resource Identifier (see RFC 2396)
Uniform Resource Locator (see RFC 2396)
World Wide Web Consortium

Extensible Markup Language
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4 Schematools

4.1 Introduction

This clause specifies the schema tools that facilitate the making of descriptions. The following description tools are
specified: (1) the base type hierarchy of the description tools defined in ISO/IEC 15938, (2) the root element, (3)
the top-level tools, (4) the multimedia content entity tools, (5) package tool, and (6) description metadata tool. The
functionality of these tools is given as follows:

Table 4 — Overview of Schema Tools

Tool Functionality

Base types Forms the type hierarchy for description tools.

Root element Describes the initial wrapper or root element of descriptions.
Top-level tools Describes the elements that follow the root element in descriptions.

Multimedia content entity tools | Describes different types of multimedia content such as images, video, audio,
mixed multimedia, collections, and so forth.

Package tool Describes an organization or packaging of description tools.

Description metadata tool Describes metadata about descriptions.

4.2 Base types

4.2.1 Introduction

This subclause specifies the base types of the description tools, as shown in Figure 2.

HeaderType » | Mpeg7BaseType

A

| ]
DSType DType
A A
VisualDSType VisualDType
L | AudioDSType AudioDType

Figure 2 — Organization of base types of Mpeg7BaseType, DType, DSType, and Header Type
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The following base types are defined in this subclause:

e Mpeg7BaseType: provides the base abstract type of the type hierarchy. The DSType, DType and
Header Type extend Mpeg7BaseType.

o DType: extends Mpeg7BaseType and provides a base abstract type for Descriptors. The audio
and visual Descriptors extend DTy pe.

= Vi sual DType: extends DType and provides a base abstract type for visual Descriptors.
Descriptors that describe visual features of multimedia content extend Vi sual DType.

= Audi oDType: extends DType and provides a base abstract type for audio Descriptors.
Descriptors that describe audio features of multimedia content extend Audi oDType.

o DSType: extends Mpeg7BaseType and provides a base abstract type for Description Schemes.
The audio and visual Description Schemes extend DSType. The DSType contains an element of
type Header Type.

= Vi sual DSType: extends DSType and provides a base abstract type for visual Description
Schemes. Description Schemes that describe visual concepts and visual features of
multimedia content extend Vi sual DSType.

= Audi oDSType: extends DSType and provides a base abstract type for audio Description
Schemes. Description Schemes that describe audio concepts and audio features extend
Audi oDSType.

0 Header Type: extends Mpeg7BaseType and provides a base abstract type for headers. A header
collects information that recurs in a description in order to allow referencing using a reference tool.

4.2.2 Base types syntax

<! - - #HH#HHBHHHBRHH AR HH B H BT - - >
<l-- Definition of MPEG 7 Base types (4.2) -->
<! - - #HH#HHBHHHBRHH SR H TR H B H PR TR - - >

<I-- Definition of MPEG 7 base type -->
<conpl exType nane="Mpeg7BaseType" abstract="true">
<comnpl exCont ent >
<restriction base="anyType"/>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of generic D -->
<conpl exType nane="DIype" abstract="true">
<comnpl exCont ent >
<ext ensi on base="npeg7: Mpeg7BaseType"/ >
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of generic DS -->
<conpl exType nanme="DSType" abstract="true">
<comnpl exCont ent >
<ext ensi on base="npeg7: Mpeg7BaseType" >
<sequence>
<el enent nanme="Header" type="npeg7: Header Type" m nCccurs="0"
maxQOccur s="unbounded"/ >
</ sequence>
<attribute name="id" type="ID"' use="optional"/>
<attributeGoup ref="npeg7:timePropertyG p"/>
<attributeG oup ref="npeg7: medi aTi mePropertyG p"/>
</ ext ensi on>
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</ conpl exCont ent >
</ conpl exType>

<l-- Definition of Visual D -->
<conpl exType name="Vi sual DType" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: DType"/>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Audio D -->
<conpl exType nanme="Audi oDType" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: DType" />
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Visual DS -->
<conpl exType nanme="Vi sual DSType" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: DSType"/ >
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Audio DS -->
<conpl exType nanme="Audi oDSType" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: DSType"/ >
</ conpl exCont ent >
</ conpl exType>

<l-- Definition of Header datatype -->
<conpl exType name="Header Type" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: Mpeg7BaseType" >
<attribute nanme="id" type="ID"' use="optional"/>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

4.2.3 Base types semantics

Semantics of the Mpoeg7BaseType:

Name Definition

Mpeg7BaseType Provides the topmost type of the base type hierarchy (abstract). The DSType, DType, and

Header Type extend Mpeg7BaseType.

Semantics of the DType:

Name Definition

DType Describes a feature of multimedia content. DType extends Mpeg7BaseType and provides a

base abstract type for Descriptors. The Audi oDType and Vi sual DType extend DType.
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Semantics of the DSType:

Name Definition

DSType Describes entities or relationships related to the multimedia content. DSType
extends Mpeg7BaseType and provides a base abstract type for Description
Schemes. The audio and visual Description Schemes extend DSType. The DSType
contains an element of type Header Type.

Header Describes the header of a description (optional). Header collects information that
recurs in a description in order to allow referencing using a reference tool.

id Identifies the id of a multimedia entity or relationship (optional). The i d shall be used
for referencing and relations in order to connect descriptions.

timePropertyGp Describes the properties of a time line associated with AV content (optional).
ti mePropertyG p is definedin 6.4.8.

medi aTi mePropertyG p Describes the properties of a time line associated with AV media (optional).
medi aTi mePropertyG p is defined in 6.4.16.

Semantics of the Vi sual DType:

Name Definition

Vi sual DType Describes visual features of multimedia content (abstract). Vi sual DType extends DType and
provides a base abstract type for visual Descriptors.

Semantics of the Audi oDType:

Name Definition

Audi oDType Describes audio features of multimedia content (abstract). Audi oDType extends DType and
provides a base abstract type for audio Descriptors.

Semantics of the Vi sual DSType:

Name Definition

Vi sual DSType Describes visual concepts and visual features of multimedia content (abstract).
Vi sual DSType extends DType and provides a base abstract type for visual Description

Schemes.

Semantics of the Audi oDSTy pe:

Name Definition

Audi oDSType Describes audio concepts and audio features of multimedia content (abstract). Audi oDSType
extends DType and provides a base abstract type for audio Description Schemes.
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Semantics of the Header Type:

Name Definition

Header Type Describes information that recurs in a description in order to allow referencing using a
reference tool (abstract). Header Type extends Mpeg7BaseType and provides a base
abstract type for headers.

id Identifies the i d of the Header Type (optional). The i d shall be used for referencing (see 6.2)
and relations (see 7.7) in order to reuse the information in the header in different parts of a
description.

4.3 Root element

4.3.1 Introduction

This subclause specifies the root type and the root element. The root element shall be used as the topmost
element in a description. The root type provides metadata about the description as well as information that is
common to the description, such as the language of the text and the convention for specifying time. The root
element provides a choice of elements for creating either a complete description or a description unit, which are
defined as follows:

e Complete Description: describes multimedia content using the top-level types. For example, the
description of an image is a complete description.

e Description Unit: describes an instance of a D, DS, or header. A description unit can be used to represent
partial information from a complete description. For example, the description of a shape or color is a
description unit.

4.3.2 Root element syntax

<| - - HAHHHBHHHBHHHBHHH RSB H SRR - - >
<I-- Definition of MPEG 7 root elenent (4.3) -->
<| - - HAHHHBHHHBHHHBHHHBHHH RS HHHHHHHHH R - - >

<I-- Definition of Meg7 Type-->
<conpl exType name="Mpeg7Type" abstract="true">
<sequence>
<el enent nane="Descri pti onMet adat a" type="npeg7: Descri pti onMet adat aType"
m nCccurs="0"/>
</ sequence>
<attribute ref="xm :lang" use="optional"/>
<attributeG oup ref="npeg7:timePropertyGp"/>
<attributeG oup ref="npeg7: nedi aTi mePropertyG p"/>
</ conpl exType>

<I-- Definition of Meg7 Element -->
<el enent nanme="Moeg7" >
<conpl exType>
<conpl exCont ent >
<ext ensi on base="npeg7: Mpeg7Type" >
<choi ce>
<el enent nane="Descri pti onUnit" type="npeg7: Mpeg7BaseType"/>
<el enent name="Descri pti on" type="npeg7: Conpl et eDescri pti onType"
m nOccur s="1" maxCccur s="unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>
</ el emrent >

Documents

Document Sharing Hub
16 © ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

4.3.3 Root element semantics

Semantics of the Mpeg7Type:

Name Definition

Mpeg7Type The type of the root element.

Descri pti onMetadata  Describes the metadata for the descriptions contained within the instance of the root
type (optional). The description metadata applies to the elements contained within
the instance of the root element unless new description metadata is described for
those elements. Descri pti onMet adat aType is defined in 4.5.3.

xm : | ang Identifies the language of the textual content in the description (optional). If not
specified, the language is unknown. xni : | ang is defined in (XML).

ti mePropertyGp Describes the properties of a time line associated with AV content (optional).
ti mePropertyG p is definedin 6.4.8.

medi aTi mePropertyG p Describes the properties of a time line associated with AV media (optional).
nmedi aTi nePropertyG p is defined in 6.4.16.

Semantics of the Mpeg7 root element:

Name Definition

Moeg7 Serves as the root element of the description. Mpeg7 shall be used as the topmost
element in a description.

Descri ptionUnit Describes an instance of one of a D, DS, or header (optional). A description unit can
be used to represent partial information from a complete description. For example,
DescriptionUnit can be used to describe a shape using the Regi onShape D
(defined in ISO/IEC 15938-3).

Descri ption Describes multimedia content using the top-level types (optional). For example,
Descri pti on can be used to describe an image using Cont ent Enti t yType, where
Mul t i nedi aCont ent is of type | mageType.
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4.3.4 Root element examples (informative)

The following example shows the use of the root element for describing an instance of the Scal abl eCol or D
(defined in ISO/IEC 15398-3) using Descri pti onUni t.

<Moeg7>

<Descri pti onMet adat a>
<Ver si on>1. 0</ Ver si on>
<Privateldentifier>descriptionUnitExanple</Privateldentifier>

</ Descri pti onMet adat a>

<DescriptionUnit xsi:type="Scal abl eCol or Type" nunOf Coef f="16"
nuntX Bi t pl anesDi scar ded="0">
<Coeff>1234567890123456 </Coeff>

</ Descri ptionUnit>

</ Mpeg7>

The following example shows the use of root element for describing an image using Descri pti on.

<Moeg7>
<Descri pti onMet adat a>
<Confi dence>1. 0</ Confi dence>
<Ver si on>1. 1</ Ver si on>
<Last Updat e>2001- 09- 20T03: 20: 25+09: 00</ Last Updat e>
<Publicldentifier type="UU D'>
098f 2470- bae0- 11cd- b579- 08002b30bf eb
</ Publicldentifier>
<Privateldentifier>conpl eteDescriptionExanpl e</Privateldentifier>
<Creator>
<Rol e href="creat or CS" ><Nane>Cr eat or </ Nane></ Rol e>
<Agent xsi:type="PersonType">
<Nane>
<G venNane>Yoshi aki </ G venName>
<Fani | yName>Shi bat a</ Fani | yName>
</ Name>
</ Agent >
</ Creat or >
<CreationlLocati on>
<Regi on>j p</ Regi on>
<Admi ni strativeUnit>Tokyo</ Adm ni strativeUnit>
</ CreationLocation>
<CreationTi me>2000- 10- 10T19: 45: 00+09: 00</ Cr eat i onTi me>
<l nstrunent >
<Tool >
<Name>W zzo Extracto ver. 2</Name>
</ Tool >
<Setting name="sensitivity" value="0.5"/>
</l nstrunent>
<Ri ght s>
<Ri ght sl D>RI D#</ Ri ght sl D>
</ Ri ght s>
</ Descri pti onMet adat a>
<Description xsi:type="ContentEntityType">
<Mul t i medi aCont ent xsi:type="I|nageType">

<l mage>
<!-- nore el enents here -->
</ | mage>

</ Mul ti nedi aCont ent >
</ Descri pti on>

</ Mpeg7>
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4.4 Top-level types

4.4.1 Introduction

This subclause specifies the top-level types. The top-level types are used in complete descriptions to describe
multimedia content and metadata related to content management. Each top-level type contains the description
tools that are relevant for a particular description task, i.e., describing an image or a video. The following top-level
types are defined in this subclause:

e Compl et eDescri pti onType (abstract): top-level type for complete descriptions.

o ContentDescriptionType (abstract): top-level type for complete descriptions of multimedia
content.

= ContentEntityType: top-level type for describing multimedia content entities such as
images, videos, audio, collections, and so forth.

= Content AbstractionType (abstract): top-level type for describing abstractions of
multimedia content:

e SemanticDescriptionType: top-level type for describing semantics of multimedia
content.

o Mbdel Descri pti onType: top-level type for describing models of multimedia content.

e SummaryDescri pti onType: top-level type for describing summaries of multimedia
content.

e ViewDescriptionType: top-level type for describing views and view decompositions
of audio-visual signals.

e VariationDescriptionType: top-level type for describing variations of multimedia
content.

o Cont ent Managenent Type (abstract): top-level type for describing metadata related to content
management:

= UserDescriptionType: top-level type for describing a user of a multimedia system.

= Medi aDescri pti onType: top-level type for describing the media information of multimedia
content.

= CreationDescriptionType: top-level type for describing the process of creating
multimedia content.

= UsageDescri pti onType: top-level type for describing the usage of multimedia content.

= (assificationScheneDescriptionType: top-level type for describing a classification
scheme for multimedia content.

The top-level types are organized under the type hierarchy shown in Figure 3. The Conpl et eDescri pti onType
forms the root base type of the hierarchy. The top-level types ContentDescriptionType and
Cont ent Managenent Type extend Conpl et eDescri pti onType. The top-level types Content EntityType
and Cont ent Abstracti onType extend Conpl et eDescri pti onType.
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Complete
Description
(abstract)
Content c
Description M an%rg]:]tgrrrlfen "
(abstract) (abstract)
Con@ent Conteqt - UserDescription
Entity Abstraction - MediaDescription
(abStraCt) - CreationDescription
T f - UsageDescription
- ClassificationSchemeDes.
Audio-Visual content: - SemanticDescription
- Image - ModelDescription
- Video - SummaryDescription
- Audio - ViewDescription
- AudioVisual - VariationDescription
- MixedContent
- ContentCollection
Figure 3 — lllustration of the type derivation hierarchy for top-level types

4.4.2 Complete description types

4.4.2.1 Introduction

The complete description types describe multimedia content, abstractions of multimedia content, and metadata
related to the management of multimedia content. Conpl et eDescri pti onType is the base type for
Cont ent Descri pti onType and Cont ent Managenent Type. Since the root element allows the instantiation
of multiple complete description top-level types in a single description, the Conpl et eDescri pti onType includes
a Rel ati onshi ps element of type Gr aphType that describes the relationships among the DS instances in the
description. The Conpl et eDescri pti onType includes description metadata that describes the metadata for the
descriptions contained within the instance of the complete description top-level type.

4.4.2.2 Complete description type syntax

<! - - HEHHHBHHHBHH PR TP PR PR R R R R R R R R R - - >
<l-- Definition of Conplete description top-level types (4.4.2) -->
<! - - HEHHHBHHHBHH PR PP R R R R R R R R R R R R - - >

<I-- Definition of ConpleteDescription Top-Ievel Type -->
<conpl exType name="Conpl et eDescri pti onType" abstract="true">
<sequence>
<el enent nanme="Descri pti onMet adat a"
type="npeg7: Descri pti onMet adat aType" m nCccurs="0"/>
<el enent nane="Rel ati onshi ps" type="npeg7: G aphType"
m nQccur s="0" nmaxCccur s="unbounded"/ >
<el enent nane="Orderi ngKey" type="npeg7: O deri ngKeyType"
m nQccur s="0" nmaxCccur s="unbounded"/ >
</ sequence>
</ conpl exType>
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4.4.2.3 Complete description type semantics

Semantics of the Conpl et eDescri pti onType:

Name Definition

Conpl et eDescri ptionType Describes multimedia content, abstractions of multimedia content, and
management of multimedia content (abstract). Conpl et eDescri pti onType is
the base type for Cont ent Descri pti onType and
Cont ent Managenent Type.

Descri pti onMet adat a Describes the metadata for the descriptions contained within the instance of the
top-level type (optional). The description metadata applies to the elements
contained within the instance of the root element unless new description
metadata is described for those elements. Descri pti onMet adat aType is
defined in 4.5.3.

Rel ati onshi ps Describes a graph of the relationships among the DS instances in the description
(optional). Also describes relationships across different individual sub-
descriptions that appear under a single root element. G- aphType is defined in
7.7.2.

Or deri ngKey Describes an ordering of instances within a description (optional). The ordering
does not constrain the actual order of appearance within the description itself.
O deri ngKeyType is defined in 7.8.2.

4.4.3 Content description types

4.4.3.1 Introduction

The content description top-level types describe multimedia content entities and abstractions of multimedia content.

4.4.3.2 Content description types syntax

<\ - - HHHHHHHHHBHHBH SR H BT R H R TR R R R R R R R R R - - >
<I-- Definition of Content description top-Ilevel types (4.4.3) -->
<\ - - BHHHHHHHHHHHBHHRH BT R H R R H R R R R R R R R R R - - >
<I-- Definition of ContentDescription Top-I|evel Type -->
<conpl exType nane="Cont ent Descri pti onType" abstract="true">
<comnpl exCont ent >
<ext ensi on base="npeg7: Conpl et eDescri pti onType" >
<sequence>
<el enent name="Affective" type="npeg7: AffectiveType" m nCccurs="0"
maxQOccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of ContentEntity Top-Ilevel Type -->
<conpl exType nane="Content EntityType">
<comnpl exCont ent >
<ext ensi on base="npeg7: Cont ent Descri pti onType" >
<sequence>
<el enent name="Mul ti nedi aContent" type="npeg7: Mul ti nedi aCont ent Type"
m nCccur s="1" maxOccur s="unbounded"/ >
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</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<l-- Definition of ContentAbstracti on Top-I|evel Type -->
<conpl exType name="Cont ent Abstracti onType" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Descri pti onType"/ >
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of SemanticDescription Top-I|evel Type -->
<conpl exType name="Semanti cDescri pti onType">
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Abst racti onType" >
<choi ce>
<el enent nane="Senantics" type="npeg7: Semanti cType" mnmi nCccurs="1"
maxQOccur s="unbounded" / >
<el enent nane="Concept Col | ecti on" type="npeg7: Concept Col | ecti onType"
m nCccur s="1" maxQccur s="unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Mdel Description Top-I|evel Type -->
<conpl exType nanme="Mbdel Descri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Abst racti onType" >
<sequence>
<el enent nane="Model " type="npeg7: Model Type
maxQOccur s="unbounded" / >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

m nCccur s="1"

<I-- Definition of SummaryDescription Top-Ievel Type -->
<conpl exType nanme="Sunmmar yDescri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Abst racti onType" >
<sequence>
<el enent nanme="Sunmari zati on" type="npeg7: Sunmari zati onType"
m nCccur s="1" maxQccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of ViewDescription Top-Ievel Type -->
<conpl exType name="Vi ewDescri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Abst racti onType" >
<choi ce>
<el enent nane="Vi ew' type="npeg7: Vi ewType" m nCccurs="1"
maxQOccur s="unbounded" / >
<el enent nane="Vi ewSet" type="npeg7: Vi ewSet Type" ni nCccurs="1"
maxQccur s=" unbounded"/ >
<el enent nane="Vi ewDeconposi tion" type="npeg7: Vi ewDeconpositionType"
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m nCccur s="1" maxCOccur s="unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of VariationDescription Top-|level Type -->
<conpl exType nane="Vari ati onDescri pti onType">
<compl exCont ent >
<ext ensi on base="npeg7: Cont ent Abstracti onType" >
<choi ce>
<el enent name="Vari ati onSet" type="npeg7: Vari ati onSet Type"
m nOccur s="1" maxCccur s="unbounded"/ >
<el enent name="Vari ati on" type="npeg7: Vari ati onType" m nCccurs="1"
maxQOccur s="unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

4.4.3.3 Content description types semantics

Semantics of the Cont ent Descri pti onType:

Name Definition

Cont ent Descri pti onType Top-level type for describing multimedia content and abstractions of multimedia
content (abstract). Provides the base type of ContentEntityType and
Cont ent Abst racti onType. Cont ent Descri pti onType extends
Conpl et eDescri pti onType.

Affective Describes the affective response of users to the multimedia content (optional).
The Af f ecti veType is defined in 7.9.

Semantics of the Cont ent Enti t yType:

Name Definition

ContentEntityType Top-level type for describing multimedia content entities such as images, video,
audio, and so forth. Cont ent Ent i t yType extends Cont ent Descri pti onType.

Mul t i medi aCont ent Describes an instance of multimedia content.

Semantics of the Cont ent Abstracti onType:

Name Definition

Cont ent Abstracti onType Top-level type for describing abstractions of multimedia content (abstract). An
abstraction is a secondary content representation that is created from or is
related to the multimedia content. For example, a summary of video or a model of
audio-visual features is an abstraction of the multimedia content.
Cont ent Abst racti onType extends Cont ent Descri pti onType.
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Semantics of the Senant i cDescri pti onType:

Name Definition

Semanti cDescri pti onType Top-level type for describing semantics of multimedia content including real-life
events, objects, concepts, and narratives. Senmanti cDescri pti onType

extends Cont ent Abst racti onType.

Semanti cs Describes the semantics of multimedia content (optional). Semanti cType is

defined in 12.3.4.

Concept Col | ecti on Describes a collection of semantic concepts related to multimedia content

(optional). Concept Col | ecti onType is defined in 14.2.5.

Semantics of the Model Descri pti onType:

Name Definition
Model Descri ptionType Top-level type for describing models of multimedia content.
Model Descri pti onType extends Cont ent Abstracti onType.

Model Describes a model of multimedia content. Mbdel Type is defined in 14.3.

Semantics of the Summar yDescri pti onType:

Name Definition

Sunmar yDescri pti onType Top-level type for describing summaries of AV content.
Summar yDescri pti onType extends Cont ent Abst racti onType.

Sunmari zation Describes a summarization of AV content. Surmari zati onType is defined in

13.2

Semantics of the Vi ewDescri pti onType:

Name Definition

Vi ewDescri ptionType Top-level type for describing views, sets of views, and view decompositions of image,

video, or audio signal. Vi ewDescri ptionType extends
Cont ent Abst racti onType.

Vi ew Describes a view of an image, video, or audio signal (optional). Vi ewType is defined
in 13.3.5

Vi ewSet Describes a set of views of an image, video, or audio signal (optional). Vi ewSet Type

is defined in 13.3.12.

Vi ewDeconposi tion Describes a view decomposition of an image, video, or audio signal (optional).

Vi ewDeconposi ti onType is defined in 13.3.11.
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Semantics of the Vari ati onDescri pti onType:

Name Definition

Vari ationDescriptionType Top-level type for describing variations of multimedia content.
Vari ati onDescri pti onType extends Cont ent Abst racti onType.

Vari ati onSet Describes a set of variations of multimedia content (optional).
Vari ati onSet Type is defined in 13.4.2.

Vari ation Describes a variation of multimedia content (optional). Vari ati onType is
defined in 13.4.2.

4.4.3.4 Content description types examples (informative)

The following example shows the use of the content description type Cont ent EntityType for describing a
photographic image depicting a sunset. The image description includes a text annotation and a description of the
image color using Scal abl eCol or D (defined in ISO/IEC 15938-3).

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="I|mgeType">
<l mage>
<Medi aLocat or >
<Medi aUri >i mage. j pg</ Medi aUri >
</ Medi aLocat or >
<Text Annot at i on>
<Fr eeText Annot ati on> Sunset scene </ FreeText Annot ati on>
</ Text Annot ati on>
<Vi sual Descri ptor xsi:type="Scal abl eCol or Type" nuntf Coef f="16"
nuntX Bi t pl anesDi scar ded="0">
<Coeff>1234567890123456 </Coeff>
</ Vi sual Descri pt or >
</ 1 mage>
</ Mul ti medi aCont ent >
</ Descri ption>

</ Mpeg7>

The following example shows the use of the content description type Sermant i cDescri pti onType for describing
a car that is depicted in an image (image.jpg). The Sermant i ¢ DSis defined in 12.3.4.

<Moeg7>
<Description xsi:type="SemanticDescriptionType">
<Semanti cs>
<Label >
<Name> Car </ Nanme>
</ Label >
<Definition>
<Fr eeText Annot at i on>
Four wheel motorized vehicle
</ FreeText Annot at i on>
</ Definition>
<Medi aCccurrence>
<Medi aLocat or >
<Medi aUri > i nage.jpg </ MediaUri >
</ Medi aLocat or >
</ Medi aCccurrence>
</ Semanti cs>
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</ Descri pti on>
</ Mpeg7>

The following example shows the use of the content description type Model Descri pti onType for describing a
collection model of "sunsets" that contains two images depicting sunset scenes. The Col | ecti onMbdel DS is
defined in 14.5.3.

<Moeg7>
<Descri ption xsi:type="Model Descri pti onType" >
<Mbdel xsi:type="Coll ectionMdel Type" confidence="0.75" reliability="0.5"
function="descri bed">
<Label >
<Name>Sunset s</ Name>
</ Label >
<Col | ection xsi:type="Content Coll ectionType">
<Cont ent xsi:type="InmageType">
<l mage>
<Medi aLocat or xsi:type="I|nagelLocat or Type" >
<Medi aUri >sunset 1. j pg</ Medi aUri >
</ Medi aLocat or >
</ | mage>
</ Cont ent >
<Content xsi:type="InmageType">
<l mage>
<Medi aLocat or xsi:type="I|nagelLocat or Type" >
<Medi aUri >sunset 2. j pg</ Medi aUri >
</ Medi alLocat or >
</ | mage>
</ Cont ent >
</ Col | ecti on>
</ Model >
</ Descri pti on>
</ Mpeg7>

The following example shows the use of the content description type Summar yDescri pti onType for describing a
hierarchical summary of video. The hierarchical summary has two levels: level 0 consists of three summary
segments, and level 1 consists of one summary segment. The Hi er ar chi cal Summary DSis defined in 13.2.4.

<Moeg7>
<Description xsi:type="SunmaryDescriptionType">
<Summari zati on>
<Summary xsi:type="Hi erarchical SunmaryType"

component s="keyVi deoCl i ps" hi erarchy="dependent ">

<Sour celLocat or >
<Medi aUri>file://disk/video00l1. npg</ Medi aUri >

</ Sour ceLocat or >

<Summar ySegnent G oup | evel ="0">

<SunmarySegnent > <!-- segnment #1 at level 0 --> </ SunmarySegnent >
<Sumar ySegnent > <! -- segnent #2 at |level 0 --> </ SunmarySegnent >
<Sumar ySegnent > <! -- segnent #3 at |level 0 --> </ SunmarySegnent >
<Sumar ySegnent G oup | evel ="1">

<Sunmar ySegnent > <! -- segment #1 at level 1 --> </ SunmarySegnent>

</ Sunmar y Segnent G oup>
</ Sunmar ySegnent G oup>
</ Sunmar y>
</ Summari zati on>
</ Descri pti on>

</ Mpeg7>
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The following example shows the use of the content description type Vi ewDescri pti onType for describing a
spatial view of an image, which corresponds to the upper-right quarter of the image. The SpaceVi ew DS is defined
in 13.3.6.

<Moeg7>
<Descri ption xsi:type="Vi ewDescripti onType">
<Vi ew xsi :type="SpaceVi ewType" >
<Tar get >
<l mageSi gnal >
<Medi aLocat or >
<Medi aUri> view. jpg </ MediaUri>
</ Medi aLocat or >
</ 1 mageSi gnal >
</ Tar get >
<Sour ce>
<l mageSi gnal >
<Medi aLocat or >
<Medi aUri > i mage.jpg </ Medi aUri >
</ Medi alLocat or >
</ 1 mageSi gnal >
</ Sour ce>
<SpacePartition>
<Origin xOigin="left" yOigin="top"/>
<Start xsi:type="Signal Pl aneFractionType" x="0.5" y="0"/>
<End xsi:type="Si gnal Pl aneFracti onType" x="0.5" y="0.5"/>
</ SpacePartition>
</ Vi ew>
</ Descri ption>

</ Mpeg7>

The following example shows the use of the content description type Vari ati onDescri ptionType for
describing an image that is a variation of a video in which the image has been extracted from the video. The
Vari ationSet DSis definedin 13.4.2.

<Mpeg7>
<Description xsi:type="VariationDescriptionType">
<Vari ati onSet >
<Sour ce xsi:type="VideoType">
<Vi deo>
<Medi aLocat or >
<Medi aUri>file://video-A npg</MediaUri>
</ Medi aLocat or >
</ Vi deo>
</ Sour ce>
<Variation fidelity="0.85" priority="1">
<Content xsi:type="InageType">
<l mage>
<Medi aLocat or >
<Medi aUri>file://image-B.jpg</ MediaUri>
</ Medi aLocat or >
</ 1 mage>
</ Cont ent >
<Vari ati onRel ati onshi p>extracti on</Vari ati onRel ati onshi p>
</ Vari ati on>
</ Vari ati onSet >
</ Descri ption>
</ Mpeg7>
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4.4.4 Content management types

4.4.4.1 Introduction

This subclause specifies top-level types that support the management of multimedia content.

4.4.4.2 Content management types syntax

<! - - HEHHHBHHHBHHHBHHH B H B H B H B H R H R H R H R R R - - >
<I-- Definition of Content managenent top-|evel types (4.4.4) -->
<! - - HEHHHBHHHBHHHBHHH B H B H B H B H R H R H R R R - - >

<I-- Definition of ContentManagenent Top-I|evel Type -->
<conpl exType nanme="Cont ent Managenent Type" abstract="true">
<conpl exCont ent >
<ext ensi on base="npeg7: Conpl et eDescri pti onType"/ >
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of UserDescription Top-Ievel Type -->
<conpl exType name="User Descri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Managenent Type" >
<sequence>
<el enent nane="User" type="npeg7: Agent Type"
m nCccurs="0"/>
<el enent nanme="User Pr ef erences" type="npeg7: User Pref erencesType"
m nOccur s="0" maxCOccur s="unbounded"/ >
<el enent name="UsageHi story" type="npeg7: UsageHi st oryType"
m nOccur s="0" maxQOccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of MediaDescription Top-I|evel Type -->
<conpl exType name="Medi aDescri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Managenent Type" >
<sequence>
<el enent name="Medi al nf or mat i on"
type="npeg7: Medi al nf or mati onType" m nCccurs="1"
maxQOccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of CreationDescription Top-Ilevel Type -->
<conpl exType name="Creati onDescri ptionType">
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Managenent Type" >
<sequence>
<el enent nanme="Creati onl nformati on"
type="npeg7: Creati onl nformati onType" m nCccurs="1"
maxQOccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
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</ conpl exType>

<I-- Definition of UsageDescription Top-I|evel Type -->
<conpl exType nane="UsageDescri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Managenent Type" >
<sequence>
<el enent name="Usagel nf or mati on" type="npeg7: Usagel nf or mati onType"
m nCccur s="1" maxQccur s="unbounded"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of C assificationSchemeDescription Top-|evel Type -->
<conpl exType nanme="Cl assi fi cati onSchenmeDescri pti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Cont ent Managenent Type" >
<choi ce>
<el ement nanme="Cl assificati onSchene"
t ype="npeg7: Cl assi fi cati onSchenmeType" m nCccurs="1"
maxQOccur s="unbounded" / >
<el enent name="Cl assi fi cati onScheneBase"
t ype="npeg7: Cl assi fi cati onScheneBaseType" m nCccurs="1"
maxQccur s=" unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

4.4.43 Content management types semantics

Semantics of the Cont ent Managenent Type:

Name Definition

Cont ent Managenment Type Top-level type for describing metadata related to the management of multimedia
content (abstract). Cont ent Managenent Type extends
Conpl et eDescri pti onType.

Semantics of the User Descri pti onType:

Name Definition

User Descri ptionType Top-level type for describing users of multimedia systems. User Descri pti onType
extends Cont ent Managenent Type.

User Describes a user of a multimedia system (optional). A user can be a person, a group
of persons, or an organization. User if of type Agent Type, which is defined in 7.5.

User Pr ef er ences Describes the preferences of the user of a multimedia system (optional).
User Pr ef er encesType is defined in 15.2.

UsageHi st ory Describes the usage history of the user of a multimedia system (optional).
UsageHi st or yType is defined in 15.3.
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Semantics of the Medi aDescri pti onType:

Name Definition

Medi aDescri ptionType Top-level type for describing the media information of multimedia content.
Medi aDescri pti onType extends Cont ent Managenent Type.

Medi al nf or mati on Describes the media information of multimedia content. Medi al nf or mat i onType
is defined in 8.2.

Semantics of the Cr eat i onDescri pti onType:

Name Definition

CreationDescriptionType Top-level type for describing the processes of creating multimedia content.
CreationDescri pti onType extends Cont ent Managenent Type.

Creationl nformation Describes the information about the creation of multimedia content.
Creati onl nformati onType is defined in 9.2.

Semantics of the UsageDescri pti onType:

Name Definition

UsageDescri pti onType Top-level type for describing the usage of multimedia content.
UsageDescri pti onType extends Cont ent Managenent Type.

Usagel nf or mat i on Describes usage rights of multimedia content. Usagel nf or mat i onType is defined
in 10.2.

Semantics of the Cl assi fi cati onSchenmeDescri ptionType:

Name Definition

Cl assificationScheneDescriptionType Top-level type for describing classification schemes for
multimedia content.
Cl assi ficati onScheneDescri ptionType extends
Cont ent Managenent Type.

Cl assificationSchene Describes a classification scheme or ontology for multimedia
content. Cl assi fi cati onSchenmeType is defined in 7.4.2.

Cl assi ficati onScheneBase Describes a classification scheme or ontology for multimedia
content using the base type for classification schemes.
Cl assi ficati onScheneBaseType is defined in 7.4.2.

4.4.4.4 Content management types example (informative)

The following example shows the use of the content management type User Descri pti onType for describing the
user preferences of a user of a multimedia system. The User Pr ef er ences DSis defined in 15.2.3.
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<Mpeg7>
<Descri ption xsi:type="UserDescriptionType">
<User xsi:type="PersonType">
<Nane xm :lang="en">
<G venName> John </ G venNane>
<Fam | yNane> Smith </ Fam | yNane>
</ Name>
</ User >
<User Pref erences>
<Userldentifier>
<Name> jrsmth </ Name>
</ Userldentifier>
<Fi |l t eri ngAndSear chPr ef er ences>
<!-- nore elenments here -->
</FilteringAndSear chPref erences>
</ User Pr ef erences>
</ Descri ption>

</ Mpeg7>

The following example shows the use of the content management type Medi aDescri pti onType for describing
the media information of a news video. The Medi al nf or mati on DS is defined in 8.2.1.

<Moeg7>
<Descri ption xsi:type="Medi aDescri pti onType">
<Medi al nformati on i d="news1 nedi a">
<Medi al denti fication>
<Entityldentifier organization="MPEG' type="MPEG/Content Setld">
nmpeg7_content: newsl
</Entityldentifier>
<Vi deoDonmi n href ="urn: npeg: npeg7: cs: Vi deoDonai nCS: 2001: 1. 2" >
<Nanme xm : | ang="en">Nat ur al </ Nane>
</ Vi deoDormai n>
</ Medi al denti fi cati on>
<Medi aProfil e>
<Medi aFor mat >
<Cont ent hr ef =" MPEG/Cont ent CS" >
<Nanme>audi ovi sual </ Name>
</ Cont ent >
<Medi um hr ef ="ur n: npeg: npeg7: cs: Medi unCS: 2001: 1. 1" >
<Narme xnl : | ang="en" >CD</ Nane>
</ Medi un®
<Fi | eFor mat href ="urn: npeg: npeg7: cs: Fi | eFor mat CS: 2001: 3" >
<Narme xmn :1ang="en" >npeg</ Name>
</ Fi | eFor mat >
<Fi | eSi ze>666478608</ Fi | eSi ze>
<Vi sual Codi ng>
<Format href="urn: npeg: npeg7: cs: Vi sual Codi ngFor nat CS: 2001: 1"
col or Domai n="col or" >
<Nanme xnl: | ang="en">MPEG 1 Vi deo</ Nanme>
</ For mat >
<Pi xel aspectRatio="0.75" bitsPer="8"/>
<Frane hei ght ="288" wi dt h="352" rate="25"/>
</ Vi sual Codi ng>
</ Medi aFor mat >
</ Medi aProfil e>
</ Medi al nf or mat i on>
</ Descri ption>
</ Mpeg7>
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The following example shows the use of the content management type Creati onDescriptionType for
describing the creation information for a sports video. The Cr eati onl nf or mati on DSis defined in 9.2.1.

<Moeg7>
<Description xsi:type="CreationDescriptionType">
<Creationl nformati on>
<Creation>
<Title xm :lang="en" type="popul ar">Subway series</Title>
<Abst ract >
<Fr eeText Annot ati on> Gane anong city rivals
</ FreeText Annot ati on>
</ Abstract >
<Creat or >
<Rol e href="urn: npeg: npeg7: cs: Rol eCS: 2001: PUBLI SHER"/ >
<Agent xsi:type="0Organizati onType">
<Nane>Sports Channel </ Nane>
</ Agent >
</ Creat or >
</ Creation>
</ Creati onl nf ormati on>
</ Descri pti on>
</ Mpeg7>

The following example shows the use of the content management type UsageDescri pti onType for describing
the usage information for a sport video released for the Internet. The Usagel nf orant i on DS is defined in 10.2.1.

<Moeg7>
<Description xsi:type="UsageDescri pti onType">
<Usagel nf or mati on>
<Ri ght s>
<Ri ght sI D organi zati on="NBC"' type="NBCCopyRi ght sl D'>
nbc: 20010618: t d2
</ Ri ght sl D>
</ Ri ght s>
<Availability id="sports">
<I nst anceRef href="onlinenp7csl7sportsl"/>
<Di ssem nati on>
<Format href="urn: npeg: npeg7: cs: Di ssem nati onFor mat CS: 2001: 4" >
<Nane xnl:|ang="en">I nternet </ Nane>
</ For mat >
<Locati on>
<Regi on>us</ Regi on>
</ Locati on>
</ Di sseni nati on>
<Avail abilityPeriod type="payPerUse">
<Ti mePoi nt >2001- 06- 16T21: 00+01: 00</ Ti mePoi nt >
<Dur at i on>PT30M/ Dur at i on>
</ Avai l abi lityPeriod>
</ Avail ability>
</ Usagel nf or mat i on>
</ Descri pti on>
</ Mpeg7>

The following example shows the use of the content management type
Cl assificati onScheneDescri pti onType for describing a classification scheme for audio domain. The
Cl assificati onSchene DSis defined in 7.4.2.
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<Mpeg7>
<Description xsi:type="C assificati onScheneDescri pti onType">
<C assi ficationScheme uri="urn: npeg: npeg7: cs: MyAudi oDomai nCS"

domai n="// Medi al nf or mat i on/ Medi aPr of i | e/ Medi al denti fi cati on/ Audi oDonmai n" >

<Header xsi:type="Descri pti onMet adataType">
<Ver si on>1. 0</ Ver si on>

</ Header >

<Termterm D="1">
<Nane xnml :|ang="en" >Sour ce</ Nane>
<Definition xm:lang="en">Type of audi o source</Definition>
<Termterm D="1.1">

<Nanme xm : | ang="en">Synt heti c</ Name>
</ Ter np
<Termterm D="1.2">
<Nanme xm :lang="en">Nat ur al </ Nane>

</ Ter e

</ Ter np

</ C assificati onSchene>
</ Descri ption>
</ Mpeg7>

4.45 Multimedia content entity description tools

4.45.1 Introduction
This subclause specifies tools for describing different multimedia content entities. The different multimedia content

entity tools correspond to the different types of multimedia content: images, video, audio, AV data, mixed
multimedia content, signals, ink content, and edited video.

4.45.2 Multimedia content entity description tools syntax

<! - - HH#HHBHHHBHHHBHHH B H AR R R R - - >
<l-- Definition of Miultinedia content entity tools (4.4.5) -->
<! - - #HH#HHBHHHBHHH B H B H BT TR R R - - >

<l-- Definition of Miltimedi aContent Content Entity -->
<conpl exType nane="Mil ti medi aCont ent Type" abstract="true">
<comnpl exCont ent >
<ext ensi on base="npeg7: DSType" >
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Image Content Entity -->
<conpl exType nane="I| mageType" >
<compl exCont ent >
<ext ensi on base="npeg7: Mul ti nedi aCont ent Type" >
<sequence>
<el enent name="I|nmage" type="npeg7: Still Regi onType"/>
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Video Content Entity -->
<conpl exType nane="Vi deoType" >
<comnpl exCont ent >
<ext ensi on base="npeg7: Mul ti nedi aCont ent Type" >
<sequence>
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<el enent nanme="Vi deo" type="npeg7: Vi deoSegnent Type"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Audio Content Entity -->
<conpl exType nanme="Audi oType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Mul ti medi aCont ent Type" >
<sequence>
<el enent nanme="Audi 0" type="npeg7: Audi oSegnent Type"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<l-- Definition of AudioVisual Content Entity -->
<conpl exType nanme="Audi oVi sual Type" >
<conpl exCont ent >
<ext ensi on base="npeg7: Mul ti medi aCont ent Type" >
<sequence>
<el enent nanme="Audi oVi sual " type="npeg7: Audi oVi sual Segnent Type" />
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<l-- Definition of Multinmedia Content Entity -->
<conpl exType name="Mil ti medi aType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Mul ti medi aCont ent Type" >
<sequence>
<el enent nanme="Mul ti nedi a" type="npeg7: Mul ti medi aSegnment Type" />
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Miltinmedi aCollection Content Entity -->
<conpl exType name="Mil ti nedi aCol | ecti onType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Mul ti medi aCont ent Type" >
<choi ce>
<el enent nane="Col | ecti on" type="npeg7: Col | ecti onType" m nCccurs="1"
maxQccur s="unbounded"/ >
<el enent nanme="Struct uredCol | ecti on"
type="npeg7: Struct uredCol | ecti onType" mni nCccurs="1"
maxQOccur s="unbounded"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of Signal Content Entity -->
<conpl exType nanme="Si gnal Type" >
<conpl exCont ent >
<ext ensi on base="npeg7: Mul ti medi aCont ent Type" >
<choi ce>
<el enent nane="I|mageSi gnal " type="npeg7: Stil |l Regi onType"/ >
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<el enent name="Vi deoSi gnal " type="npeg7: Vi deoSegnment Type"/ >
<el enent name="Audi 0Si gnal " type="npeg7: Audi oSegnment Type"/ >
<el enent name="Si gnal Ref" type="npeg7: Ref erenceType"/ >
</ choi ce>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<l-- Definition of InkContent Content Entity -->
<conpl exType name="I| nkCont ent Type" >
<comnpl exCont ent >
<ext ensi on base="npeg7: Mul ti nedi aCont ent Type" >
<sequence>
<el enent name="InkContent" type="npeg7:|nkSegment Type"/>
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

<I-- Definition of AnalyticEditedVideo Content Entity -->
<conpl exType nane="Anal yti cEdi t edVi deoType" >
<comnpl exCont ent >
<ext ensi on base="npeg7: Mul ti nedi aCont ent Type" >
<sequence>
<el enent name="Anal yti cEdi t edVi deo"
t ype="npeg7: Anal yti cEdi t edVi deoSegnment Type"/ >
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

4.45.3 Multimedia content entity description tools semantics

Semantics of the Mul ti medi aCont ent Type:

Name Definition

Mul ti medi aCont ent Type Describes a multimedia content entity (abstract). The multimedia content entity
shall correspond to one of a variety of multimedia content types including images,
video, audio, content collections, ink content, and so forth.
Mul ti nmedi aCont ent Type extends DSType.
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Semantics of the | mageType:

Name Definition
| mageType Multimedia content entity for describing an image. An image refers to 2D spatially-varying
visual data  acquired from a visual source. | mageType extends

Mul ti medi aCont ent Type.

| mage Describes the image. The image may refer to 2D spatial data or to a video frame. The
image may correspond to a still region of an image or video frame. | nage is of type
Still Regi onType, which is defined in 11.4.2.

Semantics of the Vi deoType:

Name Definition

Vi deoType Multimedia content entity for describing a video. Video refers to time-varying 2-D spatial
data commonly represented as a temporally discrete sequence of images or video frames.
Vi deoType extends Mul t i nedi aCont ent Type.

Vi deo Describes the video. The video may be a full video sequence or a temporal segment, shot,
or clip extracted from a video sequence. Vi deo is of type Vi deoSegnent Type, which is
defined in 11.4.8.

Semantics of the Audi oType:

Name Definition

Audi oType Multimedia content entity for describing audio. Audio refers to time-varying 1-D data
intended for listening or hearing. Audi oType extends Mul t i medi aCont ent Type.

Audi o Describes the audio. The audio may be a full audio sequence or a temporal segment or
clip extracted from an audio sequence. Audi o is of type Audi oSegnent Type, which is
defined in 11.5.2.

Semantics of the Audi oVi sual Type:

Name Definition

Audi oVi sual Type Multimedia content entity for describing AV data. AV refers to content consisting of both
audio and video. Audi oVi sual Type extends Mul ti medi aCont ent Type.

Audi oVi sual Describes the AV data. The AV data may be a full AV sequence or a temporal segment or
clip extracted from an AV  sequence. AudioVisual is of type
Audi oVi sual Segnent Type, which is defined in 11.6.2.
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Semantics of the Mul ti nedi aType:

Name Definition

Mul ti medi aType  Multimedia content entity for describing multimedia data. Multimedia refers to content
comprising one or modalities or content types, such as images, audio, video, 3D models,
ink content, and so forth. Mul ti medi aType extends Mul t i nedi aCont ent Type.

Mul ti nedi a Describes the multimedia data. The multimedia data may be a composite of multimedia
content or a single item of multimedia content that forms a multimedia presentation.
Mul ti nedi a is of type Mul ti medi aSegnent Type, which is defined in 11.7.2.

Semantics of the Mul ti medi aCol | ecti onType:

Name Definition

Mul ti medi aCol | ecti onType Multimedia content entity for describing a collection of multimedia data. A
multimedia collection is loose collection that does not necessarily form a
single coherent presentation. The multimedia collection may contain multiple
collections of content and segment. Mul ti nedi aCol | ecti onType extends
Mul ti medi aCont ent Type.

Col l ection Describes a collection related to multimedia content. Examples include
collections of multimedia content, collections of segments, and collections of
descriptor instances. Each collection is an unordered, unbounded, nested set
of items related to multimedia content. Col | ecti onType is defined in 14.2.1.

Semantics of the Si gnal Type:

Name Definition

Si gnal Type Multimedia content entity for describing an image, video, or audio signal that can be
represented as continuous or discrete sample data in space and/or time. For example, a
signal can correspond to a discrete 1-D audio signal, a 2-D discrete spatial lattice of image
data, or a time-varying video signal. These signal types of image, video, or audio signal
data are distinguished from other types of multimedia content, such as complex multimedia
presentations, in order to allow the description of views in space, time, and frequency.
Si gnal Type is used in Vi ewType for describing views, partitions, and decompositions of
discrete lattice data. Si gnal Type extends Mul t i medi aCont ent Type.

I mageSi gnal Describes the image signal. | mrageSi gnal is of type Sti | | Regi onType, which is defined
in11.4.2.
Vi deoSi gnal Describes the video signal. Vi deoSi gnal is of type Vi deoSegnent Type, which is

defined in 11.4.8.

Audi oSi gnal Describes the audio signal. Audi oSi gnal is of type Audi oSegnent Type, which is
defined in 11.5.2.

Si gnal Ref Describes a reference to a description of an image, video, or audio signal. Si gnal Ref is of
type Ref er enceType, which is defined in 6.2.1.
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Semantics of the | nkCont ent Type:

Name Definition

I nkCont ent Type  Multimedia content entity for describing ink content. Ink content refers to digital written or
stroke data generated from various pen devices as well as ink applications (e.g., electronic
whiteboard applications, form filing and ink messaging). | nkCont ent Type extends
Mul t i medi aCont ent Type.

I nkCont ent Describes the ink content. The ink content may be a full ink document or a segment
extracted from an ink document. | nkCont ent is of type | nkSegnent Type, which is
defined in 11.8.2.

Semantics of the Anal yti cEdi t edVi deoType:

Name Definition

Anal yti cEdi t edVi deoType Multimedia content entity for describing the video in terms of the analysis of its
editing of clips and transitions. Anal yti cEditedVi deoType extends

Mul t i medi aCont ent Type.

Anal yti cEdi t edVi deo Describes the edited video. The analytic edited video may be a full edited
video or a segment of edited video. Anal yti cEditedVi deo is of type

Anal yti cEdi t edVi deoSegnent Type, which is defined in 11.9.2.

4.45.4 Multimedia content entity description tools examples (informative)

The following example shows the use of the multimedia content entity | nageType for describing an image.

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="ImageType">
<l mage>
<Medi aLocat or >
<Medi aUri >i nage. j pg</ Medi aUri >
</ Medi aLocat or >
<Creationl nformati on>
<Creation>
<Title> Wrld Series Gane 3 </Title>
</ Creation>
</ Creationl nformati on>
<Text Annot ati on>
<Fr eeText Annot ati on> Gane w nni ng honerun </ FreeText Annot ati on>
</ Text Annot at i on>
<Semanti c>

<Label >
<Nane>Last i nni ng</ Name>
</ Label >
<Senmanti cBase xsi:type="Event Type">
<Label >
<Name>CGame w nni ng homerun </ Nane>
</ Label >

</ Semant i cBase>
</ Semant i ¢c>
<Vi sual Descri ptor xsi:type="Scal abl eCol or Type" nuntX Coeff="16"
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nuntX Bi t pl anesDi scar ded="0">
<Coeff>1234567890123456 </Coeff>
</ Vi sual Descri pt or >
</ | mage>
</ Mul ti medi aCont ent >
</ Descri ption>
</ Mpeg7>

The following example shows the use of the multimedia content entity Vi deoType for describing a video.

<Moeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="Vi deoType">
<Vi deo>

<Creationlnformtion>

<Creation>
<Title> Worldcup Soccer </Title>

</ Creation>

</ Creationl nformation>

<Medi aTi me>
<Medi aTi mePoi nt >T00: 00: 00</ Medi aTi nePoi nt >
<Medi aDur at i on>PT1M30S</ Medi abur ati on>

</ Medi aTi me>

<Vi sual Descri ptor xsi:type="GoFGoPCol or Type" aggregati on="Average" >
<Scal abl eCol or nun®X Coef f="16" nuntX Bi t pl anesDi scar ded="0">

<Coeff>1234567890123456 </Coeff>

</ Scal abl eCol or >

</ Vi sual Descri pt or>

</ Vi deo>
</ Mul ti nedi aCont ent >
</ Descri ption>

</ Mpeg7>

The following example shows the use of the multimedia content entity Audi oType for describing audio content.

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="Audi oType">
<Audi o>
<Creati onl nformati on>
<Creation>
<Title> Morning Radio </Title>
</ Creation>
</ Creationl nformati on>
<Medi aTi me>
<Medi aTi nmePoi nt >T00: 00: 00</ Medi aTi nePoi nt >
<Medi aDur at i on>PT30MD0S</ Medi aDur at i on>
</ Medi aTi ne>
</ Audi o>
</ Mul ti nedi aCont ent >
</ Descri ption>
</ Mpeg7>
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The following example shows the use of the multimedia content entity Audi oVi sual Type for describing
audiovisual content.

<Moeg7>
<Description xsi:type="ContentEntityType">
<Mul t i nedi aCont ent xsi:type="Audi oVi sual Type" >
<Audi oVi sual >

<Medi aLocat or >
<Medi aUri >pr ogr am npg</ Medi aUri >

</ Medi aLocat or >

<Creationl nfornmati on>
<Creati on>

<Title> News Flash</Title>

</ Creation>

</ Creati onl nformation>

<Text Annot ati on>
<Fr eeText Annot ati on> Afternoon news program </ FreeText Annot ati on>

</ Text Annot ati on>

<Medi aTi ne>
<Medi aTi nePoi nt >T00: 00: 00</ Medi aTi nePoi nt >
<Medi aDur at i on>PT10M300S</ Medi aDur ati on>

</ Medi aTi ne>

</ Audi oVi sual >
</ Mul ti nedi aCont ent >
</ Descri pti on>
</ Mpeg7>

The following example shows the use of the multimedia content entity Mul t i medi aType for describing multimedia
content.

<Moeg7>
<Description xsi:type="ContentEntityType">
<Mul ti nmedi aContent xsi:type="Miltinmedi aType">
<Mul ti nedi a>
<Medi aSour ceDeconposi ti on gap="fal se" overl ap="fal se">
<Segnent xsi:type="Still Regi onType">
<Text Annot at i on>
<Fr eeText Annot at i on> i mage </ FreeText Annot ati on>
</ Text Annot ati on>
</ Segnent >
<Segnent xsi:type="Vi deoSegnent Type" >
<Text Annot at i on>
<Fr eeText Annot ati on> vi deo </ FreeText Annot ati on>
</ Text Annot at i on>
<Medi aTi me>
<Medi aTi mePoi nt >T00: 00: 00</ Medi aTi nePoi nt >
<Medi aDur at i on>PTOML5S</ Medi aDur at i on>
</ Medi aTi ne>
</ Segnent >
<Segnent xsi:type="Audi oSegnent Type" >
<Text Annot at i on>
<Fr eeText Annot ati on> audi o </ FreeText Annot ati on>
</ Text Annot at i on>
</ Segnent >
</ Medi aSour ceDeconposi ti on>
</ Mul ti medi a>
</ Mul ti nmedi aCont ent >
</ Descri pti on>

</ Mpeg7>
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The following example shows the use of the multimedia content entity Mul ti nedi aCol | ecti onType for
describing a collection consisting of one image and one video.

<Moeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aContent xsi:type="Muiltinmedi aCol | ecti onType" >
<Col | ecti on xsi:type="ContentCollectionType">
<Cont ent xsi:type="1mgeType">
<l mage>
<Medi aLocat or xsi:type="I|nagelLocat or Type">
<Medi aUri >i mage. j pg</ Medi aUri >
</ Medi aLocat or >
</ 1 mage>
</ Cont ent >
<Content xsi:type="VideoType">
<Vi deo>
<Medi aLocat or xsi:type="Tenporal Segnent Locat or Type" >
<Medi aUri >vi deo. npg</ Medi aUri >
</ Medi aLocat or >
</ Vi deo>
</ Cont ent >
</ Col | ecti on>
</ Mul ti nedi aCont ent >
</ Descri ption>

</ Mpeg7>

The following example shows the use of the multimedia content entity Si gnal Type for describing an image signal.

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="Si gnal Type">
<l mageSi gnal >
<Medi aLocat or xsi:type="I|nagelLocat or Type">
<Medi aUri >vi deo. npg</ Medi aUri >
</ Medi aLocat or >
</ 1 mageSi gnal >
</ Mul ti nedi aCont ent >
</ Descri ption>
</ Mpeg7>

The following example shows the use of the multimedia content entity | nkCont ent Type for describing ink
content.

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="1nkContent Type">
<l nkCont ent >
<Medi aLocat or >
<Medi aUri >i nk. mpg</ Medi aUri >
</ Medi aLocat or >
<I nkMedi al nf or mati on>
<l nput Devi ce resol uti onS="133">
<Devi ce>
<Narme xnl : | ang="en" >PenDevi ce</ Nane>
</ Devi ce>
</ I nput Devi ce>
<Handedness>ri ght </ Handedness>
<Styl e>m xed</ Styl e>
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</ | nkMedi al nf or mati on>
</ | nkCont ent >
</ Mul ti medi aCont ent >
</ Descri ption>

</ Mpeg7>

The following example shows the use of the multimedia content entity Anal yti cEdit edVi deoType for
describing an edited video.

<Mpeg7>
<Description xsi:type="ContentEntityType">
<Mul ti medi aCont ent xsi:type="Anal yti cEditedVi deoType">
<Anal yti cEdi t edVi deo xsi:type="EditedVi deoType">

<Medi aLocat or >
<Medi aUri > vi deo. npg </ Medi aUri >

</ Medi aLocat or >

<Creationl nformation>
<Creation>

<Title> Worldcup Soccer </Title>

</ Creation>

</ Creati onl nf or mati on>

<Medi aTi me>
<Medi aTi mePoi nt >T00: 00: 00</ Medi aTi mePoi nt >
<Medi aDur at i on>PT1M30S</ Medi aDur ati on>

</ Medi aTi me>

<Anal yti cEdi ti ngTenpor al Deconposi ti on
<Shot> <!-- ... --> </ Shot>

</ Anal yti cEdi ti ngTenpor al Deconposi ti on>

</ Anal yti cEdi t edVi deo>
</ Mul ti medi aCont ent >
</ Descri ption>

</ Mpeg7>

4.5 Description metadata tools

4.5.1 Introduction

This subclause specifies tools for describing metadata about descriptions. The description metadata includes
packages of description tools and description metadata about the creation of descriptions.

45.2 Package DS

4.5.2.1 Introduction

The Package DS organizes and labels the description tools for ease of use and navigation of the description tools.
The Package DS allows nesting of package descriptions within package descriptions.

45.2.2 Package DS syntax

<! - - HEHHHBHHHBHHHBHHHBHHHBHHH AR B HEE - - >
<I-- Definition of Package DS (4.5.2) -->
<! - - HAHHHBHHHBHHHBHHHBHHH B PR H B R - - >

<I-- Definition of Package DS -->
<conpl exType name="PackageType" >
<conpl exCont ent >
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<ext ensi on base="npeg7: DSType" >
<choi ce m nQccurs="0" maxCccur s="unbounded" >
<el enent name="Schene" >
<conpl exType>
<attribute nane="nane" type="QNane" use="required" />
</ conpl exType>
</ el ement >
<el enent nanme="Package" type="npeg7: PackageType" />
</ choi ce>
<attribute name="nanme" type="string" use="required" />
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>

45.2.3 Package DS semantics

Semantics of the PackageType:

Name Definition

PackageType Describes a package of description tools.

Schene Describes a description tool by giving its name.

nanme Identifies the name of a description tool.

Package Describes the nesting of package descriptions with the package (optional).
name Identifies the name of the title of the package.

45.2.4 Package DS examples (informative)

The following example shows the use of the Package DS for describing a package of description tools for
collections and models. The package consists of one package named "Content Organization," which consists of
another package that Ilists four tools: ContentCollectionType, DescriptorCollectionType,
Concept Col | ecti onType, and M xedCol | ecti onType, and another package named "Probability Models,"
which consists of two additional packages named: "Probability Distributions,"” "Continuous Probability Distribution,”
and "Finite State Models"

<Mpeg7>
<Descri pti onMet adat a>
<Ver si on>1. 0</ Ver si on>
<Package nane="Content Organi zation">
<Package nanme="Col | ecti ons">
<Schenme name="Cont ent Col | ecti onType"/ >
<Scheme nanme="Descri ptorCol | ecti onType"/ >
<Scheme nane="Concept Col | ecti onType"/ >
<Scheme name="M xedCol | ecti onType"/ >
</ Package>
<Package name="Model s" >
<Package name="Probability Mdels">
<Package name="Probability Distributions">
<Package nanme="Di screte Probability Distributions">
<Schene nane="Hi st ogr anPr obabi lityType"/>
<Schene nane="Bi noni al Di stributionType"/>
<Schene nane="Poi ssonDi stri butionType"/>

Documents

Document Sharin&;sp-lub
© ISO/IEC 2003 — All rights reserved

Full document details: ISO IEC 15938-5-2003


http://www.avadocuments.com/doc/iso-iec-15938-5-2003
http://www.avadocuments.com/doc/iso-iec-15938-5-2003

ISO/IEC 15938-5:2003(E)

</ Package>
<Package name="Conti nuous Probability Distributions">
<Scheme nane="CGaussi anbDi stri buti onType"/ >
<Scheme name="Ceneral i zedGaussi anDi stri buti onType"/>
</ Package>
</ Package>
<Package nanme="Finite State Mdel s">
<Scheme nane="St at eTr ansi ti onModel Type"/ >
<Schenme name="Hi ddenMar kovModel Type"/ >
</ Package>
</ Package>
</ Package>
</ Package>
</ Descri pti onMet adat a>
<!-- nore elenents here -->

</ Mpeg7>

4.5.3 DescriptionMetadata Header

45.3.1 Introduction

The Descri pti onMet adat a Header describes metadata concerning a description. Such metadata includes
information identifying the description (privately or publicly) and describing the creation of the description, the
version of the description, and the rights associated with the description.

45.3.2 DescriptionMetadata header syntax

<! - - HAHHHBHHHBHHHBHHH B H B H B H B H R - - >
<I-- Definition of DescriptionMetadata Header (4.5.3) -->
<! - - HAHHHBHHHBHHHBHHH B H B H B H R - - >

<I-- Definition of DescriptionMetadata Header -->
<conpl exType name="Descri pti onMet adat aType" >
<conpl exCont ent >
<ext ensi on base="npeg7: Header Type" >
<sequence>
<el enent nane="Confi dence" type="npeg7: zeroToOneType" ni nCccurs="0"/>
<el enent nane="Versi on" type="string" m nCccurs="0"/>
<el enent name="Last Updat e" type="npeg7:ti nePoi nt Type" nmi nCccurs="0"/>
<el enent nanme="Conment" type="npeg7: Text Annot ati onType" mi nCccurs="0"/>
<el enent name="Publicldentifier" type="npeg7: Uni quel DType"
m nOccur s="0" maxCccur s="unbounded"/ >
<el enent name="Privateldentifier" type="string"
m nOccur s="0" maxCOccur s="unbounded"/ >
<el enent nane="Creator" type="npeg7: CreatorType"
m nCccur s="0" maxQccur s="unbounded"/ >
<el enent nane="CreationLocati on" type="npeg7: Pl aceType" m nCccurs="0"/>
<el enent nane="CreationTi ne" type="npeg7:tinePoint Type" m nCccurs="0"/>
<el enent nane="Instrunent" type="npeg7: Creati onTool Type"
m nCccur s="0" maxQccur s="unbounded"/ >
<el enent name="Ri ghts" type="npeg7: Ri ghtsType" mi nCccurs="0"/>
<el enent nanme="Package" type="npeg7: PackageType" mni nCccurs="0"/>
</ sequence>
</ ext ensi on>
</ conpl exCont ent >
</ conpl exType>
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