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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through technical
committees established by the respective organization to deal with particular fields of technical
activity. ISO and IEC technical committees collaborate in fields of mutual interest. Other international
organizations, governmental and non-governmental, in liaison with ISO and IEC, also take part in the
work.

The procedures used to develop this document and those intended for its further maintenance
are described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria
needed for the different types of document should be noted. This document was drafted in
accordance with the editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives or
www.iec.ch/members_experts/refdocs).

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent
rights. Details of any patent rights identified during the development of the document will be in the
Introduction and/or on the ISO list of patent declarations received (see www.iso.org/patents) or the IEC
list of patent declarations received (see patents.iec.ch).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see
www.iso.org/iso/foreword.html. In the IEC, see www.iec.ch/understanding-standards.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology, SC 17,
Cards and security devices for personal identification.

Alist of all parts in the ISO/IEC 18013 series can be found on the ISO and IEC websites.

Any feedback or questions on this document should be directed to the user’s national standards
body. A complete listing of these bodies can be found at www.iso.org/members.html and
www.iec.ch/national-committees.
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Information technology — Personal identification — ISO-
compliant driving licence —

Part 3:
Access control, authentication and integrity validation

AMENDMENT 1: PACE protocol

Page 2, Clause 2
Replace:

ICAO Technical Report — Supplemental Access Control for Machine Readable Travel Documents, v1.01,
2010 [TR-PACE]

with:

ICAO Doc 9303-10, Machine Readable Travel Documents, Seventh Edition, 2015, Part 10: Logical Data
Structure (LDS) for Storage of Biometrics and Other Data in the Contactless Integrated Circuit (IC)

ICAO Doc 9303-11, Machine Readable Travel Documents, Seventh Edition, 2015, Part 11: Security
Mechanisms for MRTDs

Page 4, 3.10

Delete Note 1 to entry and designate the existing "Note 2 to entry" as "Note 1 to entry".
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Page 31, 8.4.4.1
Replace Table 10 with:

Table 10 — Non-match alert parameters

Name, Fixed (F) or
Variable (V),
Mandatory (M) or
Optional (0)

Field format/length/type

SAI_referencestring, V, M

Byte 1:

Subsequent bytes:

‘00’ if the input string follows;

If byte 1 = ‘00’, the input string follows
from byte 2 (inclusive). The input
string is encoded in accordance with

constructed as aabb where aa is the data
group and bb is the sequence number of
the referenced data element, with aabb
encoded as unsigned BCD.

An input string of ABC4DEF con-
tained in the SAI_referencestring
field will be coded as ‘00 41 42 43
‘01’ if a reference to where the input string |34 44 45 46', where ‘41 42 43 34
can be obtained follows. 44 45 46 is the encoded form of
ABC4DEF.

If the licence number is used as the
input string, this will be coded as
‘01 01 08..

ISO/IEC 8859-1:1998; If the 16th data element of Data
Group 12 is used as the input

If byte 1 = ‘01, the reference to the|parameter, the input string will be
field that contains the input string is|codedas ‘0112 16

SAI_inputmethod, V, O

2

Byte 1: SAl standard and input method. The
four most significant bits (upper nibble) of
byte 1 can take on any of the following values:

The four least significant bits (lower nibble) of
byte 1 denotes the input method, and can take
on any of the following values:

Byte 2: Barcode standard. If the first byte is of
the form x2’, byte 2 is mandatory, taking on
any of the following values:

‘0x’ if the input string is based on an
existing field;

dedicated field; string will be ‘00 01’, or alternative-
2x’ if the input string is stored in a ly“00 01 00"
barcode; If, in addition, the SAl is located on

manual input;

‘x1” if the input string is intended for OCR
interpretation;

‘x2’ if the input string is stored as a
barcode.

If the licence number is used as the
input string (i.e. a SAl is construct-
ed around the existing licence
number field on the IDL), the value
of SAI_inputmethod will be ‘00".

o ) . If, in addition, the input string is
1x’ if the input string is based on a printed in OCR-B font, the input

the portrait side of the IDL, with
‘4x’if the input string is based on IDL MRZ. |the top left corner of the SAI at 29
mm from the left edge of the card
and 24 mm from the bottom edge
of the card, and the right bottom

. . . Lo corner of the SAI at 59 mm from
x0" if the input string is intended for | . |aft edge of the card and 14 mm
from the bottom edge of the card,
the input string will be ‘00 01 00 00
292459 14"
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