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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical Commission) form 
the specialized system for worldwide standardization. National bodies that are members of ISO or IEC participate in the 
development of International Standards through technical committees established by the respective organization to deal 
with particular fields of technical activity. ISO and IEC technical committees collaborate in fields of mutual interest. 
Other international organizations, governmental and non-governmental, in liaison with ISO and IEC, also take part in the 
work. In the field of information technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of the joint technical committee is to prepare International Standards. Draft International Standards adopted 
by the joint technical committee are circulated to national bodies for voting. Publication as an International Standard 
requires approval by at least 75% of the national bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights. ISO 
and IEC shall not be held responsible for identifying any or all such patent rights.

ISO/IEC 19509 was prepared by the Object Management Group (OMG) and was adopted, under the PAS procedure, by 
Joint Technical Committee ISO/IEC JTC 1, Information technology, in parallel with its approval by national bodies of 
ISO and IEC. 

ISO/IEC 19509 is related to:

• ISO/IEC 19505-2:2011, Information technology - Object Management Group - Unified Modeling Language 
(OMG UML) - Part 2: Superstructure

• ISO/IEC 19508: 2014, Information technology - Object Management Group - Meta Object Facility (MOF) Core

ISO/IEC 19509, under the general title Information technology - Open distributed processing - MOF 2 XMI Mapping   
specification (XMI), apart from this introductory material is identical with that for the OMG specification for MOF 2 XMI 
Mapping, version 2.4.2.
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Introduction

The main purpose of XMI is to enable easy interchange of metadata between application development lifecycle tools 
(such as modeling tools based on the Unified Modeling Language (UML), ISO/IEC 19505, and metadata repositories/
frameworks based on the Meta Object Facility (MOF), ISO/IEC 19508) in distributed heterogeneous environments. XMI 
integrates three key industry standards:

• XML - eXtensible Markup Language, a W3C standard

• UML - Unified Modeling Language (ISO/IEC 19505)

• MOF - Meta Object Facility (ISO/IEC 19508)

This International Standard does not deprecate or replace ISO/IEC 19503:2005, Information technology - XML Metadata 
Interchange (XMI). The specification provided by this International Standard is identical to the OMG specification XMI 
2.4.2 that is aligned with MOF 2.4.1 (ISO/IEC 19508) and UML 2.4.1 (ISO/IEC 19505). It is not backward compatible 
with XMI 1.4, as specified in ISO/IEC 19503:2005, which is aligned with MOF 1.4, as specified in ISO/IEC 19502:2005, 
and UML 1.4.2, as specified in ISO/IEC 19501:2005. 
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Information technology - Object Management Group
XML Metadata Interchange (XMI) 

1 Scope

This International Standard supports the Meta Object Facility (MOF) Core defined in ISO/IEC 19508. MOF is the 
foundation technology for describing metamodels. It covers a wide range of domains, and is based on a constrained subset 
of UML. XMI is widely used XML interchange format. It defines the following aspects involved in describing objects in 
XML:

• The representation of objects in terms of XML elements and attributes.

• The standard mechanisms to link objects within the same file or across files.

• The validation of XMI documents using XML Schemas.

• Object identity, which allows objects to be referenced from other objects in terms of IDs and UUIDs.

XMI describes solutions to the above issues by specifying EBNF production rules to create XML documents and Schemas 
that share objects consistently. 

2 Conformance

2.1 General

This sub clause describes the required and optional points of compliance with the XMI specification. The terms “XMI 
Document” and “XMI Schema” are defined in Clause 4.

2.2 Required Compliance

2.2.1 XMI Schema Compliance

XMI Schemas must be equivalent to those generated by the XMI Schema production rules specified in this document.  
Equivalence means that XMI documents that are valid under a schema produced by the XMI Schema production rules 
would be valid in a conforming XMI Schema and that those XMI documents that are not valid under a schema produced 
by the XMI Schema production rules are not valid in a conforming XMI Schema.

2.2.2 XMI Document Compliance

XMI Documents are required to conform to the following points:
© ISO/IEC 2014 - All rights reserved              1
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• The XMI document must be “valid” and “well formed” as defined by the XML recommendation, whether used with or 
without the document’s corresponding XMI Schema(s). Although it is optional not to transmit and/or validate a 
document with its XMI Schema(s), the document must still conform as if the check had been made.

• The XMI document must be equivalent to those generated by the XMI Document production rules specified in this 
document. Equivalence for two documents requires a one to one correspondence between the elements in each 
document, each correspondence identical in terms of element name, element attributes (name and value), and contained 
elements. Elements declared within the XMI documentation and extension elements are excepted.

2.2.3 Software Compliance

Software is XMI schema compliant when it produces XML schemas that are XMI schema compliant. Software is XMI 
document compliant when it produces or consumes XML documents that are XMI document compliant.

2.3 Optional Compliance Points

2.3.1 XMI Extension and Differences Compliance

XMI Documents optionally conform to the following points:

• The guidelines for using the extension elements suggested in “XMI Model” on page 8 are found there and in “Tailoring 
Schema Production” on page 27.’ Tools should place their extended information within elements that are not in the 
XMI namespace or within elements that have the XMI namespace and a tag name of “Extension.” They should also 
declare the nature of the extension using the standard XMI elements where applicable, and preserve the extensions of 
other tools that fall within the XMI namespace. 

• Processing of XMI differencing elements (in sub clause 7.11.5, ’Effects on Document Production) is an optional 
compliance point. 

3 Normative References

The following referenced documents are indispensable for the application of this document. For dated references, only the 
edition cited applies. For undated references, the latest edition of the referenced document (including any amendments) 
applies.

• [MOF] “ISO/IEC 19508:2014 Information technology - Object Management Group - Meta Object Facility Core.” 
(OMG Specification Meta Object Facility (MOF) Core Specification, Version 2.4.2 - http://www.omg.org/spec/MOF/
2.4.2)

• [UMLInfra] “ISO/IEC 19505-1:2012 Information technology - Object Management Group - Unified Modeling 
Language (OMF UML) - Part 1: Infrastructure.” (OMG Specification Unified Modeling Language (OMG UML) 
Version 2.4.1 - Part 1: Infrastructure - http://www.omg.org/spec/UML/2.4.1/Infrastructure)

• [UMLSuper] “ISO/IEC 19505-2:2012 Information technology - Object Management Group - Unified Modeling 
Language (OMF UML) - Part 2: Superstructure.” (OMG Specification Unified Modeling Language (OMG UML) 
Version 2.4.1 - Part 2: Superstructure - http://www.omg.org/spec/UML/2.4.1/Superstructure)

• [XML] “Extensible Markup Language (XML) 1.0 (Fifth Edition) W3C Recommendation 26 November 2008 
http://www.w3.org/TR/2008/REC-xml-20081126/
2                 © ISO/IEC 2014 - All rights reserved
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• [XMLSchema] “XML Schema Part 1: Structures Second Edition” W3C Recommendation 28 October 2004 
http://www.w3.org/TR/2004/REC-xmlschema-1-20041028/

• [XMLSchema2] “XML Schema Part 2: Datatypes Second Edition” W3C Recommendation 28 October 2004 
http://www.w3.org/TR/2004/REC-xmlschema-2-20041028/

• [XLink] “XML Linking Language (XLink) Version 1.1” W3C Recommendation 26 May2010 
http://www.w3.org/TR/2010/REC-xlink11-20100506/

• [XPointerFramework] “XPointer Framework” W3C Recommendation 25 March 2003 
http://www.w3.org/TR/2003/REC-xptr-framework-20030325/

• [XPointerElement] “XPointer element() Scheme” W3C Recommendation 25 March 2003 
http://www.w3.org/TR/2003/REC-xptr-element-20030325/

• [XPointerXmls] “XPointer xmlns() Scheme” W3C Recommendation 25 March 2003 
http://www.w3.org/TR/2003/REC-xptr-xmlns-20030325/

• [NAMESP] “Namespaces in XML 1.0 (Third Edition)” W3C Recommendation 8 December 2009 
http://www.w3.org/TR/2009/REC-xml-names-20091208/

• [INFOSET] “XML Information Set (Second Edition)” W3C Recommendation 4 February 2004 
http://www.w3.org/TR/2004/REC-xml-infoset-20040204/

4 Terms and Definitions

The following are the only terms defined in this International Standard. There are no other terms used in this standard 
with meanings that cannot be found in other standards. 

[XMIDocument]  A document produced by the XMI production rules defined in this International Standard.

[XMISchema]  A schema produced by the XMI production rules defined in this International Standard. 

5 Symbols

There are no symbols defined in this International Standard.

6 Additional Information

6.1 Relationship to existing standards for MOF and XMI

This International Standard is aligned with [MOF2] and [UML2], which are not backwards comaptible with the following 
existing International Standards:

• [UML1] ISO/IEC 19501:2005, Information Technology - Open Distributed Processing - Unified Modeling Language 
(UML) Version 1.4.2 
© ISO/IEC 2014 - All rights reserved        3
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• [MOF1] ISO/IEC 19502:2005, Information technology - Meta Object Facility (MOF)

• [XMI1] ISO/IEC 19503:2005, Information technology - XML Metadata Interchange (XMI)

Because existing specifications reference these 2005 standards, and they are not superseded by this International Standard, 
these 2005 standards remain in force.

There are no normative references to these 2005 standards required in this International Standard. 

6.2 Acknowledgments

Annex C contains an informative list of companies which contributed to this specification. 
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7 XMI Document and Schema Design Principles

7.1  Purpose

This clause contains a description of the XML documents produced from instances of MOF models, and XML schemas 
that may be used to allow some XML validation of these documents. The use of schemas in XMI is described first, 
followed by a brief description of some basic principles, which includes a short description of each XML attribute and 
XML element defined by XMI. Those descriptions are followed by more complete descriptions that provide examples 
illustrating the motivation for the XMI schema design in the areas of model class specification, transmitting incomplete 
metadata, linking, tailoring schema production, transmitting metadata differences, and exchanging documents between 
tools.

It is possible to define how to automatically generate a schema from the MOF model to represent any MOF-compliant 
model. That definition is presented in Clause 8.

You may specify tag value pairs as part of the MOF model to tailor the schemas that are generated, but you are not 
required to do so. Using these tag value pairs requires some knowledge of XML schemas, but the schemas that are 
produced might perform more validation than the default schemas. Sub clause 7.11 describes the tag values, their affect 
on schema production, and their impact on document serialization.

7.2  Use of XML Schemas

An XML schema provides a means by which an XML processor can validate the syntax and some of the semantics of an 
XML document. This International Standard provides rules by which a schema can be generated for any valid XMI-
transmissible MOF-based model. However, the use of schemas is optional; an XML document need not reference a 
schema, even if one exists. The resulting document can be processed more quickly, at the cost of some loss of confidence 
in the quality of the document. 

Although XML schemas are optional in general terms, it is incumbent on standards bodies that define MOF2 instances to 
produce corresponding XMI 2 Schemas for them.

It can be advantageous to perform XML validation on the XML document containing MOF model data. If XML 
validation is performed, any XML processor can perform some verification, relieving import/export programs of the 
burden of performing these checks. It is expected that the software program that performs verification will not be able to 
rely solely on XML validation for all of the verification since XML validation does not perform all of the verification that 
could be done.

Each XML document that contains model data conforming to this International Standard contains: XML elements that are 
required by this International Standard, XML elements that contain data that conform to a model, and, optionally, XML 
elements that contain metadata that represent extensions of the model. Models are explicitly identified in XML elements 
required by this International Standard.  Some model information can also be encoded in an XML schema. Performing 
XML validation provides useful checking of the XML elements that contain metadata about the information transferred, 
the transfer information itself, and any extensions to the model.

The XML Namespace specification has been adopted by the W3C, allowing XMI to use multiple models at the same time.  
XML schema validation works with XML namespaces, so you can choose your own namespace prefixes in an XML 
document and use a schema to validate it. The namespace URIs, not the namespace prefixes, are used to identify which 
schemas to use to validate an XML document.
© ISO/IEC 2014 - All rights reserved        5
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7.2.1 XML Validation of XMI documents

XML validation can determine whether the XML elements required by this International Standard are present in the XML 
document containing model data, whether XML attributes that are required in these XML elements have values for them, 
and whether some of the values are correct.

XML validation can also perform some verification that the model data conforms to a model. Although some checking 
can be done, it is impossible to rely solely on XML validation to verify that the information transferred satisfies all of a 
model’s semantic constraints. Complete verification cannot be done through XML validation because it is not currently 
possible to specify all of the semantic constraints for a model in an XML schema, and the rules for automatic generation 
of a schema preclude the use of semantic constraints that could be encoded in a schema manually, but cannot be 
automatically encoded.

Finally, XML validation can be used to validate extensions to the model, because extensions must be represented as 
elements; if those elements are defined in a schema, the schema can be used to verify the elements.

7.2.2 Requirements for XMI Schemas

Each schema used by XMI must satisfy the following requirements:

• All XML elements and attributes defined by the XMI specification must be imported in the schema. They cannot be put 
directly in the schema itself, since there is only one target namespace per schema.

• Model constructs have corresponding element declarations, and may have an XML attribute declaration, as described 
below. In addition, some constructs also have a complexType declaration. The declarations may utilize groups, attribute 
groups, and types, as described below.

• Any XML elements that represent extensions to the model may be declared in a schema, although it is not necessary to 
do so.

By default, XMI schemas allow incomplete metadata to be transmitted, but you can enforce the lower bound of 
multiplicities if you wish. See sub clause 7.9” for further details.

7.3 Basic Principles

This sub clause discusses the basic organization of an XML schema for XMI. Detailed information about each of these 
topics is included later in this chapter.

7.3.1 Required XML Declarations

This International Standard requires that XML element declarations, types, attributes, and attribute groups be included in 
schemas to enable XML validation of metadata that conforms to this International Standard.

All XML elements defined by this International Standard are in the namespace “http://www.omg.org/spec/XMI/version-
namespace,” where version-namespace is the version of the XMI specification being used. The XML namespace 
mechanism can be used to avoid name conflicts between the XMI elements and the XML elements from your MOF 
models.
6                 © ISO/IEC 2014 - All rights reserved
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In addition to required XML element declarations, there are some attributes that must be defined according to this 
International Standard. Every XML element that corresponds to a model class must have XML attributes that enable the 
XML element to act as a proxy for a local or remote XML element. These attributes are used to associate an XML 
element with another XML element. There are also other required attributes to let you put data in XML attributes rather 
than XML elements. You may customize the declarations using MOF tag values.

7.3.2 Model Class Representation

Every model class is represented in the schema by an XML element whose name is the class name, as well as a 
complexType whose name is the class name. The declaration of the type lists the properties of the class. By default, the 
content models of XML elements corresponding to model classes do not impose an order on the properties.

By default, XMI allows you to serialize features using either XML elements or XML attributes; however, XMI allows you 
to specify how to serialize them if you wish. Composite and multivalued properties are always serialized using XML 
elements.

7.3.3 Model Extension Mechanism

Every XMI schema contains a mechanism for extending a model class. Zero or more extension elements are included in 
the content model of each class. These extension elements have a content model of ANY, allowing considerable freedom 
in the nature of the extensions. The processContents attribute is lax, which means that processors will validate the 
elements in the extension if a schema is available for them, but will not report an error if there is no schema for them. In 
addition, the top level XMI element may contain zero or more extension elements, which provides for the inclusion of 
any new information. One use of the extension mechanism might be to transmit data that represents extensions to a 
model.

Tools that rely on XMI are expected to store the extension information and export it again to enable round trip 
engineering, even though it is unlikely they will be able to process it further. XML elements that are put in the extension 
elements may be declared in schemas, but are not required to be.

7.4  XMI Schema and Document Structure

Every XMI schema consists of the following declarations:

• An XML version processing instruction.  Example: <?XML version=”1.0”?>

• An optional encoding declaration that specifies the character set, which follows the ISO-10646 (also called extended 
Unicode) standard.  Example: <?XML version=”1.0” ENCODING=”UCS-2”?>

• Any other valid XML processing instructions.

• A schema XML element.

• An import XML element for the XMI namespace.

• Declarations for a specific model.

Every XMI document consists of the following declarations, unless the XMI is embedded in another XML document:

• An XML version processing instruction. 
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• An optional encoding declaration that specifies the character set.

• Any other valid XML processing instructions.

XMI imposes no ordering requirements beyond those defined by XML. XML Namespaces may also be declared in the 
XMI element as described below.

The top element of the XMI information structure is either the XMI element, or an XML element corresponding to an 
instance of a class in the MOF model. An XML document containing only XMI information will have XMI as the root 
element of the document. It is possible for future XML exchange formats to be developed that extend XMI and embed 
XMI elements within their XML elements.

7.5  XMI Model

This sub clause describes the model for XMI document structure, called the XMI model. The XMI model is an instance 
of MOF for describing the XMI-specific information in an XMI document, such as the version, documentation, 
extensions, and differences.

Using an XMI model enables XMI document metadata to be treated in the same fashion as other MOF metadata, allowing 
use of standard MOF APIs for access to and construction of XMI-specific information in the same manner as other MOF 
objects. A valid XMI document may contain XMI metadata but is not required to. 

7.5.1 XML Schema for the XMI Model

When the XMI model is generated as an XML Schema following the XMI schema production rules, the result is a set of 
XML element and attribute declarations. These declarations are shown in Clause 7 and given the XML namespace name 
of the form “http://www.omg.org/spec/XMI/version-namespace,” where version-namespace is the XML namespace for 
the version of the XMI specification being used. Every XMI-compliant schema must include the declarations of the 
following XML elements by importing the declarations in the XMI namespace “http://www.omg.org/spec/XMI/version-
namespace.” The version of this XMI specification is 2.4.1, and its XMI namespace is “http://www.omg.org/spec/XMI/
20110701,” and the XSD file can be found at “http://www.omg.org/spec/XMI/20110701/XMI.xsd.”

In addition, there are attribute declarations and attributeGroup declarations that must be imported. These include the id 
attribute, and the IdentityAttribs, LinkAttribs, and ObjectAttribs attribute groups. These constructs are not defined in the 
XMI model.

In the declarations that follow, the XML Schema namespace, whose URI is “http://www.w3.org/2001/XMLSchema,” has 
the namespace prefix “xsd.” The XMI namespace is the default namespace.

7.5.2 XMI Model classes

There are three diagrams that describe the XMI model. The details of the classes are described in the sub clauses below.  
This sub clause gives an overview of the model.

Figure 7.1 shows the XMI element, documentation, and extension elements. The XMI class is an overall default container 
for XMI document metadata and contents. The attributes of the XMI class are the documentation, differences (add, 
replace, delete in Figure 7.2), and extensions. The Documentation class contains many fields to describe the document for 
non-computational purposes. The Extension class contains the metadata for external information. The String datatype and 
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the Integer datatype come from the PrimitiveTypes package used by MOF Core and UML Infastructure. The 
PrimitiveTypes package also contains UnlimitedNatural and Boolean. The DateTime primitive type has XML Schema 
data type of “http://www.w3.org/2001/XMLSchema#dateTime.”

Figure 7.1- The XMI Model for the XMI element, documentation, and extension

The differences information (Figure 7.2) is described as additions, deletions, and replacements to target objects. The 
objects referenced by the differences may be in the same or different documents. The differences information consists of 
the Add, Delete, and Replace classes, which specify a set of differences and refer to MOF objects that are added or 
removed. Note that the Element class is a placeholder for specifying that a Difference has a target that can refer to any 
objects. The Element class is not included in the required element declarations.

The XML Schema declarations for each element of the XML model are given in the following sub clauses. They may be 
generated by following the XMI production of XML Schema rules defined in Clause 7, except for the XMI class and the 
XMI attributes described in “XMI Attributes” on page 13. 

Figure 7.2 - The XMI Model for differences
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7.5.3 XMI

The root level XML element for XMI documents containing only XMI data may be the XMI element, but it must be the 
XMI element if there are multiple elements. Its declaration is:

<xsd:complexType name="XMI">
  <xsd:choice minOccurs="0" maxOccurs="unbounded">
    <xsd:any processContents="strict"/>
  </xsd:choice>
  <xsd:attribute ref="id"/>
  <xsd:attributeGroup ref="IdentityAttribs"/>
  <xsd:attributeGroup ref="LinkAttribs"/>
  <xsd:attribute name="type" type="xsd:QName" use="optional"
                             form="qualified"/>
</xsd:complexType>
<xsd:element name="documentation" type="Documentation"/>
<xsd:element name="difference" type="Difference"/>
<xsd:element name="extension" type="Extension"/>
<xsd:element name="XMI" type="XMI"/>

Note that in the schema that the elements for documentation, difference and extension may not validly be included in the  
xsd:choice for XMI since that already has xsd:any. However are the elements that must be used within the XMI elements. 
The Documentation, Difference, and Extension elements (starting with uppercase), defined in the following sub clauses, 
may only be used if they are root elements, not nested underneath XMI, and qualified with the XMI namespace: for 
example xmi:Documentation.

Each version of XMI is unambiguously identified by its unique namespace URI of the form “http://www.omg.org/spec/
XMI/version-namespace.”

The XMI element need not be the root element of an XML document; you can include it inside any XML element that 
was not serialized according to this International Standard. If a document contains only XMI information, the XMI 
element may not be present when there is only a single top-level object, but is often useful for consistency and for 
elements such as Documentation. The start of XMI information and identification of the XMI version is indicated by the 
presence of the XMI namespace declaration, regardless of whether the XMI element itself is present. Clause 8 contains 
examples of the use of the XMI element.

The XMI class has the XMI tag org.omg.xmi.contentType set to “any” to indicate that any XMI element may be present 
in the XMI stream.

See “Overall Document Structure” on page 60” for details on how the XMI class is serialized.

The XMI model package has the following tag settings:

• tag org.omg.xmi.nsURI set to “http://www.omg.org/spec/XMI/version-namespace” 
• tag org.omg.xmi.nsPrefix set to “xmi”
• tag org.omg.xmi.superClassFirst set to “true”
• tag org.omg.xmi.useSchemaExtension set to “true”
• tag org.omg.xmi.element set to “true”
• tag org.omg.xmi.attribute set to “false”
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7.5.4 Extension

The Extension class is designed to contain extended information outside the scope of the user model. Extensions are a 
multivalued attribute of the XMI class and may also be embedded in specific locations in an XMI document. The Schema 
for extension is:

<xsd:complexType name="Extension">
  <xsd:choice minOccurs="0" maxOccurs="unbounded">
    <xsd:any processContents="lax"/>
  </xsd:choice>
  <xsd:attribute ref="id"/>
  <xsd:attributeGroup ref="ObjectAttribs"/>
  <xsd:attribute name="extender" type="xsd:string" use="optional"/>
  <xsd:attribute name="extenderID" type="xsd:string" use="optional"/>
</xsd:complexType>

<xsd:element name="Extension" type="Extension"/>

The extender attribute should indicate which tool made the extension. It is provided so that tools may ignore the 
extensions made by other tools before the content of the extensions element is processed. The extenderID is an optional 
internal ID from the extending tool that allows the element to be uniquely located within the tool. The other attributes 
allow individual extensions to be identified and to act as proxies for local or remote extensions.

The Extension class in the MOF model has the tag org.omg.xmi.contentType set to “any” and the 
org.omg.xmi.processContents tag set to “lax.” The extender and extenderID attributes have the tag attribute set to “true.”

7.5.5 Documentation

The Documentation class contains information about the XMI document or stream being transmitted, for instance the 
owner of the document, a contact person for the document, long and short descriptions of the document, the exporter tool 
which created the document, the version of the tool, the date and time the document was created, and copyright or other 
legal notices regarding the document. The data type of all the attributes of Documentation is string except for the 
timestamp which is DateTime. The XML Schema generated for Documentation is:

<xsd:complexType name="Documentation">
  <xsd:choice minOccurs="0" maxOccurs="unbounded">
    <xsd:element name="contact" type="xsd:string"/>
    <xsd:element name="exporter" type="xsd:string"/>
    <xsd:element name="exporterVersion" type="xsd:string"/>
    <xsd:element name="longDescription" type="xsd:string"/>
    <xsd:element name="shortDescription" type="xsd:string"/>
    <xsd:element name="notice" type="xsd:string"/>
    <xsd:element name="owner" type="xsd:string"/>
    <xsd:element name=timestamp” type=”xsd:datetime”/>
    <xsd:element ref="Extension"/>
  </xsd:choice>
  <xsd:attribute ref="id"/>
  <xsd:attributeGroup ref="ObjectAttribs"/>
  <xsd:attribute name="contact" type="xsd:string" use="optional"/>
  <xsd:attribute name="exporter" type="xsd:string" use="optional"/>
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  <xsd:attribute name="exporterVersion" type="xsd:string" use="optional"/>
  <xsd:attribute name="longDescription" type="xsd:string" use="optional"/>
  <xsd:attribute name="shortDescription" type="xsd:string" use="optional"/>
  <xsd:attribute name="notice" type="xsd:string" use="optional"/>
  <xsd:attribute name="owner" type="xsd:string" use="optional"/>
</xsd:complexType>

<xsd:element name="Documentation" type="Documentation"/>

7.5.6 Add, Replace, and Delete

The Add class represents an addition to a target object in this document or other documents. The target is constrained to 
reference only one object. The position attribute indicates where to place the addition relative to other XML elements of 
that type within the target. The default, -1, indicates to add the new elements at the end of those elements for the target 
element. The addition attribute refers to the set of objects to be added. Both of these attributes have the tag 
org.omg.xmi.attribute set to “true.”

The Replace class represents the removal of a target set of objects and the addition of the objects referred to in the 
replacement attribute. The position attribute indicates where to place the replacements relative to other XML elements of 
that type within their container (they should all be of the same XML type). The default, -1, indicates to add the new 
elements at the end of those elements for the target element. The replacement attribute refers to the objects that will 
replace the target elements. Both of these attributes have the tag org.omg.xmi.attribute set to “true.” Note that, unlike 
Delete, the replaced elements are only removed from the container not deleted.

The Delete class represents a deletion of the target set of objects in this document or other documents.   

The Difference class is the superclass for the Add, Replace, and Delete classes (see Figure 7.2 and sub clause 7.12).

The declarations for these classes are:

<xsd:complexType name="Difference">
  <xsd:choice minOccurs="0" maxOccurs="unbounded">
    <xsd:element name="target">
      <xsd:complexType>
        <xsd:choice minOccurs="0" maxOccurs="unbounded">
          <xsd:any processContents="skip"/>
        </xsd:choice>
        <xsd:anyAttribute processContents="skip"/>
      </xsd:complexType>
    </xsd:element>
    <xsd:element name="difference" type="Difference"/>
    <xsd:element name="container" type="Difference"/>
    <xsd:element ref="Extension"/>
  </xsd:choice>
  <xsd:attribute ref="id"/>
  <xsd:attributeGroup ref="ObjectAttribs"/>
  <xsd:attribute name="target" type="xsd:IDREFS" use="optional"/>
  <xsd:attribute name="container" type="xsd:IDREFS" use="optional"/>
</xsd:complexType>
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<xsd:element name="Difference" type="Difference"/>

<xsd:complexType name="Add">
  <xsd:complexContent>
    <xsd:extension base="Difference">
      <xsd:attribute name="position" type="xsd:integer" use="optional"/>
      <xsd:attribute name="addition" type="xsd:IDREFS" use="optional"/>
    </xsd:extension>
  </xsd:complexContent>
</xsd:complexType>

<xsd:element name="Add" type="Add"/>

<xsd:complexType name="Replace">
  <xsd:complexContent>
    <xsd:extension base="Difference">
      <xsd:attribute name="position" type="xsd:string" use="optional"/>
      <xsd:attribute name="replacement" type="xsd:IDREFS" use="optional"/>
    </xsd:extension>
  </xsd:complexContent>
</xsd:complexType>

<xsd:element name="Replace" type="Replace"/>

<xsd:complexType name="Delete">
  <xsd:complexContent>
    <xsd:extension base="Difference"/>
  </xsd:complexContent>
</xsd:complexType>

<xsd:element name="Delete" type="Delete"/>

7.6  XMI Attributes

This sub clause describes the fixed XML attributes that are used in the XMI production of XML documents and Schemas.  
By defining a consistent set of XML attributes, XMI provides a consistent architectural structure enabling consistent 
object identity and linking across all assets.

7.6.1 Element Identification Attributes

Three XML attributes are defined by this International Standard to identify XML elements so that XML elements can be 
associated with each other. The purpose of these attributes is to allow XML elements to reference other XML elements 
using XML IDREFs, XLinks, and XPointers.

Two of these attributes are declared in an attribute group called IdentityAttribs; the id attribute is declared globally. 
Placing these attributes in an attribute group prevents errors in the declarations of these attributes in schemas. Its 
declaration is as follows:
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<xsd:attribute name="id"  type="xsd:ID" use="optional"/>

<xsd:attributeGroup name="IdentityAttribs">
   <xsd:attribute name="label" type="xsd:string" use="optional"
                              form="qualified"/>
   <xsd:attribute name="uuid" type="xsd:string" use="optional"
                               form="qualified"/>
</xsd:attributeGroup>

id

XML semantics require the values of this attribute to be unique within an XML document; however, the value is not 
required to be globally unique. This attribute may be used as the value of the idref attribute defined in the next sub 
clause.  It may also be included as part of the value of the href attribute in XLinks. An example of the use of this attribute 
and the other attributes in this sub clause can be found in sub clause 7.10.3.

If the metaclass has (or inherits) a Property with isId = ‘true,’ then the value of that property may be used as the basis of 
the xmi:id and/or xmi:uuid attributes.

This is not mandatory, and the exact algorithm to be used is not specified in this International Standard. However it is 
important, to be a valid XML document, that the value for xmi:id is unique across all elements within the file. The 
xmi:uuid is not so constrained, but if the same value is used in multiple XML elements, then they are all deemed to 
reference the same MOF element (e.g., they may represent different aspects).

label

This attribute may be used to provide a string label identifying a particular XML element. Users may put any value in this 
attribute. 

The value of the label attribute is ignored on import.

uuid

The purpose of this attribute is to provide a globally unique identifier for an XML element. The values of this attribute 
should be globally unique strings prefixed by the type of identifier. If you have access to the UUID assigned in MOF, you 
may put the MOF UUID in the uuid XML attribute when encoding the MOF data in XMI.

UUIDs should use URIs as the unique string. Refer to sub clause 6.4.1.1 of the MOF Facility and Object Lifecycle 
Specification for an example of a scheme for detailed URI production rules.

An example URI for the metaclass UseCase in the UML2 metamodel looks like this:

http://www.omg.org/spec/UML//20200901/uml.xml#UseCase

7.6.2 Linking Attributes

XMI allows the use of several XML attributes to enable XML elements to refer to other XML elements using the values 
of the attributes defined in the previous sub clause. The purpose of these attributes is to allow XML elements to act as 
simple XLinks or to hold a reference to an XML element in the same document using the XML IDREF mechanism.  

The attributes described in this sub clause are included in an attribute group called LinkAttribs. The attribute group 
declaration is:
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<xsd:attributeGroup name="LinkAttribs">
   <xsd:attribute name="href" type="xsd:anyURI" use="optional"/>
   <xsd:attribute name="idref" type="xsd:IDREF" use="optional"
                              form="qualified"/>
</xsd:attributeGroup>

The link attributes act as a union of two linking mechanisms, any one of which may be used at one time. The mechanisms 
are the XLink href for advanced linking across or within a document, or the idref for linking within a document.

XMI offers another mechanism for linking, using the name of the property involved in the reference instead of href or 
idref. See sub clause 7.10 for more information.

Simple XLink Attributes

The href attribute declared in the above entity enables an XML element to act in a fashion compatible with the simple 
XLink according to the XLink and XPointer W3C recommendations. The declaration and use of href is defined in the 
XLink and XPointer specifications. XMI enables the use of simple XLinks. XMI does not preclude the use of extended 
XLinks, although it is not anticipated that many XMI tools will support them. The XLink specification defines many 
additional XML attributes, and it is permissible to use them in addition to the attributes defined in the LinkAttribs group. 

To use simple XLinks, set href to the URI of the desired location. The href attribute can be used to reference XML 
elements whose id attributes are set to particular values. The id attribute value can be specified using a special URI form 
for XPointers defined in the XLink and XPointer recommendations.

idref

This attribute allows an XML element to refer to another XML element within the same document using the XML IDREF 
mechanism. In XMI documents, the value of this attribute should be the value of the id attribute of the XML element 
being referenced.

7.6.3 Type Attribute

The type attribute is used to specify the type of object being serialized, when the type is not known from the model. This 
can occur if the type of a reference has subclasses, for instance. The declaration of the attribute is:

<xsd:attribute name="type" type="xsd:QName" form="qualified"/>

Rather than including the IdentityAttribs, and LinkAttribs attribute groups, and the version and type attributes in the 
declarations for each MOF class, the XMI namespace includes the following declaration of the ObjectAttribs attribute 
group for the attribute declarations that pertain to objects:

<xsd:attributeGroup name="ObjectAttribs">
   <xsd:attributeGroup ref="IdentityAttribs"/>
   <xsd:attributeGroup ref="LinkAttribs"/>
   <xsd:attribute name="type" type="xsd:QName" 
                              form="qualified"/>
</xsd:attributeGroup>
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7.7  XMI Types

The XMI namespace contains a type called Any.  It is used in the XMI schema production rules for class attributes, class 
references, and class compositions. The declaration of this type is part of the fixed declarations for XMI. The Any type 
allows any content and any attributes to appear in elements of that type, skipping XML validation for the element’s 
content and attributes. The declaration of the type is as follows:

<xsd:complexType name="Any">
      <xsd:choice minOccurs="0" maxOccurs="unbounded">
            <xsd:any processContents="skip"/>
      </xsd:choice>
      <xsd:anyAttribute processContents="skip"/>
</xsd:complexType>

By using this type, the XMI schema production rules generate smaller schemas than if this type was declared multiple 
times in a schema. Also, using the Any type enables some changes to be made to the Any type declaration without 
affecting generated XMI schemas.

7.8  Model Representation

This sub clause describes how to represent information using XMI:

• How classes, properties, composites, multiple elements, datatypes, and inheritance are represented in XMI compliant 
XML schemas.

• How instances of classes are represented in XMI compliant XML documents. 

The production rules for these representations are given in EBNF form in the “XML Schema Production” and “XML 
Document Production” clauses.

7.8.1 Namespace Qualified XML Element Names 

When the official schema for a model is produced, the schema generator must use the namespace URI specified by the 
Package::URI property on the package representing the metamodel, which may be overridden by the org.omg.xmi.nsURI 
tag to identify uniquely the XML namespace in the model. XML processors will use namespace URIs to identify the 
schemas to be used for XML validation, as described in the XML schema specification. 

The XML element name for each model Class, and Association in a document is its short name. The name for XML tags 
corresponding to model Properties is the short name of the property. The name of XML attributes corresponding to model 
properties (DataType-typed or Class-typed) is the short name of the property, since each tag in XML has its own naming 
context.

Each namespace is assigned a logical URI. The logical URI is placed in the namespace declaration of the top level 
element in XML documents that contain instances of the model. The XML namespace specification assigns logical names 
to namespaces that are expected to remain fixed throughout the life of all uses of the namespace since it provides a 
permanent global name for the resource. An example is “http://www.omg.org/spec/UML/20110701.” There is no 
requirement or expectation by the XML Namespace specification that the logical URI be resolved or dereferenced during 
processing of XML documents. 

The following is an example of a UML model in an XMI document using namespaces.
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<xmi:XMI xmlns:uml="http://www.omg.org/spec/UML/20110701"
                 xmlns:xmi="http://www.omg.org/spec/XMI/20110701">
   <uml:Class name="C1" xmi:type=”uml:Class” xmi:id=”_1”>
      <ownedAttribute xmi:type="uml:Property" xmi:id=”_2” name="a1" 
             visibility="private"/>
   </uml:Class>
</xmi:XMI>

The model has a single class named C1 that contains a single attribute named a1 with visibility private. The XMI element 
declares the version of XMI and the namespace for UML with the logical URI.

7.8.2 Multiplicities

In XMI 1, the multiplicities from the model were ignored, since DTDs were not able to validate multiplicities without 
ordering the content of XML elements. By default, XMI 2 produces schemas that ignore multiplicities also.

You may tailor the schemas produced by XMI by specifying tag values in the model. Two of the tags, 
“org.omg.xmi.enforceMaximumMultiplicity” and “org.omg.xmi.enforceMinimumMultiplicity” allow you to specify that 
multiplicities are to be used in a schema rather than being ignored.

Model multiplicities map directly from the EMOF definition of multiplicity, which is a lower bound and an upper bound, 
to schema XML attributes called “minOccurs” and “maxOccurs.” The minOccurs XML attribute corresponds to 
MultiplicityElement’s lower property, and the maxOccurs XML attribute corresponds to its upper property. If the lower 
bound for a property is null, the org.omg.xmi.enforceMinimumMultiplicity tag is ignored, and minimum multiplicity is 
not enforced in the Schema (minimum multiplicity is effectively “0”). Similarly, if the upper bound for a property is null, 
the org.omg.xmi.enforceMaximumMultiplicity tag is ignored, and maximum multiplicity is not enforced in the Schema 
(the multiplicity is effectively unbounded). 

7.8.3 Class Representation

A class is represented by an XML element, with an XML element or attribute for each property. The XML element for 
the class includes the inherited properties.

In the examples that follow in this sub clause, “xsd” is the namespace prefix for the XML schema namespace (“http://
www.w3.org/2001/XMLSchema”) and “xmi” is the namespace prefix for the XMI namespace.

The representation of a class named “c” is shown below for the simplest case where “c” does not have any Properties:

<xsd:element name="c" type="c"/>

<xsd:complexType name="c">
      <xsd:choice minOccurs="0" maxOccurs="unbounded">
         <xsd:element ref="xmi:Extension"/>
      </xsd:choice>
      <xsd:attribute ref="xmi:id"/>
      <xsd:attributeGroup ref="xmi:ObjectAttribs"/>
</xsd:complexType>

If the class has properties, the XML elements for them are put in the all group of the content model, as explained below.
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7.8.4 DataType-typed Property Representation

The representation of properties of class “c” uses XML elements and XML attributes. If the property types are primitives 
or enumerations, then by default XML attributes and XML elements are declared for these types. The reasons for the 
XML element choice are several, including:  the values to be exchanged may be very large values and unsuitable for 
XML attributes, and may have poor control of whitespace processing with options that apply only to element contents.  
The default encoding can be changed using the XMI “org.omg.xmi.attribute” and “org.omg.xmi.element” tags. See sub 
clause 7.11.3 for information on how these tags affect encoding. See sub clause 7.11.1 for a complete list of XMI tags.

The declaration of a property named “a” is as follows:

<xsd:element name="a" type="type specification"/>

The XML element corresponding to the property is declared in the content of the complexType corresponding to the class 
that owns the attribute. The type specification is either an XML schema data type, an enumeration data type, or a class 
from the model.

For properties whose types are primitive types (for example, String) and whose upper bound multiplicity is 1, an XML 
attribute must also be declared in the XML element corresponding to model class “c,” and the XML element must be put 
in the content model of the XML element for class “c.” The declaration of “c” appears as follows without multiplicity 
enforcement:

<xsd:element name="c" type="c"/>

<xsd:complexType name="c">
      <xsd:choice minOccurs="0" maxOccurs="unbounded">
         <xsd:element name="a" type="xsd:string" nillable="true"/>
         <xsd:element ref="xmi:Extension"/>
      </xsd:choice>
      <xsd:attribute ref="xmi:id"/>
      <xsd:attributeGroup ref="xmi:ObjectAttribs"/>
      <xsd:attribute name="a" type="xsd:string" use="optional"/>
   </xsd:complexType>
</xsd:element>

An element is also declared to be of XML type string if the class contains a Tag org.omg.xmi.schemaType with value 
“string.”

For multi-valued DataType-typed Properties, no XML attributes are declared; each value is encoded as an XML element.

When “a” is a property with enumerated values, the type used for the declaration of the XML element and XML attribute 
corresponding to the model attribute is as follows:

<xsd:simpleType base="enumName" >
   <xsd:restriction base="xsd:string">
      <xsd:enumeration value="v1"/>
      <xsd:enumeration value="v2"/>
   </xsd:restriction>
</xsd:simpleType>

where enumName is the name of the enumeration type, and v1 and v2 are the names of the EnumerationLiterals.
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If a property has enumerated values, an XML element and an XML attribute is put in the complexType for the class “c,” 
their declaration is as follows:

   <xsd:element name="a" type="enumName"/>

   <xsd:attribute name="a" type="enumName" use="optional"/>

If a property is a multi-valued enumeration, the declaration of the XML attribute is omitted.

The semantics of default values differs between MOF/UML and XML Schema, so the XML Schema will never contain 
default values for Properties.

7.8.5 Class-typed Property Representation

A Class-typed property references another model element. Each such reference is represented as an XML element and/or 
an XML attribute. The XML element declaration for a property named “r” for a class “c” is:

<xsd:element name="r" minOccurs="0" maxOccurs=”unbounded”>
<xsd:attributeGroup ref="LinkAttribs"/>

</xsd:element>

This element is declared in the content of the complexType for the class that owns the property.  This declaration enables 
any object to be serialized, enhancing the extensibility of models. 

The attribute declaration for the property, which also is included in the complexType declaration for the class that owns 
the property, is as follows:

<xsd:attribute name="r" type="xsd:IDREFS" use="optional"/>

7.8.6 Composite Representation

Each property that is a composite is represented by an XML element, but not by an XML attribute. 

The XML element declaration for a composite property named “r” for a class “c” of type “ClassType” is:

<xsd:element name=“r” type=“ClassType” minOccurs=“0” maxOccurs=“unbounded”/>

This element is declared in the content of the complexType for the class that owns the property. 

If the org.omg.xmi.allowMetamodelExtension tag is set to true, then the name of the type is replaced by “xmi:Any”: this 
declaration enables any object to be serialized, enhancing the extensibility of models.

If org.omg.xmi.useSchemaExtension is false (the default), the names of all non-abstract subtypes must also be included 
(in alphabetical order of immediate children with depth first expansion): if ClassType has subclasses CTS1 and CTS2, and 
CTS1 has subclass CTS1S1, then the declaration needs to make use of an anonymous complex type:

<xsd:element name="r" minOccurs=”0” maxOccurs=”unbounded”>
    <xsd:complexType>

            <xsd:choice>
                <ref=”ClassType”/>
                <ref=”CTS1”/>
                <ref=”CTS1S1”/>
                <ref=”CTS2”/>
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           </xsd:choice>
       </xsd:complexType>
  </xsd:element>

7.8.7 Datatype representation

Like classes, datatypes are classifiers and can have instances that are represented by XML elements. Unlike classes, 
datatypes do not have object identity, so there are no identification attributes in their representation.

The representation of a datatype named “dt” is shown below:

<xsd:element name="dt" type="dt"/>

<xsd:complexType name="dt">
      <xsd:choice minOccurs="0" maxOccurs="unbounded">
         <xsd:element ref="xmi:Extension"/>
      </xsd:choice>
      <xsd:attributeGroup ref="xmi:LinkAttribs"/>
      <xsd:attribute name="version" type="xsd:string" use="optional"
                              form="qualified"/>
      <xsd:attribute name="type" type="xsd:QName" use="optional"
                              form="qualified"/>
</xsd:complexType>

In the instance document, the value of a simple datatype appears as an attribute value or as character content.

In CMOF datatypes, other than Primitive and Enumeration Types, can have properties, which in effect allows them to be 
structured datatypes. During serialization, structured datatypes are treated like classes with properties, reusing the 
document production rules starting with rule 2a:XMIObjectElement (see sub clause 9.5.2) with the following adaption:

• The name of the structured datatype is used instead of the class name.

Serializing structured datatypes analogous to classes is the default. The org.omg.xmi.valueSeparator tag has no effect on 
this form of serialization.

Primarily for backward compatibility, flattening of structured datatypes may be performed if all of the following 
conditions hold:

• The structured datatypes are not nested (i.e., do not contain structured datatypes as one or more fields).

• The fields have multiplicity [1..1].

• The tag org.omg.xmi.flattenStructuredDataTypes (which defaults to false) is set to true.

As an example, here is a datatype called Point with two properties representing the X and Y coordinates of the point:
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Using the class-like default serialization, an example of a graph with two points would serialize as:

<g:Graph xmi:type=”g:Graph”>
     <points xmi:type=”g:Point” x="0" y="0"/>
     <points xmi:type=”g:Point” x="1" y="5"/>
</g:Graph>        

But using the special case flattened serialization (with org.omg.xmi.flattenStructuredDataTypes=true), the point 
coordinates would serialize as strings. The separator between the coordinate values is controlled by 
org.omg.xmi.valueSeparator:

<TwoPointsOnAGraph point1=”0,0” point2=”1,5” />

A structured datatype may be more than one level deep - its properties can in turn be structured datatypes. For example:

This example shows the nesting of two structured datatypes. The only valid serialization for a property called area of type 
Rectangle is:

<display xmi:type=”g:Viewport”>
     <area xmi:type=”g:Rectangle”>
         <upperLeft xmi:type=”g:Point” x="0" y="5"/>
         <lowerRight xmi:type=”g:Point” x="4" y="0"/>        
     </area>
</display>

7.8.8 Inheritance representation

XML schemas have a mechanism for extending types, but it does not support extending from more than one type, and 
using that mechanism imposes an order on the content models of the types that are derived from other types. Since XMI 
attempts to minimize order dependencies, XMI by default does not use schema extension to represent inheritance. In its 
place, XMI specifies that inheritance will be copy-down inheritance and therefore uses xmi:type instead of xsi:type.   

Point

x : Integer
y : Integer

<<datatype>>

Rectangle

upperLeft : Point
lowerRight : Point

<<datatype>>
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Multiple inheritance is treated in such a way that the Properties that occur more than once in the inheritance hierarchy are 
only included once in their subclasses. For associations (Class-typed Properties), the actual class referenced is used, and 
subclasses may be used on the other end of the reference.

7.8.9 Association Representation

Associations are classifiers whose instances are Links. There are cases where it makes sense to serialize Links: for 
example where the Association owns all of its ends, to link existing elements, or to add a new element to a composition 
without replacing the existing contents (e.g., to add a Property to a Class where including a new value for 
package::packagedElement would lose, or require repeating, the complete current list).

7.8.10 Derived Information

Whether or not information is derived information is orthogonal to whether or not that information is serialized. The 
org.omg.xmi.serialize tag is provided optionally to include derived data. This capability provides more control to the 
metamodelers, allowing them to customize exactly which information is present in their files. In some cases, derived 
information may be more condensed than the information it is derived from. In these cases, serialization of only the 
derived information may be desirable to keep the size of the XMI file as small as possible.

7.9 Transmitting Incomplete Metadata

Starting with XMI version 2.0, an implementation can decide whether to support the exchange of model fragments.

7.9.1 Interchange of model fragments

In practice, most information is related. The ability to transfer a subset of known information is essential for practical 
information interchange. In addition, as information models are developed, they will frequently need to be interchanged 
before they are complete.

The following guidelines apply for interchanging incomplete models via XMI:

• Information may be missing from a model. The transmission format should not require the addition or invention of new 
information.

• Model fragments may be disjoint sets. Each set may be transmitted in the same XMI file or in different XMI files.

• “Incomplete” indicates a quantity of information less than or equal to “complete.” Additional information beyond that 
which the model prescribes may be transmitted only via the extension mechanism.

• Semantic verification is performed on the metadata that is actually present as if it was included in complete metadata.

7.9.2 XMI encoding

The interchange of model fragments is accomplished by lowering the lower bound of multiplicities whose lower bound is 
greater than 0.

7.9.3 Example

The following is an example of an incomplete UML 1.4 model:
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<UML:Model name="model1" xmi:id="id1">
<ownedElement xmi:type="UML:Class" name="class1" xmi:id="id2">

<feature xmi:type="UML:Attribute" name="attribute1"
                                 type="type1"/>

</ownedElement>
        <ownedElement xmi:type="UML:Datatype" name="Integer" xmi:id="type1"/>
</UML:Model>

7.10  Linking

The goal is to provide a mechanism for specifying references within and across documents. Although based on the 
XLinks standard, it is downwards compatible and does not require XLinks as a prerequisite.

7.10.1   Design principles

• Links are based on XLinks to navigate to the document (which may be the current document) and XPointers to navigate 
to the element within the document.

• Link definitions are encapsulated in the attribute group LinkAttribs defined in sub clause 7.6.2.

• Elements act as a union, where they are either a definition or a proxy. Proxies use the LinkAttribs attribute group to 
define the link, and contain no nested elements.

• LinkAttribs supports external links through the XLink attributes, and internal links through the xmi:idref and xmi:id 
attributes.

• Links are always to elements of the same type or subclasses of that type. Restricting proxies to reference the same 
element type reduces complexity, enhances reliability and type safety, and promotes caching.

• When acting as a proxy, XML attributes may be defined, but not contents. The XML attributes act as a cache or guide 
that gives an indication if the link should be followed: however there is no guarantee that these cached values 
accurately represent the current values of the linked element. 

• Proxies may be chained.

• When following the link from a proxy, the definition of the proxy is replaced by the referenced element.

• It is efficient practice to use local proxies of the same element within a document to link to a single proxy that holds an 
external reference. For example: there could be local proxies defined for references to the predefined DataTypes such 
as Integer, UnlimitedNatural, String, and Boolean.

7.10.2 Linking

For XMI, the most common linking requirements are:

• Linking to an XML element in the same document using the element’s id.

• Linking to an XML element in a different document using the element’s id.

• Linking to an XML element using the element’s uuid or label, in the same or a different document.

The following sections describe how XMI supports these requirements.
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Linking within a Document

Every construct that can be referred to has a local XML ID, a string that is locally unique within a single XML file. 
Attributes representing Class-typed properties in the metamodel, or XML idref attributes can refer to other XML elements 
within the same XML file by specifying the target element’s XML ID.

Linking across Documents

1. Using the XMI href attribute to locate an XMI id  

This is the simplest form of cross document linking. With help from the XMI org.omg.xmi.idName tag, it can be 
backward compatible with XMI 1.2 and later.

Here, the XMI href attribute is used to locate an XML element in another XML document by its XMI id. The value of 
href must be a URI reference, as defined by IETF RFC 2396: Uniform Resource Identifiers. The URI reference must be 
of the form URI#id_value, where URI locates the XML file containing the XML element to link to, and id_value is the 
value of the XML element’s XMI id attribute. 

As an example:

<mgr xmi:id="mgr_1" href="Co.xml#emp_2"/> 

locates XML element <Employee xmi:id="emp_2" … /> in file Co.xml.

2. Using an XLink simple link and XPointer bare name to locate an XMI id

This is a little more complicated than using the XMI href attribute, and does not provide any more function. It does have 
the advantage that standard XLink and XPointer software can follow the link.

Here, an xlink:href attribute is used, where XLink is the prefix for the XLink namespace. The XLink prefix must be 
declared in the document that contains the Xlink:href attribute. For example:

<xmi:XMI version="2.1" xmlns:xlink="http://www.w3.org/1999/XLink" 
         xmlns:xmi=" http://schema.omg.org/spec/XMI/2.1">

The value of xlink:href must again be a URI reference of the form URI#id_value. In this case, id_value is technically an 
XPointer bare name, but it looks just like the id_value for the XMI href attribute. 

The XML element with the xlink:href must also have an xlink:type=”simple” attribute, to identify it as a simple link. 

As an example:

<mgr xmi:id="mgr_1" xlink:href="Co.xml#emp_2" xlink:type="simple"/>

locates XML element <Employee xmi:id="emp_2" … /> in file Co.xml.

3. Using an XLink simple link and full XPointer to locate an XMI uuid or label

An XLink simple link and a form of full XPointer can be used to locate an XML element in an XML document by its 
XMI uuid or label. This describes the form for uuid; the form for label is strictly analogous. Again: 

• An xlink:href attribute is used, where XLink is the prefix for the XLink namespace. The xlink prefix must be declared 
in the document containing the xlink:href attribute.

• The value of xlink:href must be a URI reference. 
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However this time, the URI reference has a more complicated form:
           URI#xpointer((//*[@xmi:uuid='value'])[1])

The xpointer expression is a series of instructions for finding the first element in the target file whose xmi:uuid has that 
value.

As an example:

<mgr xmi:id="mgr_1" 
          xlink:href="Co.xml#xpointer((//*[@xmi:uuid='emp_2'])[1])"            
          xlink:type="simple"/> 

locates XML element <Employee xmi:uuid="emp_2"…/> in file Co.xml, as long as it is the first element with that uuid 
in the file.

Since a URI can identify the same file that contains the href, this also supports locating XML elements by XMI uuid in 
the same document. 

4. Using full XLink and XPointer to locate almost anything

XLink and XPointer provide rich and complex capabilities for locating XML elements, far beyond what XMI requires. 
Consequently it is not expected that XMI implementations supporting linking across documents provide this level of 
support. The W3C XLink and XPointer specifications define what is possible and how it works.

5.  Using the MOF2 facility Basic Encoding Scheme

The MOF2 Facility specification provides a means of encoding URIs to refer to elements in facilities: these may be 
realized through XMI files, database-backed repositories or other mechanisms. Hence it is usually not appropriate to make 
use of xmi:id values that are in general transient and limited in scope: rather names and unique ids are made use of. Full 
details are contained in that specification.

As an example here is a link to an activity called CalculateHoursWorked which is within ProcessModel within 
PayrollModels; PayrollModels is located via facility http://mof.adaptive.com:8083/ModelsFacility.

<activity 
href=”http://mof.adaptive.com:8083/ModelsFacility/PayrollModels?ProcessModel/MonthlyProcess/
CalculateHoursWorked”/>

7.10.3  Example for UML

This sub clause is informative. 

There is an association between ModelElements and Constraints in UML. Operation is a subclass of Element. This 
example shows an association between Operations and four Constraints with roles ownedRule and constrainedElement. 
Each of the methods of linking is shown. The Constraints are shown in both definition and proxy form. Note that one of 
the constrainedElement elements contains href=”#xpointer(descendent(1,Operation,xmi:label,op1)).” This is an example 
of case 4 (using full XLink and XPointer to locate almost anything).

Document 1, doc1.xml (omitting root and namespace declarations)::

<uml:Operation xmi:id="idO1" xmi:type="uml:Operation" xmi:label="op1"
       xmi:uuid="DCE:1234">
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  <ownedRule xmi:id="idC1" xmi:type="uml:Constraint" xmi:label="co1" 
       xmi:uuid="DCE:abcd">
    <specification xmi:type="uml:OpaqueExpression">
      <body>First Constraint definition</body>
    </specification>
    <constrainedElement xmi:idref="idO1"/>
  </ownedRule>
  <ownedRule xmi:idref="idC2" />
  <ownedRule xmi:idref="idC3" />
  <ownedRule href="doc2.xml#idC4" />
</uml:Operation>
<uml:Constraint xmi:id="idC2" xmi:type="uml:Constraint" xmi:label="co2" 
    xmi:uuid="DCE:efgh">
  <specification xmi:type="uml:OpaqueExpression">
    <body>Second Constraint definition</body>
  </specification>
  <constrainedElement xmi:idref="idO1" />
</uml:Constraint>
<uml:Constraint xmi:id="idC3" xmi:type="uml:Constraint" xmi:label="co3" 
    xmi:uuid="DCE:ijkl">
  <specification xmi:type="uml:OpaqueExpression">
     body>Third Constraint definition</body>
  </specification>
  <constrainedElement href="#xpointer(descendent(1,Operation,xmi:label,op1))"/>
</uml:Constraint>

Document 2, doc2.xml (omitting root and namespace declarations):

<uml:Constraint xmi:id="idC4" xmi:type="uml:Constraint" xmi:label="co4" 
    xmi:uuid="DCE:mnop">
  <specification xmi:type="uml:OpaqueExpression">
    <body>Fourth Constraint definition</body>
  </specification>
  <constrainedElement href="doc1.xml#idO1"/>
</uml:Constraint>

The first constraint is a definition. The constrainedElement role contains an Operation proxy that has a local reference to 
the initial Operation definition using xmi:idref. The second constraint is a proxy referencing a constraint definition using 
the xmi:idref of “idC2.” The third constraint is a proxy reference to the definition using xmi:idref to the constraint 
“idC3.” The fourth constraint is an XPointer reference proxy to the definition of the constraint using the href to the file 
doc2.xml with id “idC4.” 

Following the definition of the operation and its 3 constraint proxies are the definitions of two of the constraints. The 
second document contains the third constraint definition.

The use and placement of references is freely determined by the document creator. It is likely that most documents will 
make internal and external references for a number of reasons: to minimize the amount of duplicate declarations, to 
compartmentalize the size of the document streams, or to refer to useful information outside the scope of transmission. 
For example, the href of an XLink could contain a query to a repository that will recall additional related information. Or 
there may be a set of XMI documents created, one file per package to be transferred, where there are relationships 
between the packages.
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7.11 Tailoring Schema Production

This sub clause describes how to tailor schema production by specifying particular MOF tags to augment a MOF model. 
It also explains the impact the tailored schemas have on document production. 

Note that the MOF definition of the association between ModelElement and Tag is not a composition and does not have 
a reference as part of ModelElement. This allows Tags to be contained in separate Packages and ‘remotely’ reference the 
tagged elements. For XMI purposes this means that the following tags can be incrementally added to an existing model 
without needing to be embedded in it - and thus changing it. Typically, the Tags could be in a separate Package and a 
‘super’ package could import (via PackageImport) this Tags package and the model package to drive the Schema 
generation. This conveniently allows different Tag sets to be used with the same model (there would be a separate ‘super’ 
package for each). And the ‘super’ package extent allows runtime model access to the Tags package for introspection of 
the tags that were used for the generation.

7.11.1 XMI Tag Values

The following table specifies the XMI tags that allow you to tailor the schemas that are produced and the documents that 
are produced using XMI. Each of the names has a prefix of “org.omg.xmi.” The prefix is not included in the names to 
make the table easier to read.  

Table 7.1- XMI Tag Values Summary

Tag Name Value Type Default value Description

Naming tags
xmiName string nil Provides an alternate name from the MOF name for 

writing to XMI.  Useful in cases where the MOF 
name has characters that conflict with XML.  This 
value is used rather than the MOF name.

nsURI string nil The namespace URI of the MOF package.
nsPrefix string Package::name The namespace prefix of the MOF package; this is 

used in schemas. (Any legal XML prefix may be 
used in documents.)

XML Syntax tags
serialize string non-derived If non-derived, then the MOF construct is serialized 

unless it is derived. ‘true’ forces the construct to be 
serialized regardless of whether it is derived; and 
‘false’ suppresses it regardless.

attribute boolean false If false, do not serialize the MOF construct as an 
XML attribute unless element is also false.

element boolean false If false, do not serialize the MOF construct as an 
XML element unless attribute is also false.

remoteOnly boolean false If set on one end of a bidirectional relationship, only 
serializes that end if it is remote.

href boolean false If true, use the href attribute rather than the idref 
attribute for links within a document. This also 
prohibits the use of XML attributes for class-typed 
properties.
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