
 

 

 

 

 

Reference number
ISO/IEC 19793:2008(E)

© ISO/IEC 2008
 

 

 

 

INTERNATIONAL 
STANDARD 

ISO/IEC
19793

First edition
2008-12-15

Information technology — Open 
Distributed Processing — Use of UML for 
ODP system specifications 

Technologies de l'information — Traitement réparti ouvert — Utilisation 
de l'UML pour les specifications de système ODP 

 

Full document details: ISO_IEC 19793_2008

http://avadocuments2026.com/doc/iso-iec-19793-2008
http://avadocuments2026.com/doc/iso-iec-19793-2008


ISO/IEC 19793:2008(E) 

PDF disclaimer 
This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but 
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In 
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat 
accepts no liability in this area. 

Adobe is a trademark of Adobe Systems Incorporated. 

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation 
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In 
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below. 

 

 COPYRIGHT PROTECTED DOCUMENT 
 
©   ISO/IEC 2008 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, 
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or 
ISO's member body in the country of the requester. 

ISO copyright office 
Case postale 56 • CH-1211 Geneva 20 
Tel.  + 41 22 749 01 11 
Fax  + 41 22 749 09 47 
E-mail  copyright@iso.org 
Web  www.iso.org 

Published in Switzerland 
 

ii © ISO/IEC 2008 – All rights reserved
 

 

Full document details: ISO_IEC 19793_2008

http://avadocuments2026.com/doc/iso-iec-19793-2008
http://avadocuments2026.com/doc/iso-iec-19793-2008


ISO/IEC 19793:2008(E) 

© ISO/IEC 2008 – All rights reserved iii

 

 

CONTENTS 

 Page 
1 Scope ..................................................................................................................................... 1 
2 Normative references ................................................................................................................ 1 

2.1 Identical Recommendations | International Standards ............................................................. 1 
2.2 OMG specifications......................................................................................................... 1 

3 Definitions .............................................................................................................................. 2 
3.1 Definitions from ODP standards ........................................................................................ 2 
3.2 Definitions from the Enterprise Language ............................................................................ 2 
3.3 Definitions from the Unified Modeling Language.................................................................. 2 
3.4 Definitions from ODP standards refined or extended in this Recommendation | International 

Standard........................................................................................................................ 3 
4 Abbreviations .......................................................................................................................... 3 
5 Conventions ............................................................................................................................ 3 
6 Overview of modelling and system specification approach ............................................................... 4 

6.1 Introduction ................................................................................................................... 4 
6.2 Overview of ODP concepts (extracted from RM-ODP Part 1).................................................. 4 
6.3 Overview of UML concepts .............................................................................................. 8 
6.4 Universes of discourse, ODP specifications and UML models.................................................. 9 
6.5 Modeling concepts and UML profiles for ODP viewpoint languages and correspondences ............ 10 
6.6 General principles for expressing and structuring ODP system specifications using UML ............. 10 
6.7 Correspondences between viewpoint specifications ............................................................... 11 

7 Enterprise specification.............................................................................................................. 12 
7.1 Modelling concepts ......................................................................................................... 12 
7.2 UML profile................................................................................................................... 16 
7.3 Enterprise specification structure (in UML terms).................................................................. 24 
7.4 Viewpoint correspondences for the enterprise language .......................................................... 25 

8 Information specification ........................................................................................................... 26 
8.1 Modelling concepts ......................................................................................................... 26 
8.2 UML profile................................................................................................................... 28 
8.3 Information specification structure (in UML terms) ............................................................... 30 
8.4 Viewpoint correspondences for the information language........................................................ 31 

9 Computational specification ....................................................................................................... 31 
9.1 Modelling concepts ......................................................................................................... 31 
9.2 UML profile................................................................................................................... 36 
9.3 Computational specification structure (in UML terms) ........................................................... 42 
9.4 Viewpoint correspondences for the computational language .................................................... 42 

10 Engineering specification ........................................................................................................... 43 
10.1 Modelling concepts ......................................................................................................... 43 
10.2 UML profile................................................................................................................... 52 
10.3 Engineering specification structure (in UML terms) ............................................................... 56 
10.4 Viewpoint correspondences for the engineering language........................................................ 57 

11 Technology Specification........................................................................................................... 58 
11.1 Modelling concepts ......................................................................................................... 58 
11.2 UML profile................................................................................................................... 58 
11.3 Technology specification structure (in UML terms) ............................................................... 59 
11.4 Viewpoint correspondences for the technology language ........................................................ 60 

12 Correspondences specification .................................................................................................... 60 
12.1 Modelling concepts ......................................................................................................... 60 
12.2 UML profile................................................................................................................... 61 

13 Modelling conformance in ODP system specifications..................................................................... 62 
13.1 Modelling conformance concepts ....................................................................................... 62 
13.2 UML profile................................................................................................................... 62 

Full document details: ISO_IEC 19793_2008

http://avadocuments2026.com/doc/iso-iec-19793-2008
http://avadocuments2026.com/doc/iso-iec-19793-2008


ISO/IEC 19793:2008(E) 

iv © ISO/IEC 2008 – All rights reserved
 

 
 Page 
14 Conformance and compliance to this document .............................................................................. 63 

14.1 Conformance.................................................................................................................. 63 
14.2  Compliance.................................................................................................................... 63 

Annex A – An example of ODP specifications using UML ........................................................................ 64 
A.1 The Templeman Library System ........................................................................................ 64 
A.2 Enterprise specification in UML ........................................................................................ 65 
A.3 Information specification in UML ...................................................................................... 79 
A.4 Computational specification in UML .................................................................................. 87 
A.5 Engineering specification in UML...................................................................................... 93 
A.6 Technology specification in UML ...................................................................................... 102 

 

Full document details: ISO_IEC 19793_2008

http://avadocuments2026.com/doc/iso-iec-19793-2008
http://avadocuments2026.com/doc/iso-iec-19793-2008


ISO/IEC 19793:2008(E) 

© ISO/IEC 2008 – All rights reserved v

Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights. 

ISO/IEC 19793 was prepared jointly by Joint Technical Committee ISO/IEC JTC 1, Information technology, 
Subcommittee SC 7, Software and systems engineering in collaboration with ITU-T. The identical text is 
published as ITU-T Rec. X.906. 
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0 Introduction 
The rapid growth of distributed processing has led to the adoption of the Reference Model of Open Distributed 
Processing (RM-ODP), which provides a coordinating framework for the standardization of Open Distributed 
Processing (ODP). RM-ODP creates an architecture within which support of distribution, interworking, and portability 
can be integrated. This architecture provides a framework for the specification of ODP systems. 

RM-ODP is based on precise concepts derived from current distributed processing developments and, as far as possible, 
on the use of formal description techniques for specification of the architecture. It does not recommend any notation. 

The Unified Modeling Language™ (UML®) was developed by the Object Management Group™ (OMG™). It provides 
a notation for modelling in support of information system design and is widely used throughout the IT industry as the 
language and notation of choice. 

This Recommendation | International Standard refines and extends the definition of how ODP systems are specified by 
defining the use of the Unified Modeling Language for the expression of ODP system specification.  

0.1 RM-ODP 

The RM-ODP consists of: 
– Part 1 (ITU-T Rec. X.901 | ISO/IEC 10746-1): Overview, which contains a motivational overview of 

ODP, giving scoping, justification and explanation of key concepts, and an outline of the ODP 
architecture. It contains explanatory material on how the RM-ODP is to be interpreted and applied by its 
users, who may include standards writers and architects of ODP systems. It also contains a categorization 
of required areas of standardization expressed in terms of the reference points for conformance identified 
in ITU-T Rec. X.903 | ISO/IEC 10746-3. Part 1 is not normative. 

– Part 2 (ITU-T Rec. X.902 | ISO/IEC 10746-2): Foundations, which contains the definition of the 
concepts and analytical framework for normalized description of (arbitrary) distributed processing 
systems. It introduces the principles of conformance to ODP standards and the way in which they are 
applied. This is only to a level of detail sufficient to support ITU-T Rec. X.903 | ISO/IEC 10746-3 and to 
establish requirements for new specification techniques. Part 2 is normative.  

– Part 3 (ITU-T Rec. X.903 | ISO/IEC 10746-3): Architecture, which contains the specification of the 
required characteristics that qualify distributed processing as open. These are the constraints to which 
ODP standards shall conform. It uses the descriptive techniques from ITU-T Rec. X.902 | ISO/IEC 
10746-2. Part 3 is normative. 

– Part 4 (ITU-T Rec. X.904 | ISO/IEC 10746-4): Architectural semantics, which contains a formalization 
of the ODP modelling concepts defined in clauses 8 and 9 of ITU-T Rec. X.902 | ISO/IEC 10746-2. The 
formalization is achieved by interpreting each concept in terms of the constructs of one or more of the 
different standardized formal description techniques. Part 4 is normative. 

In the same series as the RM-ODP are a number of other Standards and Recommendations, and, of these, the principal 
one that concerns this Recommendation | International Standard is: 

– The Enterprise Language (ITU-T Rec. X.911 | ISO/IEC 15414), which refines and extends the enterprise 
language defined in ITU-T Rec. X.903 | ISO/IEC 10746-3 to enable full enterprise viewpoint 
specification of an ODP system. 

0.2 UML 

The Unified Modeling Language (UML) is a visual language for specifying and documenting the artifacts of systems. It 
is a general-purpose modelling language that can be used with all major object and component methods and that can be 
applied to all application domains (e.g., health, finance, telecom, aerospace) and implementation platforms (e.g., J2EE, 
CORBA®, .NET).  

The version of UML currently adopted as an International Standard (ISO/IEC 19501) is UML 1.4, which is basically 
the language that was originally adopted by the OMG in the 1990s. UML was substantially extended by the OMG in 
2005 to produce version 2, which offers significant enhancements, particularly in the way the language and notation 
handle structured classifiers. These enhancements have been found to be essential for expressing many of the more 
complex concepts in the RM-ODP computational and engineering language. As a result, this Recommendation | 
International Standard takes UML version 2 as its baseline. 

UML version 2 has been structured modularly, with the ability to select only those parts of the language that are of 
direct interest. It is extensible, so it can be easily tailored to meet the specific user requirements. The UML specification 
defines thirteen types of diagram, divided in two categories that represent, respectively: the static structure of the 
objects in a system (structure diagrams) and the dynamic behaviour of the objects in a system (behaviour diagrams). In 
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addition, UML incorporates extension mechanisms that allow the definition of new dialects of UML (managed using 
UML profiles) to customize the language for particular platforms and domains. 

The UML specification is defined using a metamodelling approach (i.e., a metamodel is used to specify the model that 
comprises UML). That metamodel has been constructed so that the resulting family of UML languages is fully aligned 
with the rest of the OMG specifications (e.g., MOF™, OCL, XMI®) and to allow the exchange of models between 
tools. 

0.3 Overview and motivation 

ITU-T Rec. X.903 | ISO/IEC 10746-3 defines a framework for the specification of ODP systems comprising: 
a) five viewpoints, called enterprise, information, computational, engineering and technology, which 

provide a basis for the specification of ODP systems; 
b) a viewpoint language for each viewpoint, defining concepts and rules for specifying ODP systems from 

the corresponding viewpoint. 

This Recommendation | International Standard defines: 
– use of the viewpoints prescribed by the RM-ODP to structure UML system specifications; 
– rules for expressing RM-ODP viewpoint languages and specifications with UML and UML extensions 

(e.g., UML profiles). 

It allows UML tools to be used to process viewpoint specifications, facilitating the software design process.  

Currently there is growing interest in the use of UML for system modelling. However, there is no widely agreed 
approach to the structuring of such specifications. This adds to the cost of adopting the use of UML for system 
specification, hampers communication between system developers and makes it difficult to relate or merge system 
specifications where there is a need to integrate IT systems. 

The RM-ODP defines essential concepts necessary to specify open distributed processing systems from five prescribed 
viewpoints and provides a framework for the structuring of specifications for distributed systems.  

However, the RM-ODP prescribes neither a notation, nor a model development method.  

This Recommendation | International Standard provides the necessary framework for ODP system specification using 
UML. It defines both a UML based notation for the expression of such specifications, and an approach for their 
structuring using the notation, thus providing the basis for model development methods. 

By defining how UML and UML extensions should be used to express RM-ODP viewpoint specifications, the standard 
enables the ODP viewpoints and ODP architecture to provide the needed framework for system specification using 
UML.  

This Recommendation | International Standard contains the following annexes:  
– Annex A: An example of ODP specifications using UML. 

This annex is not normative. 
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INTERNATIONAL STANDARD 
ITU-T RECOMMENDATION 

Information technology – Open distributed processing –  
Use of UML for ODP system specifications 

1 Scope 
This Recommendation | International Standard defines use of the Unified Modeling Language (UML 2.1.1 
Superstructure Specification, OMG document formal/07-02-05) for expressing system specifications in terms of the 
viewpoint specifications defined by the Reference Model of Open Distributed Processing (RM-ODP, ITU-T Recs 
X.901 to X.904 | ISO/IEC 10746 Parts 1 to 4) and the Enterprise Language (ITU-T Rec. X.911 | ISO/IEC 15414). It 
covers: 

a) the expression of a system specification in terms of RM-ODP viewpoint specifications using defined 
UML concepts and extensions (e.g., structuring rules, technology mappings, etc.);  

b) relationships between the resultant RM-ODP viewpoint specifications.  

This document is intended for the following audiences: 
– ODP modellers who want to use the UML notation for expressing their ODP specifications in a graphical 

and standard way; 
– UML modellers who want to use the RM-ODP concepts and mechanisms to structure their UML system 

specifications; and 
– modelling tool suppliers, who wish to develop UML-based tools that are capable of expressing RM-ODP 

viewpoint specifications. 

2 Normative references 
The following Recommendations and International Standards contain provisions which, through reference in this text, 
constitute provisions of this Recommendation | International Standard. At the time of publication, the editions indicated 
were valid. All Recommendations and Standards are subject to revision, and parties to agreements based on this 
Recommendation | International Standard are encouraged to investigate the possibility of applying the most recent 
edition of the Recommendations and Standards listed below. Members of IEC and ISO maintain registers of currently 
valid International Standards. The Telecommunication Standardization Bureau of the ITU maintains a list of currently 
valid ITU-T Recommendations. 

2.1 Identical Recommendations | International Standards 
– ITU-T Recommendation X.725 (1995) | ISO/IEC 10165-7:1996, Information technology – Open Systems 

Interconnection – Structure of management information: General Relationship Model. 
– ITU-T Recommendation X.902 (1995) | ISO/IEC 10746-2:1996, Information technology – Open 

Distributed Processing – Reference Model: Foundations. 
– ITU-T Recommendation X.903 (1995) | ISO/IEC 10746-3:1996, Information technology – Open 

Distributed Processing – Reference Model: Architecture. 
– ITU-T Recommendation X.904 (1997) | ISO/IEC 10746-4:1998, Information technology – Open 

Distributed Processing – Reference Model: Architectural semantics. 
– ITU-T Recommendation X.911 (2001) | ISO/IEC 15414:2002, Information technology – Open 

Distributed Processing – Reference model – Enterprise language. 

2.2 OMG specifications 
– OMG Unified Modeling Language: Superstructure, version 2.1.1, formal/07-02-05. 
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3 Definitions 
For the purposes of this Recommendation | International Standard, the following definitions apply. 

3.1 Definitions from ODP standards 

3.1.1 Modelling concept definitions 

This Recommendation | International Standard makes use of the following terms as defined in ITU-T Rec. X.902 | 
ISO/IEC 10746-2: 

 abstraction; action; activity; architecture; atomicity; behaviour (of an object); binding; class; client 
object; communication; composition; component object [2-5.1]; composite object; configuration (of 
objects); conformance point; consumer object; contract; creation; data; decomposition; deletion; 
distributed processing; distribution transparency; <X> domain; entity; environment; environment 
contract; epoch; error; establishing behaviour; failure; fault; <X> group; identifier; information; initiating 
object; instance; instantiation (of an <X> template); internal action; interaction; interchange reference 
point; interface; interface signature; interworking reference point; introduction; invariant; location in 
space; location in time; name; naming context; naming domain; notification; object; obligation; ODP 
standards; ODP system; open distributed processing; perceptual reference point; permission; persistence; 
producer object; programmatic reference point; prohibition; proposition; quality of service; reference 
point; refinement; role; server object; spawn action; stability; state (of an object); subdomain; subtype; 
supertype; system; <X> template; term; terminating behaviour; trading; type (of an <X>); viewpoint (on 
a system). 

3.1.2 Viewpoint language definitions 

This Recommendation | International Standard makes use of the following terms as defined in ITU-T Rec. X.903 | 
ISO/IEC 10746-3: 

 binder; capsule; channel; cluster; community; computational behaviour; computational binding object; 
computational object; computational interface; computational viewpoint; dynamic schema; engineering 
viewpoint; distributed binding; enterprise object; enterprise viewpoint; <X> federation; information 
object; information viewpoint; interceptor; invariant schema; node; nucleus; operation; protocol object; 
static schema; stream; stub; technology viewpoint; <viewpoint> language. 

3.2 Definitions from the Enterprise Language 

This Recommendation | International Standard makes use of the following terms as defined in ITU-T Rec. X.911 | 
ISO/IEC 15414: 

 actor (with respect to an action); agent; artefact (with respect to an action); authorization; commitment; 
community object; declaration; delegation; evaluation; field of application (of a specification); interface 
role; objective (of an <X>); party; policy; prescription; principal; process; resource (with respect to an 
action); scope (of a system); step; violation. 

3.3 Definitions from the Unified Modeling Language 

This Recommendation | International Standard makes use of the following terms as defined in OMG document 
formal/07-02-05: 

 abstract class; action; activity; activity diagram; aggregate; aggregation; association; association class; 
association end; attribute; behaviour; behaviour diagram; binary association; binding; call; class; 
classifier; classification; class diagram; client; collaboration; collaboration occurrence; communication 
diagram; component; component diagram; composite; composite structure diagram; composition; 
concrete class; connector; constraint; container; context; delegation; dependency; deployment diagram; 
derived element; diagram; distribution unit; dynamic classification; element; entry action; enumeration; 
event; exception; execution occurrence; exit action; export; expression; extend; extension; feature; final 
state; fire; generalizable element; generalization; guard condition; implementation; implementation class; 
implementation inheritance; import; include; inheritance; initial state; instance; interaction; interaction 
diagram; interaction overview diagram; interface; internal transition; lifeline; link; link end; message; 
metaclass; metamodel; method; multiple classification; multiplicity; n-ary association; name; namespace; 
node; note; object; object diagram; object flow state; object lifeline; operation; package; parameter; 
parent; part; partition; pattern; persistent object; pin; port; postcondition; precondition; primitive type; 
profile; property; pseudo-state; realization; receive [a message]; receiver; reception; refinement; 
relationship; role; scenario; send [a message]; sender; sequence diagram; signal; signature; slot; state; 
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state machine diagram; state machine; static classification; stereotype; stimulus; structural feature; 
structure diagram; subactivity state; subclass; submachine state; substate; subpackage; subsystem; 
subtype; superclass; supertype; supplier; tagged value; time event; time expression; timing diagram; 
trace; transition; type; usage; use case; use case diagram; value; visibility. 

3.4 Definitions from ODP standards refined or extended in this Recommendation | International 
Standard 

This Recommendation | International Standard refines or extends the following terms from ITU-T Rec. X.902 | 
ISO/IEC 10746-2, ITU-T Rec. X.903 | ISO/IEC 10746-3, or ITU-T Rec. X.911 | ISO/IEC 15414: 

– Policy (see [7.1.3]). 

4 Abbreviations 
For the purposes of this Recommendation | International Standard, the following abbreviations apply. 

MOF Meta Object Facility 
OCL Object Constraint Language 
ODP Open Distributed Processing 
OMG Object Management Group 
RM-ODP Reference Model of Open Distributed Processing  
UML Unified Modeling Language 
XMI  XML Metadata Interchange 

NOTE – UML, CORBA, XMI, MOF, OMG, Object Management Group, and Unified Modeling Language are either registered 
trademarks or trademarks of Object Management Group, Inc. in the United States and/or other countries.  

5 Conventions 
In the text that follows, the following conventions apply. 

This Recommendation | International Standard is referred to as "this document".  

ITU-T Rec. X.902 | ISO/IEC 10746-2 (RM-ODP Part 2: Foundations) and ITU-T Rec. X.903 | ISO/IEC 10746-3 (RM-
ODP Part 3: Architecture) are referred to as "Part 2" and "Part 3" of the RM-ODP, respectively.  

ITU-T Rec. X.911 | ISO/IEC 15414 (RM-ODP Enterprise Language) is referred to as "the Enterprise Language".  

The UML Superstructure Specification (see [2.2]) is referred to as "the UML specification". The UML notation defined 
in the UML specification is referred to as "UML". 

References to the normative text of this document, to the text of Parts 2 and 3 of the RM-ODP, to the Enterprise 
Language and to UML are expressed in one of these forms:  

[n.n]   – a reference to clause n.n of this document. 
[Part 2 – n.n]  – a reference to clause n.n of RM-ODP Part 2;  
[Part 3 – n.n]  – a reference to clause n.n of RM-ODP Part 3;  
[E/L – n.n]  – a reference to clause n.n of the Enterprise Language;  
[UML – n.n] – a reference to clause n.n of the UML specification. 

For example, [Part 2 – 9.4] is a reference to subclause 9.4 of Part 2 of the RM-ODP; and [6.5] is a reference to 
clause 6.5 of this document. These references are for the convenience of the reader.  

NOTE – The clauses correspond to the specific dated versions of the documents referenced in clause 2. 

In the clauses that follow, except in the headings, terms in italic face are terms of the RM-ODP viewpoint languages as 
defined in Parts 2 and 3 of the RM-ODP, or in the Enterprise Language. UML concepts are shown in sans-serif 
typeface. UML stereotype names are shown in normal font, enclosed in guillemets (« and »).  
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The following conventions apply to the UML diagrams: 
– Association end names are placed at the end of the association that is adjacent to the class playing the 

role. Association end names are omitted if they do not add meaning to the diagram. In this case, the 
implied association end name is the name of the class at that end of the association.  

– Cardinalities of associations are placed adjacent to the class that has the cardinality. 
– Where there are no attributes, the attribute part of the class box is suppressed. 
– Black diamonds are used to represent whole/part associations, with no cardinality or role name at the 

whole end of the association, and no role name at the part end of the association. The meaning is that the 
part cannot exist without exactly one instance of the whole. 

– Nouns are used in association end names, rather than verbs. 
– Class names representing ODP concepts start with upper case. 
– Arrowheads accompanying association names are avoided. 
– Icons associated with stereotypes are used in some of the UML figures in this document. This is done to 

aid understanding, the icons are not normative. 

6 Overview of modelling and system specification approach 

6.1 Introduction 

This clause provides an introduction to this document, covering: 
– an overview of ODP system specification concepts; 
– an overview of UML concepts; 
– an explanation of the relationships between ODP models, the subjects of those models (universes of 

discourse), and the UML models that express the ODP models; 
– an overview of the structuring principles for system specifications defined in the document; 
– an explanation of the concept of correspondences (relationships) between viewpoint specifications. 

6.2 Overview of ODP concepts (extracted from RM-ODP Part 1) 

An overview of the ODP modelling concepts and the structuring rules for their use is given in RM-ODP Part 1 (ITU-T 
Rec. X.901 | ISO/IEC 10746-1: Overview) and the concepts and structuring rules are formally defined in RM-ODP 
Parts 2 and 3. The text that follows (i.e., the rest of [6.2]), is abstracted from the text in RM-ODP Part 1. RM-ODP 
Parts 2 and 3 are the authoritative standards, and should be followed in case of any conflict between those Parts and this 
clause.  

The framework for system specification provided by the RM-ODP has four fundamental elements: 
– an object modelling approach to system specification; 
– the specification of a system in terms of separate but interrelated viewpoint specifications; 
– the definition of a system infrastructure providing distribution transparencies for system applications; 
– a framework for assessing system conformance. 

6.2.1 Object modelling 

Object modelling provides a formalization of well-established design practices of abstraction and encapsulation. 
– Abstraction allows the description of system functionality to be separated from details of system 

implementation. 
– Encapsulation allows the hiding of heterogeneity, the localization of failure, the implementation of 

security and the hiding of the mechanisms of service provision from the service user. 

The object modelling concepts cover: 
–  basic modelling concepts: providing rigorous definitions of a minimum set of concepts (action, object, 

interaction and interface) that form the basis for ODP system descriptions and are applicable in all 
viewpoints; 
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–  specification concepts: addressing notions such as type and class that are necessary for reasoning about 
specifications and the relations between specifications, providing general tools for design, and 
establishing requirements on specification languages; 

–  structuring concepts: building on the basic modelling concepts and the specification concepts to address 
recurrent structures in distributed systems, and covering such concerns as policy, naming, behaviour, 
dependability and communication. 

6.2.2  Viewpoint specifications 

A viewpoint (on a system) is an abstraction that yields a specification of the whole system related to a particular set of 
concerns. Five viewpoints have been chosen to be both simple and complete, covering all the domains of architectural 
design. These five viewpoints are: 

– the enterprise viewpoint, which is concerned with the purpose, scope and policies governing the 
activities of the specified system within the organization of which it is a part; 

– the information viewpoint, which is concerned with the kinds of information handled by the system and 
constraints on the use and interpretation of that information; 

– the computational viewpoint, which is concerned with the functional decomposition of the system into a 
set of objects that interact at interfaces – enabling system distribution; 

– the engineering viewpoint, which is concerned with the infrastructure required to support system 
distribution; 

– the technology viewpoint, which is concerned with the choice of technology to support system 
distribution. 

Computational
Application design aspects
Functional decomposition of the system
into objects suitable for distribution
How does each bit work?

Engineering
andSolution types  distribution

How do the bits work together?
Infrastructure required to support distribution

Technology

and
Implementation

With what?

System hardware  software
and actual distribution

Information
Information system aspects

What is it about?

Information handled by the system and
constraints on the use and interpretation

of that information
ODP

system

 

Figure 1 – RM-ODP viewpoints 

For each viewpoint there is an associated viewpoint language which can be used to specify a system from that 
viewpoint. The object modelling concepts give a common basis for the viewpoint languages and make it possible to 
identify relationships between the different viewpoint specifications and to assert correspondences between the models 
of the system in different viewpoints (see [6.7]). 

NOTE – Although the different viewpoints can be independently defined and there is no explicit order imposed by the RM-ODP 
for specifying them, a common practice is to start by developing the enterprise specification of the system, and then prepare the 
information and computational specifications. These two specifications may have constraints over each other. An iterative 
specification process is quite common too, whereby each viewpoint specification may be revised and refined as the other two are 
developed. Correspondences between the elements of these three viewpoints are defined during this process. After that, the 
engineering specification of the system is prepared, based on the computational specification. Correspondences between the 
elements of these viewpoints are then defined together with the newly specified elements. Finally, the technology specification is 
produced based on the engineering specification. Again, some refinements may be performed on the rest of the viewpoint 
specifications, due to the new requirements and constraints imposed by the particular selection of technology.  
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6.2.3  Distribution transparency 

Distribution transparencies enable complexities associated with system distribution to be hidden from applications 
where they are irrelevant to their purpose. For example: 

– access transparency masks differences of data representation and invocation mechanisms for services 
between systems; 

– location transparency masks the need for an application to have information about location in order to 
invoke a service; 

– relocation transparency masks the relocation of a service from applications using it; 
– replication transparency masks the fact that multiple copies of a service may be provided in order to 

provide reliability and availability. 

ODP standards define functions and structures to realize distribution transparencies. However, there are performance 
and cost tradeoffs associated with each transparency and only selected transparencies will be relevant in many cases. 
Thus, a conforming ODP system shall implement those transparencies that it supports in accordance with the relevant 
standards, but it is not required to support all transparencies. 

6.2.4  Conformance 

The basic characteristics of heterogeneity and evolution imply that different parts of a distributed system can be 
purchased separately, from different vendors. It is therefore very important that the behaviours of the different parts of a 
system are clearly defined, and that it is possible to assign responsibility for any failure to meet the system's 
specifications. 

The framework defined to govern the assessment of conformance addresses these issues. RM-ODP Part 2 defines four 
classes of reference points: programmatic reference point, perceptual reference point, interworking reference point, and 
interchange reference point. The reference points in those classes are the candidate for conformance points. Part 2 
covers: 

– identification of the reference points within an architecture that provide candidate conformance points 
within a specification of testable components; 

– identification of the conformance points within the set of viewpoint specifications at which observations 
of conformance can be made; 

– definition of classes of conformance point; 
– specification of the nature of conformance statements to be made in each viewpoint and the relation 

between them. 

6.2.5  Enterprise language 

The enterprise language provides the modelling concepts necessary to model an ODP system in the context of the 
business or organization in which it operates. An enterprise specification defines the purpose, scope, and policies of an 
ODP system and it provides the basis for checking conformance of system implementations. The purpose of the system 
is defined by the specified behaviour of the system while policies capture further restrictions of the behaviour between 
the system and its environment, or within the system itself related to the business decisions of the system owners.  

NOTE 1 – An enterprise specification of a system may therefore be thought of as a statement of the "requirements" for the 
system. However, it must be emphasized that it is not fundamentally different from any other element of the specification for the 
system. 

In an enterprise specification the system is modelled by one or more enterprise objects within the communities of 
enterprise objects that model its environment, and by the roles in which these objects are involved. These roles model, 
for example, the users, owners and providers of information processed by the system.  

NOTE 2 – There is a question of modelling style to be considered that has particular significance for an enterprise specification, 
which is intended to be approachable for a subject matter expert. This is concerned with whether to name model elements in 
terms of instances or types. Thus it is common practice to express an enterprise specification in terms of anonymous objects, 
named by their type, e.g., including in enterprise specifications phrases such as "a customer enterprise object fulfils the role 
applicant", when what is actually meant is "an (anonymous) enterprise object, conforming to the enterprise object type 
customer, fulfils the role applicant".  

6.2.6  Information language 

The individual components of a distributed system should share a common understanding of the information they 
communicate when they interact, or the system will not behave as expected. These items of information are handled, in 
one way or another, by information objects in the system. To ensure that the interpretation of these items is consistent, 
the information language defines concepts for the specification of the meaning of information stored within, and 
manipulated by, an ODP system, independently of the way the information processing functions themselves are to be 
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implemented. 

Information held by the ODP system about entities in the real world, including the ODP system itself is modelled in an 
information specification in terms of information objects, and their relationships and behaviour. Basic information 
elements are modelled by atomic information objects. More complex information is modelled as composite information 
objects each modelling relationships over a set of constituent information objects. 

The information specification comprises a set of related schemata, namely, the invariant, static and dynamic schemata: 
– An invariant schema models relationships between information objects that must always be true, for all 

valid behaviours of the system.  
– A static schema models assertions that must be true at a single point in time. A common use of static 

schemata is to specify the initial state of an information object.  
– A dynamic schema specifies how the information can evolve as the system operates.  

6.2.7  Computational language 

The computational viewpoint is directly concerned with the distribution of processing but not with the interaction 
mechanisms that enable distribution to occur. The computational specification decomposes the system into 
computational objects performing individual functions and interacting at interfaces. It thus provides the basis for 
decisions on how to distribute the jobs to be done, because objects can be located independently assuming 
communications mechanisms can be defined in the engineering specification to support the behaviour at the interfaces 
to those objects. 

The heart of the computational language is the computational object model, which constrains the computational 
specification by defining: 

– the form of interface an object can have; 
– the way that interfaces can be bound and the forms of interaction that can take place at them; 
– the actions an object can perform, in particular the creation of new objects and interfaces, and the 

establishment of bindings. 

The computational object model provides the basis for ensuring consistency between different engineering and 
technology specifications (including programming languages and communication mechanisms) since they must be 
consistent with the same computational object model. This consistency allows open interworking and portability of 
components in the resulting implementation. 

The computational language enables the specifier to model constraints on the distribution of an application (in terms of 
environment contracts associated with individual interfaces and interface bindings of computational objects) without 
specifying the actual degree of distribution in the computational specification; this latter is specified in the engineering 
and technology specifications. This ensures that the computational specification of an application is not based on any 
unstated assumptions affecting the distribution of engineering and technology objects. Because of this, the configuration 
and degree of distribution of the hardware on which ODP applications are run can easily be altered, subject to the stated 
environment constraints, without having a major impact on the application software. 

6.2.8 Engineering language 

The engineering language focuses on the way object interaction is achieved and on the resources needed for it to take 
place. It defines concepts for describing the infrastructure required to support selective, distribution transparent 
interactions between objects, and rules for structuring communication channels between objects, and for structuring 
systems for the purposes of resource management. These rules can be modelled as engineering templates (for example 
engineering channel template). 

Thus the computational viewpoint is concerned with when and why objects interact, while the engineering viewpoint is 
concerned with how they interact. In the engineering language, the main concern is the support of interactions between 
computational objects. As a consequence, there are very direct links between the viewpoint descriptions: computational 
objects are visible in the engineering viewpoint as basic engineering objects and computational bindings, whether 
implicit or explicit, are visible as either channels or local bindings. 

The concepts and rules are sufficient to enable specification of internal interfaces within the infrastructure, enabling the 
definition of distinct conformance points for different transparencies, and the possibility of standardization of a generic 
infrastructure into which standardized transparency modules can be placed. 

The engineering language assumes a virtual machine that corresponds to a platform offering minimal support for 
distribution. 

NOTE – The functionality of the virtual machine assumed by the engineering language corresponds, for example, to a set of 
computing systems with stand-alone OS facilities plus communication facilities. In practice, the functionality available from 
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current vendor technology, for example when it offers a CORBA or J2EE environment, already provides significant elements of 
the functionality to be covered by the engineering specification.  
Thus, the engineering specification is interpreted in this document as defining the mechanisms and functions required to support 
distributed interaction between objects in an ODP system, making use of the supporting functionality provided by the specific 
vendor technology defined by the technology specification. 

6.2.9 Technology language 

The technology specification describes the implementation of the ODP system in terms of a configuration of technology 
objects modelling the hardware and software components of the implementation. It is constrained by cost and 
availability of technology objects (hardware and software products) that would satisfy this specification. These may 
conform to implementable standards which are effectively templates for technology objects. Thus, the technology 
viewpoint provides a link between the set of viewpoint specifications and the real implementation, by listing the 
standards used to provide the necessary basic operations in the other viewpoint specifications, and the aim of the 
technology specification is to provide the extra information needed for implementation and testing by selecting standard 
solutions for basic components and communication mechanisms.  

6.3 Overview of UML concepts  

The Unified Modeling Language (UML) is a visual language for specifying, constructing and documenting the artifacts 
of systems. It is a general-purpose modelling language that can be used with all major object and component methods 
and that can be applied to all application domains (e.g., health, finance, telecom, aerospace) and implementation 
platforms (e.g., J2EE, CORBA, .NET). However, not all of UML modelling capabilities are necessarily useful in all 
domains or applications. Therefore, the UML specification has been structured modularly, with the ability to select only 
those parts of the language that are of direct interest, and extensible, so it can be easily customized.  

The UML specification defines thirteen types of diagram, divided in two categories that represent, respectively, the 
static structure of the objects in a system (structure diagrams), and the dynamic behaviour of the objects in a system 
(behaviour diagrams). In addition, the UML specification incorporates extension mechanisms that allow the definition 
of new dialects of UML to customize the language for particular platforms and domains. 

6.3.1 Structural models 

Structural models specify the structure of objects in a model. They are represented in:  
– class diagrams, which show a collection of declarative (static) model elements, such as classes, types, 

and their contents; 
– object diagrams, which encompass objects and their relationships at a point in time. An object diagram 

may be considered a special case of a class diagram or a communication diagram;  
– component diagrams, which show the organizations and dependencies among components; 
– deployment diagrams, which represent the execution architecture of systems. They represent system 

artifacts as nodes, which are connected through communication paths to create network systems of 
arbitrary complexity. Nodes are typically defined in a nested manner, and represent either hardware 
devices or software execution environments; 

– composite structure diagrams, which depict the internal structure of a classifier, including the interaction 
points of the classifier to other parts of the system. They show the configuration of parts that jointly 
perform the behaviour of the containing classifier;  

– package diagrams, which depict how model elements are organized into packages and the dependencies 
among them, including package imports and package extensions. 

6.3.2 Behavioural models 

Behavioural models specify the behaviour of objects in a model. They are represented by: 
– use case diagrams, each of which illustrates the relationships among actors and the system, and use 

cases; 
– state machine diagrams, which specify the sequences of states that an object or an interaction goes 

through during its life in response to events, together with its responses and actions; 
– activity diagrams, which depict behaviour using a control and data-flow model; 
– interaction diagrams, which emphasize object interactions and can be one of the following: 

• sequence diagrams, that depict interactions by focusing on the sequence of messages that are 
exchanged, along with their corresponding event occurrences on the lifelines. Unlike a 
communication diagram, a sequence diagram includes time sequences but does not include object 
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relationships. A sequence diagram can exist in a generic form (describes all possible scenarios) and 
in an instance form (describes one actual scenario). Sequence diagrams and communication 
diagrams express similar information, but show it in different ways; 

• communication diagrams, which focus on the interactions between lifelines where the architecture 
of the internal structure and how this corresponds with the message passing is central. The 
sequencing of messages is given through a sequence numbering scheme. Sequence diagrams and 
communication diagrams express similar information, but show it in different ways; 

• interaction overview diagrams, which represent interactions through a variant of activity diagrams in 
a way that promotes overview of the control flow, and where each node can be an interaction 
diagram; 

• timing diagrams, which show the change in state or condition of a lifeline (representing a classifier 
instance or classifier role) over linear time. The most common usage is to show the change in state 
of an object over time in response to accepted events or stimuli. 

6.3.3 Model management  

Model management concerns the structuring of a model, including any extensions used, in terms of the groupings of 
model elements that comprise it. There are three grouping elements: 

– Models, which are used to capture different views of a physical system; 
– Packages, which are used within a model to group model elements; 
– Subsystems, which represent behavioural units in the physical system being modelled. 

6.3.4 Extension mechanisms 

UML provides a rich set of modelling concepts and notations that have been carefully designed to meet the needs of 
typical software modelling projects. However, users may sometimes require additional features beyond those defined in 
the UML specification.  

UML can be extended in two ways. First, a new dialect of UML can be defined by using Profiles to customize the 
language for particular platforms (e.g., J2EE/EJB, .NET/COM+) and domains (e.g., finance, telecommunications, 
aerospace). Alternatively, a new language related to UML can be specified by reusing part of the UML 
InfrastructureLibrary package and augmenting it with appropriate metaclasses and metarelationships. The former case 
defines a new dialect of UML, while the latter case defines a new member of the UML family of languages.  

A Profile is a kind of package that extends a reference metamodel. The primary extension construct is the stereotype, 
which defines how an existing metaclass may be extended, and enables the use of platform or domain specific 
terminology or notation in place of or in addition to the ones used for the base metaclass being extended. Just like a 
class, a stereotype may have properties, which are referred to as tag definitions. When a stereotype is applied to a 
model element, the values of the properties are referred to as tagged values.  

Constraints are frequently defined in a profile, and typically define well-formedness rules that are more constraining 
(but consistent with) those specified by the reference metamodel. The constraints that are part of the profile are 
evaluated when the profile has been applied to a package, and need to be satisfied in order for the model to be well 
formed. 

6.4 Universes of discourse, ODP specifications and UML models 

In using the techniques described in this document, it is necessary to understand the relationships between the subject of 
a model, i.e., its Universe of Discourse (UOD), ODP specifications for that UOD, and how those ODP specifications 
are expressed in UML.  

The four main sets of notions involved in understanding these relationships are: 
– the entities, and the relationships amongst them, in the UOD being modelled; 
– the ODP specification(s) that model that UOD; 
– the UML model(s) that express the ODP specifications; 
– the UML notation (diagramming techniques and other mechanisms) by means of which the UML 

model(s) are represented. 

There are three important kinds of relationship between these notions. 
– First, in the same way that an ODP object models an entity (a concrete or abstract thing of interest), an 

ODP specification models a UOD. The modeller uses the concepts and structuring rules of RM-ODP 
Part 2, together with those of the relevant ODP viewpoint language(s) (RM-ODP Part 3 and the 
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Enterprise Language), to produce a specification that models relevant facts and assertions about the 
entities that exist in the UOD. The rules for this kind of relationship are stated in Parts 2 and 3 of the 
RM-ODP, and in the Enterprise Language. 

– Secondly, each model element (i.e., instance of an ODP viewpoint language concept) in the ODP 
specifications is expressed by one or more UML elements (instance of a UML metaclass, specialized as 
necessary through the relevant profile) in a UML model, which is thus an expression of the ODP 
specification. The rules for this kind of relationship are stated in this document. 

– Thirdly, the UML notation is used to represent, graphically or otherwise, the underlying UML model. 
The rules for this kind of relationship are stated in the UML standard. 

This document addresses the three simple relationships described above, and the terms that are highlighted above are 
invariably used to refer to them.  

While there are other derived relationships between elements in this chain (e.g., between UOD and UML model), they 
are not otherwise referred to in this document. These relationships are illustrated in Figure 2.  

Universe of Discourse
(UOD)

models
(see RM-ODP)

ODP
specification

expresses
(described here) UML

model

represents
(see UML spec)

The UML notation
 

Figure 2 – Relationships between UOD, ODP specifications and UML models 

6.5 Modeling concepts and UML profiles for ODP viewpoint languages and correspondences 

Clauses 7 to 11 are devoted, in turn, to each of the five ODP Viewpoints (Enterprise, Information, Computational, 
Engineering and Technology).  

The first subclause of each of these clauses provides an overview of the ODP modelling concepts for that viewpoint. 
The ODP viewpoint modelling concepts are described using text as well as a simplified set of UML class diagrams, 
which show the major modelling concepts for the ODP viewpoint as classes, and binary associations (including 
cardinality constraints) that may exist between these viewpoint concepts. These diagrams together with the text can be 
considered as specifying MOF compliant metamodels for the subset of the ODP viewpoint concepts defined in Parts 2 
and 3 of the ODP Reference Model that are used in this document. 

The second subclause of each of these clauses provides a specification of a UML profile for that ODP viewpoint. UML 
based ODP viewpoint models can be expressed using the notation defined for the UML Profile for that viewpoint. 

Any ODP viewpoint model expressed using the UML Profile for that ODP viewpoint satisfies the constraints specified 
in each of the corresponding ODP viewpoint metamodels defined in this document. 

NOTE – It is an implementation issue whether the constraints defined in each ODP viewpoint metamodel are enforced by tools 
which construct ODP viewpoint models using that viewpoint's ODP Profile.  

Clause 12 deals with correspondences between viewpoints, and is structured in the same way as clauses 7 to 11.  

6.6 General principles for expressing and structuring ODP system specifications using UML  

This subclause defines the structuring style for ODP system specifications, expressed using the UML profiles defined in 
clauses 7 to 12. ODP system specifications that are in compliance with this document will use this structuring style. 

The ODP system specification will consist of a single UML model stereotyped as «ODP_SystemSpec» that contains a 
set of models, one for each viewpoint specification, each stereotyped as «<X>_Spec», where <X> is the viewpoint 
concerned. 

Each viewpoint specification (which consists of a coherent set of instances of the concepts described in that viewpoint 
language), uses the appropriate UML profile for that language, as described in clauses 7 to 11.  
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In this document, stereotypes are used to represent domain specific specializations of UML metaclasses in order to 
express the semantics of the RM-ODP viewpoint language concerned. 

In general, the way in which the UML is used to express a given viewpoint specification (which will consist of a 
coherent set of instances of the concepts described in each viewpoint language) is such that: 

– each of the viewpoint language concepts is expressed by one or more extended UML metaclasses 
(expressed by the use of stereotypes); and that  

– the relationships (meta-associations) between the viewpoint language concepts (e.g., "a community has 
exactly one objective", in the enterprise language) be similarly expressed, preferably by meta-
associations between the corresponding UML metaclasses (e.g., "Class may be associated with Class") 
or, failing that, by use of specific additional UML elements.  

This is done in a way that is consistent with the semantics of the UML metamodel.  

6.7 Correspondences between viewpoint specifications  

6.7.1 ODP correspondences 

The correspondences between viewpoint specifications are defined in Part 3 of the RM-ODP and in the Enterprise 
Language. The text that follows in this clause is abstracted from these standards, which remain the authoritative 
standards, and should be followed in case of conflicts between this document and those standards. 

A set of specifications of an ODP system written in different viewpoint languages should not make mutually 
contradictory statements i.e., they should be mutually consistent. Thus, a complete specification of a system includes 
statements of correspondences between terms and language constructs relating one viewpoint specification to another 
viewpoint specification, showing that the consistency requirement is met.  

The key to consistency is the idea of correspondences between different viewpoint specifications, i.e., a statement that 
some terms or structures in one specification correspond to other terms and specifications in a second specification. The 
underlying rationale in identifying correspondences between different viewpoint specifications of the same ODP system 
is that there are some entities that are modelled in one viewpoint specification, which are also modelled in another 
viewpoint specification. The requirement for consistency between viewpoint specifications is driven by the fact that 
what is specified in one viewpoint specification about an entity needs to be consistent with what is said about the same 
entity in any other viewpoint specification. This includes the consistency of that entity's properties, structure and 
behaviour.  

The specifications produced in different ODP viewpoints are each complete statements in their respective languages, 
with their own locally significant names, and so cannot be related without additional information in the form of 
correspondence statements that make clear how constraints from different viewpoints apply to particular elements of a 
single system to determine its overall behaviour. The correspondence statements are statements that relate the various 
different viewpoint specifications, but do not form part of any one of them. The correspondences can be established in 
two ways:  

– by declaring correspondences between terms in two different viewpoint languages, stating how their 
meanings relate. This implies that the two languages are defined in such a way that they have a common, 
or at least a related, set of foundation concepts and structuring rules. Such correspondences between 
languages necessarily imply and entail correspondences relating to all things of interest which the 
languages are used to model (e.g., things modelled by objects or actions);  

– by considering the extension of terms in each language, and asserting that particular entities being 
modelled in the two specifications are in fact the same entity. This relates the specifications by 
identifying which observations need to be interpretable in both specifications.  

The correspondence statements to be provided in a system specification are specified in Part 3 and in the Enterprise 
Language of the RM-ODP, and in clauses 7 to 11. They fall into two categories:  

– Some correspondences are required in all ODP specifications; these are called required correspondences. 
If the correspondence is not valid in all instances in which the concepts related occur, the specification 
simply is not a valid ODP specification.  

– In other cases, there is a requirement that the specifier provides a list of items in two specifications that 
correspond, but the content of this list is the result of a design choice; these are called required 
correspondence statements. 

NOTE – In RM-ODP Part 3, the following correspondences are explicitly specified. 
– Between computational and information ([Part 3 – 10.1]) 
– Between engineering and computational ([Part 3 – 10.2]) 
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In the Enterprise Language standard, the following correspondences are specified. 
– Between enterprise and information ([E/L – 11.2]) 
– Between enterprise and computational ([E/L – 11.3]) 
– Between enterprise and engineering ([E/L – 11.4]) 

6.7.2 Expressing ODP correspondences in UML 

Correspondences between ODP modelling elements of different viewpoints are expressed using the UML profile 
defined in clause 12. This profile mainly introduces the concept of correspondence link. A correspondence link is 
established between two viewpoint specifications, and each of its ends refers to a set of terms involved in the 
correspondence relationship. A correspondence statement is expressed by a constraint applied to this link, and is used 
for checking consistency between viewpoint specifications. 

7 Enterprise specification 

7.1 Modelling concepts 

An enterprise specification uses the RM-ODP enterprise language. The modelling concepts and the structuring rules of 
the enterprise language are defined in [Part 3 – 5] and expanded upon in [E/L – 6 and 7]. They are summarized in this 
clause. Except where otherwise stated, in case of conflict between the explanations herein and the text in Part 3 or the 
Enterprise Language, the latter documents should be followed.  

The set of diagrams at the end of this clause (i.e., at [7.1.6]) summarizes a metamodel for the enterprise language. 

7.1.1 System concepts 

An enterprise specification describes an ODP system and relevant aspects of its environment. An ODP system is a kind 
of enterprise object. The enterprise objects that interact with a given enterprise object form part of the environment of 
that enterprise object. 

The ODP system has a scope, which defines the behaviour that the system is expected to exhibit. An enterprise 
specification has a field of application which describes its usability properties.  

These system concepts are illustrated in Figure 3. 

7.1.2 Community concepts 

The fundamental concept of the enterprise language is a community, which is a configuration of enterprise objects, 
formed to meet an objective. Any objective may be refined into a set of (sub-)objectives. A community is specified in a 
contract, which models the agreement amongst the entities to work together to meet the objective. Thus the contract: 

– states the objective for which the community exists; 
–  governs the structure, the behaviour and the policies of the community;  
–  constrains the behaviour of the members of the community; 
–  states the rules for the assignment of enterprise objects to roles. 

Each enterprise object models some entity (abstract or concrete thing of interest) in the Universe of Discourse. A 
particular kind of enterprise object is a community object, which models, as a single object, an entity that is elsewhere 
in the model refined as a community. 

The configuration of a community is modelled in terms of the way enterprise objects interact in fulfilling roles, which 
identify behaviours intended to meet the objective of the community concerned. 

A behaviour is a collection of actions (things that happen), with constraints on when they occur. An enterprise object 
may be involved in (play roles in) an action in one or more of the following three ways: 

– if it participates in the action it is an actor with respect to that action; 
– if it is referenced (i.e., mentioned) in the action, it is an artefact with respect to that action; 
– if it is essential to the (performance of) that action, and requires allocation or may become unavailable, it 

is a resource with respect to that action. 

A role identifies a specific behaviour of an enterprise object in a community. Such behaviour is observable as a set of 
interactions in which the object participates, and relationships between them. This implies that the behaviour of an 
object has to be viewed in the context of the corresponding behaviour of the objects with which it interacts.  

Full document details: ISO_IEC 19793_2008

http://avadocuments2026.com/doc/iso-iec-19793-2008
http://avadocuments2026.com/doc/iso-iec-19793-2008


ISO/IEC 19793:2008 (E) 

  ITU-T Rec. X.906 (11/2007) 13 

Communities may be open or closed; that is they may or may not interact with their environment. Where a role that is in 
(i.e., is part of the configuration of) a community identifies behaviour that takes place with the participation of one or 
more objects that are not in that community, it is an interface role. 

The modelling of behaviour may be structured into one or more processes, each of which is a graph of steps taking 
place in a prescribed manner and which contributes to the fulfilment of an objective. In this approach, a step is an 
abstraction of an action in which the enterprise objects that participate in that action may be unspecified. A step may be 
refined as a process, itself consisting of a set of steps. 

The community concepts are illustrated in Figure 4. 

7.1.3 Policy concepts 

A policy is a set of rules related to a particular purpose. It identifies the specification of behaviour, or constraints on 
behaviour, that can be changed during the lifetime of the ODP system, or that can be changed to tailor a single 
specification to apply to a range of different ODP systems.  

The specification of a policy includes: 
– the name of the policy; 
– the rules, modelled as obligations, permissions, prohibitions and authorizations; 
– the elements of the enterprise specification affected by the policy; 
– any behaviour for changing the policy. 

Where there is a requirement to model dynamic policy setting, a policy can be changed by a behaviour. 

A policy may also constrain the structure (configuration) of a community, by governing the assignment of roles to 
enterprise objects. Such a policy is called an assignment policy. 

A violation is a behaviour contrary to a rule, i.e., contrary to some element in a policy. 

A policy is defined in Part 2 of RM-ODP as a "set of rules related to a particular purpose", and this concept is refined in 
the Enterprise Language to indicate that it is intended to be used where the desired behaviour of the system may be 
changed to meet particular circumstances (the "particular purpose" referred to in the definition). However, this fails to 
make any distinction between two uses of the concept. On the one hand it is appropriate to use the concept to refer to a 
particular set of rules, all of which apply together at some moment in time, and which implement a particular business 
or operational decision. On the other hand it may be used to refer to a more general set of rules, relating to some 
business or operational concern, about which day to day decisions are made, that determine what policy values are 
acceptable.  

Since both these concepts are derived from the RM-ODP definition of policy, it is considered better to refer to them 
using two new terms, rather than use policy for one and a new term for the other. Thus in this document: 

– the term policy value is defined as a set of rules (related to a purpose) in force at some particular time; 
and 

– the term policy envelope is defined as a set of policy values, and their relation to the purpose. 
NOTE – For a given policy envelope, only one policy value is in force at a point in time. This policy value may be selected from 
a set of values defined in the policy envelope or it may be a statement in a policy language that is consistent with constraints in 
the policy envelope. 

In this document, specific UML extensions have been developed for these two concepts and to their relations with other 
enterprise language concepts. 

The policy concepts are illustrated in Figure 5, and the changes to the enterprise language model that arise from this 
refinement of the policy concept are illustrated in Figure 6. 

7.1.4 Accountability concepts 

Accountability concepts concern the modelled behaviour of parties. A party is an enterprise object modelling a natural 
person or any other entity considered to have some of the rights, powers and duties of a natural person, and which can 
therefore be considered accountable for its actions. A party may delegate authority to another enterprise object (which 
may or may not be a party), in which case it is referred to as the principal in that action of delegation, and the 
enterprise object to whom authority is delegated is the agent of that party. 

Only parties can take part in accountable actions. Such actions may take the following forms: 
– prescription: an action that establishes a rule; 
– commitment: an action resulting in an obligation by one or more of the participants in the act to comply 

with a rule or perform a contract; 
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– declaration: an action that establishes a state of affairs in the environment of the object making the 
declaration; 

– evaluation: an action that assesses the value of something; 
– delegation: an action that assigns authority, responsibility or a function to another object. 

The accountability concepts are illustrated in Figure 7. 

7.1.5 Structure of an enterprise specification 

An enterprise specification is structured in terms of communities and community objects.  

Each community is modelled in terms of the following concepts and the relationships between them: 
– the objective and sub-objectives (of the community); 
– the behaviour of the community, modelled in terms of actions and constraints on the order in which they 

may occur. Behaviour can be structured to emphasize: 
• roles fulfilled by enterprise objects that interact as members of the community; 
• processes that model sequences of actions, carried out by one or more enterprise objects; 

– enterprise objects that fulfil the roles in the community; 
– policies constraining the behaviour. 

Some enterprise objects may be composite objects and are sub-classified as community objects and refined as 
communities. 

At some level of detail, the ODP system will be present in the model as an enterprise object. 

7.1.6 Summary of the enterprise language metamodel 

The diagrams below (Figures 3 to 7) illustrate the concepts of the enterprise language and the relationships between 
them. 

NOTE 1 – These diagrams are not identical to those in Annex A of the Enterprise Language, because they have been developed 
according to the conventions agreed for the UML diagrams of this document. The main difference is that these diagrams use 
nouns for association end names rather than verbs, and association end names are omitted when the name of the class at the end 
of the association is representative enough as role name for the association end. In addition, some of the n-ary associations in the 
former document have been replaced by semantically equivalent associations and classes, as this is believed to be clearer. A 
technical corrigendum to the Enterprise Language is being prepared. 

  

Figure 3 – System concepts 

NOTE 2 – The concept of environment was introduced in Part 2 in order to allow description of the properties of some particular 
object by introducing a representation of all the other elements in a model with which it might interact, directly or indirectly. As 
such, in particular, it represents some abstraction of the other objects in the model, but this abstraction relationship is not visible 
in any model. 
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Figure 4 – Community concepts 

 

Figure 5 – Policy concepts 

  

Figure 6 – Additional policy concepts 
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Figure 7 – Accountability concepts 

7.2 UML profile 
NOTE – In this clause UML expressions are only defined for those concepts for which use has been demonstrated through an 
example, included in the main body of this document or in its Annex A. Where no example has been identified, the concept 
concerned is mentioned, but no UML expression is offered. 

The following subclauses describe how the ODP enterprise concepts described in the previous clause are expressed in 
UML in an enterprise specification. A brief explanation of the UML concepts used in the expression of each concept is 
given, together with a justification of the expression used. 

7.2.1 ODP system 

An ODP system is an enterprise object. It is expressed in UML by an instanceSpecification of a class stereotyped as 
«EV_ODPSystem», see [7.2.6]. That class expresses the enterprise object type. Note also that modelling purposes may 
require that an ODP system be further detailed as a community, in which case the enterprise object that models it is 
classified as a community object and refined as a community, see [7.2.4]. 

7.2.2 Scope 

The scope of an ODP system is the set of behaviours that the system is expected to exhibit, e.g., its roles. It is not, 
therefore, expressed by any single UML element, but by the set of elements that express its behaviour. 

7.2.3 Field of application  

The field of application is a property of the enterprise specification as a whole, and is expressed by a tag definition of 
stereotype «Enterprise_Spec». This tag definition is named EV_FieldOfApplication, and is of type string. That string 
contains the description of the field of application of the enterprise specification. 

7.2.4 Community  

A community is modelled in terms of its type, which is expressed by a component stereotyped as «EV_Community». 
This is included in a package stereotyped as «EV_CommunityContract» that contains the specification of the 
community, i.e., its objective, its behaviour, and any enterprise objects and object types that are specific to the 
community concerned (see [7.2.9]). Where a specific entity (e.g., organizational unit) is being modelled, it is expressed 
by an instanceSpecification of a component stereotyped as «EV_Community». 

Any component expressing a community will have exactly one association, stereotyped as «EV_ObjectiveOf» to a 
class stereotyped as «EV_Objective», that expresses the objective of the community, and a set of realizations, each 
stereotyped as «EV_CommunityBehaviour», to the UML classifier elements expressing its roles and the associated 
behaviour (interactions, actions, steps and processes). 

See also [7.2.8] and [7.2.9]. 

7.2.5 Enterprise object 

An enterprise object is generally specified in terms of its type, which is expressed by a class stereotyped as 
«EV_Object». 

NOTE – The UML concept of class is different to the ODP concept of class. A UML class is a "description" of a set of objects, 
while an ODP class is the set of objects itself. Therefore, the UML concept of class is closer to the ODP concept of type, and 
there is no UML concept corresponding to the ODP concept of class. Therefore, no UML expression for the ODP concept of 
class is provided. 
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Any class stereotyped as «EV_Object» may have any number of associations, each stereotyped as «EV_FulfilsRole», 
with any number of classes stereotyped as «EV_Role» in one or more community, modelling the fact that the enterprise 
objects of that type fulfil the roles. 

Where an enterprise object is required to represent a specific entity in the Universe of Discourse, it is expressed by an 
instanceSpecification of a class that is stereotyped as «EV_Object».  

7.2.6 Object types and templates as enterprise objects  

There are cases where there is the need to model the type or template of an enterprise object at the instance level. An 
example is the case of a generic factory, which is invoked by passing it a representation of a template (which has type 
template), and responds by instantiating the template and returning a reference to the created object. To indicate that an 
object is derived from a given template, we need to represent both the template object and the instantiated object in the 
model. Likewise for types, to indicate that an object conforms to a given type, we need to represent both the object and 
its object type in the model. 

Both type objects and template objects are enterprise objects, and therefore are expressed by classes that express their 
type or template. To distinguish them from other enterprise objects, such classes are stereotyped «EV_TypeObject» or 
«EV_TemplateObject», respectively. Both stereotypes inherit from «EV_Object». 

The relationship between an enterprise object and the object that represents its template, or the object(s) that represent 
its types can be expressed as an attribute of the class that expresses the enterprise object. 

EXAMPLE – In some specifications, such as in the ODP Trading Function specification, there is the need to specify the type of a 
service, so the trader can locate objects implementing such a service. The diagram shown in Figure 8 represents the specification 
of an enterprise object, PrintService, and of its type, PrintServiceType, expressed so that the object is able to know and access 
its type (i.e., the type of the object is accessible as part of its meta-data, by means of an attribute of the class that expresses its 
specification). 

 

Figure 8 – An explicit representation of the type of an enterprise object 
so that the object can access its type 

7.2.7 Community object  

A community object is an enterprise object that is refined in the model as a community. It is expressed by an 
instanceSpecification of a class stereotyped as «EV_CommunityObject». This class has a dependency, stereotyped as 
«EV_RefinesAsCommunity», to the component stereotyped as «EV_Community» which expresses the type of the 
community that refines it.  

7.2.8 Objective  

An objective (of a community) is expressed by a class, stereotyped as «EV_Objective». This class has an association, 
stereotyped as «EV_ObjectiveOf» with the component, stereotyped as «EV_Community» that describes the community 
being specified. 

NOTE – When an objective is refined into sub-objectives, the sub-objective is also expressed by a class stereotyped 
«EV_Objective» and the relationship between objective and sub-objectives will be a composition. 

7.2.9 Contract  

A contract for a community specifies the objective of that community, and how that objective can be met (i.e., its 
behaviour and policies). It is the specification of that community as it appears in the enterprise specification. The 
expression of contract is by a package stereotyped as «EV_CommunityContract». 

In the name space of the package will be the UML elements expressing the community itself, its objective, its roles and 
the associated behaviour (actions, interactions, steps and processes), and the policy and accountability concepts specific 
to the community. Relationships between all these UML elements may also be included in this package's namespace. 
The package may also contain some or all of the elements expressing the enterprise objects that fulfil its roles. (Those 
elements expressing enterprise objects that fulfil roles in other communities may be contained in any one of the 
packages expressing those communities.)  
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7.2.10 Behaviour  

7.2.10.1 General  
NOTE – In this clause phrases such as "interactions between roles" and "steps performed by roles" should be read as 
"interactions between enterprise objects fulfilling roles" and "steps performed by enterprise objects fulfilling roles" respectively. 

A behaviour is a set of actions with constraints on when they may occur. It is not expressed by any single UML 
element. It is expressed by a set of elements expressing the behaviour as a set of processes of a community in which the 
steps are behaviours of roles in the community. Where required, the behaviour of a role can be further detailed in terms 
of a set of elements expressing the behaviour in terms of internal actions of the role and interactions between the role 
and other roles in the community.  

Annex A illustrates the application of the concepts described in the following subclauses (7.2.10.2 and 7.2.10.3). 

7.2.10.2 Behaviour as processes and steps  

Where the behaviour is modelled in terms of processes of a community, a process is expressed by an activity stereotyped 
as «EV_Process» in the namespace of the component, stereotyped as «EV_Community», that expresses the community 
that uses this process to achieve its objective. This activity has a realization link, stereotyped as 
«EV_CommunityBehaviour» from that component. Within this activity: 

– the steps of the process are expressed by callBehaviorActions, stereotyped as «EV_Step»; 
– the refinement of a step, as a process, is expressed by associating the relevant callBehaviorAction, 

stereotyped as «EV_Step», that expresses the step, with an activity, stereotyped as «EV_Process», that 
expresses the refinement; 

– activityPartitions (stereotyped as «EV_Role») represent classes (also stereotyped as «EV_Role») that 
express the roles of the enterprise objects in the name space of the package (stereotyped as 
«EV_CommunityContract») that expresses the community in which the role is specified; 

– where a step is not refined as a process, the callBehaviorAction, stereotyped as «EV_Step», that expresses 
the step, is associated with an opaqueBehavior specified in the context of the corresponding class 
stereotyped as «EV_Role» that expresses the role of the enterprise object that performs the step; 

NOTE – An opaqueBehavior can express, in an appropriate language, any level of detail about the step that is 
required to meet the modelling objectives. 

– the artefacts that are referenced in the steps are expressed by objectNodes, stereotyped as 
«EV_Artefact». 

In general, the complete behaviour for a role is modelled by the actions for that role in a number of processes.  

7.2.10.3 Behaviour as interactions between roles  

The detailed behaviour of individual roles may be expressed by the following combination of UML elements: 
– One or more classes each having one or more associations with the class stereotyped as «EV_Role» that 

expresses the role being specified. Each of these classes is stereotyped as «EV_Interaction».  
– Each class stereotyped as «EV_Interaction» will have associations with classes that are stereotyped as 

«EV_Role», where there is an interaction between these roles. An «EV_Interaction» is composed of 
signals, each also stereotyped as «EV_Interaction». Enterprise objects that are referenced in the 
interactions are represented by the values of the properties of the signals. 

– One or more stateMachines for which the context is the class stereotyped as «EV_Role», that define the 
constraints on the receiving and sending of information by an enterprise object fulfilling the role and any 
associated internal actions of the enterprise object. Each of these stateMachines shows the sending and 
receiving of the signals, each stereotyped as «EV_Artefact», associated with the interactions of the role, 
and thus shows the logical ordering of these interactions, and defines the internal actions of the role in 
terms of the behaviours associated with the states.  

The internal actions identified in (the states of) the stateMachines for the «EV_Role» correspond to the actions in an 
activityPartition expressing the role in the corresponding activityDiagrams, and the properties of the signals correspond 
to the objectNodes in the corresponding activityDiagrams. 

7.2.10.4 Interface role 

An interface role is expressed by a class stereotyped as an «EV_Role». The part of the behaviour identified by the 
interface role that takes place with the participation of one or more external objects (objects that do not form part of the 
decomposition of the community object that is refined by that community) is modelled by an interaction with a role that 
identifies the required behaviour of the external objects. This behaviour is expressed by a class stereotyped as 
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«EV_Interaction» that has associations with each of the classes (stereotyped as «EV_Role») that express the interface 
role, on the one hand, and the role that identifies the behaviour of the external objects, on the other. 

7.2.11 Actor (with respect to an action)  

The concept actor is a relationship between an enterprise object and an action. There is no single UML element that 
expresses an instance of the RM-ODP enterprise language concept, actor. Actors in a model may be identified from 
either or both of: 

– an examination of the interaction model where the existence of actors will be indicated by the 
associations, stereotyped as «EV_FulfilsRole», between the classes stereotyped as «EV_Role» and 
«EV_Object», respectively, taken in combination with the stateMachine that expresses the behaviour of 
the relevant role; 

– in an examination of the process model, the presence of an «EV_Step» in an «EV_Role» activityPartition 
indicates that the enterprise object fulfilling the role is an actor for the step concerned. 

7.2.12 Artefact (with respect to an action)  

The concept artefact is also a relationship between an enterprise object and an action. In an interaction model, an 
artefact referenced in an action is expressed by a signal stereotyped as «EV_Artefact», which has two associations:  

– one association, stereotyped as «EV_ArtefactRole», will be with the «EV_Object» class expressing the 
enterprise object that is an artefact with respect to the action;  

– the other association, stereotyped as «EV_ArtefactReference», will be with the «EV_Interaction» class 
that expresses the (inter-)action for which the enterprise object is an artefact. 

In a process model, it is possible to express each instance of artefact with a single UML element, namely an objectFlow 
stereotyped as «EV_Artefact». 

7.2.13 Resource (with respect to an action)  

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour requires the 
existence of an enterprise object as a resource may be stated in a comment on that behaviour. 

7.2.14 Policy 
NOTE – In this clause a distinction is made between policy value (the particular set of rules related to some purpose that are 
applicable at some moment in time as a result of a business decision to apply them), and policy envelope (a general set of rules 
related to a purpose, which constrain any particular set of rules that may be applicable at any particular time). See [7.1.3]. 

Policies are expressed in UML using a combination of elements, which together are used to express the following: 
– the policy itself; 
– the objects and the behaviour constrained by the policy; and  
– the behaviour by which the policy value may be changed and objects that are allowed to exhibit that 

behaviour. 

The policy envelope is expressed by a class stereotyped as «EV_PolicyEnvelope», with a note stereotyped as 
«description» which explains the policy and its rules in natural language.  

Each policy value is expressed by a class stereotyped as «EV_PolicyValue» with two associations (one an aggregation, 
the other a regular association in which the policy value has the role "current value") with the «EV_PolicyEnvelope» 
class that expresses the policy envelope that provides the context for the policy value.  

Where the enterprise specification includes elements modelling the behaviour concerned with setting the policy value, 
this is modelled by roles identifying behaviour that may be detailed as processes or interactions, with associations, 
stereotyped as «EV_ControllingBehaviour», between the classes expressing the policy envelope and the classes 
expressing the behaviour. 

The relationships between a policy envelope and the behaviour it constrains are expressed by one or more 
dependencies, stereotyped as «EV_AffectedBehaviour», from the classes expressing the behaviour to the class 
expressing the policy envelope. 

Unless the set of policy values is predetermined, a set of constraints stereotyped as «EV_PolicyEnvelopeRule» 
expressing rules governing acceptable policy values is attached to the «EV_PolicyEnvelope» class. 

Attached to each «EV_PolicyValue» class are a set of constraints stereotyped as «EV_PolicyValueRule», which 
together express behaviour rules related to the policy value. These rules, which may comprise obligations, permissions, 
prohibitions, authorizations, or other expressions, may be expressed in OCL or other suitable notation. 
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The pattern for expression of policy and its impact on other parts of an enterprise specification is shown in Figure 9. 

 

Figure 9 – Pattern for UML expression of a policy 

7.2.15 Obligation 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour places or 
fulfils an obligation may be stated in a comment on that behaviour. 

7.2.16 Authorization 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour requires or 
creates an authorization may be stated in a comment on that behaviour. 

7.2.17 Permission 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour requires or 
creates a permission may be stated in a comment on that behaviour. 

7.2.18 Prohibition 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour requires or 
creates a prohibition may be stated in a comment on that behaviour. 

7.2.19 Assignment policy 

An assignment policy is expressed in the same way as any other policy; see [7.2.14]. 

7.2.20 Violation 

No specific UML metaclass is extended to express this concept. It is difficult to envisage the circumstances in which a 
behaviour might be specified which is a violation. 

7.2.21 Party 

A party is an enterprise object modelling an entity with some of the rights, powers and duties of a natural person. It is 
expressed in UML by an instanceSpecification of a class stereotyped as «EV_Party», which must also be stereotyped as 
«EV_Object». 

7.2.22 Accountable action 

An action may be accountable when it is part of the behaviour identified by a role fulfilled by a party. This is expressed 
in UML with an association, stereotyped as «EV_Accountable», between the class expressing the role and the class or 
activity expressing the interaction or process respectively in which the accountable party participates. 
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NOTE – Where this construct is used for a process, this only indicates that the role is accountable for those steps that it performs, 
and not for those performed by some other role. This is a limitation of the semantics of the UML approach chosen, as it is not 
possible to associate a classifier with the element expressing steps.  

7.2.23 Delegation 

A Delegation is expressed in UML by an association, stereotyped as «EV_Delegation», between two classes 
stereotyped as «EV_Role» with association ends showing the party which is the principal and the enterprise object 
which is the agent to whom the delegation is made. 

7.2.24 Principal 

No specific UML metaclass is extended to express this concept. See [7.2.23]. 

7.2.25 Agent 

No specific UML metaclass is extended to express this concept. See [7.2.23]. 

7.2.26 Prescription 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour is a 
prescription may be stated in a comment on that behaviour. 

7.2.27 Commitment 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour is a 
commitment may be stated in a comment on that behaviour. 

7.2.28 Declaration 

No specific UML metaclass is extended to express this concept. If required, the fact that some behaviour is a 
declaration may be stated in a comment on that behaviour. 

7.2.29 Summary of UML extensions for the enterprise language 

The enterprise language profile (EV_Profile) specifies how the enterprise viewpoint modelling concepts relate to and are 
expressed in standard UML using stereotypes, tag definitions and constraints.  

The following diagrams (Figures 10 to 14) show a graphical representation of the UML Profile for the enterprise 
language, using the notation provided by UML. 
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Figure 10 – Model management  

 

Figure 11 – Classifiers 
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Figure 12 – Activities 

 

Figure 13 – Constraints 
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Figure 14 – Relationships 

7.3 Enterprise specification structure (in UML terms) 

An enterprise specification is contained in a model, stereotyped as «Enterprise_Spec». At the top level within this model 
there are one or more packages, stereotyped as «EV_CommunityContract», that include, where necessary, classes, 
each stereotyped as «EV_CommunityObject», expressing the relevant communities as community objects. 

Within each «EV_CommunityContract» package, there is a single component, stereotyped as «EV_Community» and a 
single class, stereotyped as «EV_Objective», as well as other elements, packaged as convenient, expressing behaviour 
(roles, processes and interactions), and enterprise objects that are local to the community. 
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7.4 Viewpoint correspondences for the enterprise language 

7.4.1 Contents of this clause 

This clause describes the correspondence concepts for the enterprise language, but not how they are expressed in UML. 
The latter is covered in clause 12. 

7.4.2 Enterprise and information viewpoint specification correspondences 

In general, not all the elements of the enterprise specification of a system need correspond to elements of its information 
specification. However, the information viewpoint shall conform to the policies of the enterprise viewpoint and, 
likewise, all enterprise policies shall be consistent with the static, dynamic, and invariant schemata of the information 
specification.  

Where there is a correspondence between enterprise and information elements (e.g., between an enterprise object and 
the information object that stores the relevant information about it), the specifier shall provide: 

–  for each enterprise object in the enterprise specification, a list of those information objects (if any) that 
model information or information processing concerning the entity modelled by that enterprise object; 

–  for each role in each community in the enterprise specification, a list of those information object types (if 
any) that specify information or information processing of an enterprise object fulfilling that role;  

–  for each policy in the enterprise specification, a list of the invariant, static and dynamic schemata of 
information objects (if any) that correspond to the enterprise objects to which that policy applies; an 
information object is included if it corresponds to the enterprise community that is subject to that policy; 

–  for each action in the enterprise specification, the information objects (if any) subject to a dynamic 
schema constraining that action; 

–  for each relationship between enterprise objects, the invariant schema (if any) which constrains objects 
in that relationship; 

–  for each relationship between enterprise roles, the invariant schema (if any) which constrains objects 
fulfilling roles in that relationship.  

7.4.3 Enterprise and computational viewpoint specification correspondences 

Not all the elements of the enterprise specification of a system need correspond to elements of its computational 
specification. In particular, not all states, behaviours and policies of an enterprise specification need correspond to 
states and behaviours of a computational specification. There may exist transitional computational states within pieces 
of computational behaviour which are abstracted as atomic transitions in the enterprise specification.  

Where there is a correspondence between enterprise and computational elements, the specifier shall provide: 
–  for each enterprise object in the enterprise specification, that configuration of computational objects (if 

any) that realizes the required behaviour; 
–  for each interaction in the enterprise specification, a list of those computational interfaces and operations 

or streams (if any) that correspond to the enterprise interaction, together with a statement of whether this 
correspondence applies to all occurrences of the interaction, or is qualified by a predicate;  

–  for each role affected by a policy in the enterprise specification, a list of the computational object types 
(if any) that exhibit choices in the computational behaviour that are modified by the policy; 

–  for each interaction between roles in the enterprise specification, a list of computational binding object 
types (if any) that are constrained by the enterprise interaction; 

–  for each enterprise interaction type, a list of computational behaviour types (if any) of computational 
behaviours capable of carrying out an interaction of that enterprise interaction type. 

7.4.4 Enterprise and engineering viewpoint specification correspondences 

Not all the elements of the enterprise specification of a system need correspond to elements of its engineering 
specification. Where there is a correspondence between enterprise and engineering elements, the specifier shall provide: 

–  for each enterprise object in the enterprise specification, the set of those engineering nodes (if any) with 
their nuclei, capsules and clusters, all of which support some or all of its behaviour; 

–  for each interaction between roles in the enterprise specification, a list of engineering channel types and 
stubs, binders, protocol objects and interceptors (if any) that are constrained by the enterprise 
interaction. 

NOTE 1 – The engineering nodes may result from rules about assigning support for the behaviour of enterprise objects to nodes. 
These rules may capture policies from the enterprise specification. 
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NOTE 2 – The engineering channel types and stubs, binders or protocol objects may be constrained by enterprise policies. 

7.4.5 Enterprise and technology viewpoint specification correspondences 

In accordance with [Part 2 – 15.5] and [Part 3 – 5.3], an implementer provides, as part of the claim of conformance, the 
chain of interpretations that permits observation at conformance points to be interpreted in terms of enterprise concepts. 
While there may be specific correspondences between enterprise policies and technology viewpoint specifications that 
require the use of particular technologies, there are neither required correspondences nor required correspondence 
statements. 

NOTE – Although there are no required viewpoint correspondences between enterprise and technology specifications, there may 
be cases where part of an enterprise specification has a direct relationship with a technology specification or a choice of 
technology. Such examples include enterprise policies covering performance (e.g., response time), reliability, and security. 

8 Information specification 

8.1 Modelling concepts 

An information specification uses the RM-ODP information language. The modelling concepts and the structuring rules 
of the information language are defined in [Part 3 – 6]. They are summarized in this clause. Except where otherwise 
stated, in case of conflict between the explanations herein and the text in Part 3, the latter document should be followed.  

The set of diagrams at the end of this clause (i.e., at [8.1.10]) summarizes a metamodel for the information language. 

The information viewpoint is concerned with information modelling. It focuses on the semantics of information and 
information processing in the ODP system. The individual components of a distributed system must share a common 
understanding of the information they communicate when they interact, or the system will not behave as expected. 
These items of information are handled, in one way or another, by one or more objects in the system. To ensure that the 
interpretation of these items is consistent, the information language defines concepts for the specification of the 
meaning of information stored within, and manipulated by, an ODP system, independently of the way the information 
processing functions themselves are to be implemented. 

In the ODP Reference Model, the information language uses a basic set of concepts and structuring rules, including 
those from Part 2 of RM-ODP, and three concepts specific to the information viewpoint: invariant schema, static 
schema and dynamic schema. 

8.1.1 Information object 

Information held by the ODP system about entities in the real world, including the ODP system itself, is modelled in an 
information specification in terms of information objects, and their relationships and behaviour. 

Basic information elements are modelled by atomic information objects. More complex information is modelled as 
composite information objects modelling relationships over a set of constituent information objects. Information 
objects, as any other ODP object, exhibit behaviour, state, identity and encapsulation. 

NOTE – Information objects may have operations, although information operations are names for significant stimuli for state 
changes, and are not necessarily the same as computational operations. 

8.1.2 Information object type 

The type of an information object is a predicate characterizing a collection of information objects. 

8.1.3 Information object class 

A class of information objects is the set of all information objects satisfying a given type.  

8.1.4 Information object template 

An information object template is the specification of the common features of a collection of information objects in 
sufficient detail that an information object can be instantiated using it. Information object templates may reference 
static, invariant and dynamic schemata.  

8.1.5 Information action and action types 

An action is a model of something that happens in the real world. Types of actions are modelled by action types. An 
action in the information viewpoint is associated with at least one information object. 

Actions can be either internal actions or interactions. An internal action always takes place without the participation of 
the environment of the object. An interaction takes place with the participation of the environment of the object. Objects 
can only interact at interfaces. ODP interactions are instances of ODP communications.  
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8.1.6 Invariant schema 

An invariant schema is a set of predicates on one or more information objects which must always be true. The 
predicates constrain the possible states and state changes of the objects to which they apply.  

An invariant schema can also describe the specification of the types of one or more information objects, that will 
always be satisfied by whatever behaviour the objects might exhibit. 

8.1.7 Static schema 

A static schema is a specification of the state of one or more information objects, at some point in time, subject to the 
constraints of any invariant schemata.  

NOTE – Thus, a static schema is the specification of the types of one or more information objects at some particular point in 
time. These types are subtypes of the types specified in the invariant schema. 

8.1.8 Dynamic schema 

A dynamic schema is a specification of the allowable state changes of one or more information objects, subject to the 
constraints of any invariant schemata. A dynamic schema specifies how the information can evolve as the system 
operates. In addition to describing state changes, dynamic schemata can also create and delete information objects, and 
allow reclassifications of instances from one type to another. Furthermore, in the information language, a state change 
involving a set of objects can be regarded as an interaction between those objects. Not all the objects involved in the 
interaction need to change state; some of the objects may be involved in a read-only manner.  

8.1.9 Structure of an information specification 

An information specification defines the semantics of information and the semantics of information processing in an 
ODP system in terms of a configuration of information objects, the behaviour of these objects, and environment 
contracts for the objects in the system. More precisely, an information specification is structured in terms of: 

– a configuration of information objects, described by a set of static schemata; 
– the behaviour of those information objects, described by a set of dynamic schemata; and 
– the constraints that apply to either of the above (invariant schemata). 

The different schemata may apply to the whole system, or they may apply to particular domains within it. Particularly in 
large and rapidly evolving systems, the reconciliation and federation of separate information domains will be one of the 
major tasks to be undertaken in order to manage information. 

There are also some considerations that need to be taken into account when specifying the information viewpoint of an 
ODP system: 

– Information objects are either atomic or are modelled as a composition of component information 
objects. When an information object is a composite object, the schemata are composed as well. 

– Allowable state changes specified by a dynamic schema can include the creation of new information 
objects and the deletion of information objects involved in the dynamic schema. Allowable state changes 
can be subject to ordering and temporal constraints. 

– The configuration of information objects is independent from distribution, i.e., there is no sense or focus 
on distribution in this viewpoint. 

8.1.10 Summary of the information language metamodel 

The diagram below (Figure 15) illustrates the concepts of the information language and the relationships between them. 
The descriptions of the concepts have been given above. The descriptions of the relationships between the concepts are 
included in the description of the concepts. 
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