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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO/IEC 22535 was prepared by Ecma International (as ECMA-355) and was adopted, under a special “fast-
track procedure”, by Joint Technical Committee ISO/IEC JTC 1, Information technology, in parallel with its 
approval by national bodies of ISO and IEC. 
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Introduction 

This International Standard is one of a series of Standards defining the interworking of services and signalling 
protocols deployed in corporate telecommunication networks (CNs) (also known as enterprise networks). The 
series uses telecommunication concepts as developed by ITU-T and conforms to the framework of 
International Standards on Open Systems Interconnection as defined by ISO/IEC. 

This International Standard specifies tunnelling of QSIG over the Session Initiation Protocol (SIP). This 
enables calls between "islands" of circuit switched networks that use QSIG signalling to be interconnected by 
an IP network that uses SIP signalling without loss of QSIG functionality. 

This International Standard is based upon the practical experience of Ecma member companies and the 
results of their active and continuous participation in the work of ISO/IEC JTC 1, ITU-T, IETF, ETSI and other 
international and national standardization bodies. It represents a pragmatic and widely based consensus. 
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