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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are members of
ISO or IEC participate in the development of International Standards through technical committees
established by the respective organization to deal with particular fields of technical activity. ISO and IEC
technical committees collaborate in fields of mutual interest. Other international organizations, governmental
and non-governmental, in liaison with 1ISO and IEC, also take part in the work. In the field of information
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of the joint technical committee is to prepare International Standards. Draft International
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as

an International Standard requires approval by at least 75 % of the national bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

ISO/IEC 23001-2 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia information.

ISO/IEC 23001 consists of the following parts, under the general title Information technology — MPEG
systems technologies:

— Part 1: Binary MPEG format for XML
— Part 2: Fragment request units
— Part 3: XML IPMP messages

— Part 5: Bitstream Syntax Description Language (BSDL)
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Introduction

Today the use of Extensible Markup Language (XML) for many applications is widespread. This includes ISO
International Standards such as ISO/IEC 15938 and ISO/IEC 21000. In addition there is increasing growth of
applications being developed for resource constrained environments such as mobile platforms and set top
boxes. Information utilized by such applications is often expressed in XML. When the size of such XML
documents can be large, it is desirable to be able to request only those fragments of the XML required at a
given time by the application. The technology in this International Standard is intended to address this.

The International Organization for Standardization (ISO) and International Electrotechnical Commission (IEC)
draw attention to the fact that it is claimed that compliance with this document may involve the use of a patent.

The ISO and IEC take no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured the ISO and IEC that he is willing to negotiate licences under
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In this respect,
the statement of the holder of this patent right is registered with the ISO and IEC. Information may be obtained
from the companies listed in Annex D.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights other than those identified in Annex D. ISO and IEC shall not be held responsible for identifying any or
all such patent rights.
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Information technology — MPEG systems technologies —

Part 2:
Fragment request units

1 Scope

This part of ISOIEC 23001 specifies the fragment request unit technology. It comprises a syntax and
semantics for expressing a request for fragments of XML. It also specifies how such requests can be used in
XML based systems such as ISO/IEC 15938-1 and ISO/IEC 23001-1. The technology can be used in
resource constrained environments so that only the fragments of XML of interest at a given time need be
transmitted to a requesting peer from a responding peer. It can also be used for node-by-node navigation of a
remote XML document.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/IEC 15938-1, Information technology — Multimedia content description interface — Part 1: Systems

IETF RFC 3986, Uniform Resource Identifier (URI): Generic Syntax, IETF Request For Comments, January
2005

W3C XML, Extensible Markup Language (XML) 1.0 (Fourth Edition), W3C Recommendation, 29 September
2006

W3C XML NAMES, Namespaces in XML 1.0 (Second Edition), W3C Recommendation, 16 August 2006

W3C XML SCHEMA, XML Schema Part 1: Structures Second Edition and XML Schema Part 2: Datatypes
Second Edition, W3C Recommendations, 28 October 2004

W3C XPATH 1, XML Path Language (XPath) Version 1.0, W3C Recommendation, 16 November 1999

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1

context processor

part of a system that maintains information on the current Navigation or Query context resulting from
processing FRUs

3.2

fragment

XML document fragment

portion of an XML document that need not be a well-formed XML document on its own but shall conform to
the content production of W3C XML

NOTE In the Document Object Model (DOM) [2] this corresponds to a DocumentFragment
Documents

Document Sharing Hub
© ISO/IEC 2008 — All rights reserved 1

Full document details: ISO_IEC 23001-2_2008


http://www.avadocuments.com/doc/iso-iec-23001-2-2008
http://www.avadocuments.com/doc/iso-iec-23001-2-2008

ISO/IEC 23001-2:2008(E)

3.3

FRU processor

part of a system that composes an FRU based on Query or Navigation information from the application layer
(and possibly context information) and places it in an FRU Request for transport via the delivery layer and that
receives FRU Requests and makes the FRU available for processing

NOTE This part of ISO/IEC 23001 defines syntax and semantics of the FRUs, it does not normatively define the
interface between the application layer and the systems layer. This will be dependent on the system in which the FRUs
are being processed. See also Clause 6.

3.4

FRU Request

system defined container that contains an FRU that can be transported over the delivery layer used by the
system

NOTE This part of ISO/IEC 23001 defines syntax and semantics of the FRUs, it does not normatively define the
composition of the FRU Requests. This will be dependent on the system in which the FRUs are being processed. See also
Clause 6.

3.5

FRU Response

system defined container that contains an XML document fragment(s) resulting from processing of an FRU
that can be transported over the delivery layer used by the system

NOTE This part of ISO/IEC 23001 defines syntax and semantics of the FRUs, it does not normatively define the
composition of the FRU Responses. This will be dependent on the system in which the FRUs are being processed. See
also Clause 6.

3.6

FRU response processor

part of a system that composes FRU Responses containing the XML document fragments resulting from
processing of an FRU for transport via the delivery layer and that receives FRU Responses for forwarding of
the delivered XML document fragments to the application layer

3.7
Navigation
traversing the structure of an XML document either on a node-by-node basis or a level-by-level basis

3.8
null FRU Response
FRU Response that contains no XML document fragment

NOTE While a null FRU Response contains no XML document fragment, it might contain additional system defined
information dependent on the system in which the FRUs are being used. See also Clause 6.

3.9

requesting peer

system that composes FRU Requests, transmits them to the responding peer, and receives the FRU
Responses

NOTE While typically the requesting peer and responding peer will be different physical systems they could also be
on the same physical system. In terms of software systems they could also be the same software system, for example for
purposes of simulation.

3.10

responding peer

system that receives FRU Requests, processes them to extract the XML document fragments from the source
document, composes the FRU Responses and transmits them to the requesting peer
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3.11

source document

XML source document

the XML document subject to Navigation and/or Query and from which fragments are being requested

3.12

Query
search or interrogate an XML document through the use of a query language

4 Abbreviated terms

For the purposes of this document, the following abbreviations apply.

AU: Access Unit, as defined in ISO/IEC 15938-1

BiM: Binary MPEG format for XML, as defined in ISO/IEC 23001-1
DOM: Document Object Model [2]

FRU: Fragment Request Unit

FUU: Fragment Update Unit, as defined in ISO/IEC 15938-1
HTTP: Hypertext Transfer Protocol [1]

MPEG: Moving Picture Experts Group

MPEG-21: ISO/IEC 21000

MPEG-7: ISO/IEC 15938

MPEG-B: ISO/IEC 23001

SOAP: SOAP Version 1.2 [3]

TeM: Textual format for Multimedia description schemes, as defined in ISO/IEC 15938-1
URI: Uniform Resource Identifier, as defined in IETF RFC 3986
W3cC: World Wide Web Consortium

XML: Extensible Markup Language, as defined in W3C XML

5 Overview

Fragment request units (FRUs) provide a standard syntax and semantics to request fragments of an XML
document. This allows requesting only fragments of an XML document that are of immediate interest be
transmitted without the need to transmit the entire XML document. This significantly reduces processing and
storage requirements for the requesting peer and can enable applications on constrained devices that would
not otherwise be possible. FRUs enable the requesting application to maintain control over how and what
parts of the XML document are delivered.

NOTE A typical scenario for the use of FRUs in the context of ISO/IEC 15938-1 is as follows: The application
requests a fragment of an XML document. The ISO/IEC 15938-1 Systems layer composes this request into an FRU
(optionally binarised using BiM), which is provided to the delivery layer. The remote device responds with one or more
ISO/IEC 15938-1 Fragment Update Units (optionally binarised using BiM), which are received by the delivery layer and
processed by the ISO/IEC 15938-1 Systems Layer before being passed to the application. The application may request
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