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RECTIFICATIF TECHNIQUE 3

Technical Corrigendum 3 to ISO/IEC 23003-3:2012 was prepared by Joint Technical Committee
ISO/IEC JTC 1, Information technology, Subcommittee SC 29, Coding of audio, picture, multimedia and
hypermedia information.

This corrected version of Technical Corrigendum 3 to ISO/IEC 23003-3:2012 contains 2 replacement
formulae in the text concerning 7.17 to improve legibility.

ICS 35.040 Ref. No. ISO/IEC 23003-3:2012/Cor.3:2015(E)
Documents

Document Sharing Hub

© ISO/IEC 2015 — All rights reserved

Published in Switzerland

Full document details: ISO_IEC 23003-3_2012_COR3_2015


http://avadocuments2026.com/doc/iso-iec-23003-3-2012-cor3-2015
http://avadocuments2026.com/doc/iso-iec-23003-3-2012-cor3-2015

ISO/IEC 23003-3:2012/Cor.3:2015(E)

In 5.2, Table 12, replace:

Syntax No. of bits Mnemonic
SbrDfltHeader()
{ dfit_start_freq; 4 uimsbf
dflt_stop_freq; 4 uimsbf
dflit_header_extral; 1 uimsbf
dflt_header_extraz; 1 uimsbf
if (dflt_header_extral == 1) {
dflt_freq_scale; 2 uimsbf
dflt_alter_scale; 1 uimsbf
dflt_noise_bands; 2 uimsbf

}

if (dflt_header_extra2 == 1) {
dflt_limiter_bands; 2 uimsbf
dflt_limiter_gains; 2 uimsbf
dflt_interpol_freq; 1 uimsbf
dflt_smoothing_mode; 1 uimsbf

}

}
with:

Syntax No. of bits Mnemonic

SbrDfltHeader()

{
dflt_start_freq; 4 uimsbf
dflt_stop_freq; 4 uimsbf
dflt_header_extral; 1 uimsbf
dflt_header_extraz; 1 uimsbf
if (dflt_header_extral == 1) {

dfit_freq_scale; 2 uimsbf
dfit_alter_scale; 1 uimsbf
dflt_noise_bands; 2 uimsbf
}else {
dfit_freq_scale =2;
dflt_alter_scale =1;
dflt_noise_bands =2;
i}f (dflt_header_extra2 ==1) {
dfit_limiter_bands; 2 uimsbf
dfit_limiter_gains; 2 uimsbf
dfit_interpol_freq; 1 uimsbf
dflt_smoothing_mode; 1 uimsbf
}else {
dflt_limiter_bands =2;
dflt_limiter_gains =2;
dfit_interpol_freq =1;
dflt_smoothing_mode =1,
}

}
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In 5.3.2 replace:

Table 27 — Syntax of tw_data()

Syntax No. of bits Mnemonic
tw_data()
{

tw_data_present; 1 uimsbf

if (tw_data_present==1) {
for (i=1;i<NUM_TW_NODES ;i++){

tw_ratioli ]; 3 uimsbf
}
}
}
with
Table 27 — Syntax of tw_data()
Syntax No. of bits Mnemonic
tw_data()
{
tw_data_present; 1 uimsbf
if (tw_data_present==1) {
for(i=0;i<NUM_TW_NODES; i++){
tw_ratio[i [; 3 uimsbf
}
}
}

In 5.3.3, Table 45 replace:

sbr_grid(0, 0);
sbr_dtdf(0,0, indepFlag);
sbr_dtdf(1,0, indepFlag);
sbr_invf(0);

[..]
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