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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are 
members of ISO or IEC participate in the development of International Standards through technical 
committees established by the respective organization to deal with particular fields of technical 
activity. ISO and IEC technical committees collaborate in fields of mutual interest. Other international 
organizations, governmental and non-governmental, in liaison with ISO and IEC, also take part in the 
work. In the field of information technology, ISO and IEC have established a joint technical committee, 
ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. 
Publication as an International Standard requires approval by at least 75  % of the national bodies 
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

Amendment  2 to ISO/IEC  23008-3:2015 was prepared by Joint Technical Committee ISO/IEC  JTC  1, 
Information technology, Subcommittee SC  29, Coding of audio, picture, multimedia and hypermedia 
information.
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Information technology — High efficiency coding and 
media delivery in heterogeneous environments —

Part 3: 
3D audio

AMENDMENT 2: MPEG-H 3D Audio File Format Support
Page 346

Add the following as a new Clause 20

20	 Carriage of MPEG-H 3D Audio in ISO base media file format

20.1	 General

This clause specifies the carriage of MPEG-H 3D Audio in the ISO base media file format. 20.2 describes 
the signalling of random access points for Immediate Play-out Frames (IPF) and independently 
decodable frames (IF). 20.7 describes the additional signalling of dynamic range control and loudness 
information that might be present in the encoded bitstream. 20.9 describes the additional signalling of 
audio scene information data that might be present in the encoded bitstream.

20.2	 Random Access and Stream Access

Frames that use AudioPreRoll() following the restrictions in 5.5.6 are considered to be Immediate Play-
out Frames (IPF) and shall be signalled by means of the sync sample box according to ISO/IEC 14496-
12:2015, 8.6.2.

Independently decodable Frames (IF) as described in 5.7 shall be signalled by means of the roll sample 
group according to ISO/IEC 14496-12.

20.3	 Overview of new box structures

mha1, 
mha2, 
mhm1, 
mhm2

* sample entry

mhaC configuration
mhaD dynamic range and loudness
maeM multi-stream
maeI audio scene information

maeG * group definition
maeS switch group definition
maeP preset definition
maeL text label definition
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   unsigned int(8)   configurationVersion = 1; 
   unsigned int(8)   mpegh3daProfileLevelIndication; 
   unsigned int(8)   referenceChannelLayout; 
   unsigned int(16)  mpegh3daConfigLength; 
   bit(8*mpegh3daConfigLength) mpegh3daConfig; 
}
20.4.3	 Semantics

configurationVersion shall be set to 1 in this version of the specification.

mpegh3daProfileLevelIndication defined in 5.2.2.

referenceChannelLayout ChannelConfiguration value defined in ISO/IEC 23001-8.

mpegh3daConfigLength length in bytes of mpegh3daConfig.

mpegh3daConfig the MPEGH-H 3DA configuration defined in this part of 
ISO/IEC 23008.

20.5	 MPEG-H Audio Sample Entry

20.5.1	 Definition

Box Types: ‘mhaC’, ‘mha1’, ‘mha2’

Container: Sample Table Box (‘stbl’)

Mandatory: The mha1 box is mandatory

Quantity: One or more sample entries may be present

The MHASampleEntry shall contain a MHAConfigurationBox, as defined below. This includes the
MHADecoderConfigurationRecord as defined in 20.4. If the sample entry type is ‘mha1’, multiple
streams shall not be used. If the sample entry name is ‘mha2’, multiple streams may be used.

If an ‘mha1’ or ‘mha2’ MHASampleEntry is present, each sample of the appropriate Track
shall contain exactly one mpegh3daFrame as defined in this part of ISO/IEC 23008. An optional 
MPEG4BitRateBox may be present in the MHASampleEntry to signal the bit rate information of the
MHA stream. Extension descriptors that should be inserted into the Elementary Stream Descriptor, 
when used in MPEG-4, may also be present. Other boxes may be present in the MHASampleEntry.
When multiple streams are used, the MHADecoderConfigurationRecord for each track shall
correspond to the appropriate mpegh3daFrame of that track.

The following optional boxes inherited from AudioSampleEntry from ISO/IEC  14496-12/Amd
4:2015 shall not be present

—	 DownMixInstructions()

—	 DRCCoefficientsBasic()

—	 DRCInstructionsBasic()

﻿
















2� © ISO 2016 – All rights reserved

Full document details: ISO_IEC 23008-3_2015_AMD2_2016

http://avadocuments2026.com/doc/iso-iec-23008-3-2015-amd2-2016
http://avadocuments2026.com/doc/iso-iec-23008-3-2015-amd2-2016

