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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that
are members of ISO or IEC participate in the development of International Standards through
technical committees established by the respective organization to deal with particular fields of
technical activity. ISO and IEC technical committees collaborate in fields of mutual interest. Other
international organizations, governmental and non-governmental, in liaison with ISO and IEC, also
take part in the work.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for
the different types of document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent
rights. Details of any patent rights identified during the development of the document will be in the
Introduction and/or on the ISO list of patent declarations received (see www.iso.org/patents) or the IEC
list of patent declarations received (see http://patents.iec.ch).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/
iso/foreword.html.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 29, Coding of audio, picture, multimedia and hypermedia information, in collaboration
with ITU-T. The technically aligned text is published as ITU-T H.265 (02/2018).

Alist of all parts in the ISO/IEC 23008 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Information technology — High efficiency coding and
media delivery in heterogeneous environments —

Part 8:
Conformance specification for HEVC

AMENDMENT 1: Conformance testing for HEVC screen content
coding (SCC) extensions and non-intra high throughput profiles

NOTE The conformance bitstreams added by this Amendment are available at: https://standards.iso.org/
iso-iec/23008/-8/ed-2/en/amd/-1.

4.5.7
Replace paragraph 9 with the following:

A decoder that conforms to the High Throughput 4:4:4 16 Intra, High Throughput 4:4:4, High Throughput
4:4:4 10 and High Throughput 4:4:4 14 profiles (as specified in Rec. ITU-T H.265 | ISO/IEC 23008-2:2017,
A.3.6), which are collectively referred to as the high throughput profiles, at specific level shall be
capable of decoding the specified bitstreams in Table 4.

4.5.7
At the end of 4.5.7, add the following paragraph:

A decoder that conforms to the Screen-Extended Main, Screen-Extended Main 10, Screen-Extended Main
4:4:4, Screen-Extended Main 4:4:4 10, Screen-Extended High Throughput 4:4:4, Screen-Extended High
Throughput 4:4:4 10 or Screen-Extended High Throughput 4:4:4 14 profiles (as specified in Rec. ITU-T
H.265 | ISO/IEC 23008-2:2017, A.3.7), which are collectively referred to as the screen content coding
extensions profiles, shall be capable of decoding the specified bitstreams in Table 7. A decoder that
conforms to some screen content coding extensions profiles is also required to be capable of decoding
bitstreams that conform to particular other profiles. Thus, in addition to the specified bitstreams in Table 7,
a decoder that conforms to a screen content coding extension profile shall also be capable of decoding the
bitstreams specified in Table 1 or Table 4 that conform to the decoding requirements specified for the
screen content coding extensions profile in Rec. ITU-T H.265 | ISO/IEC 23008-2:2017, A.3.7.

4.6.16.43
At the end of 4.6.16.43, add the following additional subclauses:
4.6.16.44 Testbitstreams #WPP_AND_TILE_10Bit422Test_HIGH_TP_444_10BIT_RExt

Specification: All slices are coded as I or P slices. The value of bit_depth_luma_minus8 is set equal to
2. The value of bit_depth_chroma_minus8 is set equal to 2. The value of chroma_format_idc is set equal
to 2. There are 3 pictures in the bitstream. The cabac_bypass_alignment_enabled_flag and extended_
precision_processing_flag are set equal to 0.
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Functional stage: Test parsing and reconstruction process with various combinations of tools.

Purpose: The purpose of the stream is to exercise the combination of simultaneously using wavefronts
and tiles in the specified profile (the High Throughput 4:4:4 10 profile) when cabac_bypass_alignment_
enabled_flag and extended_precision_processing_flag are set equal to 0.

4.6.16.45 Test bitstreams # WPP_AND_TILE_AND_CABAC_BYPASS_ALIGN_0_HIGH_
TP_444_14BIT_RExt

Specification: All slices are coded as I or P slices. The value of bit_depth_luma_minus8 is set equal to
0. The value of bit_depth_chroma_minus8 is set equal to 0. The value of chroma_format_idc is set equal
to 1. There are 3 pictures in the bitstream. The cabac_bypass_alignment_enabled_flag and extended_
precision_processing_flag are set equal to 0. The video_full_range_flag is set equal to 1 in VUL

Functional stage: Test parsing and reconstruction process with various combinations of tools.

Purpose: The purpose of the stream is to exercise the combination of simultaneously using wavefronts
and tiles in the specified profile (the High Throughput 4:4:4 14 profile) when cabac_bypass_alignment_
enabled_flag and extended_precision_processing_flag are set equal to 0.

4.6.16.46 Test bitstreams #WPP_AND_TILE_AND_CABAC_BYPASS_ALIGN_1_HIGH
TP_444_14BIT_RExt

Specification: All slices are coded as I or P slices. The value of bit_depth_luma_minus8 is set equal to 0.
The value of bit_depth_chroma_minus8 is set equal to 0. The value of chroma_format_idc is set equal to
1. There are 3 pictures in the bitstream. The cabac_bypass_alignment_enabled_flag is set equal to 1. The
extended_precision_processing_flag is set equal to 0. The video_full_range_flag is set equal to 1 in VUL

Functional stage: Test parsing and reconstruction process with various combinations of tools.

Purpose: The purpose of the stream is to exercise the combination of simultaneously using wavefronts
and tiles in the specified profile (the High Throughput 4:4:4 14 profile) when cabac_bypass_alignment_
enabled_flag is set equal to 1 and the extended_precision_processing_flag is set equal to 0.

4.6.16.47 Test bitstreams #WPP_AND TILE_AND_CABAC_EXT PREC_1_HIGH_TP 444 _14BIT_
RExt

Specification: All slices are coded as I or P slices. The value of bit_depth_luma_minus8 is set equal to 0.
The value of bit_depth_chroma_minus8 is set equal to 0. The value of chroma_format_idc is set equal to
1. There are 3 pictures in the bitstream. The cabac_bypass_alignment_enabled_flag is set equal to 0. The
extended_precision_processing_flag is set equal to 1. The video_full_range_flag is set equal to 1 in VUI.

Functional stage: Test parsing and reconstruction process with various combinations of tools.

Purpose: The purpose of the stream is to exercise the combination of simultaneously using wavefronts
and tiles in the specified profile (the High Throughput 4:4:4 14 profile) when cabac_bypass_alignment_
enabled_flag is set equal to 0 and the extended_precision_processing_flag is set equal to 1.

4.6.16.48 Test bitstreams #WPP_AND_TILE_HIGH_TP_444_8BIT_RExt

Specification: All slices are coded as I or P slices. The value of bit_depth_luma_minus8 is set equal to 0.
The value of bit_depth_chroma_minus8 is set equal to 0. The value of chroma_format_idc is set equal to
1. There are 3 pictures in the bitstream. The cabac_bypass_alignment_enabled_flag and the extended_
precision_processing_flag are set equal to 0. The video_full_range_flag is set equal to 1 in VUI.

Functional stage: Test parsing and reconstruction process with various combinations of tools.

Purpose: The purpose of the stream is to exercise the combination of simultaneously using wavefronts
and tiles in the specified profile (the High Throughput 4:4:4 profile) when the cabac_bypass_alignment_
enabled_flag and the extended_precision_processing_flag are set equal to 0.
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