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Replace in Table 3 

 @minBufferTime M specifies a common duration used in the definition of 
the Representation data rate (see @bandwidth 
attribute in 5.3.5.2). 

 
with  
 @minBufferTime M specifies a common duration used in the definition of 

the Representation data rate (see @bandwidth 
attribute in 5.3.5.2 and 5.3.5.4). 
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Replace in Table 7 

   @bandwidth M Consider a hypothetical constant bitrate channel of 
bandwidth with the value of this attribute in bits per second 
(bps). Then, if the Representation is continuously delivered 
at this bitrate, starting at any SAP that is indicated either by 
@startWithSAP or by any Segment Index box, a client can 
be assured of having enough data for continuous playout 
providing playout begins after @minBufferTime * 
@bandwidth bits have been received (i.e. at time 
@minBufferTime after the first bit is received). 
For dependent Representations this value specifies the 
bandwidth according to the above definition for the 
aggregation of this Representation and all complementary 
Representations. 

 

with 

   @bandwidth M Consider a hypothetical constant bitrate channel of 
bandwidth with the value of this attribute in bits per second 
(bps). Then, if the Representation is continuously delivered 
at this bitrate, starting at any SAP that is indicated either by 
@startWithSAP or by any Segment Index box, a client can 
be assured of having enough data for continuous playout 
providing playout begins after @minBufferTime * 
@bandwidth bits have been received (i.e. at time 
@minBufferTime after the first bit is received). 
For dependent Representations this value specifies the 
bandwidth according to the above definition for the 
aggregation of this Representation and all complementary 
Representations. 
For details see 5.3.5.4. 

 

Add section 5.3.5.4 Relation of Bandwidth and Minimum Buffer Time attributes 

The MPD contains a pair of values for a bandwidth and buffering description, namely the Minimum Buffer 
Time (MBT) expressed by the value of MPD@minBufferTime and bandwidth (BW) expressed by the value of 
Representation@bandwidth. The following holds: 

   the value of the minimum buffer time does not provide any instructions to the client on how 
long to buffer the media. The value however describes how much buffer a client should have under 
ideal network conditions.  As such, MBT is not describing the burstiness or jitter in the network, it is 
describing the burstiness or jitter in the content encoding.  Together with the BW value, it is a 
property of the content.  Using the "leaky bucket" model, it is the size of the bucket that makes BW 
true, given the way the content is encoded. 

   The minimum buffer time provides information that for each representation, the following shall 
be true: If the Representation (starting at any segment) is delivered over a constant bitrate channel 
with bitrate equal to value of the BW attribute then each access unit with presentation time PT is 
available at the client latest at time with a delay of at most PT + MBT.  

   In the absence of any other guidance, the MBT should be set to the maximum GOP size 
(coded video sequence) of the content, which quite often is identical to the maximum segment 
duration for the live profile or the maximum subsegment duration for the On-Demand profile. The 
MBT may be set to a smaller value than maximum (sub)segment duration, but should not be set to a 
higher value. 
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Add the following section 

A.9: Usage of Bandwidth and Minimum Buffer Time in DASH client 

In a simple and straightforward implementation, a DASH client decides downloading the next segment based 
on the following status information: 

   the currently available buffer in the media pipeline, buffer 

   the currently estimated download rate, rate  

   the value of the attribute @minBufferTime, MBT 

   the set of values of the @bandwidth attribute for each Representation i, BW[i] 

The task of the client is to select a suitable Representation i. 

The relevant issue is that starting from a SAP on, the DASH client can continue to playout the data. This 
means that at the current time it does have buffer data in the buffer. Based on this model the client can 
download a Representation i for which BW[i]  ≤ rate*buffer/MBT without emptying the buffer.  

Note that in this model, some idealizations typically do not hold in practice, such as constant bitrate channel, 
progressive download and playout of Segments, no blocking and congestion of other HTTP requests, etc.  
Therefore, a DASH client should use these values with care to compensate such practical circumstances; 
especially variations in download speed, latency, jitter, scheduling of requests of media components, as well 
as to address other practical circumstances. 

One example is if the DASH client operates on Segment granularity. As in this case, not only parts of the 
Segment (i.e., MBT) needs to be downloaded, but the entire Segment, and if the MBT is smaller than the 
Segment duration, then rather the segment duration needs to be used instead of the MBT for the required 
buffer size and the download scheduling, i.e. download a Representation i for which BW[i]  ≤ 
rate*buffer/max_segment_duration. 
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In Section 7.1 

Replace the Note 

NOTE Representation metadata present in the MPD may also be repeated in the media streams, e.g. in an 
Initialization Segment or a Media Segment. The Media Presentation shall be provided such that no mismatch 
between these two values occurs. If it does, the value in the media stream itself takes precedence over values 
expressed in the MPD, especially when used in the media decoding process. 

With  

NOTE Representation metadata present in the MPD may also be repeated in the media streams, e.g. in an 
Initialization Segment or a Media Segment. The Media Presentation should be provided such that no mismatch 
between these two values occurs. If it does, the value in the media stream itself takes precedence over values 
expressed in the MPD, especially when used in the media decoding process. In addition, it should be considered that 
metadata in the MPD is primarily used for selection of Representations by the DASH client, whereas data in the 
media stream is used by the media decoder in order to establish the decoding and rendering process. Metadata in 
the MPD should only be added if the Media Presentation author expects that the DASH client can make use of this 
information in the selection process. 
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