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Page 55, B.1 

Replace lines 1–11 with the following: 

<?xml version="1.0" encoding="UTF-8"?> 
<schema xmlns="http://www.w3.org/2001/XMLSchema" 
        targetNamespace="urn:iso:std:iso-iec:24727:tech:schema" 
        xmlns:iso="urn:iso:std:iso-iec:24727:tech:schema" 
        xmlns:dss="urn:oasis:names:tc:dss:1.0:core:schema" 
        version="1.1"> 
 
   <import namespace="urn:oasis:names:tc:dss:1.0:core:schema" 
      schemaLocation="oasis-dss-core-schema-v1.0-os.xsd"></import> 
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<!-- 
-- Version 1.1, 10-Jan-2011 
-- 
-- © ISO/IEC 2008-2011 
-- All rights reserved. Unless otherwise specified, no part of this  
-- publication may be reproduced or utilized in any form or by any means, 
-- electronic or mechanical, including photocopying and microfilm,  
-- without permission in writing from either ISO at the address below or 
-- ISO's member body in the country of the requester. 
-- 
-- ISO copyright office 
-- Case postale 56 • CH-1211 Geneva 20 
-- Tel. + 41 22 749 01 11 
-- Fax + 41 22 749 09 47 
-- E-mail copyright@iso.org 
-- Web www.iso.org 
--> 
 
   <element name="COMMONSchemaVersion"> 
      <complexType attribute name="schemaVersion" type="decimal"    
         use="required"/> 
   </element> 
 
   <!-- Definition of Basic Types --> 
 
   <simpleType name="SlotHandleType"> 
 

Page 56, B.2 

Replace lines 1–10 with the following: 

<?xml version="1.0" encoding="UTF-8"?> 
<schema xmlns="http://www.w3.org/2001/XMLSchema" 
        targetNamespace="urn:iso:std:iso-iec:24727:tech:schema" 
        xmlns:iso="urn:iso:std:iso-iec:24727:tech:schema" 
        version="1.1"> 
 
<!-- 
-- Version 1.1, 10-Jan-2011 
-- 
-- © ISO/IEC 2008-2011 
-- All rights reserved. Unless otherwise specified, no part of this  
-- publication may be reproduced or utilized in any form or by any means, 
-- electronic or mechanical, including photocopying and microfilm,  
-- without permission in writing from either ISO at the address below or 
-- ISO's member body in the country of the requester. 
-- 
-- ISO copyright office 
-- Case postale 56 • CH-1211 Geneva 20 
-- Tel. + 41 22 749 01 11 
-- Fax + 41 22 749 09 47 
-- E-mail copyright@iso.org 
-- Web www.iso.org 
--> 
 
   <!-- Definition of Basic Types --> 
 
   <include schemaLocation="ISOCommon.xsd"></include> 
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   <element name="IFDSchemaVersion"> 
      <complexType attribute name="schemaVersion" type="decimal"  
         use="required"/> 
   </element> 
 
   <!-- Card terminal related functions --> 
... 
 

Page 68, B.3 

Replace lines 1–6 with the following: 

<?xml version="1.0" encoding="UTF-8"?> 
<wsdl:definitions targetNamespace="urn:iso:std:iso-iec:24727:tech:schema" 
   xmlns:wsdl="http://schemas.xmlsoap.org/wsdl/" 
   xmlns:iso="urn:iso:std:iso-iec:24727:tech:schema" 
   xmlns:xsd="http://www.w3.org/2001/XMLSchema" 
   xmlns:soap=http://schemas.xmlsoap.org/wsdl/soap/ 
   version="1.1"> 
 
<!-- 
-- Version 1.1, 10-Jan-2011 
-- 
-- © ISO/IEC 2008-2011 
-- All rights reserved. Unless otherwise specified, no part of this  
-- publication may be reproduced or utilized in any form or by any means, 
-- electronic or mechanical, including photocopying and microfilm,  
-- without permission in writing from either ISO at the address below or 
-- ISO's member body in the country of the requester. 
-- 
-- ISO copyright office 
-- Case postale 56 • CH-1211 Geneva 20 
-- Tel. + 41 22 749 01 11 
-- Fax + 41 22 749 09 47 
-- E-mail copyright@iso.org 
-- Web www.iso.org 
--> 
 
... 
 

Page 78, C.1 

Replace lines 1–6 with the following: 

<?xml version="1.0" encoding="UTF-8"?> 
<schema xmlns="http://www.w3.org/2001/XMLSchema" 
targetNamespace="urn:iso:std:iso-iec:24727:tech:schema" 
        xmlns:iso="urn:iso:std:iso-iec:24727:tech:schema" 
   version="1.1"> 
 
<!-- 
-- Version 1.1, 10-Jan-2011 
-- 
-- © ISO/IEC 2008-2011 
-- All rights reserved. Unless otherwise specified, no part of this  
-- publication may be reproduced or utilized in any form or by any means, 
-- electronic or mechanical, including photocopying and microfilm,  

Full document details: ISO IEC 24727-4-2008 cor1-2011

http://www.avadocuments.com/doc/iso-iec-24727-4-2008-cor1-2011
http://www.avadocuments.com/doc/iso-iec-24727-4-2008-cor1-2011


ISO/IEC 24727-4:2008/Cor.1:2011(E) 

4 ©   ISO/IEC 2011 – All rights reserved
 

-- without permission in writing from either ISO at the address below or 
-- ISO's member body in the country of the requester. 
-- 
-- ISO copyright office 
-- Case postale 56 • CH-1211 Geneva 20 
-- Tel. + 41 22 749 01 11 
-- Fax + 41 22 749 09 47 
-- E-mail copyright@iso.org 
-- Web www.iso.org 
--> 
 
   <element name="IFDCallbackSchemaVersion"> 
      <complexType attribute name="schemaVersion" type="decimal"  
         use="required"/> 
   </element> 
 
   <!-- Definition of Basic Types --> 
... 
 

Page 78, C.2 

Replace lines 1–6 with the following: 

<?xml version="1.0" encoding="UTF-8"?> 
<wsdl:definitions targetNamespace="urn:iso:std:iso-iec:24727:tech:schema" 
   xmlns:wsdl="http://schemas.xmlsoap.org/wsdl/" 
   xmlns:iso="urn:iso:std:iso-iec:24727:tech:schema" 
   xmlns:xsd="http://www.w3.org/2001/XMLSchema" 
   xmlns:soap="http://schemas.xmlsoap.org/wsdl/soap/" 
   version="1.1"> 
 
<!-- 
-- Version 1.1, 10-Jan-2011 
-- 
-- © ISO/IEC 2008-2011 
-- All rights reserved. Unless otherwise specified, no part of this  
-- publication may be reproduced or utilized in any form or by any means, 
-- electronic or mechanical, including photocopying and microfilm,  
-- without permission in writing from either ISO at the address below or 
-- ISO's member body in the country of the requester. 
-- 
-- ISO copyright office 
-- Case postale 56 • CH-1211 Geneva 20 
-- Tel. + 41 22 749 01 11 
-- Fax + 41 22 749 09 47 
-- E-mail copyright@iso.org 
-- Web www.iso.org 
--> 
 
... 
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Page 80 

Insert the following new annexes after Annex C: 

Annex D 
(normative) 

 
ISO24727-4-IFDAPI module 

ISO24727-4-IFDAPI { iso(1) standard(0) iso24727(24727) part4(4) ifdapi (74) } 
-- Version 1.5, 24-May-2010 
--  
-- IF-PROFILE value '01' 
-- 
-- *According to ISO/IEC 24727-2, the optional IF-PROFILE field in the CCD is 
-- used to indicate that a card provides an implementation of ISO/IEC 24727-3. 
 
-- © ISO/IEC 2008-2010 
-- All rights reserved. Unless otherwise specified, no part of this publication 
-- may be reproduced or utilized in any form or by any means, electronic or 
-- mechanical, including photocopying and microfilm, without permission in 
-- writing from either ISO at the address below or ISO's member body in the 
-- country of the requester. 
-- 
--  ISO copyright office 
--      Case postale 56 ï CH-1211 Geneva 20 
--      Tel. + 41 22 749 01 11 
--      Fax + 41 22 749 09 47 
--      E-mail copyright@iso.org 
--      Web www.iso.org 
 
DEFINITIONS AUTOMATIC TAGS EXTENSIBILITY IMPLIED ::= 
BEGIN 
-- EXPORTS (all) 
IMPORTS NonNegativeInt, PositiveInt, GenericHandleType, IFDName, IFDAction, 
        URIType, IFDSessionIdentifier, TransactionIdentifier 
            FROM ISO24727-COMMON { iso(1) standard(0) iso24727(24727) }; 
 
-- Major and Minor Revision values for this ASN.1 Module 
revMajISO24727-4-IFDAPI INTEGER ::= 1 
revMinISO24727-4-IFDAPI INTEGER ::= 5 
 
ChannelHandleType ::= SEQUENCE { 
 
     protocolTerminationPoint URIType               OPTIONAL, 
     sessionIdentifier        GenericIdentifierType OPTIONAL, 
     binding                  URIType               OPTIONAL 
} 
 
IFDNameList   ::= SEQUENCE OF IFDName 
IFDContextHandle ::= GenericHandleType 
 
IFDSlotHandle ::= GenericHandleType 
IFDCallbackChannelHandle ::= GenericHandleType 
IFDPadChar ::= NULL 
IFDDateTime ::= UTCTime 
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IFDCapabilities ::= SEQUENCE { 
 slotCapability  SEQUENCE (SIZE (1..1000)) OF IFDSlotCapability, 
 displayCapability SEQUENCE (SIZE (1..1000)) OF IFDDisplayCapability, 
 keypadCapability SEQUENCE (SIZE (1..1000)) OF IFDKeypadCapability, 
 bioSensorCapability SEQUENCE (SIZE (1..1000)) OF IFDBioSensorCapability 
 opticalSignalUnit BOOLEAN 
 acousticSignalUnit BOOLEAN 
} 
 
IFDInputUnit ::= CHOICE { 
 pinInput  IFDPINInput, 
 biometricInput IFDBiometricInput 
} 
IFDPINInput ::= SEQUENCE { 
 index    NonNegativeInt, 
 passwordAttributes IFDPasswordAttributes 
} 
IFDPasswordAttributes ::= SEQUENCE { 
 pwdFlags   IFDPasswordFlags, 
 pwdType    IFDPasswordType, 
 minLength   NonNegativeInt, 
 storedLength  NonNegativeInt, 
 maxLength   NonNegativeInt OPTIONAL, 
 padChar    IFDPadChar OPTIONAL, 
 lastPasswordChange IFDDateTime OPTIONAL 
} 
IFDPasswordFlags ::= BIT STRING { 
 case-sensitive(0), 
 local(1), 
 change-disabled(2), 
 unblock-disabled(3), 
 initialized(4), 
 needs-padding(5), 
 unblockingPassword(6), 
 soPassword(7), 
 disable-allowed(8), 
 integrity-protected(9), 
 confidentiality-protected(10), 
 exchangeRefData(11), 
 resetRetryCounter1(12), 
 resetRetryCounter2(13) 
} 
 
IFDPasswordType ::= CHOICE { 
 
        bcd NULL, 
        ascii-numeric NULL, 
        utf8 NULL, 
        half-nibble-bcd NULL, 
        iso9564-1 NULL 
} 
 
IFDAltVUMessages ::= SEQUENCE { 
 authenticationRequestMessage OCTET STRING OPTIONAL, 
 successMessage     OCTET STRING OPTIONAL, 
 authenticationFailedMessage  OCTET STRING OPTIONAL, 
 requestConfirmationMessage  OCTET STRING OPTIONAL, 
 cancelMessage     OCTET STRING OPTIONAL 
} 
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IFDBiometricInput ::= SEQUENCE { 
 index    NonNegativeInt, 
 biometricSubType NonNegativeInt 
} 
 
IFDSlotCapability ::= SEQUENCE { 
 index   NonNegativeInt, 
 contactBased BOOLEAN 
} 
 
IFDSlotStatus ::= SEQUENCE { 
 index   NonNegativeInt, 
 cardAvailable BOOLEAN, 
 aTRorATS  OCTET STRING OPTIONAL 
} 
IFDSlotStatusList ::= SEQUENCE OF IFDSlotStatus 
 
 
IFDDisplayCapability ::= SEQUENCE { 
 index   NonNegativeInt, 
 lines   NonNegativeInt, 
 columns   NonNegativeInt, 
 virtualLines NonNegativeInt OPTIONAL, 
 virtualColumns NonNegativeInt OPTIONAL 
} 
 
IFDKeypadCapability ::= SEQUENCE { 
 index NonNegativeInt, 
 numKeys PositiveInt 
} 
 
IFDBioSensorCapability ::= SEQUENCE { 
 index   NonNegativeInt, 
 biometricType NonNegativeInt 
} 
 
IFDStatus ::= SEQUENCE { 
 iFDName IFDName, 
 connected  BOOLEAN OPTIONAL, 
 slotStatus  IFDSlotStatusList, 
 activeAntenna BOOLEAN OPTIONAL, 
 displayStatus IFDSimpleFUStatusList, 
 keypadStatus IFDSimpleFUStatusList, 
 bioSensorStatus IFDSimpleFUStatusList 
} 
IFDStatusList ::= SEQUENCE OF IFDStatus 
  
IFDSimpleFUStatus ::= SEQUENCE { 
 index  NonNegativeInt, 
 available BOOLEAN 
} 
IFDSimpleFUStatusList ::= SEQUENCE OF IFDSimpleFUStatus 
 
IFDOutputInfo ::= SEQUENCE { 
 timeout   PositiveInt OPTIONAL, 
 displayIndex NonNegativeInt OPTIONAL, 
 message   VisibleString OPTIONAL, 
 acousticSignal BOOLEAN OPTIONAL, 
 opticalSignal BOOLEAN OPTIONAL 
} 
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