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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are members of
ISO or IEC participate in the development of International Standards through technical committees
established by the respective organization to deal with particular fields of technical activity. ISO and IEC
technical committees collaborate in fields of mutual interest. Other international organizations, governmental
and non-governmental, in liaison with 1ISO and IEC, also take part in the work. In the field of information
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of the joint technical committee is to prepare International Standards. Draft International
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as
an International Standard requires approval by at least 75 % of the national bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

Amendment 1 to ISO/IEC 26300:2006 was prepared by Joint Technical Committee ISO/IEC JTC 1,
Information technology, Subcommittee SC 34, Document description and processing languages.

This Amendment should be read in conjunction with ISO/IEC 26300:2006 and the associated Technical
Corrigenda 1 and 2. The current edition of ISO/IEC 26300 should be understood by first applying the change
specified in the Technical Corrigenda, then applying the changes specified in this Amendment.
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Notation conventions

The title of each change is the complete reference to the section or sub-section being modified. In all cases
(except for an amendment inserting two new Appendices) the title begins with the section or sub-section
number, the section or sub-section name, and the page number. In most cases the location of the
amendment is more precisely indicated by a paragraph number or other indicator. Paragraph numbers are
determined by counting the number of paragraphs from the beginning of the section or sub-section in
question, ignoring lists, tables and examples.

In the case of amendments to the normative Relax-NG schema, the lines of the schema that are amended
are indicated in italics below the heading. Schema line numbers refer to the amended schema. Other
guidance on the intended application of an amendment may be given in italics below the heading.

A change can contain any one or more of the following kinds of edits:

Addition of text: New text is displayed in blue and is underlined. as demonstrated here.
Deletion of text: Belete

d+ta vedHhred-anrdHs—striek-throvabh—as-dermoen

An ellipsis '..." is occasionally used to indicate deliberate omission of fragments of the original text that are
unchanged by this Amendment and would unreasonably extend the text of this Amendment.

© ISO/IEC 2012 — All rights reserved iv
Documents

Document Sharing Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

Front matter, p. 1

Open Document Format for Office
Applications (OpenDocument) v1.10

{Second Edition)

Committee-Specificationt;, 19-Jul 20060ASIS Standard, 1 Feb
2007

B identifier:
OpenDocument-v1.1ed2-.odt

This \ersion: : oasi _ : e
Specification URIs

This Version:
http://docs.oasis-open.org/office/v1.1/0S/OpenDocument-v1.1.odt
http://docs.oasis-open.org/office/v1.1/0S/OpenDocument-v1.1.pdf
http://docs.oasis-open.org/office/v1.1/OS/OpenDocument-v1.1.html.zip

Previous Version:

http://www.oasis-open.org/committees/download.php/19275/0OpenDocument-v1.0ed2-cs1.odt
http://www.oasis-open.org/committees/download.php/19274/OpenDocument-v1.0ed2-cs1.pdf

Latest Version:
http://docs.oasis-open.org/office/v1.1/OpenDocument-v1.1.0dt
http://docs.oasis-open.org/office/v1.1/OpenDocument-v1.1.pdf
http://docs.oasis-open.org/office/v1.1/OpenDocument-v1.1.html.zip

Latest Approved Version:
http://docs.oasis-open.org/office/v1.1/0S/OpenDocument-v1.1.odt

http://docs.oasis-open.org/office/v1.1/0S/OpenDocument-v1.1.pdf
http://docs.oasis-open.org/office/v1.1/0S/OpenDocument-v1.1.html.zip

Technical Commiittee:
OASIS Open Document Format for Office Applications (OpenDocument) TC

Chair:
Michael Brauer, Sun Microsystems, Inc.
Editors:

Patrick Durusau, Individual
Michael Brauer, Sun Microsystems, Inc.

Lars Oppermann, Sun Microsystems, Inc.

Related Work:
This specification supersedes OASIS OpenDocument v1.0.

Declared XML Namespaces:
A list of XML namespaces declared by this specification is available in section 1.3.

Abstract:
This is the specification of the Open Document Format for Office Applications (OpenDocument)
format, an open, XML-based file format for office applications, based on OpenOffice.org XML [OO0].
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Status:

ThIS document was Iast rewsed or approved by the membersh|p of OASISOASIS-Open-Becument-
ee on the above date. The level
of approval is also I|sted above. Check the current location noted above for possible later revisions
of this document. This document is updated periodically on no particular schedule.

Technical Committee members should send comments on this specification to the Technical
Committee's email list. Others should send comments to the Technical Committee by using the
"Send A Comment" button on the Technical Committee's web page at

www.oasis-open.org/committees/office.

For information on whether any patents have been disclosed that may be essential to implementing
this specification, and any offers of patent licensing terms, please refer to the Intellectual Property
Rights section of the Technical Committee web page

(www.oasis-open.org/committees/office/ipr.php.

The non-normative errata page for this specification is located at
www.oasisopen.org/committees/office.

§ 1.4, “Relax-NG Schema”, schema fragment, p. 32

{The following text amends lines 3-4 and 9-10 of the normative Relax-NG schema, as reproduced in this
section.}

<?xml version="1.0" encoding="UTF-8"?>

Ll ==
OASIS OpenDocument vl.lo—Seeceond—lfaition)
OASTS Standard, 1 Feb 2007cemmittee—Speecifieationt;—3+0Jul—206066
Relax-NG Schema

SIds

© 2002-20075 OASIS Open
© 1999-20075 Sun Microsystems, Inc.

§ 1.5, “Document Processing and Conformance”, paragraph 7,
p. 34

There are no rules regarding the elements and attributes that actually have to be supported by conforming
applications, except that applications should not use foreign elements and attributes for features defined inby-
the OpenDocument schema. See also appendix D.

§ 2.1.1, “Document Root Element Content Models”,
paragraph 1, p. 37

{The following text corrects an editorial error in ISO/IEC 26300:2006/Cor 1, in which part of the text of the
sentence inserted at the end of the paragraph is missing.}

The content models of the five root elements is summarized in the following table. Note that
<office:document> may contain all supported top-level elements. All four subdocument root elements
together contain the same information as an <office:document> element that contains the same
subdocument root elements.

Documents
2 © ISO/IEC 2072 - Albights, eseiNefing Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

§ 2.1.1, table following paragraph 1, p. 37
{The following text amends the heading of the second column of the table.}

meta-
data

§ 2.3.1, “Text Documents”, sub-section “Text Document
Content Model”, schema fragment, p. 42

{The following text inserts a new line (line 179 of the amended schema) in the definition of pattern “text-
content” in the normative Relax-NG schema, as reproduced in this section.}

170 <define name="text-content">

171 <choice>

172 <ref name="text-h"/>

173 <ref name="text-p"/>

174 <ref name="text-list"/>

175 <ref name="text-numbered-paragraph"/>
176 <ref name="table-table"/>

177 <ref name="draw-a"/>

178 <ref name="text-section"/>

179 <ref name="text-soft-page-break"/>
180 <ref name="text-table-of-content"/>
181 <ref name="text-illustration-index"/>
182 <ref name="text-table-index"/>

183 <ref name="text-object-index"/>

184 <ref name="text-user-index"/>

185 <ref name="text-alphabetical-index"/>
186 <ref name="text-bibliography"/>

187 <ref name="shape"/>

188 <ref name="change-marks"/>

189 </choice>

190 </define>

§ 2.3.1, “Text Documents”, following sub-section “Global Text
Documents”, p. 42

{The following text inserts a new sub-section, including reproduction of a new pattern definition “office-text-
attlist” inserted into the normative Relax-NG schema (lines 201-207 of the amended schema).}

Use Soft Page Breaks

The text:use-soft-page-breaks attribute specifies whether the document contains soft page breaks.

A soft page break is a page break that has been included by a page oriented processor at a position where

the document itself does not include a page break (e.g. by using the fo:break-before and fo:break-

after formatting properties described in section 15.5.2).

Soft page breaks are specified by the <text :soft-page-break> elements described in sections 4.7 and
5.1.1:Soft Page breaks.

The use of the <text:soft-page-break> elements is always optional. An application generating the
format may include the element if it has computed a paginated layout. A consuming application may handle_
the element while computing the layout, but it shall not depend on its existence. Soft page breaks are only
supported within text documents.

A generating application that stores soft page breaks shall indicate this by setting the text :use-page-
breaks attribute to t r ue. A generating application that does not store soft page breaks shall indicate that by

omitting this attribute, or by setting itto false.
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An application that does not support pagination and soft page-breaks, that modifies an OpenDocument file,
which includes soft page-breaks, shall at least set the text :use-page-breaks attribute to false (or
remove it). It should also remove the <text :soft-page-break> elements from the document but is not
required to do so.

An application that computes a paginated layout of a document should provide a facility to turn on export of

soft page breaks for the purposes of consistent page breaks and for proper conversion to digital talking book
formats (such as [DAISY]).

For <text:soft-page-break> elements that appear within table rows, the maximum number of
<text:soft-page-break> elements that appear within the single table cells determines the number of
page breaks that appear within the table row. The <text :soft-page-break> elements contained in each

cell determine the positions where these page breaks appear within the cell content.

Similarly, <text:soft-page-break> elements that appear within text boxes and other content displayed
outside the text flow, do not start a new page. but only indicate where the text-box's content breaks between

two pages.
201 <define name="office-text-attlist" combine="interleave">
202 <optional>
203 <attribute name="text:use-soft-page-breaks" a:defaultValue="false">
204 <ref name="boolean"/>
205 </attribute>
206 </optional>

207 </define>

§ 2.5, “Scripts”, paragraph 2, p. 50

Scripts do not imply a scripting language or an object model. A script can for instance operate on the

§ 3, “Meta Data Elements”, section title, p. 56

{The section title is revised as follows.}

3 Metad Bata Elements

§ 3.1.18, “Document Statistics”, schema fragment, pp. 62-63

{The following text moves five lines of the definition of the pattern “office-meta-data” to a new position (lines
771-775 of the amended schema) in the normative Relax-NG schema, as reproduced in this section.}

744 <define name="office-meta-data" combine="choice">

745 <element name="meta:document-statistic">
766 <optional>
767 <attribute name="meta:ole-object-count">
768 <ref name="nonNegativeInteger"/>
769 </attribute>
770 </optional>
771 <optional>
772 <attribute name="meta:object-count">
773 <ref name="nonNegativelnteger"/>
774 </attribute>
775 </optional>
Documents
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776 <optional>
777 <attribute name="meta:paragraph-count">
778 <ref name="nonNegativeInteger"/>
779 </attribute>
780 </optional>
816 <optional>
817 <attribute name="meta:cell-count">
818 <ref name="nonNegativeInteger"/>
819 </attribute>
820 </optional>
cptienat
attribute mame="metaiobiect—count"
et prasme—laepiesabiaeTetenegn
aeEribut
otionat

821 </element>
822 </define>

§ 4.3.2, “List Item”, paragraph 1, p. 71

List items contain the textual content of a list. A <text:1ist-item> element can contain paragraphs,

headings, lists or soft page breaks. A list item cannot contain-erlists-Adistiternecannetcontain-headings-or-

tables.

§ 4.3.2, “List Item”, pp. 71-72

{The following text inserts a new line in the definition of the pattern “text-list-item-content” (line 994 of the
amended schema) in the normative Relax-NG schema, as reproduced in this section.}

979 <define name="text-list-item">

980 <element name="text:list-item">

981 <ref name="text-list-item-attr"/>
982 <ref name="text-list-item-content"/>
983 </element>

984 </define>
985 <define name="text-list-item-content">

986 <optional>

987 <ref name="text-number"/>
988 </optional>

989 <zeroOrMore>

990 <choice>

991 <ref name="text-p"/>
992 <ref name="text-h"/>
993 <ref name="text-list"/>
994 <ref name="text-soft-page-break"/>
995 </choice>

996 </zeroOrMore>

997 </define>

§ 4.3.2, “List Item”, sub-section “Formatted number”, example,
p-72

<text:list text:style-name="List 1">
<text:list-item>
<text:p>This is the first list item</text:p>
<text:p>This is a continuation of the first list item.</text:p>
</text:list-item>
<text:list-item>
<text:p>This is the second list item.
It contains a sub list.</text:p>
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<text:list>
<text:list-item><text:p>This is a sub list item.</text:p>
</text:list-item>
<text:list-item><text:p>This is a sub list item.</text:p>
</text:list-item>
<text:list-item><text:p>This is a sub list item.</text:p>
</text:list-item>

</text:list>

</text:list-item>

<text:list-item>

<text:p>This is the third list item</text:p>

</text:list-item>

</text:list>

§ 4.4.3, “DDE Source”, following paragraph 1, p. 77

{The following text inserts a new paragraph following existing paragraph 1 and preceding the schema
fragment.}

See section 12.6 for the use of DDE connections.

§ 4.6.4, “Deletion”, second bulleted list, p. 80

« If the change mark is inside a paragraph, insert the text content of the <text:deletion> element as if the
beginning <text:p> and final </text:p> tags were missing.

« If the change mark is inside a header, proceed as above, except adapt the end tags to matchinserted-tags-
te-math their new counterparts.

« Otherwise, simply copy the text content of the <text:deletion> element in place of the change mark.

§ 4.6.4, “Deletion”, example, pp. 80-81

Example: Given the following change:

This becomes:

<text:p>abcdef</text:p>
<text:p>Hello</text:p><textih>Hellt etk
<text:p>World!</text:p><textrh>Wo: b
<text:p>ghijkl</text:p>
If, in the first two cases, the deletion contains complete paragraphs, then additional empty paragraphs must
be put into the <text:deletion> element to achieve the desired result.

would be represented as:

<text:changed-region text:id="example">
<text:deletion>
<office:change-info>...</office:change-info>
<text:p/>
<text:h>Hello</text:h><textrp>Helt et p
<text:h>World!</text:h><textrp>Hox =

<text:p/> e
</text:deletion>
</text:changed-region>
Documents
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New section following § 4.6 “Change Tracking”, p. 82

{The following text inserts a new sub-section, including reproduction of a new pattern definition “text-soft-
page-break” (lines 1199-1203 of the amended schema) inserted into the normative Relax-NG schema.}

4.7 Soft Page Break

The <text:soft-page-break> element represents a soft page break.

See section 2.3.1:Use Soft Page Breaks for details regarding soft page breaks.

1199 <define name="text-soft-page-break">

1200 <element name="text:soft-page-break">
1201 <empty/>
1202 </element>

1203 </define>

§ 5.1.1, “White-space Characters”, paragraphs 1-3, p. 84

{The following text amends paragraphs 1 and 3 and inserts a new paragraph following existing paragraph 3.}

If the paragraph element or any of its child elements contains white-space characters, they are collapsed._

Leading white-space characters at the paragraph start as well as trailing white-space characters at the
paragraph end are ignored. In detail, the following conversions take placeir-etherwordsthey-areprocessed-

The following [UNICODE] characters are normalized to a SPACE character:
+  HORIZONTAL TABULATION (0x0009)

+ CARRIAGE RETURN (0x000D)

« LINE FEED (0x000A)

- SPACE (0x0020)

In addition, these characters are ignored if the preceding character is a white-space character. The preceding
character can be contained in the same element, in the parent element, or in the preceding sibling element, as
long as it is contained within the same paragraph element and the element in which it is contained processes

white-space characters as described above. White-space characters at the start or end of the paragraph are
ignored, regardless whether they are contained in the paragraph element itself, or in a child element in which
white-space characters are collapsed as described above.

These white-space processing rules shall enable authors to use white-space characters to improve the

readability of the XML source of an OpenDocument document in the same way as they can use them in
HTML.

§ 5.1.1, “White-space Characters”, following sub-section “Line
Breaks”, p. 86

{The following text inserts a new sub-section, including reproduction of a new pattern definition “paragraph-
content” (lines 1266-1268 of the amended schema) inserted into the normative Relax-NG schema.}

Soft Page Break

The <text:soft-page-break> element represents a soft page break within a heading or paragraph.

See section 2.3.1:Use Soft Page Breaks for details regarding soft page breaks.
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<define name="paragraph-content" combine="choice">
<ref name="text-soft-page-break"/>

</define>

§ 5.1.4, “Hyperlinks”, paragraph 3, p. 87
The attributes that may be associated with the <text :a> element are:
« Name
- Title
* Link location
e Target frame

e Text styles

§ 5.1.4, “Hyperlinks”, following sub-section “Name”, p. 87

{The following text inserts a new sub-section, including reproduction of a new pattern definition 'text-a-attlist'
(lines 1304-1310 of the amended schema) inserted into the normative Relax-NG schema.}

Title

The office:title attribute specifies a short accessible description for hint text.
See appendix E for guidelines how to use this attribute.

<define name="text-a-attlist" combine="interleave">
<optional>
<attribute name="office:title">
<ref name="string"/>
</attribute>
</optional>

</define>

§ 6.4.14, “Document Modification Time”, paragraph 2, p. 120

This element displays the information from the <dcme+=:date> element. The name was chosen to avoid
confusion with <text :date> fields.

§ 6.4.15, “Document Modification Date”, paragraph 2, p. 121

This element displays the information from the <dcme+=:date> element. The name was chosen to avoid
confusion with <text :date> fields.

§ 6.6.9, “DDE Connection Fields”, following paragraph 2, p. 137

{The following text inserts a new paragraph following paragraph 2.}

See section 12.6 for the use of DDE connections.
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§ 6.7.6, “Formula”, paragraph 2, p. 143

The formula should start with a namespace prefix that indicates the syntax and semantic used within the
formula.

§ 8.1, “Basic Table Model”, paragraph 3, p. 178

{The following text creates a new paragraph by inserting a paragraph break in the existing paragraph.}

Table rows may be empty, and different rows might contain a different number of table cells. This is not an
error, but applications might resolve this in different ways. Spreadsheet applications typically operate on large
tables that have a fixed application dependent row and column number, but may have an unused area. Only
the used area of the table is saved in files. When loading a table with empty or incomplete rows into a
spreadsheet application, empty rows typically introduce a default row (just as in an empty sheet), and
incomplete rows are filled with empty cells (just like in an empty sheet).

All other applications typically have fixed size tables. Incomplete rows are basically rendered as if they had the
necessary number of empty cells, and the same applies to empty rows. Empty cells typically occupy the space
of an empty paragraph.

§ 8.1.1, “Table Element”, schema fragment preceding sub-
section “Table Name”, p. 180

{The following text inserts three new lines in the definition of the pattern “table-rows” (lines 3579-3581 of the
amended schema) into the normative Relax-NG schema as reproduced in this section.}

3575 <define name="table-rows">

3576 <choice>

3577 <ref name="table-table-rows"/>

3578 <oneOrMore>

3579 <optional>

3580 <ref name="text-soft-page-break"/>
3581 </optional>

3582 <ref name="table-table-row"/>

3583 </oneOrMore>

3584 </choice>

3585 </define>

§ 8.1.1, “Table Element”, following sub-section “Print Ranges”,
p. 181

{The following text inserts a new sub-section.}

Soft Page Breaks

The <text:soft-page-break> element represents a soft page break between two table rows. It may
appear in front of <table:table-row> elements.

See section 2.3.1:Use Soft Page Breaks for details regarding soft page breaks.
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§ 8.1.2, “Table Row”, sub-section “Default Cell Style”,
paragraph 1, p. 182

The table:default-cell-style-name attribute specifies a default cell style. Cells contained in the row

that don't have a table:style-name attribute use thiswitheut-anindividual-cell-style-use-these default cell
style.

§ 8.1.2, “Table Row”, sub-section “Default Cell Style”, following
paragraph 1, p. 182
{The following text inserts a new paragraph.}

The attribute is applied to cells that are defined by a <table:table-cell> element. Itis typically not
applied to table cells that spreadsheet application may display in addition to those defined in the document.

§ 8.1.3, “Table Cell”, paragraph 2, p. 184

The <table:table-cell> elementis very similar to the table cell elements of [XSL] and [HTML4], and the
rules regarding cells that span several columns or rows that exist in HTML and XSL apply to the
OpenDocument specification as well. This means that there are no <table:table-cell> elements in the
row/column grid for positions that are covered by a merged cell, that is, that are covered by a cell that spans
several columns or rows. The <table:covered-table-cell> element exists to be able to specify cells for
such positions . It has to appear wherever a position in the row/column grid is covered by a cell that spans
several rows or columns. Its position in the grid is calculated by a assuming a column and row span of 1 for all
cells regardless whether they are specified by a <table:table-cell>ora <table:covered-table-
cell> element. The <table:covered-table-cell> is especially used by spreadsheet applications,
where it is a common use case that a covered cell contains content.

§ 8.1.3, “Table Cell”, sub-section “Cell Content Validation”,
paragraph 1, p. 185

The table:content-validation-name attribute specifies if a cell contains a validity check. The value of
this attribute is the name of a <table:eeid—content-validation> element. If the attribute is not
present, the cell may have arbitrary content.

§ 8.1.3, “Table Cell”, sub-section “Cell Content Validation”,
paragraph 2, p. 186

See section 8.5.3 for more information on cell content validation and the <table:eeii—content-
validation> element.

§ 8.2.1, “Column Description”, sub-section “Default Cell Style”,
paragraph 1, p. 190

The table:default-cell-style-name attribute specifies the default cell style. Cells that don't have a
table:style-name attributewitheuta-style use this style when there is no default cell style specified for the
cell's row as well.

Documents
10 © ISO/IEC 2072 Alhtights, kesemvedng Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

§ 8.2.1, “Column Description”, sub-section “Default Cell Style”,
following paragraph 1, p. 190
{The following text inserts a new paragraph.}

The attribute is applied to cells that are defined by a <table:table-cell> element. It is typically not
applied to table cells that spreadsheet application may display in addition to those defined in the document.

§ 8.2.2, “Header Columns”, preceding paragraph 1, p. 190

{The following text inserts a new paragraph at the start of the section.}

For accessibility purposes, header information is needed. Therefore, any columns designated as headers by
the author must be tagged as such by encapsulating them within a <table:table-header-columns>

element. Using style information only to designate header columns is insufficient.

§ 8.2.2, “Header Columns”, paragraph 1, p 190

If a table does not flt ona smgle page 3 adj ol Srbeat

é‘ea—b%e*—‘ea—b%e—eeﬁfﬁﬁ-s%-elemeﬁi—bbﬁ—dﬁhave—te—table columns that are mcluded in a <table table-
header-columns> element are automatically repeated on every page. A table must not contain more than
one <table:table-header-columns> element, and a <table:table-columns> must not follow
another <table:table-columns> element—F, with the only exception areof tables that contain grouped
columns (see 8.2.3). Such tables may contain more than one <table:table-header-columns> element,
provided that they are contained in different column groups and the columns contained in the elements are
adjacent.

§ 8.2.4, “Header Rows”, preceding paragraph 1, p. 191

{The following text inserts a new paragraph at the start of the section.}

For accessibility purposes, header information is needed. Therefore, any rows designated as headers by the
author must be tagged as such by encapsulating them within a <table:table-header-rows> element.
Using style information only to designate header rows is insufficient.

§8.2.4, “Header Rows”, paragraph 1, p. 191

%aJeJrestabIe rows that are included in a <table:table-header-rows> element are automatically repeated
on every page. A table must not contain more than one <table:table-header-rows> element. The one

exception to this is a table that contains grouped rows (see 8.2.5). Such a tables may contain more than one
<table:table-header-rows> element, provided that they are contained in different row groups and the
rows contained in the elements are adjacent.
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§ 8.2.4, “Header Rows”, schema fragment, p. 192

{The following text inserts three new lines in each of the definitions of the patterns “table-table-header-rows”
and “table-table-rows” (lines 3831-3833 and 3842-3844 of the amended schema) into the normative Relax-
NG schema as reproduced in this section.}

3828 <define name="table-table-header-rows">

3829 <element name="table:table-header-rows">

3830 <oneOrMore>

3831 <optional>

3832 <ref name="text-soft-page-break"/>
3833 </optional>

3834 <ref name="table-table-row"/>

3835 </oneOrMore>

3836 </element>

3837 </define>

3838

3839 <define name="table-table-rows">

3840 <element name="table:table-rows">

3841 <oneOrMore>

3842 <optional>

3843 <ref name="text-soft-page-break"/>
3844 </optional>

3845 <ref name="table-table-row"/>

3846 </oneOrMore>

3847 </element>

3848 </define>

§ 8.2.6, “Subtables”, Samples 1 and 2, p. 193

In the OpenDocument schema, this table can be represented in either of the ways detailed in Sample 1 and

Sample 2.
A1 B1 Cc1
A2 .B2.A114 |.B2.B124
.B2.A22-4
Sample 1

Using cells that span several rows, the table is specified as follows:

<style:style style:name="Table 1" style:family="table">
<style:table-properties style:width="12cm"
fo:background-color="1ight-grey" />
</style:style>

<table:table table:name="Table 1" table:style-name="Table 1">

<table:table-rows>
<table:table-row>
<table:table-cell table:number-rows-spanned="2"
table:style-name="Celll">
<text:p text:style="Table Body">
A2
</text:p>
</table:table-cell>
<table:table-cell>
<text:p text:style="Table Body">
.B2.A1++
</text:p>
</table:table-cell>
<table:table-cell>
<text:p text:style="Table Body">
.B2.Bl2+%+

Documents
12 © ISO/IEC 2072 Alhtights, resemvedng Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

</text:p>
</table:table-cell>
</table:table-row>
<table:table-row>
<table:covered-table-cell/>
<table:table-cell table:number-columns-spanned="2">
<text:p text:style="Table Body">
.B2.A2+2
</text:p>
</table:table-cell>
<table:covered-table-cell/>
</table:table-row>
</table:table-rows>
</table:table>

Sample 2

Using sub tables, the table is specified as follows:

<style:style style:name="Table 1" style:family="table">
<style:table-properties fo:width="12cm" fo:background-color="light-grey"/>
</style:style>

<table:table table:name="Table 1" table:style-name="Table 1">

<table:table-rows>
<table:table-row>
<table:table-cell table:style-name="Celll">
<text:p text:style="Table Body">
A2
</text:p>
</table:table-cell>
<table:table-cell table:number-columns-spanned="2">
<table:table is-subtable="true">
<table:table-columns>
<table:table-column table:style-name="Col2"/>
<table:table-column table:style-name="Col3"/>
</table:table-columns>
<table:rows>
<table:row>
<table:table-cell>
<text:p text:style="Table Body">
.B2.A1++
</text:p>
</table:table-cell>
<table:table-cell>
<text:p text:style="Table Body">
.B2.B12—+
</text:p>
</table:table-cell>
</table:table-row>
<table:table-row>
<table:table-cell
table:number-columns-spanned="2">
<text:p text:style="Table Body">
.B2.A2+2
</text:p>
</table:table-cell>
<table:covered-table-cell/>
</table:table-row>
</table:table-rows>
</table:table>
</table:table-cell>
<table:covered-table-cell/>
</table:table-row>
</table:table-rows>
</table:table>
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§ 8.3.1, “Referencing Table Cells”, paragraph 5, p. 196

For example, to reference the cell in column 1 and row 1 in a subtable that is called Ssubtable, and that is in
column 34 and row 16 of the table SampleTable, the address is SampleTable.AH16.AL.

If the name of the table contains blanks, dots (.) or apostrophes ('), the name mustsheuid be quoted with
apostrophes (')..Any apostrophes in the name must be escaped by doubling (").

§ 8.3.1, “Referencing Table Cells”, following paragraph 5, p. 196
{The following text inserts a new paragraph.}

E.g. 'Tom''s Table'.Al forthe cell A1 in the table named Tom's Table.

§ 8.3.1, “Referencing Table Cells”, sub-section “Absolute and
relative cell addressing”, schema fragment, p. 197

{The following text amends one line of the definition of the pattern “cellAddress” (line 3871 of the amended
schema) into the normative Relax-NG schema as reproduced in this section.}

3869 <define name="cellAddress">

3870 <data type="string">

3871 <param name="pattern"> ($? (["\. "]+ ([ ""]L1"")+"))2\.$?2[A-Z]+$2 [0~
3872 9] +</param>

3873 </data>

3874 </define>

§ 8.3.1, “Referencing Table Cells”, sub-section “Cell Range
Address”, schema fragment, p. 197

{The following text amends one line of the definition of the pattern “cellRangeAddress” (line 3877 of the
amended schema) into the normative Relax-NG schema as reproduced in this section.}

3875 <define name="cellRangeAddress">

3876 <data type="string">

3877 <param name="pattern">($? ([*\. "I+['"([*"T1"D)+"))2\.$?2[A-Z]+S2[0-9]+(:
3878 ($S2 ([ N\, "I+ L[""]11 ") +"))2\.$2[A-Z2]+$2[0-9]+) ?</param>

3879 </data>

3880 </define>

§ 8.5.2, “Calculation Settings”, sub-section “Null Date”, schema
fragment, p. 209

{The following text amends one line of the definition of the pattern “table-null-date” (line 4185 of the amended
schema) into the normative Relax-NG schema as reproduced in this section.}

4177 <define name="table-null-date">

4178 <element name="table:null-date">
4179 <optional>
4180 <attribute name="table:value-type" a:defaultValue="date">
4181 <ref name="valueType"/>
4182 </attribute>
4183 </optional>
4184 <optional>
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4185 <attribute name="table:date-value—tyee"
4186 a:defaultValue="1899-12-30">
4187 <ref name="date"/>

4188 </attribute>

4189 </optional>

4190 <empty/>

4191 </element>

4192  </define>

§ 8.10, “DDE Links”, following paragraph 1, p. 254

{The following text inserts a new paragraph.}

See section 12.6 for the use of DDE connections.

§ 9.1.3, “Layer”, schema fragment, p. 269

{The following text replaces one line with six new lines in the definition of the pattern “draw-layer” (lines 5858-
5863 of the amended schema) into the normative Relax-NG schema as reproduced in this section.}

5855 <define name="draw-layer">

5856 <element name="draw:layer">

5857 <ref name="draw-layer-attlist"/>
et

5858 <optional>

5859 <ref name="svg-title"/>

5860 </optional>

5861 <optional>

5862 <ref name="svg-desc"/>

5863 </optional>

5864 </element>

5865 </define>

§ 9.1.3, “Layer”, following schema fragment, p. 269

{The following text inserts a new paragraph.}

The <draw:layer> element may contain the following elements:

§ 9.1.4, “Drawing Pages”, sub-section “ID”, schema fragment,
p- 272

{The following text amends one line (line 5958 of the amended schema) in the definition of pattern “draw-
page-attlist” in the normative Relax-NG schema, as reproduced in this section.}

5958 <define name="draw-page-attlist"_combine="interleave">

5959 <optional>

5960 <attribute name="draw:id">
5961 <ref name="ID"/>

5962 </attribute>

5963 </optional>

5964 </define>
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§ 9.1.4, “Drawing Pages”, following sub-section “ID”, p. 272

{The following text inserts a new sub-section, including reproduction of a new pattern definition “draw-page-
attlist” (lines 5965-5971 of the amended schema) inserted into the normative Relax-NG schema.}

Navigation Order

The draw:nav-order attribute defines a logical navigation sequence for the graphical elements included in
the page. Its value is a sequence of unique IDREFs. If this optional attribute is present, it must include all
graphic elements not contained within a <draw:g> element. This attribute should reflect the intentional

ordering of graphics as set by the document author.

5965 <define name="draw-page-attlist" combine="interleave">

5966 <optional>

5967 <attribute name="draw:nav-order">
5968 <ref name="IDREFS"/>

5969 </attribute>

5970 </optional>

5971 </define>

§ 9.2.1, “Rectangle”, schema fragment, p. 274

{The following text inserts seven new lines in the definition of the pattern “draw-rect” (lines 5999-6005 of the
amended schema) in the Relax-NG normative schema}

5993 <define name="draw-rect">

5994 <element name="draw:rect">

5995 <ref name="draw-rect-attlist"/>

5996 <ref name="common-draw-position-attlist"/>
5997 <ref name="common-draw-size-attlist"/>

5998 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
5999 <ref name="common-draw-caption-id-attlist"/>
6000 <optional>

6001 <ref name="svg-title"/>

6002 </optional>

6003 <optional>

6004 <ref name="svg-desc"/>

6005 </optional>

6006 <optional>

6007 <ref name="office-event-listeners"/>
6008 </optional>

6009 <zeroOrMore>

6010 <ref name="draw-glue-point"/>

6011 </zeroOrMore>

6012 <ref name="draw-text"/>

6013 </element>

6014 </define>

§ 9.2.1, “Rectangle”, paragraph 2, p. 274

The attributes that may be associated with the <draw: rect> element are:
+ Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15.
+ Text anchor, table background, draw end position — see section 9.2.16.

« Round corners

Documents
16 © ISO/IEC 2012 Alhtights, Fesemvedng Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

§ 9.2.1, “Rectangle”, following paragraph 2, p. 274
{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:rect> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.2, “Line”, schema fragment, pp. 274-275

{The following text inserts seven new lines in the definition of the pattern “draw-line” (lines 6026-6032 of the
amended schema) in the Relax-NG normative schema}

6022 <define name="draw-line">

6023 <element name="draw:line">

6024 <ref name="draw-line-attlist"/>

6025 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6026 <ref name="common-draw-caption-id-attlist"/>
6027 <optional>

6028 <ref name="svg-title"/>

6029 </optional>

6030 <optional>

6031 <ref name="svg-desc"/>

6032 </optional>

6033 <optional>

6034 <ref name="office-event-listeners"/>
6035 </optional>

6036 <zeroOrMore>

6037 <ref name="draw-glue-point"/>

6038 </zeroOrMore>

6039 <ref name="draw-text"/>

6040 </element>

6041 </define>

§ 9.2.2, “Line”, paragraph 2, p. 275

The attributes that may be associated with the <draw: 1ine> element are:

« Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15.
» Text anchor, table background, draw end position— see section 9.2.16.

«  Start point

* End point
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§ 9.2.2, “Line”, following paragraph 2, p. 275

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:1ine> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.3, “Polyline”, schema fragment, p. 275

{The following text inserts seven new lines in the definition of the pattern “draw-polyline” (lines 6065-6071 of
the amended schema) in the Relax-NG normative schema}

6058 <define name="draw-polyline">

6059 <element name="draw:polyline">

6060 <ref name="common-draw-points-attlist"/>
6061 <ref name="common-draw-position-attlist"/>
6062 <ref name="common-draw-size-attlist"/>
6063 <ref name="common-draw-viewbox-attlist"/>
6064 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6065 <ref name="common-draw-caption-id-attlist"/>
6066 <optional>

6067 <ref name="svg-title"/>

6068 </optional>

6069 <optional>

6070 <ref name="svg-desc"/>

6071 </optional>

6072 <optional>

6073 <ref name="office-event-listeners"/>
6074 </optional>

6075 <zeroOrMore>

6076 <ref name="draw-glue-point"/>

6077 </zeroOrMore>

6078 <ref name="draw-text"/>

6079 </element>

6080 </define>

§ 9.2.3, “Polyline”, paragraph 2, p. 276

The attributes that may be associated with the <draw:polyline> element are:
» Position, Size, View box, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15
+ Text anchor, table background, draw end position — see section 9.2.16

* Points
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§ 9.2.3, “Polyline”, following paragraph 2, p. 276

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:polvline> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.3, “Points”, paragraph 1, p. 276

The s+sdraw:points attribute stores a sequence of points, which are connected by straight lines. Each
point consists of two coordinates. The coordinates are separated by a comma and the points are separated by
white spaces.

§ 9.2.4, “Polygon”, schema fragment, p. 276

{The following text inserts seven new lines in the definition of the pattern “draw-polygon” (lines 6093-6099 of
the amended schema) in the Relax-NG normative schema}

6086 <define name="draw-polygon">

6087 <element name="draw:polygon">

6088 <ref name="common-draw-points-attlist"/>
6089 <ref name="common-draw-position-attlist"/>
6090 <ref name="common-draw-size-attlist"/>
6091 <ref name="common-draw-viewbox-attlist"/>
6092 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6093 <ref name="common-draw-caption-id-attlist"/>
6094 <optional>

6095 <ref name="svg-title"/>

6096 </optional>

6097 <optional>

6098 <ref name="svg-desc"/>

6099 </optional>

6100 <optional>

6101 <ref name="office-event-listeners"/>
6102 </optional>

6103 <zeroOrMore>

6104 <ref name="draw-glue-point"/>

6105 </zeroOrMore>

6106 <ref name="draw-text"/>

6107 </element>

6108 </define>

§ 9.2.4, “Polygon”, paragraph 2, p. 276

The attributes that may be associated with the <draw:polygon> element are:
« Position, Size, View box, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15
« Text anchor, table background, draw end position — see section 9.2.16

* Points — see section 9.2.3
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§ 9.2.4, “Polygon”, following paragraph 2, p. 276

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:polvgon> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.5, “Regular Polygon”, schema fragment, pp. 276-277

{The following text inserts seven new lines in the definition of the pattern “draw-regular-polygon” (lines 6115-

6121 of the amended schema) in the Relax-NG normative schema}

6109 <define name="draw-regular-polygon">

6110 <element name="draw:regular-polygon">

6111 <ref name="draw-regular-polygon-attlist"/>
6112 <ref name="common-draw-position-attlist"/>
6113 <ref name="common-draw-size-attlist"/>

6114 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6115 <ref name="common-draw-caption-id-attlist"/>
6116 <optional>

6117 <ref name="svg-title"/>

6118 </optional>

6119 <optional>

6120 <ref name="svg-desc"/>

6121 </optional>

6122 <optional>

6123 <ref name="office-event-listeners"/>
6124 </optional>

6125 <zeroOrMore>

6126 <ref name="draw-glue-point"/>

6127 </zeroOrMore>

6128 <ref name="draw-text"/>

6129 </element>

6130 </define>

§ 9.2.5, “Regular Polygon”, paragraph 2, p. 277

The attributes that may be associated with the <draw:regular-polygon> element are:

« Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15

+ Text anchor, table background, draw end position — see section 9.2.16
+ Concave
+ Corners

*  Sharpness
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§ 9.2.5, “Regular Polygon”, following paragraph 2, p. 277

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:regular-polygon> element are:

e Title (short accessible name) — see section 9.2.20.

e Long description (in support of accessibilit

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.6, “Path”, schema fragment, p. 278

— see section 9.2.20.

{The following text inserts seven new lines in the definition of the pattern “draw-path” (lines 6161-6167 of the

amended schema) in the Relax-NG normative schema}

6154 <define name="draw-path">

6155 <element name="draw:path">

6156 <ref name="common-draw-path-data-attlist"/>
6157 <ref name="common-draw-position-attlist"/>
6158 <ref name="common-draw-size-attlist"/>

6159 <ref name="common-draw-viewbox-attlist"/>
6160 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6161 <ref name="common-draw-caption-id-attlist"/>
6162 <optional>

6163 <ref name="svg-title"/>

6164 </optional>

6165 <optional>

6166 <ref name="svg-desc"/>

6167 </optional>

6168 <optional>

6169 <ref name="office-event-listeners"/>
6170 </optional>

6171 <zeroOrMore>

6172 <ref name="draw-glue-point"/>

6173 </zeroOrMore>

6174 <ref name="draw-text"/>

6175 </element>

6176 </define>

§ 9.2.6, “Path”, paragraph 2, p. 278

The attributes that may be associated with the <draw:path> element are:

» Position, Size, View box, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15

+ Text anchor, table background, draw end position — see section 9.2.16

 Path data
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§ 9.2.6, “Path”, following paragraph 2, p. 278

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:path> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.7, “Circle”, schema fragment, p. 279

{The following text inserts seven new lines in the definition of the pattern “draw-circle” (lines 6189-6195 of the
amended schema) in the Relax-NG normative schema}

6182 <define name="draw-circle">

6183 <element name="draw:circle">

6184 <ref name="draw-circle-attlist"/>

6185 <ref name="common-draw-circle-ellipse-attlist"/>
6186 <ref name="common-draw-position-attlist"/>
6187 <ref name="common-draw-size-attlist"/>

6188 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6189 <ref name="common-draw-caption-id-attlist"/>
6190 <optional>

6191 <ref name="svg-title"/>

6192 </optional>

6193 <optional>

6194 <ref name="svg-desc"/>

6195 </optional>

6196 <optional>

6197 <ref name="office-event-listeners"/>
6198 </optional>

6199 <zeroOrMore>

6200 <ref name="draw-glue-point"/>

6201 </zeroOrMore>

6202 <ref name="draw-text"/>

6203 </element>

6204 </define>

§ 9.2.7, “Circle”, paragraph 2, p. 279

The attributes that may be associated with the <draw:circle> element are:
» Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15
« Text anchor, table background, draw end position — see section 9.2.16

»  Center point

+ Radius
+  Kind
+ Startangle
« Endangle
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§ 9.2.7, “Circle”, following paragraph 2, p. 279

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:circle> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.8, “Ellipse”, schema fragment, p. 281

{The following text inserts seven new lines in the definition of the pattern “draw-ellipse” (lines 6255-6261 of

the amended schema) in the Relax-NG normative schema}

6248 <define name="draw-ellipse">

6249 <element name="draw:ellipse">

6250 <ref name="common-draw-circle-ellipse-attlist"/>
6251 <ref name="draw-ellipse-attlist"/>

6252 <ref name="common-draw-position-attlist"/>
6253 <ref name="common-draw-size-attlist"/>

6254 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6255 <ref name="common-draw-caption-id-attlist"/>
6256 <optional>

6257 <ref name="svg-title"/>

6258 </optional>

6259 <optional>

6260 <ref name="svg-desc"/>

6261 </optional>

6262 <optional>

6263 <ref name="office-event-listeners"/>
6264 </optional>

6265 <zeroOrMore>

6266 <ref name="draw-glue-point"/>

6267 </zeroOrMore>

6268 <ref name="draw-text"/>

6269 </element>

6270 </define>

§ 9.2.8, “Ellipse”, paragraph 2, p. 281

The attributes that may be associated with the <draw:ellipse> element are:

+ Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15

+ Text anchor, table background, draw end position — see section 9.2.16
» Center point, Kind, Start angle, End angle — see section 9.2.7

« Radius
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§ 9.2.8, “Ellipse”, following paragraph 2, p. 281
{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:ellipse> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.9, “Connector”, schema fragment, p. 282

{The following text inserts seven new lines in the definition of the pattern “draw-connector” (lines 6285-6291 of
the amended schema) in the Relax-NG normative schema}

6281 <define name="draw-connector">

6282 <element name="draw:connector">

6283 <ref name="draw-connector-attlist"/>

6284 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6285 <ref name="common-draw-caption-id-attlist"/>
6286 <optional>

6287 <ref name="svg-title"/>

6288 </optional>

6289 <optional>

6290 <ref name="svg-desc"/>

6291 </optional>

6292 <optional>

6293 <ref name="office-event-listeners"/>
6294 </optional>

6295 <zeroOrMore>

6296 <ref name="draw-glue-point"/>

6297 </zeroOrMore>

6298 <ref name="draw-text"/>

6299 </element>

6300 </define>

§ 9.2.9, “Connector”, paragraph 2, p. 282

The attributes that may be associated with the <draw: connector> element are:
« Style, Layer, Z-Index, ID and Caption ID — see section 9.2.15

» Text anchor, table background, draw end position — see section 9.2.16

«  Type

»  Start position

» Start shape

»  Start glue point

* End position

Documents
24 © ISO/IEC 2012 Alhtights, Fesemvedng Hub

Full document details: ISO_IEC 26300_2006_AMD1_2012


http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012
http://avadocuments2026.com/doc/iso-iec-26300-2006-amd1-2012

ISO/IEC 26300:2006/Amd.1:2012(E)

* End shape
* End glue point

¢ Line skew

§ 9.2.9, “Connector”, following paragraph 2, p. 282

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:connector> element are:

« Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

¢ Event listeners — see section 9.2.21.

*  Glue points — see section 9.2.19.

e« Text— see section 9.2.17.

§ 9.2.10, “Caption”, schema fragment, p. 285

{The following text inserts seven new lines in the definition of the pattern “draw-caption” (lines 6382-6388 of

the amended schema) in the Relax-NG normative schema}

6376 <define name="draw-caption">

6377 <element name="draw:caption">

6378 <ref name="draw-caption-attlist"/>

6379 <ref name="common-draw-position-attlist"/>
6380 <ref name="common-draw-size-attlist"/>

6381 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6382 <ref name="common-draw-caption-id-attlist"/>
6383 <optional>

6384 <ref name="svg-title"/>

6385 </optional>

6386 <optional>

6387 <ref name="svg-desc"/>

6388 </optional>

6389 <optional>

6390 <ref name="office-event-listeners"/>
6391 </optional>

6392 <zeroOrMore>

6393 <ref name="draw-glue-point"/>

6394 </zeroOrMore>

6395 <ref name="draw-text"/>

6396 </element>

6397 </define>

§ 9.2.10, “Caption”, paragraph 2, p. 285

The attributes that may be associated with the <draw: caption> element are:

+ Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15

+ Text anchor, table background, draw end position — see section 9.2.16
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+  Caption point

* Round corners

§ 9.2.10, “Caption”, following paragraph 2, p. 285

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:caption> element are:

» Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.
« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.11, “Measure”, schema fragment, p. 286

{The following text inserts seven new lines in the definition of the pattern “draw-measure” (lines 6419-6425 of
the amended schema) in the Relax-NG normative schema}

6415 <define name="draw-measure">

6416 <element name="draw:measure">

6417 <ref name="draw-measure-attlist"/>

6418 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6419 <ref name="common-draw-caption-id-attlist"/>
6420 <optional>

6421 <ref name="svg-title"/>

6422 </optional>

6423 <optional>

6424 <ref name="svg-desc"/>

6425 </optional>

6426 <optional>

6427 <ref name="office-event-listeners"/>
6428 </optional>

6429 <zeroOrMore>

6430 <ref name="draw-glue-point"/>

6431 </zeroOrMore>

6432 <ref name="draw-text"/>

6433 </element>

6434 </define>

§ 9.2.11, “Measure”, paragraph 2, p. 286

The attributes that may be associated with the <draw:measure> element are:

« Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15
+ Text anchor, table background, draw end position — see section 9.2.16

»  Start position

* End position
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§ 9.2.11, “Measure”, following paragraph 2, p. 286
{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:measure> element are:

e Title (short accessible name) — see section 9.2.20.

« Long description (in support of accessibility) — see section 9.2.20.

« Event listeners — see section 9.2.21.

e Glue points — see section 9.2.19.

e« Text — see section 9.2.17.

§ 9.2.12, “Control”, schema fragment, p. 287

{The following text inserts seven new lines in the definition of the pattern “draw-control” (lines 6457-6463 of
the amended schema) in the Relax-NG normative schema}

6451 <define name="draw-control">

6452 <element name="draw:control">

6453 <ref name="draw-control-attlist"/>

6454 <ref name="common-draw-position-attlist"/>
6455 <ref name="common-draw-size-attlist"/>

6456 <ref name="common-draw-shape-with-text-and-styles-attlist"/>
6457 <ref name="common-draw-caption-id-attlist"/>
6458 <optional>

6459 <ref name="svg-title"/>

6460 </optional>

6461 <optional>

6462 <ref name="svg-desc"/>

6463 </optional>

6464 <zeroOrMore>

6465 <ref name="draw-glue-point"/>

6466 </zeroOrMore>

6467 </element>

6468 </define>

§ 9.2.12, “Control”, paragraph 2, p. 287

The attributes that may be associated with the <draw:control> element are:
+ Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15.
» Text anchor, table background, draw end position — see section 9.2.16

*  Control

§ 9.2.12, “Control”, following paragraph 2, p. 287

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:control> element are:

» Title (short accessible name) — see section 9.2.20.
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e Long description (in support of accessibility) — see section 9.2.20.

e Glue points — see section 9.2.19.

§ 9.2.13, “Page Thumbnail”, schema fragment, p. 287

{The following text inserts seven new lines in the definition of the pattern “draw-page-thumbnail” (lines 6481-
6487 of the amended schema) in the Relax-NG normative schema}

<define name="draw-page-thumbnail">
<element name="draw:page-thumbnail">

<ref name="draw-page-thumbnail-attlist"/>
<ref name="common-draw-position-attlist"/>
<ref name="common-draw-size-attlist"/>
<ref name="presentation-shape-attlist"/>
<ref name="common-draw-shape-with-styles-attlist"/>
<ref name="common-draw-caption—-id-attlist"/>

<optional>

<ref name="svg-title"/>

</optional>

<optional>

<ref name="svg-desc"/>

</optional>

llll»/t
</element>
</define>

§ 9.2.13, “Page Thumbnail”, paragraph 2, p. 288

The attributes that may be associated with the <draw:page-thumbnail> element are:

« Position, Size, Style, Layer, Z-Index, ID, Caption ID and Transformation — see section 9.2.15.
+ Text anchor, table background, draw end position — see section 9.2.16

+ Presentation class — see section 9.6.1:Class

* Page number

§ 9.2.13, “Page Thumbnail”, following paragraph 2, p. 288

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:page-thumbnail> element are:
» Title (short accessible name) — see section 9.2.20.

» Long description (in support of accessibility) — see section 9.2.20.

§ 9.2.14, “Grouping”’, schema fragment, p. 288

{The following text inserts seven new lines in the definition of the pattern “draw-g” (lines 6505-6511 of the
amended schema) in the Relax-NG normative schema}
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6497 <define name="draw-g">

6498 <element name="draw:g">

6499 <ref name="draw-g-attlist"/>

6500 <ref name="common-draw-z-index-attlist"/>
6501 <ref name="common-draw-name-attlist"/>

6502 <ref name="common-draw-id-attlist"/>

6503 <ref name="common-draw-style-name-attlist"/>
6504 <ref name="common-text-spreadsheet-shape-attlist"/>
6505 <ref name="common-draw-caption-id-attlist"/>
6506 <optional>

6507 <ref name="svg-title"/>

6508 </optional>

6509 <optional>

6510 <ref name="svg-desc"/>

6511 </optional>

6512 <optional>

6513 <ref name="office-event-listeners"/>
6514 </optional>

6515 <zeroOrMore>

6516 <ref name="draw-glue-point"/>

6517 </zeroOrMore>

6518 <zeroOrMore>

6519 <ref name="shape"/>

6520 </zeroOrMore>

6521 </element>

6522 </define>

§ 9.2.14, “Grouping”, paragraph 2, p. 288

The attributes that may be associated with the <draw: g> element are:
» Style, Z-Index, ID and Caption ID — see section 9.2.15.
« Text anchor, table background, draw end position — see section 9.2.16

¢ Position

§ 9.2.14, “Grouping”, following paragraph 2, p. 288

{The following text inserts a new paragraph.}

The elements that may be contained in the <draw:g> element are:
» Title (short accessible name) — see section 9.2.20.

» Long description (in support of accessibility) — see section 9.2.20.
¢ Event listeners — see section 9.2.21.
*  Glue points — see section 9.2.19.

« Drawing shapes.
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