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INFORMATION TECHNOLOGY -
UPNP DEVICE ARCHITECTURE -

Part 17-1: Quality of Service Device Control Protocol —
Level 3 — Quality of Service Architecture

FOREWORD

1) ISO (International Organization for Standardization) and IEC (International Electrotechnical Commission) form the
specialized system for worldwide standardization. National bodies that are members of ISO or IEC participate in
the development of International Standards. Their preparation is entrusted to technical committees; any ISO and
IEC member body interested in the subject dealt with may participate in this preparatory work. International
governmental and non-governmental organizations liaising with ISO and IEC also participate in this preparation.

2) In the field of information technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.
Draft International Standards adopted by the joint technical committee are circulated to national bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the national bodies casting a vote.

3) The formal decisions or agreements of IEC and ISO on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has representation
from all interested IEC and ISO member bodies.

4) IEC, ISO and ISO/IEC publications have the form of recommendations for international use and are accepted
by IEC and ISO member bodies in that sense. While all reasonable efforts are made to ensure that the
technical content of IEC, ISO and ISO/IEC publications is accurate, IEC or ISO cannot be held responsible for
the way in which they are used or for any misinterpretation by any end user.

5) In order to promote international uniformity, IEC and ISO member bodies undertake to apply IEC, ISO and
ISO/IEC publications transparently to the maximum extent possible in their national and regional publications.
Any divergence between any ISO/IEC publication and the corresponding national or regional publication
should be clearly indicated in the latter.

6) 1SO and IEC provide no marking procedure to indicate their approval and cannot be rendered responsible for
any equipment declared to be in conformity with an ISO/IEC publication.

7) All users should ensure that they have the latest edition of this publication.

8) No liability shall attach to IEC or ISO or its directors, employees, servants or agents including individual experts
and members of their technical committees and IEC or ISO member bodies for any personal injury, property
damage or other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees)
and expenses arising out of the publication of, use of, or reliance upon, this ISO/IEC publication or any other IEC,
ISO or ISO/IEC publications.

9) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

10) Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights.

International Standard ISO/IEC 29341-17-1 was prepared by UPnP Forum Steering
committee?, was adopted, under the fast track procedure, by subcommittee 25:
Interconnection of information technology equipment, of ISO/IEC joint technical committee 1:
Information technology.

The list of all currently available parts of the ISO/IEC 29341 series, under the general title
Information technology — UPnP device architecture, can be found on the IEC web site.

This International Standard has been approved by vote of the member bodies, and the voting
results may be obtained from the address given on the second title page.

1 UPnP Forum Steering committee, UPnP Forum, 3855 SW 153" Drive, Beaverton, Oregon 97006
“Introduction”. Lﬁb%iﬂﬁents
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IMPORTANT - The “colour inside” logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this publication using a colour printer.
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1 Introduction

This architecture document describes the motivation, use and interaction of the three
services that comprise version 3 of the UPnP-QoS Framework:

e The QosDevice:3 Service [QD:3],
e The QosPolicyHolder:3 Service [QPH:3], and

e The QosManager:3 Service [QM:3].

While UPnP-QoS defines three services (listed above), it does not define a new device type.
Since Quality of Service issues need to be solved for multiple usage scenarios, it is expected
that vendors could use any UPnP device as a container for the services defined by UPnP-
QoS.

The UPnP-QoS Framework is compliant with the UPnP Device Architecture version 1.0.

This document is INFORMATIVE. This document is derived from the specifications and it
does not describe what is required or optional. For required and optional functionalities, refer
to the service definition documents. When there is a conflict between this document and (one
of) the service definition documents, the latters prevail. This document avoids the words
must, should, and may. Implementers are therefore referred to the appropriate service
definition documents for requirements.

Definitions for terms used in this document can be found in [QM:3].

1.1 Versions of the UPnP-QoS Specifications

There are currently three versions of UPnP-QoS.
UPnP-QoS version 1 defines a framework for policy-based prioritized QoS.

UPnP-QoS version 2 extends the version 1 framework with
e A rotameter service to measure network performance and assist in the diagnosis of
network problems, and

e A mechanism to indicate a QosPolicyHolder Service that will be used by the QosManager
Service

UPnP-QoS version 3 extends the version 2 framework with

e Support for Admission Control,

e A mechanism to support a Preferred QosPolicyHolder Service,

e A way to configure the policy in the QosPolicyHolder Service.

This document describes UPnP-QoS version 3, please refer to the version 2 [QA:2] or version
1 [QA:1] architecture documents for more information on those versions.

1.2 Informative References

[Annex_G] —IEEE 802.1D-2004, Annex G, IEEE Standard for Information technology -
Telecommunications and information exchange between systems - IEEE standard for local
and metropolitan area networks - Common specifications - Media access control (MAC)
Bridges, 2004.

[XML] - Extensible Markup Language (XML) 1.0 (Second Edition), T. Bray, J.Paoli, C. M.
Sperberg-McQueen, E Maler, eds. W3C Recommendations, 6 October 2000. ADwumentS
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http://www.w3.0rg/TR/2000/REC-xml|-20001006 Latest version available at:
http://www.w3.0rg/TR/REC-xml/

[QM:1] - UPNnP QosManager:1 Service Document, Available at:
http://www.upnp.org/standardizeddcps/documents/UPnP_Qos_Managerl_000.pdf

[QM:2] - UPnP QosManager:2 Service Document, Available at:
http://lwww.upnp.org/specs/qos/UPnP-qos-QosManager-v2-Service-20061016.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosManager-v2-Service.pdf

[QM:3] - UPNnP QosManager:3 Service Document, Available at:
http://www.upnp.org/specs/qos/UPnP-qos-QosManager-v3-Service-20081130.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosManager-v3-Service.pdf

[QD:1] - UPnP QosDevice:1 Service Document Available at:
http://www.upnp.org/standardizeddcps/documents/UPnP_Qos_Devicel 000.pdf

[QD:2] - UPNnP QosDevice:2 Service Document Available at:
http://www.upnp.org/specs/qos/UPnP-qos-QosDevice-v2-Service-20061016.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-gqos-QosDevice-v2-Service.pdf

[QD:3] - UPnP QosDevice:3 Service Document Available at:
http://www.upnp.org/specs/qos/UPnP-qos-QosDevice-v3-Service-20081130.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosDevice-v3-Service.pdf

[QDA:3] — UPnP QosDevice:3 Underlying Technology Interface Addendum Available at:
http://www.upnp.org/specs/qos/UPnP-gos-QosDevice-v3-Addendum-20081130.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosDevice-v3-Addendum.pdf

[QPH:1] - UPnP QosPolicyHolder:1  Service Document Available  at:
http://www.upnp.org/standardizeddcps/documents/UPnP_Qos_Policy Holderl.pdf

[QPH:2] - UPnP QosPolicyHolder:2  Service Document Available  at:
http://www.upnp.org/specs/qos/UPnP-qos-QosPolicyHolder-v2-Service-20061016.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosPolicyHolder-v2-
Service.pdf

[QPH:3] - UPnP QosPolicyHolder:3  Service Document Available  at:
http://www.upnp.org/specs/qos/UPnP-qos-QosPolicyHolder-v3-Service-20081130.pdf Latest
version available at: http://www.upnp.org/specs/qos/UPnP-qos-QosPolicyHolder-v3-
Service.pdf

[AV]- UPNnP AV  Architecture:l Document version 1.0 Available  at:

http://www.upnp.org/specs/av/UPnP-av-AVArchitecture-v1-20020625.pdf.

[DEVICE] - UPnP  Device Architecture, version 1.0. Available  at:
http://www.upnp.org/specs/arch/UPnP-arch-DeviceArchitecture-v1.0-20060720.pdf Latest
version available at: http://www.upnp.org/specs/arch/UPnP-arch-DeviceArchitecture-v1.0.pdf

[DSCP] — IETF RFC 2474, Definition of the Differentiated Services Field (DS Field) in the
IPv4 and IPv6 Headers, K. Nichols et al., December 1998. Available at:
http://www.ietf.org/rfc/rfc2474.txt

[RFC3339] — Date and Time on the Internet: Timestamps, G. Klyne et al., July 2002.
Available at: http://www.ietf.org/rfc/rfc3339.txt
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[RFC3927] — Dynamic Configuration of IPv4 Link-Local Addresses. S. Cheshire et al., May
2005. Available at: http://www.ietf.org/rfc/rfc3927.txt

[MoCA 1.0] — MoCA Mac/Phy Specification v1.0 2006.
[MoCA 1.1] - MoCA Mac/Phy Specification v1.1 Extensions 2007.
[HPAV] — HPAV HomePlug AV Specification Version 1.1.00.

[CDS:1] — UPnP AV ContentDirectory Service Definition document version 1.0. Available at:
http://lwww.upnp.org/standardizeddcps/documents/ContentDirectoryl.0.pdf Latest version
available at:

[CDS:2] — UPNnP AV ContentDirectory Service Definition document version 2.0. Available at:
http://www.upnp.org/specs/av/UPnP-av-ContentDirectory-v2-Service.pdf Latest version
available at: http://www.upnp.org/specs/av/UPnP-av-ContentDirectory-v2-Service-
20060531.pdf

[QA:1] - UPnP-QoS Architecture version 1.0 Available at:
http://www.upnp.org/standardizeddcps/documents/UPnP_QoS_Architecturel.pdf

[QA:2] - UPnP-QoS Architecture version 2.0 Available at:
http://www.upnp.org/specs/qos/UPnP-qos-Architecture-v2-20061016.pdf Latest version
available at: http://www.upnp.org/specs/qos/UPnP-gos-Architecture-v2.pdf

2 Architecture Overview
This clause provides an overview of UPnP-QoS v3.

2.1 Scope

The UPnP-QoS specifications are designed with a network in mind that consists of a single IP
subnet. Therefore routing between devices in the network is out of scope for UPnP-QoS.

The UPnP-QoS specifications support QoS setup for all traffic streams and UPnP-AV traffic
streams in particular. The UPnP-QoS specifications also support QoS management on the
LAN for traffic streams originating from or terminating in a WAN.

2.2 Assumptions

UPnP-QoS starts from the basic assumption that a typical UPnP network is heterogeneous in
its Admission Mechanisms. Obviously, a homogeneous Admission Mechanism is also
accommodated.

2.3 Architecture Summary

This clause is a brief overview of the UPnP-QoS Architecture. In Clause 3 more details are
provided on the high-level architecture. Clause 4 describes and illustrates the key concepts.
Clause 5 presents the three services in detail and Clause 6 provides details on the
interaction between Control Points and the services.

UPnP-QoS defines three services. These are the QosPolicyHolder Service [QPH:3], the
QosManager Service [QM:3] and the QosDevice Service [QD:3]. All three services are shown
in Figure 1. In this figure, the numbers in parenthesis indicate the order in which the UPnP-
QoS actions are invoked.
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To illustrate the relationships of various UPnP-QoS components, an example scenario with a
simple sequence of setup steps is described below. The detailed operations are described in
Clause 6.

Fundamentally, UPnP-QoS manages the QoS for a traffic stream that flows between a source
and a sink device. A traffic stream is viewed as a uni-directional flow from a source device to
a sink device, possibly passing through intermediate devices.

In the interaction described in this clause, a Control Point application is assumed to have the
knowledge of source, sink and content characteristics to be streamed, along with the
content’s Traffic Specification (TSPEC). The Control Point constructs a TrafficDescriptor
structure and requests a QosManager Service on the UPnP network to setup QoS for a traffic
stream (step 1). The Control Point in the QosManager Service (from hereon referred to as
QoS Manager) requests the QosPolicyHolder Service (step 2) to provide appropriate policy
for the traffic stream described by the TrafficDescriptor structure (step 3). Based on this
policy, the QoS Manager configures the QosDevice Service(s) for establishing the QoS for
the new traffic stream (step 4).

Set Policy QosPolicyHolder
> Service
Traffic Descriptor (2) Traffic Policy (3)
Con'trol Request QoS (1)
Point \_, QosManager
Service
S
raffic Descriptor (4)
QosDevice Sservice QosDevice Service QosDevice Service
: Layer 2 Layer 2 Layer 2
Tl'affIC. 802.3 /802.11 802.3/802.11 802.3 /802.11
Descriptor Device Device Device
converted to
specific ‘ ‘ T
Layer 2 QoS s Traffic S Traffic
Streams ® Streams
Source Intermediate Sink

Figure 1 — UPnP-QoS Architecture Overview

The QosPolicyHolder Service provides traffic policy for the UPnP network on which it resides.
It is used to set the importance of a traffic stream by returning a TrafficlmportanceNumber
and a UserlmportanceNumber (these are elements of the TrafficPolicy structure).

For requests for prioritized streams, the TrafficDescriptor structure containing the
TrafficlmportanceNumber is conveyed to QosDevice Service(s) by the QoS Manager and is
used by the QosDevice Service to derive the technology specific L2 priority.

The internal mechanism used by the QosDevice Service for applying the
TrafficlmportanceNumber is L2 technology specific and is out of scope.
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For requests to admit streams, the TrafficDescriptor structure containing the TSPEC is
conveyed to the QosDevice Service(s) by the QoS Manager and is used by the QosDevice
Service to request admission and possibly a reservation of resources in accordance with the
requested TSPEC. If the admission fails because there are insufficient resources, the
preferred QosPolicyHolder Service (see Clause 5.1.4) can be consulted to determine the
UserlmportanceNumber for every Blocking UPnP stream. These numbers are used to rank
Blocking traffic streams and to determine whether a new traffic stream can be admitted at the
expense of existing Blocking traffic streams. The process of taking away resources from
existing traffic streams to admit a new traffic streams based on their ranking is called
preemption.

3 Architecture

3.1 Policy-based QoS

Policy-based QoS provides a way to assign priority for traffic streams and is also the basis
for preemption.

A policy-based QoS system allows an individual or entity to define rules, based on traffic
characteristics and to manage the traffic’'s QoS in the context of the policy system. These
rules are then applied to the characteristics of a request to determine the QoS applied. The
rules utilize characteristics such as network address or application type.

The QosPolicyHolder Service provides the mechanism for classifying and ranking traffic
streams according to information provided with the action to request QoS for a particular
traffic stream. The type of information provided in the TrafficDescriptor structure includes,
among other items, traffic class (best-effort, video, voice, etc.), the source and destination IP
addresses for the stream, the TSPEC structure, application name, username, etc. The
QosPolicyHolder Service examines the information provided in the TrafficDescriptor structure
and returns the importance, in the form of a TrafficPolicy structure.

3.2 Types of QoS

UPnP-QoS supports three types of QoS: Prioritized QoS, Parameterized QoS and Hybrid
QoS. Prioritized QoS is the default. Prioritized QoS means end-to-end prioritized QoS.
Parameterized QoS requests that network resources are reserved for a traffic stream end-to-
end. If there is a non-parameterized QoS technology on the path, then parameterized QoS is
not possible end-to-end on the entire path. Hybrid QoS addresses this issue. A request for
Hybrid QoS is a request for parameterized QoS on QoS Segments that support
parameterized QoS and prioritized QoS on other QoS Segments. If a Hybrid QoS admission
fails on a parameterized QoS Segment then Hybrid QoS is not established and an explicit
request for Prioritized QoS could be attempted by the Control Point. Note that a request for
Hybrid QoS can also fail on a prioritized QoS Segment.

3.2.1 Prioritized QoS

This clause describes the interaction between the services for a request for prioritized QoS.
Figure 2 illustrates the interaction. First the Control Point composes a request to the
QosManager Service based, for instance, on the information in the ContentDirectory Service
[CDS:1]. Then the control point invokes the QM:RequestTrafficQos() action.

The QoS Manager collects information from the various QosDevice Services in the network. It
obtains path information, with the QD:GetPathInformation() action or other QoS related
information with the OD:GetExtendedQosState() action.

The TrafficlmportanceNumber is determined by the QosPolicyHolder Service and returned
following the QPH:GetTrafficPolicy() request. Based on the information available in the traffic

descriptor (in particular Traffic Class) the QosPolicyHolder Service prﬁ%eéu%eents
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TrafficlmportanceNumber. In the case where the QosPolicyHolder Service cannot be used,
TrafficlmportanceNumber is determined by the QoS Manager using default policies.

The QoS Manager communicates with the QD:SetupTrafficQos() and QD:AdmitTrafficQos()
actions to the QosDevice Services with a TrafficDescriptor structure containing a
TrafficlmportanceNumber consistent with the QoS Policy. The following diagram depicts the
sequence of messaging for the setting up QoS for a given traffic stream.

The mapping of the TrafficimportanceNumber to the priority tag value used for the layer-2
network is dependent on the particular L2 technology. The TrafficilmportanceNumber has
been defined to be consistent with the IEEE 802.1D, Annex G, so it is expected to be a
one-to-one mapping from the TrafficilmportanceNumber to the priority tag value.

UPnP CDS Control Point QosManager QosPolicyHolder QosDevice

CDS:Browse()} i

RequestTrafficQos(}

GetPathln'formation(z
I
GetExtendelonsStatefz
1

GetTrafficPolicy(} i
AdmitTrafficQos() / Setup TrafficQos(}

This diagram is an example
(e.g. Browse() is opticnal).

This example does not address error cases
and assumes all actions are successful.

e

———————_Y____ Y ~ ___________

Figure 2 — An Example Interaction Diagram for RequestTrafficQos() action for
prioritized QoS setup.

3.2.2 Parameterized QoS

This clause describes the interaction between the services for a request for Parameterized
QoS. Figure 3 illustrates the interaction for admission only, whereas Figure 4 includes the
interaction for additional QoS Manager capabilities such as preemption and reporting of
blocking streams.

In response to a request for Parameterized QoS, the QoS Manager identifies the QosDevice
Services on the path. The QoS Manager also identifies the QoS Segments. Further details
are provided in Clause 6.

The QoS Manager attempts to admit the traffic descriptor to the QosDevice Services on the
path of the traffic stream using the most preferred TSPEC in the list.

In admitting a TrafficDescriptor for a certain TSPEC, the QoS Manager decomposes the end-
to-end TSPEC parameters to per-QoS Segment parameters. The QoS Manager subsequently
invokes the AdmitTrafficQos() action on the QosDevice Service(s) on each QoS Segment.
The QosDevice Service will in turn invoke the appropriate Admission Mechanisms to request
resources on the underlying L2 Technology.

If admission fails for the TrafficDescriptor, then the RequestTrafficQos() action fails at any

QosDevice, Service. If the QosManager Service supports reporting of blocking traffic streams

and/or preemption and if the Control Point has requested the use of these capabilities using

the RequestExtendedTrafficQos() action, then: (1) the QoS Manager gathers the i

about the blocking traffic streams; (2) the QosManager invokes *hewgggments
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QosPolicyHolder Service to determine the importance order of these existing traffic streams
in relation to the new traffic stream; (3) The gathered information is reported to a Control
Point.

The Control Point can use this information to inform the user about the state of the network.

UPnP CDS Control Point QosManager QosPolicyHolder QosDevice

I
CDS:Browse(} :
]

e

[}
I
: RequestTrafficQos
I
I

GetPathinformation(}
]

GetExtende'onsStateﬂ
1
AdmitTrafficQos(}

This diagram is an example
(e.g. Browse() is optional).

This example does not address error cases
and assumes all actions are successful.

This example only shows requests and does
not show responses.

.

e Y Y ___________

Figure 3 — An Example Interaction Diagram for RequestTrafficQos() (without
preemption).

UPnP CDS Control Point QosManager QosPolicyHolder QosDevice

RequestExtendedTrafficQos(}

GetPathinformation(}
GetExtendéonsStateﬂ

AdmitTrafficQos()

GetExtendéonsStateﬂ
I
GetListOFTi rafﬁcPoIicies(. }
»

ReleaseAamitteons(z
I
AdmitTrafficQos()

This diagram is an example
(e.g. Browse() is optional).

Y

N

These actions comprise the
preemption. They follow the
failure of AdmitTrafficQos()

=

7
e ¥ _ v ____vw____ Y Y Y~ ___________

Figure 4: An Example Interaction Diagram for RequestExtendedTrafficQos() with
preemption capability.
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