INTERNATIONAL ISO/IEC
STANDARD 29341-20-13

First edition
2017-09

Information technology — UPnP
Device Architecture —

Part 20-13:
Audio video device control protocol —
Level 4 — Rendering control service

Technologies de l'information — Architecture de dispositif UPnP —

Partie 20-13: Protocole de contréle de dispositif audio-vidéo —
Niveau 4 — Service de contréle de rendu

Reference number
ISO/IEC 29341-20-13:2017(E)

Documents

Document Sharing Hub
© ISO/IEC 2017

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

COPYRIGHT PROTECTED DOCUMENT

© ISO/IEC 2017, Published in Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401
CH-1214 Vernier, Geneva, Switzerland
Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org

wwise.ore Documents
.. Document Sharing Hub
11 © ISO/IEC 2017 - All rights reserved

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

CONTENTS
T o3 0 1 o 1
A o o Yo VYo ' o PP 1
1.2 MURIFINPUL DBVICES .uiiniiiiiii e et e e e e e e et r e e et e eeanenns 1
N Lo g AV L= I =Y =T (=T o Lo = S 1
Terms, definitions, symbols and abbreviations ...........cccooiiii e, 4
3.1 ProViSIONING TEIIMS L.ouit it ettt 4
i SYMOIS e 5
N [o] £= YKo T o F 3=V Ko I @F0Y o AVZ=Y o Ko ] 1= 5
0 R o ) - £ o] PPN 5
ot R B - L = B 1Y/ 011 PP 5
4.1.2 Strings Embedded in Other Strings.......cccovviiiiiiiii 6
4.1.3 Extended BackusS-NaUr FOIMM .. .....iiiiiiiiiiii e 6
A B 1= V7= T B T - W 1Y/ o 1= 7
421 SUMIMAIY ottt ettt et ettt et e ettt ea et et e et et e e 7
4.2.2 GOV LIS S ittt 7
4.3 Management of XML Namespaces in Standardized DCPS...........ccocoviiiiiiiiiiiniennnn, 8
4.3.1 Namespace Prefix ReEQUIrEMENTS........coiiiiiiii e 12
4.3.2 Namespace Names, Namespace Versioning and Schema Versioning........ 13
4.3.3 Namespace Usage EXamples ... 15
4.4  Vendor-defined EXIENSIONS ....coiiiii e 15
4.4.1 Vendor-defined ACION NAMES .....c.iviiiiiiiiii e 15
4.4.2 Vendor-defined State Variable Names ..........ccoooiiiiii, 15
4.4.3 Vendor-defined XML Elements and attributes...............c.cooeiiiiiiiiiinnnenn, 16
4.4.4 Vendor-defined Property NamesS.......coooiiiiiiiii e 16
Service Modeling DefiNitioNS ... i 16
B L S BIVICE T P ittt 16
5.2 StAte Variables ..o 17
5.2.1 State Variable OVerVIEW ....c.oeiiiiii e 17
5.2.2 LASTCNANGE ciuitiiiiii it 20
5.2.3 PreSetNaAMELISt oo e 23
5.2.4  BIIONtNESS ottt 23
TS T O] | = 1 PP 23
5.2.8 SAIDNESS ittt 23
5.2.7  REAVIAEOGAIN . iuiiuit it ei et e 23
A T €] £ =Y A VA e [ =Y o C 7= 11 o 23
5.2.9  BlUBVIAEOGAIN 1 utuiinitiiit it e et et e e r e et 24
5.2.10 RedVideoBIaCKLEVEl ..ciuieiei i e 24
5.2.11 GreenVideoBIlaCKLeVel ... 24
5.2.12 BlUueVideoBIlaCKLEVel . ..o 24
A I I 0o ] (o] ol =T 001 0 T=1 7= L 11 = 24
5.2.14 HOIZONtAIKEYSTONE ..uiuiiie i e e 24
5.2.15 VertiCalKBY SIOME . vt it e 25
I S T Y [ (= PP 26
B.2. 07 NV OlUMIE it 26
B5.2.18 VOIUMED B ot e e 26
5.2.19  LOUANESS ..vrvevereceeeeseceseeeeseseeeeetes e oo Documents
© ISO/IEC 2017 — All rights reserved Documentiéharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

5.2.20 AllowedTransformSettingS ...uueueuie et 27
5.2.21 TranSfOrmM S eItiNgS . oue e iiii e e 30
5.2.22 AllowedDefaultTransformSettingsS .....vviviiiiiiiii e, 31
5.2.23 DefaultTransformMSetlingS ..o iu e e e e 31
5224 A ARG TYPE Channel ..ccciiuiiiiiiiiii e 32
5225 A ARG TYPE INStANCEID .. iuiuitiiiiiii et e e e e e 32
5226 A ARG _TYPE PreSetName .ccociiiiiiiiii it e e e e 32
5227 A ARG TYPE DeVICEUDN ..ttt 32
5228 A ARG TYPE SeIVICETY P titiiiiiiiiiii e et e et e et e e e e et eneenaes 32
5229 A ARG TYPE SeIVICEID .iuititiiii i 33
5.2.30 A_ARG_TYPE_ StateVariableValuePairs...........cooovviiiiiiiiiiiiiiiinc e, 33
5.2.31 A ARG _TYPE StateVariableLiSt......cccviiiiiiiiiiiii e, 33
5.2.32 Relationships between State Variables ...........c.ccoviiiiiiiiicic e, 33
5.3  Eventing and MoOeration .......cc.oiuiiiiiiii e 34
5.3.1 Eventing and Moderation OVEIVIEW...........ocuiiuiiiiiiiiiii e 34
5.3.2  EVENE MOAEL ... i 36
S S o 0 o 1= 36
L0 0t Y A o3 4 o I @ A=Y V7T 1t 36
B.4.2 LISt IESEES () iriiiii it e 39
543 SElECIPIES () ittt 39
o A 1= 4 = o | 1 =T (S 40
5.45  SetBIgNtNESS() cueninitieiiiiiiie e e 40
Lo I Y= (O 1 = = () 41
L S A Y < (O 0] 111 &= F () PP 41
548  GlSNaAIDNESS() ettt ittt e 42
B5.4.9 SElSNAIDMESS() tueutuititittii e e e 42
5410 GetREedVIdEOGAIN() cuiuiritieiiite ettt a e 43
5.4.11 SetRedVidEOGAIN() tuueutruiurinitiietrit ettt et e e et e e e r e e e e e e et e e e e e 43
5412 GetGreenVideOGaN(). . e ee et eet e et et e e e 44
5.4.13 SetGreenVideOGaIN() ueeueereututeeenit et et ettt e et ieeren et ee et enear e earenaenanns 45
5.4.14 GetBlIUEVIAEOGAIN() «ovueiuinenititiiee et et et e e e e e e e e e e e e e e aaenens 45
5.4.15 SetBlUBVIAEOGAIN() . uiu ittt e et e a e 46
5.4.16 GetRedVideoBIaCKLEVEI() .i.iuiuiiiiiii i 46
5.4.17 SetRedVideoBlaCKLEVEI() i it 47
5.4.18 GetGreenVideoBIaCKLEVEI() «uvvuiriiriiiii et 47
5.4.19 SetGreenVideoBlaCKLEeVel(). ..ooviiii i 48
5.4.20 GetBlueVideoBIacKkLeVel() .. 48
5.4.21 SetBlueVideoBlaCKLEeVel() c.uuuiiiiiiii e 49
5.4.22 GetColorTemMPEIratUIE() «uovieieir ittt et e e e e aens 50
5.4.23 SetColorTemMPEratUrE() .. ce e e e eeee ettt et iet e et e e r e et e e e et e e e areneenenns 50
5.4.24 GetHOrizontalKeYStONE() ciueririiiiiiiiie e 51
5.4.25 SetHOrzontalKeyStONE (). it ittt e 51
5.4.26 GetVertiCalKeYSIONE() «uvvuiuie ittt e et et e e e e e e 52
5.4.27 SetVertiCalKeYSIONE(). ittt e e 52
5428  GIMULE() teuvntnitietitii e ettt e e 53
5.4.29  SEIMULE () et uinitit ittt e e e 54
Lo T O I Y= Y ] 1110 1= 54
5.4.31 StV OIUME () ettt e e 55
5.4.32 GetVOIUMEDB() . .iveiveeeeeeeeeeeeeeeeeee e ee e e e, Documents
iv © ISO/IEC 2017 Al "ghtﬁ)ﬁ%ﬁ'ﬁé\ﬁ?gharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

5.4.33 SetVOIUMEDB() tiueuitiinttiiteie e et e e et e e e e et e e r e e et e 56
5.4.34 GetVolUMEDBRANGE() ttutuiutettitiiiiet ettt e et e e e e e e e e e aaanens 57
B5.4.35 Gl OUANMESS() teuinitititii ittt et e e 57
B5.4.36 SEtLOUANESS() teuruitititieiiie ettt e et 58
5.4.37 GetStateVariableS (). oo 59
5.4.38 SetStateVariableS() ..iou i 59
5.4.39 GetAllowedTransSformMS() .o u it e 60
5.4.40 GetTranS OIS (). u ettt e e e 61
o R Y - o I =Y 1] 0 0 S () 62
5.4.42 GetAllowedDefaultTranSformsS() . e i 62
5.4.43 GetDefaultTranSfOrmMS() . v e e e 63
5.4.44 SetDefaultTransSformMS() oo e e 64
5.4.45 GetAllAvailableTransformMs() ..o er i ieiiii i 65
5.4.46 Relationships BEtWEEN ACHIONS ......ciuiiiiiiii e 65
5.4.47 CommON ErrOr COUES ... i e 66
B XML ServiCe DESCIIPIION ottt e e 66
2 1= T S 83
Annex A (informative) Theory of Operation.........oooiiiiii e 84
AL MUREINPUL DBVICES ouiiteii e et e e e e e e e e e e e eneans 84
A = 1T = PPN 85
A.3 Controlling the Display of Visual Content............ccooiiiiiiiiii e 85
A4 Controlling AUdIOo CONTENT ....cuiii i e aaea e 86
AL D TTANS OIS L e s 88
A.5.1 Retrieving TransfOrmMS ... e 88
A.5.2 Get Allowed Transforms from an instance.............cooooiiiiiiicciiic e 89
A.5.3  Setting TranSfOrmMS ..o 91
A.5.4 Retrieving Current values of the Transforms ............cocoiiiiiiiiiicens 91
A.5.5 Querying and setting default values for a Transform ................cocociiiiiianis 92
Annex B (normative) Pre-defined Transforms ... 94
I YU 1 =V 94
0 0 = 110 o e 96
B3 REUE Y ittt e 96
o Yo ] 97
B.4.1 Additional units for the Zoom Transform ...........coooiiiiiiiiiiiiiiiice e, 97
2 ST o [0 170 1= Y1 = | 98
B.5.1 Additional units for the HorizontalPan Transform.................ccocoiiiiinnen. 98
S V=T g oF=1 | =1 o PRSPPI 99
B.6.1 Additional units for the VerticalPan Transform..............coocooiiiiiiiiinnnn. 100
S A 10 0 F= Vo 1Y BTy o] K= NV I 10T PP 101
B.8 1mageTranSitioNEffECIS .oviuiiriiiii i 102
B.O  EQUAIIZATION ..ttt 102
O I = = Vg Vo | o 20 20 103
B.10.1 Additional units for the BandEqg [XX] [YY] Transform .............cccoeeennnnen. 104
B.11 SpeakerConfiQUIation ....oo.iu i e e 104
B.12 OUutputSelection [NAME] c.iuuiiiiiie i e e e e e e e e e eneens 105
S N U [ [ o I 7= Yo €Y =Y L= o {0 o P 106
2 0 @ [0 Y =Y o [ @ Y o)1 4o 11T PSS 107
B. L5 SUD I .t e Docdﬁﬁents
© ISO/IEC 2017 — All rights reserved Document $haring Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

2 I OV 1Y = VAN 1o | = 109
A T 109
B.18 ComponentIinfOSEIECHION .. .cuivii i e 110
B.19O 3D S e tiNgS B D S BN . ettt ittt ettt e et e e 111
B.20 3D S eltiNgS 2D S BN .ttt ittt ittt et 113
B.21 Legacy compatible transforms........cooiiiiiii 113
B.21.1 Volume [Channel] e e 113
B.21.2 VolumeDB [Channel]. ..o i 114
B.21.3 MULE [CNANNEI] et e 114
B.21.4 Loudness [Channel] ..ccocoiuiriii i e 115
B.21.5 BrIONIN S S cen ittt 116
B.21.6 S A PSS ettt 116
B.21.7 L0 1 = 117
B.21.8 =10 VAT [T T T T P 117
B.21.9 GreeNVIdEOG AN .. vueiiit et 117
B.21.10  BlUEVIAEOGAIN .ttt ittt e e e 118
B.21.11 RedVideoBIlaCKLEVEl . ....ociieiiiii 118
B.21.12 GreenVideoBIaCKLEVE....oiuiie it 119
B.21.13 BIlueVideoBIacKkLEVEl .....covuiiiii e 119
0 N I S O o] [0 I =Y 0 0] 0 Y=1 = L (U | = PP 120
B.21.15 HOrNZONtalKEYSIONE ... uii i e 120
B.21.16  VertiCalKBY SO . ittt e 121
Annex C (informative) Bibliography ..o 122
Documents
Vi © ISO/IEC 2017 Al "ghtﬁ)ﬁ‘iﬁ'ﬁé\ﬁ?gharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

List of Tables

LI L oL oI A =1 NN @ o =T = L o 1 7
Table 2 — CSV EXAMPIES ..o e 8
Table 3 — Namespace DefiNitioNS ... e 9
Table 4 — Schema-related INfOrmMation.........cooiiiiiii e 11
Table 5 — Default Namespaces for the AV Specifications...........ccoovviviiiiiiiii e 13
Table 6 — State Variables ... 17
Table 7 — allowedValueRange for Brightness ... e 18
Table 8 — allowedValueRange fOr CONIraSt.....ivuiuiiiiii e e 18
Table 9 — allowedValueRange fOr SNarPNESS ..vuiuiriiii i 18
Table 10 — allowedValueRange for RedVide0Gain........cuvuiiiniiiiiiiiiii e 18
Table 11 — allowedValueRange for GreenVide0GaiN ....c.oeuiuiiniiiiiiiii e 18
Table 12 — allowedValueRange for BlUEVIdEOGaIN .. .cuiiuiiiiiiicii e ee e 18
Table 13 — allowedValueRange for RedVideoBlackLevel ......coviiiiiiiiiiiiec e 19
Table 14 — allowedValueRange for GreenVideoBIlackLevel ......couviiiiiiiiiiiiicece e 19
Table 15 — allowedValueRange for BlueVideoBlackLevel ... 19
Table 16 — allowedValueRange for ColorTEMPEIAtUIE ....vvuiviieiiii e ee e e e e 19
Table 17 — allowedValueRange for HorizontalKeyStONEe ....vvvieiiiiiiiii i eee e 19
Table 18 — allowedValueRange for VerticalKeyStone .........cvvuiviiiiiiiiiie e 19
Table 19 — allowedValueRange for VOIUME ..o e 19
Table 20 — allowedValueRange for VOIUMEDB ........oiiiiiiee e 19
Table 21 — allowedValueList for A ARG TYPE Channel....ccoccoeuiiiiiiiiinini e 20
Table 22 — allowedValueList for A_ ARG TYPE PresetName.....ccocovviiiiiieiiiieieeeeeeeenas 20
Table 23 — Allowed values for the unit attribute. ..o, 29
Table 24 — Allowed values for the scalle attribute. ... 29
Table 25 — Predefined Names of Some CommOonN PreSets ... 32
Table 26 — EVENt MOAEIAtION ....uitiii et e e ans 35
TADIE 27 —— ACTIONS ...t 37
Table 28 — Arguments for LISTPTIESEIS() «.uuuinirin i e 39
Table 29 — Error Codes for LISTPIESEIS() wuuuuiririiiii et e e e e ees 39
Table 30 — Arguments for SElECIPIESEI() .uuuuiriie it e 39
Table 31 — Error Codes for SeleCtPreSel() . i i 40
Table 32 — Arguments for GetBrightNeSS(). . u e iu it 40
Table 33 — Error Codes for GetBrightneSS() . . et een it ees 40
Table 34 — Arguments for SetBrightNESS() .ouuurin it 40
Table 35 — Error Codes for SetBrightneSS() ueie it 41
Table 36 — Arguments for GetCONTIAST() .. uueurin it eaa e 41
Table 37 — Error Codes for GEtCONIIAST() . uuuiririiiie ettt e e ees 41
Table 38 — Arguments for SELCONIIAST() vvvvniriie et e e e e e 41
Table 39 — Error Codes for SetCONrast() «.vvu e e 42
Table 40 — Arguments for GetShArPNESS() «euuueuenitiiii e eae e 42
Table 41 — Error Codes for GetSharpNeSS() «eueeiu et g ees 42
Documents
© ISO/IEC 2017 — All rights reserved Documeni’@haring Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

Table 42 — Arguments for SEtSharPNESS() . uuurin it et e e e e e e 43
Table 43 — Error Codes for SetSharPNeSS() et e e e 43
Table 44 — Arguments for GetRedVIidEOGaIN() .. uuiriniein i anas 43
Table 45 — Error Codes for GetRedVideOGaIN() . uuuuuueuiriiiiiiiei et ees 43
Table 46 — Arguments for SEtRedVIidEOGaAIN() «vuuvurrinrerie it re e e e e 44
Table 47 — Error Codes for SetRedVideOGaIN() evuerrenreiniiitiieri e e ee e e e e e eeneanas 44
Table 48 — Arguments for GetGreenVideOGaiN() «.u. e e et eaa e 44
Table 49 — Error Codes for GetGreenVideOGaIN() «vvueeeeeeieien e eitneiieineineeneeneennenraaneaneanees 44
Table 50 — Arguments for SetGreenVideOGaIN() ..uuevueureerenitie it e re e e e reaeeeaeeneanas 45
Table 51 — Error Codes for SetGreenVideOGaiN()  euueu e ee ettt eeiaeee et eee e treeneneeneieenaanas 45
Table 52 — Arguments for GetBIUeViIidEOGaIN() «.vutruiniuinieit et anas 45
Table 53 — Error Codes for GetBIUeVIdEOGAIN() «uuuiuueririitiiiiiei et e e ae e ees 46
Table 54 — Arguments for SetBlUEVIAEOGAIN() vuuvuiriueeree ittt ere e e e e e e eneenas 46
Table 55 — Error Codes for SetBlueVide0GaiN() «.oveeurereereiiiieii e e e e 46
Table 56 — Arguments for GetRedVideoBIaCKLEVEI() ..ueureieiiiii e 46
Table 57 — Error Codes for GetRedVideoBIackLeVel() ..uuviuvieiiiniiiiiiiiieiieee e 47
Table 58 — Arguments for SetRedVideoBIaCKLEVEI() . iuviuiiiiiiieii i 47
Table 59 — Error Codes for SetRedVideoBlackLeVvel() ..o vvivi i 47
Table 60 — Arguments for GetGreenVideoBIlacKLEeVel() ..ot 48
Table 61 — Error Codes for GetGreenVideoBlackLevel() «ouovv e 48
Table 62 — Arguments for SetGreenVideoBIackLEeVEel() «vuvuviriieiiiiiii e 48
Table 63 — Error Codes for SetGreenVideoBlackLevel() ..ocv i 48
Table 64 — Arguments for GetBlueVideoBlackLevel()..ooovviiii i 49
Table 65 — Error Codes for GetBlueVideoBIackLeVel(). oo v 49
Table 66 — Arguments for SetBlueVideoBlackLevel() ....oviviiiiiiiii e 49
Table 67 — Error Codes for SetBlueVideoBIlackLeVvel() oo 50
Table 68 — Arguments for GetColorTEMPETATUIE() cvuvuerir it iieie e e e e e e e e e 50
Table 69 — Error Codes for GetColorTemMpPerature() «.oeuee e eenien e ieirere e ens 50
Table 70 — Arguments for SetColorTemMPErature() ... ee e eeien e 50
Table 71 — Error Codes for SetColorTempPerature() «v.oe e e 51
Table 72 — Arguments for GetHorizontalKeyStONE() «uueviriiirii i 51
Table 73 — Error Codes for GetHorizontalKeyStone() «..vvuveiieiineeiiiiiiinei e 51
Table 74 — Arguments for SetHorizontalKeystone() «.oe.ve i 52
Table 75 — Error Codes for SetHorizontalKeyStoNe() . .eeeeuieieniiiieiii e 52
Table 76 — Arguments for GetVerticalKeyStONE() cvuviuiriiriiiit i e e e 52
Table 77 — Error Codes for GetVerticalKeyStone() ...t 52
Table 78 — Arguments for SetVerticalKeyStONE() «.uvuueeeiriiiiiiii e 53
Table 79 — Error Codes for SetVerticalKeyStoNe() «.vuiuee it 53
Table 80 — Arguments fOr GEIMUIE() ..vueuiriiiii e e e e e e e e e e e 53
Table 81 — Error Codes for GEMULE() «.uuuiueriiiiie et ees 53
Table 82 — Arguments fOr SEIMULE() «.ovueuieitii e 54
Table 83 — Error Codes for SEEMULE() «.vuieiuieieii et eae e 54
Table 84 — Arguments for GetVOIUME() «.vvieiriiiiii e Doeuﬁ‘ients
viii © ISO/IEC 2017 — /il "ghﬁo(ﬁﬁﬁé\ﬁ?gharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

Table 85 — Error Codes for GetVOIUME() ..uuiuieiiiii e 55
Table 86 — Arguments for SEEVOIUME() .. .. vuiriiiiie e 55
Table 87 — Error Codes for SetVOIUME (). . e aas 55
Table 88 — Arguments for GetVolUMEDB()...uiuiiuiiiitiiiee e e e e e eae e 56
Table 89 — Error Codes for GetVolumeEDB(). .. uuuiuuieuiieiiiiiiiiee e 56
Table 90 — Arguments for SEtVOIUMEDB() ..uuiuuiuiinii e 56
Table 91 — Error Codes for SetVolumMeEDB() «.uiu it 57
Table 92 — Arguments for GetVolUMEDBRANGE () ueturutrireeitieeiiitetietee et ieeaieteeeteeneeneaeeneanas 57
Table 93 — Error Codes for GetVolumeDBRANGE() .uuuuuirniriiiieiieieiiere e 57
Table 94 — Arguments fOr GEeILOUANESS() ovuuiruirniiniieii et ees 58
Table 95 — Error Codes for GetLOUANESS() «eurutuenitiaten ettt e e anas 58
Table 96 — Arguments for SEILOUANESS() vvuvuiriiniietiiie et e e e e e e e e e e ene e 58
Table 97 — Error Codes for SEtLOUANESS() «uueruirriuniineiiiiiieiii e ees 58
Table 98 — Arguments for GetStateVariablesS() ..o 59
Table 99 — Error Codes for GetStateVariableS() ..o 59
Table 100 — Arguments for SetStateVariableS() ...ouiviiii i 60
Table 101 — Error Codes for SetStateVariableS() ..oo.vee i 60
Table 102 — Arguments for GetAllowedTranSformMS() . .. v 61
Table 103 — Error Codes for GetAllowedTranSforms() . oc. e 61
Table 104 — Arguments for GetTranSTOrMS() ... iriiiiii e e 61
Table 105 — Error Codes for GetTranSformMS(). ... e 61
Table 106 — Arguments for SetTranSfOrmMS() ....vu e 62
Table 107 — Error Codes for SetTranSfOrmMS() vveve e e ens 62
Table 108 — Arguments for GetAllowedDefaultTransSforms() .v.oevveveveevee e 63
Table 109 — Error Codes for GetAllowedDefaultTransforms() ....covvevvveiiiiiiiiiin e 63
Table 110 — Arguments for GetDefault TransformMs() . ... eeieieiii e 63
Table 111 — Error Codes for GetDefaultTranSformsS() ... e eeeiiiiiner e 64
Table 112 — Arguments for SetDefaultTransSformMsS() vvuvveeveririi e e 64
Table 113 — Error Codes for SetDefaultTransforms() «v.vvevevieveeii e 65
Table 114 — Arguments for GetAllAvailableTransforms() ......oeeeiieieiii e 65
Table 115 — Error Codes for GetAllAvailableTransforms() ..o eeviiiniieieereeee e 65
Table 116 — COMMON EITOr COUES .. iuuiiniiiii ittt e e 66
Table B.1 — Pre-defined TransformS. .. ..o e 95
Table B.2 — Recommended properties for ROtation ..o 96
Table B.3 — allowedValueRange for ROtAtION.......ocuiiiiii i 96
Table B.4 — Recommended properties for REAEYE.....cvvuiiiiii e 96
Table B.5 — allowedValueList for REAEYE .....ouiiniiiiiii e 96
Table B.6 — Recommended properties for Z0OM .. ..o 97
Table B.7 — allowedValueRange for ZOOM ......iiu it 97
Table B.8 — Alternative properties for Z0OM ......cuiriiiii e 98
Table B.9 — allowedValuelList for Zoom pre-defined values ...........cooveiiiiiiiiiiiiiiini e 98
Table B.10 — Recommended properties for HorizontalPan ...........c.ovviiiiiiiiiiiii e 98
Table B.11 — allowedValueRange for HorizontalPan ........cccoovvviiiiiiiiniienceceeeean Doeu.ﬁqents
© ISO/IEC 2017 — All rights reserved DocumentiSharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

Table B.12 — Alternative properties for HorizontalPan (percentage unit)...........cccoeeveivvvennnnns 99
Table B.13 — allowedValueRange for HorizontalPan (percentage unit) ..........cc.coveviveennnnen. 99
Table B.14 — Alternative properties mm for HorizontalPan ...........coooiviiiiiiiiiiii e 99
Table B.15 — allowedValueRange for HorizontalPan (IMM) .....evvieiiiiiiie e eeaeaaas 99
Table B.16 — Recommended properties for VerticalPan ........cccovvvvviiiiiiiiiiiiiicene e 100
Table B.17 — allowedValueRange for VertiCalPan .........coovuiiiiiiiiiiiiie e 100
Table B.18 — Alternative properties for VerticalPan (percentage unit).............ocoeveveennenne. 100
Table B.19 — allowedValueRange for VerticalPan (percentage unit) .............c.oceevevenennnnnn. 101
Table B.20 — Alternative properties for VerticalPan (mm unit) .........ccoeviviiiiiiiiieineiienenennns 101
Table B.21 — allowedValueRange for VerticalPan (Mm Unit)..........cooeieiiiiiiiiniinineeen, 101
Table B.22 — Recommended properties for ImageDisplayTime. .....cocovviiiiiiiiiiiiieeennen 101
Table B.23 — allowedValueRange for ImageDisplayTime (SeC unit) .......cccovvveviiiieniineinannns 102
Table B.25 — allowedValuelList for ImageTransitionEffectS ......ccooviviiiiiiiiiiii, 102
Table B.26 — Recommended properties for EQUalization .........ccocoviviiiiiiiiiiiiieece, 102
Table B.27 — allowedValueList for EQUAaliZation ........cc.oeuieiiiiiiiii e 103
Table B.28 — Recommended properties for BandEg _[XX] [YY] . ooiiiiiiiiiiiiiiiceeeeeeeene 104
Table B.29 — allowedValueRange for each BandEgQ [XX] [Y Y] iiiiiiiiiiiiiiiiiii e 104
Table B.30 — Alternative properties for BandEq [XX] [YY] (Equalization volume unit)....... 104
Table B.31 — allowedValueRange for BandEqg [XX] [YY] (Equalization volume unit) ......... 104
Table B.32 — Recommended properties for SpeakerConfiguration...........coeceeiviiininininnnnnn. 105
Table B.33 — allowedValuelList for SpeakerConfiguration ........ccocovvviiniiiiiiiiiniiieeeeeeen, 105
Table B.34 — Transform names based on QutputSelection [Name] .......cocoeeeiiiiiiiiiiinnanne. 105
Table B.35 — Recommended properties for QutputSelection [Name].......cooceevivvinenienennnnnn. 106
Table B.36 — allowedValuelList for OutputSelection [Name].......coooviiieiiiiiiiiniiiiineeen, 106
Table B.37 — Recommended properties for AudioTrackSelection .......ccocvvveieiiiiiniiininnnnnn. 106
Table B.38 — allowedValuelList for AudioTrackSelection (language mode) ..........ccccoceenenen 106
Table B.39 — Alternative properties for AudioTrackSelection.......cocveviiviiiiiiiicie e 107
Table B.40 — allowedValuelList for AudioTrackSelection (track indication mode)................ 107
Table B.41 — Recommended properties for ClosedCaptioning.....cocvvevereiiieiiieiiieineieeinennes 107
Table B.42 — allowedValueList for ClosedCaptioning . ....oeueeeueeieieaiieeiieeee e eee e aaennes 107
Table B.43 — Alternative properties for ClosedCaptioning ...veeerireeeiiiieiiieiieieeneeeeaeennan 108
Table B.44 — allowedValuelList for ClosedCaptioning (indication mode)...........ccoceevvniennnns 108
Table B.45 — Recommended properties for Subtitle ..., 108
Table B.46 — allowedValueList for SUDLItIe ..o e 108
Table B.47 — Alternative properties for SUbtitle........cooviiiiii e 109
Table B.48 — allowedValuelList for Subtitle (track indication mode).............cccovvvviivininnnnnn. 109
Table B.49 — Recommended properties for CameraAngle .......coovoviiiiiiiiiiineeeen 109
Table B.50 — allowedValueList for CameraANgle ... .ot 109
Table B.51 — Recommended properties for PiP .......ccoiiiiiiii e 110
Table B.52 — allowedValueList fOr PiP.......cociiriiiii e 110
Table B.53 — Recommended properties for ComponentinfoSelection .........ccccovevveviiinnnnne. 110
Table B.54 — allowedValuelList for ComponentinfoSelection........cocoeviiiiiiiiiiiiieen 110
Table B.55 — Recommended properties for 3DSettingsS3DSCreen c..ocvvveeennieennennnn.d Doeu.ments
X © ISO/IEC 2017 — /il "ghﬁo(ﬁﬁ'ﬁé\ﬁ?gharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

Table B.56 — allowedValueList for 3DSettingS3DSCrEEN ..vuuvvuiiriiiiiieieee e 112
Table B.57 — Recommended properties 3DSettingS2DSCreeN ..vvveiiieriiiieieieeieeeeieennes 113
Table B.58 — allowedValueList for 3DSettiNngS2DSCIEEN «.cuivuiuienitiiaiie e aeanes 113
Table B.59 — Recommended properties for Volume _[Channel].......ccoocviiviiiiiiiiiiiniiiiicnenn, 114
Table B.60 — allowedValueRange for Volume _[Channell.......cocoviviiiiiiiiiiiiiicv e 114
Table B.61 — Recommended properties for VolumeDB [Channel]......cccoveveviiiiiniiiininnnnne. 114
Table B.62 — allowedValueRange for VolumeDB [Channel].......ooiiiiiiiiiiiiiiiiiieeen 114
Table B.63 — Recommended properties for Mute _[Channel].......ccccoevviiiiiiiiiiii e 115
Table B.64 — allowedValueList for Mute [Channel].......covvuviiiiiiiiiiiii e, 115
Table B.65 — Recommended properties for Loudness [Channel] ....ccocovovviiiiiiiiiiniiiinenennen 115
Table B.66 — allowedValueList for Loudness [Channel]......cocooiiiiiiiiiiiiiiieeeeen 116
Table B.67 — Recommended properties for Brightness .......cccoeviiiiiiiiiiicecneeeeeeeea 116
Table B.68 — allowedValueRange for BrightneSs .....cvviiiiiiiiiiice e 116
Table B.69 — Recommended properties for Sharpness .......coovviviiiiiiiiiii i, 116
Table B.70 — allowedValueRange for Sharpness .....cocuviiiiiiiiii e 116
Table B.71 — Recommended properties for CONtrast......cocvvvviiiiiiiiiiiie e 117
Table B.72 — allowedValueRange for CONTrast.....cuuiiiriiii e e e 117
Table B.73 — Recommended properties for RedVideoGain.......ccovvvuiiiieiiiiiiiiniinieeeeeen, 117
Table B.74 — allowedValueRange for RedVide0Gain ......ccovuiiuiiiiiiiiiie e 117
Table B.75 — Recommended properties for GreenVideoGain ......cccoeeviveiiiiiiiiiiiieniiieieeennn 118
Table B.76 — allowedValueRange for GreenVideoGain .....ovviveieiiiiiiiiie e e neeaeenen 118
Table B.77 — Recommended properties for BlueVideoGain ........c.veiuiiiiiiiiiiiiiiiiicieeen 118
Table B.78 — allowedValueRange for BlueVide0GaiN . .......covviiiiiiiiiiiiiiiei e ea 118
Table B.79 — Recommended properties for RedVideoBlackLevel .....cocovviiiiiiiiiiniiiicinennn, 119
Table B.80 — allowedValueRange for RedVideoBlackLevel ........ovviiiiiiiiiiiiiieiceeen 119
Table B.81 — Recommended properties for GreenVideoBlackLevel .........oocoiiiiiiiiiiinanne. 119
Table B.82 — allowedValueRange for GreenVideoBlackLevel......occocoviiiiiiiiiiiiiiiiciiceeen 119
Table B.83 — Recommended properties for BlueVideoBlackLevel........occovveiiiiiiiniiiiiiinennn. 120
Table B.84 — allowedValueRange for BlueVideoBlackLevel ........c.cooviiiiiiiiiiiiiiin, 120
Table B.85 — Recommended properties for ColorTemperature ........coveeeeiieieeiiinieneiieaiennen 120
Table B.86 — allowedValueRange for ColorTEMPEratUre ......vvueeiiiiiiiiie i eeene e aeeaes 120
Table B.87 — Recommended properties for HorizontalKeystone .......ccovovvvevieiiiieniiiicnennn 121
Table B.88 — allowedValueRange for HorizontalKeysStone ........ccocviviiieiiiiiiiiiiceeeeee, 121
Table B.89 — Recommended properties for VerticalKeystone ........cocvviiiiiiiiiiiiniieen 121
Table B.90 — allowedValueRange for VerticalKeyStonNe .....ouvviiiiiiiiiiiiiici e 121
Documents
© ISO/IEC 2017 — All rights reserved Document’@haring Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

List of Figures

Figure 1 — Horizontal KeYSTONE ......iuiii e e e aeens 25
Figure 2 — Vertical KeYSTONE ... .. e eas 26
Figure 3 — Relationship between Volume and VoIUmMeEDB .......ccoiiiiiiiiiiice e, 34
Figure 4 — Virtual INStances Of RCS .. . i e 84
Figure 5 — 6-channel Volume CONtrol .......c.iiuiiiii e 86

Figure 6 — Graphical presentation of an implementation of the 3D-2D-TopBottom
transform, in this case showing only the Top image of a 3D stream as a 2D image on
TNE 2D diSPIAY . ..t 111

Figure 7 — Graphical presentation of an implementation of the 3D-2D-SideBySide
transform, in this case showing only the Right image of a 3D stream as a 2D image on

1L =2 I I 1= ] = /75 111

Figure 8 — Graphical presentation of an implementation of the 3D-3D-TopBottom

L= 1] {0 0 2 PP 112

Figure 9 — Graphical presentation of an implementation of the 3D-3D-SideBySide

1L =T 1S3 (o] 1 1 VORI 112
Documents

xii © ISO/IEC 2017 /.l .‘gh@o[ﬁﬁ,ﬁéyﬁgharing Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

Foreword

ISO (the International Organization for Standardization) and IEC (the International
Electrotechnical Commission) form the specialized system for worldwide standardization.
National bodies that are members of ISO or IEC participate in the development of
International Standards through technical committees established by the respective
organization to deal with particular fields of technical activity. ISO and IEC technical
committees collaborate in fields of mutual interest. Other international organizations,
governmental and non-governmental, in liaison with ISO and IEC, also take part in the
work. In the field of information technology, ISO and IEC have established a joint technical
committee, ISO/IEC JTC 1.

The procedures used to develop this document and those intended for its further
maintenance are described in the ISO/IEC Directives, Part 1. In particular the different
approval criteria needed for the different types of document should be noted. This
document was drafted in accordance with the editorial rules of the ISO/IEC Directives,
Part 2 (see http://www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be
the subject of patent rights. ISO and IEC shall not be held responsible for identifying any
or all such patent rights. Details of any patent rights identified during the development of
the document will be in the Introduction and/or on the ISO list of patent declarations
received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users
and does not constitute an endorsement.

For an explanation on the voluntary nature of Standard, the meaning of the ISO specific
terms and expressions related to conformity assessment, as well as information about
ISO’s adherence to the WTO principles in the Technical Barriers to Trade (TBT) see the
following URL: Foreword - Supplementary information

ISO/IEC 29341-20-13 was prepared by UPnP Forum and adopted, under the PAS
procedure, by joint technical committee ISO/IEC]TC 1, Information technology, in
parallel with its approval by national bodies of ISO and IEC.

The list of all currently available parts of ISO/IEC 29341 series, under the general title
Information technology — UPnP Device Architecture, can be found on the ISO web site.
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Introduction

ISO and IEC draw attention to the fact that it is claimed that compliance with this document may
involve the use of patents as indicated below.

ISO and IEC take no position concerning the evidence, validity and scope of these patent rights. The
holders of -these patent rights have assured ISO and IEC that they are willing to negotiate licenses
under reasonable and non-discriminatory terms and conditions with applicants throughout the world. In
this respect, the statements of the holders of these patent rights are registered with ISO and IEC.

Intel Corporation has informed IEC and ISO that it has patent applications or granted patents.
Information may be obtained from:

Intel Corporation

Standards Licensing Department
5200 NE Elam Young Parkway
MS: JFS-98

USA — Hillsboro, Oregon 97124

Microsoft Corporation has informed IEC and ISO that it has patent applications or granted
patents as listed below:

6101499 / US; 6687755 / US; 6910068 / US; 7130895 / US; 6725281 / US; 7089307 / US;
7069312 / US; 10/783 524 /US

Information may be obtained from:

Microsoft Corporation
One Microsoft Way
USA — Redmond WA 98052

Philips International B.V. has informed IEC and ISO that it has patent applications or granted
patents.

Information may be obtained from:

Philips International B.V. — IP&S
High Tech campus, building 44 3A21
NL — 5656 Eindhoven

NXP B.V. (NL) has informed IEC and ISO that it has patent applications or granted patents.
Information may be obtained from:

NXP B.V. (NL)

High Tech campus 60

NL — 5656 AG Eindhoven

Matsushita Electric Industrial Co. Ltd. has informed IEC and ISO that it has patent
applications or granted patents.

Information may be obtained from:
Matsushita Electric Industrial Co. Ltd.

1-3-7 Shiromi, Chuoh-ku
JP — Osaka 540-6139
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Hewlett Packard Company has informed IEC and ISO that it has patent applications or
granted patents as listed below:

5956 487 / US; 6 170 007 / US; 6 139 177/ US; 6 529 936 / US; 6 470 339/ US; 6 571 388/
US; 6 205 466 / US

Information may be obtained from:

Hewlett Packard Company
1501 Page Mill Road
USA - Palo Alto, CA 94304

Samsung Electronics Co. Ltd. has informed IEC and ISO that it has patent applications or
granted patents.

Information may be obtained from:

Digital Media Business, Samsung Electronics Co. Ltd.
416 Maetan-3 Dong, Yeongtang-Gu,
KR — Suwon City 443-742

Huawei Technologies Co., Ltd. has informed IEC and ISO that it has patent applications or
granted patents.

Information may be obtained from:

Huawei Technologies Co., Ltd.

Administration Building, Bantian Longgang District
Shenzhen — China 518129

Qualcomm Incorporated has informed IEC and ISO that it has patent applications or granted
patents.

Information may be obtained from:

Qualcomm Incorporated
5775 Morehouse Drive
San Diego, CA — USA 92121

Telecom lItalia S.p.A.has informed IEC and ISO that it has patent applications or granted
patents.

Information may be obtained from:

Telecom lItalia S.p.A.

Via Reiss Romoli, 274

Turin - Italy 10148

Cisco Systems informed IEC and ISO that it has patent applications or granted patents.
Information may be obtained from:

Cisco Systems, Inc.

170 West Tasman Drive

San Jose, CA — USA 95134

Attention is drawn to the possibility that some of the elements of this document may be the subject of

patent rights other than those identified above. ISO and IEC shall not be held responsible for
identifying any or all such patent rights.
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Original UPnP Document

Reference may be made in this document to original UPnP documents. These references are
retained in order to maintain consistency between the specifications as published by ISO/IEC
and by UPnP Implementers Corporation and later by UPnP Forum. The following table
indicates the original UPnP document titles and the corresponding part of ISO/IEC 29341:

UPnP Document Title

UPNP Device Architecture 1.0

UPNP Device Architecture Version 1.0
UPNP Device Architecture 1.1

UPNP Device Architecture 2.0

UPNP Basic:1 Device

UPNP AV Architecture:1

UPNP AV Architecture:1

UPNnP AVTransport:1 Service

UPNP ConnectionManager:1 Service

UPnP ContentDirectory:1 Service

UPNnP RenderingControl:1 Service

UPnP MediaRenderer:1 Device

UPnP MediaRenderer:2 Device

UPNnP MediaServer:1 Device

UPNnP AVTransport:2 Service

UPnP AVTransport:2 Service

UPNP ConnectionManager:2 Service

UPNP ConnectionManager:2 Service

UPNP ContentDirectory:2 Service

UPNP RenderingControl:2 Service

UPNnP RenderingControl:2 Service

UPNP ScheduledRecording:1

UPNP ScheduledRecording:2

UPnP MediaRenderer:2 Device

UPnP MediaServer:2 Device

UPNP AV Datastructure Template:1

UPNP AV Datastructure Template:1

UPNP DigitalSecurityCamera:1 Device
UPNP DigitalSecurityCameraMotionlmage:1 Service
UPNP DigitalSecurityCameraSettings:1 Service
UPNP DigitalSecurityCameraStilllmage:1 Service
UPnP HVAC_System:1 Device

UPNP ControlValve:1 Service

UPnP HVAC_FanOperatingMode:1 Service
UPNP FanSpeed:1 Service

UPnP HouseStatus:1 Service

UPnP HVAC_SetpointSchedule:1 Service
UPnP TemperatureSensor:1 Service

UPNnP TemperatureSetpoint:1 Service
UPnP HVAC_UserOperatingMode:1 Service
UPnP HVAC_ZoneThermostat:1 Device

ISO/IEC 29341 Part
ISO/IEC 29341-1:2008
ISO/IEC 29341-1:2011
ISO/IEC 29341-1-1:2011
ISO/IEC 29341-1-2
ISO/IEC 29341-2
ISO/IEC 29341-3-1:2008
ISO/IEC 29341-3-1:2011
ISO/IEC 29341-3-10
ISO/IEC 29341-3-11
ISO/IEC 29341-3-12
ISO/IEC 29341-3-13
ISO/IEC 29341-3-2
ISO/IEC 29341-3-2:2011
ISO/IEC 29341-3-3
ISO/IEC 29341-4-10:2008
ISO/IEC 29341-4-10:2011
ISO/IEC 29341-4-11:2008
ISO/IEC 29341-4-11:2011
ISO/IEC 29341-4-12
ISO/IEC 29341-4-13:2008
ISO/IEC 29341-4-13:2011
ISO/IEC 29341-4-14
ISO/IEC 29341-4-14:2011
ISO/IEC 29341-4-2
ISO/IEC 29341-4-3
ISO/IEC 29341-4-4:2008
ISO/IEC 29341-4-4:2011
ISO/IEC 29341-5-1
ISO/IEC 29341-5-10
ISO/IEC 29341-5-11
ISO/IEC 29341-5-12
ISO/IEC 29341-6-1
ISO/IEC 29341-6-10
ISO/IEC 29341-6-11
ISO/IEC 29341-6-12
ISO/IEC 29341-6-13
ISO/IEC 29341-6-14
ISO/IEC 29341-6-15
ISO/IEC 29341-6-16
ISO/IEC 29341-6-17
ISO/IEC 29341-6-2
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UPnP BinaryLight:1 Device

UPnP Dimming:1 Service

UPNP SwitchPower:1 Service

UPnP DimmableLight:1 Device

UPNP InternetGatewayDevice:1 Device

UPnP LANHostConfigManagement:1 Service

UPnP Layer3Forwarding:1 Service
UPNP LinkAuthentication:1 Service
UPNnP RadiusClient:1 Service

UPnP WANCableLinkConfig:1 Service

UPnP WANCommoninterfaceConfig:1 Service

UPnP WANDSLLinkConfig:1 Service
UPnP WANEthernetLinkConfig:1 Service
UPnP WANIPConnection:1 Service
UPnP WANPOTSLIinkConfig:1 Service
UPnP LANDevice:1 Device

UPnP WANPPPConnection:1 Service
UPnP WLANConfiguration:1 Service
UPnP WANDevice:1 Device

UPnP WANConnectionDevice:1 Device

UPnP WLANAccessPointDevice:1 Device

UPNP Printer:1 Device

UPnP ExternalActivity:1 Service
UPNP Feeder:1.0 Service

UPNP PrintBasic:1 Service

UPnNP Scan:1 Service

UPNP Scanner:1.0 Device

UPNnP QoS Architecture:1.0
UPnNP QosDevice:1 Service
UPnP QosManager:1 Service
UPNP QosPolicyHolder:1 Service
UPnNP QoS Architecture:2

UPNP QosDevice:2 Service
UPnP QosManager:2 Service
UPNP QosPolicyHolder:2 Service
UPnP QOS v2 Schema Files
UPnP RemoteUIClientDevice:1 Device
UPnP RemoteUIClient:1 Service
UPnP RemoteUlServer:1 Service
UPnP RemoteUlServerDevice:1 Device
UPNP DeviceSecurity:1 Service
UPNP SecurityConsole:1 Service

ISO/IEC 29341-20-13:2017(E)

ISO/IEC 29341-7-1
ISO/IEC 29341-7-10
ISO/IEC 29341-7-11
ISO/IEC 29341-7-2
ISO/IEC 29341-8-1
ISO/IEC 29341-8-10
ISO/IEC 29341-8-11
ISO/IEC 29341-8-12
ISO/IEC 29341-8-13
ISO/IEC 29341-8-14
ISO/IEC 29341-8-15
ISO/IEC 29341-8-16
ISO/IEC 29341-8-17
ISO/IEC 29341-8-18
ISO/IEC 29341-8-19
ISO/IEC 29341-8-2
ISO/IEC 29341-8-20
ISO/IEC 29341-8-21
ISO/IEC 29341-8-3
ISO/IEC 29341-8-4
ISO/IEC 29341-8-5
ISO/IEC 29341-9-1
ISO/IEC 29341-9-10
ISO/IEC 29341-9-11
ISO/IEC 29341-9-12
ISO/IEC 29341-9-13
ISO/IEC 29341-9-2
ISO/IEC 29341-10-1
ISO/IEC 29341-10-10
ISO/IEC 29341-10-11
ISO/IEC 29341-10-12
ISO/IEC 29341-11-1
ISO/IEC 29341-11-10
ISO/IEC 29341-11-11
ISO/IEC 29341-11-12
ISO/IEC 29341-11-2
ISO/IEC 29341-12-1
ISO/IEC 29341-12-10
ISO/IEC 29341-12-11
ISO/IEC 29341-12-2
ISO/IEC 29341-13-10
ISO/IEC 29341-13-11

UPNP ContentDirectory:3 Service ISO/IEC 29341-14-12:2011
UPnP MediaServer:3 Device ISO/IEC 29341-14-3:2011
UPNP ContentSync:1 ISO/IEC 29341-15-10:2011
UPnP Low Power Architecture:1 ISO/IEC 29341-16-1:2011

UPnP LowPowerProxy:1 Service ISO/IEC 29341-16-10:2011
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UPNP loT Management and Control:1 Device ISO/IEC 29341-30-2

UPnP Energy Management:1 Service ISO/IEC 29341-31-1
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1 Scope

This service template is compliant with the UPnP Device Architecture version 1.0 [14]. It
defines a service type referred to herein as RenderingControl.

1.1 Introduction

Most rendering devices contain a number of dynamically configurable attributes that affect
how the current content is rendered. For example, video rendering devices, such as TVs,
allow user control of display characteristics such as brightness and contrast, whereas audio
rendering devices allow control of audio characteristics such as volume, balance, equalizer
settings, etc. The RenderingControl service is intended to provide control points with the
ability to query and/or adjust any rendering attribute that the device supports.

The RenderingControl service enables a control point to:

a) Discover the set of attributes supported by the device.
b) Retrieve the current setting of any supported attribute
c) Change the setting of (that is: control) any modifiable attribute

d) Perform a set of content transforms, which, in addition to the above, also enables
functionality for selecting content depended options, for example:

1) Selecting a specific sub-stream in a composite stream for rendering.
2) Turning subtitling on or off.
e) Restore the settings defined by a named Preset

The RenderingControl service does not:

a) Control the flow of the associated content (for example, Play, Stop, Pause, Seek, etc.).
b) Provide a mechanism to enumerate locally stored content.

c) Provide a mechanism to send content to another device (via the home network or direct
connection).

1.2  Multi-input Devices

Some high-end AV device are capable of receiving multiple pieces of content at the same time
and combining that content together so that it can be rendered together using a single set of
output hardware. For example, while displaying a TV program, high-end TVs can also display
additional content (for example, VCR content) in a PIP (Picture-In-Picture) window. Similarly,
a Karaoke machine can mix together the background music with a singer’s voice so that both
sounds are played together on the same set of speakers.

As with all devices, the RenderingControl service allows a control point to adjust the output
characteristics of the post-mixed content before it is actually rendered. However, in many
cases, control points may need to control the output characteristics of the individual input
content before it is mixed together with the other input content. In order to support this, the
RenderingControl service includes an InstancelD argument with each action that allows the
control point to identify on which content the action is to be applied (for example, the post-
mixed content or one of the pre-mixed input content items).

By convention, an InstancelD of O indicates that the invoked action shall be applied to the
post-mixed content. Similarly, each pre-mixed input content is assigned a unique InstancelD
whose value is a non-zero, positive integer. Refer to Annex A for additional information.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.
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[1] = XML Schema for RenderingControl AllowedTransformSettings, UPnP Forum, March 31,
2013.

Available at: http://www.upnp.org/schemas/av/AllowedTransformSettings-v1-20130331.xsd.

Latest version available at: http://www.upnp.org/schemas/av/AllowedTransformSettings.xsd.

[2] — AV Datastructure Template:1, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-AVDataStructureTemplate-v1-
20130331.pdf.

Latest version available at: http://www.upnp.org/specs/av/UPnP-av-
AVDataStructureTemplate-v1.pdf.

[3] = XML Schema for UPnP AV Common XML Data Types, UPnP Forum, March 31, 2013.
Available at: http://www.upnp.org/schemas/av/av-v3-20130331.xsd.
Latest version available at: http://www.upnp.org/schemas/av/av.xsd.

[4] = XML Schema for UPnP AV Common XML Structures, UPnP Forum, March 31, 2013.
Available at: http://www.upnp.org/schemas/av/avs-v3-20130331.xsd.
Latest version available at: http://www.upnp.org/schemas/av/avs.xsd.

[5] = AVTransport:3, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-AVTransport-v3-Service-20130331.pdf.
Latest version available at: http://www.upnp.org/specs/av/UPnP-av-AVTransport-v3-
Service.pdf.

[6] — XML Schema for AVTransport LastChange Eventing, UPnP Forum, September 30, 2008.
Available at: http://www.upnp.org/schemas/av/avt-event-v2-20080930.xsd.
Latest version available at: http://www.upnp.org/schemas/av/avt-event.xsd.

[7] — ContentDirectory:4, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-ContentDirectory-v4-Service-
20130331.pdf.

Latest version available at: http://www.upnp.org/specs/av/UPnP-av-ContentDirectory-v4-
Service.pdf.

[8] — XML Schema for ContentDirectory LastChange Eventing, UPnP Forum, September 30,
2008.

Available at: http://www.upnp.org/schemas/av/cds-event-v1-20080930.xsd.

Latest version available at: http://www.upnp.org/schemas/av/cds-event.xsd.

[9] — ConnectionManager:3, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-ConnectionManager-v3-Service-
20130331.pdf.

Latest version available at: http://www.upnp.org/specs/av/UPnP-av-ConnectionManager-v3-
Service.pdf.

[10] — XML Schema for ConnectionManager DeviceClockinfoUpdates, UPnP Forum,
December 31, 2010.

Available at: http://www.upnp.org/schemas/av/cm-deviceClockinfoUpdates-v1-20101231.xsd.
Latest version available at: http://www.upnp.org/schemas/av/cm-deviceClockinfoUpdates.xsd.

[11] — XML Schema for ConnectionManager Features, UPnP Forum, December 31, 2010.
Available at: http://www.upnp.org/schemas/av/cm-featurelList-v1-20101231.xsd.
Latest version available at: http://www.upnp.org/schemas/av/cm-featureList.xsd.

[12] — XML Schema for UPnP AV Dublin Core.
Available at: http://www.dublincore.org/schemas/xmls/simpledc20020312.xsd.

[13] — DCMI term declarations represented in XML schema language.
Available at: http://www.dublincore.org/schemas/xmls.

[14] — UPnP Device Architecture, version 1.0, UPnP Forum, October 15, 2008.
Available at: http://www.upnp.org/specs/arch/UPnP-arch-DeviceArchitecture-v1.0-

20081015.pdf. Documents
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Latest version available at: http://www.upnp.org/specs/arch/UPnP-arch-DeviceArchitecture-
v1.0.pdf.

[15] — XML Schema for ContentDirectory Structure and Metadata (DIDL-Lite), UPnP Forum,
March 31, 2013.

Available at: http://www.upnp.org/schemas/av/didl-lite-v3-20130331.xsd.

Latest version available at: http://www.upnp.org/schemas/av/didl-lite.xsd.

[16] — XML Schema for ContentDirectory DeviceMode, UPnP Forum, December 31, 2010.
Available at: http://www.upnp.org/schemas/av/dmo-v1-20101231.xsd.
Latest version available at: http://www.upnp.org/schemas/av/dmo.xsd.

[17] — XML Schema for ContentDirectory DeviceModeRequest, UPnP Forum, December 31,
2010.

Available at: http://www.upnp.org/schemas/av/dmor-v1-20101231.xsd.

Latest version available at: http://www.upnp.org/schemas/av/dmor.xsd.

[18] — XML Schema for ContentDirectory DeviceModeStatus, UPnP Forum, December 31,
2010.

Available at: http://www.upnp.org/schemas/av/dmos-v1-20101231.xsd.

Latest version available at: http://www.upnp.org/schemas/av/dmos.xsd.

[19] — ISO/IEC 14977, Information technology - Syntactic metalanguage - Extended BNF,
December 1996.

[20] — XML Schema for ContentDirectory Permissionsinfo, UPnP Forum, December 31, 2010.
Available at: http://www.upnp.org/schemas/av/pi-v1-20101231.xsd.
Latest version available at: http://www.upnp.org/schemas/av/pi.xsd.

[21] — RenderingControl:3, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-RenderingControl-v3-Service-
20130331.pdf.

Latest version available at: http://www.upnp.org/specs/av/UPnP-av-RenderingControl-v3-
Service.pdf.

[22] —=XML Schema for RenderingControl LastChange Eventing, UPnP Forum, December 31,
2010.

Available at: http://www.upnp.org/schemas/av/rcs-event-v3-20101231.xsd.

Latest version available at: http://www.upnp.org/schemas/av/rcs-event.xsd.

[23] — XML Schema for ConnectionManager Rendererinfo, UPnP Forum, December 31, 2010.
Available at: http://www.upnp.org/schemas/av/rii-v1-20101231.xsd.
Latest version available at: http://www.upnp.org/schemas/av/rii.xsd.

[24] — XML Schema for AVTransport Playlistinfo, UPnP Forum, March 31, 2013.
Available at: http://www.upnp.org/schemas/av/rpl-v1-20130331.xsd.
Latest version available at: http://www.upnp.org/schemas/av/rpl.xsd.

[25] — ScheduledRecording:2, UPnP Forum, March 31, 2013.

Available at: http://www.upnp.org/specs/av/UPnP-av-ScheduledRecording-v2-Service-
20130331.pdf.

Latest version available at: http://www.upnp.org/specs/av/UPnP-av-ScheduledRecording-v2-
Service.pdf.

[26] — XML Schema for ScheduledRecording Metadata and Structure, UPnP Forum, March 31,
2013.

Available at: http://www.upnp.org/schemas/av/srs-v2-20130331.xsd.

Latest version available at: http://www.upnp.org/schemas/av/srs.xsd.

[27] — XML Schema for ScheduledRecording LastChange Eventing, UPnP Forum, September

30, 2008.

Available at: http://www.upnp.org/schemas/av/srs-event-v1-20080930.xsd.

Latest version available at: http://www.upnp.org/schemas/av/srs-event.xsd. Documents
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[28] — XML Schema for RenderingControl TransformSettings, UPnP Forum, March 31, 2013.
Available at: http://www.upnp.org/schemas/av/TransformSettings-v1-20130331.xsd.
Latest version available at: http://www.upnp.org/schemas/av/TransformSettings.xsd.

[29] — XML Schema for ContentDirectory Metadata, UPnP Forum, March 31, 2013.
Available at: http://www.upnp.org/schemas/av/upnp-v4-20130331.xsd.
Latest version available at: http://www.upnp.org/schemas/av/upnp.xsd.

[30] — The “xml:” Namespace, November 3, 2004.
Available at: http://www.w3.0org/XML/1998/namespace.

[31] = XML Schema for the “xml:” Namespace.
Available at: http://www.w3.0rg/2001/xml.xsd.

[32] — Namespaces in XML, Tim Bray, Dave Hollander, Andrew Layman, eds., W3C
Recommendation, January 14, 1999.
Available at: http://www.w3.0rg/TR/1999/REC-xml-names-19990114.

[33] = XML Schema Part 1: Structures, Second Edition, Henry S. Thompson, David Beech,
Murray Maloney, Noah Mendelsohn, W3C Recommendation, 28 October 2004.
Available at: http://www.w3.0rg/TR/2004/REC-xmlschema-1-20041028.

[34] — XML Schema Part 2: Data Types, Second Edition, Paul V. Biron, Ashok Malhotra, W3C
Recommendation, 28 October 2004.
Available at: http://www.w3.0rg/TR/2004/REC-xmlschema-2-20041028.

[35] — XML Schema for XML Schema.
Available at: http://www.w3.0rg/2001/XMLSchema.xsd.

[36] — Extensible Markup Language (XML) 1.0 (Third Edition), Francois Yergeau, Tim Bray,
Jean Paoli, C. M. Sperberg-McQueen, Eve Maler, eds., W3C Recommendation, February 4,
2004.

Available at: http://www.w3.0rg/TR/2004/REC-xml|-20040204.

[37] — Unit conversion.org website, definitions of more than 2100 units in 78 categories.

Available at: http://www.unitconversion.org.
3 Terms, definitions, symbols and abbreviations

For the purposes of this document, the terms and definitions given in [14] and the following
subclauses 3.1 and 3.2 apply.

3.1 Provisioning terms

3.1.1

allowed

A

The definition or behavior is allowed.

3.1.2

conditionally allowed

CA

The definition or behavior depends on a condition. If the specified condition is met, then the
definition or behavior is allowed, otherwise it is not allowed.

3.1.3

conditionally required

CR

The definition or behavior depends on a condition. If the specified condition is met, then the
definition or behavior is required. Otherwise the definition or behavior is allowed as default
unless specifically defined as not allowed.
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3.14

required

R

The definition or behavior is required.

3.1.5

R/A

Used in a table column heading to indicate that each abbreviated entry in the column declares
the provisioning status of the item named in the entry's row.

3.1.6
X
Vendor-defined, non-standard.

3.1.7

-D

Declares that the item referred to is deprecated, when it is appended to any of the other
abbreviated provisioning terms.

3.1.8

CSV list (or CSV)

Comma separated value list. List—or one-dimensional array—of values contained in a string
and separated by commas

3.2 Symbols
3.2.1
éignifies a hierarchical parent-child (parent::child) relationship between the two objects

separated by the double colon. This delimiter is used in multiple contexts, for example:
Service::Action(), Action()::Argument, parentProperty::childProperty.

4 Notations and Conventions

4.1 Notation

e UPnP interface names defined in the UPnP Device Architecture specification [14] are
styled in green bold underlined text.

e UPnP interface names defined outside of the UPnP Device Architecture specification
[14] are styled in red italic underlined text.

e Some additional non-interface names and terms are styled in italic text.

e Words that are emphasized are also styled in italic text. The difference between italic
terms and italics for emphasis will be apparent by context.

e Strings that are to be taken literally are enclosed in “double quotes”.
41.1 Data Types
Data type definitions come from three sources:

o All state variable and action argument data types are defined in [14].
e Basic data types for properties are defined in [34].

e Additional data types for properties are defined in the XML schema(s) (see [3])
associated with this service.

For UPnP Device Architecture defined boolean data types, it is strongly recommended to use
the value “0” for false, and the value “1” for true. However, when used as input arguments, the
values “false”, “no”, “true”, “yes” may also be encountered and shall be accepted.
Nevertheless, it is strongly recommended that all boolean state variables and output
arguments be represented as “0” and “1".

For XML Schema defined Boolean data types, it is strongly recommended to use the value “0”
for false, and the value “1” for true. However, when used as input properties, the values

ocuments
© ISO/IEC 2017 — All rights reserved Document@haring Hub

Full document details: ISO IEC 29341-20-13-2017


http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017
http://avadocuments2026.com/doc/iso-iec-29341-20-13-2017

ISO/IEC 29341-20-13:2017(E)

“false”, “true” may also be encountered and shall be accepted. Nevertheless, it is strongly
recommended that all Boolean properties be represented as “0” and “1".

41.2 Strings Embedded in Other Strings

Some string variables and arguments described in this document contain substrings that shall
be independently identifiable and extractable for other processing. This requires the definition
of appropriate substring delimiters and an escaping mechanism so that these delimiters can
also appear as ordinary characters in the string and/or its independent substrings. This
document uses embedded strings in two contexts — Comma Separated Value (CSV) lists (see
subclause 4.2.2) and property values in search criteria strings. Escaping conventions use the
backslash character, “\” (character code U+005C), as follows:

a) Backslash (“\") is represented as “\\" in both contexts.

b) Comma (") is
3) represented as “\,” in individual substring entries in CSV lists
4) not escaped in search strings

c) Double quote (“") is

1) not escaped in CSV lists

2) not escaped in search strings when it appears as the start or end delimiter of a
property value

3) represented as “\"” in search strings when it appears as a character that is part of the
property value

4.1.3 Extended Backus-Naur Form

Extended Backus-Naur Form is used in this document for a formal syntax description of
certain constructs. The usage here is according to the reference [19].

4.1.3.1 Typographic conventions for EBNF

Non-terminal symbols are unquoted sequences of characters from the set of English upper
and lower case letters, the digits “0” through “9”, and the hyphen (“-"). Character sequences
between "single quotes” are terminal strings and shall appear literally in valid strings.
Character sequences between (*comment delimiters*) are English language definitions
or supplementary explanations of their associated symbols. White space in the EBNF is used
to separate elements of the EBNF, not to represent white space in valid strings. White space
usage in valid strings is described explicitly in the EBNF. Finally, the EBNF uses the following
operators in Table 1:
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Table 1 — EBNF Operators

Operator Semantics

ti= definition — the non-terminal symbol on the left is defined by one or more alternative
sequences of terminals and/or non-terminals to its right.

| alternative separator — separates sequences on the right that are independently allowed
definitions for the non-terminal on the left.

null repetition — means the expression to its left may occur zero or more times.

+ non-null repetition — means the expression to its left shall occur at least once and may
occur more times.
L1 optional — the expression between the brackets is allowed.
() grouping — groups the expressions between the parentheses.

- character range — represents all characters between the left and right character operands
inclusively.

4.2 Derived Data Types
4.2.1 Summary

Subclause 4.2 defines a derived data type that is represented as a string data type with
special syntax. This specification uses string data type definitions that originate from two
different sources. The UPnP Device Architecture defined string data type is used to define
state variable and action argument string data types. The XML Schema namespace is used to
define property xsd:string data types. The following definition in subclause 4.2.2 applies to
both string data types.

422 CSV Lists

The UPnP AV services use state variables, action arguments and properties that represent
lists — or one-dimensional arrays — of values. The UPnP Device Architecture, Version 1.0 [14],
does not provide for either an array type or a list type, so a list type is defined here. Lists may
either be homogeneous (all values are the same type) or heterogeneous (all values can be of
different types). Lists may also consist of repeated occurrences of homogeneous or
heterogeneous subsequences, all of which have the same syntax and semantics (same
number of values, same value types and in the same order). The data type of a homogeneous
list is string or xsd:string and denoted by CSV (x), where x is the type of the individual values.
The data type of a heterogeneous list is also string or xsd:string and denoted by CSV (x, y, z),
where x, y and z are the types of the individual values. If the number of values in the
heterogeneous list is too large to show each type individually, that variable type is
represented as CSV (heterogeneous), and the variable description includes additional
information as to the expected sequence of values appearing in the list and their
corresponding types. The data type of a repeated subsequence list is string or xsd:string and
denoted by CSV ({a,b,c},{Xx, y, z}), where a, b, ¢, x, y and z are the types of the individual
values in the subsequence and the subsequences may be repeated zero or more times.

e A list is represented as a string type (for state variables and action arguments) or
xsd:string type (for properties).

e Commas separate values within a list.
e Integer values are represented in CSVs with the same syntax as the integer data type

specified in [14] (that is: allowed leading sign, allowed leading zeroes, numeric US-
ASCII)

e Boolean values are represented in state variable and action argument CSVs as either
“0” for false or “1” for true. These values are a subset of the defined boolean data

e Boolean values are represented in property CSVs as either “0” for false or “1” for true.
These values are a subset of the defined Boolean data type values specified in [34]: 0,
false, 1, true.

e Escaping conventions for the comma and backslash characters are defined in 4.1.2.
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e White space before, after, or interior to any numeric data type is not allowed.
e White space before, after, or interior to any other data type is part of the value.
Table 2 — CSV Examples

Type refinement of Value Comments
string
CSV (string) or “+artist,-date” List of 2 property sort
CSV (xsd:string) criteria.
CSV (int) or “1,-5,006,0,+7" List of 5 integers.
CSV (xsd:integer)
CSV (boolean) or “0,1,1,0” List of 4 booleans
CSV (xsd:Boolean)
CSV (string) or “Smith\, Fred,Jones\, Davey” List of 2 names,
CSV (xsd:string) “Smith, Fred” and
“Jones, Davey”
CSV (i4,string,ui2) or | “-29837, string with leading blanks,0” Note that the second value
CSV (xsd:int, is“ string with leading
xsd:string, blanks”
xsd:unsignedShort)
CSV (i4) or “3, 4" Illegal CSV. White space
CSV (xsd:int) is not allowed as part of
an integer value.
CSV (string) or List of 3 empty string
CSV (xsd:string) values
CSV (heterogeneous) “Alice,Marketing,5,Sue,R&D,21,Dave,Finance,7” List of unspecified number

of people and associated
attributes. Each person is
described by 3 elements: a
name string, a department
string and years-of-
service ui2 or a name
xsd:string, a department
xsd:string and years-of-
service
xsd:unsignedShort.

4.3 Management of XML Namespaces in Standardized DCPs

UPNP specifications make extensive use of XML namespaces. This enables separate DCPs,
and even separate components of an individual DCP, to be designed independently and still
avoid name collisions when they share XML documents. Every name in an XML document
belongs to exactly one namespace. In documents, XML names appear in one of two forms:
qgualified or unqualified. An unqualified name (or no-colon-name) contains no colon (*:")
characters. An unqualified name belongs to the document’'s default namespace. A qualified
name is two no-colon-names separated by one colon character. The no-colon-name before
the colon is the qualified name’s namespace prefix, the no-colon-name after the colon is the
gualified name’s “local” name (meaning local to the namespace identified by the namespace
prefix). Similarly, the unqualified name is a local name in the default namespace.

The formal name of a namespace is a URI. The namespace prefix used in an XML document
is not the name of the namespace. The namespace name shall be globally unique. It has a
single definition that is accessible to anyone who uses the namespace. It has the same
meaning anywhere that it is used, both inside and outside XML documents. The namespace
prefix, however, in formal XML usage, is defined only in an XML document. It shall be locally
unique to the document. Any valid XML no-colon-name may be used. And, in formal XML
usage, different XML documents may use different namespace prefixes to refer to the same
namespace. The creation and use of the namespace prefix was standardized by the W3C
XML Committee in [32] strictly as a convenient local shorthand replacement for the full URI
name of a namespace in individual documents.

All AV object properties are represented in XML by element and attribute names, therefore, all
property names belong to an XML namespace. Documents
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For the same reason that namespace prefixes are convenient in XML documents, it is
convenient in specification text to refer to namespaces using a namespace prefix. Therefore,
this specification declares a “standard” prefix for all XML namespaces used herein. In addition,
this specification expands the scope where these prefixes have meaning, beyond a single
XML document, to all of its text, XML examples, and certain string-valued properties. This
expansion of scope does not supersede XML rules for usage in documents, it only augments
and complements them in important contexts that are out-of-scope for the XML specifications.
For example, action arguments which refer to CDS properties, such as the SearchCriteria
argument of the Search() action or the Filter argument of the Browse() action, shall use the
predefined namespace prefixes when referring to CDS properties (“upnp:”, “dc:”, etc).

All of the namespaces used in this specification are listed in Table 3 and Table 4. For each
such namespace, Table 3 gives a brief description of it, its name (a URI) and its defined
“standard” prefix name. Some namespaces included in these tables are not directly used or
referenced in this document. They are included for completeness to accommodate those
situations where this specification is used in conjunction with other UPnP specifications to
construct a complete system of devices and services. For example, since the
ScheduledRecording service depends on and refers to the ContentDirectory service, the
predefined “srs:” namespace prefix is included. The individual specifications in such
collections all use the same standard prefix. The standard prefixes are also used in Table 4 to
cross-reference additional namespace information. Table 4 includes each namespace’s valid
XML document root element(s) (if any), its schema file name, versioning information (to be
discussed in more detail below), and a link to the entry in Clause 2 for its associated schema.

The normative definitions for these namespaces are the documents referenced in Table 3.
The schemas are designed to support these definitions for both human understanding and as
test tools. However, limitations of the XML Schema language itself make it difficult for the
UPnP-defined schemas to accurately represent all details of the namespace definitions. As a
result, the schemas will validate many XML documents that are not valid according to the
specifications.

The Working Committee expects to continue refining these schemas after specification
release to reduce the number of documents that are validated by the schemas while violating
the specifications, but the schemas will still be informative, supporting documents. Some
schemas might become normative in future versions of the specifications.

Table 3 — Namespace Definitions
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Standard Normative
Name- Definition
space Document
Prefix Namespace Name Namespace Description Reference

AV Working Committee defined namespaces
atrs urn:schemas-upnp- AllowedTransformSettings and [21]
org:av:AllowedTransformSettings AllowedDefaultTransformSettings
state variables for
RenderingControl

av urn:schemas-upnp-org:av:av Common data types for use in AV |[3]

schemas

avdt urn:schemas-upnp-org:av:avdt Datastructure Template [2]

avs urn:schemas-upnp-org:av:avs Common structures for use in AV | [4]

schemas

avt-event |urn:schemas-upnp-org:metadata-1- Evented LastChange state variable |[5]

0/AVT/ for AVTransport

cds-event |urn:schemas-upnp-org:av:cds-event Evented LastChange state variable |[7]

for ContentDirectory

cm-dciu urn:schemas-upnp-org:av:cm- Evented DeviceClockIinfoUpdates |[9]

deviceClocklnfoUpdates state variable for
ConnectionManager
cm-ftrlst |[urn:schemas-upnp-org:av:cm- FeaturelList state variable for [9]
featureList ConnectionManager _D_O_C uments
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Standard Normative
Name- Definition
space Document
Prefix Namespace Name Namespace Description Reference

didl-lite urn:schemas-upnp-org:metadata-1- Structure and metadata for [7]

0/DIDL-Lite/ ContentDirectory

dmo urn:schemas-upnp.org:av:dmo Evented DeviceMode state [7]

variable for ContentDirectory

dmor urn:schemas-upnp.org:av:dmor A ARG _TYPE DeviceModeReque |[7]

st state variable for
ContentDirectory

dmos urn:schemas-upnp.org:av:dmos DeviceModeStatus state variable [7]

for ContentDirectory

pi urn:schemas-upnp.org:av:pi Permissionsinfo state variable for |[7]

ContentDirectory

rcs-event |urn:schemas-upnp-org:metadata-1- Evented LastChange state variable |[21]

0/RCS/ for RenderingControl

rii urn:schemas-upnp-org:av:rii A ARG _TYPE RenderinglnfolList |[9]

state variable for
ConnectionManager

rpl urn:schemas-upnp-org:av:rpl A ARG _TYPE Playlistinfo state [5]

variable for AVTransport

Srs urn:schemas-upnp-org:av:srs Metadata and structure for [25]

ScheduledRecording

srs-event |urn:schemas-upnp-org:av:srs-event Evented LastChange state variable |[25]

for ScheduledRecording

trs urn:schemas-upnp- TransformSettings and [21]

org:av:TransformSettings DefaultTransformSettings state
variables for RenderingControl

upnp urn:schemas-upnp-org:metadata-1- Metadata for ContentDirectory [7]

O/upnp/
Externally defined namespaces

dc http://purl.org/dc/elements/1.1/ Dublin Core [13]

xsd http://www.w3.0rg/2001/XMLSchema | XML Schema Language 1.0 [33], [34]

XSi http://www.w3.0rg/2001/XMLSchema- | XML Schema Instance Document |[[33] 2.6 & 3.2.7

instance schema

xml http://www.w3.0rg/XML/1998/namesp | The “xml:” Namespace [30]

ace
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Table 4 — Schema-related Information

Standard
Name-
space
Prefix

Relative URI and
File Name @
e Form 1, Form 2,
Form3

Valid Root Element(s)

Schema Reference

AV Working Committee Defined Namespaces

atrs

AllowedTransformSetting
s-vn-yyyymmdd.xsd

AllowedTransformSetting
s-vn.xsd

AllowedTransformSetting
s.xsd

<TransformList>

(1]

av

av-vn-yyyymmdd.xsd
av-vn.xsd
av.xsd

n/a

(3]

avdt

avdt-vn-yyyymmdd.xsd
avdt-vn.xsd
avdt.xsd

<AVDT>

[2]

avs

avs-vn-yyyymmdd.xsd
avs-vn.xsd
avs.xsd

<Capabilities>
<Features>

<stateVariableValuePairs>

(4]

avt-event

avt-event-vn-
yyyymmdd.xsd

avt-event-vn.xsd
avt-event.xsd

<Event>

(6]

cds-event

cds-event-vn-
yyyymmdd.xsd

cds-event-vn.xsd
cds-event.xsd

<StateEvent>

(8l

cm-dciu

cm-
deviceClocklnfoUpdates-
vn-yyyymmdd.xsd

cm-
deviceClocklnfoUpdates
-vn.xsd

cm-
deviceClockinfoUpdates.
xsd

<DeviceClockInfoUpdates>

[10]

cm-ftrist

cm-featureList-vn-
yyyymmdd.xsd

cm-featureList-vn.xsd
cm-featureList.xsd

<Features>

[11]

didl-lite

didl-lite-vn-
yyyymmdd.xsd
didl-lite-vn.xsd

didl-lite.xsd

<DIDL-Lite>

[15]

dmo

dmo-vn-yyyymmdd.xsd
dmo-vn.xsd
dmo.xsd

<DeviceMode>

[16]

dmor

dmor-vn-yyyymmdd.xsd
dmor-vn.xsd
dmor.xsd

<DeviceModeRequest>

[17]

dmos

dmos-vn-yyyymmdd.xsd
dmos-vn.xsd
dmos.xsd

<DeviceModeStatus>

(18]
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Standard Relative URI and
Name- File Name @
space e Form 1, Form 2,
Prefix Form3 Valid Root Element(s) Schema Reference
pi pi-vn-yyyymmdd.xsd <Permissionsinfo> [20]
pi-vn.xsd
pi.xsd
rcs-event |rcs-event-vn- <Event> [22]

yyyymmdd.xsd
rcs-event-vn.xsd
rcs-event.xsd

rii rii-vn-yyyymmdd.xsd <rendererinfo> [23]
rii-vn.xsd
rii.xsd

rpl rpl-vn-yyyymmadd.xsd <Playlistinfo> [24]
rpl-vn.xsd
rpl.xsd

trs TransformSettings-vn- <TransformSettings> [28]
yyyymmdd.xsd

TransformSettings-
vn.xsd

TransformSettings.xsd

Srs srs-vn-yyyymmdd.xsd <srs> [26]
srs-vn.xsd
srs.xsd

srs-event |srs-event-vn- <StateEvent> [27]

yyyymmdd.xsd
srs-event-vn.xsd
srs-event.xsd

upnp upnp-vn-yyyymmdd.xsd | n/a [29]
upnp-vn.xsd
upnp.xsd

Externally Defined Namespaces

dc Absolute URL: http://dublincore.org/schemas/xmls/simpledc20021212.xsd |[12]
xsd n/a <schema> [35]
Xsi n/a n/a
xml n/a [31]

a Absolute URIs are generated by prefixing the relative URIs with "http://www.upnp.org/schemas/av/"

431 Namespace Prefix Requirements

There are many occurrences in this specification of string data types that contain XML names
(property names). These XML names in strings will not be processed under namespace-aware
conditions. Therefore, all occurrences in instance documents of XML names in strings shall
use the standard namespace prefixes as declared in Table 3. In order to properly process the
XML documents described herein, control points and devices shall use namespace-aware
XML processors [32] for both reading and writing. As allowed by [32], the nhamespace prefixes
used in an instance document are at the sole discretion of the document creator. Therefore,
the declared prefix for a namespace in a document may be different from the standard prefix.
All devices shall be able to correctly process any valid XML instance document, even when it
uses a non-standard prefix for ordinary XML names. However, it is strongly recommended that
all devices use these standard prefixes for all instance documents to avoid confusion on the
part of both human and machine readers. These standard prefixes are used in all descriptive
text and all XML examples in this and related UPnP specifications. However, each individual
specification may assume a default namespace for its descriptive text. In that case, names

from that namespace may appear with no prefix. D
ocuments
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The assumed default namespace, if any, for each UPnP AV specification is given in Table 5.

Note: all UPnP AV schemas declare attributes to be “unqualified”, so namespace prefixes are
never used with AV Working Committee defined attribute names.

Table 5 — Default Namespaces for the AV Specifications

AV Specification Name Default Namespace Prefix

AVTransport avt-event

ConnectionManager n/a

ContentDirectory didl-lite

MediaRenderer n/a

MediaServer n/a

RenderingControl rcs-event

ScheduledRecording Srs

4.3.2 Namespace Names, Namespace Versioning and Schema Versioning

The UPnP AV service specifications define several data structures (such as state variables
and action arguments) whose format is an XML instance document that complies with one or
more specific XML schemas, which define XML namespaces. Each namespace is uniquely
identified by an assigned namespace name. The namespace names that are defined by the
AV Working Committee are URNs. See Table 3 for a current list of namespace names.
Additionally, each namespace corresponds to an XML schema document that provides a
machine-readable representation of the associated namespace to enable automated
validation of the XML (state variable or action parameter) instance documents.

Within an XML schema and XML instance document, the name of each corresponding
namespace appears as the value of an xmIns attribute within the root element. Each xmlns
attribute also includes a namespace prefix that is associated with that namespace in order to
gualify and disambiguate element and attribute names that are defined within different
namespaces. The schemas that correspond to the listed namespaces are identified by URI
values that are listed in the schemaLocation attribute also within the root element (see
subclause 4.3.3).

In order to enable both forward and backward compatibility, namespace names are
permanently assigned and shall not change even when a new version of a specification
changes the definition of a namespace. However, all changes to a namespace definition shall
be backward-compatible. In other words, the updated definition of a namespace shall not
invalidate any XML documents that comply with an earlier definition of that same namespace.
This means, for example, that a namespace shall not be changed so that a new element or
attribute becomes required in a conforming instance document. Although namespace names
shall not change, namespaces still have version numbers that reflect a specific set of
definitional changes. Each time the definition of a namespace is changed, the namespace’s
version number is incremented by one.

Whenever a new namespace version is created, a new XML schema document (.xsd) is
created and published so that the new namespace definition is represented in a machine-
readable form. Since a XML schema document is just a representation of a namespace
definition, translation errors can occur. Therefore, it is sometime necessary to re-release a
published schema in order to correct typos or other namespace representation errors. In order
to easily identify the potential multiplicity of schema releases for the same namespace, the
URI of each released schema shall conform to the following format (called Form 1):

Form 1: "http://www.upnp.org/schemas/av/" schema-root-name "-v" ver "-" yyyymmdd where

e schema-root-name is the name of the root element of the namespace that this
schema represents.

e ver corresponds to the version number of the namespace that is represented by the
schema. Documents
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e yyyymmdd is the year, month and day (in the Gregorian calendar) that this schema
was released.

Table 4 identifies the URI formats for each of the namespaces that are currently defined by
the UPnP AV Working Committee.

As an example, the original schema URI for the “rcs-event” namespace (that was released
with the original publication of the UPnP AV service specifications in the year 2002) was
“http://www.upnp.org/schemas/av/rcs-event-v1-20020625.xsd”. When the UPnP AV service
specifications were subsequently updated in the year 2006, the URI for the updated version of
the “rcs-event” namespace was “http://www.upnp.org/schemas/av/rcs-event-v2-20060531.xsd”.
However, in 2006, the schema URI for the newly created “srs-event” namespace was
“http://www.upnp.org/schemas/av/srs-event-v1-20060531.xsd”. Note the version field for the
“srs-event” schema is “v1” since it was first version of that namespace whereas the version
field for the “rcs-event” schema is “v2” since it was the second version of that namespace.

In addition to the dated schema URIs that are associated with each namespace, each
namepace also has a set of undated schema URIs. These undated schema URIs have two
distinct formats with slightly different meanings:

Form 2: “http://www.upnp.org/schemas/av/” schema-root-name “-v” ver
where ver is described above.
Form 3: “http://www.upnp.org/schemas/av/” schema-root-name

Form 2 of the undated schema URI is always linked to the most recent release of the schema
that represents the version of the namespace indicated by ver. For example, the undated URI
“...lav/rcs-event-v2.xsd” is linked to the most recent schema release of version 2 of the “rcs-
event” namespace. Therefore, on May 31, 2006 (20060531), the undated schema URI was
linked to the schema that is otherwise known as *“.../av/rcs-event-v2-20060531.xsd”.
Furthermore, if the schema for version 2 of the “rcs-event” nhamespace was ever re-released,
for example to fix a typo in the 20060531 schema, then the same undated schema URI
(“.../av/rcs-event-v2.xsd”) would automatically be updated to link to the updated version 2
schema for the “rcs-event” namespace.

Form 3 of the undated schema URI is always linked to the most recent release of the schema
that represents the highest version of the namespace that has been published. For example,
on June 25, 2002 (20020625), the undated schema URI “.../av/rcs-event.xsd” was linked to
the schema that is otherwise known as “.../av/rcs-event-v1-20020625.xsd”. However, on May
31, 2006 (20060531), that same undated schema URI was linked to the schema that is
otherwise known as “.../av/rcs-event-v2-20060531.xsd".

When referencing a schema URI within an XML instance document or a referencing XML
schema document, the following usage rules apply:

e All instance documents, whether generated by a service or a control point, shall use
Form 3.

e All UPnP AV published schemas that reference other UPnP AV schemas shall also use
Form 3.

Within an XML instance document, the definition for the schemaLocation attribute comes
from the XML Schema namespace “http://www.w3.0rg/2002/XMLSchema-instance”. A single
occurrence of the attribute can declare the location of one or more schemas. The
schemalLocation attribute value consists of a whitespace separated list of values that is
interpreted as a namespace name followed by its schema location URL. This pair-sequence is
repeated as necessary for the schemas that need to be located for this instance document.

In addition to the schema URI naming and usage rules described above, each released
schema shall contain a version attribute in the <schema> root element. Its value shall
correspond to the format:

ver “-" yyyymmdd where ver and yyyymmdd are described above.
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The version attribute provides self-identification of the namespace version and release date
of the schema itself. For example, within the original schema released for the “rcs-event”
namespace (.../rcs-event-v2-20020625.xsd), the <schema> root element contains the
following attribute: version=""2-20020625".

4.3.3 Namespace Usage Examples

The schemalLocation attribute for XML instance documents comes from the XML Schema
instance namespace “http://www.w3.0rg/2002/XMLSchema-instance”. A single occurrence of
the attribute can declare the location of one or more schemas. The schemalLocation
attribute value consists of a whitespace separated list of values: namespace name followed by
its schema location URL. This pair-sequence is repeated as necessary for the schemas that
need to be located for this instance document.

Example 1:

Sample DIDL-Lite XML Instance Document. Note that the references to the UPnP AV
schemas do not contain any version or release date information. In other words, the
references follow Form 3 from above. Consequently, this example is valid for all releases of
the UPnP AV service specifications.

<?xml version="1.0" encoding="UTF-8"7?>
<DIDL-Lite
xmIns:dc="http://purl.org/dc/elements/1.1/"
xmIns=""urn:schemas-upnp-org:metadata-1-0/DIDL-Lite/"
xmIns:upnp=""'urn:schemas-upnp-org:metadata-1-0/upnp/"
xmIns:xsi="http://www.w3.0rg/2001/XMLSchema-instance""
Xsi:schemalLocation=""
urn:schemas-upnp-org:metadata-1-0/DIDL-Lite/
http://www.upnp.org/schemas/av/didl-lite.xsd
urn:schemas-upnp-org:metadata-1-0/upnp/
http://www.upnp.org/schemas/av/upnp.xsd">
<item id="18" parentlD="13" restricted="0"">
</item>
</DIDL-Lite>

4.4 Vendor-defined Extensions

Whenever vendors create additional vendor-defined state variables, actions or properties,
their assigned names and XML representation shall follow the naming conventions and XML
rules as specified below in subclauses 4.4.1 to 4.4.4.

441 Vendor-defined Action Names

Vendor-defined action names shall begin with “X_". Additionally, it should be followed by an
ICANN assigned domain name owned by the vendor followed by the underscore character
(“_™M. It shall then be followed by the vendor-assigned action name. The vendor-assigned
action name shall not contain a hyphen character (“-”, 2D Hex in UTF-8) nor a hash character
(“#", 23 Hex in UTF-8). Vendor-assigned action names are case sensitive. The first character
of the name shall be a US-ASCII letter (“A"-“Z”, “a"-“z"), US-ASCII digit (“0"-“9"), an
underscore (“_"), or a non-experimental Unicode letter or digit greater than U+007F.
Succeeding characters shall be a US-ASCII letter (*A”-“Z", “a”-“z"), US-ASCII digit (“0"-“9"), an
underscore (“_"), a period (“.”), a Unicode combiningchar, an extender, or a non-experimental
Unicode letter or digit greater than U+007F. The first three letters shall not be “XML” in any
combination of case.

442 Vendor-defined State Variable Names

Vendor-defined state variable names shall begin with “X_". Additionally, it should be followed
by an ICANN assigned domain name owned by the vendor, followed by the underscore
character (“_"). It shall then be followed by the vendor-assigned state variable name. The
vendor-assigned state variable name shall not contain a hyphen character (“-”, 2D Hex in
UTF-8). Vendor-assigned action names are case sensitive. The first character of the name
shall be a US-ASCII letter (*A”-“Z", “a"-“z"), US-ASCII digit (“0”-“9"), an underscore (“_"), or a
non-experimental Unicode letter or digit greater than U+007F. Succeeding nharactmments
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a US-ASCII letter (*A"-“Z", “a”-“z"), US-ASCII digit (“0"-“9"), an underscore (*_"), a period (“."),
a Unicode combiningchar, an extender, or a non-experimental Unicode letter or digit greater
than U+007F. The first three letters shall not be “XML” in any combination of case.

4.4.3 Vendor-defined XML Elements and attributes

UPnP vendors may add non-standard elements and attributes to a UPnP standard XML
document, such as a device or service description. Each addition shall be scoped by a
vendor-owned XML namespace. Arbitrary XML shall be enclosed in an element that begins
with “X_,” and this element shall be a sub element of a standard complex type. Non-standard
attributes may be added to standard elements provided these attributes are scoped by a
vendor-owned XML namespace and begin with “X_".

44.4 Vendor-defined Property Names

UPnP vendors may add non-standard properties to the ContentDirectory service. Each
property addition shall be scoped by a vendor-owned namespace. The vendor-assigned
property name shall not contain a hyphen character (“-”, 2D Hex in UTF-8). Vendor-assigned
property names are case sensitive. The first character of the name shall be a US-ASCII letter
(“A"-"Z”, "a"-"z"), US-ASCII digit (“0”-“9"), an underscore (“_"), or a non-experimental Unicode
letter or digit greater than U+007F. Succeeding characters shall be a US-ASCII letter (*A”-“Z",
“a”-"z"), US-ASCII digit (*0”-“9"), an underscore (*_"), a period (“.”), a Unicode combiningchar,
an extender, or a non-experimental Unicode letter or digit greater than U+007F. The first three
letters shall not be “XML” in any combination of case.

5 Service Modeling Definitions

5.1 Service Type
The following service type identifies a service that is compliant with this template:

urn:schemas-upnp-org:service:RenderingControl:3

The shorthand RenderingControl is used herein to refer to this service type.
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Variable Name R/A a Data Allowed Value Default Eng.
Type Value Units
LastChange R string See 5.2.2
PresetNamelList R string CSV b (string)
See 5.2.3
Brightness CRc ui2 See Table 7 and 5.2.4
Contrast CRC ui2 See Table 8 and 5.2.5
Sharpness CRC ui2 See Table 9 and 5.2.6
RedVideoGain CRC ui2 See Table 10 and 5.2.7
GreenVideoGain CRC ui2 See Table 11 and 5.2.8
BlueVideoGain CRC ui2 See Table 12 and 5.2.9
RedVideoBlackLevel CRC ui2 See Table 13 and 5.2.10
GreenVideoBlackLevel CRC ui2 See Table 14 and 5.2.11
BlueVideoBlackLevel CRC ui2 See Table 15 and 5.2.12
ColorTemperature CRC ui2 See Table 16 and 5.2.13
HorizontalKeystone CRC i2 See Table 17 and 5.2.14
VerticalKeystone CRC i2 See Table 18 and 5.2.15
Mute CRC boolean | See 5.2.16
Volume d CRC ui2 See Table 19 and 5.2.17
VolumeDB CRC i2 See Table 20 and 5.2.18 1/256 dB
Loudness CRC boolean | See 5.2.19
AllowedTransformSettings CRC string See 5.2.20
TransformSettings CRC string See 5.2.21
AllowedDefaultTransformSetting | cr ¢ string See 5.2.22
s
DefaultTransformSettings CRC string See 5.2.23
A ARG TYPE Channel R string See Table 21 and 5.2.24
A ARG _TYPE InstancelD R ui4 See 5.2.25
A ARG TYPE PresetName R string See Table 22 and 5.2.26
A ARG _TYPE DeviceUDN CRC string See 5.2.27
A ARG _TYPE ServiceType CRC string See 5.2.28
A ARG _TYPE ServicelD CRC string See 5.2.29
A ARG _TYPE CRC string See 5.2.30
StateVariableValuePairs
A ARG TYPE CRC string CSV (string)
StateVariableList See 5.2.31
Non-standard state variables X TBD TBD TBD TBD
implemented by an UPnP vendor
go here.
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Variable Name R/A a Data Allowed Value Default Eng.
Type Value Units

a R =required, A = allowed, X = Non-standard.

CSV stands for Comma-Separated Value list. The type between brackets denotes the UPnP data type used
for the elements inside the list. CSV is defined more formally in the ContentDirectory service template.

C See subclause of the relevant state variable for conditions under which implementation of this state variable
is required.

d The Volume and VolumeDB state variables are defined as a pair. Therefore, each implementation of this
service shall either support both of them or support none of them. At all times, these two state variables
shall remain synchronized with each other (that is: both of them shall always represent the same volume

setting).
Table 7 — allowedValueRange for Brightness
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Table 8 — allowedValueRange for Contrast
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Table 9 — allowedValueRange for Sharpness
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Table 10 — allowedValueRange for RedVideoGain
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Table 11 — allowedValueRange for GreenVideoGain
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Table 12 — allowedValueRange for BlueVideoGain
Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R
Documents
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Table 13 — allowedValueRange for RedVideoBlackLevel

Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R

Table 14 — allowedValueRange for GreenVideoBlacklLevel

Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R

Table 15 — allowedValueRange for BlueVideoBlacklLevel

Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R

Table 16 — allowedValueRange for ColorTemperature

Value R/A
minimum 0 R
maximum Vendor defined R
step 1 R

Table 17 — allowedValueRange for HorizontalKeystone

Value R/A
minimum Vendor defined (shall be <= 0) R
maximum Vendor defined R
Step 1 R

Table 18 — allowedValueRange for VerticalKeystone

Value R/A
minimum Vendor defined (shall be <= 0) R
maximum Vendor defined R
step 1 R

Table 19 — allowedValueRange for Volume

Value R/A
minimum 0 R
maximum Vendor defined R
Step 1 R

Table 20 — allowedValueRange for VolumeDB

Value R/A
minimum Vendor defined R
maximum Vendor defined R
step Vendor defined A Documents
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Table 21 — allowedValueList for A ARG TYPE Channel

Value R/A Description
“Master” R Master volume
“LE” A Left Front
“RE” A Right Front
“CFE” A Center Front
“LEE” A Low Frequency Enhancement
“LS” A Left Surround
“‘RS” A Right Surround
“LEC” A Left of Center [in front]
REC” A Right of Center [in front]
“SD” A Surround [rear]
“SL” A Side Left [left wall]
“SR” A Side Right [right wall]
“T" A Top [overhead]
“B” A Bottom
“‘BC” A Back Center
“BL” A Back Left
“BR”" A Back Right
Vendor-defined X

Table 22 — allowedValueList for A ARG TYPE PresetName

Value R/A
“FactoryDefaults” R
“InstallationDefaults” A
Vendor defined X

5.2.2 LastChange

This required state variable is used exclusively for eventing purposes to allow clients to
receive meaningful event notifications whenever the state of the device changes. The
LastChange state variable identifies all of the state variables that have changed since the last
time the LastChange state variable was evented. Refer to subclause 5.3.2 for additional
information.

The format of this state variable conforms to the XML schema described in [22]. The following
rcs-event XML document illustrates a typical example of the schema:

<?xml version="1.0" encoding="UTF-8"7?>
<Event
xmlns=""urn:schemas-upnp-org:metadata-1-0/RCS/""
xmlns:xsi="http://www.w3.0rg/2001/XMLSchema-instance"
Xsi:schemalLocation=""
urn:schemas-upnp-org:metadata-1-0/RCS/
http://www_upnp.org/schemas/av/rcs-event-v1-20060531.xsd"">
<InstancelD val="0">
<Brightness val="36"/>
<Contrast val="54"/>
</InstancelD>
<InstancelD val="1">
<Mute channel="Master" val="0"/>
<Volume channel="CF" val="24"/>

</InstancelD> Documents
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<InstancelD val="2">
<AllowedTransformSettings val="
<?xml version="1_.0" encoding="UTF-8"7?>
<TransformList
xmIns=""urn:schemas-upnp-org:av:AllowedTransformSettings"
xmIns:xsi"http://www.w3.0rg/2001/XMLSchema-instance"
Xxsi:schemalLocation=
""'urn:schemas-upnp-org:av:AllowedTransformSettings
http://www.upnp.org/schemas/av/AllowedTransformSettings.xsd">
<transform name="Rotation">
<allowedValueRange inactiveValue="0">
<minimum>0</minimum>
<maximum>270</maximum>
<step>90</step>
</allowedValueRange>
</transform>
<transform name="Zoom">
<allowedValueRange unit=""pct" info="Zoom factor in percent'>
<minimum>50</minimum>
<maximum>400</maximum>
<step>1l</step>
</allowedValueRange>
<allowedValuelList info="Pre-defined Zoom values"
inactiveValue="None">
<al lowedValue>None</al lowedValue>
<allowedValue>N/A</al lowedValue>
<allowedvalue>Zoom 1</allowedValue>
<allowedvalue>Zoom 2</allowedValue>
</allowedValuelList>
</transform>
<I-- ___ remaining transforms allowed for this instance -->
</TransformList>"
/>
<TransformSettings val="
<?xml version="1.0" encoding="UTF-8"7?>
<TransformSettings xmlns=
*"'urn:schemas-upnp-org:av:TransformSettings"
xmIns:xsi="http://www.w3.0rg/2001/XMLSchema-instance"
xsi:schemalLocation=""urn:schemas-upnp-org:av:TransformSettings
http://www.upnp.org/schemas/av/TransformSettings.xsd">
<transform name="Rotation'>
<value>0</value>
</transform>
<transform name="Zoom'">
<value>100</value>
<value index="1">None</value>
</transform>
<I-- ___ remaining transform settings for this instance -->
</TransformSettings>""
/>
</InstancelD>

</Event>

As illustrated above, the LastChange state variable contains a single root element whose
body contains one or more InstancelD elements, each corresponding to a (virtual) instance of
the RenderingControl service, whose state has changed since the last time the LastChange
state variable was evented. Each InstancelD element contains one or more state variable
elements that identify all of the state variables within that instance that changed. Each state
variable element contains the new (current) value of that state variable.

In the example above, the Brightness and Contrast setting of instance 0 has changed to 36
and 54, respectively. Additionally, the Mute setting on the Master channel of instance 1 has
been set to 0 (false) (that is: muting has been turned off) and the Volume of the Center Front
channel of instance 1 has been set to 24. For instance 2 there are 2 transforms, Rotation and
Zoom. The Rotation transform has the set of allowed values of [0, 90, 180, 27Ii§ammnents
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currently the value of 0 (no rotation). The Zoom transform has the allowed value range of 50%
to 400% and has been set to 100%. Additionally, the Zoom transform has a number of pre-
defined vendor-specific allowed values. For a list of pre-defined transforms see Annex B.

Note: Only the audio-related state variables include a channel attribute, which identifies the
audio channel that has experienced a change.

When a given state variable (within the same instance) changes multiple times before the
moderation period of the LastChange state variable expires, only one state variable element
for the affected state variable will appear within the InstancelD element. The previous state
variable element for the affected state variable shall be removed and replaced with a new
state variable element that reflects the most recent value of that state variable.

State variable elements may appear in any order within a given InstancelD element. This
implies that no meaning may be deduced from the order in which the state variables for a
given instance are listed. Similarly, the order of InstancelD elements has no particular
meaning and they may appear in any order.

For example, when the Brightness of instance 0 changes from 26 to 54 then to 48, the
Brightness of instance 1 changes from 54 to 35, then to 11, and a transform has been
performed on instance 2 such that the TransformSettings are modified, LastChange is set to
the following:

<?xml version="1.0" encoding="UTF-8"7?>
<Event
xmIns=""urn:schemas-upnp-org:metadata-1-0/RCS/"
xmIns:xsi="http://www.w3.0rg/2001/XMLSchema-instance"
Xsi:schemalLocation=""
urn:schemas-upnp-org:metadata-1-0/RCS/
http://www.upnp.org/schemas/av/rcs-event-v1-20060531.xsd"">
<InstancelD val="0">
<Brightness val="48"/>
</InstancelD>
<InstancelD val="1">
<Brightness val="11"/>
</InstancelD>
<TransformSettings val="
<I-- ___ the following text needs to be XML escaped -->
<?xml version="1.0" encoding="UTF-8"7?>
<TransformSettings xmlns=
"urn:schemas-upnp-org:av:TransformSettings"
xmIns:xsi="http://www.w3.0rg/2001/XMLSchema-instance"’
xsi:schemaLocation=""urn:schemas-upnp-org:av:TransformSettings
http://www.upnp.org/schemas/av/TransformSettings.xsd">
<transform name=""Rotation'>

<value>90</value>
</transform>
<transform name=""Zoom'>
<value>100</value>
</transform>
</TransformSettings>"
/>
</InstancelD>
</Event>

The LastChange state variable is evented using the standard UPnP event mechanism. All
other state variables , except the state variables AllowedDefaultTransformSettings and
DefaultTransformSettings, are indirectly evented via the LastChange state variable event.
When a new instance is created by invoking the ConnectionManager::PrepareForConnection()
action, the LastChange state variable shall incorporate the new instance and thus be evented
with the initial values. Refer to subclause 5.3.2 for additional details.

Note that the LastChange state variable is XML and therefore needs to be escaped using the
normal XML rules (see [36] — 2.4 Character Data) before being transmitted as an event.
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Note that for all values of state variables that contain XML, the content shall be escaped
before inserting it inside LastChange.

Note when a new instance is created, the initial values for transforms should be equal to the
values in the DefaultTransformSettings state variable, or the transform’s inactive value when
no default value is established.

5.2.3 PresetNameList

This required state variable contains a comma-separated list of valid preset names currently
supported by this device. Its value changes if/when the device changes the set of presets that
it supports. This may occur in conjunction with a vendor-defined action or some other non-
UPnP event. This state variable will include any of the predefined presets that are supported
by the device.

524 Brightness

This conditionally required state variable shall be implemented if the GetBrightness() or
SetBrightness() actions are implemented. The unsigned integer state variable represents the
current brightness setting of the associated display device. Its value ranges from a minimum
of 0 to some device specific maximum. A numerical change of 1 corresponds to the smallest
incremental change that is supported by the device.

Higher values increase the brightness of the display’s output.

525 Contrast

This conditionally required state variable shall be implemented if the GetContrast() or
SetContrast() actions are implemented. The unsigned integer state variable represents the
current contrast setting of the associated display device. Its value ranges from a minimum of 0
to some device specific maximum. A numerical change of 1 corresponds to the smallest
incremental change that is supported by the device.

Higher values increase the contrast of the display’s output.

5.2.6 Sharpness

This conditionally required state variable shall be implemented if the GetSharpness() or
SetSharpness() actions are implemented. The unsigned integer state variable represents the
current sharpness setting of the associated display device. Its value ranges from a minimum
of 0 to some device specific maximum. A numerical change of 1 corresponds to the smallest
incremental change that is supported by the device.

Higher values accentuate fine detail.

5.2.7 RedVideoGain

This conditionally required state variable shall be implemented if the GetRedVideoGain() or
SetRedVideoGain() actions are implemented. The unsigned integer state variable represents
the current setting of the red gain control for the associated display device. Its value ranges
from a minimum of 0 to some device specific maximum. A numerical change of 1 corresponds
to the smallest incremental change that is supported by the device.

Higher values increase the intensity of red in the display’s output. See subclause 5.2.32.1 for
additional information.

5.2.8 GreenVideoGain

This conditionally required state variable shall be implemented if the GetGreenVideoGain() or
SetGreenVideoGain() actions are implemented. The unsigned integer state variable
represents the current setting of the green gain control for the associated display device. Its
value ranges from a minimum of 0 to some device specific maximum. A numerical change of 1
corresponds to the smallest incremental change that is supported by the device.

Higher values increase the intensity of green in the display’s output. See subclause 5.2.32.1

for additional information. Documents
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5.2.9 BlueVideoGain

This conditionally required state variable shall be implemented if the GetBlueVideoGain() or
SetBlueVideoGain() actions are implemented. The unsigned integer state variable represents
the current setting of the blue gain control for the associated display device. Its value ranges
from a minimum of 0 to some device specific maximum. A numerical change of 1 corresponds
to the smallest incremental change that is supported by the device.

Higher values increase the intensity of blue in the display’s output. See subclause 5.2.32.1 for
additional information.

5.2.10 RedVideoBlacklLevel

This conditionally required state variable shall be implemented if the GetRedVideoBlackLevel()
or SetRedVideoBlackLevel() actions are implemented. The unsigned integer state variable
represents the current setting for the minimum output intensity of red for the associated
display device. Its value ranges from a minimum of 0 to some device specific maximum. A
numerical change of 1 corresponds to the smallest incremental change that is supported by
the device.

Higher values increase the minimum output intensity of red in the display’s output. See
subclause 5.2.32.1 for additional information.

5.211 GreenVideoBlackLevel

This  conditionally  required state variable shall be implemented if the
GetGreenVideoBlackLevel() or SetGreenVideoBlackLevel() actions are implemented. The
unsigned integer state variable represents the current setting for the minimum output intensity
of green for the associated display device. Its value ranges from a minimum of 0 to some
device specific maximum. A numerical change of 1 corresponds to the smallest incremental
change that is supported by the device.

Higher values increase the minimum output intensity of green in the display’s output. See
subclause 5.2.32.1 for additional information.

5.2.12 BlueVideoBlackLevel

This conditionally required state variable shall be implemented if the GetBlueVideoBlackLevel()
or SetBlueVideoBlackLevel() actions are implemented. The unsigned integer state variable
represents the current setting for the minimum output intensity of blue for the associated
display device. Its value ranges from a minimum of 0 to some device specific maximum. A
numerical change of 1 corresponds to the smallest incremental change that is supported by
the device.

Higher values increase the minimum output intensity of blue in the display’s output. See
subclause 5.2.32.1 for additional information.

5.2.13 ColorTemperature

This conditionally required state variable shall be implemented if the GetColorTemperature()
or SetColorTemperature() actions are implemented. The unsigned integer state variable
represents the current setting for the color quality of white for the associated display device.
Its value ranges from a minimum of 0 to some device specific maximum. A numerical change
of 1 corresponds to the smallest incremental change that is supported by the device

Lower values produce warmer shades of white (that is: biased towards yellow/orange) and
higher values produce cooler shades of white (that is: biased towards blue).

5.2.14 HorizontalKeystone

This conditionally required state variable shall be implemented if the GetHorizontalKeystone()
or SetHorizontalKeystone() actions are implemented. The signed integer state variable
represents the current level of compensation for horizontal distortion (described below) of the
associated display device. Its value ranges from device-specific negative number to a device
specific positive number. Zero does not need to be in the middle of this range, although it will
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