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Foreword

ISO (the International Organization for Standardization) and IEC (the Inter-
national Electrotechnical Commission) form the specialized system for worldwide
standardization. National bodies that are members of ISO or IEC participate in the
development of International Standards through technical committees established
by the respective organization to deal with particular fields of technical activit

ISO and IEC technical committees collaborate in fields of mutual interest. Of
international organizations, governmental and non-governmental, in liaiso

ISO and IEC, also take part in the work.
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Information technology — Computer graphics — Metafile for the storage and transfer
of picture description information —

Part 3:
Binary encoding

AMENDMENT 1: Rules for profiles

Page iii
Add to Contents:

"10 Encoding rules, proforma, and Model Profile

10.1 General principles . . . . ... ... .. oS
10.1.1 Encodings . .. ... ... .. ... ..

10.1.2 Metafile defaults . . .................

10.2 Profile Proforma tables . ................

Clause 9, page 59
Add a new sentence before the first se

"Conformance of metafiles to ISO/IEC 8632.is de n_ terms-of profiles."

"A metafile conforms to|thi : i conforms to a profile and meets the following

requirements. "
Change the first bu;;

"10 Encoding rules, proforma, and Model Profile

10.1 General principles
10.1.1 Encodings
Precisions are defined consistently with the principles of the encodings, not necessarily for inter-encoding

translation. Where both considerations might apply, compatibility with the principles of the encoding
are considered first and inter-encoding translation second.
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10.1.2 Metafile defaults

Clause 8 addresses all elements which have default values. While no profile can change these values,
an equivalent effect may be achieved by use of the METAFILE DEFAULTS REPLACEMENT element.
Profiles may require that a metafile contain a METAFILE DEFAULTS REPLACEMENT element with
well-defined content.

10.1.3 Floating point values

SI/IEEE 754 floating
d f#0. For 64-bit

Profiles shall prohibit the values NaN, positive infinity, and negative infinity fq
point numbers (see 5.5). For 32-bit floating point, NaN corresponds to €
floating point, NaN corresponds to e=2047 and f>0. For 32-bit floating
infinity are defined respectively by s=0 and s=1, with e=255 and
positive and negative infinity are defined respectively by s=0 and 047 and f=0.

10.2 Profile Poforma tables

The Profile Proforma is contained in table 12 and tab eéebta es, when completed by the author

The PPF tables have 3 columns:
— The first identifies AT

— The second is

—  The thim@n :

1) A unigueNdentifierfor that row, T.n.m, indicating that this is row "m" of table "n". For
examplé;qow T.12.2 is the second row of table 12 (for the REAL PRECISION element).

2) The name of the element for that row, for example, REAL PRECISION.

3) The lowest metafile version (v1, v2, or v3) for which each element is defined.

4) References to other sections of this clause, for additional normative or informative material.
A second column is the PPF template for profile authors. Each row contains:

5) A check box indicating that all specifications for this row for this profile are exactly the same
as those for this row in the Model Profile.
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