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Foreword 
IS0 (the International Organization for Standardization) and IEC (the International 
Electrotechnical Commission) form the specialized system for worldwide 
standardization. National bodies that are members of IS0 or IEC participate in the 
development of International Standards through technical committees established by 
the respective organization to deal with particular fields of technical activity. IS0 and 
IEC technical committees collaborate in fields of mutual interest. Other international 
organizations, governmental and non-governmental, in liaison with IS0 and IEC, also 
take part in the work. 

In the field of information technology, IS0 and IEC have established a joint technical 
committee, ISO/iEC JTC 1. Draft International Standards adopted by the joint 
technical committee are circulated to national bodies for voting. Publication as an 
International Standard requires approval by at least 75 o/o of the national bodies casiing 
a vote. 

Amendment 2 to International Standard ISO/iEC 9805: 1990 was prepared by Joint 
Technical Committee ISO/iEC JTC 1, ftz.jb-/mtion technology. 

Annex C of this International Standard is for information only. 
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Information technology - Open Systems Interconnection - Protocol 
specification for the Commitment, Concurrency and Recovery service 
element 
Amendment 2: Session mapping changes 

Introduction 
{NO CHANGE] 

1 Scope 
{ADD THE FOLLOWING PARAGRAPH TO THE END OF THE CLAUSE] 

This International Standard specifies the following protocol versions: 

a) Protocol Version 1 which does not make use of the Session Data Separation 
functional unit. 

b) Protocol Version 2 which makes use of the Session Data Separation functional 
unit to protect data not belonging to the CCR atomic action. 

2 Normative references 
(ADD THE FOLLOWING REFERENCES TO THIS CLAUSE) 

IS0 8822 1988/Amd.5:-1), Information processing systems - Open Systems 
Interconnection - Basic connection oriented presentation service definition, Amendment 
5: Additional Session Synchronization Functionality to the Presentation Service User. 

IS0 8326: 1987/Amd.4:-i), Information processing systems - Open Systems 
Interconnection - Basic connection oriented session services definition, Amendment 4: 
Additional Resynchronization Functionality. 

ISO/IEC 9804: 1990/Amd.2:-11, Informution technology - Open Systems Interconnection - 
Service specification for the Commitment, Concurrency and Recovery service element, 
Amendment 2: Session Mapping Changes. 

3 Definitions 
{NO CHANGE] 

4 Symbols and abbreviations 

4.1 Data units 
{NO CHANGE] 

4.2 Types of application-protocol-data-units 
{ADD THE FOLLOWING TO THE LIST) 

C-INITIALIZE-RI (when using CCR Protocoi Version 2)  
C-"ïIULIZE-RC (when using CCR Protocol Version 2) 

To be published 
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4.3 Other abbreviations 
{NO CHANGE} 

5 Conventions 
{NO CHMGE} 

6 Overview of the CCR protocol 

6.1 Service Support 
{NO CHANGE} 

6.2 Constraints on ACSE services 
{CHANGE PARAGRAPH 6.2.2 TO READ AS FOLLOWS.} 

6.2.2 When establishing the association, the following Presentation and Session 
Requirements must be specified on the A-ASSOCIATE service: 

presentation kernel functional unit 

session kernel functional unit 

session typed data functional unit 

session major synchronize functional unit (when using CCR Protocol Version 1) 

session minor synchronize functional unit 

session resynchronize functional unit 

session data separation functional unit 

{ADD A NEW CLAUSE 6.2.4, AS FOLLOWS} 

6.2.4 If CCR Protocol Version 2 is being used, the ACSE User information on an A- 
ASSOCIATE request shall contain the C - m E - R I  APDU. In addition, the 
ACSE User information on an A-ASSOCIATE response must contain the C- O INITIALIZE-RC APDU. 

6.3 Use of the presentation service 
{CHANGE PARAGRAPH 63.1 TO READ AS FOLLOWS.} 

6.3.1 CCR uses the following presentation (IS0 8822) services: 

P-DATA 
P-TYPED-DATA 

P-SYNC-MINOR 
P-SYNC-MAJOR (when using CCR Protocol Version 1) 

P-RESYNCHRONIZE(restart) (when using CCR Protocol Version 1) 
P-RESYNCHRONIZE(abandon) (when using CCR Protocol Version 2) 
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6.4 Relationship to the session-service and the transport-service 
{CHANGE THE FIRST SENTENCE OF CLAUSE 6.4.3 TO READ.} 

"If CCR Protocol Version 1 is being used and the Transport-expedited service is used by 
the session layer, the CCR service-user:'' 

{CHANGE THE NOTE UNDER CLAUSE 6.4.3 TO READ AS FOLLOWS} 

NOTE - With CCR Protocol Version 1, the use of the session resynchronization service 
for C-ROLLBACK is liable to cause purging of user data outside the atomic action. If 
the Transport-expedited service is used by session and the above restrictions are not 
followed, the C-BEGIN can be purged and user-data preceding it. This will not occur if 
CCR Protocol Version 2 is used. 

6.5 Operation of the CCRPM 
{NO CHANGE} 

{ADD A NEW CLAUSE 6.6, AS FOLLOWS) 

6.6 Rules of Extensibility for CCR Protocol Version 2 

0 

For the C-INlTIALIZE-RI APDU, a receiving CCRPM shall 

a) ignore any undefined element; 

b) where named bits are used, treat any bit as insignXcant when no name is assigned 
to it. 

7 Elements of procedures 
{ADD '5)" TO THE PROCEDURE LIST AS FOLLOWS} 

i) initialization, if CCR Protocol Version 2 is being used 

7.1 Begin branch procedure 

7.1.1 Purpose 
{NO CHANGE} 

7.1.2 APDUs used 
{NO CHANGE} 

7.13 Prerequisite requirements 
{NO CHANGE} 

0 

7.1.4 Procedure operation 
{NO CHAlVGE} 

7.1.5 Use of the C-BEGIN-RI APDU fields 
{ADD THE FOLLOWING TEXT BETWEEN THE FIRST AND SECOND PARAGRAPH} 

If CCR Protocol Version 2 is being used, then the CCRPM shail represent the "Atomic 
Action Identifier - Master's Name" parameter of the C-BEGIN request in the abstract 
syntax by using either the "name" form or the "sender" value of the "side" form of the 
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"masters-name" field. The latter form may only be used if the Master's Name is the AE- 
title of the requestor, as passed on the A-ASSOCIATE service used to establish the 
supporting association. 

{ADD THE FOLLOWING TEXTBETWEEN THE THIRD AND FOURTH 
PARAGRAPHS} 

If CCR Protocol Version 2 is being used and if the "masters-name" field in the "atomic- 
action-identifier" field is the "sender" value of the "side" fom, the "Atomic Action 
Identifier - Master's Name" parameter of the C-BEGIN indication shall be the requestor's 
AE-title that was passed in the A-ASSOCIATE service used to establish the supporting 
association. 

7.1.6 Use of the C-BEGJN-RC APDU field 
{NO CHANGE} 

7.1.7 Collisions 
{CHANGE THE PARENTHETICAL PHRASE IN THE NOTE TO READ AS FOLLOWS.} 

(except when issued with C-ROLLBACK or, when using CCR Protocol Version 1, when 
issued with C- COMMIT) 

7.2 Prepare subordinate procedure 
{NO CHANGE} 

7.3 ûffer commitment procedure 
{NO CHANGE} 

7.4 Order commitment 

7.4.1 Purpose 
{NO CHANGE} 

7.4.2APDUsused 
{NO CHANGE} 

7.43 Prerequisite requirements 
{CHANGE THE SECOND SENTENCE OF THE FIRST PARAGRAPH TO READ AS 
FOLLOWS. } 

The requestor shall also either be the owner of the session major/activity token, if using 
CCR Protocol Version 1, or the synchronize-minor token, if using CCR Protocol Version 
2. 

7.4.4 Order commitment procedure 
{NO CHANGE} 

7.4.4.1 C-COMMIT request primitive 
{REPLACE THE SECOND SENTENCE BY THE FOLLOWING TEXT} 

If CCR Protocol Version 1 is being used, it issues a P-SYNC-MAJOR request primitive 
with the APDU as a data value of the primitive's User Data parameter. If CCR Protocol 
Version 2 is being used, it issues a P-SYNC-MINOR request primitive with the APDU as 
a data value of the primitive's User Data parameter. 
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7.4.4.2 C-COMMIT-RI APDU 
{REPLACE THE FIRST SENTENCE BY THE FOLLOWING TEXT} 

If CCR Protocol Version 1 is being used, the accepting CCRPM receives a C-COMMIT- 
RI APDU from its peer as user data on a P-SYNC-MAJOR indication primitive. If CCR 
Protocol Version 2 is being used, the accepting CCRPM receives a C-COMMIT-RI 
APDU from its peer as user data on a P-SYNC-MINOR indication primitive. 

7.4.4.3 C-COMMIT response primitive 
{REPLACE THE SECOND SENTENCE BY THE FOLLOWING T m }  

If CCR Protocol Version 1 is being used, it issues a P-SYNC-MAJOR response primitive 
with the APDU as a data value of the primitive's User Data parameter. If CCR Protocol 
Version 2 is being used, it issues a P-SYNC-MINOR response primitive with the APDU 
as a data value of the primitive's User Data parameter. 

7.4.4.4 C-COMMIT-RC APDU 
{REPLACE THE FIRST SENTENCE BY THE FOLLOWING TEXT} 

If CCR Protocol Version 1 is being used, the requesting CCRPM forms a C-COMMIT- 
RC APDU from its peer as user data on a P-SYNC-MAJOR indication primitive. If 
CCR Protocol Version 2 is being used, the requesting CCRPM receives a C-COMMIT- 
RC APDU from its peer as user data on a P-SYNC-MINOR indication primitive. 

7.45 Use of the C-COMMIT-RI APDU fields 
{NO CHANGE} 

7.4.6 Use of the C-COMMIT-RC APDU field 
{NO CHANGE} 

7.4.7 Collision 
{NO CHANGE} 

7.5 Rollback 

7.5.1 Purpose 
{NO CHANGE} 

7.5.2APDUsused 
{NO CHANGE} 

7.53 Prerequisite requirements 
{NO CHANGE} 

7.5.4 Rollback procedure 
{NO CHANGE TO THE INTRODUCTORY TEXT UNDER 7.5.4}} 

7.5.4.1 C-ROLLBACK request primitive 
{CHANGE SECOND SENTENCE OF FIRST PARAGRAPH TO REAû AS FOLLOWS.} 

If CCR Protocol Version 1 is being used, it issues a P-RESYNCHRONIZE(restart) 
request primitive with the APDU as a data value of the primitive's User Data parameter. 
If CCR Protocol Version 2 is being used, it issues a P-REsYNCHRONTZE(abandon) 
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request primitive with the APDU as a data value of the primitive's User Data parameter. 

7.5.4.2 C-ROLLBACK-RI APDU 
{CHANGE FIRST SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLOWS.} 

If CCR Protocol Version 1 is being used, the accepting CCRPM receives a C- 
ROLLBACK-RI APDU from its peer as user data on a P-RESYNCHRONIZE(restart) 
indication primitive. If CCR Protocol Version 2 is being used, the accepting CCRPM 
receives a C-ROLLBACK-RI APDU from its peer as user data on a P- 
RESYNCHRONIZE( abandon) indication primitive. 

7.5.4.3 C-ROLLBACK response primitive 
{CHANGE SECOND SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLOWS.} 

If CCR Protocol Version 1 is being used, it issues a P-RESYNCHRONIZE(restart) 
response primitive with the APDU as a data value of the primitive's User Data parameter. 
If CCR Protocol Version 2 is being used, it issues a P-RESYNCHRONIZE(aband0n) 
response primitive with the APDU as a data value of the primitive's User Data parameter. 

{CHANGE FIRST SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLOWS.} 
7.5.4.4 C-ROLLBACK-RCAPDU 

If CCR Protocol Version 1 is being used, the requesting CCRPM receives a C- 
ROLLBACK-RC APDU from its peer as user data on a P-RESYNCHRONIZE(restart) 
c o n f i i  primitive. If CCR Protocol Version 2 is being used, the requesting CCRPM 
receives a C-ROLLBACK-RC APDU from its peer as user data on a P- 
RESYNCHRONIZE(abandon) confirm primitive. 

7.55 Use of the C-ROLLBACK-RI APDU fields 
{NO CHANGE} 

7.5.6 Use of the C-ROLLBACK-RC APDU fields 
{NO CHANGE} 

7.5.7 Disruptive effect 
{CHANGE THE FIRST SENTENCE TO READ AS FOLLOWS.} 

Because the C-ROLLBACK service is mapped on the P-RESYNCHRONIZE service, 
CCR APDUs other than a C-ROLLBACK-RI from the association-initiator are discarded 
(by the underlying session service-provider). 

7.58 Collision with a C-ROLLBACK-RI APDU 
{NO CHANGE} 

7.6 Branch recovery procedure 

7.6.1 Purpose 
{NO CHANGE} 

7.6.2APDUsused 
{NO CHANGE} 

7.63 Prerequisite requirements 
{NO CHANGE] 
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