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Foreword

ISO (the International Organization for Standardization) and IEC (the International
Electrotechnical Commission) form the specialized system for worldwide
standardization. National bodies that are members of ISO or IEC participate in the
development of International Standards through technical committees established by
the respective organization to deal with particular fields of technical activity. ISO and
IEC technical committees collaborate in fields of mutual interest. Other internatio
organizations, governmental and non-governmental, in liaison with ISO and IEC, als
take part in the work.

International Standard requires approval by at least 75 % of
a vote.
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Information technology — Open Systems Interconnection — Protocol
specification for the Commitment, Concurrency and Recovery service
element

Amendment 2: Session mapping changes
Introduction
{NO CHANGE}

1 Scope
{ADD THE FOLLOWING PARAGRAPH TO THE END OF THE CLAUSE}

This International Standard specifies the following protocol version;

a) Protocol Version 1 which does not make use of the .
functional unit.

2 Normative references
{ADD THE FOLLOWING REFERENCES

ISO/IEC
Service sp
Amendment

{NO CHANGE

4.2 Types of application-protocol-data-linits
{ADD THE FOLLOWING TO THE LIST}

C-INITIALIZE-RI (when using CCR Protocol Version 2)
C-INITIALIZE-RC (when using CCR Protocol Version 2)

1) To be published.

1
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4.3 Other abbreviations
{NO CHANGE}

5 Conventions
{NO CHANGE}

6 Overview of the CCR protocol

6.1 Service Support
{NO CHANGE}

6.2 Constraints on ACSE services
{CHANGE PARAGRAPH 6.2.2 TO READ AS FOLLOWS.)}

6.2.2 When establishing the association, the following Presentation and Sessior
Requirements must be specified on the A-ASSOCIATE service:

presentation kernel functional unit

session kernel functional unit

session typed data functional unit
session major synchronize functional ocol Version 1)
session minor synchronize functional
session resynchronize functjona
session data separation
{ADD A NEW CLA US4, A
the ACSE User information on an A-

ASSOCIATE request shd ALIZE-RI APDU. In addition, the
ACSE User mforma 0 ax ATE response must contain the C-

6.3.1 CCR uses the following presentation (ISO 8822) services:
P-DATA
P-TYPED-DATA
P-SYNC-MAJOR (when using CCR Protocol Version 1)
P-SYNC-MINOR

P-RESYNCHRONIZE(restart) (when using CCR Protocol Version 1)
P-RESYNCHRONIZE(abandon) (when using CCR Protocol Version 2)
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6.4 Relationship to the session-service and the transport-service
{CHANGE THE FIRST SENTENCE OF CLAUSE 6.4.3 TO READ.}

"If CCR Protocol Version 1 is being used and the Transport-expedited service is used by
the session layer, the CCR service-user:"

{CHANGE THE NOTE UNDER CLAUSE 6.4.3 TO READ AS FOLLOWS}

NOTE - With CCR Protocol Version 1, the use of the session resynchronization service
for C-ROLLBACK is liable to cause purging of user data outside the atomic action. If
the Transport-expedited service is used by session and the above restrictions are not
followed, the C-BEGIN can be purged and user-data preceding it. ill not occur if
CCR Protocol Version 2 is used.

6.5 Operation of the CCRPM
{NO CHANGE}

. {ADD A NEW CLAUSE 6.6, AS FOLLOWS}
6.6 Rules of Extensibility for CCR Protocol V

to it.

7 Elements of pro:

. quisite requirements
{NO CHANGE}

7.1.4 Procedure operation
{NO CHANGE}

7.1.5 Use of the C-BEGIN-RI APDU fields
{ADD THE FOLLOWING TEXT BETWEEN THE FIRST AND SECOND PARAGRAPH '}

If CCR Protocol Version 2 is being used, then the CCRPM shall represent the "Atomic

Action Identifier - Master's Name" parameter of the C-BEGIN request in the abstract
syntax by using either the "name" form or the "sender” value of the "side" form of the
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"masters-name"” field. The latter form may only be used if the Master's Name is the AE-
title of the requestor, as passed on the A-ASSOCIATE service used to establish the
supporting association.

{ADD THE FOLLOWING TEXT BETWEEN THE THIRD AND FOURTH
PARAGRAPHS}

If CCR Protocol Version 2 is being used and if the "masters-name” field in the "atomic-
action-identifier" field is the "sender” value of the "side" form, the "Atomic Action
Identifier - Master's Name" parameter of the C-BEGIN indication shall be the requestor's
AE-title that was passed in the A-ASSOCIATE service used to establish the supporting
association.

7.1.6 Use of the C-BEGIN-RC APDU field
{NO CHANGE}

7.1.7 Collisions
{CHANGE THE PARENTHETICAL PHRASE IN THE NOTE TO READ

(except when issued with C-ROLLBACK or, when using CCR Prote
issued with C- COMMIT)

7.2 Prepare subordinate procedure
{NO CHANGE}

7.3 Offer commitment procedure
{NO CHANGE}

7.4 Order commitment

7.4.1 Purpose
{NO CHANGE}

7.4.2 APDUs used
{NO CHANGE}

7.4.3 Prerequisite requi
{CHANGE THE SE
FOLLOWS.}

E OF THE FIRST PARAGRAPH TO READ AS

The requestor sha be the owner of the session major/activity token, if using
CCR Protocol Vers1on e synchronize-minor token, if using CCR Protocol Version
2.

7.4.4 Order commitment procedure
{NO CHANGE}

7.4.4.1 C-COMMIT request primitive
{REPLACE THE SECOND SENTENCE BY THE FOLLOWING TEXT}

If CCR Protocol Version 1 is being used, it issues a P-SYNC-MAJOR request primitive
with the APDU as a data value of the primitive's User Data parameter. If CCR Protocol
Version 2 is being used, it issues a P-SYNC-MINOR request primitive with the APDU as
a data value of the primitive's User Data parameter.
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7.4.4.2 C-COMMIT-RI APDU
{REPLACE THE FIRST SENTENCE BY THE FOLLOWING TEXT}

If CCR Protocol Version 1 is being used, the accepting CCRPM receives a C-COMMIT-
RI APDU from its peer as user data on a P-SYNC-MAJOR indication primitive. If CCR
Protocol Version 2 is being used, the accepting CCRPM receives a C-COMMIT-RI
APDU from its peer as user data on a P-SYNC-MINOR indication primitive.

7.4.4.3 C-COMMIT response primitive
{REPLACE THE SECOND SENTENCE BY THE FOLLOWING TEXT}

If CCR Protocol Version 1 is being used, it issues a P-SYNC-MAJQO
with the APDU as a data value of the primitive's User Data parame
Version 2 is being used, it issues a P-SYNC-MINOR response
as a data value of the primitive's User Data parameter.

. 7.4.4.4 C-COMMIT-RC APDU
{REPLACE THE FIRST SENTENCE BY THE FO

esponse primitive

7.4.5 Use of the C-COMMIT-
{NO CHANGE)}

7.4.6 Use of the
{NO CHANGE}

7.4.7 Collision

7.5.3 Prerequisite requirements
{NO CHANGE}

7.5.4 Rollback prl)cedure
{NO CHANGE TO THE INTRODUCTORY TEXT UNDER 7.5.4}}

7.5.4.1 C-ROLLBACK request primitive
{CHANGE SECOND SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLOWS.}

If CCR Protocol Version 1 is being used, it issues a P-RESYNCHRONIZE(restart)

request primitive with the APDU as a data value of the primitive's User Data parameter.
If CCR Protocol Version 2 is being used, it issues a P-RESYNCHRONIZE(abandon)
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request primitive with the APDU as a data value of the primitive's User Data parameter.

7.5.4.2 C-ROLLBACK-RI APDU
{CHANGE FIRST SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLOWS }

If CCR Protocol Version 1 is being used, the accepting CCRPM receives a C-
ROLLBACK-RI APDU from its peer as user data on a P-RESYNCHRONIZE(restart)
indication primitive. If CCR Protocol Version 2 is being used, the accepting CCRPM
receives a C-ROLLBACK-RI APDU from its peer as user data on a P-
RESYNCHRONIZE(abandon) indication primitive.

7.5.4.3 C-ROLLBACK response primitive
{CHANGE SECOND SENTENCE OF FIRST PARAGRAPH TO READ AS FOLLQW.

If CCR Protocol Version 1 is being used, it issues a P-RESYNCHRONIZE(resta
response primitive with the APDU as a data value of the primitive's User D4ta para
If CCR Protocol Version 2 is being used, it issues a P-RESYNCHRONIZE((aband

response primitive with the APDU as a data value of the primitive's Ust apara

7.5.4.4 C-ROLLBACK-RC APDU

ROLLBACK-RC APDU from its peer as user data on 2R
confirm primitive. If CCR Protocol Version 2\is being
receives a C-ROLLBACK-RC APDU from its pee

{NO CHANGE}

7.5.6 Use of the C-ROLLBA

{NO CHANGE}

7.5.7 Disruptive effect

{CHANGE THE FIRST S AS FOLLOWS.}

Because the C-ROLKRE
CCR APDUs othg
(by the underlying

apped on the P-RESYNCHRONIZE service,
BACK-RI from the association-initiator are discarded

7.5.8 Collision with a C LLBACK-RI APDU
{NO CHANGE}
7.6 Branch recovery procedure

7.6.1 Purpose
{NO CHANGE}

7.6.2 APDUs used
{NO CHANGE}

7.6.3 Prerequisite requirements
{NO CHANGE}
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