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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees established 
by the respective organization to deal with particular fields of technical activity. ISO and IEC technical 
committees collaborate in fields of mutual interest. Other international organizations, governmental and non-
governmental, in liaison with ISO and IEC, also take part in the work. In the field of information technology, ISO 
and IEC have established a joint technical committee, ISO/IEC JTC 1. 

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating 
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards 
through a consensus development process, approved by the American National Standards Institute, which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. Volunteers 
are not necessarily members of the Institute and serve without compensation. While the IEEE administers the 
process and establishes rules to promote fairness in the consensus development process, the IEEE does not 
independently evaluate, test, or verify the accuracy of any of the information contained in its standards. 

The main task of ISO/IEC JTC 1 is to prepare International Standards. Draft International Standards adopted 
by the joint technical committee are circulated to national bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the national bodies casting a vote. 

Attention is called to the possibility that implementation of this standard may require the use of subject matter 
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or 
validity of any patent rights in connection therewith. ISO/IEEE is not responsible for identifying essential 
patents or patent claims for which a license may be required, for conducting inquiries into the legal validity or 
scope of patents or patent claims or determining whether any licensing terms or conditions provided in 
connection with submission of a Letter of Assurance or a Patent Statement and Licensing Declaration Form, if 
any, or in any licensing agreements are reasonable or non-discriminatory. Users of this standard are expressly 
advised that determination of the validity of any patent rights, and the risk of infringement of such rights, is 
entirely their own responsibility. Further information may be obtained from ISO or the IEEE Standards 
Association. 

ISO/IEC/IEEE 8802-11 was prepared by the LAN/MAN Standards Committee of the IEEE Computer Society 
(as IEEE Std 802.11-2012). It was adopted by Joint Technical Committee ISO/IEC JTC 1, Information 
technology, Subcommittee SC 6, Telecommunications�and�information�exchange�between�systems, in 
parallel with its approval by the ISO/IEC national bodies, under the “fast-track procedure” defined in the 
Partner Standards Development Organization cooperation agreement between ISO and IEEE. IEEE is 
responsible for the maintenance of this document with participation and input from ISO/IEC national bodies. 

This first edition of ISO/IEC/IEEE 8802-11 cancels and replaces ISO/IEC 8802-11:2005, which has been 
technically revised. It also incorporates the Amendments ISO/IEC 8802-11:2005/Amd.4:2006, 
ISO/IEC 8802-11:2005/Amd.5:2006 and ISO/IEC 8802-11:2005/Amd.6:2006. 

ISO/IEC/IEEE 8802 consists of the following parts, under the general title Information technology — 
Telecommunications and information exchange between systems — Local and metropolitan area networks — 
Specific requirements: 

— Part 11: Wireless LAN medium access control (MAC) and physical layer (PHY) specifications 

— Part 15-4: Wireless medium access control (MAC) and physical layer (PHY) specifications for low-rate 
wireless personal area networks (WPANs) 
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Notice and Disclaimer of Liability Concerning the Use of IEEE Documents: IEEE Standards documents are
developed within the IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association
(IEEE-SA) Standards Board. IEEE develops its standards through a consensus development process, approved by the
American National Standards Institute, which brings together volunteers representing varied viewpoints and interests to
achieve the final product. Volunteers are not necessarily members of the Institute and serve without compensation.
While IEEE administers the process and establishes rules to promote fairness in the consensus development process,
IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the soundness of any
judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. IEEE disclaims liability for any personal injury, property or other damage,
of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from
the publication, use of, or reliance upon any IEEE Standard document.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly
disclaims any express or implied warranty, including any implied warranty of merchantability or fitness for a specific
purpose, or that the use of the material contained in its standards is free from patent infringement. IEEE Standards
documents are supplied "AS IS."

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase,
market, or provide other goods and services related to the scope of the IEEE standard. Furthermore, the viewpoint
expressed at the time a standard is approved and issued is subject to change brought about through developments in the
state of the art and comments received from users of the standard. Every IEEE standard is subjected to review at least
every ten years. When a document is more than ten years old and has not undergone a revision process, it is reasonable
to conclude that its contents, although still of some value, do not wholly reflect the present state of the art. Users are
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regardless of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a proposed
change of text, together with appropriate supporting comments. Since IEEE standards represent a consensus of
concerned interests, it is important to ensure that any responses to comments and questions also receive the concurrence
of a balance of interests. For this reason, IEEE and the members of its societies and Standards Coordinating Committees
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Notice to users

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the
provisions of any IEEE standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and private
uses. These include both use, by reference, in laws and regulations, and use in private self-regulation,
standardization, and the promotion of engineering practices and methods. By making this document
available for use and adoption by public authorities and private users, the IEEE does not waive any rights in
copyright to this document.

Updating of IEEE documents

Users of IEEE standards should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE-SA website or contact the IEEE at the address listed
previously. For more information about the IEEE Standards Association or the IEEE standards development
process, visit the IEEE-SA website.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http://
standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the
existence or validity of any patent rights in connection therewith. A patent holder or patent applicant has
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE-
SA website http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may indicate
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation or
under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair
discrimination to applicants desiring to obtain such licenses. 

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or nondiscriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely their
own responsibility. Further information may be obtained from the IEEE Standards Association.

ISO/IEC/IEEE 8802-11:2012(E)

x
Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 07:27:28 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: ISO/IEC/IEEE 8802-11-2012

http://standards.ieee.org/about/sasb/patcom/patents.html
http://standards.ieee.org/findstds/errata/index.html
http://standards.ieee.org/findstds/errata/index.html
http://standards.ieee.org/index.html
http://standards.ieee.org/index.html
http://www.avadocuments.com/doc/iso-iec-ieee-8802-11-2012
http://www.avadocuments.com/doc/iso-iec-ieee-8802-11-2012


Copyright © 2012 IEEE. All rights reserved.

Introduction

This introduction is not part of IEEE Std 802.11-2012, IEEE Standard for Information technology—
Telecommunications and information exchange between systems—Local and metropolitan area network—Specific
requirements—Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications.

This revision gives users, in one document, the IEEE 802.11 standard for wireless local area networks
(WLANS) with all the amendments that have been published to date. 

Incorporating published amendments

The original standard was published in 1999 and reaffirmed in 2003. A revision was published in 2007,
which incorporated into the 1999 edition the following amendments: IEEE Std 802.11a™-1999,
IEEE Std 802.11b™-1999, IEEE Std 802.11b-1999/Corrigendum 1-2001, IEEE Std 802.11d™-2001, IEEE
Std 802.11g™-2003, IEEE Std 802.11h™-2003, IEEE Std 802.11i™-2004, IEEE Std 802.11j™-2004 and
IEEE Std 802.11e™-2005. 

The current revision, IEEE Std 802.11-2012, incorporates the following amendments into the 2007 revision: 

— IEEE Std 802.11k™-2008: Radio Resource Measurement of Wireless LANs (Amendment 1)

— IEEE Std 802.11r™-2008: Fast Basic Service Set (BSS) Transition (Amendment 2)

— IEEE Std 802.11y™-2008: 3650–3700 MHz Operation in USA (Amendment 3)

— IEEE Std 802.11w™-2009: Protected Management Frames (Amendment 4)

— IEEE Std 802.11n™-2009: Enhancements for Higher Throughput (Amendment 5)

— IEEE Std 802.11p™-2010: Wireless Access in Vehicular Environments (Amendment 6)

— IEEE Std 802.11z™-2010: Extensions to Direct-Link Setup (DLS) (Amendment 7)

— IEEE Std 802.11v™-2011: IEEE 802.11 Wireless Network Management (Amendment 8)

— IEEE Std 802.11u™-2011: Interworking with External Networks (Amendment 9)

— IEEE Std 802.11s™-2011: Mesh Networking (Amendment 10)

As a result of publishing this revision, all of the previously published amendments and revisions are now
retired. 

Technical corrections, clarifications, and enhancements

In addition, this revision specifies technical corrections and clarifications to IEEE Std 802.11 as well as
enhancements to the existing medium access control (MAC) and physical layer (PHY) functions. Such
enhancements include incorporated interpretation requests.

Revised clause and annex numbering

In IEEE Std 802.11-2012, the order of clauses and annexes has also been revised. The result of this revised
order on the numbering of clauses and annexes is summarized in Figure A.
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