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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through
technical committees established by the respective organization to deal with particular fields of
technical activity. 1ISO and IEC technical committees collaborate in fields of mutual interest. Other
international organizations, governmental and non-governmental, in liaison with ISO and IEC,
also take part in the work.

In the field of information technology, ISO and IEC have established a joint technical committee,
ISO/IEC JTC 1. In addition to developing International Standards, ISO/IEC JTC 1 has created a

Specia! Group on Functional Standardization for the elaboration of international Standardized
Profiles.

An International Standardized Profile is an internationally agreed, harmonized document which
identifies a standard or group of standards, together with options and parameters, necessary to
accomplish a function or set of functions.

Draft International Standardized Profiles are circulated to national bodies for voting. Publication
as an International Standardized Profile requires approval by at least 75 % of the national bodies
casting a vote.

International Standardized Profile ISO/IEC ISP 11182-1 was prepared with the collaboration of

- OSI Asia-Oceania Workshop (AOW);

- European Workshop for Open Systems (EWOS);

- OSE Implementors' Workshop (OIW);

- CCITT Study Group VI,
ISO/IEC ISP 11182 consists of the following part under the general title Information technology -
International Standardized Profile FOD36 - Open Document Format: Extended document structure
- Character, raster graphics and geometric graphics content architectures:

- Part 1: Document Application Profile (DAP)

Further parts of this International Standardized Profile may be developed.

Annex A forms an integral part of this part of ISO/IEC ISP 11182. Annexes B and C are for
information only.
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Introduction

This International Standardized Profile (ISP) is defined within the context of Functional Standardization, in
accordance with the principles specified by ISO/IEC TR 10000, "Framewark and Taxonomy of International
Standardized Profiles”. The context of Functional Standardization is one parnt of the overall field of
Information Technology (IT) standardization activities, covering base standards, profiles and registration
mechanisms. A Profile defines a combination of base standards that collectively perform a specific well-
defined IT Function. Profiles standardize the use of options and other variations in the base standards,
and provide a basis for the development of uniform, internationally recognized conformance test suites.

One of the most important roles for an ISP is to serve as the basis for the development (by organizations
other than ISO and |IEC) of internationally recognized tests and test centres. 1SPs are produced not simply
to "legitimize” a particular choice of base standards and options, but to promote real systems
interoperability. The development and widespread acceptance of tests based on this and other ISPs is
crucial to the successful realization of this goal.

Development of this document application profile has been done in close cooperation between several
organizations. These include ODA expert groups within the Asia-Oceania Workshop (AOW), CCITT Study
Group VIl European Workshop for Open Systems (EWOS) and OSE Implementors’ Workshop (OIW) The
liaison between these organizations has occurred within the meetings of the Profile Alignment Group for
ODA (PAGODA). These meetings have focused on the development of a single set of Internationally
aligned ODA document application profiles. This ISP is harmonised among the three workshops and has
been ratified by the three workshops’ plenary assemblies.

The purpose of this International Standardized Profile is to facilitate the interworking of applications
interchanging documents based on ODA, CCITT Rec. T.410 series | ISO 8613. This International
Standardized Profile is suitable for interchanging documents in formatted form, processable form or
formatted processable form and has been defined in accordance with CCITT Rec. T.411 | ISO 8613-1.
The format of this International Standardized Profile is in accordance with the standardized proforma and
notation defined in Amendment 1 - Annex F of CCITT Rec. T.411 | ISO 8613-1.
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Information technology - International Standardized Profile FOD36 -

e oA -__a____1

Upen uocument rormat;: :xrenueu OOCUITIEHI structure - bnaracwr,
raster graphics and geometric graphics content architectures —

1 Scope

This International Standardized Profile specifies interchange formats for the transfer of structured
documents between equipment designed for word or document processing. Such documents may contain
character, raster graphics and geometric graphics content.

The documents that can be interchanged using this International Standardized Profile range from simple
documents to highly structured technical reports, articies and typeset documents such as brochures. This
International Standardized Profile provides a comprehensive level of features for the transfer of documents

TOCCooaillic T,

— formatted processable form.

The architecture levels defined for these three forms have matching functionalities so that the interchange
formats of a document are convertible from a processable form to any other form.

This International Standardized Profile is independent of the processes carried out in an end system to
create, edit or reproduce documents. It is also independent of the means to transfer documents which, for
example, may be by means of communication links or storage media.

A document structured in accordance with this International Standardized Profile is represented for
interchange by one of two document application profiles. One document application profile uses the Oftice

Document interchange Format (ODiF), the other document appiication profiie uses the Oifice Document
Language (ODL.}), both as defined in CCITT Rec. T.415 | ISO 8613-5.

When this documem refers to this International Standardized Profile, it is referring to either of the document

PYRNTN PN PR H PN P N P ¥ I S PN Rauys | ey o m ~
application profiles defined by this international Standardized Profile.
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2 Normative references

The following documents contain provisions which, through reference in this text, consititute provisions of
this intemational Standardized Profile. Ai the time of puoucauon the editions indicated were valid. Aii
documents are subject to revision, and pames to agreements based on this Intemational Standardized

r IUIIlU are WdlllUU d.ydlllbl autunlauuauy dpplylllu dlly moie lUbGlll UUIlIUIID UI lllc UUUUIIICHID IIDLUU UUIUW

since the nature of references made by ISPs to such documents is that they may be specific to a particular

aditinn Mamhare af {EC and IS0 maintain raaictare nf currantly valid Intarnatinnal Standarde and IQDc
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and CCITT maintains published editions of its Recommendations.

— CCITT Recommendation T.411 (1988), Open Document Architecture (ODA) and
Interchange Format: Introduction and General Principles.

ISO 8613-1 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 1. Introduction and general principles.

— CCITT Recommendation T.411 Annex F (1991), Open Document Architecture (ODA) and
Interchange Format: Introduction and General Principles - Annex F: A Document
Application Profile Proforma and Notation.

ISO 8613-1 Add. 1": Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 1: Introduction and general principles -
Addendum 1 - Document Application Profile Proforma and Notation.

— CCIiTT Recommendation T.412 (1988), Open Document Architecture (ODA) and
interchange Format: Document Structures.

ISO 8613-2 . 1989, Information processing - Text and office systems - Office Document

A-nh.‘ M roa INNDAY intnrnhan~n farrvmad irant obranad
CHCLIU () auu "IlC'lblldllyU forrniat - I'dll L uuuuulclu Siruciures.
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Interchange Format: Document Profile.

e
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ISO 8613-4 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 4: Document profile.

— CCITT Recommendation T.415 (1988), Open Document Architecture (ODA) and
Interchange Format: Open Document Interchange Format (ODIF).

ISO 8613-5 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 5: Office Document Interchange Format
(ODIF).

— CCITT Recommendation T.416 (1988), Open Document Architecture (ODA) and
Interchange Format: Character Content Architecture.

1) To be published.

[
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ISO 8613-6 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 6: Character content architectures.

— CCITT Recommendation T.417 (1988), Open Document Architecture (ODA) and
Interchange Format: Raster Graphics Content Architectures.

ISO 8613-7 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 7: Raster graphics content architectures.

— CCITT Recommendation T.418 (1988), Open Document Architecture (ODA) and
Interchange Format: Geometric Graphics Content Architectures.

ISO 8613-8 : 1989, Information processing - Text and office systems - Office Document
Architecture (ODA) and interchange format - Part 8: Geometric graphics content
architectures.

— CCITT Recommendation X.208 (1988), Specification of abstract syntax notation one
(ASN.1).

ISO/IEC 8824 : 1990, Information technology - Open Systems Interconnection - Specification
of Abstract Syntax Notation One (ASN.1).

— CCITT Recommendation X.209 (1988), Specification of basic encoding rules for abstract
syntax notation one (ASN.1).

ISO/IEC 8825 : 1990, Information technology - Open Systems Interconnection - Specification
of Basic Encoding Rules for Abstract Syntax Notation One (ASN.1).

— CCITT Recommendation T.502", Document Application Profile PM-11 for the Interchange
of Character Content Documents in Processable and Formatted Forms.

ISO/AEC ISP 10610-1 : 1993, Information technology - International Standardized Profile
FOD11 - Open Document Format :@ Simple document structure - Character content
architecture only - Part 1. Document Application Profile (DAP).

— CCITT Recommendation T.505%, Document Application Profile PM-26 for the Interchange
of Mixed Content Documents in Processable and Formatted Forms.

ISO/IEC ISP 11181-1 : 1993, Information technology - International Standardized Profile
FOD26 - Open Document Format : Enhanced document structure - Character, raster
graphics and geometric graphics content architectures - Part 1. Document Application
Profile (DAP)

NOTE - In the titles of the various parts of ISO 8613 the term "Office” occurs. ISO has decided that this shall be
changed to "Open", and the new edition of ISO/IEC 8613 (to be published) will use "Open" in place of "Office".
For this reason, this International Standardized Profile uses the term "Open” in its title.

1) To be published. The title of this recommendation may be changed.

2} To be published. The title of this recommendation may be changed.
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2.2 Additional references

— CCITT Recommendation T.4 (1988) - Standardization of group 3 facsimile apparatus for
docurment transmission.

— CCITT Recommendation T.6 (1988) - Facsimile coding schemes and coding control
functions for group 4 facsimile apparatus.

— CCITT Recommendation T.400 (1988), Introduction to Document Architecture, Transfer
and Manipulation.

— ISONEC 646 : 1991, Information technology - ISO 7-bit coded character set for information
interchange.

— IS0 2022 : 1986, Information processing - ISO 7-bit and 8-bit coded character sets - Code
extension techniques.

— 1S0O 2375 : 1985, Data processing - Procedure for registration of escape sequences.

— IS0 6937-2 : 1983, Information processing - Coded character sets for text communication
- Part 2: Latin alphabetic and non-alphabetic graphic characters.

— ISO 6937-2 : 1983/Add. 1 : 1989, Information processing - Coded character sets for text
communication - Part 2: Latin alphabetic and non-alphabetic graphic characters -
Addendum 1.

— ISO/IEC 7350 : 1991, Information technology - Registration of repertoires of graphic
characters from ISO/IEC 10367.

— ISO/NEC 8632 : 1992, Information technology - Computer graphics - Metatile for the storage
and transfer of picture description information
- Part 1 : Functional specification
- Part 3 : Binary encoding.

— IS0 8859-1 : 1987, Information processing - 8-bit single-byte coded graphic character sets
- Part 1: Latin alphabet No. 1.

— IS0 8879 : 1986, Information processing - Text and office systems - Standard Generalized
Markup Language (SGML).

— ISO 9069 : 1988, Information processing - SGML support facilities - SGML Document
Interchange Format (SDIF).

— 1SO 9293 : 1987, Information processing - Volume and file structure of flexible disk
cartridges for information interchange.

— ISONEC 9541 : 1991, Information technology - Font information internchange.

— ISOAEC TR 10000-1 : 1992, Information technology - Framework and taxonomy of
International Standardized Profiles - Part 1: Framework.
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International Standardized Profiles - Part 2: Taxonomy of OSI Profiles".

— CCITT Recommendation T.506%, Document Application Profile PM-36 for the Interchange
of Mixed Content Documents in Processable and Formatted Forms.

3 Definitions
For the purposes of this International Standardized Profile, the following definitions apply.

The definitions given in CCITT Rec. T.411 | ISO 8613-1 are applicable to this International Standardized

Profile.

Constituent constraint names: Each constituent that may be included in a document that conforms to this

International Standardized Profile has been given a unique name which serves to associate that constituent
with a constituent constraint defined in this International Standardized Profile.

The convention is that full names are used (i.e., no abbreviations are used), two or more words in a name
are concatenated and each word begins with a capital. Examples of constituent constraint names used
in this International Standardized Profile are BodyText, Footnote, RectoPage and ColumnFixed.

In clause 6, each constituent constraint provided by this International Standardized Profile is italicized at
the point in the text at which the purpose of that constituent constraint is defined. This also serves to
identify all the constituent constraints provided by this International Standardized Profile.

The same constituent constraint names are also used in the technical specification in clause 7 so that there

is a one-to-one Corresponoence between the use of these names in ciauses 6 and 7

appear in an interchan .Wd cument. but a mechanism for associating constituents in a document with
constituent constraints is provided (see 6.6.4). Thus in an application using this International Standar ized
Profile, the constituents may be known to the user by different names

4 Relationship with other International Standardized Profiles

This International Standardized Profile belongs to a series of hierarchically related International

[ Yo py : o™ I o PR 3 Ry A d ~amad EEANINAD
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by the International Standardized Profiles FOD11 and FOD26 and thus all data streams that are conformant

to FODA1 d FOD28 are also conf rmam to this International Standardized Profile anart from the ¢hiec
oV al i merman THS Iernauonal SwangargGized rrofig apan rom nNe 0D1eC

1) Taxonomy of this document is based on the first edition of ISO/IEC TR 10000-2 (published 1990). In the present edition of ISOVIEC
TR 10000-2 (published 1992), the profile identifiers of FOD11, FOD26 and FOD36 were changed to FOD011, FOD026 and FODO036.
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(PM-36)(to be published), except that PM-36 only defines the use of the Office Documen Interchange Format
(ODIF).

5 Conformance

in order to conform to this International Standardized Profile, a data stream representing a document shall
meet the mmnrpmpm: qnpmfmd in51.

This part of the International Standardized Profile does not define implementation support requirements.

These requirements are defined in other parts that make use of this International Standardlzed Profile.

The following requirements apply to the encoding of data streams which conform to this International
Standardized Profile:

— the data stream shall be encoded either in accordance with the ASN.1 encoding rules
defined in CCITT Rec. X.209 | ISO/IEC 8825 or the SGML encoding rules defined in 1ISO
8879;

— the data stream shall be structured in accordance with the interchange formats defined in
clause 8;

— the document, as represented by the data stream after resolution of any external
reierences, shaii be siructured in accordance wiih one of iie documents architecture
classes as detined in 6.1 and shall contain all mandatory constituents specified for that

fmaam. mibe o oo ono A28, o mamd o amarmn old o d A nd : mrn emmvenidd sl Sav bhhnd Alnan

Ciass, olner consuuents y UU IllblUUb‘U plUVlueu idl lllﬂy ale pb'lllllllcu 101 thal Clasd>>
as specified in clause 7,

— each constituent shall contain all those attributes specified as required for that constituent

in this International Standardized Drnhlp other attributes may be snecified nrn\nrind that
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they are permitted for that constituent;

— the attribute values specified shall be within the range of permissible values specified in
this Intemational Standardized Profile;

-— the encoded document shall be constructed in accordance with the abstract document
architecture defined in CCITT Rec. T.412 | ISO 8613-2;

— the document shall be structured in accordance with the characteristics and constraints
specified in clause 6.

5.2 Implementation conformance

This subclause states the requirements for implementations claiming conformance to this International
Standardized Profile.
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A conforming receiving implementation shall be capable of receiving either any data streams conforming
to this International Standardized Profile structured in accordance with Office Document Interchange Format
(ODIF), or any data streams conforming to this International Standardized Profile structured in accordance
with Office Document Language (ODL) or both of these. Receiving usually, but not always, involves
recognizing and further processing the data stream elements. The explicit meaning of "receiving" is
determined by another part of this International Standardized Profile.

A receiving system which claims conformance to this document application profile shall be capable of

handling data streams which are conformant to document application profiles that are subordinate to this
document application profile within the taxonomy described in clause 4, i.e. FOD11 and FOD26.

7
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6 Characteristics supported by this document application profile
This clause describes the characteristics of documents which may be represented by data streams

conforming to this International Standardized Profile. This clause also describes how these characteristics
are represented in terms of constituent constraints.

6.1 Overview

6.1.1 General
This International Standardized Profile supports the interchange of documents in the following forms:
— processable form, which facilitates the revision of a document by a recipient;

— formatted form, which facilitates the reproduction of a document as intended by the
originator;

— formatted processable form, which facilitates the reproduction of a document as intended
by the originator or facilitates the revision of a document by a recipient;

In addition this International Standardized Profile supports the interchange of

— generic-document;

— document profile.
The constituents that make up these five classes of data stream are defined in 6.1.2t0 6.1.6. Constituents
defined as "required" shall occur in any data stream that conforms to this International Standardized Profile.
Constituents listed as "optional® may or may not be present in the data stream depending on the
requirements of the particular data stream.
The constituents that make up a complete document that is conformant to this International Standardized
Profile include all those referenced and contained in resource-documents and external-documents, if any
(see 6.6.1 and 6.6.2).
6.1.2 Formatted form documents
Required constituents:

— a document profile;

— layout object descriptions representing a specific layout structure.

Optional constituents:

Documents
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6.1.3 Processable form documents

Required constituents:
— a document profile;
— logical object class descriptions representing a complete or partial generic logical structure;
— logical object descriptions representing a specific logical structure.

Optional constituents:

— iayout object ciass descriptions representing a compiete generic iayout siructure;

out structure is not present, additional

13 CcotlIL, At

In the case of processable form documents, when the npnpnr lavo
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restrictions are placed on the layout directives that may be included in layout styles. These restrictions are
defined in 6.4.3.
6.1.4 Formatted processable form documents
Required constituents:
— a document profile;
— logical object class descriptions representing a complete or partial generic logical structure;

— logical object descriptions representing a specific iogical structure;

— layout object class descriptions representing a complete generic layout structure;
Ilnwmiid Alinst Aaoarimdinmna ranracantina a armanifin lnuand otroiabiirn
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— content portion descriptions.
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6.1.5 Generic documents
A generic-document consists of one of the following sets of constituents:
a)

— a document profile;

— logical object class descriptions which represent a complete or partial generic logical
structure;

— layout styles whose presence is optional;

— presentation styles whose presence is optional;

— generic content portions whose presence is optional.
b)

— a document profile;

— layout object class descriptions which represent a complete generic layout structure or
factor set;

— presentation styles whose presence is optional,

— generic content portions whose presence is optional.
c)

— a document profile;

— logical object class descriptions which represent a complete or partial generic logical
structure;

— layout object class descriptions which represent a complete generic layout structure;
— layout styles whose presence is optional;
— presentation styles whose presence is optional;

— generic content portions whose presence is optional.

6.1.6 Document profile

This form of document contains a document profile only.
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6.2 Logical characteristics

6.2.1 Introduction

This subclause defines the logical constituent constraints provided by this International Standardized Profile
to represent the characteristics of documents containing logical component descriptions.

Different constituent COI"lStfai"ltS may be used to represent and distinguish parts of a document th"i have
different logical characteristics. This subclause describes the general characteristics and typical uses of
tha rnnctitiiant ~rnnatrainte that ara nrovidad
LT LUITIouiuGil Wllollall no Al arv PIVVIUUU

The descriptions of the logical characteristics represented by each of the constituent constraints is provided

T L L R LR BN Ay SR

for guidance only. It is the responsibility of the user to determine how a document is to be represented
using the constituents provided. Adherence to these guidelines can enhance the mutual understanding of

a document by an originator and a recipient.

6.2.2 Overview of the logical structure
From the logical point of view, the document consists of two parts, namely a body part and a common part.

The body part represents the main content of a document and is intended to be reproduced in the body
area of the pages that make up the document.

The common part represents common content that is to be placed in reserved header and footer areas on
each page of a document. Header and footer content are independently optional and so may be included
in an interchanged document only if required.

6.2.3 Body part of the logical structure

Documentl ogicalRoot is a constituent constraint representing the top level in the document logical
structure. Its immediate subordinates consist of an arbitrary ordered sequence of one or more constituent
constraints of the types Passage and NumberedSegment.

The automatic numbering schemes that apply to constituent constraints of the types NumberedSegment,
Figure, Table, NumberedList and Footnote may be initialized on the DocumentLogicalRoot.

6.2.3.2 Passage
Passage is a constituent constraint that represents a subdivision of a document that corresponds to a
logical grouping of subordinate parts of a document. This grouping may be regarded as a logical entity

for reading, or it may represent parts of a document that have common layout and presentation
characteristics.

11
Documents

Full document details: ISO IEC ISP 11182-1-1993


http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993
http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993

ISO/IEC ISP 11182-1 : 1993 (E)
Passages are typically used to represent:

—- the contents to be piaced on the titie page of a report;

— the front matter, consisting of the table of contents or foreword;
Shan ranin sndiar b Sha Aaasmand.
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— an illustration with associated text which is inserted as a distingt entity within a section of
a document.

The automatic numbering schemes that apply to subordinate constituent constraints of the types
NumberedSegment, Figure, Table, NumberedList and Footnote may be initialized on a Passage.

The immediate subordinates of a Passage consist of an optional constituent constraint of the type Title
which is followed by an arbitrary ordered sequence of one or more of the following constituent constraints:

— Paragraph;
— BodyGeometric;
— BodyRaster;

— BodyTexti;

— DefinitionList;

— NumberedSegment;

— Passage.
A Passage shall have at least one of the above constituent constraints as a subordinate.
Therefore, a Passage may itself contain one or more subordinates of the type Passage, and thus Passages
may be nested to any number of levels. This allows logical entities within a document to be described in
terms of their component logical entities. Also, a NumberedSegment may contain one or more subordinate
Passages which aiiows different iogicai entities within a NumberedSegment to be distinguished.

PR T W '-l.

i different ciass definitions of the type Passage, each of which defines the
common characteristics of sets of Passages within the doc ent, such as their allowe d subordinates or
layout properties. For example, a class of Passages may be defined which always begins on a new page
set.
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NumberedSegment is a constituent constraint that represents a logical entity within a document that is
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distinguished by an |dentmer. This logical entity may be a subdivision of a document or a higher level
Passage or NumberedSegment. The entity may also be distinguished by having some common layout
characteristics.
The automatic numbering schemes that apply to the subordinate constituent constraints
NumberedSegment, Figure, Table, NumberedList and Footnote may be initialized on any logical object or
logical object class, typically on Passage or a NumberedSegment.
The immediate subordinates of a NumberedSegment consist of the constituent constraint Number, whose
presence is mandatory and serves to carry the identifier of the NumberedSegment. This is followed
optionally by a constituent constraint Title which in turn is followed by an optionai arbitrary ordered
sequence of one or more of the following constituent constraints:

— Paragraph;

— BodyGeometric;

— BodyRaster;

— BodyText;

— Figure;

— Table:

— NumberedList;

— UnNumberedList;

— DefinitionList;

— Passage;

— NumberedSegment.

The above indicates that a document may contain any number of nested levels of t

NumberedSegment.

A NumberedSegment is typically used to represent entities such as chapters, sections, nested sub-sections
and annandirac whirh Aanntain an indantifiar that carvac tn dictinAutich that antity far huiuman anmnrahancin
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A document may ¢ contain any number of different class definitions of NumberedSeament which define the

Qity iRaiins TRADT gt

common characteristics of sets of NumberedSegments, such as their allowed subordinates and layout
properties.

Class definitions of NumberedSegments may be recursively defined. In this case, only one class of
NumberedSegment may be specified, and the <simple-expr> construction in the macro
USENUMBERSTRINGS in the bindings attribute of this class shall use the optional ORD construction only.
If recursive class definitions are used for NumberedSegment, the following constraints shall also apply.

13
Documents

Full document details: ISO IEC ISP 11182-1-1993


http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993
http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993

ISO/EC ISP 11182-1 : 1993 (E)
For all levels which reference recursively defined classes:
— numbering format shall be the same;
— no initial value other than 1 or re-initialization of the numbering is possible;

— it is not possible to continue the numbering across Passages.

6.2.3.4 Number

Number is a constituent constraint that represents the identifier of a NumberedSegment, Figure or
NumberedList to which it is subordinate. This identifier aliows the superior constituent constraint to which
it belongs to be distinguished within the document for machine processing or human comprehension.

A Number is a basic logical constituent constraint which contains a content generator which, when
evaluated, produces the identifier referred to above. This evaluation takes place during the layout process.

The identifiers are structured and consist of a sequence of one or more numerals that allow
NumberedSegments at the same or different levels in a document structure to be uniquely distinguished.
The numerals may be represented by Arabic or Roman numerais or by their alphabetic equivalent in lower
or upper case characters (the number 1 is represented by "A", etc.). Each numeral in an identifier is
distinguished by means of "separator" characters such as spaces and full stops (the character "period");
a typical example is "6.2.3.4".

NOTE - The separator may be an empty string.

Further details of the structure and generation of the identitiers are given in 6.6.6.

6.2.3.5 Paragraph

Paragraph is a constituent constraint that is a subdivision of a Passage or NumberedSegment. It is
typically used to represent the grouping of parts of a document that deals with a single theme or topic.
These parts may consist of character, raster graphics and geometric graphics content.

The immediate subordinates of a Paragraph consist of an arbitrary ordered sequence of one or more of
the following constituent constraints:

— BodyText;

— BodyRaster;

— BodyGeometric;
— Footnote;

— Phrase;

-— Reference.

The character content associated with a Paragraph may be concatenated to form a continuous stream of
character content which may contain single or multiple references to footnotes or other parts of the

14
Documents

Full document details: ISO IEC ISP 11182-1-1993


http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993
http://www.avadocuments.com/doc/iso-iec-isp-11182-1-1993

ISO/IEC ISP 11182-1 : 1993 (E)

document, and may be laid out as single unit. Entities within this content which have particular logical
significance or presentation features may be distinguished using the constituent constraint Phrase.

Content from subordinates of a paragraph may be separated one from another to give white space between
them using Separation (see 6.4.2.2). This may be used to give an effect similar to that achieved with
empty lines of text. Use of empty text lines to achieve white space between areas of text or other content

may lead to unintended blank areas adjacent to the leading edge of layout objects (e.g., at page breaks)
whereas the use of Separation avoids this.

6.2.3.6 BodyText, BodyRaster and BodyGeometric
BodyText, BodyRaster and BodyGeometric are constituent constraints which represent the lowest level of
logical subdivision of a document. These constituent constraints act as carriers for the document content
and may be specified as subordinates of constituent constraints:

— Passage;

— NumberedSegment;

— Paragraph;

— Title;

— ListTerm;

— Arntwork;

— Phrase;

— Reterence;

— UnNumberedList.
In addition, BodyText may be specified as a subordinate to Phrase, Caption and Description. These
constituent constraints allow the layout and presentation requirements of different parts of the content of
a document to be specified.
These are basic logical constituent constraints that directly refer to content portions that contain character,
raster graphics and geometric graphics content respectively. BodyText shall refer to one or more content
portions which may contain either processable, formatted or formatted processable character content.
BodyRaster and BodyGeometric shall only refer to a single content portion containing formatted

processable raster graphics content or formatted processable geometric graphics content respectively.

Constituent constraints of these types in the generic logical structure may refer to generic content. This
provides the means of defining common content within the body pant of a document.

Where the superior constituent constraint referenced is subordinate to a FootnoteBody, it is required to
specity one of the layout category names for this constituent constraint, 'Footnote’ or ‘Footnote-<n>". This
along with a "permitted categories” attribute of the same name on the footnote frame will ensure that a
logical object from this constituent constraint is laid out in a FootnoteArea frame when generic layout
structure is specified within the document.
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6.2.3.7 Footnote

Footnote is a constituent constraint that is used to represent footnotes within a document. This constituent
constraint may be specified as a subordinate to:

— Paragraph;
— Title;

— ListTerm;
— Phrase;

— Caption;

— Description.

A footnote is an amount of content that is logically associated with a particular part of the document body,
but which is intended to be read and laid out separately from its associated part of the document.
Typically, a footnote consists of a footnote identifier, which is embedded within the document body, and
the footnote itself, which is laid out elsewhere.

A Footnote is a composite logical constituent constraint whose immediate subordinates consist of the
constituent constraint FootnoteReference, which represents the footnote identifier, followed by the
constituent constraint FootnoteBody, which represents the footnote itself. Both of these subordinates are
mandatory.

6.2.3.8 FootnoteReference

FootnoteReference is a constituent constraint that is used to represent a footnote reference within the body
of a document.

FootnoteReference is a basic logical constituent that contains a content generator which, when evaluated,
produces a character string which constitutes the footnote reference referred to above.

The generated character string consists of a label with optional prefix and suffix character strings. The
label is used to uniquely identify a particular footnote, and may consist of a number which is represented
in the form of Arabic or Roman numerals or by an alphabetic equivalent. The number may be automatically
generated so that its value is incremented for each successive footnote. Alternatively, the label may consist
of a user defined character string.

In a sequence of footnotes, automatic numbers and user defined labels may be freely mixed (giving, for
example, the sequence 1,2,*.3,4). If the label consists of a user-defined character string, the automatically
generated number sequence is not incremented.

An example of a footnote reference is "(2)" where "(* and ")" are user defined prefix and suffix strings
respectively and "2" is the automaticaily generated label. Another example is "note®™ where "5" is the label
and "note" is a prefix string which also contains the control function PLU to enable the label to be
represented in the form of a superscript. In this case, a suffix string containing the control function PLD
would be required to cause the superscripting to be cancelled before the following text.

The format of the content generator referred to above is described in 6.6.6.7.
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6.2.3.9 FootnoteBody

FootnoteBody is a constituent constraint which represents the content of a footnote. The content consists

of a stream of character content which may contain embedded references to other parts of the documeant
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FootnoteBody is a composite logical constituent constraint whose subordinates consist of the constituent
constraint FootnoteNumber, whlch is mandatory and represents the footnote identifier, followed by a
sequence of one or more constituent constraints of the type FootnoteText and Reference which represent
the footnote content. The identifier referred to above is identical to the corresponding footnote identifier
which is embedded in the content of the document body and represented by the constituent constraint

FootnoteReference.
The constituent constraints subordinate to FootnoteBody are intended to be laid out separately from the

other parts of the document content. When a generic layout structure is specified for the document, these
constituent constraints are constrained to be laid out in a FootnoteArea frame (see 6.3.5.9).

6.2.3.10 FoothoteNumber

FootnoteNumber is a constituent constraint that represents the footnote identifier within the footnote body.

This identifier is identical to the content associated with the constituent constraint FootnoteReference, but
in intanAad $A o i At o that # immadiataly nrasandac tha Aantant Af tha faninata hhady
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FootnoteNumber is a basic logical constituent constraint that contains a content generator which when
evaluated produces the identifier referenced above. The format of this content generator is the same as
the content generator that may be specified for the constituent constraint Footno eReference

It is required to specify one of the layout category names for this constituent constraint, 'Footnote’ or
‘Footnote-<n>'. This along with a "permitted categories” attribute of the same name on the footnote frame
will ensure that a logical object from this constituent constraint is faid out in a FootnoteArea frame when
generic layout structure is specified within the document.

6.2.3.11 FoothoteText

FootnoteText is a constituent constraint that is used to represent the footnote content. It is the lowest
logical subdivision of a FootnoteBody.

FootnoteText is a basic logicai constituent constraint that references one or more content portions each
containing processable, formatted or formatted processabie character content.

t uired to specify one of the layout category names for this constituent constraint, 'Footnote’ or
F
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6.2.3.12 Title

Title is a constituent constraint that is used to represent the title, heading or name of the Passage or
NumberedSegment to which it is an immediate subordinate. This constituent constraint may consist of
character, raster graphics and geometric graphics content.

The immediate subordinates of this constituent constraint consist of an arbitrary ordered sequence of one
or more of the following constituent constraints:

— BodyText;

— BodyRaster,;

— BodyGeometric;
— Phrase;

— Reference;

— Footnote.

The character content associated with a Title may be concatenated to form a continuous stream of
character content which may contain single or multiple references to footnotes or other parts of the
document, and may be laid out as single unit. Entities within this content which have particular logical
significance or presentation teatures may be distinguished using the constituent constraint Phrase. Content
from any subordinate basic text objects within a paragraph may be run-on one from another (that is, to
continue on the same line) by use of Concatentation (see 6.4.2.5). Alternatively, content from subordinates
of a paragraph may be separated one from another to give white space between them, using Separation
(see 6.4.2.2). This may be used to give an effect similar to that achieved with empty lines of text. Use of
empty text lines to achieve white space between areas of text or other content may lead to unintended
blank areas adjacent to the leading edge of layout objects, whereas the use of Separation avoids this.

6.2.3.13 Phrase

Phrase is a constituent constraint that is used to group together an amount of character content that
represents a single logical entity that needs to be distinguished for some purpose. That is, the content
represented by a Phrase may have a particular logical significance, or it may have certain layout or
presentation requirements. The character content may contain embedded footnotes and reterences to
other parts of the document content. A typical example is a quotation that is to be reproduced in italics.
A Phrase may be used as subdivision of constituent constraints of the types Paragraph, Title, Caption,
Description, Artwork and Listitem. Also, a Phrase may be subordinate to another Phrase and, therefore,
constituent constraints of the type Phrase may be nested.

The immediate subordinates of this constituent constraint consist of an arbitrary ordered sequence of one
or more of the following constituent constraints:

— BodyText;
— Phrase;

— Reference;
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— Footnote.
The character content associated with a Phrase may be concatenated to form a continuous stream of
character content which may contain single or multipie references to footnotes or other parts of the

document, and may be laid out as single unit. Alternatively, the character content may contain hard line
terminators, which will cause parts of the content to be separated when laid out.

6.2.3.14 Constituents that provide for a general referencing mechanism
This subclause defines the constituent constraints that are provided to support a general referencing
mechanism in a document.
6.2.3.14.1 Reference
A Reference is a constituent constraint which represents a reference consisting of character content that
is derived either fully or partially from another part of the document. This constituent constraint provides
a general cross-referencing mechanism in a document.
This constituent constraint may be specified as a subordinate to constituent constraints of the types:

— Paragraph;

— Title;

— ListTerm;

— Phrase;

— Caption;

— Description;

— FootnoteBody.

It is a composite constituent constraint whose immediate subordinates may consist of an ordered sequence
of constituent constraints of the types BodyText, ReferencedContent and BodyText.

The general format of the content associated with a constituent constraint of the type Reference is:
[<pretix-string>]<reference-string>[<suffix-string>]

The prefix and suffix strings are optional and, if required, are represented by constituent constraints of the
type BodyText. The reference string is represented by the constituent constraint, ReferencedContent.

A reference string may, for example, contain references to identifiers such as a number that distinguishes
a chapter or section, a table, a figure, a footnote, an item in a numbered list or a page number. Each
reference may contain multiple, concatenated references to different parts of a document; a typical example
is the reference "see Table 3 in chapter 2 on page 4" where the values "3", "2" and "4" are derived
automatically from the appropriate table, chapter and page in the document.
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6.2,3.14.2 ReferencedContent
ReferencedContent is a constituent constraint that represents a character string that contains a single

reference to content in other parts of the document (see 6.2.3.14.1).

It is a basic Jogical constituent constraint that is an immediate subordinate to the constituent constraint
Reference. It contains a content generator which, when evaluated, produces the character string containing
the reterenced content.

A sequence of two or more constituent constraints of this type may be used to represent a composite
reference string such as "see Table 2 in section 3.1 beginning on page 6", where the strings "2", "3.1" and
"6" are automatically generated by referring to number strings attached to particular parts of the document.

The format of this conient generator and its evaiuation is described in 6.6.6.9.
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6.2.3.15 Constituents representing illustrations

6.2.3.15.1 Introduction

This International Standardized Profile supports the representation of illustrations or figures consisting of
antwork or simple forms.

Antwork typically consists of a diagram or figure which is an image composed of a single content type or
which is formed by overlaying two or more separate images consisting of character, raster graphics or
geometric graphics content.

A form typically consists of a collection of logical entities, each of which has a certain logical significance
Each logical entity may be further subdivided into subordinate logical entities. A typical example is an order
form consisting of a reference number, information about the originator, including the name, address and

telephone number, a list of items required and their expected delivery dates.

The entities which make up a form are intended to be laid out in a designated area which is subdivided
into areas that are specially reserved for each particular type of entity. This designated area is specified

by the frame FormArea when the generic layout structure is present in the document.

Optionally, an illustration may also contain an identifier which may be used to distinguish the illustration
from other parts of the document, a caption which may be used to identify the purpose of the illustration,
and an amount of associated descriptive text.

Further information concerning the layout of illustrations consisting of artwork or forms is given in
6.4.1.3.6.

The constituent constraints used to represent illustrations are defined below.
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6.2.3.15.2 Figure

Figure is a constituent constraint that is typically used to represent an illustration. Such an illustration may
consist of artwork or a form as described in 6.2.3.15.1.

A Figure is a composite logical constituent constraint which may be specitied as a subordinate to a
Passage or NumberedSegment.

The subordinates of a Figure may consist of a sequence, in any order, of the following constituent
constraints:

~— either Artwork or Form;

— Number;

— Caption;

— Description.
A constituent constraint of the type Artwork or Form shall always be present as a subordinate to the
constituent constraint Figure. Constituent constraints of the types Number, Caption and Description are
independently optional. The constituent constraints may occur in any order, except that a Number and a
Caption shall be in this order.
6.2.3.15.3 Artwork
Antwork is a constituent constraint that is typically used to represent a graphical image within an illustration
or figure. This may be a simple image that is represented by character, raster graphics or geometric
graphics content, or it may be a composite image consisting of a combination of these content types.

This constituent constraint shall only occur as a subordinate to a constituent constraint of the type Figure.

The immediate subordinates of Artwork consist of an arbitrary ordered sequence of one or more of the
following constituent constraints:

— Phrase;
— BodyRaster;
— BodyGeometric.
The constituent constraint Phrase is used to enable the image to contain character content which contains
references to footnotes or other parts of the document.
6.2.3.15.4 Form
Form is a constituent constraint that is used to represent a simple form within an illustration or figure. It

is a composite logical constituent constraint which shall only occur as a subordinate to a constituent
constraint of the type Figure.
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A Form consists of an arbitrary order sequence of basic entries and composite entries. Basic entries, which
may consist of character, raster graphics or geometric graphics content, are represented by subordinate
constituent constraints of the type EntryElement. Composite entries are represented by subordinate
constituent constraints of the type EntryGroup.

Constituent constraints of the type EntryGroup may be further subdivided into a set of one or more basic
or composite entries. Thus a composite entry may be nested to any number of levels such that each level
may consist of a set of subordinate basic and composite entries.

This International Standardized Profile does not define a mechanism for defining the semantics associated
with each basic or composite entry. This can be achieved by individual applications by making use of the
parameter "external data” in the attribute "application comments" (see 6.6.4).

6.2.3.15.5 Caption

Caption is a constituent constraint that typically represents a title or header that is associated with an
illustration or figure. This constituent constraint represents character content that may contain embedded
references to footnotes and to other content within the document.

A Caption is a composite logical constituent constraint which shall only occur as a subordinate to a
constituent constraint of the type Figure.

The immediate subordinates of a Caption consist of an arbitrary ordered sequence of one or more of the
following constituent constraints:

— BodyText;

— Reference;

— Phrase;

— Footnote.
The above constituent constraints may be concatenated to form a continuous stream of character content
which is to be laid out as a single unit.
6.2.3.15.6 Description

Descriptionis a constituent constraint that typically represents some general supplementary information that
forms part of an illustration that contains a figure or form.

This constituent constraint is a composite logical constituent constraint which shall only occur as a
subordinate to a constituent constraint of the type Figure.

The immediate subordinates of a Description consist of an arbitrary ordered sequence of one or more of
the following constituent constraints:
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- BodyText;
— Reference;
— Phrase;
-— Footnote.
The above constituent constraints may be concatenated to form a continuous stream of character content
which is to be laid out as a single unit.
6.2.3.15.7 EntryGroup
EntryGroup is a constituent constraint that represents a composite logical entry within a form.

It is a composite logical constituent constraint which shall only occur as a subordinate to a constituent
constraint of the types Form or EntryGroup.

The immediate subordinates of a EntryGroup consist of an arbitrary ordered sequence of one or more
constituent constraints of the types EntryElement and EntryGroup. Therefore, the subordinates to
EntryGroup may be nested to any number of levels.

NOTE - Constituent constraint EntryElement is defined in 6.2.3.16.6.

6.2.3.16 Constituents used to represent tables

6.2.3.16.1 Introduction

For the purpose of this International Standardized Profile, a table is a logical entity that consists of an
ordered sequence of elements, called cells, that are arranged into a two dimensional array of rows and
columns.

Each row may consist of a simple row which contains a sequence of one or more cells. Alternatively, a
row may consist of a composite row which contains a single cell followed by a sequence of one or more
subrows, each of which contains a sequence of cells.

The subclauses below define the logical constituents used to represent tables. Figure 28 illustrates the
structural relationships between the constituents used to represent a table. Subclause 6.4.1.3.7 describes
how tables are intended to be laid out.

6.2.3.16.2 Table

Table is a logical constituent constraint that represents a table as a whole. This constituent constraint may
be specified as a subordinate to constituent constraints Passage and NumberedSegment.

The immediate subordinates of this constituent constraint consist of a sequence of constituent constraints
Row. Each row may or may not have the same characteristics with regard to its sub-structure.
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e table. This may consist of a sequence of entries, or it may consist of a snngle entry
followed by a sequence of subrows of entries.

Rowis a COﬂSti!L' nt congtraint that is a subordinate of the constituent constraint Table and represents a
f
In order to represent these two cases, the immediate subordinates of a Row may consist of either:
— a sequence of constituent constraints EntryElement, or;
— a single constituent constraint EntryElement, followed by a single constituent constraint of
the type TableComponent.
6.2.3.16.4 TableComponent

TableComponent is a constituent constraint that is a subordinate of the constituent constraint, Row, and

represents a sequence of one or more subrows of entries within a row of a table.

The immediate subordinates of this constituent constraint consist of a sequence of one or more constituent
constraints of the type RowComponent. Each RowComponent shall have the same characteristics with
regard to its sub-structure.

6.2.3.16.5 RowComponent

RowComponent is a constituent constraint that is a subordinate of the constituent constraint
TableComponent and represents a sub-row of entries in a row of entries in a table.

The immediate subordinates of this constituent constraint consist of a sequence of one or more
components of the type EntryElement. Each EntryElement may or may not have the same characteristics
with regard to its sub-structure.

6.2.3.16.6 EntryElement

EntryElement is a constituent constraint that represents a single entry in a form or table. It is a sub-division
of constituent constraints of the types Table and Form. In the case of Table, it is specified as a subordinate
to a Row or a RowComponent and represents a singie entry in a table. in the case of Form, it is specified
as a subordinate of a Form itself or of an EntryGroup.

Each entry in a table or form may consist of character, raster graphics

2 c i ha
hence, EntiyElement has a single immediate subordinate constituen

EntryRaster or EntryGeometric.

EntryText, EntryRaster and EntryGeometric are constituent constraints which represent content that is to

be entered into tables and forms. These constituent constraints may be specified as subordinates of the
constituent constraint EntryElement and allow the layout and presentation requirements for the content
allocated to tables and forms to be specified.
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raster graphics and geometric graphics content respectively. EntryText shall refer to one or more conten
portions which may contain either processable, formatted or formatted processable character content.

EntryRaster and EntryGeometnc shall only refer to a single content portion containing formatted
processable raster graphics content or formatted processable geometric graphics content respectively.

Constituent constraints of these types in the generic logical structure may refer to generic content. This
provides the means of defining common content within tables and forms.

6.2.3.17 Constituents representing lists

6.2.3.17.1 iIntroduction

This international Standardized Profile supporis the representation of three types of lists, as foliows:
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— definition lists consisting of lists of ordered pairs of items such as a term and its

ISlS Wlioio

corresponding definition.
Each type of list may be nested without restriction, and one particular type of list may be composed of lists
of other types. For example, an item in a numbered list can consist of a subordinate numbered list,
unnumbered list or definition list.

The constituent constraints that may be used to represent these list types are defined below.

6.2.3.17.2 NumberedList

A NumberedList is a constituent constraint that is used to represent a list ot items, each of which is
preceded by an identitier that serves to distinguish that item.

This consiituent constraint may be specified as an immediaie subordinaie to a Passage,
NumberedSegment, or Listitem.

The immediate subordinates of a NumberedList consist of the constituent constraint Number which contains

Andand manaradar thaot ~anarataa idamtidfine Anrracnandina $a anal dam in tha lict fallawund by thia
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constituent constraint, Listitem. This pair of constituent constraints may be repeated without limitation.

Further information concerning the numbering of items in a list is contained in 6.6.6.5.

UnNumberedList is a constituent constraint that is used to represent a list of items, each of which may be
preceded by an optional separator consisting of character, raster graphics or geometric graphics content.
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This constituent constraint may be specified as an immediate subordinate to a Passage,
NumberedSegment, or Listlitem.

The immediate subordinates of an UnNumberedList consist of a separator which is represented by a
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constraint Listitem. This pair ot constituent constraints may be repeated without limitation.

DefinitionList is a constituent constraint that represents a sequence of ordered pairs of items.
This constituent constraint may be specified as an immediate subordinate to a Passage,
NumberedSegment, or Listitem.

The immediate subordinates of this item consist of the constituent constraint ListTerm, followed by the
constituent constraint Listitem. This pair of constituent constraints may be repeated without limitation.

6.2.3.17.5 Listitem

Listlitem is a constituent constraint that represents an item within a NumberedList, UnNumberedList or
DefinitionList. That is, this constituent constraint represents the second element of each pair of elements
within a numbered, unnumbered or definition iist.

Ti

ne immediate subordinates of this const iueri consiraint may consist of a sequence of one or more
constituent constraints Phrase, or one of the tﬂuent onstraints NumberedList, UnNumberedList or
Def.".it.orList
Thus this constituent constraint represents an amount of character content that may contain embedded

it represents a subordinate list of items.

ListTermis a constituent constraint that represents a term element within a DefinitionList. A term element
is the first item of each pair of items that constitutes a definition list.

The immediate subordinates of this constituent constraint consist of an arbitrary ordered sequence of one
or more of the following constituent constraints:

— BodyText;

— BodyRaster;

— BodyGeometric;
— Phrase;

— Reference,;

— Footnote.
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Thus this constituent constraint represents an amount of character, raster graphics and geometric graphics
content. Character content may contain embedded phrases, references and footnotes.

6.2.4.1 CommonContent

CommonContent is a constituent constraint that represents common content that is laid out in the body,
header, or footer area of the pages of a document. Common content consists of any combination of
character, raster graphics and geometric graphics content.

Any number of constituent constraints CommonContent may be contained in a document. CommonContent

is a composite logical object class whose immediate subordinates consist of an arbitrary ordered sequence
of one or more of the following constituent constraints:

— CommonText;

— PageNumber;

— CommonRaster;

— CommonGeometric;

— CommonReference;

— Currentlnstance;

— TabieNumber;

— CommonNumber.
When the generic layout structure is present, constituent constraints of the type CommonContent and their
associated subordinate constituent constraints are constrained to be laid out in a specified frame within a
body, header or footer area using the logical source mechanism (see 6.3.6).

6.2.4.2 CommonText

CommonText is a constituent constraint that represents the common character content that is to be laid
out in a specified area within a page.

CommonText is a constituent constraint for a basic iogicai object ciass that references one or more content
portions each containing character content in a processable, formatted or formatted processable form.

PageNumberis a constituent constraint that represents the common character content that is te be laid out
in a specified area in a page. This constituent constraint is specifically used when it is required to
represent an automatically generated page number
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PageNumber is a basic logical object class that contains a content generator. This content generator
contains a reference to a page number which is automatically evaluated when the document is laid out.
For example, this provides the means of representing the page numbers that are displayed on the
consecutive pages of a document.

Each page number consists of a single number which may be represented in the form of Arabic or Roman
numerals or in its alphabetic equivalent. Page numbering schemes may start at 0 or any value greater than
0. The page number that is generated may have a prefix or suffix character string:

The format of the content generators is defined in 6.6.6.8.

6.2.4.4 CommonRaster

CommonRaster is a constituent constraint that represents the common raster graphics content that is to
be laid out in a specified area within a page. For example, this constituent constraint may be used to
represent a logo which is to be laid out on each page of a document.

CommonRaster is a constituent constraint for a basic logical object class which references a single content
portion containing formatted processable raster graphics content.

6.2.4.5 CommonGeometric

CommonGeometric is a constituent constraint that represents the common geometric graphics content that
is to be laid out in a specified area within a page. For example, this constituent constraint may be used
to represent a graphical icon which is to be laid out on each page of a document.

CommonGeometric is a constituent constraint for a basic logical object class which references a single
content portion containing formatted processable geometric graphics content.

6.2.4.6 CommonReference

CommonReference is a constituent constraint that represents the common character content that is to be
laid out in a specified area in a page and which represents a character string that contains references to
other parts of the document. Such a reference may consist of a reference to a number that relates to a
segment, table, figure, footnote or page number.

CommonReterence is a constituent constraint for a basic logical object class that contains a content
generator which, when evaluated, produces a character string containing the references. The format of
this reference string is defined in 6.6.6.10.

6.2.4.7 Currentinstance

Currentinstance is a constituent constraint that represents the common character content that is to be laid
out in a specified area in a page. This constituent constraint is specifically used when it is required to refer
to a character string that is attached to any logical constituent constraint in the document or any of the
layout constituent constraints DocumentLayoutRoot, PageSet, RectoPage, VersoPage or Page. The
number string may represent, for example, the title of a sub-section or table that is contained elsewhere
in the document.
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Currentinstance is a constituent constraint for a basic iogicai object ciass that contains a content generator
which, when evaluated, produces a copy of the character string associated with a specified constituent.
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6.2.4.8 TableNumber

TableNumber is a constituent constraint that represents the common character content that is to be laid
out in a specified area in a page. This constituent constraint is specifically used when it is required to

represent a table number WhICh is to be placed within the header area of a table.

TableNumber is a constituent constraint for a basic logical object class that contains a content generator
which, when evaluated, generates the required table number. The format of the content generator is
defined in 6.6.6.6.

6.2.4.9 CommonNumber

CommonNumberis a constituent constraint that represents the common character content that is to be laid
out in a specified area in a page. This constituent constraint is specifically used when it is required to reter
to character content consisting of a number string which can, for example, represent the number of a sub-
section or a current page.
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6.3 Layout characteristics

Different constituent constraints may be used to represent and distinguish parts of a document that have
different layout characteristics. This subclause describes the general characteristics and typical uses of
the constituent constraints that are provided

The descriptions of the layout characteristics represented by each of the constituent constraints is provided
for guidance only. It is the responsibility of the user to determine how a document is to be represented
using the constituents provided. Adherence to these guidelines can enhance the mutual understanding of
a document by an originator and a recipient.

6.3.1 Overview of the layout characteristics

The document structure allows the document content to be laid out and presented in one or more page
sets. Each page set may be used for different parts of the document, for example, the title page, foreword,
table of contents, document body and appendices.

Each page set consists of a series of pages. In general, each page may be sub-divided into three areas:

the body area, which is used to layout the document body; and the header and footer areas, which may
be used to layout the common content.
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It should be noted that, in the case of FOD36, common content may also be laid out in the body area, as
well as the header/footer area.

Three body layout types are provided by this International Standardized Profile. Each body layout type
specifies how the body is positioned within each page, and how the content may be presented within the
body. These are referred to as body layouts A, B, and C, and are defined in 6.3.4.5.

It is intended that all applications which use this International Standardized Profile shail support body layout
A, whereas support for the other two body layouts may be specified as optional.

Body layout A is used when the character content is to be laid out horizontally (from left to right or from
right to left) and from top to bottom within the body area. This layout is typically used for contents written
in Latin based, Hebrew, Arabic, and Japanese (most cases) languages.

Body layout B is used when the character content is to be laid out vertically {bottom to top or top to bottorm)
and from left to right within the body area. This layout is typically used for contents written in Latin based,
Hebrew, Arabic, and Japanese (most cases) languages in which it is required to layout the content in
landscape orientation within the body area of the page.

Body layout C is used when the character content is to be laid out vertically and from right to left within the
body area. This layout may be typically used for contents written in languages which use ideograms, such
as Japanese and Chinese characters.

The body, header and footer areas may be further sub-divided into areas to support a wide range of
different layout requirements. These features are described further in 6.3.5 and 6.3.6.

6.3.2 DocumentlLayoutRoot

DocumentLayoutRoot is a constituent constraint that represents the top level in the document fayout
structure. Its immediate subordinates consist of a sequence of one or more constituent constraints of the
type, PageSet. The numbering schemes for pages may be initialized on this constituent constraint.

6.3.3 PageSet

PageSet is a constituent constraint that represents a grouping of pages within a document. A PageSet is
typically used to represent a part of a document that has different layout requirements from other parts of
a document. Also, a PageSet may correspond to a part of a document that has a certain logical
significance, for example, a PageSet might represent the front matter in a document or an individual
chapter.

Only one level of PageSet is allowed in a document. However, a document may contain any number of
class definitions of the type PageSet which may be used, for example, to provide a choice of alternative
layouts for different parts of a document or to specify the exact layout requirements for each successive
part of a document.

The immediate subordinates of a PageSet consist of a combination of constituent constraints of the types
Page, RectoPage and VersoPage, as described in 6.3.4.1.
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6.3.4 Page characteristics

6.3.4.1 Page constituents

Three constituent constraints are provided to represent the pages within a document, namely Page,
RectoPage and VersoPage.

The only difference in the characteristics of these types of constituent constraints concerns the values that
may be specified for the parameter "side of sheet" in the attribute "medium type". In the case of Page, the
value of this parameter may be specified as 'recto’, ‘verso’ or ‘unspecified’. In the case of RectoPage, the
value of this parameter may be specified as 'recto’ or ‘unspecified’; in the case of VersoPage, the value
of this parameter may be specified as 'verso' or "unspecified’. The values 'recto’ and 'verso’ of the "side
of sheet" parameter of the "medium type" attribute are non-basic.

The pages that make up a page set consist of an arbitrary sequence of one or more of the constituent
constraints Page, RectoPage and VersoPage.

The following restrictions also apply to the pages within a page set:
— all the pages shall have the same dimensions, but may differ in orientation (see 6.3.4.2);
— all the pages are to be laid out on the same size of presentation medium (see 6.3.4.3);

— all the pages instantiated from a given page class shall have the same layout
characteristics. That is, for a given page class, there is not a choice of layout
characteristics. However, the layout characteristics of pages in a page set may or may not
be the same.

Pages having the same layout characteristics are pages for which the body area, header area (if present)
and footer area (if present) have the same dimensions and position within the page (see 6.3.4.3).
However, pages having the same layout characteristics do not necessarily have the same position on the
presentation medium (see 6.3.4.4).

6.3.4.2 Page dimensions

The dimensions of the pages may be specified as any value (in SMUs) that is equivalent to or less than
ISO AD or ANSI E paper sizes. The dimensions may be specified in portrait or landscape orientation.
Japanese page sizes B4 and B5 are also supported, but the dimension of these pages lie within the range
of dimensions given above.

Dimensions equivalent to or less than the common assured reproduction area of iSO A4 and ANSI A in
portrait or landscape orientation are basic values. Larger page sizes are non-basic and their use shall be
indicated in the document profile.

Any default page dimensions may be specified in the document profile subject to the maximum dimensions
defined above.

NOTE - The size termed "North American Letter (NAL)" in CCITT Rec. T.410 series | 1ISO 8613 (e.g., in CCITT
Rec. T.412 | ISO 8613-2 clause 7} is called "ANS| A" in this International Standardized Profile to be consistent with
the other reference to ANSI standard paper sizes.
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gocument shall be indicated in the document profile.
Any value of nominal page size detined in Table 1, subject to the restrictions specified above, may be
specified as the default value in the document profile.

Table 1 also includes the recommended assured reproduction area (ARA). Information loss may occur
when a document is reproduced if the dimensions of constituent constraints of the type page exceed the
ARA for the specified nominal page size.

Page type Size in inches or Size in BMUs ARA in BMUs
millimeters
1ISO AS 148mm x 210mm 7 015 x 9920 not defined
ISO A4 210mm x 297mm 9 920 x 14 030 9240 x 13 200
ISO A3 297mm x 420mm 14 030 x 19 840 13 200 x 18 480
ISO A2 420mm x 594mm 19 840 x 28 060 18 898 x 27 118
ISO A1 534mm x 841mm 28 060 x 39 680 26 173 x 37 843
ISO A0 841mm x 1 189mm 39 680 x 56 120 37 843 x 54 283
ANSI legal 8,5in. x 14in. 10 200 x 16 800 9 240 x 15 480
ANSI A 8,5in. x 11in. 10 200 x 13 200 9240 x 12 400
ANSI B 11in. x 17in. 13 200 x 20 400 12 744 x 19 656
ANSIC 17in. x 22in. 20 400 x 26 400 19 500 x 25 800
ANSI D 22in. x 34in. 26 400 x 40 800 25 800 x 39 600
ANSI E 34in. x 44in. 40 800 x 52 800 39 600 x 52 200
ANSI F 28in. x 40in. 33 600 x 48 000 32 400 x 47 400
Japan-iegal 257mm x 364mm 12 141 x 17 196 i1 200 x 15 300
Japan-letter 182mm x 257mm 8598 x 12 141 7 600 x 10 200
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6.3.4.4 Page offset

The page offset is the distance of the position of the left and top edges of the page relative to the left and
top edges respectively of the presentation medium on which each page is reproduced. Any value of page
offset may be specified provided that no part of the page area lies outside the area of the nominal page.

Also, page offsets specified for the initial, recto and verso pages within a given page set may differ. The
defauit page offset may be specified in the document profile.

6.3.4.5 Page layout characteristics

6.3.4.5.1 General characteristics
Each page in a document may be subdivided into three rectangular areas, as follows:

— a body area, which is reserved for content that belongs to the body part of the document
(see 6.3.5);

— a header area, which is reserved for common header content (see 6.3.6);
— a footer area, which is reserved for common footer content (see 6.3.6).

The body area is mandatory and shali occur on every page in a document. The header and footer areas
are both optional.

Also these three areas shall be entirely contained within the page area and shali not overlap.

6.3.4.5.2 Body area layout
Three types of layout of body area are defined:

— Body layout type A. In this case, the layout path in the body area is specified as 270
degrees. :

— Body layout type B. In this case, the layout path in the body area is specified as 0
degrees.

- Body layout type C. In this case, the layout path in the body area is specified as 180
degrees.
6.3.4.5.3 Header/footer area layout
Four types of layout of header/footer area are defined:
— H/F layout A1. In this case, the layout path in the header and footer area is 270 degrees.

It the header or footer area is composite, the layout paths in the lowest frames are 270
degrees;
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f the header or footer area is composite, the layout paths in the lowest frames are 270
degrees;

— H/F layout B1. In this case, the layout path in the header and tooter area is 180 degrees.

If the header or footer area is composute the layout paths in the iowest frames are 180
degrees;

— H/F layout B2. In this case, the layout path in the header and footer area is 270 degrees.
it the header or footer area is composite, the layout paths in the lowest frames are 180
degrees.

6.3.4.5.4 Page layout

Page layout type is determined by a combination of the body layout type and the H/F layout type. Any
combination is permmitted. However, it is intended that all applications which use this International
Siandardized Profiie shaii support the combinations of body iayout A and H/F iayout A1 and AZ, whereas
support for other combinations may be specified as optional.

NOTE - The combinations of body layout A and H/F layout A1, B and A1, C and A1, and C and B1 are equivalent

to naage lavouts A R Cand D raennnhualu in FOD26

W2 payce ayOuis A, woANe W ToopeLn (g Bt e N

The header and footer of H/F layout A1 or A2 are laid out above and below the body area. Figure 1
illustrates this case, and Figure 2 illustrates H/F iayout type A1 and A2 corresponding to this case.

The header and footer of H/F layout B1 or B2 are laid out to the right and left of the body area. Figure 3
illustrates this case, and Figure 4 illustrates H/F layout type B1 and B2 corresponding to this case.
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Figure 1 — Body layout types A, B and C with header and footer above and below the body
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Figure 2 — Header and footer frame layouts corresponding to Figure 1
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Figure 3 — Body layout types A, B and C with header and footer to the right and left of the body

CP = character path

I lne progression

area
{ayout path
-
- layout path
tayout path
-
tayout path
-
LP
i
cp LP
S |
layout
path
Figure 4 — Header and footer frame layouts corresponding to Figure 3
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