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Foreword

ISO (the International Organization for Standardization) and IEC (the International
Electrotechnical Commission) form the specialized system for worldwide
standardization. National bodies that are members of ISO or IEC participate in the
development of International Standards through technical committees established by
the ragpactive organization to deal with particular fislde of tachnical activity, 1SO and
IEC technical committees collaborate in fields of mutual interest. Other international
organizations, governmental and non-governmental, in liaison with 1SO and IEC, also
take part in the work.

In the field of information technology, ISO and IEC have established a joint technical
commiitee, iISO/IEC JTT 1. in addition to deveioping internationai Standards, iSO/iEC
JTC 1 has created a Special Group on Functional Standardization for the elaboration
of International Standardized Profiles.

An International Standardized Profile is an internationally agreed, harmonized document
which identifies a standard or group of standards, together with options and
parameters, necessary to accomplish a function or set of functions.

Draft International Standardized Profiles are circulated to national bodies for voting.
Publication as an International Standardized Profile requires approval by at least 75%
of the national bodies casting a vote.

International Standardized Profile ISO/IEC ISP 11186-1 was prepared with the
coliaboration of

— OSI Asia-Oceania Workshop (AOW);
— European Workshop for Open Systems (EWOS);
— Open Systems Environment Implementors’ Workshop (OIW).

ISO/EC ISP 11186 consists of the following parts, under the general title Information
technoiogy — Internationai Standardized Profifes FVi3nn — Virtual Terminal Basic
Class — Register of attribute assignment type definitions:

— Part1:  FVT321 — Font Assignment Type No.1
— Part2: FVT311 — Repertoire Assignment Tvpe for ISO/IEC 10646
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Introduction

ISO/IEC ISP 11186 is defined within the context of Functional Standardization, in
accordance with the principles specified in ISO/IEC TR 10000, “Framework and
Taxonomy of International Standardized Profiles”. The context of Functional
Standardization is one parnt of the overall field of Information Technology (IT)
standardization activities, covering base standards, profiles and registration
mechanisms.

The Open Systems Interconnection (OSI) Standard 1SO 9040 for the Virtual Terminal
Basic Class Service provides for the identification of attribute assignment types by
means of ASN.1 object identifiers. This International Standardized Profile provides a
means for the registration of such attribute assignment type definitions in accordance
with ISO/IEC 9834-1. The individual entries in this register constitute Interchange
Format and Representation Profiles (F-Profiles) within the framework of ISO/IEC
TR 10000.

This part of ISO/IEC ISP 11186 was developed in close cooperation between the three
Regional OSI Workshops, namely the OSE Implementors' Workshop (OIW) of the
United States, the European Workshop for Open Systems (EWOS) and the OSi Asia-
Oceania Workshop (AOW). It was developed under the editorship of EWOS from an
attribute assignment type definition contained in the European pre-standard
ENV 41 513. The text is harmonized between these three Workshops and it has been
ratified by the plenary assemblies of each Workshop.
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Part 1:
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1 Scope

1.1 General

International Standardized Profnles that document them, are
defined in ISO/IEC TR 10000-1. Such Profiles are divided into
a number of different classes and sub-classes. |wo of these
classes contain sub-classes comprising functions of the
Virtual Terminal Rasic Class Service and Protocol specified
in the base standards 1SO 9040 and ISO 9041. These are the
Application Profiles {(A-Profiles) and the Interchange Format
and Represeniaiion Frofiies (F-Profiies).

Tha nnnnnp& of Profilas for ﬁQI and theo ctructuro of tho

The relationship between A-Profiles and F-Profiles is
described in 7.3.2 of ISO/IEC TR 10000-1 and is as follows.
Application Layer base standards require implicitly or
expiicitly, the struciure of information Caimied oF referenced Uy
them to be specified for each instance of communication. It
is the purpose of F-Profiles to specify such information
structures. Particular functional requirements may then be
met by the combination of an A-Profile with one or more F-

Drn#ulr\e
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Establishment of a VT-association involves the selection by
negotiation of a particular Virtual Terminal Environment profile
(VTE-profile), and of particular values for any arguments of

that VTE. nrnﬁln The VTE. nrnﬁln ennmfmnfmn and nneelhl\/

also the values of certain VTE- proﬂle arguments may in turn
reference the definitions of VT control object types and
attribute assignment types. These VTE-profiies, controi object
types and attribute assignment types are therefore information
Objecis that require explicit refarence within the VT orotacol.
Particular instances of these Information Objects are fully
defined within the base standards, but the base standards
aiso provide for furiner instances io De defined by
registration. Each registered instance constitutes an F-Profile
within the framework of ISO/IEC TR 10000.

The Virtual Terminal Basic Class Service and Protocol ‘may
UC uacu I.U |uauac a WIUE ran lgc UI UiSlinCl IUIIVLIU! i3,
Particular functions may be realised through the selection of
appropriate VT functional units, F-Profiles and other VTE-
profile argument values. The specification of the selection

required to realise a particular function and to promote

intarAanarahilih, Aaanaotibidan o \idoial Tarminal A Drr\f.ln writhin
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the framework of ISO/IEC TR 10000.

Full document details: ISO IEC ISP 11186-1-1996

ternationai Standardized
inal Basic Class — Register

The three International Registers of VT information objects
and the specifications of VT Application Profiles are each
published as a separate muiti-part ISP as foliows:

— IQOIEC ISP 11184 ic the Qnruefnr of UTE. nrr\ﬁlne

(DA IRt Ul S

— ISO/IEC ISP 11185 is the Register of control object
type definitions;

— ISO/IEC ISP 11186 is the Reaqister of attribute
assignment type definitions;

_— IDU/II:U iSP 1118
Application Profiles.

7 coniains ine speuncauons of VT

This part of ISO/IEC ISP 11186 contains the definition of a
font assignment type that enables a font assignment value to
OE SPECIIET &3 & Tont TE30UITs PIoPEIty-nst i accoidance
with ISO/IEC 9541-1. The properties that may be included in
the property-list are specified as a subset of the propenties
defined for a character cell font. Particular provision is made
for font resources in which the height and width of a

nharantar Anll arn intnnnr miilbinlae AF Hha hniciad and widih AF
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the character boxes that comprise the graphical images
considered by the VT service. Provision is also made for the
use of both left-to-right and right-to-left writing modes and for
the coexistence of both modes in the display object.

1.2 Position within the taxonomy

The taxonomy of internationai Standardized Profiies for OSi
is laid down in ISO/IEC TR 10000-2. Within the classification
scheme of this taxonomy, tha OSI Profiles specified in this
International Standardized Profile are in the Virtual Terminal
Registered Object sub-class of the class of Interchange
Format and Represeniation Proiiies.

A Profile within this subclass has a Profile identifier of the
form FVTabc, where abc is a structured numerical identifier
that identifies the position of the Profile within each of the
thiee levels of subdivision Of the subclass. The values of a
and b are single digits but ¢ is an integer that is not
necessarily a single digit.

In principle the ISO Virtual Terminal model allows for multiple

nlaee o ~f Annratinn alile ..nh mb than dtinma AF e ihbaatias ~F
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this International Standardized Profile only the Basic Class
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