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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

In exceptional circumstances, the joint technical committee may propose the publication of a Technical Report 
of one of the following types: 

— type 1, when the required support cannot be obtained for the publication of an International Standard, 
despite repeated efforts; 

— type 2, when the subject is still under technical development or where for any other reason there is the 
future but not immediate possibility of an agreement on an International Standard; 

— type 3, when the joint technical committee has collected data of a different kind from that which is 
normally published as an International Standard (“state of the art”, for example). 

Technical Reports of types 1 and 2 are subject to review within three years of publication, to decide whether 
they can be transformed into International Standards. Technical Reports of type 3 do not necessarily have to 
be reviewed until the data they provide are considered to be no longer valid or useful. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights. 

ISO/IEC TR 21000-11, which is a Technical Report of type 3, was prepared by Joint Technical Committee 
ISO/IEC JTC 1, Information technology, Subcommittee SC 29, Coding of audio, picture, multimedia and 
hypermedia information. 

ISO/IEC TR 21000 consists of the following parts, under the general title Information technology — Multimedia 
framework (MPEG-21): 

 Part 1: Vision, Technologies and Strategy 

 Part 2: Digital Item Declaration 

 Part 3: Digital Item Identification 

 Part 5: Rights Expression Language 

 Part 6: Rights Data Dictionary 

 Part 7: Digital Item Adaptation 

 Part 8: Reference Software 
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 Part 9: File Format 

 Part 11: Evaluation Tools for Persistent Association Technologies 

The following parts are under preparation: 

 Part 10: Digital Item Processing 
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Introduction 

Today, many elements exist to build an infrastructure for the delivery and consumption of multimedia content. 
There is, however, no "big picture" to describe how these elements, either in existence or under development, 
relate to each other. The aim for MPEG-21 is to describe how these various elements fit together. Where gaps 
exist, MPEG-21 will recommend which new standards are required. ISO/IEC JTC 1/SC 29/WG 11 (MPEG) will 
then develop new standards as appropriate while other relevant standards may be developed by other bodies. 
These specifications will be integrated into the multimedia framework through collaboration between MPEG 
and these bodies. 

The result is an open framework for multimedia delivery and consumption, with both the content creator and 
content consumer as focal points. This open framework provides content creators and service providers with 
equal opportunities in the MPEG-21 enabled open market. This will also be to the benefit of the content 
consumer providing them access to a large variety of content in an interoperable manner. 

The vision for MPEG-21 is to define a multimedia framework to enable transparent and augmented use of 
multimedia resources across a wide range of networks and devices used by different communities. 

This eleventh part of MPEG-21 (ISO/IEC TR 21000-11) documents best practice in the evaluation of 
Persistent Association Technologies – that is, technologies that persistently link information to identify and 
describe content with the content itself. Its purpose is to allow such evaluations to be conducted using a 
common evaluation framework with more specific test methodologies for each of the discussed persistent 
association technology types or paradigms. This Technical Report is intended to give confidence to those 
relying on the results that they are: 

 Appropriate tests of the technology that will predict its performance under real-world conditions and 

 Comparable with results obtained from other tests conducted using the same methodology. 
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Information technology — Multimedia framework (MPEG-21) — 

Part 11: 
Evaluation Tools for Persistent Association Technologies 

1 Scope 

1.1 Introduction 

MPEG-21 will provide an over-arching framework within which many elements of multimedia are brought 
together. In particular, coded representations of content will be juxtaposed with metadata descriptors and the 
Intellectual Property Management and Protection (IPMP) protection that apply to the content. This leads to a 
requirement for tools that can create and maintain (e.g. detect or extract) an association between content, 
metadata and IPMP elements within MPEG-21. Tools based on the techniques known as “watermarking” and 
“fingerprinting” offer a means to form associations between multimedia elements and the related information, 
where that association can be directly embedded within or inferred from the content itself. Furthermore, tools 
based on watermarking and fingerprinting allow such inferences to persist in the face of adaptation of the 
content. Such tools are termed Persistent Association Technologies (PAT) and within MPEG-21 there is a 
need to assess and evaluate these tools. This report sets out a process and plan for evaluating PAT. It does 
not provide information on how to normatively interpret results of tests conducted in accordance with this 
Technical Report as the selection of a set of specific evaluation procedures depends on the application 
scenario. 

This Technical Report focuses on the evaluation of two classes of technology: watermarks and fingerprints 
(see Definitions in Subclause 2.1) when applied to Audio content. 

It is expected that the scope of this Technical Report will be enhanced in future to cover other media types 
including video, still pictures and text. 

This Technical Report describes evaluation methodologies for only some of the characteristics of these 
technologies. In particular, it does not attempt to define methodologies for evaluating the resistance of these 
technologies to deliberate attack on the association. Further detail is contained in Clause 7. 

1.2 Background to ISO/IEC TR 21000-11 

Recognising that the standardisation of Persistent Association Technologies (PAT) is not currently thought to 
be viable in the context of MPEG-21 and the wider international standardisation community, ISO/IEC 
JTC 1/SC 29/WG 11 (MPEG) examined options which would allow it to assist the adoption of PAT by industry. 

A call for Requirements on PAT was issued and generated numerous responses. The analysis of these 
responses has allowed WG11 to understand the characteristics of PAT that may be required. This analysis 
also showed both a need and a possibility to establish a consensus approach to the Evaluation of such 
technologies which would be useful in selecting appropriate technologies for particular applications. 

1.3 Organisation of the Document 

ISO/IEC 21000-11 contains nine clauses. Clauses 1 and 2 set out the scope of this Technical Report, provide 
definition for terms and a list of abbreviations used and not used. 
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Clause 3 then familiarises the reader four different persistent association technology paradigms by providing a 
reference architecture for each of the discussed PAT paradigms1). Clauses 4 and 5 contain short use case 
scenarios for how to use Persistent Association Technologies, and how to evaluate such technologies.  

Clause 6 then lists the seven characteristic parameters of PAT that can be used to evaluate such technologies. 
Before the main discussion on the evaluation methodology is discussed in Clause 8, Clause 7 contains a 
discussion on issues such as security and malicious attacks. 

2 Terms and Abbreviations 

2.1 Terms and Definitions 

For the purpose of this document, the following terms and definitions apply. 

2.1.1 Computational Performance 

Computer scientists generally refer to the computational complexity of an algorithm in terms of the number of 
processor cycles needed as well as memory requirements (including lookup tables and/or databases). On any 
given platform (e.g. RISC, CISC and DSP) this complexity manifests itself as the Computational Performance 
of an implementation. 

Watermark embedding and detection entail digital signal-processing operations that are similar to 
compression. The signal processing during embedding is largely concerned with the analysis of the original 
audio signal to so that masking methods can be exploited to reduce the audibility of the embedded signal. 
Digital signal processing associated with watermark detection and recovery is principally determined by the 
need to establish synchronisation between the detector and the embedded signal. Its computational 
complexity is increased if transforms involving scaling and shifting of the signals is anticipated whilst 
watermark detection is still required. 

Digital signal processing of fingerprinting involves both calculating the fingerprint and comparing extracted 
fingerprint fragments with a large database of candidate exemplars, while seeking a match. The computational 
task is eased if simplifying assumptions are made (such as assuming a particular offset within larger objects) 
but is compounded if transformations such as scaling/shifting are anticipated and if the offset of the fingerprint 
is unknown, e.g. within a streaming environment. 

2.1.2 Fingerprinting 

Fingerprinting is the term used for to a type of pattern-recognition techniques when applied to identifying 
content and associating information with content, albeit without modifying the  content. It works by extracting 
characteristics of a piece of audio content and storing them in a database. When the technology is presented 
with an unidentified piece of audio content, characteristics of that piece are calculated and matched against 
those stored in the database. 

One technique is standardised within MPEG-7 using the AudioSpectalFlatness Low Level Descriptor, but 
there are many other approaches. 

2.1.3 Impairment 

Any modification to audio signals can have an impact on the perceived quality of the material regardless 
whether the modification is associated with embedding a PAT or subsequent manipulation of the content. In 
the context of assessing PAT it is helpful to define the term Impairment strictly on the basis of deliberate signal 
manipulations introduced in a controlled way for the purpose of testing reliability or robustness of the PAT.  
This is distinct from perceptibility effects that may be associated with embedding of a PAT (see 
Subclause 2.1.4). 

                                                      
1) While Clause 3 introduces four PATs (headers, digital signatures, watermarks and fingerprints), the remainder of this 
Technical Report concentrates on watermarks and fingerprints only. 
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In practice, Impairments may arise as a consequence of common signal processing operations (such as 
MPEG-2 or MPEG-4 lossy compression at low bit rates) and may affect the ability of the PAT to maintain an 
association. Other signal transformations that would not normally be described as Impairments (e.g. tone 
control, down mixing, etc) may also have an effect on watermark or fingerprint detection and recovery and 
should be considered as Impairments for the purposes of PAT assessment. 

In testing, representative Impairments will be introduced in a controlled way, to explore the PAT performance 
according to the anticipated deployment scenario. 

Impairments might also arise through deliberate attacks on the PAT that involve manipulation of the content 
signal in order to prevent the PAT from maintaining an association. 

The perceptibility of audio Impairments would typically be measured using formal techniques such as PEAQ, 
MUSHRA or double blind ABX testing. 

2.1.4 Perceptibility 

Perceptible artefacts may arise from the embedding of watermark into a content signal. Artefacts associated 
with embedding may be designed to be perceptually transparent or perceptually significant depending on the 
design goals of the watermarking scheme. Assessment of the perceptible effects of embedding is considered 
a distinct topic, separate from the generation (and assessment of the perceptibility of) Impairments. 

2.1.5 Persistent Association 

In the context of MPEG-21 as well as outside, it is often necessary to create and recover associations 
between content items and related information (e.g. MPEG-7 metadata, unique identifiers or copy control 
information). A multitude of solutions encompasses the use of mark-up, tags, databases, file headers, etc. 
Such associations can be fragile, in the sense that if tags are stripped away (e.g. as happens when content is 
sent over legacy interfaces) then the association is lost. 

The field of “persistent association” is also concerned with techniques by which non-fragile associations can 
be established or by which “broken” associations can be re-established. Presently, the main techniques of the 
field are watermarking and fingerprinting. The main application areas are where analogue signals (such as 
audiovisual content) are contained within a digital environment. 

2.1.6 Persistent Association Tool 

Tool for linking information to identify and describe content contained in MPEG-21 Resources with the content 
itself. 

2.1.7 PAT Evaluation Configuration 

The PAT Evaluation Configuration is defined as the combination of PAT algorithm, its parameter settings, the 
test stimuli and PAT payload and the set of signal Impairments used in an evaluation. 

2.1.8 Robustness 

The robustness property of persistent association describes the extent to which the association is maintained 
in the presence of processes that impact the persistent association (e.g. signal Impairment). 

2.1.9 Survivability 

Synonym for Robustness. The term Robustness is preferred in this document. 
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2.1.10 Watermarking 

Modification to the content values to introduce patterns that can later be detected and interpreted as a data 
payload. Watermarking can be fragile or robust, or it can be perceptible or imperceptible. Different emphasis 
may be appropriate in differing applications. Normally the patterns embedded into signals will be assigned in 
such a way that they represent a symbol alphabet or carry a data payload that can be used to carry message 
data. Furthermore, there are classes of cryptographic watermarking algorithms where either the embedded 
patterns or the symbols assigned to them are manipulated according to keying material, and access to this 
keying material is required in order to recover the patterns or symbols. Watermarks can include any data, 
such as content identification and control information. 

2.1.11 Feature Extraction 

Feature extraction is a common sub-process in pattern recognition by which signal values are subject to 
transformations that yield features of the signal. This process is used within fingerprinting. Feature extraction 
is not synonymous with fingerprinting, but is a constituent part of it. 

2.2 Terms not used in this Technical Report 

Within this technical report, the following terms have not been used in order to avoid any confusion: 

 Fuzzy hash; 

 Thumb print; 

 Foot print; 

 Robust signature; and 

 Tattoo. 

2.3 Abbreviations 

API 
Application Programming Interface 

EBU 
European Broadcasting Union 

IPMP 
Intellectual Property Management & Protection 

PAT 
Persistent Association Tool 

3 (Persistent) Association Technologies 

3.1 Introduction 

This section contains a list of classes of technologies – not specific products – that can persistently associate 
information with content. It will include a brief summary of the ways in which the technologies work. As part of 
this summary, a reference model for each PAT is provided following the below generic model:  

Full document details: ISO IEC TR 21000-11-2004

http://avadocuments2026.com/doc/iso-iec-tr-21000-11-2004
http://avadocuments2026.com/doc/iso-iec-tr-21000-11-2004


ISO/IEC TR 21000-11:2004(E) 

© ISO/IEC 2004 – All rights reserved  5
 

Association Step Detection Step

Association
Tool

Detection
Tool

Content Con
ten

t

InformationInf
orm

ati
on

 

Figure 1 — Generic PAT Reference Model 

It is important to note that both Association Tool and Detection Tool may use external mechanisms in 
performing their function. One such mechanism could be the deposit and retrieval of information from an 
external database. 

3.2 Headers 

Adding information into a header of a file is one of the most direct and simplest mechanisms for associating 
information with the content. Within the context of the Multimedia Framework as specified by various parts of 
ISO/IEC 21000, there are various slightly different flavours of this approach: 

a) Adding the information to the Digital Item Declaration (DID) into a Statement; 

b) Adding the information to the beginning of a Resource referenced from the DID (i.e. in a "header" in the 
narrow sense); 

c) Adding the information at the end of a Resource referenced from the DID (i.e. in a "footer"); and 

d) Adding the information into one or several data blocks that are interspersed throughout of a Resource 
referenced from the DID (i.e. in data blocks as utilised by many file formats, including MP4 defined in 
ISO/IEC 14496-12). 

The mechanism of this technique – using cases (a) and (b) as examples – is depicted below. The Detection 
Tool, upon receipt of the Digital Item is then able to read the data out of the DID/Resource. 
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Content
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Figure 2 — Header Reference Model 

In its simplest form the data will be included in clear text. This offers the benefit that finding and extracting the 
data is comparatively simple. However, it also has a drawback insofar as the data can (a) be read by all 
parties that get hold of the Digital Item and (b) that the data can easily be removed. While the first issue can 
be addressed by using cryptographic algorithms to cipher the content (in that case a key distribution 
mechanism needs to be addressed in addition), the latter can be addressed by using digital signatures (see 
Subclause 3.3). 
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