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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

In exceptional circumstances, the joint technical committee may propose the publication of a Technical Report 
of one of the following types: 

⎯ type 1, when the required support cannot be obtained for the publication of an International Standard, 
despite repeated efforts; 

⎯ type 2, when the subject is still under technical development or where for any other reason there is the 
future but not immediate possibility of an agreement on an International Standard; 

⎯ type 3, when the joint technical committee has collected data of a different kind from that which is 
normally published as an International Standard (“state of the art”, for example). 

Technical Reports of types 1 and 2 are subject to review within three years of publication, to decide whether 
they can be transformed into International Standards. Technical Reports of type 3 do not necessarily have to 
be reviewed until the data they provide are considered to be no longer valid or useful. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights. 

ISO/IEC TR 26905 was prepared by Ecma International (as ECMA TR/91) and was adopted, under a special 
“fast-track procedure”, by Joint Technical Committee ISO/IEC JTC 1, Information technology, in parallel with 
its approval by national bodies of ISO and IEC. 
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Introduction 

This Technical Report provides an overview of IP-based enterprise communication from/to Corporate 
telecommunication Networks (CNs) (also known as enterprise networks) including aspects of privately used 
home networks accessing public next generation networks (NGN). 

This Technical Report is based upon the practical experience of Ecma member companies and the results of 
their active and continuous participation in the work of ISO/IEC JTC 1, ITU-T, ETSI, IETF and other 
international and national standardization bodies. It represents a pragmatic and widely based consensus. 
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Information technology — Telecommunications and information 
exchange between systems — Enterprise Communication in 
Next Generation Corporate Networks (NGCN) involving Public 
Next Generation Networks (NGN) 

1 Scope 

This Technical Report identifies key use cases for communication with or between IP-based Next Generation 
Corporate Networks (NGCN) involving public next generation networks (NGN), analyses these use cases in 
terms of available or planned standardized technology, and identifies requirements that will have to be met.  

This Technical Report investigates configurations involving NGCNs and NGNs and their interoperating 
requirements. Non-IP-based interoperation, i.e. using circuit-switched technology, between NGCNs and NGNs 
is outside the scope of this Technical Report. 

This Technical Report does not discriminate between wireless and wired access technology. The Terminal 
Equipment (TE) interface within an NGCN is outside the scope of this Technical Report. 

All mobility aspects are outside the scope of this Technical Report. They are covered by a companion 
Technical Report, ISO/IEC TR 26927. 

Application considerations such as IP Centrex and CSTA (Computer Supported Telecommunications 
Applications) are outside the scope of this Technical Report. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

[1] ISO/IEC 21409:2001, Information technology — Telecommunications and information exchange 
between systems — Corporate telecommunication networks — Signalling interworking between QSIG 
and H.323 — Generic functional protocol for the support of supplementary services 

[2] ISO/IEC TR 26927:2006, Information technology — Telecommunications and information exchange 
between systems — Corporate Telecommunication Networks — Mobility for Enterprise 
Communications 

[3] ITU-T Rec. H.323, Packet-based multimedia communications systems 

[4] IETF RFC 3261, SIP: Session Initiation Protocol 

[5] IETF RFC 3489, Simple Traversal of User Datagram Protocol (UDP) Through Network Address 
Translators (NATs) (STUN) 

[6] IETF RFC 3711, The Secure Real-time Transport Protocol (SRTP) 

[7] IETF RFC 3761, The E.164 to Uniform Resource Identifiers (URI) Dynamic Delegation Discovery 
System (DDDS) Application (ENUM) 

Full document details: ISO IEC TR 26905-2006

http://avadocuments2026.com/doc/iso-iec-tr-26905-2006
http://avadocuments2026.com/doc/iso-iec-tr-26905-2006


ISO/IEC TR 26905:2006(E) 

2  © ISO/IEC 2006 – All rights reserved
 

[8] IETF RFC 3966, The tel URI for Telephone Numbers 

[9] IETF RFC 2401, Security Architecture for the Internet Protocol (IPSEC) 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
Corporate telecommunication Network 
CN 
sets of equipment (Customer Premises Equipment and/or Customer Premises Networks) that are located at 
geographically dispersed locations and are interconnected to provide telecommunication services to a defined 
group of users 

3.2 
Next Generation CN 
NGCN 
self-contained corporate network designed to take advantage of emerging IP-based communications solutions 
and that can have its own applications and service provisioning 

3.3 
Next Generation Network 
NGN 
packet based public network able to provide telecommunication services, able to make use of multiple QoS 
enabled transport technologies and in which service related functions are independent of underlying transport 
related technologies 

3.4 
Virtual Private Network 
VPN 
virtual network that can deliver ubiquitous and secure connectivity over a shared network infrastructure (e.g. 
public carrier networks) using the same access policies as an enterprise network 

3.5 
Application Service Provider 
ASP 
entity that provides telecommunication applications 

3.6 
Session Service Provider 
SSP 
entity that intervenes in and adds value to signalling for the establishment and control of multi-media sessions 
and optionally intervenes in and adds value to the multi-media sessions themselves 

3.7 
Transport Service Provider 
TSP 
entity that provides IP connectivity 

4 Abbreviations 

ALG Application Layer Gateway 

API Application Protocol Interface 

ASP Application Service Provider 
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B2BUA Back-to-Back User Agent 

CN Corporate telecommunication Network 

CSTA Computer Supported Telecommunications Applications 

IP Internet Protocol 

IPSEC IP Security 

ISDN Integrated Services Digital Network 

NAT Network Address Translator 

NGCN Next Generation Corporate Network 

NGN public Next Generation Network 

RTP Real-Time Protocol 

QoS Quality of Service 

SBC Session Border Controller 

SDP Session Description Protocol 

SIP Session Initiation Protocol 

SRTP Secure Real-time Transport Protocol 

SSP Session Service Provider 

TCP Transmission Control Protocol 

TE Terminal Equipment 

TLS Transport Layer Security 

TSP Transport Service Provider 

UA User Agent 

UAC User Agent Client 

UAS User Agent Server 

UDP User Datagram Protocol 

VoIP Voice over IP 

VPN Virtual Private Network 

5 Background 

There has been a major evolution in enterprise telecommunications during the last few years. Prior to that, 
enterprise telecommunication networks (or corporate telecommunication networks, CN) were based on 
64 kbit/s circuit-switched technology, which had synergy with corresponding technology deployed in public 
Integrated Services Digital Networks (ISDN) and traditional analogue services. Those CNs primarily delivered 
a voice or telephony service to their users, although in principle they were capable of other services too, 
including video and various types of data service. For communication outside the enterprise, CNs were able to 
interwork with public ISDNs. 

Many public networks also offered optional services to corporate customers, such as Centrex services and 
premise equipment leasing and maintenance. 
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With the advent of technologies for transmitting voice and other real-time media over the Internet Protocol (IP) 
[e.g., based on Real Time Protocol (RTP)] and corresponding new signalling protocols (e.g., H.323, SIP), 
there was potential for providing telephony and other real-time person-to-person services in the public Internet. 
Moreover, such services also became possible in the IP-based “intranets” already deployed in enterprises for 
data services such as corporate email, file transfer, corporate web services and access to the world wide web. 
Enterprises saw advantages such as savings on infrastructure costs (e.g., one wire to the desk) and the 
introduction of innovative services that exploited the convergence of real-time and data communication. The 
traditional PBX (Private Branch Exchange) was replaced by or evolved to an “IP-PBX” or soft switch that 
supported IP connectivity to the desktop and IP connectivity between nodes. Direct IP-based transmission of 
multimedia between endpoints meant that switching capabilities were no longer required, except gateways for 
interworking with “legacy” circuit-switched networks. 

IP-based CNs are continuing to evolve, to support additional services, improved security, improved QoS, etc. 
A CN that fully embraces IP technology is referred to here as a Next Generation CN (NGCN). 

At present, NGCNs generally fall back to legacy circuit-switched techniques for communication outside the 
enterprise, e.g., using public ISDN or circuit-switching over leased lines. Gateways provide the necessary 
interworking of signalling and media. 

The next stage of evolution will be for NGCNs to extend IP-based communication outside the enterprise by 
using a public network that also supports IP-based communication. The public IP-based network may provide 
communication between the NGCN and another NGCN, between the NGCN and another IP-based user (e.g., 
residential user) or, via a gateway in the public network, between the NGCN and a legacy user or network. 
With this the NGCN no longer needs gateways to legacy networks (except where required by existing 
investment or economic considerations) and can enjoy the benefits of end-to-end IP-based communication 
with appropriately equipped communication partners. 

The public Internet is one example of a public IP-based network that an NGCN can use for external 
communications. In addition, some service providers are planning to offer public IP-based networks that offer 
improvements compared with the public Internet, e.g., in terms of QoS, security, mobility, applications, etc. 
These value added public IP-based networks are collectively known as Next Generation Networks (NGN). 

This Technical Report aims to contribute to this next stage of evolution by looking at the issues involved in 
interoperating NGCNs and NGNs and to identify requirements on NGNs. 

5.1 Provision of services by NGNs 

5.1.1 Levels of service provision 

An NGN may provide services to NGCNs and NGCN users at a number of different levels. 

The most basic level of service provision is IP connectivity. Differentiation from the Internet can be in the form 
of improved or guaranteed quality of service or security. For the purposes of this Technical Report an NGN 
that provides this level of service acts as a Transport Service Provider (TSP). 

A second level of service provision is in session establishment and control of communication sessions, e.g., 
voice, multimedia, messaging. Here the NGN adds value by being involved in the signalling protocol used to 
establish and control media sessions. For the purposes of this Technical Report the primary session control 
signalling protocol concerned is assumed to be the Session Initiation Protocol (SIP). Added value can include 
routing, provision of quality of service for media, provision of gateway services to legacy networks, assistance 
in NAT traversal, etc.. For the purposes of this Technical Report an NGN that provides this level of service is 
known as a Session Service Provider (SSP). 

A third level of service provision is at the application level. Applications can be many and varied, but for the 
purposes of this Technical Report an application is assumed to be related to telecommunication in some way. 
An application may be able to monitor or control multi-media sessions (either directly or through a protocol or 
API such as CSTA) and may or may not be involved in media as well. Examples of applications that involve 
media include conferencing services, transcoding and translation services and call distribution centres. 
Examples of applications that monitor or control sessions but do not involve media include presence services, 
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call logging services and UA configuration services. In addition, an application may be accessed through a 
session control protocol such as SIP. For the purposes of this Technical Report an NGN that provides this 
level of service is known as an Application Service Provider (ASP). 

An NGN may provide services at one or more of these levels. Not all services offered will be of interest to 
enterprise customers and of relevance for interworking with NGCNs. Enterprise customers may use different 
NGNs for different levels of service provision and may have different contractual relationships with each of 
these NGNs. In addition, for a given communication and depending on the number of parties to be 
interconnected and/or the number of services to be accessed, multiple providers may be involved. 

Figure 1 shows an example of one or more NGNs providing services at the three levels. 

NGN

Session
Services

Application
Services

NGCN

TSP

SSP

ASP

TSP

Transport
Services

ASP

SSP

Optional 
Peer-peer 
signaling

 

Figure 1 — TSP, SSP, and ASP provided by NGN(s) 

5.1.2 Use of NGN services by NGCNs 

In providing communication services to its users, an NGCN can make use of services of one or more NGNs. 
For communication with another entity (e.g., another NGCN or a residential user), an NGCN may make use of 
just TSP services, TSP and SSP services, or TSP, SSP and ASP services from the same NGN or different 
NGNs. In addition, an NGCN can make use of ASP services in their own right, rather than as part of 
communication with another entity (e.g., a presence service). 

5.1.3 Home NGN 

An NGCN customer may have contractual relationships with one or more NGNs for the provision of certain 
services, each NGN being known as the Home NGN for the services that it provides. Some parts of the NGCN 
may not have direct connectivity to the Home NGN and will need to access services of the Home NGN via 
other NGNs. The customer may have contractual relationships with those other NGNs too (e.g., just for IP 
connectivity) or reliance may be placed on agreements between the Home NGN and those other NGNs for 
such use. 

Figure 2 shows an example of two parts of an NGCN, each part accessing services of the same Home NGN, 
one directly and the other via a different NGN. The solid lines represent connectivity and the broken lines 
represent service access. 
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Figure 2 — Home NGN and other NGN 

5.2 Management considerations 

Services provided by an NGN may need to be managed from an NGCN. In addition, an NGN may provide a 
service for managing aspects of an NGCN. For both these purposes industry standard management 
interfaces should be used between the NGN and the NGCN. However, consideration of these interfaces is 
outside the scope of this edition of this Technical Report. 

6 Basic Configurations and General Requirements 

This clause lists important configurations which apply to an enterprise-specific next generation corporate 
network (NGCN) and its equipment (terminal equipment, servers, ...) when connected to public next 
generation networks (NGN). In addition, general requirements on NGN are specified in 6.6. 

The following interconnection Scenarios will have to be considered: 

• Scenario 1 - Communication between NGCNs via an NGN using a VPN 

Use cases: typically closely related partners 

⎯ Two peer offices of one enterprise 

⎯ Main office and branch office of an enterprise 

⎯ Two closely-related enterprises (“extranet”) 

• Scenario 2 - Communication between NGCNs via an NGN not using a VPN 

Use cases: typically not closely related partners 

⎯ Two enterprises (not closely-related) 
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