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Abstract: The scope of this standard is upper layer [i.e., the International Organization for
Standardization (ISO’s) open systems interconnection (OSI) application, presentation layer, and
session layer] services and protocols for information exchange under the ISO/IEEE 11073
standards for medical device communications (MDC). This standard is the base standard of the
ISO/IEEE 11073-20000 medical device application profiles (MDAP), as harmonized through the
Committee for European Normalization (CEN) and the 1SO.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of the
IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus develop-
ment process, approved by the American National Standards Institute, which brings together volunteers representing varied
viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the Institute and serve with-
out compensation. While the IEEE administers the process and establishes rules to promote fairness in the consensus devel-
opment process, the IEEE does not independently evaluate, test, or verify the accuracy of any of the information contained
in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other dam-
age, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting
from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly disclaims
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that
the use of the material contained herein is free from patent infringement. IEEE Standards documents are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market,
or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the
time a standard is approved and issued is subject to change brought about through developments in the state of the art and
comments received from users of the standard. Every IEEE Standard is subjected to review at least every five years for revi-
sion or reaffirmation. When a document is more than five years old and has not been reaffirmed, it is reasonable to conclude
that its contents, although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check
to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other services
for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other person or
entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon the advice of a com-
petent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to specific
applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate action to prepare
appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is important to ensure that any
interpretation has also received the concurrence of a balance of interests. For this reason, IEEE and the members of its soci-
eties and Standards Coordinating Committees are not able to provide an instant response to interpretation requests except in
those cases where the matter has previously received formal consideration. At lectures, symposia, seminars, or educational
courses, an individual presenting information on IEEE standards shall make it clear that his or her views should be considered
the personal views of that individual rather than the formal position, explanation, or interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation with
IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with appropriate
supporting comments. Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854 USA

NOTE — Attention is called to the possibility that implementation of this standard may require use of subject
matter covered by patent rights. By publication of this standard, no position is taken with respect to the exist-
ence or validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying
patents for which a license may be required by an IEEE standard or for conducting inquiries into the legal valid-
ity or scope of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute of
Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center. To
arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive,
Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.
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ISO Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee has
been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates
closely with the International Electrotechnical Commission (IEC) on all matters of electrotechnical
standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for
voting. Publication as an International Standard requires approval by at least 75% of the member bodies
casting a vote.

A pilot project between ISO and the IEEE has been formed to develop and maintain a group of ISO/IEEE
standards in the field of medical devices as approved by Council resolution 43/2000. Under this pilot
project, IEEE is responsible for the development and maintenance of these standards with participation and
input from ISO member bodies.

Attention is drawn to the possibility that some of the elements of this International Standard may be the
subject of patent rights. Neither ISO nor the IEEE shall be held responsible for identifying any or all such
patent rights.

ISO/IEEE 11073-20101:2004(E) was prepared by IEEE 1073 Committee of the IEEE Engineering in
Medicine and Biology Society.
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IEEE Introduction

This introduction is not part of ISO/IEEE 11073-20101:2004(E), Health informatics — Point-of-care medical device
communication — Part 20101: Application profiles — Base standard.

ISO/IEEE 11073 standards enable communication between medical devices and external computer systems.
They provide automatic and detailed electronic data capture of patient vital signs information and device
operational data. The primary goals are to:

— Provide real-time plug-and-play interoperability for patient-connected medical devices

— Facilitate the efficient exchange of vital signs and medical device data, acquired at the point-of-care,
in all health care environments

“Real-time” means that data from multiple devices can be retrieved, time correlated, and displayed or
processed in fractions of a second. “Plug-and-play” means that all the clinician has to do is make the
connection — the systems automatically detect, configure, and communicate without any other human
interaction.

“Efficient exchange of medical device data” means that information that is captured at the point-of-care
(e.g., patient vital signs data) can be archived, retrieved, and processed by many different types of
applications without extensive software and equipment support, and without needless loss of information.
The standards are especially targeted at acute and continuing care devices, such as patient monitors,
ventilators, infusion pumps, ECG devices, etc. They comprise a family of standards that can be layered
together to provide connectivity optimized for the specific devices being interfaced.

Notice to users

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying
patents or patent applications for which a license may be required by to implement an IEEE standard or for
conducting inquiries into the legal validity or scope of those patents that are brought to its attention.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http:/
standards.ieee.org/reading/ieee/updates/errata/index.html. Users are encouraged to check this URL for
errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http:/standards.ieee.org/reading/ieee/interp/

index.html.
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Health informatics — Point-of-care medical
device communication —

Part 20101:

Application profiles — Base standard

1. Overview

This standard is divided into eight clauses, as follows:

Clause 1 provides the scope of this standard.

Clause 2 lists references to other standards that are useful in applying this standard.
Clause 3 provides definitions and abbreviations.

Clause 4 provides conventions.

Clause 5 provides the rationale for this standard.

Clause 6 provides a communication, i.e., protocol and service, model.

Clause 7 provides an information, i.e., object, model.

Clause 8 provides conformance requirements.

This standard also contains nine annexes, as follows:

Copyright © 2004 ISO/IEEE. All rights reserved.

Annex A defines the specialized medical device encoding rules (MDER). (normative)
Annex B describes the allocation of object identifiers. (normative)

Annex C provides references to time synchronization protocols applied by this standard.
Annex D includes state transition diagrams as part of the dynamic model.

Annex E provides abstract syntax, which offers extensions to leveraged standards, such as minimal
open systems interconnection (mOSI), that are specific to this standard. (normative)

Annex F includes examples of anumber of protocol data unit (PDU) examples.
Annex G describes a speciaization of Abstract Syntax Notation One (ASN.1).
Annex H deals with compatibility of ASN.1 between the 1988/90 and 1994 versions.

Annex | provides a bibliography of useful references.
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ISO/IEEE 11073-20101:2004(E) HEALTH INFORMATICS — POINT-OF-CARE MEDICAL DEVICE COMMUNICATION

1.1 Scope

The scope of this standard is upper layer [i.e., the International Organization for Standardization's (1SO’s) open
systems interconnection (OSI) application, presentation layer, and session layer] services and protocols for
information exchange under the |SO/IEEE 11073 standards for medical device communications (MDC).

This standard is the base standard of the ISO/IEEE 11073-20000 medical device application profiles
(MDAP), as harmonized through the Committee for European Normalization (CEN) and the I SO.

1.2 Purpose

The purpose of this standard is to define MDC upper layer application, i.e., ISO A-type profiles for inter-
change of data, which are defined by the medical device data language (MDDL) format, or 1SO F-type
profiles (1SO/IEEE 11073-10000 series).

1.3 Goals

The primary goa of MDAP standards is to support MDC upper layer data interchange, based on MDDL,
among awide range, by type and scale, of future and current devices for use in point-of-care (POC) settings
in the acute care sections of hospitals.

1.4 Audience

The primary user of the MDAP standards is a software engineer who is creating a MDC system or attempt-
ing to establish an interface to one.

Because this family of standards is based largely upon international standardization profiles, familiarity with
arange of related standards and technologiesis useful if not necessary. The following are recommended as a
minimum background:

a) ISO/IEEE 11073 architecture, especialy IEEE Std 1073™ .1 ISO/IEEE 11073-10201, and lower
layer standards (e.g., ISO/IEEE 11073-30200)

b) 1SO’'s OSl layered architecture, primarily the upper layers, i.e., application, presentation, and
session

c)  Systems management

d) Object-oriented analysis and design

€) Machine language theory

2. References

This standard shall be used in conjunction with the following publications. When the following standards
are superceded by an approved revision, the revision shall apply.

|EEE Std 1073, |EEE Standard for Medical Device Communications—Overview and Framework.2

L nformation on references can be found in Clause 2.

2IEEE publications are available from the Institute of Electrical and Electronics Engineers, Inc., 445 Hoes Lane, Piscataway, NJ 08854,
USA (http://standards.ieee.org/).
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ISO/IEC 8327-1, Information technology — Open systems interconnection —Connection-oriented session
protocol — Part 1: Protocol specification.3 (same as ITU-T Recommendation X.225)

| SO/IEC 8650-1, Information technology — Open systems i nterconnection — Connection-oriented protocol
for the association control service element — Part 1: Protocol. (same as I TU-T Recommendation X.227)

I SO/IEC 8824-1, Information technology — Abstract Syntax Notation One (ASN.1) — Part 1: Specification
of basic notation. (same as ITU-T Recommendation X.680)

ISO/IEC 8824-2, Information technology — Abstract Syntax Notation One (ASN.1) — Part 2: Information
object specification. (same as I TU-T Recommendation X.681)

I SO/IEC 8825-1, Information technology — ASN.1 encoding rules — Part 1: Specification of Basic Encod-
ing Rules (BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER). (same as
ITU-T Recommendation X.690)

I SO/IEC 9072-2, Information processing systems — Text communication — Remote operations — Part 2:
Protocol specification.

ISO/IEC 9595, Information technology — Open systems interconnection — Common management infor-
mation service definition.

ISO/IEC 9596-1, Information technology — Open systems interconnecton — Common Management Infor-
mation Protocol — Part 1: Specification.

I SO/IEC 9899, Programming languages — C.

ISO/IEC ISP 11188-3, Information technology — International standardization profile — Common upper
layer requirements — Part 3: Minimal OSI upper layer facilities.

ISO/IEEE 11073-10101, Health informatics — Point-of-care medical device communication — Part 10101:
Nomenclature.*

ISO/IEEE 11073-10201, Health informatics — Point-of-care medical device communication — Part 10201:
Domain information model (referred to hereinafter as “the DIM”).

I SO/IEEE 11073-30200, Health informatics — Point-of-care medical device communication — Part 30200:
Trangport profile— Cable connected.

ISO/IEEE 11073-30300, Health informatics — Point-of-care medical device communication — Part 30300:
Transport profile— Infrared Wireless.

ITU-T Recommendation X.681, Information Technology—Abstract Syntax Notation One (ASN.1)—Infor-
mation Object Specification. (same as | SO/IEC 8824-2)°

3ISO/EC publications are available from the SO Central Secretariat, Case Postale 56, 1 rue de Varembé, CH-1211, Geneve 20, Swit-
zerland/Suisse (http://www.iso.ch/). ISO/IEC publications are also available in the United States from Globa Engineering Documents,
15 Inverness Way East, Englewood, CO 80112, USA (http://global.ihs.com/). Electronic copies are available in the United States from
the American National Standards Institute, 25 West 43rd Street, 4th Floor, New Y ork, NY 10036, USA (http://www.ansi.org/).
41SO/IEEE publications are available from the |SO Central Secretariat, Case Postale 56, 1 rue de Varembé, CH-1211, Genéve 20, Swit-
zerland/Suisse (http://www.iso.ch/); in the United States from the Sales Department, American National Standards I nstitute, 25 West
43rd Street, 4th Floor, New York, NY 10036, USA (http://www.ansi.org/); and from the Institute of Electrical and Electronics Engi-
neers, Inc., 445 Hoes Lane, Piscataway, NJ 08854, USA (http://standards.ieee.org/).

STU-T publications are available from the International Telecommunications Union, Place des Nations, CH-1211, Geneva 20, Swit-
zerland/Suisse (http://www.itu.int/).
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3. Definitions and abbreviations

3.1 Definitions

For the purposes of this standard, the following terms and definitions apply. IEEE 100, The Authoritative
Dictionary of IEEE Standards Terms and Definitions, Seventh Edition [B3] 8 should be referenced for terms
not defined in this clause.

3.1.1 abstract syntax: Specification of the structure of a dataitem without reference to or requirement for a
specific implementation technology.

3.1.2 big endian: A byte order sequence where the most significant byte is sent first. For example, a 32 bit
integer is communicated with the most significant byte (bits 24-31) first and the least significant byte (bits
0-7) last.

3.1.3 byte order: The sequence in which multibyte data primitives are communicated in a protocol data unit
(PDU). For example, a 32 bit integer comprises 4 bytes. See also: big endian.

3.1.4 coalescing: The function of combining multiple presentation-layer protocol data units (PPDUS) into a
single session-layer protocol data unit (SPDU) that isthen communicated across a transport.

3.1.5 encoding rules: Specification for how data primitives used in an abstract syntax are converted to an
implementation format. Generally synonymous with transfer syntax.

3.1.6linked reply: A command response that requires more than one protocol data unit (PDU) to communi-
cate information. For example, a single command to retrieve an entire log file may result in many linked
response PDUs to provide the requested informati on.’

3.1.7 presentation data value (PDV): The union of the sets of valuesin all possible abstract syntaxes.

3.1.8transfer syntax: Specification of the structure of data as they are communicated across a transport or
physical medium.

3.2 Acronyms and abbreviations

This following acronyms and abbreviations supplement the acronyms and abbreviations of IEEE Std 1073:

AA (session) abort accept (SPDU)
AARE associ ation response message
AARQ association request message

AB (session) abort (SPDU)

ABRT abort (APDU)

AC (session) accept (SPDU)

ACSE association control service element
AE application entity

AP application process

APDU application protocol data unit

6The numbersin brackets correspond to the numbers of the bibliography in Annex I.

“A linked command definition and service have been omitted from this version of the standard. This command requires multiple PDUs
to convey the needed information. For example, acommand to send alist of drug names to a device may require multiple linked PDUs.
This command may be added to future versions of the standard if required by other profile and optional package standards.
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AP
ARP
ARU
ASN.1
BCC
BER
CcC
CMDIP
CMIP
CMISE
CMDISE
CN

CP
CPA
CPR
DCC
DICOM
DIF
DIM
DN

DT

FN
FSM

LI

LSB
MDAP

MMDAP-DT
MMDAP-TD
MDAP-XT
MDC

MDCC
MDDL

MDER
MDIB
MDNF
MDS
MDSE
MIB
mOS|
MSB
MTU
NBO
oSl

Copyright © 2004 ISO/IEEE. All rights reserved.
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application program interface

abnormal release provider (PPDU)

abnormal release user (PPDU)

Abstract Syntax Notation One

bedsi de communication controller

basic encoding rules

communication controller

Common Medical Device Information Protocol

Common Management Information Protocol

common management information service element

common medical device information service element

(session) connect (SPDU)

connect presentation (PPDU)

connect presentation accept (PPDU)

connect presentation reject (PPDU)

device communication controller

Digital Imaging and Communcationsin Medicine
deviceinterface

domain information model (see ISO/IEEE 11073-10201.)
(session) disconnect (SPDU)

(session) datatransfer (SPDU)

(session) finish (SPDU)

finite state model or machine

length indicator

least significant bit

medical device application profiles (The acronym MDAP may be substituted for
the ISO/IEEE 11073-20000 family of standards.)

medical device application profiles normal data transfer (SPDU)
medical device application profiles transmit data (PPDU)
medical device application profiles expedited data transfer (SPDU)

medical device communications or the nomenclature for such communication
(I1SO-IEEE 11073-10101)

medical device communication controller

medical device datalanguage (The acronym MDDL may be substituted for the
| SO/IEEE 11073-10000 family of standards.)

medical device encoding rules
medical datainformation base
medical device numeric format
medical device system

medical device service element
management information base
minimal open systems interconnection
most significant bit

maximum transfer unit
network byte order

open systems interconnection
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PDU protocol data unit (also referred to as a message; however, PDU connotes transfer
through a transport profile, e.g., ISO/IEEE 11073-30200).

PDV presentation data value

PER packed encoding rules

PGI parameter group identifier

Pl parameter identifier

POC point of care or point-of-care

PPDU presentation-layer protocol data unit

QoS quality of service

RF (session) refuse (SPDU)

ROER remote operation error (APDU)

ROIV remote operation invoke (APDU)

ROLIV remote operation link invoke (APDU)

RORS remote operation result (APDU)

ROSE remote operation service element

Sl SPDU identifier

SNTP Simple Network Time Protocol

SPDU session-layer protocol data unit

SS session service

TD presentation data (PPDU)

UML unified modeling language

4. Conventions

Various definitions use prefixed or suffixed symbols to denote specialized or optimized properties. An aster-
isk (*) is appended to some definitions to indicate specialization. For example, BER* refers to a version of
basic encoding rules (BER) that has been significantly optimized for processing efficiency.

5. Rationale

The essential requirement for this standard is to provide a set of abstract and transfer (i.e., encoding rule)
syntaxes that are optimized for use by application profiles and implementations of the domain information
model (DIM).

5.1 Communication model

The following assumptions and requirements are for the base standard and profiles of it regarding the com-
munication stack and related protocol definitions;

—  While the communication stack should be based on already existing standards as far as possible, a
primary focus for the protocol definition is on the overal efficiency of implementations (e.g., com-
plexity, resource requirements, bandwidth requirements). It is necessary that even low-end devices
be capable of implementing a communication stack based on this work.

— In order to reduce sending and receiving overhead, the headers added by each layer should, there-
fore, be short and have a fixed data structure without optional or variable size elements.

By avoiding optional components or variable length componentsin the PDU data type definitions, it
is possible for sending devices to use canned messages (in other words, a message template can be
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filled in memory in which only the actual updated values must be copied). Also, for the receiver, this
significantly reduces the complexity of the parser.

Thisrequirement is also strongly related to the requirement for optimized encoding rules.

— The communication stack should be flexible so that other messaging profiles can be accommodated
within the same framework.

The protocol stack is defined by PDU (data) type definitions and dynamic behavior only. The normative
definition of application programming interfaces (APIS) is outside the scope of this standard; however, non-
normative examples may be given to facilitate implementation and reuse.

It is desirable to define a transport-independent interface, although specific mappings of upper layer PDUs
to services of an ISO/IEEE 11073-30000 transport profile is addressed through transport-specific sublayers
as necessary.

General mechanisms at the transport interface to make provisions for information and behavior related to
quality of service (QoS) may be considered.

It is assumed that no complicated session-layer protocol is needed for the communication between medical
devices, especially as some error recovery mechanisms are actually defined by application objects defined in
MDDL (e.g., scanner objects).

However, to support the standard association control service element (ACSE), a minima set of 1SO/OSI
standard session services (SSs) is heeded at least during association.

In addition, specific session-layer extensions need to be defined to optimize session-layer processing during
normal communication (after association) that can coexist with the session-layer protocol defined in 1SO/
|EC 8327-1.

These optimizations relate, for example, to
—  Simplification of the normal session-layer PDU (SPDU)

— Coalescing of application data in single SPDUs to reduce the message rate at the transport interface
and below

5.2 Information model

The following assumptions and requirements regard the communication controller (CC) object model:

—  Similar to the objects defined in the MDDL, objects defined in this model represent information that
is shared between devices through the communication link. The objects defined here are part of the
device medical data information base (MDIB) (directly or indirectly accessible), and they are basi-
cally information containers.

— The object model will focus on generalized concepts for the representation of communication
interface capabilities (ranging, for example, from link speeds to general QoS-related parameters),
interface configuration aspects and statistical data (e.g., for troubleshooting). The model should be
independent of specific lower layer implementations, but may contain adaptations specific to IEEE
lower layers.

— Themedica device communication controller (MDCC) inherits from medical device datalanguage
(MDDL) CC, as defined in MDDL .1 (IEEE Std 1073.3.1™ [B5]); definitions may be replicated for
clarity and reference convenience in this standard.

— Unified modeling language (UML) is to be used as a notation.
Documents
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Object attributes and behavior will be defined in a notation that is consistent with the MDDL standard, in
particular

—  Static views: inheritance, containment, attribution
— Dynamic views
—  The device connection state machine with all message interchanges
—  Object-specific dynamic behavior, e.g., for scanner objects defined in MDDL

Dynamic modeling is necessary to define the actual interactions between communicating medical devices.

In addition, information objects pertaining to management information need to be defined to facilitate sup-
port, for example, of configuration, access, performance, and fault tolerance information as defined in 1SO/
IEEE 11073-30200.

6. Communication model

This clause is intended to include service and protocol definitions.

6.1 General

Figurel shows the upper layer communication stack, i.e., the layered set of protocol and service
components.

The figure shows the components of the communication stack, asfollows:
— ACSE isthe ISO/OS| standard for association control.

A standard association mechanism provides the flexibility to adopt future requirements, e.g., addi-
tional format profiles in the upper layers (such as picture formats and Simple Network Time
Protocol [SNTPY]), different encoding mechanisms.

It also provides a safe and secure compatibility check and some limited means for option negotiation
(e.g., to make sure that both devices use compatible nomenclature versions).

— Common medical device information service element (CMDISE) is the object management service,
in principle, a lightweight version of the ISO/OSI common management information service ele-
ment (CMISE).

— Theremote operation service element (ROSE) provides basic services used by the CMDISE (invoke
an operation, return the result of an operation, return an error, reject an operation). To comply with
the definition of optimized encoding rules, a modified version of the ROSE is needed to work with
the CMDISE.

— Thesession layer and presentation layer produce a minimized overhead only.

— Medical device service element (MDSE) is the overall set of these elements. Encapsulation permits
transparency and implementation flexibility in that applications do not have to know about the inter-
nal composition of the MDSE, and implementers can choose to integrate specific elements in vari-
ous ways as long as the interfaces to the application processes and transport system result in a
conforming implementation.

Components of the MDIB are defined normatively in the DIM and management information base (MIB) ele-
ments documents and are summarized briefly as follows:

— Maedical device system (MDS): the highest level containment object representing the device overall.
— CC: agenera object from which specializations are defined, as follows:
— Device CC (DCC): aspecialization representing the device CC agent.
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— Bedside CC (BCC): a specialization representing a DCC manager (i.e., host CC).

— Deviceinterface (DIF): an abstraction representing a transport service access point.

ISO/IEEE 11073-20101:2004(E)

— MIB element: an abstraction representing performance, status, or other related information. Special-
ized MIB elements are particular to a given DIF configuration or implementation.

Application process(es)

mwo >

... MDIB
MDS

Transport system

!

Figure 1—MDC stack

An application message, such as an event report message from a scanner object as defined in MDDL, flows
through this communication stack as shown in Figure 2.

The scanner retrieves data from the MDIB and wraps it in a scanner event information field.

After that, each layer (or stack element) copies the data portion and wrapsit in its own PDU message, typi-
cally by adding some layer-specific header data.

The receiving system reverses this process: Each layer strips the wrapper and header information and passes

the result to the next level.
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| MDIB dataval 1 || MDIB dataval 1

g

Event information| MDIB dataval 1 |[ MDIB dataval 1 ]|

(-

Event report [ Event information | |

-

Operation invoke [ Event report | |

Present'n

{(D-

Presentation data value (PDV) [ Operation invoke | |

Session

‘

| Normal session data PDV | |

Figure 2—Data flow through the communication stack

6.2 ACSE protocol
6.2.1 General
For association control, it is assumed that the standard ACSE as defined in ISO/IEC 8650-1 is used.

In addition to the standard ACSE, it is necessary to define the set of application-specific user information
fields as well as the minimum (and mandatory) set of optional elementsin the standard ACSE PDUs.

6.2.2 ACSE services
Table 1 shows the services provided by ACSE.

The services are mapped to messages, i.e., application PDUs (APDUS). For the A-ASSOCIATE services,
for example, there are two messages: the association request message (AARQ) and the association response
message (AARE).
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Table 1—ACSE service summary

Service Type
A-ASSOCIATE Confirmed
A-RELEASE Confirmed
A-ABORT Nonconfirmed
A-P-ABORT Provider-initiated

ISO/IEEE 11073-20101:2004(E)

Each service (and thus the resulting APDU) has a number of data fields or parameters. Table 2 and Table 3
show the actual parameters of the AARQ and AARE service calls that are defined in ACSE. The fields are
indicated as M for mandatory, O for optional, or U for user optional.

Table 2—AARQ APDU fields

Field name

Presence

Protocol version

o

Application context name

Calling application process (AP) title

Calling application entity (AE) qualifier

Calling AP invocation-identifier

Calling AE invocation-identifier

Cadlled APtitle

Cadlled AE qualifier

Called AP invocation-identifier

Called AE invocation-identifier

Implementation information

User information

c|lo|jlc|jc|lc|jc|lc|c|c|c|<£

Table 3—AARE APDU fields

Field name Presence
Protocol version O
Application context name M
Responding AP title U
Responding AE qualifier U
Responding AP invocation-identifier U
Responding AE invocation-identifier U
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Table 3—AARE APDU fields (continued)

Field name Presence

Result M

Result source—diagnostic

M
Implementation information 0]
U

User information

As can be seen, the majority of the fields are optional. Only avery small set is mandatory.

The ACSE in the interoperability profile is only a vehicle for a standardized connection setup. Additional
information, supplied in the user information field, is defined in this standard to facilitate medical device
interoperability.

6.2.3 ACSE ASN.1 message definition
Refer to Annex E for detailed definition.

For true interoperability, ACSE messages shall be BER encoded. Furthermore, they shall be wrapped in the
corresponding presentation-layer PDU (PPDU) (CP: Connect Presentation, CPA: Connect Presentation
Accept) and SPDU (CN: Session Connect, AC: Session Accept), as defined in Annex E.

6.2.4 ACSE user information fields

The user-specific (i.e., application-specific) information fields in the ACSE message definition for use in
the inter-operability communication stack are defined in Annex E.

For startup, only minimal information needs to be supplied in the ACSE PDUs. After the association phase,
al other necessary data for application and compatibility checking can be supplied in native CMDISE ser-
vices using definitions from MDDL.

6.3 Session-layer protocol
6.3.1 General
6.3.2 Session-layer services

The session-layer protocol defines a set of services used for connection and data transfer. Important services
to be considered here are

—  Session connect
—  Session accept
—  Session datatransfer

A number of additional services and PDUs may be relevant. This needs to be further investigated, especially
regarding the mapping between ACSE, PPDUs, and SPDUs.
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6.3.3 Session-layer message definitions

For al needed standard SSs as well as for the optimized session-layer extension, the PDU structure (session
header) will be defined.

SPDUs are constructed from simpler elements in the form shown in Figure 3.

SPDUs S LI Parameter field User information field
PGI units PGI LI Parameter field
Pl units Pl LI Parameter field

LEGEND

LI: length indicator (length 0-254: one octet; otherwise, 3 octets with first being 255)

PGI: parameter group identifier (defines a group of session-layer parameters)

PI: parameter identifier (defines a single session-layer parameter)

Sl: SPDU identifier (uniqueidentifier that defines the session-layer message type)

Figure 3—SPDU format

The parameter fields are constructed from PGl and Pl units with certain rules (in accordance with 1SO/IEC
8327-1).

An example of a session-layer message isgivenin 6.3.3.1.
6.3.3.1 Session connect (CN) SPDU

The format and contents of the CN SPDU are as follows:

0D XX SI=13 (CN), LI = length in octets
05 06 PGI=05 (connect/accept item), LI=06
13 01 00 PI=19 (options), LI=1, value = 0
16 01 03 PI=22 (version), LI=1, value = 3
14 02 00 02 PI=20 (user requirements), LI=2, value:
select full duplex functional unit
Cl YY PGI=193 (user data), LI= length of user data

6.4 Presentation-layer protocol

6.4.1 General

In general, the presentation-layer protocol allows negotiating the abstract syntax (e.g., MDDL over
CMDISE ASN.1) and transfer syntax (i.e., optimized encoding rules, e.g., MDER) between systems.

Asfor the session-layer protocol, some limited standard services are necessary to support the ACSE.

The major added value of the presentation layer is the syntax negotiation during association. Also, it allows
the definition of multiplex points (presentation context identifiers) in the application, which in turn allows
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the communication of datain different formats within the same association [e.g., Digital Imaging and Com-
munications in Medicine (DICOM) images]. In a given association, it is possible to support multiple
presentation contexts simultaneously.

For the normal communication between medical devices (after association), the processing and messaging
requirements for the presentation layer should be as small as possible.

6.4.2 Presentation-layer services

The presentation layer provides, for example, the following services:
—  Connect presentation
—  Connect presentation accept
—  Presentation data

6.4.3 Presentation-layer messages

Refer to Annex E for definition of the following PDUs:
—  Connect presentation (CP) PPDU
—  Connect presentation accept (CPA) PPDU
—  Connect presentation reject (CPR) PPDU
— Abnormal release provider (ARP) PPDU
— Abnormal release user (ARU) PPDU
—  Presentation data (TD) PPDU

6.5 ROSE protocol
6.5.1 General

The ROSE is used by the Common Medica Device Information Protocol (CMDIP). It provides a linkage
between invoke messages and result messages (i.e., requests and responses) by means of invoke identifier
fields. It also contains afield to distinguish the various remote operations (here: CMDISE services).

The ROSE protocol uses the same abstract syntax that is negotiated for the CMDIP and the data structures
from ISO/IEEE 11073-10201. As aresult, modifications to the |SO/OS|I ROSE are needed to comply with
the restrictions of optimized ASN.1 encoding rules.

6.5.2 ROSE services

The ROSE protocol is arelatively simple protocol defining the following services:
— Remote operation invoke
— Remote operation result
— Remote operation error
— Remote operation reject

6.5.3 ROSE message definitions

Refer to Annex E for ROSE PDU definitions.
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6.6 CMDISE protocol (CMDIP)
6.6.1 General
6.6.2 CMDISE services

The following basic services may be provided by MDAPs, depending on scalability (i.e., minimum, basic,
and extended profiles have different requirements):

— Retrieve object attribute value

— Modify object attribute value

— Invoke object defined functions
—  Create and delete object instances

— Report events that occurred within an object

Parameters for each of the services and the related results are defined in the MDDL. Table 4 gives an exam-
ple for the event report service:

Table 4—Event report service parameters

Parameter Description

Invoke identifier Uniqueidentifier (e.g., a sequence number) assigned to a specific instance of the
service so that it can be distinguished from other service invocationsthat a service
provider may have in progress.

Mode Confirmed or unconfirmed; confirmed mode requires a response

Object class Identifies class of the object that generates the event (values defined in nomencla-
ture or dictionary)

Object instance Identifies instance of the object that generates the event

Event time Time the event was generated

Event type Identifies the type of the event (values defined in nomenclature or dictionary)

Event information (Optional) additional information about the event, as defined by the event type

parameter; the event information is defined by the object that generates the event

6.6.3 CMDIP message definitions
ASN.1 data type definitions for all CMDIP services are defined in Annex E.

Note that some CMDISE service parameters defined in MDDL may actually map to ROSE. In particular the
invoke identifier and mode parameters are really defined in the ROSE, as explained in 6.5.

Refer to Annex E for PDU examples.

6.6.4 SNTP
Refer to Annex C.
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7. Information model

7.1 Object model

This subclauseis intended to include object class definitions, which in general include the following classes.
— CC,eg., DCC,BCC
— MiIB

Refer to the DIM for definition detail .

7.2 Format model

7.2.1 Syntax

7.2.1.1 Transfer syntax

Transfer syntax are defined in Annex A.
Mappings to SO ASN.1 may be found in Annex G.
7.2.1.2 Abstract syntax

Abstract syntax is defined in Annex E.

7.2.2 Compatibility

In generdl, it is desirable to maintain syntactical backwards-compatibility, especially for transfer syntax,
athough such compatibility is not always possible. This subclause is intended to identify significant com-
patibility issues and resolution to facilitate implementation. Refer to Table 5.

Table 5—Compatibility cases

Case Issue Resolution

1 Compatibility of 1988/90 and 1994
versions of ISO ASN.1 and related
encoding rules (ISO/IEC 8824 series,
1SO/IEC 8825 series)

11 ANY DEFINED BY changed; 1. ABSTRACT SYNTAX: Modules shall follow
refer to Annex H for background guidelinesin ISO/IEC 8824-1; see Annex H.
information.

2. TRANSFER SYNTAX: MDER for ANY
DEFINED BY or instance-of type shall be
identical; see Annex A.
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