
TECHNICAL REPORT 6726 : 1966 (EI 

Published 1988-12-01 

,NTERNAT,ONAL OfiGAN,ZAT,ON FOR STANOARDIZATION*ME~,lYHAPO~HAR OPTAHM3Al&lR fl0 CTAHAAPTb43ALWi~RGANlSATlON INTERNATIONALE DE NORMALISATION 

Road vehicles - Transient open-loop response test 
method with pseudo-random steering input 

Whicules routiers - M&hode d’essai en rbgime transitoire et sur boucle ouverte avec signal d’entr&e pseudo-alhatoire 

IS0 (the International Organization for Standardization) is a worldwide federation of national standards bodies (IS0 member bodies). 
The work of preparing International Standards is normally carried out through IS0 technical committees. Each member body 
interested in a subject for which a technical committee has been established has the right to be represented on that committee. 
International organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. IS0 collaborates 
closely with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

The main task of IS0 technical committees is to prepare International Standards. In exceptional circumstances a technical committee 
may propose the publication of a technical report of one of the following types : 

- type 1, when the necessary support within the technical committee cannot be obtained for the publication of an International 
Standard, despite repeated efforts; 

- type 2, when the subject is still under technical development requiring wider exposure; 

- type 3, when a technical committee has collected data of a different kind from that which is normally published as an 
International Standard (“state of the art”, for example). 

Technical reports are accepted for publication directly by IS0 Council. Technical reports types 1 and 2 are subject to review within 
three years of publication, to decide if they can be transformed into International Standards. Technical reports type 3 do not 
necessarily have to be reviewed until the data they provide are considered to be no longer valid or useful. 

ISO/TR 8726 was prepared by Technical Committee ISO/TC 22, Road vehicles. 

The reasons which led to the decision to publish this document in the form of a technical report type 2 are explained in the 
Introduction. 
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0 Introduction 

0.1 Reasons for a Technical Report 

This test method is one of several open-loop transient response test methods adopted by ISO/TC 22. Originally the intention was to 
publish each of these as separate International Standards. It was then decided to combine them in a single International Standard, 
IS0 7401, and restrict each procedure to its most basic content. It was, however, also agreed that some of the procedures in their 
original form contained technical information and additional interesting forms of data presentation that itwas desirable to haveavailable. 
Thus it was decided to have some of the test methods published also as Technical Reports to be used as supplements to IS0 7401. 

This document is one of these Technical Reports and it presents an extension of, and gives further explanation to, the transient 
response test method with pseudo-random steering input. The main additions made in this Technical Report, by comparison with 
IS0 7401, are amplification of the sections describing data analysis and interpretation. The test conditions are identical to those 
described in IS0 7401. 

The transient open-loop response test methods described in IS0 7401 are based on five different steering-wheel inputs, i.e. 
step/ramp, one period sinusoidal, pseudo-random, pulse and continuous sinusoidal. The pseudo-random input method applies where 
vehicle behaviour is assumed to be linear. It enables a vehicle’s response to be calculated to any defined input within the range of 
lateral accelerations used in the tests, including those of the procedures mentioned above. Therefore, it is recommended that this 
method be selected when the maximum amount of information is required over a limited range of lateral accelerations, as for example 
during normal public road driving. Other procedures may be more suitable where specific inputs are of interest or where the range of 
lateral accelerations of interest is large. 

0.2 General 

See IS0 7461. 

0.3 Object of test 

The primary object of the test is to determine the frequency response characteristics of a vehicle subjected to a pseudo-random steer- 
ing input over a frequency range from the lowest possible (limited by vehicle speed and test track width) to the highest achievable. 
The range normally achievable in practice lies between approximately 0,l and 4,5 Hz. 

Important criteria are 

- the variation with frequency of the gain with respect to steering-wheel input of the lateral acceleration and yaw rate 
responses; 

- the variation with frequency of the phase angle with respect to steering-wheel input of the lateral acceleration and yaw rate 
responses. 
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These criteria are determined during nominally straight line travel at a constant forward speed and using a steering-wheel amplitude 
which generates a lateral acceleration within the linear range of operation of the vehicle. 

Steering-wheel torque and roll angle are examples of other responses which are believed to be of importance but until now have not 
been widely used. 

It is necessary to measure 

- steering-wheel angle; 

- lateral acceleration; 

- yaw velocity; 

- forward velocity. 

It is desirable to measure 

- steering-wheel torque; 

- vehicle roll angle or roll angle velocity. 

The variables listed in this clause are not exhaustive. 

1 Scope and field of application 

This Technical Report specifies a method for determining transient response behaviour at approximately constant speed and applies 
to passenger cars as defined in IS0 3833. In a simplified form, this test method is also specified in IS0 7401 together with alternative 
and complementary procedures. 

The quasi-open-loop manoeuvre used in this method is not representative of real driving conditions but is useful in obtaining 
measures of vehicle transient behaviour in terms that will enable the response to any deterministic input to be calculated. Thus, it is 
not necessary to repeat the test if the response to a different input is required. As long as the input can be quantified, a reprocessing 
of the test results is all that is necessary. Repeatability is good so long as the same test surface is used and provided the limits put on 
the statistical tests of the data are observed (see clauses 6 and 8). 

It is important to remember that the method of data analysis is based on the assumption that the vehicle has a linear response. Over 
the whole range of lateral accelerations this may not be the case, and the classic method of dealing with such a situation is to restrict 
the range of the input to that over which linear behaviour can be assumed, and, if necessary, to perform more than one test at 
different ranges of inputs which together cover the total input range of interest. 

There is however a limit to how small an input range can be used because if the input amplitudes are too small, the level of spurious 
input (which is constant at a given test speed on a given surface) will become unacceptably significant. In practice therefore, a com- 
promise must be made depending on the extent of non-linearity of response in the range of behaviour under investigation, and the 
test track smoothness. An indication of the former can be obtained by carrying out the steady-state circular test in IS0 4138. 
Obviously the test track used must be as smooth as possible. 

It can be stated that from modern vehicles, which if acceptable to the customer have generally good linearity, and with well main- 
tained test surfaces, no problems of this sort are likely to arise. 

2 References 

IS0 3833, Road vehicles - Types - Terms and definitions. 

IS0 4138, Road vehicles - Steady-state circular test procedure. 

IS0 7401, Road vehicles - Lateral transient response test methods, 

3 Instrumentation 

See IS0 7401. 

NOTE - Vehicle roll angle data may be obtained by integration of a roll velocity signal. If roll velocity is measured, a transducer having a range 
of 3120 O/s and a maximum error, when combined with the recorder system, of f 0,2 O/s is recommended. 

3 

Full document details: ISO TR 08726-1988

http://www.avadocuments.com/doc/iso-tr-08726-1988
http://www.avadocuments.com/doc/iso-tr-08726-1988


ISO/TR 6726 : 1666 (E) 

4 Test conditions 

See IS0 7401. 

5 Test method 

5.1 Tyre warm-up 

See IS0 7401. 

5.2 Test speed 

See IS0 7401. 

5.3 Steering-wheel angle amplitude 

The steering-wheel angle amplitude may be determined either 

a) by driving in steady-state on a circle the radius of which gives the preselected lateral acceleration at the required test speed; or 

b) from a continuous read-out of instantaneous lateral acceleration during a run made at the required test speed and with an 
oscillatory steering-wheel input at the lowest frequency possible. 

The recommended value of lateral acceleration is + 2 m/s2 but the value used shall not normally exceed + 4 m/s2 because the 
analysis technique is based on an assumption of linear vehicle behaviour (see clause 1). 

The value used and the corresponding steering-wheel angle shall be recorded in the summary form as shown in annex A. 

The steering-wheel angle amplitude shall be indicated to the driver by suitable marking of the steering-wheel. It is important that 
mechanical limit stops are not used because their action will affect the harmonic content of the input (see 6.2). 

Maintenance of an exact steering-wheel angle amplitude over the complete frequency range of input is not necessary, providing that 
the amplitude is adequate (see 6.2) but does not exceed that which causes the vehicle to be operated outside its range of linear 
operation. 

5.4 Random input 

Test runs shall be made by driving the vehicle in a nominally straight line at the required test speed (see 5.2) and making continuous 
oscillatory inputs up to predetermined limits of steering-wheel amplitude (see 5.3) over the frequency range of interest. The frequency 
of input should cover the range from the lowest possible, usually determined by the limits imposed by the test speed and available 
track width, to the highest attainable. To ensure adequate high-frequency content, the input must be energetic and of several minutes 
duration. 

It is important the the input is continuous because periods of relative inactivity will seriously reduce the signal-to-noise ratio. Ideally, 
the test should be performed in one continuous run, but this may be prevented for two practical reasons. Firstly the test track may not 
be long enough to permit a continuous run of such a length at the required mean lateral acceleration and, secondly, the computer 
used to analyse the data may not have the capacity to handle all the data at one go. In either case, it is permissible to use a number of 
shorter runs, and having calculated the power spectral densities for each run, they can then be averaged (see annex B, clause B.1). 
The averaging function used shall be noted (see clause 7). 

6 Data analysis 

6.1 General 

The data-processing requirements which follow can be carried out most rapidly using a multi-channel real time analyser, but if this is 
not available, the data should be digitized and processed on a computer with the appropriate software (see annex B). 
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6.2 Preliminary analysis 

The recorded time history of forward velocity shall be displayed and examined visually to ensure that it is within 5 % of the nominal 
value. If it is not, the results shall be discarded. 

Good data shall be filtered to remove all information above 15 Hz and each time history digitized at a rate of not less than 46 samples 
per second. 

A Fourier analysis shall be made of the steering-wheel angle history, and the result shall be displayed as a graph of the steering-wheel 
angle input level relative to that at the lowest frequency versus frequency as shown in annex C, figure 2. 

This graph shall be examined visually to ensure adequate frequency content. The recommended difference between maximum and 
minimum shall not be greater than 12 dB. If the difference is greater, the results may be discarded or, if used, the extent of the 
difference shall be noted in the general data (annex A). 

6.3 Further processing 

Digitized data which has passed the above tests shall be further processed as follows: 

- If measured, the roll angular velocity data sequences shall be converted to roll angle sequences by integration. 

- If necessary, the lateral acceleration data shall be corrected for vehicle roll angle (see IS0 7401). Normally this step will be 
necessary unless the lateral accelerometer has been mounted on a stabilized platform. 

The data shall then be processed using appropriate equipment (see 6.1 and annex B) to produce the transfer function amplitude and 
phase information together with the coherence function for the chosen combinations of input and output variables. 

Combinations which have been found useful are 

- lateral acceleration per unit of steering-wheel angle; 

- yaw rate per unit of steering-wheel angle; 

- roll angle or angular velocity per unit of steering-wheel angle; 

- steering-wheel torque per unit of steering-wheel angle; 

- lateral acceleration per unit of steering-wheel angle; 

- roll angle or angular velocity per unit of lateral acceleration. 

7 Data presentation 

General data shall be presented on a summary form as shown in annex A. 

For each chosen pair of input and output variables, the frequency response functions (gain), phase angle function and coherence 
function shall be presented on a graph as shown in annex C, figure 3 together with the number and length of the data sequences and 
the averaging function, the digitizing rate and the windowing function used. The units of the frequency response function are metres 
per second squared per degree for lateral acceleration, degree per second per degree for yaw velocity, degree per degree for roll angle 
and newton metres per degree for steering-wheel torque. 

If roll angle or roll angular velocity has been measured, the roll response to lateral acceleration may be presented on a graph as shown 
in annex C, figure 4. The units for the frequency response function are degrees per metre per second squared for roll angle and 
degrees per second per metre per second squared for roll angular velocity. 

6 Data interpretation 

The significance of the test results in terms of vehicle dynamic behaviour is explained in annex D but some remarks on the statistical 
significance of the results need to be made here. 

The most important parameter in this Technical Report is the coherence function which quantifies the amount of uncorrelated infor- 
mation or noise present in the data. Where coherence is high, i.e. near unity, the output may be taken to be a response entirely due to 
steering-wheel input. Lower values of coherence indicate that other factors, in addition to wheel input, are influencing the output 
response. Low values of coherence are associated normally with inadequate wheel input or low vehicle response. 
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Tables 1 and 2 in annex E show the 90 % confidence limits on amplitude and phase angle, in terms of the measured values and the 
number of averages. Also shown are the 96 % confidence limits on the coherence function itself. 

It can be seen that in order to obtain close limits it is necessary to have high coherence levels and/or a large number of averages. 

It is recommended that the 90 % confidence limits for gain lie between + 1 and - I,5 dB and that those for phase angle lie between 
f loo. 

The number of averages needed to achieve this will depend on the coherence which in turn is related to the amount of uncorrelated 
data and hence to the quality of the test condition. 
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Annex A 

General data presentation 

Test number: . . . . . 

Vehicle identification 

Make,year.model,type: ............................................................................................. 

Vehiclenumber: .................................................................................................... 

Steeringtype: ...................................................................................................... 

Suspensiontype:Front: ............................................................................................. 

Rear: .............................................................................................. 

Engine size : ........................................................................................................ 

Optionalequipment: ................................................................................................. 

Tyresandcondition: ................................................................................................. 

................................................................................................................... 

Tyre pressures 

- cold : Front: ...................................................... .._ ...................... bar’) 

Rear: ............................................................................... bar 

- hottifmeasured): Front: ............................................................................... bar 

Rear: ............................................................................... bar 

Rims: .............................................................................................................. 

Wheelbase: ...................................................................................................... m 

Track: Front: .................................................................................................... m 

Rear: ..................................................................................................... m 

Overailsteeringratio: ................................................................................................ 

Other (in particular, relevant suspension settings) : ........................................................................ 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . ..a...... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

Vehicle loading 

Loadingconditionandlocation: ....................................................................................... 

Vehicle mass as tested : Left front : ................................ kg Rightfront: ............................... kg 

Leftrear: ................................. kg Rightrear: ................................ kg 

TOTAL : .................................................................................. kg 

Vehicle mass distribution : ......................................... front/ ......................................... rear 

Vehicle centre of gravity height: ................................................................ m [measured/estimated2)1 

1) 1 bar = 105 Pa = 105 N/m* 

2) Delete as applicable. 
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