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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Rart 2.

which is normally published as an International Standard (“state
simple majority vote of its participating members to publish a T
informative in nature and does not have to be reviewed unti

Anaesthetic and respiratory equipment,
Technical Committee IEC/TC 62, Electrical
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Introduction

This Technical Report was derived, in part, from SPRING Technical Reference 15.[11[21The SPRING Technical
Reference was created as result of the Singapore experiences during the SARS epidemic.[6] [71[10] [12] [13] [16]

Pandemics of influenza have swept the world from time to time throughout history, including three times in the
last century. They caused widespread illness, large numbers of deaths, notably among children and young
adults, and huge societal disruption, concentrated in just a few weeks. There is ently rising concern that a

lasting around
at it will take

L cases or treatment with antiviral medication, can help
delay or limit the spread ofa i s. Well-coordinated international implementation of entry

and exit restriction a t € an effective global response to contain cases and prevent a
pandemic. All co 5 are to_implement steps to limit spread, including local, regional and
national entry and e S d.on eterlnary and health monitoring, screenmg and surveillance for

humans, animals,
Reference [5].

Individual screening~of/all persons entering a country, for influenza-like illness and risk factors for infection
with a pandemic strain, will help minimize the likelihood of transmission. However, such screening is
challenged by a lack of sensitivity (e.g. asymptomatic infected individuals may not be detected) and specificity
(e.g. many individuals with influenza-like illness will not be infected with a pandemic strain). The typical
incubation period for influenza is two days, and infected persons with influenza may be contagious for 24 h
prior to the onset of symptoms. Other possible pandemic diseases have longer incubation periods. Since
some asymptomatic travellers who are incubating a disease may become symptomatic en route, overall
screening effectiveness can be improved by adopting layered pre-departure, en route and arrival screening
measures. The policy of layered screening measures should apply to all in-bound travellers from affected
areas, but the characteristics of the outbreak, including the rapidity of spread, may make it necessary to
implement this screening at all international airports from which passengers originate. In addition, development
of rapid diagnostic tests can dramatically change our ability to screen effectively. See Reference [5].

During the outbreaks of severe acute respiratory syndrome (SARS) in 2003, internationally agreed measures
designed to restrict the movement of people possibly infected with SARS were instituted and were assessed
by WHO to have greatly contributed to bringing the disease under control.
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Influenza is more infectious than SARS, is most infectious early in the course of the disease (and possibly
even before symptoms begin), and has a much shorter incubation period (one to three days). These important
differences make it unlikely that similar interventions will do more than delay or slow the transmission of
pandemic influenza at best, but this may still be deemed useful. Possible measures include:

— providing travel advice on travel to and from affected countries;

— providing health information for exiting and returning travellers;

— providing health screening at ports of entry and exit; see Reference [15].

In a severe pandemic, absenteeism attributable to illness, the need to care for ill family members and fear of
infection may reach 40 % during the peak weeks of a community outbreak, with lower fates of absenteeism

— entrances to hospitals and clinics, including emergency roory

— entrances to critical infrastructure facilities;

— entrances to workplaces;

— entrances to schools;

NOTE The require
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TECHNICAL REPORT ISO/TR 13154:2009(E)

Medical electrical equipment — Deployment, implementation
and operational guidelines for indentifying febrile humans
using a screening thermograph

IMPORTANT — The colours represented in the electronic file of this document are considered as
important colours for a correct understanding and use of this document but are not considered as
mandatory precise colours. ISO strongly recommends to print this electronic file on.a colour printer.

1 Scope

This Technical Report provides general guidelines for the de
screening thermograph mtended to be used for individua

references, only the editiof
document (including any

ISO 80601-2-56, Medica
essential perform glini

For the purpose document, the following terms and definitions apply.

3.1

accessory

additional part for use with equipment in order to:
— achieve the intended use;

— adapt it to some special use;

— facilitate its use;

— enhance its performance;

— enable its functions to be integrated with those of other equipment

[IEC 60601-1:2005, definition 3.3]
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3.2

accompanying document

document accompanying me equipment, an me system, equipment or an accessory and containing
information for the responsible organization or operator, particularly regarding basic safety and essential
performance

[IEC 60601-1:2005, definition 3.4]

3.3

applied part

part of me equipment that in normal use necessarily comes into physical contact with the patient for
me equipment or an me system to perform its function

3.4

basic safety
freedom from unacceptable risk directly caused by physical hazards when me-eg
normal condition and single fault condition

sed under

[IEC 60601-1:2005, definition 3.10]

35
calibration
set of operations that establish, under specified conditions, the r shi en values of quantities

indicated by a measuring instrument or measuring system, or-v S a material measure or a

[IEC 80601-2-59:2008, definition 201.3.201]

3.6
clinical thermometer

body site
NOTE The measuring site can be thesame a
[ISO 80601-2-56:—1), de]@> N.3.20¢

3.7
emissivity

NOTE 2  An ideal blackbody is described by Planck's Law.

[IEC 80601-2-59:2008, definition 201.3.204]

3.8
essential performance
performance necessary to achieve freedom from unacceptable risk

NOTE Essential performance is most easily understood by considering whether its absence or degradation would
result in an unacceptable risk.

[IEC 60601-1:2005, definition 3.27]

1) To be published.
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