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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

The main task of technical committees is to prepare International Standards, but in exceptional circumstances a
technical committee may propose the publication of a Technical Report of one of the following types:

 type 1, when the required support cannot be obtained for the publication of an International Standard, despite
repeated efforts;

 type 2, when the subject is still under technical development or where for any other reason there is a future but
not immediate possibility of an agreement on an International Standard;

 type 3, when a technical committee has collected data of a different kind from that which is normally published
as an International Standard ("state of the art", for example).

Technical Reports of types 1 and 2 are subject to review within three years of publication, to decide whether they
can be transformed into an International Standard. Technical Reports of type 3 do not necessarily have to be
reviewed until the data they provide are considered to be no longer valid or useful.

ISO/TR 13593, which is a Technical Report of type 2, was prepared by Technical Committee ISO/TC 60, Gears.

This document is being issued in the Technical Report (type 2) series of publications (according to subclause
G.3.2.2 of Part 1 of the ISO/IEC Directives, 1995) as a “prospective standard for provisional application” in the field
of gearing because there is an urgent need for guidance on how standards in this field should be used to meet an
identified need.

This Technical Report is not to be regarded as an “International Standard”. It is proposed for provisional application
so that information and experience of its use in practice may be gathered. Comments on the content of this
document should be sent to the ISO Central Secretariat.

A review of this Technical Report (type 2) will be carried out not later than three years after its publication with the
options of: extension for another three years; conversion into an International Standard; or withdrawal.

Annexes A to F of this Technical Report are for information only.
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Enclosed gear drives for industrial applications

1 Scope

This Technical Report is applicable to enclosed speed reducers and increasers for industrial applications, where the
designs include spur, helical, herringbone or double helical gears and their combination in single or multistage
drives.

This Technical Report provides a method by which gear drive designs can be compared and selected. It is not
intended to assure performance of assembled gear drive systems. It is intended for use by experienced gear
designers capable of selecting reasonable values for the factors, based on performance knowledge of similar
designs and the effects of such items as lubrication, deflection, manufacturing tolerances, metallurgy, residual
stress and system dynamics. It is not intended for use by the engineering public at large.

Maintaining an acceptable temperature in the oil sump of an enclosed gear drive is critical to the life of the gear
drive. Therefore, this Technical Report for enclosed gear drives considers not only the mechanical rating but also
the thermal rating.

The rating methods and influences identified in this Technical Report are limited to enclosed drives of single and
multiple stage designs where the pitch line velocities do not exceed 35 m/s and pinion speeds do not exceed
4 500 r/min. In this Technical Report, gear teeth rating is covered only as limited by tooth root bending and contact
pressure.

This Technical Report does not cover the design and application of epicyclic drives. It is beyond the scope of this
Technical Report to present a detailed analysis of efficiency.

Annexes A to F can be used to make a more detailed analysis of certain rating factors.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of this
Technical Report. For dated references, subsequent amendments to, or revisions of, any of these publications do not
apply. However, parties to agreements based on this Technical Report are encouraged to investigate the possibility of
applying the most recent editions of the normative documents indicated below. For undated references, the latest
edition of the normative document referred to applies. Members of ISO and IEC maintain registers of currently valid
International Standards.

ISO 76:1987, Rolling bearings — Static load ratings.

ISO 281:1990, Rolling bearings — Dynamic load ratings and rating life.

ISO 701, International gear notation — Symbols for geometrical data.

ISO 1122-1, Vocabulary of gear terms — Part 1: Definitions related to geometry.

ISO 3448:1992, Industrial liquid lubricants — ISO viscosity classification.

ISO 6336-1:1996, Calculation of load capacity of spur and helical gears — Part 1: Basic principles, introduction and
general influence factors.
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ISO 6336-2:1996, Calculation of load capacity of spur and helical gears — Part 2: Calculation of surface durability
(pitting).

ISO 6336-3:1996, Calculation of load capacity of spur and helical gears — Part 3: Calculation of tooth bending
strength.

ISO 6336-5:1996, Calculation of load capacity of spur and helical gears — Part 5: Strength and quality of materials.

ISO 6743-6:1990, Lubricants, industrial oils and related products (class L) — Classification — Part 6: Family C
(Gears).

ISO 8579-1, Acceptance code for gears — Part 1: Determination of airborne sound power levels emitted by gear
units.

ISO 8579-2, Acceptance code for gears — Part 2: Determination of mechanical vibrations of gear units during
acceptance testing.

ISO 8821:1989, Mechanical vibration — Balancing — Shaft and fitment key convention.

ISO 9085:—1), Calculation of load capacity of spur and helical gears — Application for industrial gears.

ISO 10825, Gears — Wear and damage to gear teeth — Terminology.

ISO 12925-1:1996, Lubricants, industrial oils and related products (class L) — Family C (gears) — Part 1:
Specifications for lubricants for enclosed gear systems.

3 Symbols, terms and definitions

NOTE  The symbols, terms, and definitions contained in this document may vary from those used in other ISO standards.
Users of this Technical Report should verify that they are using these symbols and terms in the manner indicated herein.

3.1 Symbols

For the purposes of this Technical Report, the symbols given in Table 1 apply.

                                                     

1) To be published.
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Table 1 — Symbols used in equations

Symbol Meaning Units Where first
used

Subclause

AC surface area of gear drive m2 Eq 40 7.4.3

AR fit holding capacity N Eq 21 5.6.3

As stress cross section of fastener mm2 Eq 27 5.7.2

a1 life adjustment factor for reliability — Eq 3 5.4.3.3

BA altitude factor — Eq 41 7.5

BD operation time factor — Eq 41 7.5

Bref ambient temperature factor — Eq 41 7.5

BT non-standard oil sump temperature factor — Eq 41 7.5

BV ambient air velocity factor — Eq 41 7.5

bk width of key mm Eq 17 5.6.2

Df nominal diameter of threaded fastener mm Eq 28 5.7.2

dhe outside diameter of hub mm Eq 24 5.6.3

dhi inside diameter of hub mm Eq 24 5.6.3

dmax maximum nominal fastener diameter mm Table 3 5.7.2

dsh shaft diameter mm Eq 16 5.6.2

dshe shaft outside diameter mm Eq 6 5.5.2

dshi shaft inside diameter mm Eq 6 5.5.2

EH modulus of elasticity for hub material N/mm2 Eq 23 5.6.3

ES modulus of elasticity for shaft material N/mm2 Eq 23 5.6.3

FA applied tensile load N Eq 31 5.7.4

FM fastener tensile preload N Eq 27 5.7.2

fL load peak frequency factor — Eq 20 5.6.3

hk height of key mm Eq 16 5.6.2

I actual or minimum possible interference fit mm Eq 23 5.6.3

i number of keys — Eq 16 5.6.2

KA application factor — 9.5.1 9.5.1

KJ joint stiffness factor — Eq 30 5.7.3

Ksf selection factor — Eq 1 4.5.3

Ktc torque coefficient — Eq 29 5.7.2

k heat transfer coefficient kW /(m2·K) Eq 40 7.4.3

L length of hub mm Eq 22 5.6.3

Lna adjusted rating life at 100 – n = R % reliability h Eq 3 5.4.3.3

L10a rating life at basic 90 % reliability h Eq 3 5.4.3.3

lg length of fastener grip mm 5.7.3 5.7.3

ltr bearing length of the key mm Eq 16 5.6.2

M bending moment Nm Eq 7 5.5.2

MA fastener tightening torque Nm Eq 29 5.7.2

PA input power to gear drive kW Eq 34 7.4.1

PB bearing power loss kW Eq 38 7.4.2

PH pressure at common shaft/hub interface N/mm2 Eq 22 5.6.3

PL load-dependent power losses kW Eq 33 7.4.1

PM gear mesh power loss kW Eq 38 7.4.2

Pmc minimum rated component power kW Eq 1 4.5.1

PN non-load-dependent power losses kW Eq 33 7.4.1

Pn nominal power of the driven machine or the driving machine kW Eq 1 4.5.3
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Table 1 — Symbols used in equations

Symbol Meaning Units Where first
used

Subclause

PP oil pump power consumption kW Eq 39 7.4.2

PQ heat dissipation of gear drive kW Eq 32 7.4.1

PS oil seal power loss kW Eq 39 7.4.2

PT thermal power rating kW Eq 37 7.4.1

PThm modified application thermal power rating kW Eq 41 7.5

PV total power loss kW Eq 32 7.4.1

PWB bearing windage and oil churning power loss kW Eq 39 7.4.2

PWG gear windage and oil churning power loss kW Eq 39 7.4.2

pf fastener thread pitch mm Eq 28 5.7.2

R reliability level percent Eq 4 5.4.3.3

Re tensile strength of the key material N/mm2 Eq 18 5.6.2

SF min minimum safety factor for bending strength — 9.5.1 9.5.1

SH min minimum safety factor for pitting resistance — 9.5.1 9.5.1

T shaft torque Nm Eq 6 5.5.2

Ta allowable torque based on the lesser of TC and Ts Nm 5.6.2 5.6.2

TC allowable torque based on the allowable compressive stress Nm Eq 16 5.6.2

Tmax maximum torque Nm Eq 20 5.6.3

Tmc minimum rated component torque Nm Eq 2 4.5.3

Tn nominal torque of the driven machine or the driving machine Nm Eq 2 4.5.3

TR torque carried by friction in the interface of shaft and hub Nm Eq 21 5.6.3

Ts allowable torque based on the allowable key shear stress Nm Eq 17 5.6.2

tk shaft keyway depth mm Eq 16 5.6.2

YNT life factor for bending strength — 9.5.1 9.5.1

ZNT life factor for pitting resistance — 9.5.1 9.5.1

bt torsional notch factor — Eq 10 5.5.3

bs bending notch factor — Eq 12 5.5.3

DT temperature differential K Eq 40 7.4.3

j share of the load — Eq 16 5.6.2

h overall drive efficiency percent Eq 36 7.4.1

m coefficient of friction — Eq 22 5.6.3

rH Poisson's ratio for hub material — Eq 23 5.6.3

rS Poisson's ratio for shaft material — Eq 23 5.6.3

sB material tensile strength N/mm2 Eq 10 5.5.3

sb calculated bending shaft stress N/mm2 Eq 7 5.5.2

sba allowable bending stress N/mm2 Eq 12 5.5.3

sf calculated tensile stress in fastener N/mm2 Eq 31 5.7.4

sfa allowable tensile stress of fastener N/mm2 Eq 30 5.7.3

sM preload tensile stress, recommended N/mm2 Eq 26 5.7.2

sp0,2 fastener 0,2 % offset yield strength N/mm2 Eq 26 5.7.2

ss calculated torsional shaft stress N/mm2 Eq 6 5.5.2

ssa allowable torsional stress N/mm2 Eq 10 5.5.3

sSC allowable compressive stress N/mm2 Eq 16 5.6.2

tps allowable shear stress N/mm2 Eq 17 5.6.2
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3.2 Terms and definitions

For the purposes of this Technical Report, the following terms and definitions apply.

3.2.1
gear unit rating
overall mechanical power rating of all static and rotating elements within the enclosed drive, as determined by the
minimum rated component power, Pmc (weakest part, whether determined by gear teeth, shafts, bolting, housing,
etc.)

3.2.2
thermal rating
maximum power that can be continuously transmitted through an enclosed gear drive without exceeding a specified
oil sump temperature

NOTE  The thermal rating equals or exceeds the actual service transmitted power. Selection factors are not used when
determining thermal requirements, see 7.1.

4 Application and design considerations

4.1 Application limitations

In this Technical Report, the gear unit rating, as defined, is the mechanical capacity (selection factor, Ksf = 1,0) of
the gear drive components. In some applications it may be necessary to select a gear drive with an increased
mechanical rating in order to accommodate adverse effects of environmental conditions, thermal capacity of the
drive, external loading or any combination of these factors.

4.2 Rating factors

The allowable stress numbers in this Technical Report are maximum allowed values. Some latitude based upon
experience is permissible in the selection of specific factors within this Technical Report. Less conservative values
for other rating factors in this Technical Report shall not be used.

4.3 Metallurgy

The factors for gears affected by material conditions and quality are defined in ISO 6336-5.

4.4 System analysis

The system of connected rotating parts shall be compatible, free from critical speeds, torsional or other types of
vibration within the specified operating speed range, no matter how induced. The enclosed gear drive designer or
manufacturer is not responsible for this analysis, unless agreed to in the purchase contract.

4.5 Gear unit rating

4.5.1 Unit rating application

The gear unit rating is the overall mechanical power rating of all static and rotating elements within the enclosed
drive. The minimum rated component power, Pmc (weakest part, whether determined by gear teeth, shafts, bolting,
housing, etc.), of the enclosed drive determines the gear unit rating. The load histogram for determining the gear
unit rating shall consist of 10 000 cycles at 200 % load plus 10 000 h at 100 % load. The gear unit rating shall also
include the effects of the allowable overhung load at a specified distance from the end of the gearbox where the
overhung load is applied.

NOTE  It is the responsibility of the user to specify peak load conditions so that the drive can be selected such that the
peak torque does not exceed that specified in 4.6.

Unity selection factor (Ksf = 1,0) is used in determining the gear unit rating. Refer to clause 9 for a discussion of the
selection factor, Ksf.
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4.5.2 Gear unit rating requirements

The gear unit rating implies that all items within the unit have been designed to meet or exceed the unit rating. Gear
and pinion ratings shall be in accordance with the bending strength and pitting resistance ratings as specified in 5.2.

4.5.3 Application of gear unit rating

The required gear unit rating of an enclosed drive is a function of the application and assessment of variable factors
that affect the overall rating. These factors include environmental conditions, severity of service and life. Refer to
clause 9 for further explanation.

The application of the enclosed drive requires that its unit rating meet the requirements of the actual service
conditions. This is accomplished by the proper selection of a selection factor, Ksf, based on field data or experience.

The values shown in annex A may be used as a guide. The gear unit rating required for the considered application
is then obtained by satisfying:

Pmc > Pn Ksf (1)

where

Pn is the nominal power of the driven machine or the driving machine. See clause 9 and annex A.

Similarly, when rating by torques:

Tmc > Tn Ksf (2)

If the nominal power or the nominal torque of the driven machine is used for the gear unit rating and Pn driver is
greater than Pn driven machine, the maximum torque appearing in the whole system should be checked. During
acceleration (or at other times) the maximum torque should not exceed 200 % of the nominal torque of the driven
machine, see 4.6.

4.6 Momentary overloads

When the enclosed drive is subjected to momentary overloads, direct on-line motor starts, braking, stall conditions
and low-cycle fatigue, the conditions should be evaluated to assure that the strength limitations of any component
are not exceeded.

With respect to the gear bending strength for momentary overloads, the maximum allowable stress is determined by
the allowable fatigue limitations of the material. Shaft, bearing and housing deflections have a significant effect on
gear mesh alignment during momentary overloads. The enclosed drive shall be evaluated to assure that the
reactions to momentary overloads do not result in excessive misalignment causing localized high stress
concentrations and/or permanent deformation. In addition, the effects of external loads such as overhung,
transverse and thrust loads shall be evaluated.

Gear drives rated to this Technical Report shall be able to accommodate peak loads whose magnitude does not
exceed 200 % of Pmc applied for a number of stress cycles not exceeding 10 000. The minimum face load factor,
KHb, determined for 100 % load applies to the analysis at 200 %.

4.7 Efficiency estimate

When an efficiency estimate of the enclosed drive is calculated, it should be determined based on the transmitted
power and specified operating conditions. The estimate should include the effects of the components within the
enclosed drive and shaft driven accessories agreed to by manufacturer and user. Unless specifically agreed to
between the user and manufacturer, the prime mover, couplings, external driven loads, motor driven accessories,
etc., are not included in the enclosed drive efficiency estimate. See clause 7 for calculations.
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4.8 Reverse loading

The effect of torque reversals on an enclosed drive is taken into account by choosing an adequate selection factor
for the considered application, e.g. travel drive. In a detailed rating analysis, the effect of reverse loading may be
considered alternatively at component level.

5 Components

5.1 Rating considerations

The components of a gear drive shall be designed with due consideration for all loads likely to be encountered
during operation. These include not only the torque loads imposed on the components through the gearing, but also
external loads, i.e. overhung loads, external thrust loads, dynamic loads such as from cast overhung pinions, etc.
These components shall also be designed to withstand any assembly forces which might exceed the operating
loads. During the design process, the operating loads shall be considered to occur in the worst possible direction
and in the worst possible loading combinations, including a 200 % momentary peak starting load.

Component rating shall be within the limits specified in this Technical Report. Where user requirements or
specifications dictate different design criteria, such as higher bearing life, this shall be by contractual agreement.

Alternative component rating methods based on test data or field experience are allowed. The gear manufacturer
shall indicate and document all modifications which are used.

Gear unit ratings may also include allowable overhung load values which are usually designated to act at a distance of
one shaft diameter from the face of the housing or enclosure component. Stresses in related parts resulting from these
overhung loads shall also be within limits set by this Technical Report.

For the purposes of this Technical Report, where component capacities are being determined, the calculations are
specifically related to the gear unit rating as defined in 4.5.1.

NOTE  A separate computation is required to relate the gear unit rating to application conditions.

5.2 Housing

The combined assembly of gears, shafts and bearings shall be enclosed by a housing of such design and
construction as to provide the rigidity required for proper gear alignment. The housing shall maintain alignment
under rated internal and external loading.

For housings with low speed centre distances greater than 460 mm, at least two reference surfaces should be
machined parallel to the mounting surfaces for the purpose of levelling the gear drive.

5.3 Gears

5.3.1 Rating criteria

The fundamental formulas for enclosed gear drives shall be in accordance with ISO 9085.

The calculation method for each gear rating factor has the ability to be modified. The gear designer shall indicate all
modifications to ISO 9085 that are used.

Pitting resistance is a function of the Hertzian contact (compressive) stresses between two curved surfaces or tooth
surfaces and is proportional to the square root of the applied tooth load. Bending strength is measured in terms of
the bending (tensile) stress in a cantilever plate and is directly proportional to this same load. The difference in
nature of the stresses induced in the tooth surface areas and at the tooth root is reflected in a corresponding
difference in allowable limits of contact and bending stress numbers for identical materials and load intensities.

The term "gear failure" is itself subjective and a source of considerable disagreement. One observer's "failure" may
be another observer's "wearing-in". For a more complete discussion see ISO 10825.
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5.3.1.1 Reverse loading

For gears which are reverse loaded on every cycle, see ISO 6336-5.

5.3.1.2 Localized yielding

This Technical Report does not extend to stress levels greater than those permissible at 103 cycles or less, since
stresses in this range can exceed the elastic limit of the gear tooth in bending or in surface compressive stress.
Depending on the material and the load imposed, a single stress cycle greater than the limit level at < 103 cycles
could result in plastic yielding of the gear tooth.

5.4 Bearings

5.4.1 Bearing selection

Shafts may be mounted in bearings, of any size, type and capacity to properly carry the radial and thrust loads
which would be induced under the most severe operating conditions.

5.4.2 Fluid film bearings

Fluid film bearings should be designed for bearing pressures not in excess of 6 N/mm2 on projected area. Journal
velocities should not exceed 8 m/s with lubricant supplied un-pressurized. Higher values may be used when the
manufacturer has experience or test data.

5.4.3 Roller and ball bearing selection

5.4.3.1 Selection criteria

Roller and ball bearings shall be selected to have a minimum L10a life of 5 000 h based on gear unit rating and gear
drive selection factor equal to unity, according to the bearing manufacturers calculations. The L10a life is the
operating time that 90 % of apparently identical bearings will equal or exceed before a subsurface originated fatigue
spall reaches a predetermined size.

When selecting bearings, the following parameters shall be considered:

 lubrication,

 temperature,

 load zone,

 alignment,

 bearing material.

5.4.3.2 Other considerations

The life calculation methods used by bearing manufacturers are based upon subsurface fatigue damage which
leads to spalling. Other types of bearing damage which may occur include, but are not limited to, surface originated
spalling due to bruises from lubricant contamination, failure of cages, plastic yielding, brinelling due to extreme
momentary overload, and scoring or scuffing due to momentary lack of lubricant film.

5.4.3.3 Reliability

Bearing life at reliability levels other than 90 % is calculated by:

Lna = a1 L10a (3)

where

Lna is the adjusted rating life at 100 - n = R percent reliability;
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L10a is rating life at basic 90 % reliability, factors a2 and a3 included;

a1 is life adjustment factor for reliability, as in ISO 281.

for reliability R > 90 %,

a
R

1 154 48
100

= 





, ln, (4)

for reliability R < 90 %,

a
R

1 1176 84
100

= 





, ln, (5)

Equations 4 and 5 for a1 are based on the Weibull distribution, fitted to the data of leading bearing manufacturers.

5.5 Shafting

5.5.1 Design criteria

Shafts should be designed to adequately withstand the internal loads (generated by the gear meshes) and the
external loads. Both the strength and the stiffness of the shafts are important. Adequate shaft strength will prevent
fatigue or plastic deformation, while adequate stiffness will maintain gear and bearing alignment.

5.5.2 Shaft stress calculation

Nominal shaft stresses are calculated as follows. The applicability of equations 6 and 7 to the design of thin wall
shafts where the ratio dshi /dshe > 0,9 has not been established.

( )σ
π

s
she

she
4

shi
4

=
−

16 000 T d

d d
(6)

( )σ
π

s
she

she
4

shi
4

=
−

32 000 M d

d d
(7)

where

ss is calculated torsional shaft stress, in N/mm2;

T is shaft torque, in Nm;

dshe is shaft outside diameter, in mm;

dshi is shaft inside diameter, in mm;

sb is calculated bending shaft stress, in N/mm2;

M is bending moment, in Nm.

For solid shafting, equations 6 and 7 simplify to:

σ
πs

she
3= 16 000 T

d
(8)

σ
πb

she
3= 32 000 M

d
(9)
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5.5.3 Allowable stress

The calculated stresses due to bending and torsion shall not exceed the allowable stress values determined by
equations 10 through 15. These equations are a simplified version of DIN 743 and are subject to the following
limitations.

 Equations 10 through 15 apply for shaft diameters in the following range:

25 < dshe < 150 mm

 For shaft diameters outside of this range the following conditions apply:

If dshe < 25 let   dshe = 25 mm

If 150 < dshe < 500 let   dshe = 150 mm

 Equations 14 and 15 apply only for:

dshe
0,36 × sB > 2 600 N/mm2

The equations for the allowable stress values have been developed based on the following conditions:

 state of the art shaft design is utilized which should result in keeping the effective stress concentration factors
below the maxima listed for each equation;

 repeated torsional stress (zero to maximum) and reversed bending stress;

 equations 11 and 13 apply only to shaft sections with little stress concentration effect;

 the effects of a variable load spectrum is considered by the use of an appropriate selection factor, Ksf;

 momentary overloads shall be limited to 200 % of Pmc applied for a number of stress cycles not exceeding
10 000;

 the material requirements are as specified in 5.4.3.

For through hardened materials:

if 0,09 × (sB)0,4 < bt < 0,113 × (sB)0,4

σ sa  = [2,22 – 0,35 × log(dshe)] × σ B
0 6, (10)

if bt < 0,09 × (sB)0,4

σ sa
 
= [2,61 – 0,35 × log(dshe)] × σ B

0 6, (11)

if 0,10 × (sB)0,4 < bs < 0,175 × (sB)0,4

σ ba
 
= [1,88 – 0,30 × log(dshe)] × σ B

0 63, (12)

if bs < 0,10 × (sB)0,4

σ ba
 
= [2,40 – 0,31 × log(dshe)] × σ B

0 66, (13)

For carburized and case hardened materials:

If bt < 0,113 × sB
0,4

σsa = [1,43 – 0,36 × log(dshe)] × σ B
0 68, (14)

if bs < 0,175 × sB
0,4
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σ ba
 
= [6,02 – 1,58 × log(dshe)] × σ B

0 57, (15)

where

sB is the material tensile strength, in N/mm2;

ssa is the allowable torsional stress, in N/mm2;

sba is the allowable bending stress, in N/mm2;

bt is the torsional notch factor;

bs is the bending notch factor.

For applications beyond the limits, a more detailed analysis may be required.

5.5.4 Material requirements

For through hardened materials the basis for defining allowable stress is the minimum surface hardness at the
critically stressed section. The minimum hardness at a depth from the surface of 1/4 the radius of the critical section
shall be 75 % of the minimum hardness at the surface.

For case hardened materials the basis for defining allowable stress is the minimum core hardness at a distance of
three times the effective case depth below the surface in the critically stressed section.

For both through hardened and case hardened materials, the hardness will be converted to tensile strength by the
conversion table in ISO 6336-5:1996, annex C.

The material for shafts shall meet the requirements of Grade ML of ISO 6336-5:1996. Materials with hardness
greater than 241 BHN (255 HV) shall undergo magnetic particle inspection. Indications longer than 1 mm are not
permitted in the critically stressed areas.

Ground surfaces shall be free from grinding temper in the critically stressed areas.

The hardness at the specified radius may be determined by measuring the hardness at the same radius on a
representative test bar coupon of the same alloy which has been heat treated with the product shaft(s). The coupon
shall have the same diameter as the shaft when it is heat treated. See ISO 6336-5:1996, 6.3.

Selection of the appropriate alloy grade shall be based on expected quench rate at the critical section, critical section
size, and Jominy hardenability. See ISO 6336-5:1996, annex B for more information.

Statistical or other verifiable process control methods may be substituted for the detailed quality requirements when
justified by the manufacturer's experience. See ISO 6336-5:1996, clauses 0, 4, 5.1, and 6.1 for more information.

5.5.5 Deflection

Shaft deflections shall be analyzed regardless of stress levels to ensure satisfactory tooth and bearing contact.

5.6 Keys

5.6.1 Application limits

This calculation method is applicable for keyed connections within the following limits (see Figure 1):

bk / dsh < 0,36

(hk – tk) / tk < 0,81

(hk – tk) / bk < 0,45

number of keys, i < 2
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Figure 1 — Fitted key

In addition, the conditions that

a) ltr < 1,3dsh (a length longer than this does not make significant additional contribution to the strength of the fit),
and

b) the direction of the torque does not change,

must be fulfilled.

If a) and b) are not fulfilled, than a more precise method should be used, such as DIN 6892:1995, Method B.

5.6.2 Allowable torque

The allowable torque, Ta, is dependent upon the lesser of the torques as calculated by equation 16 or equation 17.

( )T
d

h t l i K TC SC
sh

k k tr A n= −σ ϕ
2 000

> (16)

( )T
d

b l i K Ts ps
sh

k tr A n= τ ϕ
2 000

> (17)

where

sSC = 0,9Re min (18)

τps = 0,379Re (19)

TC is the allowable torque based on the allowable compressive stress, in Nm;

Ts is the allowable torque based on the allowable key shear stress, in Nm;

sSC is the allowable compressive stress, in N/mm2;

tps is the allowable shear stress in the key, in N/mm2;

dsh is shaft diameter, in mm;

Tn is the nominal torque of the driven machine, in Nm;
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Ta is the allowable torque based on the lesser of TC and Ts, in Nm;

Re is the tensile strength of the key material, in N/mm2;

bk is the width of the key, in mm;

hk is height of key, in mm;

tk is shaft keyway depth, in mm;

ltr is bearing length of the key, in mm;

i is the number of keys;

j is the share of the load.

For one key (i = 1) the value of j = 1,0 and for two keys (i = 2) the value of j = 0,75.

5.6.3 Maximum torque

Momentary peak torques whose magnitude exceeds the allowable, Ta, by either equation 16 or 17, may be
permitted for a limited number of cycles. The maximum torque value, Tmax, is determined by:

Tmax = (fLTa) + 0,8TR (20)

where

Tmax is maximum torque, in Nm;

fL is load peak frequency factor (see Table 2);

TR is torque transmitted due to interference fit, in Nm.

Table 2 — Load peak frequency factor,  fL

Number of torque Load peak frequency factor,  fL

peaks Ductile material Brittle material

< 103 1,50 1,30

> 103 < 104 1,40 1,15

> 104 < 105 1,25 1,00

> 105 < 106 1,15 1,00

> 106 1,00 1,00

If an interference fit is used, TR is calculated based on the minimum interference fit allowed by the tolerance range,
unless the actual values are known.

T A
d

R R
she=

2 000
(21)

where

AR is fit holding capacity, in N.

AR = π PH dshe L m (22)
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where

PH is pressure at common shaft/hub interface, in N/mm2;

L is length of hub, in mm;

m is coefficient of friction.

P
I

d
X

E

Y

E

H

she
S

S

H

H

=
−






 + +




















ρ ρ
(23)

where

I is actual or minimum possible interference fit, in mm;

rS is Poisson's ratio for shaft material;

rH is Poisson's ratio for hub material;

ES is modulus of elasticity for shaft material, in N/mm2;

EH is modulus of elasticity for hub material, in N/mm2.

X
d d

d d
= +

−
she shi

she shi

2 2

2 2 (24)

Y
d d

d d
= +

−
he hi

he hi

2 2

2 2 (25)

where

dhe is outside diameter of hub, in mm;

dhi is inside diameter of hub, in mm.

5.7 Threaded fasteners

5.7.1 Design considerations

The purpose of threaded fasteners is to clamp two or more joint members together. The fasteners shall be of
sufficient tensile strength and quantity to withstand the maximum internal and external design loads and prevent
movement between the joint members by the clamping force due to fastener tension. Fasteners may also be
subjected to shear loading. This condition requires additional analysis and is beyond the scope of this Technical
Report. The following simplified method of calculating fastener stresses is based upon VDI 2230.

5.7.2 Fastener preload

Preload is an initial load applied to the fastener to maintain a clamping force. The recommended preload tensile
stress, sM, for fasteners used in enclosed gear drives is 70 % of the fastener 0,2 % offset yield strength, sp0,2 (see
Table 3).

sM = 0,7sp0,2 (26)
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Table 3 — Fastener preload tensile stress

ISO
property
class a

Maximum nominal
fastener diameter

dmax

mm

0,2 % Offset yield
strength a

 sp0,2

N/mm2

Preload tensile
stress

sM

N/mm2

8,8 39 640 448

9,8 16 720 504

10,9 39 940 658

12,9 39 1 100 770

a ISO property class according to ISO 898-1.

The value of 70 % is used to provide an adequate safety factor against over stressing due to variations in the torque
friction coefficient, accuracy of the assembly to produce the tightening torque and allow fastener reuse.

Tensile preload is considered to act at the tensile area of the fastener and can be calculated from:

FM = As sM (27)

As = 0,785(Df – 0,938 2pf)2 (28)

where

As is stress cross-section of fastener, in mm²;

Df is nominal diameter of fastener, in mm;

pf is fastener thread pitch, in mm.

Fastener preload is typically applied by torquing the fastener, or by other methods such as hydraulic stretching and
heating. The following equation may be used to estimate the tightening torque for inducing fastener preload.

MA = KtcFMDf (29)

where

MA is tightening torque, in Nm;

Ktc is torque coefficient. Taking a typical overall friction coefficient of 0,12 into account, Ktc= 0,16 × 10-3;

FM is tensile preload, in N.

5.7.3 Fastener allowable stress

The allowable tensile stress, sfa, is:

sfa = 0,35sM (KJ) (30)

where

sM is preload tensile stress;

KJ is joint stiffness factor, see Table 4.
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Table 4 — Joint stiffness factor

Joint stiffness Joint material

factor Steel Cast iron

KJ 1,14 1,28

The allowable tensile stress is based on the following conditions (for applications beyond these limits a more
detailed analysis may be required):

 metal-to-metal joint;

 tensile preload equal to 0,7 (sp0,2), see Table 3;

 based on 40 % of fastener stress at joint opening, providing a safety factor of 1,25 on 200 %;

 lg > 4Df (see Figure 2).

Figure 2 — Fastener grip requirement

5.7.4 Fastener tensile stress

The applied tensile load shall be based on forces developed by the mechanical rating of the gear drive. These
forces, considered to act in the worst possible direction, shall include all internally and externally applied loads, i.e.
overhung loads, thrust loads, etc., but shall not include tensile preload. The applied tensile load is considered to act
at the tensile area of the fastener. Fastener tensile stress can be calculated from the following equation:

σ σf fa= F

A
A

s
< (31)
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where

sf is calculated tensile stress, in N/mm2;

FA is applied tensile load, in N.

5.7.5 Locking devices for fastener

Fasteners on housings and covers do not require locking devices for most industrial applications. Fasteners
mounted on shafts should be locked for safety reasons. Typical locking methods include:

 lockwashers (various types);

 inserts in the engaged threaded area;

 self-locking type;

 locking compounds;

 locking tabs;

 lock wiring.

5.8 Other components

Information for other components which should be considered can be found in annex B.

6 Lubrication and lubricants

6.1 Lubrication

These lubrication recommendations apply only to enclosed gear drives which are designed and rated in accordance
with current ISO standards. Additional information pertaining to enclosed gear lubrication is given in ISO 6743-6.
These recommendations are not intended to replace any specific lubrication recommendations made by the gear
drive manufacturer.

6.1.1 Ambient temperature

The ambient temperature range, –40 °C to + 50 °C, is defined as the air temperature in the immediate vicinity of the
gear drive. Gear drives exposed to the direct rays of the sun or other radiant heat sources will run hotter and shall
therefore be given special consideration.

6.1.2 Other ambient considerations

Gear drives operating outside of the temperature range of 6.1.1, or those operating in extremely humid, chemical, or
dust laden atmospheres should be referred to the gear drive manufacturer.

6.1.3 Oil sump temperatures

The maximum allowable oil temperature, measured in the sump, is 95 °C for all types of mineral lubricants. See 6.5.

The use of higher temperatures for synthetic oils is permitted, if agreed upon between gear manufacturer, oil
supplier and user.

6.1.4 Food and drug

The lubricants recommended in this Technical Report are not recommended for food and drug industry applications
where incidental contact with the product being manufactured may occur.

The user shall assume the responsibility for selecting the proper lubricant for all food and drug industry applications.
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6.1.5 Mounting position

All gear drives are considered to operate in the manufacturer's specified mounting position.

6.2 Lubricant kinematic viscosity

Lubricant kinematic viscosity classifications are specified by ISO 3448. The viscosity range related to the viscosity
grade is the number minus 10 % for the minimum and plus 10 % for the maximum. For example, the viscosity grade
VG 100 corresponds to a viscosity range from 90 mm2/s (cSt) to 110 mm2/s (cSt) at 40 °C.

6.3 Lubrication recommendations

Tables 5 and 6 show the grade of lubricant to be used. For multi-stage gear drives, the lowest pitch line velocity
shall be used for lubricant grade selection.

6.4 Cold temperature starting

6.4.1 Low temperature conditions

Gear drive lubrication, either by splash or pump, shall be given special attention if the drive shall be started or operated
at temperatures below which the oil can be effectively splashed or pumped. An acceptable low temperature gear oil, in
addition to meeting ISO specifications, shall have a pour point at least 6 °C below the expected ambient temperature
and a viscosity which is low enough to allow the oil to flow freely at the start-up temperature but high enough to carry
the load at operating temperature. Gear drives operating in cold areas shall be provided with oil that circulates freely
and does not cause high starting torques. Preheating the oil may be necessary under these low ambient temperature
conditions. The gear manufacturer shall always be informed when drives are to operate under these conditions.

6.4.2 Sump heaters

If a suitable, low temperature gear oil is not available, the gear drive shall be provided with a sump heater to bring
the oil up to a temperature at which it will circulate freely for starting. The heater should be so selected as to avoid
excessive localized heating which could result in rapid degradation of the lubricant.

6.5 High temperature operation

When gear drives operate at or near the permissible maximum temperature, the probability of gear and bearing
distress will increase, more frequent oil changes shall be required, and special consideration shall be given to seal
selection.

EXAMPLE The life of a nitrile rubber seal is typically reduced from about 9 400 h at 68 °C to 3 000 h at 93 °C.

6.6 Lubricant types

6.6.1 Rust and oxidation inhibited gear oils

These lubricants are commonly referred to as rust and oxidation (R&O) gear oils. They are petroleum base
lubricants which have been formulated to include special additives which resist rust and oxidation.

Table 5 — Minimum ISO lubricant grade recommendations or spur and helical gear drives

Pitch line
velocity

ISO Lubricant grades for ambient temperature range

m/s –40 °C to –5 °C –10 °C to 20 °C 10 °C to 50 °C

up to 10 150 320

10 to 20 See Table 6 68 150

20 to 35 32 68
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6.6.2 Extreme pressure lubricants

Extreme pressure (EP) gear lubricants are petroleum based lubricants containing special chemical additives. EP
gear lubricants recommended for enclosed gear drives are those containing sulphur, phosphorous, or similar type
additives. EP gear lubricants should be used only when specified by the gear drive manufacturer (see Table 5).

WARNING  —  The lead naphthenate type is no longer recommended because of limited availability and
poor stability in comparison to the more modern types of lubricants.

Do not use extreme pressure lubricant or lubricants with formulations including sulphur, chlorine, lead and
phosphorous derivatives, as well as graphite and molybdenum disulfide, in gear drives equipped with an
internal backstop, unless approved by the gear manufacturer or the backstop manufacturer.

6.6.3 Synthetic gear lubricants

Diesters, polyglycol and synthetic hydrocarbons have been used in enclosed gear drives for special operating
conditions. Synthetic lubricants can be advantageous over mineral oils in that they are generally more stable, have
a longer life, and operate over a wider temperature range.  However, synthetics are not always appropriate.  Each
type has different characteristics, and many of them have distinct disadvantages. Such things as compatibility with
other lubrication system components, behaviour in the presence of moisture, lubricating qualities, overall economics
and compatibility with internal coatings should be carefully analyzed for each type of synthetic lubricant under
consideration. In the absence of field experience in similar applications, the use of a synthetic lubricant should be
carefully coordinated between the user, the gear manufacturer, and the lubricant supplier.

CAUTION  —  Special authorization is required from the manufacturer prior to using a synthetic lubricant in
a drive equipped with an internal backstop.

6.6.4 Synthetic lubricant selection

The recommendations for synthetic lubricants in Table 6 are based on gear drive manufacturers' experience with
synthetic hydrocarbons of the polyalphaolefin type. While other types of synthetic lubricants may be used, lack of
experience prevents their recommendation. The viscosity recommendations in Table 6 may be used as a guide in
selection of these other types of lubricants along with the considerations of 6.6.3.

Table 6 — Synthetic hydrocarbon (SHC) lubricant recommendations for spur and helical gears

Property SHC recommended for ambient temperature range

–40 °C to –10 °C –30 °C to 10 °C –20 °C to 30 °C –10 °C to 50 °C

ISO grade 32 68 150 220

Viscosity index, min. 130 135 135 145

6.7 Lubricant maintenance

6.7.1 Initial lubricant maintenance

The lubricant in a new gear drive should be drained after 500 h of effective operation. The gear case should be
thoroughly cleaned with a commercial grade of flushing oil that is compatible with the seals and operating lubricant.
The original lubricant can be used for refilling if it has been filtered through a filter of 30 µm or less; otherwise, new
lubricant shall be used. Lubricants should not be filtered through Fuller's earth or other types of filters which remove
lubricant additives.

6.7.2 Change intervals

Under normal conditions the lubricant should be changed as follows:

 petroleum at 5 000 h or one year, which ever occurs first;

 synthetic at 7 500 h or one year, which ever occurs first.
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Extending the recommended change period may be permissible based on: the type of lubricant, system downtime,
operating load and temperature, or environmental impact of used oil. This can be done through proper
implementation of a comprehensive lubricant testing program. As a minimum, the program should include testing
for:

 changes in appearance and colour;

 lubricant viscosity (oxidation);

 water concentration;

 contaminant concentration;

 sediment and sludge;

 additive concentration and condition.

In the absence of more specific limits, the following guidelines may be used to indicate when to change oil:

 water content greater than 0,05 % (500 parts per million);

 iron content exceeds 0,015 % (150 parts per million);

 silicon (dust/dirt) exceeds 0,002 5 % (25 parts per million);

 viscosity changes more than 15 %.

These tests should be performed on the initial charge of the gear drive to establish a baseline for comparison.
Subsequent test intervals should be established based on the drive manufacturer's and lubricant supplier's
recommendations.

6.7.3 Change intervals for unusual conditions

A rapid rise and fall in temperature can produce condensation, resulting in the formation of sludge. Dust, dirt,
chemical particles or chemical fumes also react with the lubricant. Sustained sump temperatures in excess of 95 °C
can result in accelerated degradation of the lubricant. Under these conditions the lubricant should be changed every
one to three months depending on severity.

6.7.4 Cleaning and flushing

The lubricant should be drained while the gear drive is at operating temperature. The drive should be cleaned with a
flushing oil. The use of a solvent should be avoided unless the gear drive contained deposits of oxidized or
contaminated lubricant which cannot be removed with a flushing oil. When persistent deposits necessitate the use
of a solvent, a flushing oil should then be used to remove all traces of solvent from the system.

6.7.5 Used lubricants

Used lubricant and flushing oil should be completely removed from the system to avoid contaminating the new
charge.

6.7.6 Inspection

The interior surfaces should be inspected where possible, and all traces of foreign material removed. The new
charge of lubricant should be added and circulated to coat all internal parts.

7 Thermal rating

7.1 Thermal rating application

Thermal rating is the maximum power that can be continuously transmitted through an enclosed gear drive without
exceeding a specified oil sump temperature. The thermal rating shall equal or exceed the actual service transmitted
power. Selection factors are not used when determining thermal requirements. The magnitude of the thermal rating
depends upon the specifics of the enclosed drive, operating conditions, the maximum allowable sump temperature,
as well as the type of cooling employed.
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The primary thermal rating criterion is the maximum allowable oil sump temperature. Unacceptably high oil sump
temperatures influence gear drive operation by increasing the oxidation rate of the oil and decreasing its viscosity.
Reduced viscosity translates into reduced oil film thickness on the gear teeth and bearing contacting surfaces
thereby reducing the pitting life of these elements. To achieve the required life and performance of a gear drive the
operating oil sump temperatures shall be evaluated and limited.

Thermal ratings of enclosed gear drives rated by this Technical Report are limited to a maximum allowable oil sump
temperature of 95 °C. However, based on the gear manufacturer's experience or application requirements selection
can be made for oil sump temperatures above or below 95 °C, see 7.5.

Additional criteria that shall be applied in establishing the thermal rating for a specific gear drive with a given type of
cooling are related to the operating conditions of the drive. The basic thermal rating, PT, is established by test
(Method A) or by calculation (Method B) under the following conditions:

 oil sump temperature at 95 °C;

 ambient air temperature of 25 °C;

 ambient air velocity of < 1,4 m/s in a large indoor space;

 air density at sea level;

 operation continuous (100 % at thermal rating, PT).

Modifying factors for deviation from these criteria are given in 7.5.

7.1.1 Thermal service considerations

7.1.1.1 Intermittent service

For intermittent service, the input power may exceed the manufacturer's thermal power ratings provided the oil
sump temperature does not exceed 95 °C.

7.1.1.2 Adverse conditions

The ability of a gear drive to operate within its thermal rating can be reduced when adverse conditions exist. Some
examples of adverse environmental conditions are:

 an enclosed space;

 a build-up of material that may cover the gear drive and reduce heat dissipation;

 a high ambient temperature, such as boiler or turbine rooms, or in conjunction with hot processing equipment;

 high altitudes;

 the presence of solar energy or radiant heat.

7.1.1.3 Favourable conditions

The thermal rating may be enhanced when operating conditions include increased air movement or a low ambient
temperature.

7.1.2 Auxiliary cooling

Auxiliary cooling should be used when thermal rating is insufficient for operating conditions. The oil can be cooled
by a number of means, such as:

 shaft fan cooling: the fan shall maintain the fan cooled thermal rating;

 heat exchanger: the heat exchanger used shall be capable of absorbing generated heat that cannot be
dissipated by the gear drive by convection and radiation.
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7.2 Methods for determining the thermal rating

The thermal rating can be determined by one of two methods: Method A, test; or Method B, calculation.

a) Method A, test:  test of full scale gear drives at operating conditions is the preferred method for establishing the
thermal rating of the gear drive. See 7.3.

b) Method B, heat balance calculation:  the thermal rating of a gear drive can be calculated using the heat
balance equation which equates heat generated, PV, with heat dissipated, PQ. The calculation of thermal rating
is given in 7.4. The method for calculating heat generation is discussed in 7.4.2, and for heat dissipation in
7.4.3.

The thermal rating should be evaluated for both directions of rotation. The thermal rating of the gear drive is the
minimum value obtained for either direction or the value for the application direction, if known.

7.3 Method A — Test

A test of a specific gear drive at its design operating conditions is the most reliable means to establish the thermal
rating. Thermal testing involves measuring the steady-state oil sump temperature of the gear drive operating at its
rated speed at no-load and at least one or two increments of load. Preferably one test should be at 95 °C sump
temperature.

Some guidelines for acceptable thermal testing are as follows:

 the ambient air temperature and velocity shall be stabilized and measured for the duration of the test;

 the time required for the gear drive to reach a steady-state sump temperature depends upon the drive size and
the type of cooling;

 steady-state conditions can be approximated when the change in oil sump temperature is 1 °C or less per hour.

The oil temperature in the sump at various locations can vary as much as 15 °C. Outer surface temperatures can
vary substantially from the sump temperature. The opposite direction of rotation can create a different sump
temperature.

During thermal testing the housing outer surface temperature can be surveyed if detailed analysis of the heat
transfer coefficient and effective housing surface area is desired. Also, with shaft fan cooling, the air velocity
distribution over the housing surface can be measured.

While no-load testing cannot yield a thermal rating, it can be used to establish the heat transfer coefficient if the
power required to operate the drive at no-load is measured.

7.4 Method B — Calculations for determining the thermal rating, PT-B

7.4.1 Heat balance calculation

The calculation of thermal rating is an iterative process due to the load dependency of the coefficient of friction for
the gear mesh and the bearing power loss.

The basis of the thermal rating is when the power losses, PV at PA, are equal to the heat dissipation, PQ, of the gear
drive.

PQ = PV (32)

When this is satisfied under the conditions of 7.1, PT-B is PA.

The heat generation in a gear drive comes from both load-dependent, PL, and non-load-dependent power losses,
PN.

PV = PL + PN (33)

Full document details: ISO TR 13593-1999

http://www.avadocuments.com/doc/iso-tr-13593-1999
http://www.avadocuments.com/doc/iso-tr-13593-1999

