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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

In exceptional circumstances, when a technical committee has collected data of a different kind from that 
which is normally published as an International Standard (“state of the art”, for example), it may decide by a 
simple majority vote of its participating members to publish a Technical Report. A Technical Report is entirely 
informative in nature and does not have to be reviewed until the data it provides are considered to be no 
longer valid or useful. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO/TR 19319 was prepared by Technical Committee ISO/TC 201, Surface chemical analysis, Subcommittee 
SC 5, Auger electron spectroscopy. 
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Introduction 

This Technical Report is intended to be used as follows: 

a) To provide guidance on the determination of lateral resolution in Auger electron spectroscopy and X-ray 
photoelectron spectroscopy where measurements are made of Auger electron or X-ray photoelectron 
peak intensities as a function of position on a sample surface. 

b) To provide guidance on the determination of analysis area in similar applications of Auger electron 
spectroscopy and X-ray photoelectron spectroscopy. 

c) To provide guidance on the determination of sample area viewed by the analyser in applications of Auger 
electron spectroscopy and X-ray photoelectron spectroscopy. 

d) To serve as a basis for the development of International Standards for measurements of lateral resolution, 
analysis area, and sample area viewed by the analyser in Auger electron spectroscopy and X-ray 
photoelectron spectroscopy. 
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Surface chemical analysis — Auger electron spectroscopy and 
X-ray photoelectron spectroscopy — Determination of lateral 
resolution, analysis area, and sample area viewed by the 
analyser 

1 Scope 

This Technical Report provides information for measuring (1) the lateral resolution, (2) the analysis area, and 
(3) the sample area viewed by the analyser in Auger electron spectroscopy and X-ray photoelectron 
spectroscopy. 

2 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 18115 [1] apply. The definitions of 
“analysis area <sample>” and “lateral resolution” from ISO 18115 are given for convenience here. A definition 
of “sample area viewed by the analyser” is proposed. This definition is similar to the definition of “analysis area 
<spectrometer>” in ISO 18115. The term “sample area viewed by the analyser” is preferred in this Technical 
Report to distinguish this area from the corresponding area when the sample is set in a plane at right angles 
to the spectrometer axis. 

2.1 
analysis area 
<sample> two-dimensional region of a sample surface measured in the plane of that surface from which the 
entire analytical signal or a specified percentage of that signal is detected 

2.2 
resolution, lateral 
distance measured either in the plane of the sample surface or in a plane at right angles to the axis of the 
image-forming optics over which changes in composition can be separately established with confidence 

NOTE 1 The choice of plane should be stated. 

NOTE 2 In practice, the lateral resolution may be realised as either (i) the FWHM of the intensity distribution from a 
very small emitting point on the sample or (ii) the distance between the 12% and 88% intensity points in a line scan across 
a part of the sample containing a well-defined step function for the signal relating to the property being resolved. These 
two values are equivalent for a Gaussian intensity distribution. For other distributions, other parameters may be more 
appropriately chosen. Often, for a step function, the distance between the 20% and 80% intensity points or the 16% and 
84 % intensity points in the line scan are used. The latter pair gives the two sigma width for a Gaussian resolution function. 

2.3 
sample area viewed by the analyser 
two-dimensional region of a sample surface measured in the plane of that surface from which the analyser 
can collect an analytical signal from the sample or a specified percentage of that signal 
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3 Symbols and abbreviated terms 

AES Auger electron spectroscopy 

erf error function 

FWHM full width at half maximum 

I Auger electron intensity  

Ii incident beam current (in AES) 

Imax maximum Auger electron intensity 

JA(r) intensity distribution of detected Auger electrons as a function of the radius r 

JAb(r) intensity distribution of detected Auger electrons that were created by backscattered electrons as a 
function of the radius r 

JAi(r) intensity distribution of detected Auger electrons that were created by the incident beam as a function 
of the radius r 

R backscattering factor (in AES) 

r radius from the centre of the incident electron beam on the sample surface (in AES) 

rmax upper limit of integration in equation (5) 

XPS X-ray photoelectron spectroscopy 

δr lateral resolution 

δr(50) lateral resolution determined from a 25% to 75% intensity change in a line profile  

σb Gaussian parameter describing the radial distribution of backscattered electrons (in AES) 

σi Gaussian parameter describing the radial distribution of the incident electron beam (in AES) 

4 Background information on lateral resolution, analysis area, and sample area 
viewed by the analyser 

4.1 General information 

A common need in AES and XPS is the measurement of composition as a function of position on the sample 
surface. Typically, an analyst wishes to determine the local surface composition of some identified region of 
interest. This region of interest could be a feature on a semiconductor wafer (such as an unwanted defect 
particle or contamination stain), a corrosion pit, a fibre, or an exposed surface of a composite material. With 
growing industrial fabrication of devices with dimensions on the micrometer and nanometer scales, particularly 
in the semiconductor industry [2] and for emerging nanotechnology applications, there is an increasing need 
to characterize materials using tools with lateral resolutions and dimensions of analysis areas that are smaller 
than those of the features of interest. It is generally necessary in these applications to be able to determine 
that devices have been fabricated as intended (quality control), to evaluate new or current fabrication methods 
(process development and process control), and to identify failure mechanisms (failure analysis) of a device 
during its service life or after exposure to different ambient conditions. The lateral resolution and the analysis 
area are important and related parameters in the application of characterization techniques such as AES and 
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