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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

In exceptional circumstances, when a technical committee has collected data of a different kind from
that which is normally published as an International Standard (“state of the art”, for example), it may
decide by a simple majority vote of its participating members to publish a Technical Report. A Technical
Report is entirely informative in nature and does not have to be reviewed until the data it provides are
considered to be no longer valid or useful.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TR 19319 was prepared by Technical Committee ISO/TC 201, Surface chemical analysis, Subcommittee
SC 2, General procedures.

This second edition cancels and replaces the first edition (ISO/TR 19319:2003), which has been
technically revised.
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Introduction

Surface-analytical techniques such as SIMS, AES and XPS enable imaging of surfaces. The most relevant
parameter of element or chemical maps and line scans is the lateral resolution, also called image
resolution.!) Therefore well defined and accurate procedures for the determination of lateral resolution
are required. Those procedures together with appropriate test specimen are basic preconditions for
comparability of results obtained by imaging surface-analytical methods and performance tests
of instruments as well. This Technical Report is intended to serve as a basis for the development of
International Standards.

Nowadays there is some confusion in the community in the understanding of the term “lateral resolution”.
Definitions originating from different fields of application and different communities of users can be
found in the literature. Unfortunately they are inconsistent in many cases. As a result, values of “lateral
resolution” published by manufacturers and users having been derived by using different definitions
and/or determined by different procedures cannot be compared to each other. It is the intention of this
Technical Report to basically describe different approaches for the characterization of lateral resolution
including their interrelations.

The term resolution was introduced with respect to the performance of microscopes by Ernst Abbe.[1]
Later on it was applied to spectroscopy by Lord Rayleigh.[2] It is based on the diffraction theory of light
and the original definition of lateral resolution as “the minimum spacing at which two features of the
image can be recognised as distinct and separate” is in common use in the light and electron microscopy
communities as documented in the standard ISO 22493:2008.[3]

However, in the surface analysis community a very different approach, the “knife edge method”, is the
most popular one for the determination of lateral resolution. This method is based on evaluation of
an image or of a line scan over a straight edge. Here lateral resolution is characterized by parameters
describingthe steepness ofthe edge spread function ESF. The standard “ISO 18516:2006 Surface Chemical
Analysis - Auger electron spectroscopy and X-ray photoelectron spectroscopy - Determination of lateral
resolution”[4] is limited to this approach. But the ESF and corresponding rise parameters Dy (1.x) are
more related to image sharpness than to lateral resolution which refers to two separated features.

The reason why the original meaning of resolution is not commonly implemented in the common
practice in surface analysis is the lack of suitable test specimens having the required features in the
sub-um range. However, recently a new type of test specimen was developed featuring a series of flat
square-wave gratings characterized by chemical contrast and different periods.[56] Such test specimens
may enable an implementation of the original definition of lateral resolution into practical approaches
in surface chemical analysis.

Having solved the problem of availability of appropriate test specimens another problem has to be
solved: The establishment of a criterion for whether two features are separated or not. The Rayleigh
criterionl2] was developed for diffraction optics and its application in imaging surface analysis is not
straightforward. The Sparrow criterionlZ] defines a resolution threshold exclusively by the existence of
a minimum between two maxima. Actually, for practical imaging in surface analysis, noise is a relevant
feature especially at the limit of resolution. Therefore the Sparrow criterion will fail to solve the problem.
The solution is to develop a resolution criterion relying on the detection of a minimum between two
features but additionally considering noise effects.

The lateral resolution of imaging systems is strongly related to a number of functions describing the
formation of images:

— the modulation transfer function,
— the contrast transfer function,

— the point spread function,

1) The term “image resolution” is used in the microscopy community whereas in the surface analysis community
the term “lateral resolution” is common practice to distinguish it from “depth resolution” Docu ments
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— the line spread function and
— and the edge spread function.

Those functions may be utilized to describe the performance of optical instruments and instruments used
forimagingin surface analysis as well. In particular the contrast transfer function has been used successfully
for the benefit of the determination of lateral resolution of imaging instruments in surface analysis.

Section 4 of this report describes the basics of procedures for the analysis of images of stripe patterns,
narrow stripes and step transitions. A comparison of all procedures related to lateral resolution and
sharpness is given in 4.1.7.

Section 5 of the report describes physical factors affecting lateral resolution, analysis area and sample
area viewed by the analyser in Auger electron spectroscopy and X-ray photoelectron spectroscopy.
Section 6 of the report gives guidance on the determination of sample area viewed by the analyser in
applications of Auger electron spectroscopy and X-ray photoelectron spectroscopy.
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Surface chemical analysis — Fundamental approaches
to determination of lateral resolution and sharpness in
beam-based methods

1 Scope

This Technical Report describes:

a) Functions and their relevance to lateral resolution:
1) Point spread function (PSF) — see 4.1.1
2) Line spread function (LSF) — see 4.1.2
3) Edge spread function (ESF) — see 4.1.3
4) Modulation transfer function (MTF) — see 4.1.4
5) Contrast transfer function (CTF) — see 4.1.5.

b) Experimental methods for the determination of lateral resolution and parameters related to
lateral resolution:

1) Imaging of a narrow stripe — see 4.2
2) Imaging of a sharp edge — see 4.3
3) Imaging of square-wave gratings — see 4.4.

c) Physical factors affecting lateral resolution, analysis area and sample area viewed by the analyser
in Auger electron spectroscopy and X-ray photoelectron spectroscopy — see Clauses 5 and 6.

2 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

21

analysis area

<sample> two-dimensional region of a sample surface measured in the plane of that surface from which
the entire analytical signal or a specified percentage of that signal is detected

[SOURCE: ISO 18115:2010, definition 5.8]

2.2

contrast transfer function

CTF

ratio ofthe image contrastto the object contrastofasquare-wave pattern as a function of spatial frequency

Note 1 to entry: In this document the contrast transfer function CTF has been used also with an abscissa expressed
in terms of wi,sg/P and is called the generalized contrast transfer function in those cases (cf. 4.4.3.2). wysF is the
full width at half maximum of the line spread function LSF

Note 2 to entry: In transmission electron microscopy and other phase sensitive methods the term contrast
transfer function is used with a different meaning considering amplitude as well as phase information.
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2.3
cut-off frequency of the contrast transfer function
lowest spatial frequency at which the contrast transfer function CTF equals to zero

Note 1 to entry: In this document the spatial frequency at which the contrast transfer function CTF equals the
threshold of resolution under consideration of noise (cf. 4.4.3.3) is called effective cut-off frequency of the contrast
transfer function.

2.4

edge spread function

ESF

normalized spatial signal distribution in the linearized output of an imaging system resulting from
imaging a theoretical infinitely sharp edge

[SOURCE: ISO 12231:2012, definition 3.43]

2.5
effective cut-off frequency
see cut-off frequency of the contrast transfer function, Note 1 to entry

2.6

effective lateral resolution

minimum spacing of two stripes of a square-wave grating at which the dip of signal intensity between
two maxima of the image is at least 4 times the reduced noise oNr

2.7
generalized contrast transfer function
see contrast transfer function, Note 1 to entry

2.8

image contrast

Ci

¢i = (Imax—Imin)/(Imax*Imin) = AI/2 Imean (Michelson contrast), where Inax, Imin and Imean are signal
intensities in the image

Note 1 to entry: Other definitions (not used in this document) include: difference in signal between two arbitrarily
chosen points of interest (P1, P2) in the image field, normalized by the maximum possible signal available under
the particular operating conditions, ¢, = |52 _51|/Smax (ISO 22493:2008, definition 5.3).

Note 2 to entry: With respect to aperiodic patterns the Weber contrast ¢ = (I - Ip)/Ip is used to quantify the
contrast between a feature with the signal intensity / and the background signal intensity Ip.

Note 3 to entry: With respect to periodic object patterns, the terms contrast and modulation often are used
synonymously.

29
image resolution
minimum spacing at which two features of the image can be recognised as distinct and separate

[SOURCE: ISO 22493:2008, definition 7.2]

2.10
lateral resolution
minimum distance between two features (in this document the period of a square wave grating) which

can be imaged in that way, that the dip between two maxima is at least 4 times the reduced noiseongr
(cf. 4.4.2.3)

Note 1 to entry: This definition is in accordance with the definition of image resolution given in ISO 22493:2008.

Note 2 to entry: This definition is different from the definition of lateral resolution given in ISO 18115:2010.
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2.11
linear system
system whose response is proportional to the level of input signals

[SOURCE: ISO 9334:1995, definition 3.1]

2.12

line spread function

LSF

normalized spatial signal distribution in the linearized output of an imaging system resulting from
imaging a theoretical infinitely thin line

[SOURCE: ISO 12231:2012, definition 3.94]

2.13

modulation

m

measure of degree of variation in a sinusoidal signal

m:(Imax_Imin)/(lmax+1min)

[SOURCE: ISO 9334:1995, definition 3.17]

2.14
modulation transfer function MTF
ratio of the image modulation to the object modulation as a function of spatial frequency

[SOURCE: ISO/IEC 19794-6:2011, definition 4.7]

2.15

noise

time-varying disturbances superimposed on the analytical signal with fluctuations leading to
uncertainty in the signal intensity

Note 1 to entry: An accurate measure of noise can be determined from the standard deviation of the fluctuations.
Visualorotherestimates,suchaspeaktopeaknoiseinaspectrumorinaline scan, maybeusefulassemiquantitative
measures of noise.

[SOURCE: ISO 18115:2010, definition 5.315]

Note 2 to entry: By averaging over Spp/4 data points of the line scan over a square-wave grating the standard
deviation of noise oy can be reduced by a factor of (Spp/4)1/2. ongr = (4/Spp)1/20Y is called reduced noise in this
document (cf. 4.4.2.3). Spp means number of sampling points per period.

2.16
object pattern
spatial distribution of a sample property seen by the imaging instrument

[SOURCE: ISO 9334:1995, definition 4.1]

2.17

optical transfer function

OTF

frequency response, in terms of spatial frequency, of an imaging system to a sinusoidal object pattern
and Fourier transform of the imaging system'’s point spread function

[SOURCE: ISO 9334:1995, definition 3.8]
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2.18

point spread function

PSF

normalized distribution of signal intensity in the image of an infinitely small point

[SOURCE: ISO 9334:1995, definition 3.5]

2.19
reduced noise
see noise, Note 2 to entry

2.20

Rose criterion

condition for an average observer to be able to distinguish small features in the presence of noise, which
requires that the change in signal for the feature exceeds the noise by a factor of at least three

[SOURCE: ISO 22493:2008, definition 5.3.7]

2.21

sample area viewed by the analyser

two-dimensional region of a sample surface measured in the plane of that surface from which the
analyser can collect an analytical signal from the sample or a specified percentage of that signal

2.22

sampling points per period

Spp

grating period divided by sampling step width

Note 1 to entry: For the case of 3-stripe gratings the image of the grating may have a smaller period than the
object grating (cf. 4.4.1.1). In this case it must be explained whether the grating period of the object or the image
is considered.

2.23
signal-to-noise ratio

Rs/N
ratio of the signal intensity to a measure of the total noise in determining that signal

[SOURCE: ISO 18115:2010, definition 5.427]

2.24
spatial frequency
reciprocal of the period of a periodic object pattern (grating)

3 Symbols and abbreviated terms

AES Auger electron spectroscopy
G image contrast
Co object contrast

(ci /co)ThR Ci/co at the threshold of resolution

CTF contrast transfer function
d distance between two narrow stripes
D dip between two maxima
dgr distance between two consecutive gratings
Documents
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DisF data distance of the MTF calculated by Fourier transform
DThR dip at the threshold of resolution

Dx-(100x) ESF steepness parameter giving the distance between points of well-defined intensities x
and 100-x (e.g. 20 % to 80 %) of the profile over a straight edge

DNR dip-to-noise ratio
erf error function

ESF edge spread function
Fy fit range

FWHM full width at half maximum

G gap between two stripes

G(x) Gaussian function

i(xy) normalized intensity distribution of measured signals in the image

I incident beam current (in AES)

Imax maximum value of signal intensity in the image of a 3-stripe-grating (A-B-A)
Imax1 signal intensity of the left maximum in the image of a 3-stripe-grating (A-B-A)
Imaxr signal intensity of the right maximum in the image of a 3-stripe-grating (A-B-A)
Imin signal intensity of the minimum in the image of a 3-stripe-grating (A-B-A)

Ipn intensity of the lower plateau of constant concentration

Iplu intensity of the upper plateau of constant concentration

Ja(r) intensity distribution of detected Auger electrons as a function of the radius r
Jab(r) intensity distribution of detected Auger electrons that were created by backscattered
Jai(r) intensity distribution of detected Auger electrons that were created by the incident beam
k spatial frequency

ks steepness parameter of the logistic function

L length

L(x) Lorentzian function

Lp1 Length of a plateau of constant concentration

LSF line spread function

m modulation

mj image modulation

mg object modulation

Mi,sF length range of measured LSF values
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MTF

o(xy)
OTF

P1

P
Pint
Pext
PSF
PSV1
PSV2

re
Rp/rRN
RLsF
Rs/N

'max

spp
SIMS

Ue

WG

Wim

6

modulation transfer function

object pattern

optical transfer function

grating period

period of the largest non-resolved grating

period of the first (finest) resolved grating

period of the second resolved grating

period at Rp/rN = 4 determined by interpolation between P and Py
period at Rp/rN = 4 determined by extrapolation with P1 and P
point spread function

type 1 Pseudo-Voigt function

type 2 Pseudo-Voigt function

grading factor of consecutive grating periods q = Pp+1/Pn
backscattering factor (in AES)

radius from the centre of the incident electron beam on the sample surface (in AES)
effective lateral resolution

ratio of dip-to-reduced-noise

length range where LSF data are used for Fourier transform
signal-to-noise ratio

upper limit of integration in Formula (65)

mean deviation of wy sg determined by a fitting procedure
sampling step width

sampling points per period as a variable

dimension unit of the variable Spp

Secondary Ion Mass Spectrometry

uncertainty of a quantity

expanded uncertainty of a quantity

combined expanded uncertainty of a quantity

full width at half maximum of a peak function

full width at half maximum of the Gaussian part of a type 2 Pseudo-Voigt function

full width at half maximum of the upper plateau of constant concentration in an image of

Documents

Document Sharing Hub
© ISO 2013 - All rights reserved

Full document details: ISO TR 19319-2013


http://www.avadocuments.com/doc/iso-tr-19319-2013
http://www.avadocuments.com/doc/iso-tr-19319-2013

ISO/TR 19319:2013(E)

wL full width at half maximum of the Lorentzian part of a type 2 Pseudo-Voigt function
WLSF full width at half maximum of the line spread function

Ws width of a stripe in the object pattern

x x length variable

XPS X-ray photoelectron spectroscopy

wy length variable

Ar lateral resolution

Ar (50) lateral resolution determined from a 25% to 75% intensity change in a line profile over a

straight edge
n Lorentzian fraction of a Pseudo-Voigt function
Ob Gaussian parameter describing the radial distribution of backscattered electrons (in AES)
o Gaussian parameter describing the radial distribution of the incident electron beam (in
AES)
ON standard deviation of noise
ONR standard deviation of reduced noise

4 Determination of lateral resolution and sharpness by imaging of stripe patterns
4.1 Theoretical background

4.1.1 Image formation and the point spread function (PSF)

The imaging process describes the formation of an image as a result of the interaction between an object
and an imaging system. The object may be characterized by the object pattern o(x,y). This is determined
by a distribution of a certain parameter, for instance a concentration of an element, in the object plane (x,
y) and the relation of this parameter to the respective signal intensity seen by the imaging instrument.
Theimaging system is represented by its point spread function (PSF). The PSF(x-x",y-y") is the normalized
intensity distribution of measured signals in the image i(x’,y") related to a point at position (x,y) in the
object pattern o(x,y).

For linear systems (cf. terms and definitions) the image is formed by the superposition of all intensity
distributions produced in the image plane by each individual point of the object pattern o(x,y).[8] This is
mathematically described by the convolution integral

i(x,y)= | Jolx, y)PSF(x'~x, y'~y)dxdy (1)

—oo

This convolution integral can be written as

i(x,y)=o(x y)®PSF(x y) (2)

where @ denotes the convolution operation. Formulae (1) and (2) reveal that the image is a weighted
sum of point spread functions emerging from every point of the object. Figure 1 illustrates the image
formation and the influence of the PSF on the image quality in terms of sharpness.
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object pattern Gaussian type PSF image
o(xy) (X, y)

0 (x) 1 (X)

I LA

Figure 1 — Top: Imaging of a square simulated by the convolution of the square with a Gaussian PSF
where @ denotes the convolution operation. Bottom: X-cuts of object, PSF and image, respectively

Intheexamplegivenin Figure 1 the dimension ofthe objectand the PSF are of the same order of magnitude.
However, for practical applications, two borderline cases of imaging are of particular interest:

1. If the FWHM of the PSF is small compared to the smallest details of the imaged object, then the
convolution yields an image that is very similar to the original object. In that case the imaging
process (Figure 2a) delivers sharp images of the object.

2. Ifthe FWHM of the PSF is large compared to the imaged object, then the convolution yields the PSF
(Figure 2b). The latter case can be exploited to determine the PSF without a deconvolution procedure.

The PSF describes the performance of an imaging instrument with respect to lateral resolution and
the sharpness ofimages obtained. The smaller the FWHM of the PSF the better is the lateral resolution.

object pattern Gaussian type PSF image
o(x,y) i(x,y)

b n ® B = .

Figure 2 — Two borderline cases of imaging: a) The object is large compared to the FWHM of
the PSF. This case is ideal for imaging. b) The object is small compared to the FWHM of the PSF.
This case is ideal for the determination of the PSF
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4.1.2 The line spread function (LSF)

The LSFisthe normalized intensity distributionin theimage ofanarrowlineand yields a one-dimensional
description of image quality. According to the model of image formation described above (Figure 1) the
LSF corresponds to the convolution of the PSF with an infinitely narrow line, mathematically described
by the Dirac delta function §(x):

LSF(x)= j j PSF(x’, y)3(x — x")dx’dy (3)

—00 —00

= [ PSF(x, y)dy (4)

—oo

The LSF is generally different from a cross section through the two-dimensional PSF. In Figure 3 this is
demonstrated for the top hat distribution. Only in the case of a PSF represented by a two-dimensional
Gaussian distribution the LSF is identical to the corresponding one-dimensional distribution:

lo

G(X)ZO' 21

exp(—(X—XO)2 /20‘2) (5)

The LSF approach is more often used for the determination of lateral resolution than the PSF approach
and the full width at half maximum (FWHM) of the LSF is often used as a measure of lateral resolution.
However, with the availability of well-defined nanoscaled pointlike objects, the PSF approach may
become relevant in the future, too. When a narrow line is imaged, a considerable number of line scans
can usually be added by appropriate software tools and the LSF information is obtained at reasonable
signal-to-noise ratios.

Finally it should be mentioned that the LSF is not necessarily a Gaussian shaped function. Other shapes
as Lorentzian, Voigt function, etc., are possible (cf. 4.2.1). Therefore two imaging instruments having
LSFs with the same FWHM but with different shapes will differ in the lateral resolution which can be
achieved (this effect will be demonstrated in 4.4.3.1).

4.1.3 The edge spread function (ESF)

The ESF is the intensity distribution in the image of an edge (step transition) measured in the direction
perpendicular to that of the edge. The ESF is the integral of the LSF

ESF(x)= j LSF(x")dx’ (6)

—oo

The ESF may be determined by a convolution of the PSF with a step function.

The distance between points of well defined relative intensity (e.g. 12 %-88 %, 16 %-84 %, 20 %-80 %
or 25 %-75 %) in an ESF is often taken as a measure of lateral resolution. For a Gaussian LSF the distance
between the 12 % and 88 % intensity points (indicated in Figure 4) corresponds to its FWHM.
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top hat
distribution

Gaussian
distribution

PSF narrow line

®

X

-r r
X-cut of PSF

X-cut of PSF X

image of narrow line

Jo

=1
xv

-

LSF (%)

3
A

LSF(x) *

Figure 3 — Determination of the LSF by imaging of a narrow line. Different types of PSF were
convoluted with a narrow line. The z-axis denotes the signal intensity within the images (from [9])
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edge PSF image

‘ 88% +
2
£
12%
_ : - 12-88
step function LSF ESF

Figure 4 — Determination of the ESF by imaging of an edge. The value D1;.gg is used as a
measure of lateral resolution

4.1.4 The modulation transfer function (MTF)

The concept of the optical transfer function (OTF) was developed to characterize the performance of
imaging systems.[8.10] [t was adapted from electronic and communication engineering to optical imaging
and is based on the transfer of sinusoidal signals. “The optical transfer function (OTF) is the frequency
response, in terms of spatial frequency (cf. terms and definitions), of an optical system to sinusoidal
distributions of light intensity in the object plane”[10]. “The part of OTF describing the reproduction
of contrast is called the modulation transfer function (MTF), while the phase component is called the
phase transfer function (PTF)”[8]. Both parts of the OTF may be determined by imaging a sine wave
grating. With respect to surface analytical methods, only the MTF is of interest.

The modulation of periodic patterns in objects and images is defined as
m:(lmax_Imin)/(lmax+1min) (7)

where Inax is the maximum value of a periodic structure and Ij,jn is the minimum value between two
maxima (cf. Figure 5).
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intensity

Figure 5 — Definition of modulation m

The MTF describes the transfer of the object modulation m, to the image modulation mj as a function of
spatial frequency k

MTF (k) = mi/myo (8)
where k is the reciprocal of the period of a sine wave grating. The object modulation my is based, for

instance, on differences in sample composition and it can be determined from the respective image
profile as outlined in 4.4.1.3.

An ideal imaging instrument is characterized by m; = my and correspondingly MTF = 1 for all k values.
In reality imaging is always characterized by a decreasing image modulation m; vs. increasing spatial
frequency (Figure 6). Therefore the MTF can be used to describe the performance of an imaging
instrument. The MTF is directly related to its lateral resolution.
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period (nm) 400 200 100 60 40
spatial i (1/um) 25 5 10 16.7 25
frequency

object modulation m.=1

sine-wave
grating
simulated by
imaging convolution with a
50 nm FWHM Gaussian
image modulation m,;=0.946 m;=0.800 m;=0.410 m;=0.003
m;=0.084

image of
sine-wave
grating

Figure 6 — Imaging of sine wave gratings with different periods and the transfer of modulation
from object to image

Another definition of the optical transfer function OTF is based on the fact, that the OTF is the Fourier
transform (FT) of the point spread function P

oo

OTF(k,I)=FT[PSF(x, y)]= j JPSF(X, y)exp[—i2n(xk + yl)]dxdy 9)

where k and | are spatial frequency variables associated with the space coordinates (x,y), respectively.
The OTFisacomplex functionand the MTF is the normalized modulus ofthe OTF. For the one-dimensional

case (and only this will be treated below) the MTF is given by the Fourier transform of the line spread
function (LSF)

MTF(k) =|OTF(k)|= j LSF(x)exp(—i2mxk)dx / j LSF(x)dx (10)

—oo —oo

A narrow LSF in position space yields a wide MTF in spatial frequency space, and vice versa. The Fourier
transform of a Gaussian distribution is again Gaussian and therefore a Gaussian LSF yields a Gaussian
MTEF. Figure 7 demonstrates that both methods of calculating the MTF, Fourier transformation of the LSF
and determination of m; from the image of a sine wave grating, yield exactly the same values of the MTF.
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Figure 7 — Calculation of the modulation transfer function (MTF) by Fourier transform of the
line spread function (LSF). The black dots are m; /m, values taken from Figure 6

4.1.5 The contrast transfer function (CTF)

Optimal samples for a determination of the lateral resolution of beam-based imaging methods of surface
analysis have a flat surface and a high material contrast. In the sub-100 nm range, this requirement is
fulfilled by square-wave gratings, whereas flat sine-wave gratings are not available. Furthermore, the
sharp contrast at the edges of a square-wave grating enables the determination of the LSF and ESF. For
this reason we describe the determination of lateral resolution (cf. 4.4) using this kind of grating.

In analogy to the modulation m of sine-wave gratings the contrast of square-wave gratings is defined
by ¢ = (Imax - Imin)/(Imax* Imin)- The variation of contrast with spatial frequency is described by the
contrast transfer function

CTF (k) = ci/co (11)

where cj and ¢, are the contrast of image and object pattern, respectively (cf. terms and definitions). In
Figure 8 simulation results of the imaging of square-wave gratings and sine-wave gratings are displayed
for high and medium resolution and at the limit of resolution as well. The imaging system is represented
here by a Gaussian LSF with 50 nm FWHM. In all cases the contrast c;j in the image of a square-wave
grating is higher than the modulation m; in the image of the sine-wave grating. If the grating period
is large compared to the FWHM of the imaging system’s LSF (300 nm period grating), the intensity in
the image of the square-wave grating drops to zero between the strips of the grating providing c; = 1,
whereas this is principally not the case for the sine-wave grating. A plateau of the CTF (cj/co = 1) at low
spatial frequencies for square-wave gratings appears accordingly. Imaging of sine-wave gratings yields

for a Gaussian LSF a Gaussian MTF (cf. Figures 7 and 9). Documents
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Figure 9 — CTF and MTF determined from images of square-wave gratings and sine-wave
gratings, respectively. The imaging system is characterized by a 50 nm FWHM Gaussian LSF.
The black symbols correspond to values taken from images displayed in Figure 8

4.1.6 Classical resolution criteria

The most commonly used resolution criterion in microscopy is the Rayleigh criterion: “Two point sources
are just resolved if the central maximum of the intensity diffraction pattern produced by one point
source coincides with the first zero of the intensity diffraction pattern produced by the other”[2]. Itis an
empirical estimate of resolution and corresponds to a decrease of intensity (dip) of 19 % (rectangular
aperture) or 26.4 % (radial aperture) from the intensity of the two maxima. The threshold of resolution
defined by the Rayleigh criterion reflects rather the performance of visual inspection than the sensitivity
of modern instruments with sophisticated detectors. Because the Rayleigh criterion needs a rather
clear separation of features (expressed by the depth of the dip), it leads to a resolution which is worse in
comparison to resolutions obtained by more appropriate criteria.

The Sparrow criterionlZ] defines the lowest resolution threshold that is possible in principle: the
appearance of a dip between two maxima of signal intensity. In practical imaging noise prevents
the detection of a very small dip between two maxima. As a consequence the resolution determined
according to the Sparrow criterion is unrealistically high. Three grating profiles are resolved in
Figure 10 according to the Sparrow criterion and only one grating profile is resolved according to the
Rayleigh criterion.

The Rayleigh criterion, the Sparrow criterion and other so-called classical resolution criterialll] are
related to the pointspread function of the imaging instrument and do not take into account measurement
conditions such as noise and sampling step width. All classical criteria do not cover object contrast
issues. Therefore they give rather a theoretical limit of resolution and their application in imaging surface
analysis is not straightforward. The application of the Rayleigh criterion and the Sparrow criterion in
surface analysis has been discussed in Ref. [12] but they do not play a role in practical surface analysis.
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Rayleigh criterion v
Sparrow criterion v v v
image contrast ¢;= H= 0.202 0.095 0.005 0
relative dip W= 33.7% 17.4% 1.02 % 0%
dip D=Imax ~ Imin D
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object:
square-wave
3-stripe-grating A-B-A

Figure 10 — Application of the Rayleigh criterion and the Sparrow criterion to simulated image

profiles over square-wave gratings with different periods

4.1.7 Comparison of functions, parameters and methods related to effective lateral resolution

and sharpness

See Tables 1, 2 and 3.
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4.2 Determination of the line spread function and the modulation transfer function by
imaging of a narrow stripe

Theline spread function (LSF) (cf. 4.1.2) determined by imaging a narrow stripe (defined in 4.2.2) may be
used to characterize the quality of an image and the performance of an imaging instrument[13] because
its width w,sp and shape substantially determine the lateral resolution of the image (cf. 4.4.3.1). wisF is
related to lateral resolution butin general it is not the lateral resolution. Its value may differ substantially
from the lateral resolution (cf. 4.4.3.3). The LSF may be obtained directly from the measured profile over
a narrow stripe or by fitting the measured profile with a model function as outlined in 4.2.3.

4.2.1 Model functions for the LSF

The transverse intensity distribution in light and particle beams can be described by different model
functions.[14] The most frequently used function is the two-dimensional Gaussian function. According
to Formula (4) and Figure 3 (cf. 4.1.2) the LSF is also a Gaussian function (normal distribution) for
these probe beams

_ 10 2 2
G(x)—y0+o_\/ﬁexp(—(x—x0) /20 ) (12)

where o is the standard deviation of the normal distribution, x¢ is the centre position, yg is the
background intensity and Iy is the total intensity expressed as the area under the curve. The full width
at half maximum (FWHM) of G(x) is

w=[21In(2)]"2x 20=1.1774 x 20 (13)

The Gaussian function describes the intensity distribution within a beam which is formed by an ideal
lens system. However, in reality the LSF may deviate from Gaussian shape. Therefore other model
functions are considered, too. One option is a combination of Gaussian functions with different widths
(cf. 5.2.2 and[14-16]) as shown in Figure 11.

L (nm)

Figure 11 — Two Gaussian functions G with different widths and the sum of these functions.
The functions are normalized to the same height. FWHM values in nm are given as indices

The Lorentzian function L(x) is well known in spectroscopy, because it is the resonance function of the
harmonic oscillator and fits the shape of spectral lines of atoms. It can be used also for fitting LSFs with
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extended tails (Figure 12), which may occur due to lens aberration[1Z] and/or particle scattering within
the sample. It is defined by

L(x)=y0 +

where w is the FWHM of the function, xg is the centre position, yq is the background intensity and I is
the total intensity (area under the curve).

2X 1y Xw

14
m[4(x —x,)% +w?] (14)

The Pseudo-Voigt function is a weighted sum of Gaussian and Lorentzian functions. The type 1 Pseudo-
Voigt function (cf. Figure 12) is a linear combination of a Lorentzian function and a Gaussian function
with the same FWHM denoted by w and weighted by a factor n:

PSV1=y,+Io[nL (x,x9,w) + (1 -1) G (x,x0,w)] (15)

—— Lorentzian
- Pseudo-Voigt 1 (n=0.5)

\ ---- Gaussian

— ! . . ; . . —
0 100 200 300 400 500 600

Figure 12 — Gaussian function, Lorentzian function and type 1 Pseudo-Voigt function having
the same FWHM of 100 nm. The functions are normalized to the same height

The type 2 Pseudo-Voigt function is alinear combination of a Lorentzian function and a Gaussian function
with different widths wy, and wg:

A great variety of LSF shapes (Figure 13) can be simulated by a type 2 Pseudo-Voigt function.
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Pseudo-Voigt 2
---- w =200 nm, wg=50 nm, n=0.5
—— w =50 nm, wg=200nm,n=0.5

Figure 13 — Type 2 Pseudo-Voigt functions with different combinations of w;, and wg. The
functions are normalized to the same height

4.2.2 Whatis a narrow stripe?

A stripe may be called narrow if its width wg is small compared to the full width at half maximum of the
LSF wisF characterizing the imaging system used. In this case a profile across the image of the stripe
reveals that LSF. If wg is not small compared to wysg, then the FWHM of the image profile increases with
increasing width of the stripe. This effect is demonstrated by a simulation displayed in Figure 14, where
stripe images are simulated by convolution with a Gaussian LSF.

image
profile

el @ fe e 5

Figure 14 — Imaging of a series of stripes simulated by convolution with a Gaussian LSF with
wisF = 100 nm. The values given in the image profiles are the FWHM in nm
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The deviation of wysr taken from the image profile from the true value of FWHM|sF is displayed as a
function of ws/wisF in Figure 15.

45.0

400 +HH——++—+++H+HHHHHHHH e e /J’

— /
S e
5 35.0 %
2 300 %
2 250 s -
- /’0
g 20.0 +Ht++++ //// ! /
e o]
5 15.0 pu=gi Pz
g 100 = T
3 M”‘r pecan

5.0 1

0.0 ¥

02 03 04 05 06 07 08 09 1

Ws/WisF

Figure 15 — Deviation of the FWHM of the profile of an imaged stripe from wsr as function of
the ratio ws/wisp. Black dots: Gaussian LSF; Open circles: Lorentzian LSF

The shape of the image profile is also influenced by the stripe width ws. For small values of the ratio
ws/wisr, e.g. 0.2 as displayed by the left image profile in Figure 14, the image profile may be fitted by
the LSF shape function with a slightly increased FWHM. For ws/wy s = 1 as displayed by the right image
profile in Figure 14, the shape of the image profiles differs from that of the LSF. Figure 16 shows the
best fits of image profiles for the ws/wysF = 1 case. The image profile created with a Gaussian LSF shows

only a small deviation from Gaussian shape, whereas the profile created with a Lorentzian LSF deviates
considerably from Lorentzian shape.
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Gaussian Lorentzian
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0 100 200 300 400 O 100 200 300 400 500 600
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Figure 16 — Image profiles (black dots) over a 100 nm wide rectangular stripe simulated by
convolution with 100 nm wide Gaussian and Lorentzian LSFs revealing the deviations from the
principal shape of the LSF. Lines show the best fit with a Gaussian and Lorentzian, respectively

4.2.3 The effect of signal-to-noise ratio and sampling step width on LSF determination

For sufficiently high signal-to-noise ratios Rs/n the LSF and its full width at half maximum wysg can be
obtained directly from the measured profile over a narrow stripe. This simple situation is displayed in
Figure 17, left panel, top. However, experimental data can be also analysed by fitting with more or less
appropriate LSF model functions (Figure 17, left panel, middle and bottom).

The low Rs/N case is given in Figure 17, right panel. Here shape and wi sr have to be determined by fitting
experimental data with a peak shape model function. Depending on the model function, the wy,sr can
be taken either directly from the respective fit parameter results (Figure 17, middle row) or from the
fitted curve (Figure 17, lower row). In any case the background signal yp must be determined carefully
outside the stripe profile.

The profiles given in Figure 17 were created by the convolution of a narrow stripe with a type 2 Pseudo-
Voigt function. Indeed, for the high R/ case a fit with that type of function yields a better result (smaller
x#) than a fit with a Lorentzian. In the low Rg/n case the values of x2 are very similar for both functions
but a fit with a Lorentzian yields a smaller deviation of wisr from the value of the implemented type 2
Pseudo-Voigt model function. The latter result is accidental and caused by noise which has broadened
the stripe profile.
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Figure 17 — Determination of wi,sr from a simulated image profile of a narrow stripe at
different Rs/N levels (Rs/N = Imax /oN , where oy is the standard deviation of noise). Data points

(black dots) represent a measured profile simulated by convolution of a 20 nm wide stripe with

a type 2 Pseudo-Voigt function (PSV2, wg = 100 nm, wi, = 200 nm, n = 0.6, cf. 4.2.1) and subsequent

addition of two different noise levels. The FWHM of the PSV2 function is 118.4 nm, the FWHM of

the convolution without noise is 119.7 nm. Upper row: raw data; Middle row: Profiles fitted with

a Lorentzian; Lower row: Profiles fitted with a PSV2 function. y( is the background signal and y2
is a measure of the quality of the fit

The quality of the determination of the LSF and its width wysr depends on the sampling step width
used for the measurement of the profile. Especially but not only at low signal-to-noise ratios Rs/n, the
uncertainty of wysg increases with decreasing number of sampling points, i.e. increasing sampling step
width. This effectis demonstrated by fitting LSFs for simulated image profile data at different Rs/n levels.
The random nature of noise was taken into account in this simulation by adding different sets of Gaussian
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noise to a Gaussian profile with wy,sp = 30 nm representing the image profile. To establish data sets with
different sampling step widths the number of data points was reduced simply by removing data points.

All wisp values obtained by fitting Gaussian profiles with different sets of Gaussian noise (Rs/nN = 10) and a
variation of sampling step widths are summarized in Figure 18. Step width and number of sampling points,
both normalized to wisr = 30 nm of the original noise-free Gaussian profile are given at the abscissa.
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Figure 18 — Dispersion of wisr data determined for simulated Gaussian profiles at Ry = 10 and

different sampling step widths. The noise-free Gaussian profile has a FWHM of 30 nm. The bars

denote the standard deviations. Both black dots at 3 samples/FWHM denote extreme values of
wisr obtained from profiles which are displayed in the upper row of Figure 19

Figure 19 (top line) shows the largest positive and negative deviations, respectively, of fitted wy s data
from the original FWHM = 30 nm noise-free Gaussian profile. Strong noise (Rs/n = 10) and large step width
(10 nm corresponding to only three data points per wysg) cause deviations up to 38 % in those cases.
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Figure 19 — Fits of Gaussian profiles (30 nm FWHM) superimposed by different sets of
Gaussian noise providing Rs/N = 10. Those profiles simulate an image profile across a narrow
stripe at different step widths of sampling. Dots are data points (connected by a fine line).
Fitted profiles are displayed by bold lines. wi sr results are given in the boxes. Top: Narrowest
and widest profile from 36 profiles at a sampling step width of 10 nm. Bottom: Profiles with a
sampling step width of 1 nm which were created with the same sets of Gaussian noise as the
profiles given in the upper row. The black dots denote the data points of the reduced data sets

in the upper row

Figure 20 shows the largest deviations of wisp obtained from fitting of different profiles with different
levels of noise and two sampling step widths. The variability of wysg data vs. sampling step width is
much stronger for noisy profiles (Rs;/n = 10) than for those with medium (Rs/n = 30) or low (Rs/N = 100)

levels of noise.
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Figure 20 — Largest positive or negative deviations of fitted wy sr from the FWHM of the
original noise-free profile (30 nm) for different sampling step widths and Rs/y levels

The accuracy of wi,sf determined by fitting of noisy stripe profiles depends on Rs/N as well as sampling
step width. As a measure of accuracy of the fitting procedure a mean deviation

s= Eiéﬁji[(WLw){(wLW)tjz

i=1

(17)

was calculated, where (wsp); is one of n results of the fitting procedure and (wysf)t is the true FWHM
of the noise-free Gaussian profile. The deviation s is a little different from the standard deviation given
by bars in Figure 18 because the fitting results were related to the true value of (wysf)t and not to the
arithmetic mean of wisr. As a result s includes, besides the statistical error, also possible systematic
deviations of the fitting procedure. Therefore it is a measure of precision and trueness of the fitting
procedure. Figure 21 shows the relative deviation s/(wLsF)t.
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Figure 21 — Relative deviation s ¢ 100/(wsF); of fitted wisr data as a function of sampling step
width for different values of Rs/n. The values for Rs/n = 10 are calculated from the values shown

in Figure 18

4.2.4 The effect of smoothing on LSF determination from a noisy image profile

For low Rg/n levels, the LSF and its width wysp cannot be taken directly from the measured profile
over a narrow stripe (cf. 4.2.3). In many cases smoothing may be attractive to enable the simple direct
approach of LSF and wysr determination. When the measured profile over the narrow stripe is formed
by a sufficient number of sampling points different kinds of smoothing procedures may be applied. The

application of such smoothing procedures has been discussed in detail with respect to spectroscopic
datal18]-[20].

Figure 22 displays a noisy profile and its smoothing by three different methods which are implemented
in the ORIGIN™ software.[21] An important smoothing parameter is the smoothing interval which
determines the number of data points considered at one step of the smoothing routine. With increasing
smoothing intervals noise will be reduced more efficiently, but the profile becomes flattened and
broadened. Therefore, it is necessary to find the optimum smoothing interval. Figure 22 shows, that
adjacent averaging has the lowest suitability for smoothing noisy profiles of imaged narrow stripes,
because it broadens the profile more than the other methods. Better results can be obtained by using
Savitzky-Golay smoothing and fast Fourier transform (FFT) filter smoothing. Results optimized in terms
of smoothing intervals are displayed in Figure 23. wy sg values obtained directly from the smoothed data
points and those determined from a fit of the smoothed profile differ by less than 5 % from the value
determined from a fit of the unsmoothed profile.
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Figure 22 — Application of different smoothing procedures to a noisy (Rs/N = 5) profile. The
profile was created by adding Gaussian noise to a Gaussian profile with FWHM = 30 nm and
1 nm sampling step width. *The number of points n in FFT filter smoothing is not comparable
with the number of points for the other methods.
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Figure 23 — Best smoothing results for a noisy (Rs/N = 5) profile created by adding Gaussian
noise to a Gaussian profile with FWHM = 30 nm and 1 nm sampling step width (cf. also
Figure 22). Upper row: wisr directly taken from the smoothed profile. Lower row: Smoothed
profile fitted with a Gaussian, with the wisr taken from the fit. A fit of the unsmoothed profile
(not shown) gives a wi sy of 26.4 nm. *The given number of points n in FFT filter smoothing is not
comparable with the number of points for Savitzky-Golay smoothing

After smoothing with larger intervals of data the profiles become broadened and wysr data deviate
too much from the wysr of the original profile to be acceptable. Figure 24 shows this effect for all three
smoothing routines demonstrated in Figure 22 for one selected noise level (Rs/N = 5). Here data are
plotted vs. smoothing intervals normalized to the wy,sp of the original profile. Of course, the deviation of

wisr depends also on Rs/N.
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