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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

In exceptional circumstances, when a technical committee has collected data of a different kind from that
which is normally published as an International Standard (“state of the art”, for example), it may decide by a
simple majority vote of its participating members to publish a Technical Report. A Technical Report is entirely
informative in nature and does not have to be reviewed until the data it provides are considered to be no
longer valid or useful.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TR 22520 was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture and
forestry, Subcommittee SC 17, Manually portable forest machinery.

Documents

Document Sharing Hub
lii

A 16A AnnrE A
Copyright International Organization for Standardization ghtS resel'Ved

Reproduced by IHS under license with ISO

No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO TR 22520-2005


http://www.avadocuments.com/doc/iso-tr-22520-2005
http://www.avadocuments.com/doc/iso-tr-22520-2005

ISO/TR 22520:2005(E)

Introduction

During revision of ISO 11681 and ISO 11806, the so-called achievable values were eliminated and replaced
by a more general provision stating that machines are to generate a sound level as low as practicable. Owing
to the complex interaction with other technical parameters, achieving this lowest possible sound level is not
always feasible. Conflicts can arise from the negative results of excessive sound level reductions, such as
increased weight, loss of power or increased design volume of the entire machine. These aspects have a
predominant influence on safety and ergonomic conditions when chain saws, brush-cutters and
grass-trimmers are used.

Because of these conflicting parameters, ISO/TC 23, SC 17 decided to elaborate a Technical Report providing
information on the determined A-weighted emission sound pressure level of chain saws, brush-cutters and
grass-trimmers.

The determination of noise emission characteristics are primarily used for

— declarations by manufacturers of the noise emitted,

— comparison of the noise emitted by machines in the family concerned, and
— purposes of noise control at source at the design stage.

The accumulated sound data can serve as a basis for the design of new machines. It is foreseen that this
Technical Report will be updated when test procedures and the emission values change and more data on the
sound pressure emission are available. The data presented here are based on information provided by the
manufacturers and are considered representative of the respective regional markets.

Values given in this document are not limit values of noise emission that a portable forestry machine is not to
exceed when placed on the market, nor are they exposure values for persons using the machines.
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TECHNICAL REPORT ISO/TR 22520:2005(E)

Portable hand-held forestry machines — A-weighted emission
sound pressure levels at the operator's station — Comparative
data in 2002

1 Scope

ISO/TR 22520 provides comparative data, obtained from various manufacturers and other official sources, for
the year 2002, on the A-weighted emission sound pressure levels of portable hand-held forestry machinery. It
is applicable to chain saws (for which the existing emission sound pressure levels were for the full range of
engine sizes) and to brush-cutters and grass-trimmers. International Standards ISO 11681-1, ISO 11681-2
and ISO 11806 require that these machines be designed to generate noise levels as low as practicable, based
on the existing noise emission data, and ISO/TR 22520 is intended to assist in determining compliance with
that requirement.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 7182:1984, Acoustics — Measurement at the operator's position of airborne noise emitted by chain saws
ISO 7917:1987, Acoustics — Measurement at the operator's position of airborne noise emitted by brush saws

ISO 11681-1, Machinery for forestry — Portable chain-saw safety requirements and testing — Part 1:
Chain-saws for forest service

ISO 11681-2, Forestry machinery — Portable chain-saw safety requirements and testing — Part 2:
Chain-saws for tree service

ISO 11689:1996, Acoustics — Procedure for the comparison of noise-emission data for machinery and
equipment

ISO 11806, Agricultural and forestry machinery — Portable hand-held combustion engine driven brush cutters
and grass trimmers — Safety

ANSI B 175.1:2000, Safety requirements for gasoline powered chain saws')
CSA Z 62.1:1995, Chain saws?)
AS 2726.1:1995, Chainsaws — Safety requirements — Chainsaws for general use?3)

SAE J335b, Multi-positioned small engine exhaust fire ignition suppression®)

1) American National Standards Institute standard.
2) Canadian Standards Association standard.
3) Standards Australia standard. Superseded by AS 2726.1:2004.

4) Society of Automotive Engineers standard.

Documents
Document Sharing1Hub

A 1O N"NnNnr- A
Copyright International Organization for Standardization ghtS reserved
Reproduced by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO TR 22520-2005


http://www.avadocuments.com/doc/iso-tr-22520-2005
http://www.avadocuments.com/doc/iso-tr-22520-2005

