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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www​.iso​.org/​
iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC 59, Buildings and civil engineering works, 
Subcommittee SC 13, Organization and digitization of information about buildings and civil engineering 
works, including building information modelling (BIM).

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/​members​.html.
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Introduction

The complexity of information needed to support decisions relating to built assets by the public and 
private sectors as well as by citizens, require digitally enabled practices based upon interoperable 
systems. Indeed, the decisions that are needed over a built asset’s life cycle and across its different 
stages rely on these complex sets of information. Moreover, these decisions are made by a multitude of 
actors that perform information-processing activities such as data creation, capture, transformation, 
and analysis, and are embodied in project and asset management practices as defined in existing and 
emerging standards.

Consequently, several initiatives aimed at the digitalization of built assets at regional, national and 
international levels have spurred considerable investments around the globe. A key component 
of these initiatives concerns the need for collaboration and interoperability between information 
processing systems. These systems rely on digital practices that support digital engineering and 
asset life cycle management, which rely heavily on different domains of information modelling. These 
domains include both the observed natural environment and built structures. They also span many 
scales, from the fabricated asset to its territorial and contextual setting. In this case, the domain of 
geographic information, “maps”, and geomatics, is encompassed with the concept of geographic 
information systems (GIS), whereas the built asset and its parts is encompassed by the concept of 
building information modelling (BIM). Traditionally these two information systems have been viewed 
as separate domains. From a digital engineering and asset management perspective however, there is 
an increasing overlap and need for interoperability between the two, as illustrated in Figure 1.

The two domains can also be viewed as two different sets of tools, used by several disciplines/domains.

The geospatial domain with its many professions (e.g. land management, engineering surveying, 
geodata management, remote sensing and cartography) uses GIS tools to acquire, manage, analyse, 
distribute and present geospatial information.

The geospatial domain handles (most of the time) descriptive models that are designed for many 
purposes and long-term use and were formerly presented on maps in scale 1:100 to 1:100  000  000. 
But as the need for geospatial applications varies greatly between actors, the main standardization 
committee for geomatics, ISO/TC 211, focuses on enabling the development of application schema. The 
main focus has been on a set of common rules for the development of application schemas (ISO 19109). 
However, there are applications schemas provided in other organisations, like OGC's CityGML standard 
for urban environments (including buildings). Buildings (and their urban environment) and the data 
specification for buildings in the European INSPIRE directive, both based upon ISO/TC 211 standards, 
including ISO 19109.

The AECO (architecture, engineering, construction and operations) domain with its many professions 
(e.g. project development, architecture, civil engineering, contractor, facility management) related 
to planning, designing, building and operating built assets (buildings, infrastructure, etc.) uses the 
evolving BIM method for collaborative and digital processes in construction projects and for asset 
management. The models are (most of the time) prescriptive models, designed for a specific purpose 
and project phase and were formerly presented on drawings in scale 10:1 to 1:1 000, including landscape 
drawings, rail and road geometrics. These AECO disciplines have at least one thing in common: the 
building.
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a ISO/TC  211: ISO  19101 (all parts), ISO  19103, ISO  19104, ISO  19105, ISO  19106, ISO  19107, ISO  19108, 

ISO 19109, ISO 19110, ISO 19111, ISO 19136 (all parts), ISO 19150 (all parts).
b ISO/TC 59/SC 13: ISO 16739-1, ISO 29481 (all parts), ISO 19650 (all parts), ISO 12006 (all parts).

Figure 1 — Standards that relate to the cycle of information flow between geospatial and BIM 
domains (adapted from a diagram developed by the Joint OGC / bSI IDBE Working Group)

To date, the interaction between the BIM and the GIS domains has not been intuitive or seamless. In 
its simplified form the GIS, or geospatial modelling, domain has traditionally focused on modelling at 
the territorial scale and has adopted a large perspective of the observed environment which includes 
a multitude of distributed assets. The BIM domain has focused more on modelling the components of 
a single built asset. With the move towards integrated information environments, the differences in 
focus and scale between the two domains are diminishing. Arguably, use cases and perspectives in 
both domains are converging and overlapping. Indeed, and as mentioned, decisions pertaining to built 
assets typically require data and information that span both domains. Therefore, information models 
from both domains are becoming increasingly bound to each other: every built asset has a location and 
is situated within a context relative to the existing environment. Conversely, the existing environment 
incorporates all built assets.

With this move towards integrated information environments, use cases will increasingly require 
seamless transitions between both domains and their information models, from the bird’s eye 
perspective to the manufactured component found within a built asset, to support the various asset life 
cycle practices and requirements within a specified context as illustrated in Figure 1. A key challenge in 
achieving this seamless transition or movement between both domains is ensuring the interoperability 
in systems used for geospatial information modelling and built asset information modelling. Currently, 
state-of-the-art modelling of geospatial information is based upon international standards developed 
and maintained by ISO/TC 211 and Open Geospatial Consortium, Inc. (OGC), whereas state-of-the-art 
modelling of built assets is based upon standards developed and maintained by ISO/TC 59/SC 13 and 
buildingSMART International (bSI).

This document aims to identify measures to enable interoperability between the two domains. 
These measures are expected be developed in either ISO/TC 211, ISO/TC 59/SC 13 or as a joint work 
between the two committees. To achieve this the enterprise interoperability framework (EIF) defined 
in ISO 11354 (all parts) has been used, focusing on the need for interoperability in data, services and 
processes to ensure seamless exchanges and transitions between both domains. First this document 
focuses on identifying standards within the two aforementioned interoperability levels. Barriers, or 
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incompatibilities, between the two domains are then exposed and discussed. Lastly, specific work 
packages aimed at eliminating these barriers are identified and suggestions for future work aimed at 
streamlining interoperability between the two domains are made.
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GIS (geospatial) / BIM interoperability

1	 Scope

This document investigates barriers and proposes measures to improve interoperability between 
geospatial and BIM domains, namely, to align GIS standards developed by ISO/TC  211 and BIM 
standards developed by ISO/TC 59/SC 13.

Where relevant this document takes into account work and documents from other organizations and 
committees, such as buildingSMART, International (bSI), Open Geospatial Consortium (OGC) and 
Comité Européen de Normalisation (CEN). The focus is to identify future topics for standardization and 
possible revision needs of existing standards.

This document investigates conceptual and technological barriers between GIS and BIM domains at the 
data, service and process levels, as defined by ISO 11354 (all parts).

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

3.1
application schema
conceptual schema (3.13) for data (3.5) required by one or more applications

[SOURCE: ISO 19101-1:2014, 4.1.2]

3.2
conceptual model
data (3.5) model that represents an abstract view of the real world

Note 1 to entry: A conceptual model represents the human understanding of a system.

[SOURCE: ISO/IEC 11179-1:2015, 3.2.5, modified  — The preferred term "conceptual data model" has 
been removed.]

3.3
conceptual schema
formal description of a conceptual model (3.2)

[SOURCE: ISO 19101-1:2014, 4.1.6]
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3.4
conceptual schema language
formal language based on a conceptual formalism for the purpose of representing conceptual schemas 
(3.3)

EXAMPLE	 UML, EXPRESS, IDEFX1.

Note 1 to entry: A conceptual schema language may be lexical or graphical. Several conceptual schema languages 
can be based on the same conceptual formalism.

[SOURCE: ISO 19101-1:2014, 4.1.7]

3.5
data
reinterpretable representation of information (3.9) in a formalized manner suitable for communication, 
interpretation, or processing

Note 1 to entry: Data can be processed by humans or by automatic means.

[SOURCE: ISO/IEC 2382:2015, 2121272, modified — Notes 2 and 3 to entry have been removed.]

3.6
dataset
named collection of data (3.5)

3.7
data template
schema (3.13) providing a standardized data (3.5) structure used to describe the characteristics of 
objects

3.8
implementation
realization of a specification

[SOURCE: ISO 19105:2000, 3.18, modified — Note 1 to entry has been removed.]

3.9
information
meaningful data (3.5)

[SOURCE: ISO 9000:2015, 3.8.2]

3.10
interoperability
capability of two or more functional units to process data (3.5) cooperatively

[SOURCE: ISO/IEC 2382:2015, 2120585, modified — The domain "<distributed data processing>" and 
notes to entry have been removed.]

3.11
metamodel
model that specifies one or more other models

[SOURCE: ISO/IEC 11179-3:2013, 3.2.80]

3.12
ontology
formal, explicit specification of a shared conceptualization

Note 1 to entry: An ontology typically includes definitions of concepts and specified relationships between them, 
set out in a formal way so that a machine can use them for reasoning.
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Note  2  to entry:  See also ISO/TR 13054:2012, 2.6; ISO/TS 13399-4:2014, 3.20; ISO 19101-1-2014, 4.1.26; 
ISO 18435-3:2015, 3.1; ISO/IEC 19763-3:2020, 3.1.1.1.

[SOURCE: ISO 5127:2017, 3.1.2.03, modified  — References in note 2 to entry have been editorially 
updated.]

3.13
schema
formal description of a model

[SOURCE: ISO 19101-1:2014, 4.1.34]

3.14
semantic interoperability
capability of two or more systems to communicate and exchange data (3.5) through specified data 
formats and communication protocols

[SOURCE: ISO 18308:2011, 3.48]

3.15
service
distinct part of the functionality that is provided by an entity through interfaces

[SOURCE: ISO 19119:2016, 4.1.12]

4	 Abbreviated terms

API application programming interface

AECO architecture, engineering, construction, and operations

AIM asset information model

ARM application reference model

BAT BIM authoring tools

BIM building information modelling

BOM business object model

CDE common data environment

CEN Comité Européen de Normalisation

CRS coordinate reference system

GIS geographic information system

GFM general feature model (in ISO 19109)

GML Geography Markup Language

ICT information and communications technology

IFC Industry Foundation Classes

IFD International Framework for Dictionaries

IDM information delivery manuals
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MDA model driven architecture

OMG Object Management Group

OWL Web Ontology Language

OGC Open Geospatial Consortium

PDT product data templates

STEP standard for the exchange of product model data

SQL Structured Query Language

UML Unified Modeling Language

XML Extensible Markup Language

5	 Specification of BIM and GIS interoperability issues

5.1	 General

According to ISO 11354 (all parts), enterprise interoperability can be implemented at 4 different levels, 
going from the simplest to the most complex e.g. data level, service level, process level and business level. 
In addition, the framework identifies three categories of interoperability, conceptual, technological and 
organizational.

Business and operational processes can give rise to interoperability barriers between enterprises, and 
this is also the case between enterprises across the geospatial and BIM domains. Figure 1 highlights the 
fact that while both domains share a focus on digital engineering processes and asset management, they 
inherently rely on different approaches to the management of information to support those processes 
at the service and data levels. This is the key consideration addressed in this document.

It is this common focus on information modelling in the built environment, albeit from differing 
perspectives, that creates both the requirement and opportunity to integrate information flows across 
both domains. While the processes do introduce interoperability challenges, it is the specific use cases 
or services where those processes intersect that introduce the biggest interoperability barriers. These 
barriers manifest themselves principally at the service and data levels. Hence, the focus is put on the 
data and service levels in this document from a conceptual and technological perspective, as listed in 
Table 1.

ISO 11354 (all parts) is designed for analysing enterprises. As explained above, GIS and BIM can be 
viewed as different domains, alternatively as different set of tools. Due to this difference between the 
enterprise approach and the domain/tool approach, not all the perspectives of ISO 11354 (all parts) 
are relevant, ending up with focusing on the need for interoperability in data, services and processes 
to interoperate between the domains. The concept of “process” is understood differently in the BIM 
domain and in the GIS domain. While several BIM processes have been specified using languages such 
as BPMN (business process modelling notation), there are no equivalents in GIS.
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Table 1 — Interoperability levels considered for this document

  Conceptual Technological

Service
Refers to the expressions, definitions and un-
derstanding of exchange information, and how 
that affects the ability to request, provide and 
utilize each other’s services.

Refers to the use of ICT to communicate and exchange 
information, and how that affects the ability to request, 
provide and utilize each other’s services.

Data
Refers to the expressions, definitions and un-
derstanding of exchange information, and how 
it affects the ability to exchange data items 
between the (GIS-BIM) domains.

Refers to the use of ICT to communicate and exchange 
information, and how it affects the ability to exchange 
data items between the (GIS-BIM) domains.

NOTE	 Reproduced from ISO 11354-1.

5.2	 BIM and GIS interoperability levels

5.2.1	 General

In this subclause the service and data interoperability levels are explored and compared through 
analysing the relevant standards targeting these categories in both domains e.g. ISO/TC 59/SC 13 for 
BIM and ISO/TC 211 for GIS.

5.2.2	 Data level

5.2.2.1	 General considerations

This subclause aims at describing existing schemas in standards used in BIM and in GIS.

The overview of GIS schemas is based on the model driven architecture (MDA) approach as defined in 
ISO 19103:2015, 5.2.2.3. Open BIM schemas follow the STEP architecture, defined in ISO 10303 (all parts) 
and are presented in 5.2.2.4. The only common concept to both approaches is the concept of “conceptual 
schema language”. Therefore, the languages as used in BIM and in GIS for describing conceptual schemas 
are listed in 5.2.2.2.

5.2.2.2	 BIM and GIS Conceptual Schema Languages

Conceptual schema languages are commonly used for formal representations of conceptual models. 
Table 2 lists the different languages used for schemas in GIS and BIM standards.

Table 2 — Conceptual schema languages

Domains Name Reference
GIS UML

Unified Modeling Language
ISO/IEC 19505-2

BIM EXPRESS modelling language. ISO 10303-11
Note 1: ISO/IEC 19505-2 has been developed by the Object Management Group (OMG) and standardised by ISO.

Note  2: The EXPRESS data modelling language is specified in ISO 10303-11, a standard for the computer-interpretable 
representation and exchange of product manufacturing information.

Note 3: ISO 10303-11 also specifies a graphical representation for a subset of the constructs in the EXPRESS language. This 
graphical representation is called EXPRESS-G.
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5.2.2.3	 GIS data schemas

5.2.2.3.1	 General

GIS schemas are structured according to a model driven architecture (MDA) as defined in ISO 19103. 
The founding principle in MDA requires schemas to be defined for different levels of abstraction. 
ISO 19103 defines four levels of abstraction, as illustrated in Figure 2:

—	 metamodels: the fundament for defining other models;

—	 abstract conceptual schemas: abstract schemas describing concepts for reuse in other schemas;

—	 conceptual application schemas: conceptual schemas defined for specific applications;

—	 implementation schemas: schemas for implementation in databases and exchange formats.

The conceptual schemas are required to be independent of specific implementation technologies.

NOTE	 Adapted from Reference [62].

Figure 2 — Levels of abstraction

5.2.2.3.2 to 5.2.2.3.5 further detail the specific elements and items as specified by the standards for 
each of the levels of abstraction.

5.2.2.3.2	 GIS metamodel standards

Table 3 lists metamodels defined in GIS standards.

Table 3 — GIS metamodel standards

Name Reference Description
Geographic information -  
Reference model

ISO 19101 Model that defines concepts of a universe of discourse.

Core UML profile ISO 19103 Formalised UML profile and rules for the use of UML for 
modelling geospatial information.
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Name Reference Description
UML profile for application 
schemas

ISO 19109 Rules for the use of UML for modelling geospatial infor-
mation in an application schema.

General feature model ISO 19109 The general feature model is the metamodel for ISO/
TC 211 GIS standards, with concepts for FeatureType, 
PropertyType (AttributeType, Operation and FeatureAs-
sociationRole) and FeatureAssociatonType.

5.2.2.3.3	 GIS abstract conceptual schemas

Table 4 lists abstract conceptual schemas defined in GIS standards.

Table 4 — GIS abstract conceptual schemas

Schema name Reference Description
Core data types ISO 19103 Specifies core data types for use in UML models of geo-

graphic information.
Spatial schema ISO 19107 Specifies UML classes for representing the spatial char-

acteristics of features as composites of geometric and/or 
topological primitives.

Core profile of the spatial 
schema

ISO 19137 Provides a profile of ISO 19107 that is limited to describ-
ing features as simple geometric primitives of 0, 1, or 2 
dimensions.

Schema for coordinate  
referencing

ISO 19111 Concepts for coordinate references systems, coordinate 
systems, datums and operations.

Temporal schema ISO 19108 Concepts for temporal characteristics of features and 
classes for describing relevant temporal reference sys-
tems.

Schema for referencing by 
identifiers

ISO 19112 Concepts for describing spatial locations by reference to 
identifiers.

Schema for moving features ISO 19141 Extends ISO 19107 to support the description of moving 
spatial objects.

Schema for linear referenc-
ing

ISO 19148 Concepts for describing spatial locations by referring to 
locations in a linear network.

Schema for data quality ISO 19157 Concepts for describing data quality.
Feature cataloguing ISO 19110 Concepts for feature cataloguing.
Metadata ISO 19115-1 Concepts for metadata.
Schema for coverage  
geometry and functions

ISO 19123 Schema for an alternative representation of spatial in-
formation as a coverage, in which non-spatial attributes 
are assigned directly to geometric objects rather than to 
features composed of such objects.

5.2.2.3.4	 GIS Conceptual application schemas

Table 5 lists conceptual application schemas defined in GIS standards.
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Table 5 — GIS Conceptual application schemas

Standard Reference Description
OGC Land and Infrastructure 
Conceptual Model Standard 
(LandInfra)

http://​docs​
.opengeospatial​.org/​
is/​15​-111r1/​15​-111r1​
.html

OGC® Land and Infrastructure Conceptual Model Stand-
ard (LandInfra) presents the implementation-independ-
ent, concepts supporting land and civil engineering in-
frastructure facilities, projects, alignment, road, railway, 
survey (including equipment, observations, and survey 
results), land division, and condominiums.

OGC CityGML Application 
schema

https://​www​.ogc​.org/​
standards/​citygml

OGC® CityGML is an open data model and XML-based 
format for the storage and exchange of virtual 3D city 
models. It is an application schema for the Geography 
Markup Language version 3.1.1 (GML3), the extendi-
ble international standard for spatial data exchange 
issued by the Open Geospatial Consortium (OGC) and 
the ISO/TC 211. The aim of the development of CityGML 
is to reach a common definition of the basic entities, 
attributes, and relations of a 3D city model.

OGC IndoorGML Application 
schema

https://​www​.ogc​.org/​
standards/​indoorgml

OGC® IndoorGML standard specifies an open data 
model and XML schema for indoor spatial information in 
support of indoor navigation. IndoorGML is an applica-
tion schema of OGC® GML 3.2.1. While there are several 
3D building modelling standards such as CityGML, KML, 
and IFC, which deal with interior space of buildings 
from geometric, cartographic, and semantic viewpoints, 
IndoorGML intentionally focuses on modelling indoor 
spaces for navigation purposes.

INSPIRE Data specifications https://​inspire​.ec​
.europa​.eu/​data​
-specifications

Common data models to be used when exchanging spa-
tial datasets in Europe. For example, Buildings; Trans-
portation Networks; and Utilities and Government 
Services.

5.2.2.3.5	 GIS Implementation schemas

Table 6 lists implementation schemas and encoding rules defined in GIS standards, limited to GML, XML 
and OWL. There exist a long range of other implementation schemas like JSON, geoJSON, Geopackage. 
Strictly, INSPIRE GML schemas are not GIS standards, but are important in Europe as it is part of 
European legislation.

Table 6 — GIS implementation schemas

Schema/format name Reference Description
Geography Markup  
Language (GML)

ISO 19136 (all parts) Encoding in the GML Exchange format, including rules 
for conversion from UML to GML.

ISO/TC 211 XML schemas https://​schemas​
.isotc211​.org/​

Official XML schemas derived from the ISO/TC 211 UML 
models.

Rules for developing ontol-
ogies in the Web Ontology 
Language (OWL)

ISO 19150-2 Rules for conversions from UML to OWL.

ISO/TC 211 ontologies https://​def​.isotc211​
.org/​

Official ontologies derived from the ISO/TC 211 UML 
models.

OGC CityGML GML schemas http://​schemas​
.opengis​.net/​citygml/​
2​.0/​

Official OGC CityGML 2.0 schemas.

OGC InfraGML GML schemas http://​schemas​
.opengis​.net/​infragml/​

Official OGC InfraGML 1.0 schemas.
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Schema/format name Reference Description
OGC IndoorGML GML  
schemas

http://​schemas​
.opengis​.net/​
indoorgml/​1​.0/​

Official OGC IndoorGML 1.0 or 1.0.3 schemas.

INSPIRE GML schemas https://​inspire​.ec​
.europa​.eu/​schemas/​

Official INSPIRE GML Schemas.

5.2.2.4	 BIM data schemas

For all intents and purpose, there currently exists no overarching architecture driving the development 
of BIM based implementations, processes and technologies. In other words, there is no core architecture 
to frame the development of BIM data and process standards that is comparable to the MDA approach as 
described in ISO 19103. That being said, the past 20+ years has seen the development of ISO 16739-1 – 
IFC as a core schema for open BIM principles and was initially based on, but then developed along its own 
path, the STEP architecture and information model, as described in ISO 10303-201 to ISO 10303-242, 
which specify the application protocols and can be considered as “conceptual application schemas” for 
BIM. Due to the absence of this core architecture, there exist no framework describing how the different 
BIM standards, e.g. ISO 12006, ISO 29481 (all parts) and ISO 16739-1, relate to each other. The absence 
of this framework of common architecture makes it hard to compare the two domains at this level. IFC- 
and data templates are described further in Annex B. For the purpose of this document, comparison is 
based on the existing STEP modular architecture which is illustrated in Figure 3.

Figure 3 — Existing STEP architecture (ISO 10303-1)

BIM standards rely on two specific implementation technologies:

a)	 STEP P21 file format EXPRESS (implementation format for BIM data, also intended for AIM-based 
exchange especially for authoring tools containing geometry);

b)	 XML.

The existing combinations are shown in Table 7.
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Table 7 — BIM implementation schemas, schema languages and data languages (ISO 10303-1)

Information model Modelling language Implementation 
schema

Schema language 
for implementation

Data language for 
implementation

AIM EXPRESS AIM Long Form P11 EXPRESS STEP P21 file format
ARM EXPRESS none none none
Business object 
model (BOM)

EXPRESS BO Model XML (STEP 
AP242 edition 1 
Business Object)

XML schema XML

In the context of BIM, the standard data format for file exchange is defined by the schemas in ISO 16739-1 
Industry Foundation Classes (IFC). IFC considers the four conceptual layers, as illustrated in Figure 4:

—	 domain layer: specific schemas for individual domains;

—	 interoperability (shared) layer: schemas that define concepts common for several domains;

—	 core layer: schemas that define the basic concepts;

—	 resource layer: abstract schemas for geometry, date and time, measures, etc.

Figure 4 — IFC data schema architecture with conceptual layers

Table  9 lists data languages considered for schema implementation, as defined in BIM standards 
(ISO 10303-11).
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Table 9 — BIM data schemas

Data schema name Reference Description
STEP ISO 10303-21 Implementation methods: clear text encoding of the 

exchange structure.
IFC XSD schema ISO 10303-28 XML representations of EXPRESS schemas and data, 

using XML schemas.
OWL W3C OWL Web Ontology Language (OWL) representation of the 

Industry Foundation Classes (IFC) schema e.g. ifcOWL 
referencea.

a	 https://​technical​.buildingsmart​.org/​standards/​ifc/​ifc​-formats/​ifcowl/​.

Table 10 further specifies the subparts defined in IFC (ISO 16739-1).

Table 10 — Schemas defined in ISO 16739-1 (IFC)

Schema name Reference Description

IFC Kernel Schema ISO 16739-1:2018, 5.1

Defines the most abstract part or core part of the 
IFC specification. Captures general constructs, 
that are basically founded by their different se-
mantic meaning in common understanding of an 
object model, like object, property and relation-
ship.

IFC Control Extension Schema ISO 16739-1:2018, 5.2

Declares basic classes for control objects and 
assignment of these to any object derived from 
IfcObjectDefinition. Also, it declares the classes 
to associate resource level objects of controlling 
nature to any subtype of IfcRoot.

IFC Product Extension Schema ISO 16739-1:2018, 5.4
Specialises the concepts of a (physical) product, 
i.e. a component likely to have a shape and a 
placement within the project context.

IFC Process Extension Schema ISO 16739-1:2018, 5.3

Provides the primary information that expands 
one of the key ideas of the IFC Model. This is the 
idea of 'process' which captures ideas about the 
mapping of processes in a logical sequence or 
planning and scheduling of work and the tasks 
required for its completion. It is important to 
understand that process information can be 
expressed by classes in exactly the same way as 
product information.

IFC Resource Schemas ISO 16739-1:2018, 
Clause 8

The resource definition data schemas consist of 
supporting data structures. Entities and types 
defined in this layer can be referenced by all 
entities in the layers below. Unlike entities in 
other layers, resource definition data structures 
cannot exist independently, but can only exist if 
referenced (directly or indirectly) by one or more 
entities deriving from IfcRoot.

IFC DateTime Resource Schema ISO 16739-1:2018, 8.5
Defines generic date and time specific concepts 
that can be used to identify context within calen-
dars, schedules, and time series.

IFC Measure Resource Schema ISO 16739-1:2018, 8.11 Specifies units and defined measure types that 
can be assigned to quantities.

IFC Quantity Resource Schema ISO 16739-1:2018, 8.17 Defines a set of basic quantities that can be asso-
ciated with products.

IFC Utility Resource Schema ISO 16739-1:2018, 8.21 Deals with the general concepts of Ownership 
and Change.
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Schema name Reference Description

IFC Geometric Model Resource 
Schema ISO 16739-1:2018, 8.8

Defines the resources used to determine the 
placement of the shape representation of a prod-
uct within the geometric representation context 
of a project.

IFC Geometry Resource Schema ISO 16739-1:2018, 8.9
Defines the resources used for geometric rep-
resentations. The primary application of this 
resource is for representation of the shape or 
geometric form of an element.

IFC Geometric Constraint  
Resource Schema ISO 16739-1:2018, 8.7

Defines the resources used to determine the 
object placement used for the shape representa-
tion of the object, and determine the constraints 
applied to the connectivity between two shapes 
of objects.

IFC Topology Resource Schema ISO 16739-1:2018, 8.20 Defines the resources used for topological rep-
resentations.

IFC Representation Resource  
Schema ISO 16739-1:2018, 8.18

Defines the representation of shape and topology 
as important definitional properties for products 
defined within the IFC Object Model. The schema 
defines two ways to represent definitional prop-
erties of products: topological representation 
and geometric shape representation.

IFC External Reference Resource 
Schema ISO 16739-1:2018, 8.6 Provides the means to access or use information 

from external sources.

IFC Material Resource Schema ISO 16739-1:2018, 8.10 Contains the types and entities that are used to 
define materials.

IFC Property Resource Schema ISO 16739-1:2018, 8.16
Defines a basic set of property types that can 
be associated with occurrence objects and type 
objects through Property Sets.

IFC Profile Resource Schema ISO 16739-1:2018, 8.15
Defines the two-dimensional profiles or cross 
sections, used to define geometric shape rep-
resentations.

IFC Actor Resource Schema ISO 16739-1:2018, 8.1
Enables representation of information concern-
ing a person or an organization that will under-
take work or hold responsibility.

Table  11 shows the framework for object-oriented information about construction work defined in 
ISO 12006-3.

Table 11 — BIM abstract conceptual schemas

Schema name Reference Description
Building construction – organiza-
tion of information about con-
struction works – Framework for 
object-oriented information

ISO 12006-3 The main part of ISO 12006-3 consists of the 
specification of a taxonomy model, which pro-
vides the ability to define concepts by means of 
properties, to group concepts, and to define rela-
tionships between concepts. Objects, collections 
and relationships are the basic entities of the 
model. The set of properties associated with an 
object provide the formal definition of the object 
as well as its typical behaviour. Properties have 
values, optionally expressed in units.

Table 12 shows application protocols (or conceptual application schemas) defined in ISO 10303 (all parts), 
for the BIM domain
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Table 12 — BIM application protocols (or conceptual application schemas)

Schema name Reference Description
IFC Shared Schemas:
Shared Bldg Services Elements
Shared Component Elements
Shared Building Elements
Shared Management Elements
Shared Facilities Elements

ISO 16739-1:2018, 
Clause 6

Contain intermediate specializations of entities. 
Entities defined in this layer can be referenced 
and specialized by all entities above in the hier-
archy. The shared element layer provides more 
specialized objects and relationships shared by 
multiple domains.

IFC Domain Schemas:
Building Control Domain
PlumbingFireProtectionDomain
StrucutralElementsDomain
StructuralAnalysisDomain
HVAC Domain
Electrical Domain
Architecture Domain
Construction Management Domain

ISO 16739-1:2018, 
Clause 7

Contain final specializations of entities. Entities 
defined in this layer are self-contained and can-
not be referenced by any other layer. The domain 
specific layer organizes definitions according to 
industry discipline.

5.2.2.5	 Comparing Schemas

5.2.2.5.1	 General

5.2.2.5.2 to 5.2.2.5.5 contain comparisons of schemas from GIS and BIM according to the MDA levels of 
abstraction, as defined in ISO 19103.

5.2.2.5.2	 Metamodels and core elements

Table 13 lists and compares schemas and metamodels used as the foundation for BIM and GIS schemas.

Table 13 — Metamodels in BIM and GIS

BIM GIS Comment
IFC Kernel Schema ISO 19103 UML profile

ISO 19109 GFM
Further comparisons of concepts from GFM and 
the kernel schema is needed.

IFD (ISO 12006-3) – Framework for 
object-oriented information
ISO 23387

ISO 19109 GFM
ISO 19126 – feature 
concept dictionary ISO 
19110 methodology for 
feature cataloguing

Further comparisons of the concepts in GIS and 
BIM are needed.

Table 14 lists basic concepts in the IFC Kernel Schema compared to ISO 19109 GFM.

Table 14 — IFC Kernel concepts compared to ISO 19109 GFM

BIM GIS Comment
IFC Kernel ISO 19109 GFM  
ifcObjectDefinition Realization of FeatureType  
ifcObject Realization of FeatureType  
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