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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 224, Service activities relating to drinking
water supply, wastewater and stormwater systems.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document addresses the hydraulic, mechanical and environmental conditions generally found in
wastewater transport and treatment systems (which will be referred to collectively as the “wastewater
systems”) based on information that was available at the time of publication.

Wastewater transport and treatment systems have been and are designed to treat sanitary waste
streams from toilets and urinals - comprising faeces, urine and toilet paper, along with other sanitary
waste streams from bathing, laundry and kitchen activities. Most also treat industrial and commercial
discharges containing chemicals. However, in recent years a number of products have been introduced
in the market place that are claimed to be compatible with sanitary objectives, which are then either
identified as being toilet flushable or which by their location of use and usage, are likely to be flushed
down the toilet as the means of disposal. Many of these products are not compatible with current
infrastructure.

The principal objectives for managers of wastewater systems are to protect public health and the
environment and the occupational health and safety of their workers, along with promoting sustainable
development[l]l. Management of the wastewater system should also consider impacts on any outputs
arising from wastewater treatment. There are many factors that contribute to the successful operation
of wastewater systems, including adequate capacity and proper design, along with the necessary capital
expenditure and maintenance to maintain and expand the infrastructure as necessary. Another factor
for the successful operation of wastewater systems is the prevention of blockages. When blockages
occur, there is an unacceptable risk that wastewater may spill from the system and, in doing so, flood
property and the surrounding land, and pollute watercourses and the surrounding environment.

A major problem for wastewater operators is the disposal/flushing to sewers of inappropriate and
unsuitable items[2]-[4]. Wastewater system blockages and clogged pumps can also come from a variety
of sources, including debris and other materials creating barriers to the entry or free flow of water into
or through the system including outside drains, industrial and commercial discharges.

Further, there may be fouling and damage to wastewater treatment systems from blocked grilles,
gratings, and screens that are intended to:

a) collect and restrict the passage of materials;

b) protect other equipment from being damaged;

c) protectthe operation of the treatment systems themselves;

d) minimize the potential for the untreated or partially treated material to enter the environment.
These problems may result in:

— health risk and inconvenience to customers, including that their properties may be flooded with
wastewater;

— damage to the environment, including watercourses;

— otherwise unnecessary expenditure in rectifying the issues in order to maintain efficient operations
and to prevent sewer backups or sewer overflows;

— exposure of workers to health and safety risks.

The presence of inappropriate materials can compound problems of aging infrastructure and hydraulic
capacity of the wastewater infrastructure. It should be noted that sewer overflows may occur for a
number of reasons unrelated to blockages, for example: system design constraints; infrastructure
failure; and weather.
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