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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives​-and​-policies).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO’s adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see the following 
URL: www​.iso​.org/​iso/​foreword​.html.

This document was prepared jointly by Technical Committee ISO/TC 210, Quality management and 
corresponding general aspects for medical devices, and Subcommittee IEC/SC  62A, Common aspects of 
electrical equipment used in medical practice. 

This second edition cancels and replaces the first edition, which has been technically revised. The main 
changes compared to the previous edition are as follows:

—	 The clauses of ISO/TR 24971:2013 and some informative annexes of ISO 14971:2007 are merged, 
restructured, technically revised, and supplemented with additional guidance.

—	 To facilitate the use of this document, the same structure and numbering of clauses and subclauses 
as in ISO 14971:2019 is employed. The informative annexes contain additional guidance on specific 
aspects of risk management.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/​members​.html.
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Introduction

This document provides guidance to assist manufacturers in the development, implementation and 
maintenance of a risk management process for medical devices that aims to meet the requirements 
of ISO  14971:2019, Medical devices  — Application of risk management to medical devices. It provides 
guidance on the application of ISO  14971:2019 for a wide variety of medical devices. These medical 
devices include active, non-active, implantable, and non-implantable medical devices, software as medical 
devices and in vitro diagnostic medical devices.

The clauses and subclauses in this document have the same structure and numbering as the clauses 
and subclauses of ISO 14971:2019, to facilitate the use of this guidance in applying the requirements 
of the standard. Further division into subclauses is applied where considered useful. The informative 
annexes contain additional guidance on specific aspects of risk management. The guidance consists of 
the clauses of ISO/TR 24971:2013 and some of the informative annexes of ISO 14971:2007, which are 
merged, restructured, technically revised, and supplemented with additional guidance.

Annex H was prepared in cooperation with Technical Committee ISO/TC 212, Clinical laboratory testing 
and in vitro diagnostic test systems.

This document describes approaches that manufacturers can use to develop, implement and maintain 
a risk management process conforming to ISO 14971:2019. Alternative approaches can also satisfy the 
requirements of ISO 14971:2019.

When judging the applicability of the guidance in this document, one should consider the nature of 
the medical device(s) to which it will apply, how and by whom these medical devices are used, and the 
applicable regulatory requirements.

﻿
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Medical devices — Guidance on the application of ISO 14971

1	 Scope

This document provides guidance on the development, implementation and maintenance of a risk 
management system for medical devices according to ISO 14971:2019.

The risk management process can be part of a quality management system, for example one that is based 
on ISO 13485:2016[24], but this is not required by ISO 14971:2019. Some requirements in ISO 13485:2016 
(Clause 7 on product realization and 8.2.1 on feedback during monitoring and measurement) are 
related to risk management and can be fulfilled by applying ISO 14971:2019. See also the ISO Handbook: 
ISO 13485:2016 — Medical devices — A practical guide[25].

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 14971:2019, Medical devices — Application of risk management to medical devices

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 14971:2019 apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

NOTE	 The defined terms in ISO 14971:2019 are derived as much as possible from ISO/IEC Guide 63:2019[20] 
which was developed specifically for the medical device sector.

4	 General requirements for risk management system

4.1	 Risk management process 

ISO 14971:2019 requires that the manufacturer establishes, implements, documents and maintains an 
ongoing risk management process throughout the life cycle of the medical device. The required elements 
in this process and the responsibilities of top management are given in ISO 14971:2019 and explained in 
further detail in this document.

4.2	 Management responsibilities

4.2.1	 Top management commitment

Top management has the responsibility to establish and maintain an effective risk management process. 
It is important to note the emphasis on top management in ISO 14971:2019 Top management has the 
power to assign authorities and responsibilities, to set priorities and to provide resources within the 
organization. Commitment at the highest level of the organization is essential for the risk management 
process to be effective.

TECHNICAL REPORT� ISO/TR 24971:2020(E)
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If the manufacturer’s organization consists of separate entities, for example business units or divisions, 
then top management can refer to those individuals who direct and control the entity implementing the 
risk management process. Each entity can have its own risk management process (and its own quality 
management system).

4.2.2	 Policy for establishing criteria for risk acceptability

ISO 14971:2019 requires top management to define and document the policy for establishing criteria 
for risk acceptability. Annex  C provides detailed guidance on how to define such a policy and which 
elements should be included, such as applicable regulations, relevant international standards, the 
generally acknowledged state  of  the  art and known stakeholder concerns. Annex  C also explains the 
relation between the policy and the criteria for risk acceptability and how these criteria are used in risk 
control and risk evaluation.

The policy can allow specific criteria for each type of medical device (or medical device family). This 
can depend on the characteristics of the medical device and its intended use (including the intended 
patient population). ISO 14971:2019 requires that the policy provides guidelines on how to establish the 
criteria for acceptability of the overall residual risk.

4.2.3	 Suitability of the risk management process 

ISO 14971:2019 requires top management to review the suitability of the risk management process at 
planned intervals. The review of the suitability is a high-level review of the risk management process 
and can include reviewing the following aspects, for example:

—	 the effectiveness of the implemented risk management procedures;

—	 the adequacy of the criteria for risk acceptability, which can imply the need for an adaptation of the 
criteria for risk acceptability for specific medical devices; and

—	 the effectiveness of the feedback loop of the production and post-production information (see 10.4).

4.3	 Competence of personnel

Ensuring the assignment of competent personnel is a responsibility of top management. Examples of 
the personnel that can be involved in specific risk management tasks and the relevant knowledge and 
experience supporting effective completion of the associated tasks are given in Table 1.

Some risk management activities can be performed by external consultants or specialists. The 
required competence should be documented as well as the objective evidence of the fulfilment of these 
requirements.

Table 1 — Examples of competent personnel and relevant knowledge and experience

Personnel or function Knowledge and experience
Risk management owner Medical device risk management process
Engineer or scientist Medical device technologies, design and 

operating principles
Operations Manufacturing processes
Supply-chain management Sources of material and services, in-

cluding outsourced processes
Medical or clinical expert Clinical evaluation methodologies and 

requirements
Use in medical practice, including ben-
efits, hazardous situations and possible 
harm

﻿
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Personnel or function Knowledge and experience
Regulatory affairs Regulatory requirements pertaining to 

safety and risk management in coun-
tries/regions where the medical device 
is intended to be marketed

Quality assurance Quality management systems and qual-
ity practices

Packaging, storage, handling 
and distribution

Hazards and risk control measures in 
relation to packaging, storage, handling 
and distribution

Service engineer, biomedical 
engineer or medical physicist

Hazards and risk control measures in 
relation to installation, maintenance, 
repair, calibration, service and support 
processes and practices

Post-production Customer complaints and adverse event 
reporting, post-market surveillance

Information services Data mining processes, methodologies 
for literature search

All individuals involved in the 
review and approval of the 
records

Expertise in the functional area for 
which they are reviewing and approving

Consider the need to include the following topics in the education of risk management experts:

—	 management of a risk management program for medical devices;

—	 ethics, safety, security and liability;

—	 concepts of risk, risk acceptability and benefit-risk analysis;

—	 probability and statistics for risk management and reliability;

—	 risk management and reliability in design and development;

—	 relevant standards and regulations;

—	 risk estimation including methods to determine the severity and probability of occurrence of harm;

—	 risk assessment methodology;

—	 methods for risk control;

—	 methods for verifying the effectiveness of risk control measures;

—	 methods for analysing production and post-production information.

4.4	 Risk management plan

4.4.1	 General

The risk management plan describes the scope of the risk management activities, the responsibilities 
and authorities of those involved, the criteria for risk acceptability, the production and post-production 
information to be collected and reviewed for the medical device, and all risk management activities that 
are carried out during the entire product life cycle. The risk management plan can be a separate document, 
or it can be integrated with other documentation, e.g. quality management system documentation. It 

﻿
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can be self-contained or it can reference other documents, such as planning of clinical, biological or 
usability evaluations or planning of post-production activities.

The risk management plan is a “living document” that will be reviewed and updated throughout the life 
cycle of the medical device as new information becomes available. The information should be collected 
on a continuous basis, even after the last medical device is sold and placed on the market. ISO 14971:2019 

requires that changes to the risk management plan be recorded in the risk management file.

The extent of planned activities and the level of detail of the risk management plan should be 
commensurate with the level of risk associated with the medical device. The requirements in 
ISO 14971:2019 are the minimum requirements for a risk management plan. Manufacturers can include 
other items such as time-schedule, risk analysis tools, or a rationale for the choice of specific risk 
acceptability criteria.

4.4.2	 Scope of the risk management plan

The scope identifies and describes the medical device and the life cycle phases for which each element of 
the plan is applicable.

Some of the elements of the risk management plan can apply to the product realization process (design, 
development and production of the medical device). Other elements can apply to the production and 
post-production phase (such as installation, use, maintenance, decommissioning and disposal of the 
medical device).

4.4.3	 Assignment of responsibilities and authorities

The risk management plan identifies the personnel or functions with responsibility for the execution 
of specific activities related to risk management (see Table  1). In addition, the risk management plan 
identifies the individuals with appropriate authority to review and approve risk management decisions 
and actions. This can entail assignment of personnel familiar with the unique characteristics of the 
medical device (or medical device family) and their possible relevance to safety. This assignment can 
be included in a resource allocation matrix defined for the specific life cycle phase and the activities 
covered in the scope of the plan.

4.4.4	 Requirements for review of risk management activities

The risk management plan details how and when the risk management activities will be reviewed for a 
specific medical device (or medical device family). This should include the review method, the responsible 
individuals or functions, who is required to participate in the review, and how the review results are 
managed. The results of the review of planned risk management activities will be consolidated in the 
risk management report (see Clause 9). The requirements for the review of risk management activities 
can be part of other quality system review requirements, such as design and development review (see 
ISO 13485[24]).

4.4.5	 Criteria for risk acceptability

Criteria for risk acceptability are established according to the manufacturer’s policy for determining 
acceptable risk. This includes criteria for situations where the probability of occurrence of harm cannot 
be estimated, in which case the criteria for risk acceptability can be based on the severity of harm alone. 
The criteria can be common for categories of similar medical devices (or medical device families).

It is important to establish the criteria for risk acceptability before starting the risk assessment. 
Otherwise, the results of the risk assessment could influence the decision when establishing the criteria.

See Annex C for further guidance and examples of criteria that are derived from the policy and applied 
in risk evaluation.
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4.4.6	 Method to evaluate overall residual risk and criteria for acceptability

The method to evaluate the overall residual risk and the criteria for its acceptability are derived from 
the manufacturer’s policy for establishing criteria for risk acceptability. ISO 14971:2019 requires that 
the method and the criteria be stated in the risk management plan for the particular medical device 
under development. Some inputs for and considerations on the evaluation of overall residual risk are 
listed in Clause 8.

4.4.7	 Verification activities

The risk management plan specifies how the two verification activities required per 7.2 of ISO 14971:2019 
are carried out. The risk management plan can detail the verification activities explicitly or by reference 
to other plans.

Verification of implementation of risk control measures can be part of design review, approval of 
specifications, design and development verification in a quality management system, or other verification 
activities in a quality management system.

Verification of the effectiveness of risk control measures can be part of design and development 
verification in a quality management system. It can require the collection of clinical data, usability 
studies, etc., as part of design and development validation in a quality management system.

4.4.8	 Activities related to collection and review of production and post-production information

ISO  14971:2019 requires the manufacturer to establish a system to actively collect and review 
information about the medical device in the production and post-production phases and to review this 
information for relevance to safety. Thus, it is important that the risk management plan includes the 
activities necessary to establish this system. Manufacturers should understand that the information to 
be collected can be voluminous and comes from many disparate sources. Consequently, robust processes 
should be used to analyse the information and to identify trends that could otherwise go undiscovered, 
so that appropriate conclusions and actions can be taken. Statistical techniques should be considered to 
assist in the processing of the collected data.

The system to actively collect and review information includes monitoring and receiving feedback such 
as complaints and adverse event reports. In addition, the system should include active solicitation of 
feedback from users and collection of other relevant information. The manufacturer should consider the 
extent of these activities and determine which activities are appropriate for the particular medical device.

For example, limited monitoring might be sufficient for medical devices with a long history of use and 
well understood risks. For medical devices involving novel treatments (for example new intended uses) or 
innovative technologies and possibly with less understood risks, more elaborate monitoring including 
post-market clinical follow-up (PMCF) studies could be warranted to understand the issues that can 
arise in the actual use of the medical device. Further guidance is provided in Clause 10.

The method for collecting production and post-production information can be part of established 
quality management system processes (see for example 8.2 of ISO 13485:2016[24]). While a reference to 
an existing procedure can be sufficient in some cases, any requirements specific to the medical device 
under consideration should be documented in the risk management plan. Details of the monitoring 
activities and any planned PMCF studies should also be specified in the risk management plan.

The frequency of review of the collected information should be commensurate with the risk and can 
also depend on the number of medical devices on the market, the number of incidents reported and the 
severity of harm reported. The collection and review should continue during the expected lifetime of 
the medical device.

4.5	 Risk management file 

ISO  14971:2019 requires the manufacturer to establish and maintain a risk management file, which 
contains records and other documents created during risk management activities for the medical device 
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throughout its life cycle from initial conception until final decommissioning and disposal. The individual 
clauses in ISO 14971:2019 specify what records and related documents are to be maintained as part of 
the risk management file. The risk management file should provide the information necessary for the 
review of the risk management process at any phase in the medical device’s life cycle.

The risk management file can be structured and organized for one type of medical device or for a medical 
device family. It is important that the risk management records can be assembled in a timely fashion 
throughout the life cycle of the medical device, as the information could be used during the life cycle 
to support other activities and decision making, for example during review of production and post-
production information, evaluation of the effect of a change to the medical device, or during audits.

The risk management file is a logical construct. It is not necessary that the risk management file physically 
contains all the required records and related documents. The records and related documents can be 
part of files required by other systems such as the manufacturer’s quality management system. The 
records and related documents can exist in any format or media (hard copy, electronic records, etc.).

ISO  14971:2019 requires traceability for each identified hazard to the risk analysis, risk evaluation, 
implementation and verification of risk control measures, and the evaluation of residual risk. 
Traceability is a requirement to prove that all identified hazards have been completely addressed in 
the risk management process. A traceability tool can be used to provide an index to each document in 
the risk management file providing information on the identified hazard. Such an index can be useful 
in the management of risk knowledge concerning the identified hazards. This index could be used in 
later activities such as the evaluation of overall residual risk and the review of production and post-
production information. Traceability should be updated as new information becomes available and 
when the medical device is changed.

See Annex  G for guidance on building a risk management file for medical devices that were designed 
without using ISO 14971:2019.

5	 Risk analysis 

5.1	 Risk analysis process 

The risk analysis process consists of the following steps, which are explained in further detail in the next 
subclauses:

—	 description of the intended use of the medical device and reasonably foreseeable misuse;

—	 identification of the characteristics of the medical device that are related to safety;

—	 identification of hazards and hazardous situations associated with the medical device;

—	 estimation of risks for each hazardous situation.

5.2	 Intended use and reasonably foreseeable misuse 

The intended use should take into account information such as:

—	 the intended medical indication, e.g. treatment or diagnosis of type 2 diabetes mellitus, cardiovascular 
disease, bone fracture, infertility;

—	 patient population, e.g. age groups (adults, children, adolescent, elderly), gender (male, female), or 
disease state;

—	 part of the body or type of tissue interacted with, e.g. leg or arm;

—	 user profile, e.g. patient, lay person, health care provider;

—	 use environment, e.g. home, hospital, intensive care unit; and
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—	 operating principle, e.g. mechanical piston driven syringe, X-ray imaging, MR imaging, subcutaneous 
drug delivery.

Reasonably foreseeable misuse is defined as use of the medical device in a way not intended by the 
manufacturer, but which can result from readily predictable human behaviour. This can relate to 
use error (slip, lapse or mistake), intentional acts of misuse, and intentional use of the medical device 
for other (medical) applications than intended by the manufacturer. Cases of reasonably foreseeable 
misuse can be identified during design and development by an analysis of simulated use, for example 
by applying a usability engineering process, or during the post-production phase by an analysis of 
actual use. Reasonably foreseeable misuse can be identified throughout the life cycle of a medical device, 
including iterations of design activities, during which the manufacturer’s ability to anticipate potential 
misuse progressively increases.

The usability engineering process can help to determine whether a particular misuse is reasonably 
foreseeable or not, for example by observation during usability testing. The usability test might reveal 
that users could routinely use the medical device in a manner that is not according to the manufacturer’s 
instructions. This misuse can occur due to poor working culture, inadequate risk perception, limited 
knowledge of the consequences, or because operating procedures are not clear.

The following example illustrates a case of reasonably foreseeable misuse that was identified and 
analysed by application of a usability engineering process. More information on usability engineering 
can be found in IEC 62366-1[16] and IEC TR 62366-2[17].

EXAMPLE	 A single-use medical device is designed to be used only once, but it is reasonably foreseeable that 
some users might attempt to reuse the medical device. Therefore, warnings against reuse and indications of the 
possible harm resulting from reuse were included in the accompanying documentation. Application of usability 
engineering according to IEC 62366-1[16] demonstrated that this information for safety would be effective, i.e. 
users would know the correct use and understand the risk of reusing the medical device. However, the usability 
evaluation also showed that some users are likely to disregard this information and intentionally reuse the 
medical device. Intentional reuse can be considered abnormal use, which is beyond the scope of the usability 
engineering process, because the associated risks cannot be controlled in the user interface (see 3.1 and 3.26 
of IEC  62366-1:2015[16]). Since this behaviour can be considered reasonably foreseeable misuse, the risks from 
such reuse are analysed in the risk management process and evaluated against the criteria for risk acceptability 
according to ISO 14971:2019. It could be necessary to implement risk control measures outside the user interface.

5.3	 Identification of characteristics related to safety 

It is important to identify the characteristics of the medical device that could affect safety. These 
characteristics can be qualitative or quantitative and can be bound by certain limits. The questions in 
Annex A cover many aspects of medical devices and can assist in identifying the characteristics related 
to safety. For every question, it is indicated which factors should be considered in further detail, with 
the ultimate goal of identifying all hazards and hazardous situations associated with the medical device. 
The list of questions in Annex  A should not be used as a check list. It can also be helpful to review 
available information and literature, including adverse event reports, for similar medical devices.

A manufacturer can identify the performance or the functions of the medical device that are necessary 
to achieve its intended use or that could affect safety, and consider whether any hazardous situations 
could occur, if any of these functions did not perform properly.

5.4	 Identification of hazards and hazardous situations

5.4.1	 Hazards 

A hazard is a potential source of a harm. Depending on the specific situation, hazards can have different 
origins/natures. Examples of hazards are electricity, moving parts, infectious bacteria, chemicals, 
gases, sharp edges, high currents, temperature, and ionising radiation.

Hazards associated with the medical device can be deduced from the intended use and reasonably 
foreseeable misuse as determined in 5.2 and the characteristics related to safety as determined in 5.3. 
Annex C of ISO  14971:2019 provides guidance that can help in identifying hazards and sequences of 
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events that can lead to hazardous situations. Annex H provides similar guidance for IVD medical devices, 
where incorrect diagnostic information can lead to indirect risks to patients.

5.4.2	 Hazardous situations in general

Medical devices only cause harm if a sequence of events occurs that results in a hazardous situation, 
which then causes or leads to harm. Sequences of events can include a chronological series of causes 
and effects, as well as combinations of concurrent events. A hazardous situation occurs when people, 
property or the environment are exposed to one or more hazards.

Hazardous situations can arise even when there are no faults, i.e. in the normal condition for the medical 
device when it is performing as intended. Hazardous situations can be intrinsic aspects of certain 
therapies. For example, an automated external defibrillator (AED) delivers an electric shock to the 
patient as part of its normal operation. Similarly, wound cauterization involves the application of high 
energy to a wound site, and a scalpel has a sharp blade intended to make incisions.

Annex A provides guidance in the form of questions on the characteristics of the medical device that 
could affect safety. Those characteristics can help in identifying hazards and hazardous situations. 
Annex B provides guidance on several techniques that can support a risk analysis. Annex H provides 
specific guidance on identifying hazards and hazardous situations for in vitro diagnostic medical devices.

5.4.3	 Hazardous situations resulting from faults

In cases where a hazardous situation only occurs due to a fault, the probability of a fault occurring is not 
the same as the probability of the occurrence of harm. A fault can initiate a sequence of events but does 
not necessarily result in a hazardous situation. A hazardous situation does not always result in harm.

It is important to understand that there are generally two types of fault that can lead to a hazardous 
situation: random and systematic faults.

5.4.4	 Hazardous situations resulting from random faults

Random faults are typically due to physical or chemical causes such as corrosion, contamination, 
thermal stress, and wear-out. For many random faults, a numerical value can be given for the probability 
that the fault will occur. Some examples of random faults are:

—	 the failure of a part such as an integrated circuit in an electronic assembly;

—	 the contamination of an IVD reagent leading to incorrect results;

—	 the presence of an infectious or toxic substance in or on a medical device.

NOTE	 A quantitative estimate can only be applied to biological risks if sufficient information is known about 
the hazard and the circumstances affecting the probability of the hazardous situation occurring, for example in 
the use of sterility assurance levels.

5.4.5	 Hazardous situations resulting from systematic faults

A systematic fault can be caused by an error in any activity. It will systematically give rise to a failure 
when some particular combination of inputs or environmental conditions arises, but will otherwise 
remain latent.

Errors leading to systematic faults can occur in any part of the medical device such as hardware and 
software in electro-mechanical medical devices. Systematic faults in labelling can lead to use errors 
for any medical device. These systematic faults can be introduced at any time during a medical device’s 
development, manufacture or maintenance. Some examples of systematic faults are:

—	 an incorrectly rated fuse fails to prevent a hazardous situation: the fuse rating could have been 
incorrectly specified during design;
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—	 a software database does not provide for the condition of full database: if the database is full, it is 
not clear what the software will do, with possible consequence that the system will simply replace 
existing data with new data;

—	 a fluid, used during the production of a medical device, has a boiling point lower than body 
temperature: residues of the fluid can, in certain circumstances, be introduced into the blood, 
possibly leading to an embolism;

—	 the antibody in a hepatitis assay does not detect some variants of the virus;

—	 inadequately designed environmental control leads to contamination with a toxic substance or an 
infectious agent;

—	 the user’s manual is written so that if a maintenance routine is performed according to the 
instructions, the user could be injured (e.g. by a sharp probe).

The accurate estimation of the probability of occurrence of systematic faults is difficult. This is 
primarily for the following reasons.

—	 The frequency of systematic faults is laborious to measure. Achieving a reasonable level of confidence 
in the result will not be possible without extensive data on systematic faults or parameters relevant 
to risk control.

—	 Consensus does not exist for a method to quantitatively estimate the probability of occurrence of 
systematic faults.

Because risk estimation is difficult in these circumstances, the manufacturer should not focus on 
estimating the risk of systematic faults but rather on implementing robust systems to prevent 
systematic faults which could lead to hazardous situations or harm.

5.4.6	 Hazardous situations arising from security vulnerabilities

Security in this document includes cybersecurity and data and systems security. Security vulnerabilities 
can lead to loss of data, disclosure of personal health information, unauthorized access to patient 
records, etc. Such situations can initiate sequences of events, which can ultimately lead to harm (patient 
injury or damage to property). For example:

—	 loss of confidentiality can lead to the disclosure of personal health information;

—	 loss of integrity can lead to incorrectly represented lab results or malfunction of the medical device;

—	 loss of availability can prevent the use of critical functionality of a medical device or can stop the use 
of a medical device altogether.

See Annex F for further guidance on security.

5.4.7	 Sequences or combinations of events

The hazardous situation can be the result of a sequence or combinations of independent events. This 
is illustrated in Figure 1. The probability P1 of the hazardous situation occurring is then given by the 
product of the probabilities of occurrence of the independent events. A sequence of events can have 
branches leading to different hazardous situations and different events can lead to the same hazardous 
situation. These complexities are not shown in Figure 1.

The example in Figure 1 is for an electricity hazard and is related to an insulated wire inside a medical 
electrical device. There is a small probability that the insulation material is degraded and becomes 
damaged by cracks, and that the cracks lead to an exposed wire. The next possible events are that the 
user connects and turns on the medical device, and that (depending on choices in the user interface) 
the exposed wire now has line voltage. When the user subsequently opens the protective cover, the 
hazardous situation occurs, namely that the user is exposed to the line voltage of 220 V. The combined 
probability of this sequence of events is P1.
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The probability that the user actually touches the exposed wire is estimated to be 0,10. Since the user 
will always experience a shock from the line voltage, the probability of discomfort is P2 = 0,10. The 
probability of a burn is lower (0,01) and the probability of death is even lower (0,001).

A hazardous situation (HS1) can lead to different kinds of harm (H1 to H3), ranging from discomfort, 
to a burn to death. The probability that the hazardous situation leads to harm can have different values 
depending on the kind of harm, which values are described as P2(HS1)H1 through P2(HS1)H3 in Figure 1. The 
severity of harm can be affected by the circumstances of the exposure. For example, the consequences 
of an electric shock can vary from muscle contractions to burns, heart fibrillation or cardiac arrest, 
depending on voltage, current, duration of the exposure, and location on the human body.

It is emphasized that several scenarios can be relevant, not only those with the highest severity of 
harm or with the highest probability of occurrence of harm. Other scenarios can also be relevant. The 
manufacturer should consider what the best manner is to document the hazardous situation, describing 
one or more sequences of events that can lead to this hazardous situation and the different kinds of 
harm that can occur.

Hazard: electricity
Situation: line voltage (220 V) of an insulated 
wire beneath a cover of the medical device
Events:
A.   Insulation material is damaged by cracks 
(PA = 0,01)
B.   Insulation material falls off the wire 
(PB = 0,10)
C.   User connects and turns on the device 
(PC = 0,10)
D.   User removes cover (PD = 0,10)
Hazardous situation: user is exposed to line 
voltage (P1 = PA * PB * PC * PD = 1 × 10-5)
Probability that the user touches the wire and 
experiences:
—	 discomfort (P2 = 0,10)

—	 burn (P2 = 0,01)

—	 death (P2 = 0,001)

Figure 1 — Pictorial example of a relationship of hazard, 
sequence of events, hazardous situation and harm

Information about the medical devices on the market can be useful in estimating risk. Several approaches 
are commonly employed to estimate probabilities:

—	 use of historical design and development data;

—	 prediction of probabilities using analytical or simulation techniques;

—	 use of experimental data;

—	 reliability estimates;
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—	 production and post-production information;

—	 use of expert judgment (an expert in this context can be a person competent on the basis of 
appropriate education, training, skills and experience; see ISO 13485[24]).

Each of these approaches has strengths and weaknesses. Complementary approaches should be used 
to increase confidence in the results. Expert judgment should be supplemented with one or more of the 
other approaches wherever possible. When the other approaches cannot be used or are not sufficient, it 
might be necessary to rely solely on expert judgment.

5.5	 Risk estimation 

5.5.1	 General

ISO 14971:2019 requires the manufacturer to perform risk estimation. Various methods can be used to 
estimate risk. Those methods should examine, for example:

—	 the circumstances in which a hazard is present;

—	 the sequence of events leading to a hazardous situation;

—	 the probability of a hazardous situation occurring;

—	 the probability of a hazardous situation leading to harm;

—	 the nature of the harm that could result.

Risk should be expressed in terms that facilitate decision making on risk acceptability and the need 
for risk control, for example, using severity and probability scales. In order to analyse risks, their 
components, i.e. probability and severity, should be analysed separately.

Key
X probability of occurrence of harm
Y severity of harm

Figure 2 — Example of a risk chart that illustrates the distribution of estimated risks
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A risk chart such as that shown in Figure 2 shows the distribution of the estimated risks, which can 
be useful for later decision making. The risks (R1, R2, R3, …) would be plotted on the chart as they are 
estimated. Risk matrices developed from this figure will be used in examples throughout this clause. 
This does not imply that this method has general applicability to all medical devices; however, it can be 
useful in many instances. If a risk chart or risk matrix is used for ranking risks, the particular risk chart 
or risk matrix and the interpretation used should be justified for that application.

5.5.2	 Probability

When sufficient data are available to estimate the probability of occurrence of harm with adequate 
confidence, a quantitative method should be used. Otherwise, a qualitative method based on expert 
judgment is preferable to a quantitative estimate with high uncertainty. An example of this situation is 
a new medical device where suitable quantitative data are not available until design validation or later 
when post-production data become available. For a qualitative method, the manufacturer can describe a 
series of probability levels with descriptors appropriate for the medical device.

Although probability is a continuous variable, a number of discrete levels can be used in practice to 
simplify the analysis. The manufacturer decides how many probability levels are appropriate, based 
on the expected confidence in the estimates. A larger number of probability levels can be used when 
estimates are made with greater confidence. At least three levels should be identified to facilitate 
decision making. The levels can be descriptive and qualitative (e.g. not expected to occur during the 
lifetime of the medical device, likely to occur a few times, likely to occur frequently, etc.) or quantitative. 
Manufacturers should define the levels explicitly, so that there will be no confusion over what falls 
within each level. A particularly effective way is to assign ranges of non-overlapping numerical values 
to the discrete levels. An example of three qualitative probability levels is given in Table  3 and an 
example of five semi-quantitative probability levels in Table 5.

The definitions of the probability ranges can be the same or different for different product families. 
For example, a manufacturer can choose to use one set of probability ranges for X-ray equipment, but 
can have a different set of probability ranges for sterile disposable dressings. Scales for probability can 
include probability of occurrence of harm per use, per device, per hour of use, or within a population, etc.

It is required to document the chosen probability levels or ranges and their descriptors in the risk 
management file for the particular medical device (see ISO 14971:2019, 5.5).

There are several factors that are important for estimating the probability of occurrence of harm. These 
include, but are not limited to, the following.

—	 How often is a particular medical device used?

—	 What is the lifetime of the medical device?

—	 Who makes up the user and patient populations?

—	 What is the number of users/patients?

—	 How long and under what circumstances is the user/patient exposed?

Probability estimation encompasses the circumstances and the sequences of events from the 
occurrence of the initiating event through to the occurrence of the harm. The probability P of 
occurrence of harm can be decomposed into a probability P1 that a hazardous situation occurs (i.e. that 
persons are exposed to the hazard) and a probability P2 that the hazardous situation leads to harm. See 
Figure C.1 in ISO 14971:2019. A decomposition into P1 and P2 can be useful to estimate the probability P 
of occurrence of harm, but such decomposition is not mandatory.

When the probability of occurrence of harm is decomposed into P1 and P2, it could be the case that one of 
them can be estimated and the other not. In such cases, a conservative approach can be used by setting 
the unknown probability equal to 1. Such approach can be useful when the estimated probability is 
either so low that the resulting risk becomes clearly insignificant or negligible, or so high that it is clear 
the resulting risk should be reduced.
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5.5.3	 Risks for which probability cannot be estimated

Confidence in a risk estimate can be enhanced when a quantitative estimate of the probability of 
occurrence of harm is made on the basis of accurate and reliable data, or when a reasonable qualitative 
estimate is based on a consensus by qualified experts. However, this is not always achievable. For 
example, the probabilities of systematic faults, such as those discussed in 5.4.5, are difficult to estimate. 
When the accuracy of the probability estimate is in doubt, it is often necessary to establish a broad 
range for the probability or to determine that it is no worse than some particular value.

Examples where probabilities are difficult to estimate include:

—	 software failure;

—	 exceptional misuse situations, such as sabotage or tampering with a medical device;

—	 novel hazards that are poorly understood, e.g. imprecise knowledge of the infectivity of the 
causative agent of Bovine Spongiform Encephalopathy (BSE) prevents quantification of the risk of 
transmission;

—	 certain toxicological hazards, such as genotoxic carcinogens and sensitizing agents, where it might 
not be possible to determine a threshold of exposure below which toxic effects do not occur.

When the probability of occurrence of harm cannot be estimated, it is necessary to evaluate the risk 
on the basis of the severity of harm alone. The risk control measures should focus on preventing the 
hazardous situation entirely or on preventing that the hazardous situation leads to harm. If this is not 
possible, the risk control measures should focus on reducing the severity of the harm.

An inverse relationship can be presumed between the rigors of the processes used in design, 
development, manufacturing and maintenance and the probability of some systematic faults being 
introduced or remaining undetected. The required rigor of these processes can be determined by taking 
account of the severity of the consequences of systematic faults and the effectiveness of risk control 
measures external to the medical device. The more severe the consequences are and the less effective 
the external risk control measures, the more rigorous these processes should be.

5.5.4	 Severity 

To categorize the severity of the potential harm, the manufacturer should use descriptors appropriate 
for the medical device. Severity is, in reality, a continuum; however, in practice, the use of a discrete 
number of severity levels simplifies the analysis. In such cases, the manufacturer decides how many 
categories are appropriate and how they are to be defined. The levels should be descriptive and should 
not include any element of probability. See the examples in Table 2 and Table 4.

Severity levels are chosen and justified by the manufacturer based on the harms that could result for a 
particular medical device. The severity levels should be defined with sufficient specificity, so that the 
correct level of severity can be assigned to each harm identified in the risk analysis.

It is required to document the chosen severity levels or ranges and their descriptors in the risk 
management file for the particular medical device (see ISO 14971:2019, 5.5).

NOTE	 Terminology used by regulators can be useful in describing the levels of severity of harm.

5.5.5	 Examples

Several approaches can be used for qualitative analysis. A typical approach is to use an N-by-M matrix to 
describe the severities and probabilities of occurrence of harm associated with each hazardous situation. 
One carefully defines N levels of probability and M levels of severity. Each cell of the matrix represents a 
subset of the full set of possible risks.

A simple example is a 3  ×  3 risk matrix constructed by using the three severity levels of Table  2 as 
columns and the three qualitative probability levels of Table 3 as rows. The estimated risks (R1, R2, R3, 
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...) are entered into the appropriate cells and the result is shown in Figure 3. Manufacturers should make 
these definitions as device-specific and explicit as needed to ensure their reproducible use.
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Table 2 — Example of three qualitative severity levels

Common terms Possible description
Significant Death or loss of function or structure
Moderate Reversible or minor injury
Negligible No injury or slight injury

Table 3 — Example of three qualitative probability levels

Common terms Possible description
High Likely to happen, often, frequently, always

Likely to happen several times during the lifetime of the 
medical device

Medium Can happen, but not frequently
Likely to occur a few times during the lifetime of the 
medical device

Low Unlikely to happen, rare, remote
Not likely to occur during the lifetime of the medical 
device

 

NOTE	 The estimated risks in Figure 3 are not the same as those depicted in Figure 2.

Figure 3 — Example of a qualitative 3 × 3 risk matrix

A more elaborate example is a 5 × 5 risk matrix constructed by using the five severity levels of Table 4 as 
columns and the five semi-quantitative probability levels of Table 5 as rows. The estimated risks (R1, R2, 
R3, …) are entered into the appropriate cells and the result is shown in Figure 4.

Table 4 — Example of five qualitative severity levels

Common terms Possible description
Catastrophic / Fatal Results in death
Critical Results in permanent impairment or irreversible 

injury
Serious / Major Results in injury or impairment requiring medical 

or surgical intervention
Minor Results in temporary injury or impairment not 

requiring medical or surgical intervention
Negligible Results in inconvenience or temporary discomfort
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Table 5 — Example of five semi-quantitative probability levels

Common terms Examples of probability range
Frequent ≥10−3

Probable <10−3 and ≥10−4

Occasional <10−4 and ≥10−5

Remote <10−5 and ≥10−6

Improbable <10−6

 

Figure 4 — Example of a semi-quantitative 5 × 5 risk matrix

Other sizes than 3  ×  3 or 5  ×  5 matrices can be employed. However, matrices with more than five 
levels can require significantly more data to be able to distinguish between the various levels and to 
avoid overlap of the levels. Rationales for the selection of matrices and their outcome scores should 
be documented. Note that matrices with three levels might not always be sufficiently accurate for 
adequate decision making. While the above examples were 3 × 3 and 5 × 5, there is no need that these 
matrices be balanced. For example, a 4 × 5 matrix could be appropriate for a given application.

6	 Risk evaluation

ISO  14971:2019 describes the process for risk evaluation. The standard, however, does not specify 
levels of acceptable risk. The criteria for risk acceptability are based on the manufacturer’s policy for 
determining acceptable risk and are documented in the risk management plan.

During risk evaluation, the manufacturer compares the estimated risks with the criteria for risk 
acceptability and determines if these criteria are met or not. See Annex  C for further guidance and 
examples of applying the criteria for risk acceptability in risk evaluation.

7	 Risk control

7.1	 Risk control option analysis

7.1.1	 Risk control for medical device design

Several options exist to reduce risks associated with a medical device. These can be used alone or in 
combination. The manufacturer can explore different options to reduce the risks to acceptable levels in 
a reasonably practicable way. The order of priority is important, as emphasised in ISO 14971:2019. This 
is explained below and clarified with some examples.

a)	 Making the medical device design and the manufacturing process inherently safe by:

—	 eliminating a particular hazard;
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EXAMPLE 1	 Eliminating the hazard of sharp edges that can cause injury by designing the surfaces 
with rounded edges. Eliminating the hazard of electric shock by using a manually operated pump 
instead of an electrical pump.

—	 reducing the probability of occurrence of the harm;

EXAMPLE 2	 Reducing the probability of fibrillation harm due to an electric shock by having no 
accessible live parts. Reducing the probability of unauthorised access to data by identity management. 
Reducing the probability of biological reactions due to microbial contamination by using cleanroom 
technologies or sterilization.

—	 reducing the severity of the harm.

EXAMPLE 3	 Reducing the severity of harm from being squeezed by a moving part by using a low-
power motor and low speed. Reducing the severity of harm from an electric shock by using low electric 
voltage (below 42 V).

b)	 Taking protective measures by:

—	 preventing the occurrence of a hazardous situation;

EXAMPLE 4	 Using automatic cut-off or over-pressure valves. Protective covers of electrical wires 
and power units (covered plugs, sockets and connectors). Guards for moving parts or to prevent patients 
falling off a table or out of bed. Inspection testing in manufacturing to detect non-conforming products.

—	 preventing a hazardous situation from leading to harm.

EXAMPLE 5	 Using visual or acoustic alarms to alert the user to a hazardous situation.

c)	 Providing information for safety by:

—	 placing warnings on the medical device;

EXAMPLE 6	 Warning: Do not use after [expiry date].

—	 including contra-indications in the accompanying documentation;

EXAMPLE 7	 Do not use with neonates.

—	 providing instructions to support correct use and to avoid use error;

EXAMPLE 8	 Apply epinephrine injector to the middle of your outer thigh (upper leg), through 
clothing if necessary. Do not inject into your veins, buttocks, fingers, toes, hands or feet. Hold the leg of 
young children firmly in place before and during injection to prevent injuries.

—	 providing instructions to use personal protective equipment;

EXAMPLE 9	 Use gloves and eyeglasses when handling toxic or hazardous materials.

—	 providing instructions about measures to reduce the severity of harm;

EXAMPLE 10	 Rinse immediately with water after contamination with hazardous substances.

—	 providing training to users on how to use the medical device correctly;

EXAMPLE 11	 Training program for operators of radiotherapy equipment or for home-use dialysis 
machines.

—	 providing instructions relating to installation and maintenance during the lifetime of the 
medical device.

EXAMPLE 12	 Maintenance intervals, maximum expected lifetime, how to dispose of the medical 
device properly.
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Options a) to c) are listed in descending order of priority with regard to their generally recognised 
effectiveness in reducing risk. The manufacturer should take this order into account before deciding on 
the most appropriate (combination of) risk control measures.

Examples of specific risk control measures for different types of medical devices are given in Table 6. 
Further guidance on providing information for safety is given in Annex D.

Table 6 — Examples of risk control measures

Medical 
device Hazard Hazardous  

situation
Inherently  
safe design

Protective  
measure

Information  
for safety

Syringe (for 
single use)

Biological con-
tamination

Reuse after 
previous use on 
another patient

Self-destruction 
after use

Clear indication of 
first use

Warning against 
reuse

Implantable 
pacemaker

Loss of func-
tionality

Pacemaker stops 
functioning due 
to early battery 
depletion

Reliable long-life 
batteries

Alarm before battery 
depletion

Information on 
typical battery 
lifetime

Mechanical  
patient  
ventilator

Air pressure
Software failure 
causes excessive 
pressure in pa-
tient airway

Blower incapable 
of delivering high 
pressure

Over-pressure valve 
in ventilator or in 
breathing hose

Instruction to use 
only breathing 
hose delivered by 
manufacturer

IVD blood 
analyser

Systematic 
error or bias

Incorrect result 
reported to clini-
cian

Self-calibration
Metrologically 
traceable calibrators 
provided

Instruction to 
verify calibration 
with trueness 
controls

X-ray  
equipment

Ionising radi-
ation

Staff exposed to 
stray radiation

Not feasible 
(stray radiation 
always occurs)

Lead shields and lead 
aprons

Information on 
radiation level in 
occupancy zones

In this step possible solutions for inherently safe design and protective measures can be investigated for 
their strengths and weaknesses. The choice of design solutions should be based on these investigations. 
Much knowledge of the possible design solutions and related risks can be created in this process. The 
manufacturer should consider how to retain this knowledge for future use.

7.1.2	 Risk control for manufacturing processes 

Deviations or errors in manufacturing processes can compromise the safety of medical devices, for 
example, by:

—	 introducing hazardous residues or particulates;

—	 affecting critical physical or chemical properties such as surface coating, tensile strength, resistance 
to ageing, homogeneity, etc.;

—	 exceeding critical tolerances;

—	 insufficient process control, leading to mix up of gas lines during the assembly of a respirator; or

—	 impairing the integrity of welding, gluing, or bonding of components.

Inherently safe manufacture eliminates the particular hazard from the manufacturing process and 
ensures that the hazard is not present in the medical device. Protective measures in the manufacturing 
process, such as inspection and/or testing, can detect non-conformities and can prevent the distribution 
of affected medical devices.
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Techniques such as Failure Mode and Effects Analysis (FMEA, see Annex  B.5) and Hazard Analysis 
and Critical Control Points (HACCP, see Annex  B.7) can be useful for analysing critical steps in the 
manufacturing and distribution processes. It is important to also consider the need for risk control in:

—	 outsourced processes, such as purchased products, components and services; and

—	 other phases of the medical device life cycle, such as storage, distribution, installation, servicing, 
decommissioning and disposal.

7.1.3	 Standards and risk control 

Generally, international standards can be considered to represent the generally acknowledged state of 
the art. By applying a standard, the manufacturer can simplify the task of analysing residual risks, but it 
is emphasised that the standard might not address all risks associated with a medical device.

Many standards address inherent safety, protective measures, and information for safety for medical 
devices. When relevant standards exist, they can address some or all risks associated with a particular 
medical device. The manufacturer can presume that, in the absence of objective evidence to the contrary, 
meeting the requirements of the relevant standards results in particular risks being reduced to an 
acceptable level. See Annex E for further guidance on the use of international standards.

7.2	 Implementation of risk control measures

ISO 14971:2019 requires implementation of risk control measures, verification of implementation and 
verification of the effectiveness of those risk control measures. The risk management plan specifies how 
the two distinct verification activities will be carried out.

Verification of implementation of risk control measures in the medical device can be obtained from 
design documentation. Verification of the effectiveness of the risk control measures in the medical device 
can require testing of individual risk control measures or testing the medical device. The verification 
requirements apply to all risk control measures, including information for safety. Testing with users can 
provide useful information supporting the verification of effectiveness, for example usability testing 
(see IEC 62366-1[16]), clinical investigation (see ISO 14155[26]) or clinical performance studies of in vitro 
diagnostic medical devices (see ISO 20916[37]). More guidance on the use of international standards in 
risk management is provided in Annex E.

Verification of implementation of risk control measures in the manufacturing process can be done by 
checking the process specifications. Verification of the effectiveness of risk control measures in the 
manufacturing process can be done by qualification of the manufacturing process, such as process 
validation, inspection method qualification or other appropriate means.

The risk management plan can detail the verification activities explicitly or by reference to the plan for 
other verification activities.

7.3	 Residual risk evaluation

Residual risks are evaluated by the same method and with the same criteria for risk acceptability as 
the initial risks. The residual risk is either acceptable or unacceptable. When unacceptable, further risk 
control options should be investigated. If further risk control is not practicable, a benefit-risk analysis 
may be performed. Residual risk evaluation can be repeated through the life cycle of the medical device, 
when production and post-production information indicate that either the risk or its acceptability could 
have changed.

7.4	 Benefit-risk analysis

7.4.1	 General

ISO 14971:2019 allows the manufacturer to perform a benefit-risk analysis for those risks that are not 
judged acceptable using the criteria established in the risk management plan and for which further risk 
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control is not practicable. The benefit-risk analysis is used to determine if the residual risk is outweighed 
by the expected benefits of the intended use of the medical device.

Benefit-risk analyses cannot be used to weigh residual risks against business advantages or economic 
advantages (i.e. for business decision making). See also ISO 14971:2019, A.2.7.4.

The practicability of further risk reduction should be taken into account before considering the benefits 
(see Annex C). The decision as to whether risks are outweighed by benefits is essentially a matter of 
judgment by experienced and knowledgeable individuals, usually a multidisciplinary team comprising 
medical, clinical or application experts. An important consideration is whether an anticipated benefit 
can be achieved through the use of alternative solutions without that risk or with smaller risk. This 
involves comparing the residual risk for the manufacturer’s medical device with the residual risk for 
similar medical devices.

7.4.2	 Benefit estimation

The benefit arising from a medical device is related to the likelihood and extent of improvement of 
health expected from its use. Benefits can be described in terms of positive impact on clinical outcome, 
the patient’s quality of life, outcomes related to diagnosis, positive impact from diagnostic devices on 
clinical outcomes, or a positive impact on public health. The nature and degree of benefits can depend 
on the patient population.

Sometimes benefits can be described in terms of magnitude of the positive effects, for example the 
proportion of patients that will experience the benefit and the duration of benefit.

Benefit can be estimated from knowledge of several factors such as:

—	 the performance expected during clinical use;

—	 the clinical outcome expected from that performance;

—	 benefits resulting from the use of similar medical devices;

—	 factors relevant to the risks and benefits of other diagnosis or treatment options.

Confidence in the benefit estimate is strongly dependent on the reliability of the information addressing 
these factors. This includes recognition that there is likely to be a range of possible outcomes. For 
example:

—	 It can be difficult to compare different outcomes, e.g. which is worse, pain or loss of mobility? 
Different outcomes can result from the side-effects being very different from the initial problem.

—	 It is difficult to take account of non-stable outcomes. These can arise both from the recovery time 
and long-term effects.

Due to the difficulties in applying a rigorous approach, it is generally necessary to make simplifying 
assumptions. Therefore, it will usually prove expedient to focus on the most likely outcomes for each 
option and those that are the most favourable or unfavourable.

The following aspects should be taken into account:

—	 the type of expected benefits for the patient or other people (e.g. the medical device is life-saving or 
essential in a given medical scenario);

—	 the magnitude of the expected benefits (e.g. the degree to which the patient will experience the 
therapeutic or diagnostic benefit);

—	 the probability that the patient will experience the expected benefits (i.e. the likelihood that the 
medical device is effective in treating or diagnosing the patient’s disease or condition); and

—	 the duration of the expected effects (i.e. how long the benefit is expected to last for the patient).

﻿

20� © ISO 2020 – All rights reserved

Full document details: ISO TR 24971-2020

http://www.avadocuments.com/doc/iso-tr-24971-2020
http://www.avadocuments.com/doc/iso-tr-24971-2020


﻿

ISO/TR 24971:2020(E)

An estimate of benefit can vary markedly across different phases of the design process. If reliable clinical 
data demonstrating the consistent performance and effectiveness of the medical device are available, 
the benefit can be estimated confidently. In cases where clinical data are limited in quantity or quality, 
benefit is estimated with greater uncertainty from whatever relevant information is available. For 
example, it is sometimes necessary early in the process to estimate the benefit from the expected degree 
of health improvement and the likelihood of achieving the intended performance.

Where significant risks are present and the benefit estimate has a high degree of uncertainty, it will 
be necessary to verify the anticipated performance or effectiveness through a simulation study or a 
clinical investigation. This is essential to confirm that the benefit-risk balance is as expected and to 
prevent unwarranted exposure of patients to a large residual risk. ISO 14155[26] specifies procedures for 
clinical investigations of medical devices and ISO 20916[37] for clinical performance studies of in vitro 
diagnostic medical devices.

7.4.3	 Criteria for benefit-risk analysis

Those involved in making benefit-risk judgments have a responsibility to understand and take into 
account the technical, regulatory, economic and sociological context of their risk management decisions. 
This can involve an interpretation of fundamental requirements set out in applicable regulations or 
standards, as they apply to the medical device under consideration under the anticipated conditions of 
use. Since this type of analysis is highly product-specific, further guidance of a general nature is not 
possible. Instead, the safety requirements specified by standards addressing specific products or risks 
can be presumed to be consistent with an acceptable level of risk, especially where the use of those 
standards is sanctioned by the prevailing regulatory system. Note that a clinical investigation might be 
required to verify that the balance between benefit and residual risk is acceptable.

7.4.4	 Benefit-risk comparison

A direct comparison of benefit and risk is complicated and should take the following into account:

—	 characterization of the disease or condition of the intended patients;

—	 the uncertainty of data. Initially, a literature search for the hazards and the medical device being 
considered can provide insight into the balance between benefit and risk;

—	 production and post-production information for similar medical devices that are already available on 
the market;

—	 the generally acknowledged state of the art;

—	 a comparison of the benefits of the medical device under development with the benefits of similar 
medical devices available on the market;

—	 a comparison of the residual risks of the medical device under development with the residual risks of 
similar medical devices available on the market.

ISO  14971:2019 requires the manufacturer to record the results of a benefit-risk analysis in the risk 
management file. It is recommended to include the rationale how the conclusion was reached.

7.4.5	 Examples of benefit-risk analyses

The following examples illustrate the conclusions of benefit-risk analyses.

EXAMPLE 1	 Burns can occur where the return electrode of a high-frequency surgery device is improperly 
attached to the patient. Although conformance to the relevant product standard minimizes the probability of 
such burns, they can still occur. Nevertheless, the benefit of using a high-frequency surgery device outweighs the 
residual risk of burns.
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EXAMPLE 2	 Although X-rays are known to be potentially harmful, the clinical effectiveness of conventional 
diagnostic imaging almost always justifies its use. However, the unwanted effects of radiation on the patient 
are not ignored. Standards exist to minimize radiation exposure to patients. When a new application of ionizing 
radiation is developed and existing standards are not applicable, the manufacturer verifies that the results of the 
benefit-risk analysis are at least as favourable as that of alternative medical devices and treatments.

EXAMPLE 3	 Once implanted, some cochlear implant components, such as the implant receiver stimulator 
with electrode array, cannot easily be replaced. They are intended to remain implanted for life and are required 
to perform reliably for years and even decades. (This is an especially important consideration in the case of a 
young adult or child.) Accelerated reliability testing of these components can be conducted for specific failure 
mechanisms. However, validating the reliability of components that are to last for decades is not practical. 
Therefore, the residual risk of medical device failure is weighed against the benefit of potential hearing 
improvement. The residual risk depends on the estimated reliability of the components and the confidence in the 
reliability estimates for those components that cannot be validated. In some cases, the residual risk outweighs 
the benefit; in other cases the benefit outweighs the risk.

7.5	 Risks arising from risk control measures

Implementing a risk control measure to reduce one risk can introduce new risks or increase other risks, 
including those previously evaluated to be acceptable. For example, elimination of a use-related risk in 
the user interface can restrict the user’s flexibility in using the medical device and restrict his ability 
to intervene in hazardous situations. A second example is a software change to control one particular 
risk, which unintentionally undermines another risk control measure embedded in the software 
architecture. The manufacturer reviews these effects to ensure that those risks are still acceptable.

One way to perform this review is to update the risk analysis of the medical device, including all risk 
control measures, and to identify if new risks are introduced or existing risks are increased. For risk 
control measures in the manufacturing process, the manufacturer can perform the review as part of 
process risk analysis or process validation.

7.6	 Completeness of risk control 

ISO 14971:2019 requires that the risks from all identified hazardous situations are considered and that 
all risk control activities are completed. This can be achieved by maintaining a list of all hazards and 
hazardous situations and the associated risks. The list can be checked to ensure that the risks from all 
identified hazardous situations have been considered and that no risks are overlooked. The results of 
this activity are documented in the risk management file.

8	 Evaluation of overall residual risk

8.1	 General considerations

ISO  14971:2019 requires that the overall residual risk be evaluated in relation to the benefits of the 
intended use of the medical device, and that both the criteria for acceptability of the overall residual risk 
and the method of evaluation of overall residual risk be included in the risk management plan.

The evaluation of overall residual risk is the point where residual risk is viewed from a broad perspective. 
All identified hazardous situations have been evaluated and all risks have been reduced to an acceptable 
level or have been accepted based upon a benefit-risk analysis. Now, the manufacturer considers if the 
overall residual risk associated with the medical device as a whole satisfies the criteria for acceptability 
of overall residual risk. This consideration takes into account the contributions of all residual risks 
together in relation to the benefits of the intended use of the medical device. This step is particularly 
important for complex medical devices and for medical devices with a large number of individual risks. 
The evaluation can lead to the conclusion that the medical device is safe.
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The evaluation of overall residual risk is a challenging task that cannot be achieved by adding all 
individual risks numerically. The difficulty arises for the following reasons:

—	 Each probability of occurrence of harm is related to a different harm with different severity and can 
be related to different hazardous situations.

—	 Probabilities are often known with different degree of uncertainty. Some probabilities could 
be known precisely from either historical data or testing. Other probabilities might be known 
imprecisely such as estimates by expert judgment, or cannot be estimated such as the probability of 
a software failure.

—	 It is not possible to combine the severities of individual harms within the broad categories usually 
employed in risk analysis.

Furthermore, the criteria for acceptability of the overall residual risk can be different from the criteria 
for acceptability of individual risks. The criteria used to evaluate individual risks usually include limits 
for the probability of occurrence of harm with a particular severity. The criteria used to evaluate the 
overall residual risk are often based on additional elements, such as the benefits of the intended use of 
the medical device.

There is no preferred way for evaluating the overall residual risk. The manufacturer is responsible 
for determining an appropriate method. In the following subclauses some examples of approaches 
are presented that can be used in defining the evaluation method. This guidance is intended to assist 
manufacturers in establishing methods and criteria.

ISO  14971:2019 requires that the overall residual risk be evaluated by persons with the knowledge, 
experience and authority to perform such tasks. It is recommended to involve application specialists 
with knowledge of and experience with the medical device. Ultimately, the evaluation should be based 
on expert judgment with essential roles for application knowledge and clinical expertise.

The results of the evaluation of overall residual risk form part of the risk management file. It is 
recommended to document the rationale for the acceptance of the overall residual risk.

ISO 14971:2019 requires the manufacturer to inform users of significant residual risks and to provide 
the necessary information in the accompanying documentation to disclose those residual risks. See 
Annex D for guidance on the disclosure of residual risk.

8.2	 Inputs and other considerations

The evaluation of overall residual risk can take several inputs and considerations into account. Some 
examples of inputs and their use are presented below.

a)	 Different sequences of events can lead to different hazardous situations and risks, each contributing 
to the overall residual risk. For example, the reuse of a single-use device can be associated with 
infection, leaching of toxic substances, mechanical failure due to ageing and bio-incompatible 
disinfectant residues. Event Tree Analysis (ETA, see Annex  B.4) can be a suitable method for 
analysing these risks, to differentiate between sequences of events with considerable versus 
negligible probability of occurrence or severity of harm. The combined contribution of these risks is 
considered in the evaluation of the overall residual risk.

b)	 A particular harm can originate from different hazardous situations. In such cases, the probability 
of occurrence of the harm can be used to determine the overall residual risk based on a combination 
of the individual probabilities. Fault Tree Analysis (FTA, see Annex B.3) can be a suitable method 
for estimating the combined probability of occurrence of a particular harm.

c)	 Risk control measures that are appropriate for independent individual risks could result in 
conflicting requirements, which can increase the overall residual risk. For example, an instruction 
to address the risk of an unconscious patient falling off a patient table could be “never leave an 
unconscious patient unattended”. This could conflict with the instruction “stand behind protective 
screen when making X-ray images” intended to protect medical staff from being exposed to X-rays.

﻿

© ISO 2020 – All rights reserved� 23

Full document details: ISO TR 24971-2020

http://www.avadocuments.com/doc/iso-tr-24971-2020
http://www.avadocuments.com/doc/iso-tr-24971-2020

