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Road vehicles - Test procedure for a  severe lane-change manoeuvre 
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Technical Report 3888 was drawn up by Technical Committee ISO/TC 22, Road vehicles, and approved by the majority of 
its members.  The reasons which led to the publication of this document in the form of a Technical Report are explained in 
the Preface. 

0 PREFACE 

0.1 Introduction 

Road-holding ability is one of the most important aspects of active safety. The task of covering and evaluating road-holding 
ability in a sufficiently objective and reproducible manner is particularly difficult because the physical and biocybernetic 
factors of influence in the closed control loop “driver-vehicle-environment” are extremely complex (see, for example, RI and 
R2)l ). The first attempts to establish objective test methods go back to the 1930s (see R3)l). Despite numerous measuring 
methods and results of theoretical models, subjective evaluation has remained the best method of evaluating road-holding 
abi I ity to date. With this method remarkable progress has been made since the beginnings of automobile development. 

0.2 Severe lane-change mancxwvre as evaluation method for certain aspects of road-holding ability 

0.2.1 Reasons for selection of the test method 

The basic idea in the choice of the severe lane-change manoeuvre in the year 1970 was to create a test method for transient 
road-holding ability with which the closed control loop could be tested in a situation encountered in traffic. 

Originally the proposed test seemed to be suitable for that purpose since the driver had not only to observe the given lanes 
but had to select the vehicle path himself in the areas of changeover. 

This process, which could be described as a type of anticipatory control, is of great importance for the behaviour of the 
system “driver-vehicle” in actual driving situations. Here, the task is nearly always to select the proper path and then to 
remain there with a certain accuracy depending on the situation. 

I) RI : Bergman; R2 : Limpert; R3 : Olley. 
SAE 730492 SAE 7340490 Road manners of the modern car. Institution of Automobi le Engineers, 1947. 
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0.2.2 Problems of the severe lane-change manceuvre 

In trying to keep the test method as simple as possible, the passing time through the course was first proposed as the sole 
evaluation criterion. Numerous comparative tests in different countries led to the conclusion that this criterion was 
insufficient. For this reason, numerous measurements were subsequently made in which the vehicle input values and the 
relevant responses of the vehicle, together with the subjective evaluation by the drivers, were covered by different criteria. 

The evaluation of all tests gave in detail the following results and demonstrated the following problems : 

- although the test was developed for testing transverse dynamics, it was found that longitudinal dynamics (usability of 
the engine power) had a strong influence, which explained the considerable scatter appearing in the results of 
measurements; 
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the different paths followed in different tests brought about a considerable scatter in measured results. 

The reasons for this could be the following : 

- the selection of quantities to be measured is not yet exact enough or is incomplete; 

- the method for subjective evaluation for this test is not yet unequivocal; 

- the influence of the driver is shown not only in the problems of subjective evaluation but also in the very different 
steering behaviour of drivers when using the same vehicle. 

0.3 Conclusions 

At the present state of test experience and for the reasons given above, the severe lane-change manceuvre described in the 
subsequent test procedure cannot be established as in International Standard. 

Research work on transient response tests similar to or derived from the subsequent test procedure is being carried out. 

0.4 Interaction between individual test methods and accident avoidance 

The quantitative influence which this and other possible test methods have on accident prevention cannot be determined 
from the presently available data on accidents which have occurred. Before drawing conclusions concerning the influence of 
handling characteristics on accident prevention, basic research work having the following objectives should therefore be 
performed : 

- improvement of accident recording methods and a better evaluation of accident statistics according to certain types of 
accident and their frequency, where prevailing conditions such as vehicle speed, road width, curve radii, vehicle type, 
loading condition and environmental conditions are covered in as much detail as possible; 
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its consequences; in this way, evaluation criteria for the dynamical processes of driving could be 

- parallel to the consideration of possible traffic situations, information on the driver’s behaviour in simulated accident 
situations i n a real vehicle or with the aid of a simul ator should be established. 

1 SCOPE AND FIELD OF APPLICATION 

This Technical Report allows evaluation of one of the criteria relating to vehicle dynamics and road-holding properties. It 
applies to passenger cars regardless of weight, as well as to other motor vehicles derived from passenger cars (except 
motor-cycles) the total weight of which does not exceed 3,5 tonnes. 
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2 REFERENCES 

IS0 1176, Road vehicles - Weights - Vocabulary. 

IS0 24 16, Road vehicles - Load distribution for passenger cars. 1) 

3 DEFINITIONS 

3.1 severe lane-change mancxzuvre (in connection with vehicle dynamics and road-holding properties of automotive 
vehicles) : A dynamic process consisting in driving a vehicle from its initial lane to another lane parallel to the initial lane as 
fast as possible, and possibly returning to the initial lane. 

3.2 lane-change track : A defined track corresponding to a single or multiple lane-change, the vehicle to be tested having to 
be driven through this track. This Technical Report specifies a track for a double lane-change, as represented in figure 1. 

The length of track sections is constant, the width being a function of vehicle width. 

Driving direction 

F I GUR E 1 - Lane-change track and designation of sections 

4 PARAMETERS 

The following parameters can be determined : 

- steering-wheel angle; 

- steering-wheel velocity; 

- yaw angle; 

- yaw angle velocity; 

- steering-wheel torque; 

- lateral acceleration; 

- side-slip angle; 

- side-slip velocity; 

- roll angle; 

- longitudinal acceleration. 

The above list is not exhaustive. 

1) At present at the stage of draft. (Revision of IS0 2416-1972.) 
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