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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

The main task of technical committees is to prepare International
Standards, but in exceptional circumstances a technical committee may
propose the publication of a Technical Report of one of the following
types:

— type 1, when the required support cannot be obtained for the
publication of an International Standard, despite repeated efforts;

— type 2, when the subject is still under technical development or where
for any other reason there is the future but not immediate possibility
of an agreement on an International Standard;

— type 3, when a technical committee has collected data of a different
kind from that which is normally published as an International
Standard ("state of the art”, for example).

Technical Reports of types 1 and 2 are subject to review within three
years of publication, to decide whether they can be transformed into
International Standards. Technical Reports of type 3 do not necessarily
have to be reviewed until the data they provide are considered to be no
longer valid or useful.

ISO/TR 5168, which is a Technical Report of type 1, was prepared by
Technical Committee ISO/TC 30, Measurement of fluid flow in closed
conduits, Subcommittee SC 9, Uncertainties in flow measurement.

This document is being issued as a type 1 Technical Report because no
consensus could be reached between ISO TC 30/SC 9 and ISO/TAG 4,
Metrology, concerning the harmonization of this document with the Guide
to the expression of uncertainty in measurement, which is a basic
document in the ISO/IEC Directives. A future revision of this Technical
Report will align it with the Guide.

This first edition as a Technical Report cancels and replaces the first

edition as an International Standard (ISO 5168:1978), which has been
technically revised.
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Annexes A and B form an integral part of this Technical Report.
Annexes C, D, E and F are for information only.
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Introduction

One of the first International Standards to specifically address the subject
of uncertainty in measurement was ISO 5168, Measurement of fluid
flow — Estimation of uncertainty of a flow-rate measurement, published in
1978. The extensive use of ISO 5168 in practical applications identified
many improvements to its methods; these were incorporated into a draft
revision of this International Standard, which in 1990 received an
overwhelming vote in favour of its publication. However, this draft revision
of ISO 5168 was withheld from publication for a number of years since,
despite lengthy discussions, no consensus could be reached with the draft
version of a document under development by a Working Group of ISO
Technical Advisory Group 4, Metrology (ISO TAG 4/WG 3). The TAG 4
document, Guide to the expression of uncertainty in measurement (GUM),
was published in late 1993 as a basic document in the ISO/IEC Directives.
At a meeting of the ISO Management Board in May 1995 it was decided
to publish the revision of ISO 5168, Measurement of fluid flow —
Evaluation of uncertainties, as a Technical Report.

One of the major differences between ISO/TR 5168 and the GUM is in the
definitions and terminology. In addition, a substantial difference exists with
respect to the concepts to be used to define practical measurement
processes. In this Technical Report a normal distribution of the
measurement data is assumed and Student's t-factor is used to determine
the uncertainty. The method used to propagate elemental uncertainties to
the overall uncertainty is essentially identical to that used in the GUM.

This document is published as a type 1 Technical Report instead of an

International Standard because it is not consistent with the GUM. A future
revision of this Technical Report will align the two documents.
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Measurement of fluid flow — Evaluation of uncertainties

1 Scope

Whenever a measurement of flowrate (discharge) is made, the value obtained from the experimental data is simply
the best possible estimate of the true flowrate. In practice, the true flowrate may be slightly greater or less than
this value.

1.1 This Technical Report details step-by-step procedures for the evaluation of uncertainties in individual flow
measurements arising from both random and systematic error sources and for the propagation of component
uncertainties into the uncertainty of the test results. These procedures enable the following processes to be
carried out:

a) estimation of the accuracy of results derived from flowrate measurement;

b) selection of a proper measuring method and devices to achieve a required level of accuracy of flowrate
measurement;

c) comparison of the results of measurement;
d) identification of the sources of errors contributing to a total uncertainty;
e) refinement of the results of measurement as data accumulate.

NOTE — It is assumed that the measurement process is carefully controlled and that all calibration corrections have been
applied.

1.2 This Technical Report describes the calculations required in order to arrive at an estimate of the interval within
which the true value of the flowrate may be expected to lie. The principle of these calculations is applicable to any
flow measurement method, whether the flow is in an open channel or in a closed conduit.

NOTE — Although this Technical Report has been drafted taking mainly into account the sources of error due to the
instrumentation, it should be emphasized that the errors due to the flow itself (velocity distribution, turbulence, etc.) and to its
effect on the method and on the response of the instrument can be of great importance with certain methods of flow
measurement (see 5.7). Where a particular device or technique is used, some simplifications may be possible or special
reference may have to be made to specific sources of error not identified in this Technical Report. Therefore reference should
be made to the “Uncertainty of measurement” clause of the appropriate International Standard dealing with that device or
technique.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this
Technical Report. At the time of publication, the editions indicated were valid. All standards are subject to revision,
and parties to agreements based on this Technical Report are encouraged to investigate the possibility of applying
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the most recent editions of the standards listed below. Members of IEC and ISO maintain registers of currently
valid International Standards.

ISO 5725-1:1994, Accuracy (trueness and precision) of measurement methods and results — Part 1: General
principles and definitions.

ISO 5725-2:1994, Accuracy (trueness and precision) of measurement methods and results — Part 2: Basic method
for the determination of repeatability and reproducibility of a standard measurement method.

ISO 5725-3:1994, Accuracy (trueness and precision) of measurement methods and results — Part 3: Intermediate
measures of the precision of a standard measurement method.

ISO 5725-4:1994, Accuracy (trueness and precision) of measurement methods and results — Part 4: Basic
methods for the determination of the trueness of a standard measurement method.

ISO 5725-6:1994, Accuracy (trueness and precision) of measurement methods and results — Part 6: Use in
practice of accuracy values.

3 Definitions and symbols

For the purposes of this Technical Report, the following definitions and symbols apply.

3.1 Definitions

3.1.1 correction: Value which must be added algebraically to the indicated value to obtain the corrected result. It
is numerically the same as a known error, but of opposite sign.

3.1.2 coverage: Percentage frequency at which an interval estimate of a parameter contains the true value. That
is, in repeated sampling when the uncertainty interval provides 95 % coverage for each sample, over the long run
the intervals will contain the true value 95 % of the time.

3.1.3 error: Result of a measurement minus the (conventional) true value of the measurement. See figure 1.

NOTE — The known parts of an error of measurement may be compensated by applying appropriate corrections. The error of
the corrected result can be characterized by an uncertainty.

3.1.4 estimate: Value calculated from a sample of data as a substitute for an unknown population parameter.

For example, the experimental standard deviation (s) is the estimate which describes the population standard
deviation (o).

True value Average measurement

Single measurement

b6=+¢€
(total error)

3 = Systematic
error € = Random error

Measurement
Figure 1 — Measurement error
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3.1.5 fossilization: Creation of a fixed systematic error from a live random error when only a single calibration is
relevant in the calibration process.

3.1.6 influence [sensitivity] coefficient: Uncertainty propagated to the result due to unit uncertainty of the
measurement (see subclause 7.4).

3.1.7 observed value: Value of a characteristic determined as the result of an observation or test.
3.1.8 random error: See figure 2 and subclause 4.2.
3.1.9 random uncertainty: Component of the uncertainty associated with the random error. See figure 2.

3.1.10 statistical quality control chart: Chart on which limits are drawn and on which are plotted values of any
statistic computed from successive samples of a population.

The statistics which are used (mean, range, percent defective, etc.) define the different kinds of control charts.
3.1.11 systematic error: See figures 2 and 3 and subclause 4.3.
3.1.12 systematic uncertainty: Component of the uncertainty associated with the systematic error. See figure 2.

3.1.13 Taylor's series: Power series to calculate the value of a function at a point in the neighbourhood of some
reference point.

The series expresses the difference or differential between the new point and the reference point in terms of the
successive derivatives of the function. Its form is:

where ff(a) denotes the value of the rth derivative of f(x) at the reference point x=a. Commonly, if the series
converges, the remainder R, is made infinitesimal by selecting an arbitrary number of terms and usually only the
first term is used.

3.1.14 uncertainty:
(1) Half the uncertainty interval, for a symmetrical uncertainty interval.

(2) The positive and negative components of a nonsymmetrical uncertainty interval, denoted by U* and U~
respectively.

3.1.15 uncertainty interval: Estimate characterizing the range of values within which the true value of a
measurand is expected to lie.

3.1.16 Welch-Satterthwaite method: Method for estimating degrees of freedom of the result when combining
experimental standard deviations with unequal degrees of freedom.

3.1.17 working standard: Standard, usually calibrated against a reference standard, which is used routinely to
calibrate or check material measures or measuring instruments.
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Figure 2 — lllustration of terms relating to errors and uncertainties

True value Average

Systematic error

Figure 3 — Systematic error

3.2 Symbols
Symbol Meaning

B Systematic uncertainty of a symmetrical uncertainty interval.

B= 12 2 &
all'} alli

Bjj Elemental systematic uncertainty. The j subscript indicates the category, i.e.:
j =1 calibration
= 2 data acquisition
= 3 data reduction
= 4 method
= 5 subjective or personal
The i subscript is the number assigned to a given elemental source of error. If i is more than a single
digit, a comma is used between i and j.
B+, B~ Positive and negative systematic uncertainties of a nonsymmetrical uncertainty interval.
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overbar () Mean value (of a variable).

M Number of redundant instruments or tests.

N Sample size.

& Unbiased estimate of the variance, o?.

Sj Estimate of the experimental standard deviation from one elemental source. The subscripts are the

same as the elemental systematic uncertainties in B; .

=229
[
Sg Experimental standard deviation of the mean; equal to =

N
oM N g
DIDNCREINE

, a
_ =1]=1
Soooled = g M (N — 1) B
0 0
= 5|
where

X; is the arithmetic mean of all x; at the jth datum point.

tgs Student's statistical parameter at the 95 % confidence level. The degrees of freedom, v, of the
sample estimate of the experimental standard deviation are needed to obtain the t values.

U+, U- Positive and negative uncertainties of a nonsymmetrical uncertainty interval.
= B+ S
UabD b5 Sy
2 2
Urss =B+ (t953<)
X Arithmetic mean of the data values; x.

i=1

X =
N

X Value of x at the ith datum point.
Xij Value of x; at the jth datum point.
Y Arithmetic mean of the n measurements of the variable Y.
Y A basic measurement.
B Systematic error, the fixed, or constant component of the total error, 6.
A Difference between measurements.
o Total error.
£ Random error.
6; Influence coefficient JR/AY;.
u Population mean.
NG Variance, the square of the standard deviation.
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Subscripts
ADD Additive model.
RSS Root-sum-square model.

NOTE — In ISO 5168:1978 and in many standards for flowrate measurement, eis used to indicate absolute uncertainty and E
is used for relative uncertainty. In this Technical Report U’ is used for relative uncertainty.

4 General principles of measurement uncertainty analysis

4.1 Nature of errors

All measurements have errors even after all known corrections and calibrations have been applied. The errors may
be positive or negative and may be of a variable magnitude. Many errors vary with time. Some have very short
periods while others vary daily, weekly, seasonally or yearly. Those which remain constant or apparently constant
during the test are called systematic errors. The actual errors are rarely known; however, upper bounds on the
errors can be estimated. The objective is to construct an uncertainty interval (or sometimes referred to as range)
within which the true value will lie with a stated probability.

Errors are the differences between the measurements and the true value which is always unknown. The total
measurement error, ¢, is divided into two components: f, a fixed systematic error and a random error, & as shown
in figure 2. In some cases, the true value may be arbitrarily defined as the value that would be obtained by a
specific metrology laboratory. Uncertainty is an estimate of the error which in most cases would not be exceeded.
There are three types of error to be considered:

a) random errors — see 4.2;
b) systematic errors — see 4.3;

c) spurious errors or mistakes (assumed to be identified and rejected prior to statistical analysis) — see 4.4.

It is rarely possible to give an absolute upper limit to the value of the error. It is, therefore, more practicable to give
an interval within which the true value of the measured quantity can be expected to lie with a suitably high
probability. This “uncertainty interval” is shown as [)‘(— U X+ U] in figure 4 (the interval is twice the calculated
uncertainty).

Since measurement systems are subject to two types of errors, systematic and random, it follows that an accurate
measurement is one that has both small random and small systematic errors (see figure 5).

4.2 Random error

Random errors are caused by numerous, small, independent influences which prevent a measurement system
from delivering the same reading when supplied with the same input value of the quantity being measured. The
data points deviate from the mean in accordance with the laws of chance, such that the distribution usually
approaches a normal distribution as the number of data points is increased. Random errors are sometimes referred
to as precision errors. The standard deviation (o) (see figure 6) is used as a measure of the random error, €. A large
standard deviation means large scatter in the measurements. The statistic (s) is calculated from a sample to
estimate the standard deviation and is called the experimental standard deviation.

(1)

N is the number of measurements;
X is the average value of individual measurements X.
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Mean measured value (X)

Lower -U +U Upper
Limit Limit
True value
A
Systematic
error
x-U X X+ U

Figure 4 — Uncertainty interval x + U (see also figure 2)

True value and average True value Average

l (

JHIN )

Measurement Measurement
Small random error Small random error
Zero systematic error Large systematic error
(Accurate) (Inaccurate)

True value and average True value Average
_—

Measurement Measurement
Large random error Large random error
Zero systematic error Large systematic error
(Inaccurate) (Inaccurate)

Figure 5 — Measurement error (systematic, random) and accuracy

For the normal distribution, the interval X * tgg s/\/T\l will include the true mean, u, approximately 95 % of the
time. The random uncertainty of the mean is tgg s/\/ﬂ When the sample size is small, it is necessary to use the
Student's t value at the 95 % level. For sample sizes equal to or greater than 30, two experimental standard
deviations (2s) are used as an estimate of the random uncertainty in an individual measurement. This is explained in

annex A.
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The random uncertainty can be reduced by making as many measurements as possible and using the arithmetic
mean value, since the standard deviation of the mean of N independent measurements is \/ﬁ times smaller than
the standard deviation of the measurements themselves.

_ Oindividual ... (2)

O average = \/—
N

and, analogously

-_S
*TUN

Average measurement
P Distribution of
?Z random error
[
o
2
)
z - 20 + 20
(V)
[
D
(o]
° 7[
o
> o
[
(]
)
o
(V]
[
[N,
A ~_
Measurement

Figure 6 — Random error

4.3 Systematic error

The second component of the total error is the systematic error, B. At each flow level this error is constant for the
duration of the test (figure 1). In repeated measurements of a given sample, each measurement has the same
systematic error. The systematic error can be determined only when the measurements are compared with the
true value of the quantity measured and this is rarely possible. Systematic errors are sometimes referred to as
biases.

Every effort shall be made to identify and account for all significant systematic errors. These may arise from
(1) imperfect calibration corrections, (2) imperfect instrumentation installation, (3) imperfect data reduction, and
may include (4) method errors, and (5) human errors. As the true systematic error is never known, an upper limit,
B, is used in the uncertainty analysis.

In most cases, the systematic error, 3, is equally likely to be plus or minus about the measurement. That is, it is
not known if the systematic error is positive or negative, and the systematic uncertainty reflects this as £ B. The
systematic uncertainty, B, is estimated as an upper limit of the systematic error, S.

4.4 Spurious errors

Spurious errors are errors, such as human mistakes or instrument malfunction, which invalidate a measurement;
for example, the transposing of numbers in recording data or the presence of pockets of air in leads from a water
line to a manometer. Such errors cannot be treated with statistical analysis and the measurement should be
discarded. Every effort should be made to eliminate spurious errors to properly control the measurement process.

To ensure control, all measurements should be monitored with statistical quality control charts. Drifts, trends and
movements leading to out-of-control situations should be identified and investigated. Histories of data from
calibrations are required for effective control. It is assumed herein that these precautions are observed and that the
measurement process is under control; if not, the methods described are invalid.

After all obvious mistakes have been corrected or removed, there may remain a few observations which are
suspicious solely because of their magnitude.
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For errors of this nature, the statistical outlier tests given in annex B should be used. These tests assume the
observations are normally distributed. It is necessary to recalculate the experimental standard deviation of the
distribution of observations whenever a datum is discarded as a result of the outlier test. It should also be
emphasized that outliers should not be discarded unless there is an independent technical reason for believing that
spurious errors may exist: data should not lightly be thrown away.

4.5 Combining elemental uncertainties

The test objective, test duration and the number of calibrations related to the test affect the classification of
uncertainties into systematic and random components. Guidelines are presented in clause 6.

After all elemental error sources have been identified and classified as calibration, data acquisition, data reduction,
methodic and subjective error sources and elemental standard deviations and systematic uncertainties estimated
for each error source, a method for combining these elemental components into the experimental standard
deviation and systematic uncertainty of the measurement is needed. The root-sum-square or quadrature
combination is recommended.

=155 § ()

allj aMli
B= |5 > B ... (8)
all'j alli

4.6 Uncertainty of measurements

The measurement uncertainty analysis will be completed when:
a) the systematic uncertainties and standard deviations of the measure have been propagated to uncertainty in
the test result, keeping systematic and random components separate;

b) if small samples are involved, an estimate of the degrees of freedom of the experimental standard deviation of
the test result has been calculated from the Welch-Satterthwaite formula (see annex A);

c¢) the random and systematic uncertainties are combined into a single number to express a reasonable value for
the overall uncertainty.

For simplicity of presentation, a single number, U, is needed to express a reasonable limit of error. The single
number, some combination of the systematic and random uncertainties, must have a simple interpretation (e.qg.

the largest error reasonably expected), and be useful without complex explanation. For example, the true value of
the measurement is expected to lie within the interval

[i—ui+u] ... 6)

Since systematic uncertainties include those based on judgement and not on data, there is no way of combining
systematic and random uncertainties to produce a single uncertainty figure with a statistically rigorous confidence
level. However, since it is accepted that a single figure for the uncertainty of a measurement is often required, two
alternative methods of combination are permitted:

1) linear addition:
Uapp = B+ g5 V)

2) root-sum-square combination:

Urss =B + (t95&)2 ... (8
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where B is the systematic uncertainty from equation (5) and s, is the experimental standard deviation of the mean
[equations (4) and (3)]. If large samples (N> 30) are used to calculate s, the value 2,0 may be used for tgg for
simplicity. If small samples (N < 30) are used to calculate s, the methods in annex A are required. There are two
situations where it is possible to use a statistical confidence level for the uncertainty interval:

a) if the systematic uncertainty is based on interlaboratory comparisons (see ISO 5725); and
b) if the systematic uncertainty is judged to be negligible compared to the random uncertainty. Here the

uncertainty interval is the test result *tggsx, which is at the 95 % confidence level.

Typically Urss is considered to have coverage of approximately 95 %, and Uapp is considered to have coverage
between 95 % and 99 %.

4.7 Propagation of measurement uncertainties to test result uncertainties

If the test result is a function of several measurements, the experimental standard deviations and systematic
uncertainties of the measurements must be combined or propagated to the test result using sensitivity factors, O,
that relate the measurement to the test result (see 7.4). Small sample methods are given in annex A.

In general, for m measurements, the experimental standard deviation and systematic uncertainty of the test result
are obtained as follows:

5= [ o) o

allm

Br = / (G)mBm)2 ... (10)
allm

The overall uncertainty for the test result is formed in the same manner as described for the measurement in 4.6.

4.8 Uncertainty analysis before and after measurement

Uncertainty analysis before measurement allows corrective action to be taken prior to the test to reduce
uncertainties when they are too large or when the difference to be detected in the test is the same size or smaller
than the predicted uncertainty. Uncertainty analysis before the test identifies the most cost-effective corrective
action and the most accurate measurement method.

The before-measurement uncertainty analysis is based on data and information that exists before the test, such as
calibration histories, previous tests with similar instrumentation, prior measurement uncertainty analysis, expert
opinions and, if necessary, special tests. With complex tests, there may be alternatives to evaluate prior to the test
such as different test designs, instrumentation arrangements, alternative calculation procedures and concomitant
variables. Corrective action resulting from this before-measurement analysis may include:

a) improvements to instrumentation if the uncertainties are unacceptably high;

b) selection of a different measurement or calibration method;

c) repeated testing and/or increased sample sizes if the random uncertainties are unacceptably high. The
experimental standard deviation of the mean is reduced as the number of samples used to calculate the mean
is increased;

d) instead of repeated testing, the test duration may be extended in order to average the output scatter (noise) of
the flowmeter, resulting in a smaller random error per observation and hence a smaller random uncertainty;

NOTE — For example, ultrasonic and vortex shedding meters may have to be calibrated against a master meter, allowing
longer test times than allowed by a compact prover.
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e) rotating flowmeters normally generate an output showing a periodic cycle superimposed on an average meter
factor. In this case the test duration shall be matched to an integer multiple of half or full periodic intervals in
order to obtain the shortest test times.

After-measurement analysis is based on the actual measurement data. It is required to establish the final
uncertainty. It is also used to confirm the before-measurement estimates and/or to identify data validity problems.
When redundant instrumentation or calculation methods are available, the individual uncertainties should be
compared for consistency with each other and with the before-measurement uncertainty analysis. If the
uncertainty intervals do not overlap, a problem is indicated. The after-measurement random uncertainties should be
compared with the before-measurement predictions.

5 Identification and classification of elemental measurement error sources

5.1 Summary of procedure

Make a complete list of every possible source of measurement error for all measurements that affect the end test
result. For convenience, group them by some or all of the following categories:

a) calibration,

b) data acquisition,

c) data reduction,

d) errors of method and

e) subjective or personal.

Within each category, there may be systematic and/or random error.

5.2 Systematic versus random
Systematic errors are those which remain constant in the process of measurement for a given value of flowrate.

Typical examples of systematic errors of flowrate measurements are:
a) errors from a single flowmeter calibration;
b) errors of determination of the constants in the working formula of a measuring method;

c) errors due to truncating instead of rounding off the results of measurement.

Where the value and sign of a systematic error are known, it is assumed to be corrected (the correction being
equal in value and opposite in sign to the systematic error). Inaccuracy of the correction results in a residual
systematic uncertainty.

Random errors are those that produce variation (not predictable) in repeated measurements of the same quantity.

Typical random errors associated with flowrate measurement are those caused by inaccurate reading of the scale
of a measuring instrument or by the scatter of the output signal of an instrument.

The effect of random errors on the random uncertainty may be reduced by averaging multiple results of the same
value of the quantity.

The preliminary decision to determine if a given elemental source contributes to systematic uncertainty, random
uncertainty or both, is made by adopting the following recommendation: the uncertainty of a measurement should
be put into one of two categories depending on how the uncertainty is derived. The value of a random uncertainty
is derived by a statistical analysis of repeated measurements, while that of a systematic uncertainty is estimated
by nonstatistical methods.

This recommendation avoids a complex decision and keeps the statistical estimates separate from the judgement
estimates as long as possible. The decision is preliminary and will be reviewed after consideration of the defined
measurement process.
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5.3 Categorization of elemental error sources
Possible error sources can be divided arbitrarily into three to five categories:

1) calibration (see 5.4);

2) data acquisition (see 5.5);

3) data reduction (see 5.6);

4) method-related (see 5.7);

5) subjective or personal (see 5.8).

The size and complexity of the measurement uncertainty analysis may lead to the use of any or all of these
categories.

For example, metrological maintenance (calibration, verification, certification) of flowmeters, flowrate measure-
ments and processing of the data are done by different personnel. To control the possible sources of error, it is
advisable to relate them to the stages of preparation, measurement and processing of the data.

In such cases, it is advisable to classify error sources into:

a) calibration error sources (see 5.4);
b) errors of measurement or data acquisition error sources (see 5.5);

c) errors of processing the measurement data or data reduction error sources (see 5.6).

5.4 Calibration error sources

The major purpose of the calibration process is to determine systematic errors in order to eliminate them. Thus,
the calibration process exchanges the large systematic uncertainty of an uncalibrated or poorly calibrated
instrument for the smaller combination of the systematic uncertainty of the reference instrument and the random
uncertainty of the comparison. This exchange of uncertainties is fundamental and is the basis of the notion that the
uncertainty of the standard should be substantially less than that of the test instrument.

Figure 7 shows a typical transducer calibration hierarchy. Each calibration in this hierarchy constitutes an error
source, with which is associated a pair of elemental uncertainties — the systematic uncertainty and the
experimental standard deviation of the process. It should be noted that, from one step to another, these elemental
uncertainties, as listed in table 1, may be cumulative or independent. For example, By; may include Byq. The
second digit of the subscript indicates the category, i.e. 1 indicates calibration.

Standards laboratory SL
l
Interlaboratory standard (LlS) (L[S) (L[S) (LIS>
Transfer standard (TIS) (TS) (TIS>
V—‘—\
Working standard (WS) (WS)
Measurement instrument (MI) (MI) (Ml>

Figure 7 — Basic measurement calibration hierarchy

Documents

12 Document Sharing Hub

Full document details: ISO_TR 5168_1998


http://www.avadocuments.com/doc/iso-tr-5168-1998
http://www.avadocuments.com/doc/iso-tr-5168-1998

©1SO ISO/TR 5168:1998(E)

5.5 Data acquisition error sources

Figure 8 illustrates some of the error sources associated with a typical pressure data acquisition system. Data are
acquired by measuring the electrical output resulting from pressure applied to a strain gauge type pressure-
measurement instrument. Other error sources, such as probe errors, installation effects and environmental
effects, also may be present. The effects of these error sources should be determined by performing overall
system calibrations, comparing known applied pressures with measured values. However, should it not be
possible to do this, then it is necessary to estimate each of the elemental uncertainties and combine them to
determine the overall uncertainty.

Some of the data acquisition error sources are listed in table 2. Symbols for the elemental systematic uncertainties
and the experimental standard deviations and for the degrees of freedom are shown. Note these elemental
uncertainties are independent, not cumulative.

Table 1 — Calibration hierarchy error sources

deviation freedom
SL—ILS B4 Si1 Vi1
ILS—TS By 1 Vo1
TS — WS Bs4 31 V31
WS — M By S Vag

Table 2 — Data acquisition error sources

Error source System_a tic EX;:‘rrilr::;tal Des:)rfees

uncertainty deviation freedom
Excitation voltage B2 S12 Vi2
Signal conditioning Bys /%) V22
Recording device B3 S32 V32
Pressure transducer Byo $42 V42
Probe errors Bso S52 Vg2
Environmental effects Bgo S62 V62
Spatial averaging B2 S72 V72

Pressure fransducer

—  Excitation voltage
source

\V

Signal Recording
conditioning device

Measurement signal

Figure 8 — Data acquisition system
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5.6 Data reduction error sources

Computations on raw data produce output in the required engineering units. Typical errors in this process stem
from curve fits and computational resolution. Uncertainties associated with these error sources are often
negligible.

Symbols for the data reduction error sources are listed in table 3.

Table 3 — Data reduction error sources

e Systematic Experlr:er:’tal Degn;ees
rror sources uncertainty star_1 ar o
deviation freedom
Curve fit B13 S13 Vi3
Computational B3 $3 Vo3
resolution

5.7 Method error sources

Errors of method are those associated with a particular measurement procedure (principles of use of instruments)
and also with the uncertainty of constants used in calculations.

Some examples are errors from indirect methods of flowrate measurement associated with physical inaccuracy of
the relationship between the measured quantity and flowrate, or with inaccuracy of the constants in the
relationship. These inaccuracies may be due, for instance, to the fact that the flow conditions prevailing during the
measurement are not identical to the conditions in which the calibration has been carried out or for which a
standardized discharge coefficient has been established. In certain methods of flow measurement (differential
pressure devices for instance), these sources of error arising from the flow conditions are covered by the
uncertainty associated with the discharge coefficient, as far as the installation conditions prescribed in the standard
are satisfied; if they are not, that standard does not apply. In other methods (velocity-area method for instance), the
uncertainty arising from the flow conditions is identified as a component of the total uncertainty; it shall be
evaluated by the user in each case and combined with the other elemental uncertainties.

5.8 Subjective error sources

Subjective error sources are caused by personal characteristics of the operators who calibrate flowmeters, perform
measurements and process the data. These can include reading errors and miscalculations.

6 Estimation and presentation of elemental uncertainties

6.1 Summary of procedure

Obtain an estimate of each elemental uncertainty. If the data is available to estimate the experimental standard
deviation, classify the uncertainty as a random uncertainty. Otherwise, classify it as a systematic uncertainty.

Review the test objective, test duration and number of calibrations that will affect the test result. Make the final
classification of elemental uncertainties for each measurement. If an error increases the scatter in the
measurement result in the defined test, it is a random error; otherwise, it is a systematic error.
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6.2 Calculation of experimental standard deviation

There are many ways to calculate the experimental standard deviation.

a) If the parameter to be measured can be held constant, a number of repeated measurements can be used to
evaluate equation (1), repeated here:

(1)

b) If there are M redundant instruments or M redundant measurements and the parameter to be measured can
be held constant to take N repeat readings, the following pooled estimate of the experimental standard
deviation for individual readings can be used:

OM N /2
QZ > b4 -x)'D
=1 J =1
_ O ... (12)
Spooled = 0 M (N — 1) 0
a a
g g
NOTE — Here ij is used differently from elsewhere in the text.
For the experimental standard deviation of the average value of the parameter
- Spooled (13)

JMN

c) If a pair of instruments (providing measurements X;;j and Xpj which have the same experimental standard
deviation are used to estimate a parameter that is not constant with time, the difference between the
readings, A, may be used to estimate the experimental standard deviation of the individual instruments as
follows:

0

Y

s:[‘j—r_
O 2(N -1

2

... (14)

00000000
N

ood

Aj = Xg — Xoi

If the degrees of freedom are less than 30, the small sample methods shown in annex A are required.

6.3 Estimation of systematic uncertainty

In spite of applying all known corrections to overcome imperfections in calibration, data acquisition and data
reduction processes, some systematic errors will probably remain. To determine the exact systematic error in a
measurement, it would be necessary to compare the true value and the measurements. However, as the true
value is unknown, it is necessary to carry out special tests or utilize existing data that will provide systematic
uncertainty information. The following examples are given, in order of preference.

a) Interlaboratory or interfacility tests make it possible to obtain the distribution of systematic errors between
facilities (see ISO 5725).
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b) Comparisons of standards with instruments in the actual test environment may be used.

c¢) Comparison of independent measurements that depend on different principles can provide systematic
uncertainty information. For example, in a gas turbine test, airflow can be measured with (1) an orifice, (2) a
bellmouth nozzle, (3) compressor speedflow rig data, (4) turbine flow parameters and (5) jet nozzle calibrations.

d)  When it is known that a systematic error results from a particular cause, calibrations may be performed
allowing the cause to vary through its complete range to determine the range of systematic error.

e) If there is no source of data on which to estimate the systematic uncertainty, the estimate must be based on
judgement. An estimate of an upper limit of the systematic error is needed. Instrumentation manufacturers'
reports and other references may provide information. It is important to distinguish between the “estimate” of
an upper limit on systematic error obtained by this method and the more reliable estimate of a random
uncertainty arrived at by analysing data. There is a general tendency to underestimate systematic uncertainties
when a subjective approach is used, partly through human optimism and partly through the possibility of
overlooking the existence of some sources of systematic error. Great care is therefore necessary when
quoting systematic uncertainties.

f)  If the mean of results from redundant instruments or measurements differs by more than has been predicted
by individual uncertainties, then a source of systematic uncertainty has been overlooked.

Sometimes the physics of the measurement system provide knowledge of the sign but not the magnitude of the
systematic error. For example, hot thermocouples radiate and conduct thermal energy from the sensor to indicate
lower temperatures. The systematic uncertainties interval in this case is nonsymmetrical, i.e. not of the form £ B. It
is of the form B* for the positive and B~ for the negative uncertainty. Thus, typical systematic uncertainties
associated with a radiating thermocouple could be:

B+ =0°
B-=-10°

For elemental uncertainties, the interval from B+ to B~ shall include zero.

6.4 Final uncertainty classification based on the defined measurement process

Uncertainty statements must be related to a well-defined measurement process. The final classification of
uncertainties into systematic and random depends on the definition of the measurement process. Some of these
considerations are:

a) long versus short-term testing (see 6.4.1);
b) comparative versus absolute testing (see 6.4.2);

c) averaging to reduce random error (see 6.4.3).

6.4.1 Long versus short-term testing

The calibration histories accumulated before, during or after the testing period may influence the uncertainty
analysis.

a) When the instrumentation is calibrated only once, all the calibration uncertainty is frozen into systematic
uncertainty. The error in the calibration correction is a constant and cannot increase the scatter in a test result.
Thus, the calibration uncertainty, made up in general of systematic and fossilized random uncertainties, is
considered to be all systematic uncertainties in this case.

b) If the test period is long enough that instrumentation may be calibrated several times and/or several test
stands are involved, the random error in the calibration hierarchy (see 5.4) should be treated as contributing to
the overall experimental standard deviation. The experimental standard deviations may be derived from
calibration data.

6.4.2 Comparative versus absolute testing

The objective of a comparative test is to determine, with the smallest measurement uncertainty possible, the net
effect of a change. The first test is run with the standard or baseline configuration. The second test is run with the
change. The difference between the results of these tests is an indication of the effect of the change. As long as
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only the difference or net effect between the two tests is considered, all systematic errors, being fixed, will cancel
out. The measurement uncertainty will be composed of random errors only.

All errors in a comparative test arise from random errors in data acquisition and data reduction. Systematic errors
are effectively zero. Since calibration random errors have been considered systematic errors, they also are
effectively zero.

The test result is the difference in flowrate between two test results, rq and ro.

Ar=r1 -1y ... (15)

S =yF tE =28 ... (16)

where g, is the experimental standard deviation of the random error of the first test, sy is the root-sum-square of

and

the experimental standard deviations from data acquisition and data reduction, and g, is assumed to equal &..

6.4.3 Averaging to reduce random error

Averaging test results is often used to improve the random uncertainty. Careful consideration should be given to
designing the test series to average as many causes of variation as possible within cost constraints. The design
should be tailored to the specific situation. For example, if experience indicates time-to-time and rig-to-rig variations
are significant, a design that averages multiple test measurement results on one rig on one day may produce
optimistic random uncertainty compared to testing several rigs, each mounted several times, over a period of
weeks. The list of possibilities may include the above plus test stand-to-test stand, instrument-to-instrument,
mount-to-mount and environmental, power supply and test crew variation. Historic data is invaluable for studying
these effects.! If the pretest uncertainty analysis identifies unacceptably large elemental uncertainties, special
tests to measure the effects should be considered.

6.5 Example of uncertainty classification: a calibration constant

The final classification of elemental uncertainty depends on the defined measurement process. To illustrate,
assume a test meter is to be compared or calibrated with a master meter at one flow level. The objective is to
determine a correction, called a calibration constant, that will be added to the test meter observations when it is
installed for test. This calibration constant correction will, over a limited time period, make the test meter “read
like” the master meter. During the calibration, the master meter is used to set the flow level, as it is normally more
accurate than the test meter. To reduce the calibration random uncertainty, N = 13 comparisons will be made and
averaged. If the data were plotted, the data might look like figure 9.

S True value
[
% (unknown)
g Master meter Meter-to-be-calibrated
I (average) (average)
o
=z
10 |-
M
M
MM
MM X | X
MM X X|X
MM X X|X
M MM X X XX X
Flowrate

Figure 9 — Calibration should compensate for test meter systematic error

1) A statistical technique, analysis of variance (ANOVA) is useful for partitioning total variance by cause.
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