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0 IS0 ISO/TR 9122=6:1994(E) 

This document is not to be regarded as an “International Standard”. It is 
proposed for provisional application so that information and experience of 
its use in practice may be gathered. Comments on the content of this 
document should be sent to the IS0 Central Secretariat. 

A review of this type 2 Technical Report will be carried out not later than 
two years after its publication with the options of: extension for another 
two years; conversion into an International Standard; or withdrawal. 

lSO/TR 9122 consists of the following parts, under the general title 
Toxicity testing of fire effluents: 

- Part I: General 

- Part 2: Guidelines for biological assays to determine the acute 
inhalation toxicity of fire effluents (basic principles, criteria and 
methodology) 

- Part 3: Methods for the analysis of gases and vapours in fire 
effluents 

- Part 4: The fire model (furnaces and combustion apparatus used in 
small-scale testing) 

- Part 5: Prediction of toxic effects of fire effluents 

- Part 6: Guidance for regulators and specifiers on the assessment of 
toxic hazards in fires in buildings and transport 

Annex A of this part of lSO/rR 9122 is for information only. 

. . . 
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TECHNICAL REPORT 0 ISO ISO/TR 9122=6:1994(E) 

Toxicity testing of fire effluents - 

Part 6: 
Guidance for regulators and specifiers on the assessment 
of toxic hazard in fires in buildings and transport 

1 Scope 

This part of lSO/TR 9122 is intended to provide guid- 
ance for the regulator and specifier on the assess- 
ment of toxic hazards in fires in buildings and 
transport. This is done by describing a series of logical 
steps to assess a particular fire scenario. 

2 Background 

The life threat hazard from fires continues to be a 
source of concern in many countriesW Of major 
concern is exposure to toxic gases which together 
with heat and visual obscuration from smoke are re- 
sponsible for the majority of deaths and serious injury 
in fires. The increasing use of novel materials and in- 
novative design in buildings and transport vehicles 
and their contents, can create new potential hazards 
as well as new opportunities for the reduction of 
hazard. There is therefore a great need for effective 
methods for the assessment of life threat hazard and 
its regulation. This has stimulated wide ranging re- 
search over many years whose aim has been to un- 
derstand the nature and biological effects of fire 
effluent atmospheres and provide guidance on the 
mitigation of their effects. 

2.1 Regulatory use of data from sma 
toxicity tests 

I-sea e 

The initial thrust internationally was to dl !velop a 
small-scale test for toxic potency of materials which 
could be used by regulators, specifiers and fire safety 
practitioners in much the same way as other small- 
scale fire tests have been used for the control of ma- 
terials. This perceived need for small-scale toxic 

potency tests arose from concern about the increas- 
ing incidence of fire deaths resulting from smoke ex- 
posure. There was a feeling that the most important 
factor in toxic hazard was the toxic potency of com- 
bustion products and that modern materials evolved 
products which had a much greater toxic potency than 
traditional materials. This fear was increased by the 
discovery of a small number of materials evolving 
products with an unusually high toxic potency in 
small-scale tests. These concerns led to pressure for 
small-scale tests to measure the toxic potency of 
combustion products so that materials could be 
ranked and on that basis, “bad” materials could be 
identified. Experience with these tests over many 
years coupled with a growing understanding from re- 
search of the life threatening properties of “real” fires 
has resulted in the general consensus that such 
small-scale test data independent of other fire per- 
formance data, are insufficient for assessing life threat 
hazard. Also, examples of unusually high toxic 
potency have proven to be rare and in most fires the 
major toxic effects are known to be caused by a small 
number of well known products. It follows that at- 
tempts to regulate on the basis of toxic potency val- 
ues alone such as those required to be submitted by 
the State of New York (U. Pitt test[*]), or to specify 
materials based upon unrealistic tests such as the 
NES713[31 or controls based solely upon elemental 
composition of synthetic material#] may be consid- 
ered counterproductive. 

The main limitations of small-scale tests are: 

a) the tests do not address the problem of the rate 
of fire growth and toxic product generation which 
are essential in toxic hazard assessment; 
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