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Page 2, Clause 2 

Replace “ISO 1:1975, Standard reference temperature for industrial length measurements” by: 

“ISO 1:2002, Geometrical Product Specifications (GPS) — Standard reference temperature for 
geometrical product specification and verification”. 

Replace “ISO 9001:1994, Quality systems — Model for quality assurance in design, development, production, 
installation and servicing” by: 

“ISO 9001:2000, Quality management systems — Requirements”. 

Replace “ISO 14253-3:—1), Geometrical Product Specifications (GPS) — Inspection by measurement of 
workpieces and measuring instruments — Part 3: Procedures for evaluating the integrity of uncertainty of 
measurement values” by: 

“ISO 14253-3:2002, Geometrical Product Specifications (GPS) — Inspection by measurement of  
workpieces and measuring equipment — Part 3: Guidelines for achieving agreements on measurement 
uncertainty statements”. 

Delete Footnote 1). 

Replace “ISO 9004-1:1994, Quality management and quality system elements — Part 1: Guidelines” by: 

“ISO 9004:2000, Quality management systems — Guidelines for performance improvements. 

Page 4, 3.10 

In Note 2, replace “the requirements of 4.11.1, 4.11.2 of ISO 9001:1994, 13.1 of ISO 9004-1:1994 and 
ISO 14253-1” by: 

“the requirements of 7.6 and 8.2.4 of ISO 9001:2000, 7.6 and 8.2.3 of ISO 9004:2000 and 
ISO 14253-1”. 

Page 18, 8.2.2 

In the 6th paragraph, change the end of the sentence to: “… from Table 2.” 

In the 6th paragraph, change Footnote “2)” to: “1)”. 

In the 8th paragraph, after Equation (5), replace “s” by: “ xs ”. 

Replace Equation (6) by: 
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Page 19, 8.2.2 

In Table 2, last line in 1st column, replace “u 10” by:  “ W 10”. 
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