——— TECHNICAL SPECIFICATION ISO/TS 17575-3:2011
__Ié’ﬁb_ TECHNICAL CORRIGENDUM 1

=——— Published 2013-04-01

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION o MEXOYHAPOOHASA OPFAHU3ALNA MO CTAHOAPTUSALMN o ORGANISATION INTERNATIONALE DE NORMALISATION

Electronic fee collection — Application interface definition for
autonomous systems —

Part 3:
Context data

TECHNICAL CORRIGENDUM 1

Perception du télépéage — Définition de l'interface d'application pour les systemes autonomes —

Partie 3: Données du contexte

RECTIFICATIF TECHNIQUE 1
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Intelligent transport systems, in collaboration with Technical Committee CEN/TC 278, Road transport and
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Page 11, 8.3.2, second paragraph and second sentence below Table 3
Replace

'The data type shall be ContextId, definedinISO/TS 17575-1:2010.'

with

'The data type shall be ContextId, as definedinA.2'
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Page 12, 8.3.2

Replace

'- data element southernLatitude
Latitude),

- data element northernLatitude
Latitude),

— data element westernLongitude
Longitude) and

- data element easternLongitude
Longitude).'

with

'- data element southernLatitude
Latitude),

- data element northernLatitude
Latitude),

— data element westernLongitude
Longitude) and

— data element easternLongitude
Longitude).'

shall contain the lower (southernmost) latitude value (data type

shall contain the larger (northernmost) longitude value (data type

shall contain the lower (westernmost) latitude value (data type

shall contain the larger (easternmost) latitude value (data type

shall contain the lower (southernmost) latitude value (data type

shall contain the larger (northernmost) latitude value (data type

shall contain the lower (westernmost) longitude value (data type

shall contain the larger (easternmost) longitude value (data type

Page 37, 8.3.4.3.1, Table 19, second column, row 4

Replace
'cordonEntryData’
with

'cordonEntryLocation'’

Page 37, 8.3.4.3.1, Table 19, second column, row 5

Replace

'cordonExitData'’
with

'cordonExitLocation'

Page 37, 8.3.4.3.1, third paragraph below Table 19

Replace
'cordonEntryData’

with

2
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