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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

In other circumstances, particularly when there is an urgent market requirement for such documents, a
technical committee may decide to publish other types of normative document:

— an ISO Publicly Available Specification (ISO/PAS) represents an agreement between technical experts in
an ISO working group and is accepted for publication if it is approved by more than 50 % of the members
of the parent committee casting a vote;

— an ISO Technical Specification (ISO/TS) represents an agreement between the members of a technical
committee and is accepted for publication if it is approved by 2/3 of the members of the committee casting
a vote.

An ISO/PAS or ISO/TS is reviewed after three years in order to decide whether it will be confirmed for a
further three years, revised to become an International Standard, or withdrawn. If the ISO/PAS or ISO/TS is
confirmed, it is reviewed again after a further three years, at which time it must either be transformed into an
International Standard or be withdrawn.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

IISO/TS 19103 was prepared by Technical Committee ISO/TC 211, Geographic information/Geomatics.
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Introduction

This Technical Specification of the ISO geographic information standards is concerned with the adoption and
use of a conceptual schema language (CSL) for developing computer-interpretable models, or schemas, of
geographic information. Standardization of geographic information requires the use of a formal CSL to specify
unambiguous schemas that can serve as a basis for data interchange and the definition of interoperable
services. An important goal of the ISO geographic information standards is to create a framework in which
data interchange and service interoperability can be realized across multiple implementation environments.
The adoption and consistent use of a CSL to specify geographic information is of fundamental importance in
achieving this goal.

There are two aspects to this Technical Specification. First, a CSL must be selected that meets the
requirements for rigorous representation of geographic information. This Technical Specification identifies the
combination of the Unified Modeling Language (UML) static structure diagram with its associated Object
Constraint Language (OCL) and a set of basic type definitions as the conceptual schema language for
specification of geographic information. Secondly, this Technical Specification provides guidelines on how
UML should be used to create geographic information and service models that are a basis for achieving the
goal of interoperability.

One goal of the ISO geographic information standards using UML models is that they will provide a basis for
mapping to encoding schemas as defined in ISO 19118, as well as a basis for creating implementation
specifications for implementation profiles for various environments.
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TECHNICAL SPECIFICATION ISO/TS 19103:2005(E)

Geographic information — Conceptual schema language

1 Scope

This Technical Specification provides rules and guidelines for the use of a conceptual schema language within
the 1SO geographic information standards. The chosen conceptual schema language is the Unified Modeling
Language (UML).

This Technical Specification provides a profile of the Unified Modeling Language (UML) for use with
geographic information. In addition, it provides guidelines on how UML should be used to create standardized
geographic information and service models.

2 Conformance

Any conceptual schema written for a specification, including a profile or functional standard, that claims
conformance with this Technical Specification shall pass all of the requirements described in the abstract test
suite in Annex A. Non-UML schemas shall be considered conformant if there is a well-defined mapping from a
model in the source language into an equivalent model in UML and that this model in UML is conformant.

3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 19101:2002, Geographic Information — Reference model

ISO/IEC 19501:2005, Information technology — Open Distributed Processing — Unified Modeling Language
(UML) Version 1.4.2

4 Terms, definitions and abbreviations

4.1 ISO/TS 19103 terms
For the purposes of this document, the following terms and definitions apply.

411
application
manipulation and processing of data in support of user requirements

[1SO 19101]

41.2
application schema
conceptual schema for data required by one or more applications

[ISO 19101]
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4.1.3
conceptual model
model that defines concepts of a universe of discourse

[ISO 19101]

41.4
conceptual schema
formal description of a conceptual model

[1SO 19101]

41.5
data type
specification of a value domain with operations allowed on values in this domain

EXAMPLE Integer, Real, Boolean, String, Date and SG Point (conversion of data into a series of codes).
NOTE Data types include primitive predefined types and user-definable types.

4.1.6
domain
well-defined set

NOTE Domains are used to define the domain set and range set of attributes, operators and functions.

41.7
feature
abstraction of real world phenomena

[1SO 19101]

NOTE 1 A feature may occur as a type or an instance. Feature type or feature instance should be used when only one
is meant.

NOTE 2 In UML [8] a feature is a property, such as operation or attribute, which is encapsulated as part of a list within a
classifier, such as interface, class or data type.

41.8
feature association
relationship that links instances of one feature type with instances of the same or a different feature type

[ISO 19109]

NOTE 1 A feature association may occur as a type or an instance. Feature association type or feature association
instance is used when only one is meant.

NOTE 2 Feature associations include aggregation of features.

41.9
feature attribute
characteristic of a feature

[1SO 19101]

NOTE 1 A feature attribute has a name, a data type, and a value domain associated to it. A feature attribute for a
feature instance also has an attribute value taken from the value domain.

NOTE 2 A feature attribute may occur as a type or an instance. Feature attribute type or feature attribute instance
should be used when only one is meant.
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4.1.10
feature operation
operation that every instance of a feature type may perform

[1SO 19110]

EXAMPLE 1 An operation upon a “dam” is to raise the dam. The result of this operation is to raise the level of water in
a reservoir.

EXAMPLE 2 An operation by a “dam” might be to block vessels from navigating along a “watercourse”.
NOTE Feature operations provide a basis for feature type definition.
41.11

metadata
data about data

[1SO 19115]
4112

metadata element
discrete unit of metadata

[ISO 19115]

NOTE 1 Metadata elements are unique within a metadata entity.
NOTE 2  Equivalent to an attribute in UML terminology.

4113

schema

formal description of a model

[ISO 19101]

4114

service

distinct part of the functionality that is provided by an entity through interfaces
[ISO/IEC TR 14252]

41.15

value domain

set of accepted values

EXAMPLE The range 3-28, all integers, any ASCII character, enumeration of all accepted values (green, blue, white).

4.2 UML terms

The following are UML terms that are adapted from ISO/IEC 19501.
4.21

actor

coherent set of roles that users of use cases play when interacting with these use cases

NOTE An actor may be considered to play a separate role with regard to each use case with which it communicates.
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422

aggregation

special form of association that specifies a whole-part relationship between the aggregate (whole) and a
component part

NOTE See composition.

423
association
semantic relationship between two or more classifiers that specifies connections among their instances

NOTE A binary association is an association among exactly two classifiers (including the possibility of an association
from a classifier to itself).

424
attribute
feature within a classifier that describes a range of values that instances of the classifier may hold

NOTE 1 An attribute is semantically equivalent to a composition association; however, the intent and usage is normally
different.

NOTE 2  “Feature” used in this definition is the UML meaning of the term and is not meant as defined in 4.1 of this
Technical Specification.

4.2.5
behaviour
observable effects of an operation or event, including its results

4.2.6
cardinality
number of elements in a set

NOTE Contrast: multiplicity.

427

class

description of a set of objects that share the same attributes, operations, methods, relationships and
semantics

NOTE A class may use a set of interfaces to specify collections of operations it provides to its environment. See:
interface.

4.2.8
classifier
mechanism that describes behavioural and structural features

NOTE Classifiers include interfaces, classes, datatypes, and components.

429

component

modular, deployable, and replaceable part of a system that encapsulates implementation and exposes a set of
interfaces

NOTE A component represents a physical piece of implementation of a system, including software code (source,

binary or executable) or equivalents such as scripts or command files.

4210

composition

form of aggregation which requires that a part instance be included in at most one composite at a time, and
that the composite object is responsible for the creation and destruction of the parts
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NOTE Parts with non-fixed multiplicity may be created after the composite itself, but once created they live and die
with it (i.e. they share lifetimes). Such parts can also be explicitly removed before the death of the composite. Composition
may be recursive. Synonym: composite aggregation.

4.2.11
constraint
semantic condition or restriction

NOTE Certain constraints are predefined in the UML, others may be user defined. Constraints are one of three
extensibility mechanisms in UML. See: tagged value, stereotype.

4.2.12

dependency

relationship between two modeling elements, in which a change to one modeling element (the independent
element) will affect the other modeling element (the dependent element)

4213

generalization

taxonomic relationship between a more general element and a more specific element that is fully consistent
with the more general element and contains additional information

NOTE An instance of the more specific element may be used where the more general element is allowed. See:
inheritance.

4214

inheritance

mechanism by which more specific elements incorporate structure and behaviour of more general elements
related by behaviour

NOTE See generalization.

4215

instance

entity that has unique identity, a set of operations can be applied to it, and state that stores the effects of the
operations

NOTE See: object.

4.2.16
interface
named set of operations that characterize the behaviour of an element

4217
metamodel
model that defines the language for expressing a model

4218
method
implementation of an operation

NOTE It specifies the algorithm or procedure associated with an operation.
4.2.19
multiplicity

specification of the range of allowable cardinalities that a set may assume

NOTE Multiplicity specifications may be given for roles within associations, parts within composites, repetitions and
other purposes. Essentially a multiplicity is a (possibly infinite) subset of the non-negative integers. Contrast: cardinality.
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4.2.20
object
entity with a well-defined boundary and identity that encapsulates state and behaviour

NOTE State is represented by attributes and relationships, behaviour is represented by operations, methods and
state machines. An object is an instance of a class. See: class, instance.

4.2.21
operation
service that can be requested from an object to affect behaviour

NOTE 1 An operation has a signature, which may restrict the actual parameters that are possible.

NOTE 2  Definition from UML Reference Manual: A specification of a transformation or query that an object may be
called to execute.

NOTE 3  An operation has a name and a list of parameters. A method is a procedure that implements an operation. It
has an algorithm or procedure description.

4.2.22

package

general purpose mechanism for organizing elements into groups

NOTE Packages may be nested within other packages. Both model elements and diagrams may appear in a
package.

4.2.23

refinement

relationship that represents a fuller specification of something that has already been specified at a certain
level of detail

NOTE For example, a design class is a refinement of an analysis class

4.2.24

relationship

semantic connection among model elements

NOTE Kinds of relationships include association, generalization, metarelationship, flow and several kinds grouped
under dependency.

4.2.25
specification
declarative description of what something is or does

NOTE Contrast: implementation.
4.2.26
stereotype

new type of modeling element that extends the semantics of the metamodel

NOTE Stereotypes must be based on certain existing types or classes in the metamodel. Stereotypes may extend
the semantics, but not the structure of pre-existing types and classes. Certain stereotypes are predefined in the UML,
others may be user defined. Stereotypes are one of three extensibility mechanisms in UML. The others are constraint and
tagged value.

4.2.27
tagged value
explicit definition of a property as a name-value pair

NOTE In a tagged value, the name is referred as the tag. Certain tags are predefined in the UML; others may be user

defined. Tagged values are one of three extensibility mechanisms in UML. The others are constraint and stereotype.
Documents
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4.2.28

type

stereotyped class that specifies a domain of objects together with the operations applicable to the objects,
without defining the physical implementation of those objects

NOTE A type may have attributes and associations.

4.2.29
value
element of a type domain

NOTE 1 A value may consider a possible state of an object within a class or type (domain).

NOTE 2 A data value is an instance of a data type, a value without identity.

4.3 Abbreviations

API Application Programming Interface

CASE Computer Aided Software Engineering
CORBA Common Object Request Broker Architecture
CSL Conceptual schema language

CSMF Conceptual Schema Modeling Facility

DCOM/OLE  Distributed Compound Object Model/Object Linking and Embedding

GFM General Feature Model

OCL Object Constraint Language
ODMG Object Database Management Group
OMG Object Management Group
ODP Open Distributed Processing
ODBC Open Database Connection
SRS Spatial Reference System
UML Unified Modeling Language
url Uniform Resource Locator
XML Extended Markup Language
XMI XML Metamodel Interchange

5 Organization

This Technical Specification contains a UML Profile which provides modeling guidelines for how to use UML
for modeling compliant with the ISO geographic information standards.

The main technical content of this Technical Specification is found in Clause 6. An introduction to the general
usage of UML is given in 6.1 and 6.2. The description of classes and attributes in 6.3 and 6.4 is based on
general rules for UML. Data types described in 6.5 are developed for this Technical Specification, as standard
UML does not prescribe the use of specific data types. More information on the necessary precision level of
UML models required by this Technical Specification is provided in 6.6, 6.7 and 6.8. The conventions for
defining optional attributes and associations are described in 6.9. Naming rules are described in 6.10.
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Annex A describes an abstract test suite for checking that UML models are made according to the rules of this
Technical Specification.

An introduction to conceptual schema languages can be found in Annex B, and a set of modeling guidelines
for both information modeling and service modeling can be found in Annex C. The general UML as defined in
ISO/IEC 19501 is briefly described in Annex D.

6 The ISO/TS 19103 UML Profile

6.1 Introduction

This clause provides rules and guidelines on the use of UML within the field of geographic information. It
defines specific aspects for the use of UML compliant with the ISO geographic information standards. It is
based on general UML as defined in ISO/IEC 19501 (Annex D). Annex D follows the same structure as this
clause, to make it easy to refer to the relevant standard UML concepts.

The subclauses are structured as follows:

— General usage of UML

— Classes

— Attributes

— Data types

— Operations

— Relationships and associations

— Stereotypes and tagged values

— Optional, conditional and mandatory attributes and associations

— Naming and name spaces

— Packages

— Notes

— Constraints

— Documentation of models

6.2 General usage of UML
UML (The Unified Modeling Language) shall be used in a manner that is consistent with ISO/IEC 19501.

NOTE Books, such as “UML User Guide” [l and “UML Reference Manual” 2] contain further information. The book
“UML Distilled” ! is a shorter introductory text.

All normative class models shall contain complete definitions of attributes, associations, operations and
appropriate data type definitions. Other kinds of UML diagrams may also be used as normative models. It is
the need for this completeness that makes it necessary to define this UML profile, as UML in general can be
used on various levels of precision and completeness.
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6.3 Classes

A class according to this Technical Specification is normally viewed as a specification and not as an
implementation. Attributes are considered abstract and do not have to be directly implemented (i.e. as fields in
a record or instance variables in an object). This is not in conflict with the process of encoding as described in
ISO 19118, as this describes an external representation that does not have to be equivalent to the internal
representation.

For this reason, conceptual schemas adhering to this profile of UML shall stereotype all classifiers as
<<Type>> unless they specifically intend to specify internal representation.

NOTE Classifiers specified as <<DataType>> (lacking identity) are not usually assumed to be types in UML, but may
be assumed to be abstract for conceptual schemas adhering to this profile of UML unless the schema in which they are
defined specifically states otherwise.

For each class defined according to this Technical Specification, the set of attributes defined with this class,
together with the sets of attributes of classes that are reachable directly or indirectly via associations, shall be
sufficient to fully support the implementation of each operation defined for this particular class.

Use of multiple inheritance is an issue in many implementation environments and can cause problems if
handled improperly in those environments. For this reason, the use of multiple inheritance should be
minimized or avoided unless it is a fundamental part of the semantics of the type hierarchy. If used, the
schema adhering to this UML profile shall not require that the implementation classes realizing the standards
specified types replicate the inheritance model of the types.

6.4 Attributes

Attributes are used according to standard UML (see D.4).

6.5 Data types

6.5.1 General considerations

The classes and templates (parameterized types) defined in this clause are those that are usually defined by
the development environment’s data definition language. Each of these types can be represented in a variety
of logically equivalent forms. The ones presented here are not meant to restrict the usage of other equivalent
forms native to the chosen development environment. ISO/IEC 11404 presents an equivalent definition for
most of the types and templates presented here.

The basic data types have been grouped into three categories, as shown in Figure 1:

a) Primitive types: Fundamental types for representing values, examples are CharacterString, Integer,
Boolean, Date, Time, etc.

b) Implementation and collection types: Types for implementation and representation structures, examples
are Names and Records, and types for representing multiple occurrences of other types, examples are
Set, Bag and Sequence.

c) Derived types: Measure types and units of measurement.

The basic types are defined as abstract types, class name in italic, and appropriate representations will be
defined by implementation and encoding mappings for the various subtypes.

The repertoire of basic data types is described in 6.5.2 - 6.5.7.
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1] ] I

Primitive Implementation Derived
(from Basic Types) (from Basic Types) (from Basic Types)

1] ] 1]

<<lLeaf>> <<Leaf>> <<Leaf>>
Numerics Collections Units of Measure
(from Primitive) (from Implementation) (from Derived)

] [ ]

<<Leaf>> <<Leaf>>
Text Records
(from Primitive) (from Implementation)

] [ ]

<<Leaf>> <<Leaf>>
Date and Time Names
(from Primitive) (from Implementation)

1]

<<Leaf>>
Truth
(from Primitive)

]

<<Leaf>>
Enumerations
(from Primitive)

1

<<Leaf>>
Multiplicities
(from Primitive)

Figure 1 — The basic data types
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6.5.2 Primitive types

6.5.2.1 General

Figure 2 provides an overview of the primitive types to be described next. Figure 3 provides an overview of the
numeric types. Together with the class diagrams in the accompanying figures and the text of those figures, the
content in each of the packages is described in 6.5.2.1 — 6.5.2.14.

] ] ]

<<lLeaf>> <<Leaf>> <<Leaf>>
Numeric Date and Time Enumerations

+ Decimal + DateTime + Sign

+ Vector + Date + Digit

+ Real + DatePrecision + Bit

+ Number + Time

+ Unlimitedinteger

+ Integer

1] ] ]
<<Leaf>> <<Leaf>> <<Leaf>>
Text Truth Multiplicities
+ CharacterString + Boolean + Multiplicity
+ Sequence<Character> + Logical + MultiplicityRange
+ Character + Truth
+ CharacterSetCode + DiscreteTruth
+ LanguageCharacterString + ContinuousTruth
+ Probability

Figure 2 — Primitive types
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<<Type>>
Number

+ =(n : Number) : Boolean
+ <>(n : Number) : Boolean <<Type>>

+ <(n : Number) : Boolean Unlimitedinteger
+ <=(n : Number) : Boolean
+ >(n : Number) : Boolean
+ >=(n : Number) : Boolean
+ +(n : Number) : Number
+ -(n : Number) : Number
+ *(n : Number) : Number
+ /(n : Number) : Number

+ isInfinite : Boolean
+ value [0..1] : Integer

+ negate(): Number <<Type>>
Vector
+ abs(): Number - —
+ min(n : Number) : Number + dimension : Integer
+max(n : Number) : Number + coordinate : Sequence<Number>
+ aslinteger() : Integer + vectorAdd(v Vector) : Vector
+ asReal() : Real + scalarMultiply(n : Number) : Vector

+ asString() : CharacterString

r

<<Type>> <<Type>> <<Type>>
Decimal Real Integer
+ asReal() : Real + floor() : Integer + div(j : Integer) : Integer
+ absoluteValue() : Real + mod(j : Integer) : Integer
+ asDecimal(length : Integer) : Decimal + asReal() : Real

Figure 3 — Numeric types

6.5.2.2 Number

Number is the base type for all number data, giving the basic algebraic operations. Since all concrete types
have finite representations, some parts of this algebra for most types exhibits some inaccuracy. For example,
Integers cannot divide very well, and reals and decimals cannot avoid certain types of inaccuracies that
depend on their representation semantics. Number is an abstract class.

6.5.2.3 Integer

Integer is a signed integer number; the length of an integer is encapsulation and usage dependent. It consists
of an exact integer value, with no fractional part.

EXAMPLE 29, —65547.

6.5.2.4 Decimal

Decimal is a decimal data type in which the number represents an exact value, as a finite representation of a
decimal number. It differs from the common binary real implementation in that it can represent 1/10
(one-tenth) without error, while binary real representation can only represent powers of exactly 1/2 (one-half).
Since many currencies are decimal, these representations are preferred in dealing with such monies. This is
also true for mile markers, which are often given in decimals.

NOTE This differs from real, as real is an approximate value and Decimal is exact.

EXAMPLE 12,75.
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6.5.2.5 Real

Real is a signed real (floating point) number consisting of a mantissa and an exponent, which represents a
value to a precision given by the number of digits shown, but is not necessarily the exact value. The length of
a real is encapsulation and usage dependent. The common binary real implementation uses base 2. Since
such reals can approximate any measure where absolute accuracy is not possible, this form of numeric is
most often used for measures. In cases were absolute accuracy is needed, such as currencies, then a
decimal representation may be preferred (assuming the currency is decimal, such as the U.S. dollar,
British pound, etc.). Where there are no subunits possible, integer numbers may be preferred. A real can be
considered as an integer part followed by a fractional part given in multiples of powers of 1/2 (halves).

EXAMPLE 23.501, — 1234E-4, — 23.0.

6.5.2.6 Vector

Vector is an ordered set of numbers called coordinates that represent a position in a coordinate system. The
coordinates may be in a space of any number of dimensions, as for instance in an “nt" degree” polynomial
spline.

EXAMPLE (123, 514, 150).

6.5.2.7 CharacterString

A CharacterString, as illustrated in Figure 4, is an arbitrary-length sequence of characters, including accents
and special characters from the repertoire of one of the adopted character sets:

— ISO/IEC 10646: Universal Multi-Octet Coded Character Set (UCS), and
— IS0 8859.
EXAMPLE “/Erlige Kare sa sng for forste gang.”

The maximum length of a CharacterString is dependent on encapsulation and usage. A language tag may be
provided for identification of the language of string values.

For an implementation mapping of a CharacterString, the handling of the following four aspects needs to be
decided:

1) Representation of value,

2) Representation of character set,
3) Representation of encoding, and
4) Representation of language.

This can be handled for instance by choosing ISO/IEC 10646.
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R ——

| | <<CodelList>>

<<Type>>_ S CharacterSetCode

Sequence +1S010646 = default
(from Collections) +1S08859

A

<<Type>>

|
|
|
|
|
|
|
! Character

<<Type>>
Sequence<Character>

<<Type>>
CharacterString

+ size : Integer

/+ characterSet : CharacterSetCode = "ISO10646"
+ element[size] : Character

+ maxLength : Integer

+ isNull() : Boolean

+ =(s : CharacterString) : Boolean

+ <>(s : CharacterString) : Boolean

+ <(s : CharacterString) : Boolean

+ >(s : CharacterString) : Boolean

+ <=(s : CharacterString) : Boolean

+ >=(s : CharacterString) : Boolean

+ toUpper() : CharacterString

+ toLower() : CharacterString

+ subString(lower : Integer, upper : Integer) : CharacterString

Figure 4 — Character string
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6.5.2.8 Date

A date gives values for year, month and day. Figure 5 shows the Date type. Character encoding of a date is a
string that shall follow the format for date specified in ISO 8601. Encoding is further discussed in ISO 19118
and ISO 19136. Principles for date and time are further discussed in ISO 19108.

EXAMPLE 1998-09-18.
<<Type>> <<Type>>
Time Date
+ hour : CharacterString + century : CharacterString
+ minute[0..1] : CharacterString + year[0..1] : CharacterString
+ second[0..1] : CharacterString + month[0..1] : CharacterString
+ timeZone[0..1] : CharacterString + day[0..1] : CharacterString
<<Type>>
DateTime
Figure 5 — Date and Time types
6.5.29 Time

A time is given by an hour, minute and second. Figure 5 shows the Time type. Character encoding of a time is
a string that follows the ISO 8601 format. Time zone according to UTC is optional. Encoding is further
discussed in ISO 19118 and ISO 19136. Principles for date and time are further discussed in ISO 19108.

EXAMPLE 18:30:59 or 18:30:59+01:00.

6.5.2.10 DateTime

A DateTime is a combination of a date and a time type. Figure 5 shows the DateTime type. Character
encoding of a DateTime shall follow ISO 8601. Encoding is further discussed in ISO 19118 and 1SO 19136.
Principles for date and time are further discussed in ISO 19108.
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6.5.2.11 Boolean
Figure 6 shows values specifying TRUE or FALSE.

EXAMPLE TRUE or FALSE.

<<Type>>
Truth

{truthValue >= 0,0}
_______ {truthValue <= 1,0}

+ truthValue() : Real

T

<<Type>> <<Type>>
ContinuousTruth DiscreteTruth

| 1
;:;B:;KI <<enumeration>> <<enumeration>>
Boolean Logical
+ valuel. Real +TRUE = 1 +TRUE = 1
| + FALSE =0 + FALSE =0
| +=(b : Boolean) : Boolean + MAYBE = 0,5
L + or(b : Boolean) : Boolean =(b i . i
{truthValue() = value} [ﬁ + xor(b : Boolean) : Boolean I oifb';Lfsg;?:;i)';lfc%icj;
+ and(b : Boolean) : Boolean + xor(b : Logical) : Logical
+ implies(b : Boolean) : Boolean +and(b : Logical) : Logical
+ not() : Boolean + implies(b : Logical) : Logical
+ not() : Logical

Figure 6 — Truth data types

6.5.2.12 Logical

Logical is a value specifying TRUE, FALSE or MAYBE (UNKNOWN).

6.5.2.13 Probability

Probability is represented as a number greater than or equal to 0,0 and less than or equal to 1,0.
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6.5.2.14 Multiplicity

Multiplicity defines the lower and upper bounds of the number of possible instances, as shown in Figure 7.

<<Type>>
Multiplicity

+range 1.*

<<Type>>
MultiplicityRange {lower >=0}
+ lower : Integer = F-—----—- {upper >= lower}
+ upper : Unlimitedinteger

Figure 7 — Multiplicity

6.5.3 Collection and dictionary types

6.5.3.1 General

A collection type is a template type that contains multiple occurrences of instances of a specific type. There
are different types of collections: set, bag and sequence. They have different semantics with regard to the
ordering of the elements and the possible operations allowed on the collection. A collection type usually does
not have an upper bound, i.e. a limit on the number of elements. The collection type is a template type
because it takes a type as an argument. The type of the element in the collection is provided as an argument.
The maximum number of elements may be specified as a constraint.

The major difference between collection types in this specification and in OCL is the inclusion of the
TransfiniteSet (see Figure 8).
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