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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee
SC 9, General test methods for paints and varnishes.

Alist of all parts in the ISO/TS 19392 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

In the wind energy industry, coatings are applied to rotor blades surface to protect the glass fibre
reinforced polymer composite substrate from environmental stresses. Rain drops and hailstones can
damage these coatings in such a way that individual layers come off or the whole coating delaminates
from the substrate. This applies mostly to the leading edge. Glass fibre reinforced polymer composites
and other blade materials can be also sensitive to UV degradation and thus can be damaged during
outdoor operation, if not protected accurately against irradiation by solar radiation. Failure of
protection can lead to delamination and a subsequent failure of the full blade.

An important function of the rotor blade coating is therefore to protect the blade material from UV
radiation. This applies to the leading edge, but also to the other surface areas of the blade.

The damage by solar radiation is mainly induced by the most energetic ultraviolet (UV) radiation, but
also visible (VIS) radiation (e.g. violet or blue radiation) is still energetic enough to have a negative
input on the appearance and durability of the blade.

Pigments and organic or inorganic UV absorbers can be used to reduce the coating film transmittance
against UV (and visible) radiation and cause a positive effect on lifetime and functional aspects of the
blade material. Pigments and UV absorbers can affect the transmittance in the visible range. This may
lead to colour change of the coated blade.

This document, as part of the ISO/TS 19392 series on rotor blade coatings, describes a method to
measure the spectral transmittance or the transmittance in a specific wavelength range. This allows
evaluating the UV and VIS radiation protection quality of a coatings film on the sensitive blade substrate
below. The focus is to avoid damage of the blade by natural solar radiation especially caused by the
most energetic part, the ultraviolet and short wavelength visible radiation.
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