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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 92, Fire safety, Subcommittee SC 1, Fire
initiation and growth.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Traditional white light bulbs including tungsten incandescent lamps, used until now for smoke density
measurements in fire tests, are no longer available. Methods therefore need to be developed for their
replacement with LED (light-emitting diode) light sources. This document is intended to provide
guidance on replacing the light source in a smoke density measurement with an LED light source.
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TECHNICAL SPECIFICATION ISO/TS 19850:2022(E)

Fire tests — Use of LED (light-emitting diode) as an
alternative to white light for measuring smoke parameters

1 Scope

This document specifies methodologies for comparing the smoke density and the smoke production
rate during fire tests measured by LED (light-emitting diode) with those measured by white light. These
methodologies are intended for the identification of suitable LEDs which can be used as alternatives to
white light sources.

2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
opacity of smoke
ratio of incident light intensity to transmitted light intensity through smoke, under specified conditions

3.2

optical density of smoke

measure of the attenuation of a light beam passing through smoke expressed as the logarithm to the
base 10 of the opacity of smoke

3.3
transmittance
ratio of transmitted light intensity through smoke to incident light intensity, under specified conditions

3.4
smoke
visible part of fire effluent

3.5
smoke production
amount of smoke that is produced in a fire or fire test

3.6
smoke production rate
amount of smoke produced per unit of time in a fire or fire test

4 Symbols and units
For the purposes of this document, the symbols and units shown in Table 1 apply.
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Table 1 — Symbols and their designations and units

Symbol Definition Unit

D degree of freedom 1

d optical density 1

I]- light transmission at time, t; 1

I gp measurement of light transmission for LED 1

Twh measurement of light transmission for white light 1

N normal distribution 1

n sample size -

SLED relative spectral distribution of a LED light 1

SLamp relative spectral distribution of a white light 1

t, time at point x S

Eerit critical point (time) S

A variance 1

Ap pressure difference on the measurement section Pa
wavelength nm
standard deviation 1

5 Principle

White light systems are currently used in several documents, for example, ISO 9239-1, ISO 9705-1,
ISO 24473, 1EC 61034-1, EN 13823 and EN 50399.

This document explains how the abovementioned standards can be amended based on the following
comparisons in order to confirm that a given replacement light source is suitable:

1) comparison of light source spectra, as described in Clause 8;

2) comparison of apparatus (ISO 9705-1, ISO 24473, ISO 9239-1and EN 13823), as described in
Clause 9;

NOTE There are two different methods described in Clause 9: method A (which is the preferred method) and
method B.

3) comparison in an alternative experimental set-up specially designed for this purpose, as described
in Clause 11.

6 Overview of smoke measurement used in existing light extinction test
methods

6.1 General

The white light smoke measurement system used in ISO 9239-1, [SO 9705-1 and ISO 24473, for example,
consists of a light-emitting system and a receiver with a lens system in between. All parts are described
in [SO 3182 and to some extent in each of the mentioned standards.

The light source is a gas-filled tungsten incandescent lamp. There are some small differences in colour
temperature between the different apparatuses. A lens system is fitted to make a (nearly) parallel light
beam with a diameter of 20 mm or 25 mm.

The detector has a spectral responsivity agreeing with the CIE photopic curve. It can be a silicon photo
diode at least 7 mm? with a spectral filter set in front for adjusting the responsivity to fit the CIE
photopic curve.

Documents

Document Sharing Hub
2 © IS0 2022 - All rights reserved

Full document details: ISO TS 19850-2022


http://www.avadocuments.com/doc/iso-ts-19850-2022
http://www.avadocuments.com/doc/iso-ts-19850-2022

