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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this documentis ISO/TC 204, Intelligent transport systems, in cooperation
with the Traveller Information Services Association (TISA), TPEG Applications Working Group through
Category A Liaison status.

ISO/TS 21219 consists of the following parts, under the general title Intelligent transport systems —
Traffic and travel information (TTI) via transport protocol experts group, generation 2 (TPEGZ2):

— Part 1: Introduction, numbering and versions
— Part 2: UML modelling rules

— Part 3: UML to binary conversion rules

— Part4: UML to XML conversion rules

— Part 5: Service framework

— Part 6: Message management container

— Part 9: Service and network information

— Part 10: Conditional access information

— Part 14: Parking information application

— Part 18: Traffic flow and prediction application
— Part 19: Weather information

The following parts are under preparation:

— Part 15: Traffic event compact

— Part 16: Fuel price information application
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The following parts are planned:

vi

Part 7: Location referencing container

Part 11: Universal location reference

Part 21: Geographic location referencing

Part 22: OpenLR location referencing

Part 23: Road and multimodal routes application
Part 24: Light encryption

Part 25: Electromobility charging infrastructure
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Introduction

History

TPEG technology was originally proposed by the European Broadcasting Union (EBU) Broadcast
Management Committee, who established the B/TPEG project group in the autumn of 1997 with a brief
to develop, as soon as possible, a new protocol for broadcasting traffic and travel-related information
in the multimedia environment. TPEG technology, its applications and service features were designed
to enable travel-related messages to be coded, decoded, filtered and understood by humans (visually
and/or audibly in the user’s language) and by agent systems. Originally, a byte-oriented data stream
format, which may be carried on almost any digital bearer with an appropriate adaptation layer,
was developed. Hierarchically structured TPEG messages from service providers to end-users were
designed to transfer information from the service provider database to an end-user’s equipment.

One year later in December 1998, the B/TPEG group produced its first EBU specifications. Two
documents were released. Part 2 (TPEG-SSF, which became ISO/TS 18234-2) described the Syntax,
Semantics and Framing structure, which was used for all TPEG applications. Meanwhile, Part 4 (TPEG-
RTM, which became ISO/TS 18234-4) described the first application, for Road Traffic Messages.

Subsequently in March 1999, CEN TC 278/WG 4, in conjunction with ISO/TC 204/WG 10, established a
group comprising members of the former EBU B/TPEG and this working group continued development
work. Further parts were developed to make the initial set of four parts, enabling the implementation of
a consistent service. Part 3 (TPEG-SNI, ISO/TS 18234-3) described the Service and Network Information
application, used by all service implementations to ensure appropriate referencing from one service
source to another.

Part 1 (TPEG-INV, ISO/TS 18234-1) completed the series by describing the other parts and their
relationship; it also contained the application IDs used within the other parts. Additionally, Part 5, the
Public Transport Information application (TPEG-PTI, ISO/TS 18234-5), was developed. The so-called
TPEG-LOC location referencing method, which enabled both map-based TPEG-decoders and non-map-
based ones to deliver either map-based location referencing or human readable text information, was
issued as ISO/TS 18234-6 to be used in association with the other applications parts of the ISO/TS 18234
series to provide location referencing.

The ISO/TS 18234 series has become known as TPEG, generation 1.
TPEG generation 2

When the Traveller Information Services Association (TISA), derived from former Forums, was
inaugurated in December 2007, TPEG development was taken over by TISA and continued in the TPEG
applications working group.

It was about this time that the (then) new Unified Modelling Language (UML) was seen as having major
advantages for the development of new TPEG applications in communities who would not necessarily
have binary physical format skills required to extend the original TPEG TS work. It was also realized
that the XML format for TPEG described within the ISO/TS 24530 series (now superseded) had a greater
significance than previously foreseen; especially in the content-generation segment and that keeping
two physical formats in synchronism, in different standards series, would be rather difficult.

As a result, TISA set about the development of a new TPEG structure that would be UML based - this
has subsequently become known as TPEG Generation 2.

TPEG2 is embodied in the ISO/TS 21219 series and it comprises many parts that cover introduction,
rules, toolkit and application components. TPEG2 is built around UML modelling and has a core of rules
that contain the modelling strategy covered in Parts 2, 3, 4 and the conversion to two current physical
formats: binary and XML; others could be added in the future. TISA uses an automated tool to convert
from the agreed UML model XMI file directly into an MS Word document file, to minimize drafting
errors, that forms the Annex for each physical format.
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TPEG2 has a three container conceptual structure: Message Management (ISO/TS 21219-6), Application
(many ISO/TS 21219 parts) and Location Referencing (ISO/TS 21219-7). This structure has flexible
capability and can accommodate many differing use cases that have been proposed within the TTI
sector and wider for hierarchical message content.

TPEG2 also has many location referencing options as required by the service provider community, any
of which may be delivered by vectoring data included in the Location Referencing Container.

The following classification provides a helpful grouping of the different TPEG2 parts according to their
intended purpose:

Toolkit parts: TPEG2-INV (ISO/TS 21219-1), TPEG2-UML (ISO/TS 21219-2), TPEG2-UBCR
(ISO/TS 21219-3), TPEG2-UXCR (ISO/TS 21219-4), TPEG2-SFW (ISO/TS 21219-
5), TPEG2-MMC (ISO/TS 21219-6), TPEG2-LRC (ISO/TS 21219-7);

Special applications: TPEG2-SNI (ISO/TS 21219-9), TPEG2-CAI (ISO/TS 21219-10);

Location referencing: TPEG2-ULR (ISO/TS 21219-11), TPEG2-GLR (ISO/TS 21219-21), TPEG2-OLR
(ISO/TS 21219-22);

Applications: TPEG2-PKI (ISO/TS 21219-14), TPEG2-TEC (ISO/TS 21219-15), TPEG2-FPI (ISO/
TS 21219-16), TPEG2-TFP (1SO/TS 21219-18), TPEG2-WEA (ISO/TS 21219-19),
TPEG2-RMR (ISO/TS 21219-23).

TPEG2 has been developed to be broadly (but not totally) backward compatible with TPEG1 to assist
in transitions from earlier implementations, while not hindering the TPEG2 innovative approach and
being able to support many new features, such as dealing with applications having both long-term,
unchanging content and highly dynamic content, such as Parking Information.

This Technical Specification is based on the TISA specification technical/editorial version reference:

SP13002/1.1/001
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Intelligent transport systems — Traffic and travel
information (TTI) via transport protocol experts group,
generation 2 (TPEG2) —

Part 19:
Weather information (TPEG2-WEA)

1 Scope

This part of ISO/TS 21219 defines the TPEG Weather (WEA) application for reporting weather
information for travellers. It provides general weather-related information to all travellers and is not
limited to a specific mode of transportation.

This application does not provide specific weather-related safety warnings to drivers; these are
provided as Safety Related Messages as part of the TPEG2-TEC application.

The WEA application provides weather-related forecasts and status information over multiple time
periods and for multiple, possibly linked, geographical areas.

NOTE The presentation of the information is dependent of the specific HMI of the receiving device. This part
of ISO/TS 21219, therefore, does not define any prerequisites for the HMI of the device.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO/TS 21219-5, Intelligent transport systems — Traffic and travel information (TTI) via transport
protocol experts group, generation 2 (TPEGZ) — Part 5: Service framework

[SO/TS 21219-6, Intelligent transport systems — Traffic and travel information via transport protocol
experts group, generation 2(TPEG2) — Part 6: Message management container

ISO/TS 21219-9, Intelligent transport systems — Traffic and travel information via transport protocol
experts group, generation 2 (TPEG2) — Part 9: Service and network information

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1

service

collection of different information streams (applications) logically bound together and delivered from a
service provider to the end user
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3.2
service component
information stream (application) that is part of a service (3.1)

Note 1 to entry: A TPEG stream is logically divided into parts known as service components. Each service
component carries an application instance. A service component is effectively a “channel” within the multiplex
of a TPEG stream. Each stream comprises a number of these “channels” which are identified by the component
identifier in TPEG2-SFW and linked to the COID and AID in the TPEG2-SNI application.

3.3

message management container

concept applied to the grouping of all message elements including message management information of
a TPEG-Message together in one place

3.4
location referencing
means to provide information that allows a system to accurately identify a location

Note 1 to entry: The content of a location reference allows the location to be presented in a graphical or textual
manner to the end-user (e.g. coloured network graphs), as well as to be used for navigational systems purposes.

3.5

location referencing container

concept applied to the grouping of all the location referencing (3.4) elements, of a TPEG-Message,
together in one place

4 Abbreviated terms

ACID Application and Content Identifier

ADC Application Data Container

CEN Comité Européen de Normalization

EBU European Broadcasting Union

LRC Location Reference Container

MMC Message Management Container

n.a. Not available

0SI Open Systems Interconnection

SFW TPEG Service Framework: Modelling and Conversion Rules
TISA Traveller Information Services Association

TPEG Transport Protocol Expert Group
TTI Traffic and Traveller Information
UML Unified Modelling Language

TEC Traffic Event Compact

WEA TPEG Weather

WMO World Meteorological Organization
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5 Application specific constraints

5.1 Application identification

The word “application” is used in the TPEG specifications to describe specific subsets of the TPEG
structure. An application defines a limited vocabulary for a certain type of messages, for example,
parking information or road traffic information. Each TPEG application is assigned a unique number,
called the Application IDentification (AID). An AID is defined whenever a new application is developed
and these are all listed in TPEG2-MMC (ISO/TS 21219-6).

The application identification number is used within the TPEG2-SNI (ISO/TS 21219-9) application to
indicate how to process TPEG content and facilitates the routing of information to the appropriate
application decoder.

5.2 Version number signalling

Version numbering is used to track the separate versions of an application through its development and
deployment. The differences between these versions may have an impact on client devices.

The version numbering principle is defined in TPEG2-INV.

Table 1 shows the current version numbers for signalling WEA within the SNI application.

Table 1 — Current version numbers for signalling of WEA

Major version number

Minor version number

5.3 Ordered components

TPEG2-WEA requires a fixed order of TPEG components. The order for the WEA message component
is shown in Figure 1; the first component shall be the Message Management Container. This shall be
the only component if the message is a cancellation message. Otherwise, the MMC component shall be
followed by the one or more Application Data Container component(s) which includes the application-
specific information.

TPEG-Message

Message Application | Location 1
Management Data I Referencing |
Container Container :_ Container :

Figure 1 — Composition of TPEG messages

5.4 Extendibility

The requirement of a fixed component order does not affect the extension of WEA. Future application
extensions may insert new components or may replace existing components by new ones without
losing backward compatibility. That means a WEA decoder shall be able to detect and skip unknown
components.
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5.5 TPEG service component frame

WEA makes use of the “Service Component Frame with dataCRC and messageCount” according to
TPEG2-SFW (ISO/TS 21219-5).

6 WEA structure

class TPEG-WEA /

s tContainer
«Extemnals
MessageManagementContainerLink WeatherMessage
LocaticnReferencingContained
1 wOrderedComponent@roups wExternals
MCHa steriessage MMCSwitch = — 1+ mmt MMCSwitch B e = Lo cationReferencingContainerLink
+ wmeatherinfo: Weathernformation [0..1]
«Externals + loc: LocationReferencingContainerlink [0..1]
MMCMasterMessagelLink

T
\

k]

MMCe zzaglls Weatherinformation
«Externals N . T
MMCMessagePartLink + geographicalSignificance: weal11:GeoSignificance
«OrderedComponentGroups
+ weatherReport: WeatherReport
+ reporilinks ReportLinkinfo [0..%]
+ webContent: WebContentLinks [D..%]
ReportLinkinfo "““mq___\é_
+ pamentMessage: LinkedM. [0..1] = T WebContentLinks
+ childMessage: LinkedMessage [0..%] ,‘l:/ T
+ relaledbesage: LinledMe=mgellel + contentType: wes014:ContentType [0..1]
WeatherReport + contentText LocalissdShortSting [0..]

T
| + rmeporType: wes000:ReporType

\'U{ aOrderedComponentGroups
«DataStructures + weatherDefinition: Weathertem
+ momeDetailedReport: WestherReport [0..%]

LinkedMessage

T
linkedMessage|D: IntUnLoMB | "IT\

T
+ |
+ contentlD: IntUnTi [ !
+ ornginatorSID: Semnviceldentifier [0..1] : WeatherStatistics
+ application|D: IntUnLi [0..1] | = — — —
| girQuality: weaD08:AirQuality [D..1]
\o"r cloudCover. IntUnTi [0..1]
pressure: Intlnli [0..1]
i pressureTendancy: weal04:PressuraTendancy [0..1]
+ period: weaD01:Padod [0..%] rainfallRate: FixedPointNumber [D..1]
R + weatherDescription: Element [0..%] === '5”‘;":9‘5'1 Zi;ZdSFDi;iN:Ff};E;][U--"]
+ start: TimePoint [0..1 sesState: wea :SeaState [0..
=l ;t: - T:::F:::t {n 1} snowDepth: FixedPointNumber [0..1]
+ trend: wea002:Trendltern [1.5] = h s cunehing: FixedPaintNumber [0..1]
+ trendTimescale: wea001:Perod [0..1] + date: TimePoint [0..1] : .

temp: FixedPointMumber[0..1]

tempMax: FixedPointMumber [0..1]

tempMin: FixedPointNumber [0..1]

visibility: weaD05:Visibility [0..1]
wisbilityDistance: FixedPointMumber [0..1]
feelslike: FixedPointNumber [D..1]

windDirection: wea003:Direction [0..1]
windDirectionTrend: wesa012:WindDirectionTrend [0..1]
windSpeed: Velocty [0..1]

windSpeedTrend: wes013:WindSpeedTrend [D..1]
cloudbase: DistanceMetres[D..1]

+ reportMame: LocslisedShortString [0..%]
+ reporiText: LocslisedLongString [0..%]

«OrderedComponentGroups

+ outlook OutlookTrend [0..1]

+ statistics: WeatherStatistics [0..1]

+ waming: WeatherWaming [0..%]

+ weatherAltitudeDescription: AltitudeElements [0..%]

WeatherWarning L

+ wamingLevel: weal09: WamingLevel
+ wamingElements Element [1..*]
+
+

isEaryWaming: Boolean
wamingText: LocslisedLongSting [0..%]
T

R

' \|‘|'r relativeHumidity: FixedPercentage [0..1]
P dewPointTemp: FixedPointMumber [D..1]
V \"Ir Altitude Elements uvindex: weaD10:UVIndex [D..1]
sunrise: TimePoint [0..1]
WEHEIE::?ng:}IE'IEe:nen{ + stAltitude: DistanceMetres[0..1] sunset. TimePaint [0..1]
i _ _ |+ shoveAltitude: DistanceMetres[0.1]E _ == + pollenCount weaDO7:PollenCount [0..1]
+ subTableType: wea100:ElemeniType + belowAltitude: DistanceMetres[0..1]
+ subTableValue: wes099:ElementSubTablke + aliElements: Element [0..%]
«OrderedComponentGroups
+ altStatistics WeatherStatistics [0..1]

Figure 2 — WEA message structure

7 WEA message components
The WEA application provides a flexible message interface for distribution of weather information.

To enable multiple levels of detail to be signalled, WEA provides two different hierarchal structures to
allow messages to cover multiple geographical areas and also to cover different time periods. Messages
may be linked to each other to provide a geographical hierarchy of the weather reports which may be
exploited by receivers to help users find the messages they need.

EXAMPLE A UK service may provide a national overview, with regional reports and individual @x)QQ[ments
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Individual messages are linked by child and parent message IDs, as shown in Figure 3.

UK

\k

chid child child  childchi

Wales || Midiands || SouthEast ||EastAnglia || (others)...

|

child child

|Birmingham| |Lnndun |

UK

parent parent parent Parent parent

| Wales || Midiands || SouthEast ||EastAnglia || (others)...

parent parent
3 |Birmingham | |Lnndun |
Key
1 Birmingham
2 London
3 SouthEast
NOTE This is provided by linking individual messages in a child/parent relationship. A message may have

1 parent, but may have multiple child messages.

Figure 3 — Location hierarchy
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WEA message: Weather Report
ReportType: Ovearview
Name:Warwickshire
Geosignificance: Regional
Period: nax few days
Description: cald,wet
Outhook trend: sunniar, diar oy midwaak)
Detailed Waather Report Datailed Waalhar Rapart Detailed Weather Raport
Report Type:daily Repart Type:daily Report Type:daily
Period: Monday Period: Tuasday Period: Wednasday
Description: rain. cold Dascription: fog(eary), overcast, showars Dascription: showsrs, sunny intervals,cold
=) = ﬁr e £ o
g = = £ . FIE £ a3 5
=4 mgg = 'E-g £ = E*; - EE = = Eg"_rr'r E:; = EE
£ LB . - = == ] =
E=EEE| E~CEE | B2z 2=-EF |E=fg | B=F E-ESH|8.% 2 g
Paafol BREI | BygE “'m‘j-é—mé Bghe TA FE|EE 25 Tw o -E
CHEem ETag |ExEE EH E a ] CEAET o e el [ ]
e Eus e [EREE Y SRR REe LY EE CTELE[FYE: | oY E S
E%f?‘:-}’:’ﬁpa £3 56 E3REIESES |£3EE 25tat|lesiy |E25E3
EiECE[EiEC 83z Fioc |Eaic [Biic FiECE|EiEC |BiEC
ST IES Y ERES - =Ef ERE5 2455 =iEsaFLEs,|24%5
ECLES[BECE | BECE PoLE[ECLE | BELE FrLEEELSEE|BEGE
5afzz|5283 3283 13f7 3888|5385 zafgzzafzE|azig
e T [T -] [T ] T U o q [T [T T U T o |T LR U= T U o3
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NOTE Different timescales are covered within a specific message by use of the different levels of Report
(using the reportType).

Figure 4 — Sample WEA message with different timescales covered

7.1 WeatherMessage

Each WEA message is associated with a single location and contains one or more weather reports
(excluding the case of a cancellation). The encoding of a WeatherMessage is shown in Table 2.

Table 2 — WeatherMessage

Name Type Multiplicity Description
Ordered components
mmt MMCSwitch 1 Message Management Container
weatherInfo WeatherInformation 0.1 Weather Information (always included except

for cancellation of a message)

Loc LocationReferencingContainerLink 0.1 Location Referencing Container (always
included except for cancellation of a message)

7.2 WeatherInformation

A weather report can be either a simple single level report or can be made into a hierarchy of reports
associated to increasingly smaller time periods. The encoding of WeatherInformation is shown in
Table 3.
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Table 3 — WeatherInformation

Name

Type

Multiplicity

Description

geographicalSignificance

weal011:GeoSignificance

1

Defines the geographical significance or
“spatial extent” of the report

Ordered components

weatherReport WeatherReport 1 Contains the report data, defines what type of
period it covers and additional more detailed
reports for smaller time periods if required

reportLinks ReportLinkInfo 0.* Links to related WEA reports or other TPEG
messages

webContent WebContentLinks 0.* Allows linkage to web-based content

7.3 WeatherReport

The WeatherReport component provides the top level Weatherltem of the report and allows subsequent
lower levels to be defined. A multiple level hierarchy of time periods can be defined. The encoding of a
WeatherReport is shown in Table 4.

Table 4 — WeatherReport

Name Type Multiplicity Description
reportType wea000:ReportType 1 Defines the time “extent” of a report.
Ordered components
weatherDefinition |Weatherltem 1 Main details of weather report
moreDetailedReport | WeatherReport 0.* Optional next-level report

7.4 Weatherltem

The Weatherltem component defines the main content for the weatherReport; including descriptive
and statistical parts. The encoding of a Weatherltem is shown in Table 5.

Table 5 — Weatherltem

Name

Type

Multiplicity

Description

period

wea001:Period

0.*

This provides an optional period for the report.

weatherDescription

Element

0.*

Weather description provides a qualitative de-
scription for the weather report. Any number of
elements may be selected from the element tables.

start

TimePoint

0.1

Start defines the specific time of day the
period of this weather report item begins.
Typically hours and minutes.

If stop is not defined, then start is used to
define a nominal time of the report. For
example: 2 pm sunny; 4 pm rain; 6 pm
showers, sunny intervals.

stop

TimePoint

0.1

Stop defines the explicit end time of the period
for the weather item.

date

TimePoint

0.1

This provides ability to report the main date
for a report (suitable for a daily forecast).
Typically date or date and month.

reportName

LocalizedShortString

Title for the WEA report

e.g. “Warwickshire Forecast”, “UK Weather”
Multiplicity allows multiple languages to be
carried.
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Table 5 (continued)

Name Multiplicity

0.*

Type
LocalizedLongString

Description

Additional text for weather related information.
Maybe advice or description of major
weather problem or maybe specific information
related to weather at specific function/event.
(For example: for the London Marathon .....
“Due to high temperatures, ensure you drink
plenty of liquid if you are running today.”)
Multiplicity allows multiple languages to be
carried.

reportText

Ordered components
0.1

outlook OutlookTrend Outlook trend provides a description of how
the weather is expected to develop over a

following period

statistics WeatherStatistics 0..1 Weather statistics are provided as required to

provide quantitative details for the weather
report.

0.x
0.*

warning WeatherWarning Warnings for specific weather

weatherAltitudeDescription |AltitudeElements Weather description provides a qualitative de-
scription for the weather report. Any number of

elements may be selected from the element tables.

7.5 WeatherStatistics

Statistics are provided to give a quantitative description of the weather status or forecast. The encoding
of the WeatherStatistics is shown in Table 6.

Table 6 — WeatherStatistics

Name Type Multiplicity Description

airQuality wea008:AirQuality 0..1 AirQuality

cloudCover IntUnTi 0.1 Cloud cover
An okta is a measurement used to describe
cloud cover. Sky conditions are estimated
in terms of how many eighths of the sky are
obscured by cloud, ranging from completely
clear, 0 oktas, through to completely
overcast, 8 oktas. Valid range: 0 to 8.

pressure IntUnLi 0..1 Barometric pressure is hPascal (this is
nominally equivalent to mBar, which is still
preferred unitin practice for weather forecast,
although not actually SI units).

pressureTendency |wea004:PressureTendency 0..1 How pressure will (or has) change(d)

rainfallRate FixedPointNumber 0.1 Rate of rainfall in mm/h

rainfallTotal FixedPointNumber 0..1 Total rainfall for defined period in mm

seaState wea006:SeaState 0..1 Description of how big the waves are

snowDepth FixedPointNumber 0..1 Depth of fallen snow (mm)

sunshine FixedPointNumber 0..1 Hours of sunshine for defined period (either
recorded in past or expected in future)

temp FixedPointNumber 0..1 General temperature in degrees Celsius (to
define current or expected temperature)
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Table 6 (continued)
Name Type Multiplicity Description
tempMax FixedPointNumber 0..1 Maximum temperature (degrees Celsius)

expected over defined period (For daily report
type, thisis typically maximum temperature
expected during daytime.)

tempMin FixedPointNumber 0..1 Minimum temperature (degrees Celsius)
expected over defined period (for daily report
type this is typically minimum temperature
expected during night time)

visibility wea005:Visibility 0..1 Subjective visibility description
visibilityDistance FixedPointNumber 0.1 Nominal visibility in km
feelsLike FixedPointNumber 0..1 Feels like defines what the temperature will

be perceived as to a person, due to wind chill
or humidity; temperature “that it feels like” on
exposed skin, due to wind/humidity (Celsius).

windDirection wea003:Direction 0.1 Wind direction based on cardinal, ordinal and
sub-ordinal directions of the compass

windDirectionTrend [wea012:WindDirectionTrend 0.1 How the direction of the wind is changing

windSpeed Velocity 0..1 Wind speed (m/s)

windSpeedTrend wea013:WindSpeedTrend 0..1 Defines how wind speed is changing

cloudbase DistanceMetres 0..1 Height of base oflowest clouds above the ground

relativeHumidity FixedPercentage 0..1 Relative humidity; amount of water vapour
in the air

dewPointTemp FixedPointNumber 0..1 The temperature to which a given body of air
must be cooled for it to condense (linked to
relative humidity); in degrees Celsius.

uvindex wea010:UVIndex 0..1 WHO measure of ultraviolet radiation

sunrise TimePoint 0.1 Time of sunrise

sunset TimePoint 0..1 Time of sunset

pollenCount wea007:PollenCount 0..1 Pollen count

7.6 WeatherWarning

The WeatherWarning provides highlighted warning about specific types of weather. The encoding of a
WeatherWarning is shown in Table 7.

EXAMPLE “Warning strong wind”.
Table 7 — WeatherWarning
Name Type Multiplicity Description

warningLevel wea009:WarningLevel 1 Warning level

warningElements |Element 1.* Item taken from element tables for which a warning
is provided

isEarlyWarning |Boolean 1 If true, the warning is provided more than 24 h
before expected bad weather period. If false,
warning is related to time within 24 h of the report
period. This allows “today’s” report to include a
warning about “tomorrow’s” weather, allowing
people to prepare if needed.

warningText LocalizedLongString 0.* Additional information for warnings
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7.7 AltitudeElements

AltitudeElements allow an altitude to be assigned to an element or set of elements and or statistics. This
allows reporting of altitude-specific weather, such as snow above a certain altitude or temperature at
altitude. The encoding of AltitudeElements is shown in Table 8.

Table 8 — AltitudeElements

Name Type Multiplicity Description

atAltitude DistanceMetres 0.1 Defines that the reported weather elements are found
at this altitude (not to be combined with aboveAltitude

or belowAltitude attributes)

aboveAltitude DistanceMetres 0.1 Defines that the reported weather elements are found
above this altitude
(e.g. snow above 3 000 m)

belowAltitude DistanceMetres 0..1 Defines that the reported weather elements are found
below this altitude.
(e.g. humid below 1 000 m)

altElements Element 0.* Weather elements associated with the defined altitude

Ordered components

altStatistics | WeatherStatistics 0.1 | Statistical information associated with the defined altitude

7.8 OutlookTrend

This component provides an indication of how the weather will change over a given period. The
encoding of the OutlookTrend is shown in Table 9.

EXAMPLE1 “Becoming wetter (by midweek)”.
EXAMPLE 2  “Becoming warmer (by later today)”.
EXAMPLE 3  “Becoming cooler (by Thursday)”.

EXAMPLE4  “Becoming more humid (by this afternoon)”.

Table 9 — OutlookTrend

Name Type Multiplicity Description
trend wea002:TrendItem 1.5 How the weather is expected to progress
trendTimescale |wea(001:Period 0..1 Over what period the trend is defined

7.9 ReportLinkinfo

Linked Messages provide a method to reference other WEA messages. This is used to provide a
hierarchy of WEA messages based on child or parent locations. The encoding of a ReportLinkInfo is
shown in Table 10.

EXAMPLE A message may have a location representing a region such as “The Midlands”, its parent may be
the “UK”, and several child messages may reference “Warwickshire”, “West Midlands”, “Staffordshire”, etc.
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Table 10 — ReportLinkinfo

Name Type Multiplicity Description
parentMessage LinkedMessage 0..1 Link to parent message
childMessage LinkedMessage 0.* Link to child message
relatedMessage |LinkedMessage 0.* Link to message related to this weather report, maybe

either another WEA report or a different TPEG APP
completely; for example, reference to TEC message
detailing a bridge closure due to high winds or flooding

7.10 WebContentLinks
The WebContentLinks allow linkage to web-based content, such as weather maps, plots, rain radar, cloud

or temperature maps. The type of data may be defined by ContentType. Additional title descriptions
may be signalled using text. The encoding of WebContentLinks is shown in Table 11.

Table 11 — WebContentLinks

Name Type Multiplicity Description
url ShortString 1 URL of online data content
contentType wea(014:ContentType 0.1 Type of content; may be used to seticon in HMI for link
contentText LocalizedShortString 0.* Used to add additional information relating to the

link if required. Also, if ContentType not appropriate
then this can be used to send other short description
of data type.

7.11 MMCSwitch

The MMCSwitch is a switch construct for MMC messages.

7.12 MMCMessagePartLink

The MMCMessagePartLink component is a placeholder for the MMCMessagePart component as specified
in TPEG2-MMC. It assigns the traffic event compact (TEC) application specific local component ID for
the MMC container. All component IDs within the MMC container are local to the MMC toolkit. The MMC
contains all and only information related to message management.

Message Generation Systems shall ensure that the information given in the MMC allows unambiguous
interpretation over the whole time a message is valid. It is particularly important to recognize that
client devices are likely to suffer from non-continuous transmission channels as typically encountered
in broadcast systems suffering intermittent RF performance.

7.13 MMCMasterMessageLink

The MMCMasterMessageLink component is a placeholder for the MMCMasterMessage container as
specified in TPEG2-MMC. It assigns the traffic event compact (TEC) application specific local component
ID for the MMC container. All component IDs within the MMC container are local to the MMC toolKkit.
The MMC contains all and only information related to message management.

Message Generation Systems shall ensure that the information given in the MMC allows unambiguous
interpretation over the whole time a message is valid. It is particularly important to recognize that
client devices are likely to suffer from non-continuous transmission channels as typically encountered
in broadcast systems suffering intermittent RF performance.
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7.14 MessageManagementContainerLink

The MessageManagement component is a placeholder for the MessageManagementContainer as
specified in TPEG2-MMC. It assigns the traffic event compact (TEC) application specific local component
ID for the MMC container. All component IDs within the MMC container are local to the MMC toolkit.
The MMC contains all and only information related to message management.

Message Generation Systems shall ensure that the information given in the MMC allows unambiguous
interpretation over the whole time a message is valid. It is particularly important to recognize that
client devices are likely to suffer from non-continuous transmission channels as typically encountered
in broadcast systems suffering intermittent RF performance.

7.15 LocationReferencingContainerLink

The LocationReferencingContainer component is a placeholder for the LocationReferencingContainer
(LRC) as described in the TPEG2-LRC toolkit specification. It assigns the WEA application specific local
component ID for the LRC container. All component IDs within the LRC container are local to the LRC
toolkit.

8 WEA datatypes

8.1 LinkedMessage
The LinkedMessage provides link information for child and parent messages and is implemented

using the messagelD. For linking to other applications, the related message includes COID and SID. The
encoding of a LinkedMessage is shown in Table 12.

Table 12 — LinkedMessage

Name Type Multiplicity Description
linkedMessagelD |IntUnLoMB 1 The related messagelD
contentID IntUnTi 1 ContentID of the TPEG service component defined for

the linked message.

originatorSID Serviceldentifier 0..1 The TPEG service ID related to the linked message
(this may be originatorSID or carrierSID). This may be
excluded if linked message is in same service.

applicationID IntUnLi 0..1 Application ID of target message (if in other application);
defaultis =5 (TEC) so this may be omitted if the linked
message is of this application type.

8.2 Element

Elements are selected from the element tables, to provide the qualitative description of the weather
report or warning type. The encoding of an Element is shown in Table 13.

Table 13 — Element

Name Type Multiplicity Description
subTableType weal00:ElementType 1 Table number
subTableValue wea099:ElementSubTable 1 Entry from table
Documents
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The encoding of a ReportType is shown in Table 14.

Table 14 — ReportType

Code Reference English “word” Comment
0 Undefined Specific report type not defined
1 Overview Any report for more than a day
2 Daily Report is for a specific day.
3 Sub-daily Report is for part of a day.
4 Timed ﬁigg‘l;‘;i;for a small part of a day defined by specified time
5 Historical Report is for providing weather data in the past.

9.2 weal001:Period

The Period provides a textual definition of validity period. It is more descriptive than explicit time
definition and therefore preferred for HMI display to user. The encoding of a Period is shown in Table 15.

EXAMPLE Ifareportis valid from 6:00 to 12:00, one might want to display “tomorrow morning”.
Table 15 — Period
Code Reference English “word” Comment

0 Now Report is describing current conditions.

1 This morning Report is describing conditions for morning of the current day.

2 This afternoon Report is describing conditions for afternoon of the current day.

3 This evening Report is describing conditions for evening of the current day.

4 Tonight (Ii{:}p,)ort is describing conditions for night time of the current

5 Today Reportis describing conditions for the current day.

6 Tomorrow Report is describing conditions for the following day.

7 Tomorrow morning Report is describing conditions for the following morning.

8 Tomorrow afternoon Reportis describing conditions for the following afternoon.

9 Tomorrow evening Report is describing conditions for the following evening.

10 Tomorrow night Beport is describing conditions for night time of the follow-
ing day.
Report is describing conditions for the following 2 d to 3 d;

11 Next few days recommended to be clarified with start or stop times or with
sub reports detailing the days.

12 Monday to Friday Reportis describing conditions for following weekday period.
Report is describing conditions for the beginning of the

13 Beginning of the week weekday period; recommended to be clarified with start stop
time or with sub reports detailing the days.
Reportis describing conditions for the middle day(s) of the

14 Midweek week; should be clarified with start stop time or with sub
reports detailing the days. Typically Tuesday, Wednesday,
Thursday.

© ISO 2016 - All rights reserved

Full document details: ISO_TS 21219-19_2016

Documents

Document SharinflgHub


http://www.avadocuments.com/doc/iso-ts-21219-19-2016
http://www.avadocuments.com/doc/iso-ts-21219-19-2016

