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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www​.iso​
.org/iso/foreword​.html.

This document was prepared by Technical Committee ISO/TC  20, Aircraft and space vehicles, 
Subcommittee SC 14, Space systems and operations.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/members​.html.
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Introduction

The space environment changes greatly due to solar activity, magnetic storms, etc. Therefore, the 
radiation fluence environment received by a satellite varies depending on its launch date, orbit, and 
operation period.

What is important for satellite design is the worst condition and confidence level of fluence. Optimum 
design can be done by knowing these conditions. Although the radiation belts model so far can be 
distinguished between the solar activity maximum and the minimum, it was difficult to deal with short-
term and long-term fluctuations. The procedure for obtaining the worst condition and confidence level 
of fluence is defined using the quasi-dynamic model of Earth’s radiation belts.
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Space environment (natural and artificial) — Procedure 
for obtaining worst case and confidence level of fluence 
using the quasi-dynamic model of earth's radiation belts

1	 Scope

This document, by using a model that reproduces the fluctuations of radiation belts, defines the 
calculation method (orbit, operation period) of the radiation fluence received by a satellite. The quasi-
dynamic model of Earth’s radiation belts adopts input parameters (index values) to predict variation. 
The input parameters are selected from those that are easy to obtain data and have high correlation 
with the variation in Earth’s radiation belts. 

NOTE	 This method is an engineering method used for satellite design and similar purposes.

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https:​//www​.iso​.org/obp

—	 IEC Electropedia: available at http:​//www​.electropedia​.org/

3.1
L-value
distance to a point where the magnetic lines of force intersect with the equatorial plane of the 
geomagnetic field from Earth’s core, with Re (radius of Earth) used as the unit

3.2
B/B0
value normalized to the minimum value of the field line in the magnetic equator

3.3
Kp and ap
planetary indices that are based on 3-hour measurements from 13 ground stations

Note 1 to entry: Values of ap range from 0 to 400 and are expressed in units of 2 nT. Kp is essentially the logarithm 
of ap, with its scale of 0 to 9 being expressed in thirds of a unit (e.g., 5− = 4 2/3, 5o = 5, 5+ = 5 1/3). A daily index 
(Ap) is obtained by averaging the eight values of ap for each day and the index Ap can have values intermediate to 
those of ap

3.4
solar wind speed
outward flux of solar particles and magnetic fields from the Sun used in external magnetic field model 
computation 

Note 1 to entry: Typically, solar wind velocities are around 350 km/s−1.
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3.5
F10.7
F10
traditional solar energy proxy that is used on atmosphere models

Note 1  to entry: Measure of the solar radio flux at a wavelength of 10,7 cm at Earth’s orbit, given in units of 
10−22 W·m−2.

3.6
Sunspot number
R
Ri
Rz
daily index of sunspot activity, defined as R=k (10g + s) where s is the number of individual spots, g the 
number of sunspot groups, and k is an observatory factor

[SOURCE: ISO 16457:2014, modified — synonymous terms editorially revised for alignment with ISO/
IEC Directives Part 2]

3.7
Dst
Disturbance storm time
geomagnetic index used in external magnetic field model computation that describes variations in 
the equatorial ring current and is derived from hourly scalings of low-latitude horizontal magnetic 
variation

Note 1 to entry: Dst is expressed in nT.

3.8
IMF
Interplanetary Magnetic Field
geomagnetic index used in external magnetic field model computation that corresponds to the part of 
the Sun’s magnetic field that is carried into interplanetary space by solar wind

Note 1 to entry: The three orthogonal components of the IMF are Bx, By, and Bz. Bx and By are oriented parallel 
to the ecliptic.

Note 2 to entry: The IMF is a weak field, varying in strength near Earth from 1 to 37 nT, with an average of 
about 6 nT.

4	 Radiation belts model

The magnetically trapped radiation around Earth is known as the Van Allen belts. The belts consist of 
energetic electrons from ~100 keV to 10 s of MeV and protons from ~100 keV up to around 1 GeV. The 
belts are organized into an inner zone and an outer zone separated by a slot region. Below 100 keV, a 
plasma population, known as the ring current, is also magnetically confined in this region.

Currently, many of the models used in satellite design are what we call a static model to predict the 
average particle distribution. However, the actual environment from various observation data fluctuates 
much more complexly than the static environment described by their models. In particular, spatial 
and especially temporal variations in satellite design are becoming more important than previously 
believed. When designing a satellite, the uncertainty of these models is dealt with by taking a design 
margin. Currently, physics-based models that enable an understanding and prediction of the dynamics 
of Earth’s radiation belts are now available, but are complicated models that require a lot of parameter 
data. However, there is also a simple quasi-dynamic model of Earth's belts that predicts variations in 
the radiation belts with several input parameters (highly available, long-term accumulated index). This 
document specifies the worst case and confidence level calculation method using the latter model.
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