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T
E CARBON STEEL CASTINGS, HIGH TENSILE STRENGTH STEEL CASTINGS
Si\ﬁ Chemical Composition (%) Tensile Test {No, 4 or No. 10) Ha{:::”
i Oid "
. Material c Heat f Corresponding
Kind Yield Tensile Elonga- Material
—
(e} Code C Si Mn P S Strength |Strength tion Reduction] Hardness Treaiment Code Standard
8 {Max} {Max) MPa MPa {%} (%) {HB)
{kgf/mn }| {kgf/mm? }| {Min} (Min}
Carbon *0.16  |{0.35 }|foss . 126
Steel $C450 ~0.26 (._'0 50) (,.'G 85) 0.050 0.050 | 22523} | 450(46} .22 30 g3 [ Annealed 5C1 SAEQOD25
Casting ' . ’ min min
High
Tensile . : . Harderned
swength | xsccse | Op%0 | 239 17089 1 o040 | 0040 | 440(45) | Bo0(70) | 10 15 2005 | and SAEGO508
Steel ) : : min min Tempered -
Casting 8
™
Remark 1. Test specimen used is as specified in JIS G 5101 (Carbon Steel Castings). =
2. Hardness in the table is hardness of actual parts, and the value must be =
indicated on drawings with a note “ACTUAL PARTS HARDNESS” >;:
3. XSCC5B should not be used because of its poor casting ability and ___{i
weldability, except when necessary 10 use it. m:,
4, Valuesin { ) for reference only. o
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