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FOREWORD

On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manUfacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website’;

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,
photocopying, recording or otherwise, without prior written permission of SAE ITC.
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ISSUED BY THE SOCIETY OF BRITISH AEROSPACE COMPANIES LTD,, 29 KING STREET, ST.JAMES'S, LONDON SW1Y 6RD, v_w“.._w hm. R.S. 185
STANDARD JACK AND SHOCK ABSORBER DATA
FULL AND ANNULAR AREA OF JACKS ALL FIGURES IN INCH UNITS
CYLINDER BORE 05 075 1-0 12 13 15 1-75 2:0 23 26 30 3.5 4-0 4.5 5.2 6-0 ROD
FULL AREA 0-1964 0-4418 0-7854 11310 1-3273 17671 2:4053 3-1416 4-1548 5-3093 | 70686 | 9-62!1 12:566 15-904 21237 28:274 |DIAMETER
0-37% |o-1105 |0-0859 | 0-3315 | 0-675 ; 1-020 | I-217 0-375
05 0-1964 02455 | 0-589 | 0-935 | 113 1-571 o5
0-625 |0-3068 01350 | 0-470 | 0-824 | 1020 | 1460 0625
V 075 |o0-aais 03435 | 0689 | 0885 | 1325 | 1-963 | 2-70 3715 | 4-87 0-75
0-875 | 06013 01841 | 0-530 | 0-726 | 1166 | 1-804 | 2:54 3555 | 470 647 0875
1-0 07854 03455 | 0562 | 0982 | 11620 | 2355 | 3-37 |452 |628 | 884 10
m 1-2 1-1310 0-1963 | 0636 | 1-274 | 20! 3-025 | 418 594 | 849 144 12
B g -4 1-5304 02275 | 0866 | 11602 | 2615 | 377 553 | 508 1103 4
LE: 1-6 2.0106 03945 | 1131 2145 | 330 506 | 7.6 1055 | 1389 16 .
i E 1-8 25447 0597 | 1610 | 2765 | 452 7-08 10:02 | 1336 8
& 2 20 31416 1013 | 217 3925 | 648 9-42 | 1276 | 1810 20
Bz 22 3.8013 0-3535 | 1-508 | 3267 | 5-82 876 1210 17-24 2.2
EY 24 4-5239 0785 | 2.545 | 510 804 | 1138 | 1671 24
m m 26 53093 1759 | 43 726 | 1060 | 1593 | 2295 | 26
] 28 61575 0911 | 3465 | 641 975 1508 | 221 28
Wm 3.0 70686 255 : 550 8-83 1817 2112 3.0
m ROD DIA. | ROD AREA 0-5 075 1-0 -2 -3 -5 1-75 20 2-3 26 30 35 _ 4-0 4-5 52 60
&
mm SHOCK ABSORBERS [Mpia. | 0-625 | 0875 il 125 14 6 ) 21 25 28 325 | 37 a2s 28 56 64
m w »m%wouxm AND AREA 0-3068 0-6013 09503 12272 15394 2:0106 2:8353 3-4636 4.-9087 61575 8:2958 10-752 14-186 18-096 24-630 32470
) NOTES 7) MINIMUM “SIZE OF ROD IS DETERMINED BY COMPRESSIVE @ SIZES BELOW DOTTED LINE GIVE DIAMETRAL CLEARANCE BELOW
STRENGTH AT 2500 tb./IN2 {T.45ROD) 0-55 AND PROBABLY NECESSITATE SPECIAL CONSTRUCTION.
LIMITS NOT SHOWN. FIRM DRAWN TECHNICALLY APPROVED
PROTECTIVE TREATMENT. & CHECKED BY. |[FOR S.BA.C. LT0
FINISH. U.M.C, b N
orte | REF. DESCRIPTION. PaRT No- [ (aréstlisun| of
ISSUE ! Ao | oM TITLE STANDARD JACK AND SHOCK
MoD. N2 APRERY ABSORBER DATA.
APPROVED A.M. APPROVAL SCALE et DRG. & m m _mw
DATE. Awm :m._ SIZE 12°x7° PART N¢- e
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