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SAE INDUSTRY TECHNOLOGIES CONSORTIA AEROSPACE STANDARDS AND PART QUALIFICATION PROGRAM
FOREWORD

On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each'client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,
photocopying, recording or otherwise, without prior written permission of SAE ITC.
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MIN. FLANK pl2 NOMINAL |, [ EFFECTIVE SIZE E. LENGTH W WIDTH T e e [N
LENGTH - - SIZE Max. | toL.| MIN. | MAx.[ To. ] MmN | MAx.[ ToL.| MIN. | LENGTH |
RAD. Vs B.5.F._| 26 |-0256 |-0008 |- 0248 |-0474|-0068 |-0406 |-0325 | 0055 | -0270 | - 0169
6" 22 [-0301 |-0009 |-0292 |-0560 |- 0077 [-0483 |-0385 |-0065 | -0320 | - 0200
.wma ) 20 [-0330 [-0009 |-0321 |-0614 |-0098 [-0516 [-0422|-0072 |-0350 | - 0220
Vi ! 18 |-0366 |-0009 |- 0357 |-0685 |- 0106 [-0579 |-0468 |-0079 |-0389 | - 0244
/ 73 16_|-0410 |-0010 |-0400 [-0770|-0115 |-0655 |- 0526 |- 0089 [-0437 | - 0275
. Yig_* 16__|-0410 |-0010 |-0400 [-0768]-0111 |- 0657 [-0526|-0089|-0437 | - 0275
! TP 58 14 |-0467 |- 0010 |-0457 |- 0880 [- 0125 |-0755 |-0600 |-0102 |-0498 | -0314
x5 S igta 2 % /4 * 12 |-0544 |-0011 |-0533 [-1029 |-0141 |-0888-0700 |- 0118 [-0582 | - 0367
Iz F g 11__|-0592 [-0011 |-0581 [-1124 |-0151 |-0973]-0763]-0129 |-0634 [ - 0400
wi oD | 10 |-0650 |-0012 |-0638 [-1236 |- 0162 |- 1074 |-0839]-0142 [-0697 | - 0440
N / DIMENSIONS FOR EFFECTIVE SIZE E REFER TO VIRTUAL MEASUREMENTS TAKEN BY TRAPPING THE
WIRE SECTION BETWEEN THREAD FORM ANVILS.THE ANVILS TO CONTACT THE INSIDE AND

OUTSIDE OF THE COIL AND HAVE THREAD FORMS SIMILAR TO THE APPROPRIATE "GO’ SCREW

PLUG GAUGE AND INSERT MAXIMUM METAL TAPPED HOLE RESPECTIVELY,

T MIN.

—

T MAX,

MIN. FLANK LENGTH = -44FP

FLANK IRREGULARITIES CAN FALL BELOW THE MINIMUM PROFILE FORMED BY THE EFFECTIVE

SIZE DIMENSIONS PROVIDED THAT ON EACH FLANK MEASURED NORMAL TO THE FLANK:—

(a) NOT MORE THAN 50% OF THE MINIMUM PERMITTED LENGTH OF FLANK SHALL EXCEED
75% OF THE E DIMENSION TOLERANCE BELOW MINIMUM PROFILE AND

(b) NOT MORE THAN 10% OF THE MINIMUM PERMITTED LENGTH OF FLANK SHALL EXCEED
100%0 OF E DIMENSION TOLERANCE BELOW MINIMUM PROFILE.

ISSUED IN ACCORDANCE WITH THE TERMS OF THE
FOREWORD TO SBAC AEROSPACE INDUSTRY STANDARDS
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