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Foreword 

The role of the Radiocommunication Sector is to ensure the rational, equitable, efficient and economical use of the radio-
frequency spectrum by all radiocommunication services, including satellite services, and carry out studies without limit of 
frequency range on the basis of which Recommendations are adopted. 

The regulatory and policy functions of the Radiocommunication Sector are performed by World and Regional 
Radiocommunication Conferences and Radiocommunication Assemblies supported by Study Groups. 

Policy on Intellectual Property Right (IPR) 

ITU-R policy on IPR is described in the Common Patent Policy for ITU-T/ITU-R/ISO/IEC referenced in Annex 1 of 
Resolution ITU-R 1. Forms to be used for the submission of patent statements and licensing declarations by patent holders 
are available from http://www.itu.int/ITU-R/go/patents/en where the Guidelines for Implementation of the Common Patent 
Policy for ITU-T/ITU-R/ISO/IEC and the ITU-R patent information database can also be found.  
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TF Time signals and frequency standards emissions 
V Vocabulary and related subjects 
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 Rec.  ITU-R  M.1787-3 1 

RECOMMENDATION  ITU-R  M.1787-3 

Description of systems and networks in the radionavigation-satellite service 

(space-to-Earth and space-to-space) and technical characteristics of  

transmitting space stations operating in the bands 1 164-1 215 MHz, 

1 215-1 300 MHz and 1 559-1 610 MHz 

(Questions ITU-R 217-2/4 and ITU-R 288/4) 

(2009-2012-2014-2018) 

Scope 

The information on orbital parameters, navigation signals and technical characteristics of systems and 
networks in the radionavigation-satellite service (RNSS) (space-to-Earth, space-to-space) operating in the 
bands 1 164-1 215 MHz, 1 215-1 300 MHz and 1 559-1 610 MHz are presented in this Recommendation. This 
information is intended for use in the assessment of the interference impact between systems and networks in 
the RNSS and with other services and systems. 

Keywords 

RNSS, orbital parameters, navigation signals, technical characteristics 

Abbreviations/Glossary 

ABAS Aircraft-based augmentation system 
CS Commercial service 
ECEF Earth-centred, Earth-fixed 
GBAS Ground-based augmentation system 
GMS Ground monitoring station 
GTRF Galileo terrestrial reference frame 
GUS Ground uplink station 
HA High accuracy 
ITRS International terrestrial reference frame 
MCS Master control station 
MRS Monitor and ranging station 
NCS Network communication subsystem 
OS Open service 
PNT Positioning, navigation and timing 
PRN Pseudo-random noise 
PRS Public regulated service 
PSD Power spectral density 
SA Standard accuracy 
SBAS Satellite-based augmentation system 
SiS Signal-in-space 
SPS Standard positioning service 
WAAS Wide area augmentation system 
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Related ITU-R Recommendations and Reports 

Recommendation ITU-R M.1318-1 – Evaluation model for continuous interference from radio 
sources other than in the radionavigation-satellite service to the radionavigation-satellite service 
systems and networks operating in the 1 164-1 215 MHz, 1 215-1 300 MHz, 1 559-1 610 MHz and 
5 010-5 030 MHz bands 

Recommendation ITU-R M.1831-0 – A coordination methodology for RNSS inter-system 
interference estimation 

Recommendation ITU-R M.1901-1 – Guidance on ITU-R Recommendations related to systems and 
networks in the radionavigation-satellite service operating in the frequency bands 1 164-1 215 MHz, 
1 215-1 300 MHz, 1 559-1 610 MHz, 5 000-5 010 MHz and 5 010-5 030 MHz 

Recommendation ITU-R M.1902-0 – Characteristics and protection criteria for receiving earth 
stations in the radionavigation-satellite service (space-to-Earth) operating in the band 
1 215-1 300 MHz 

Recommendation ITU-R M.1903-0 – Characteristics and protection criteria for receiving earth 
stations in the radionavigation-satellite service (space-to-Earth) and receivers in the aeronautical 
radionavigation service operating in the band 1 559-1 610 MHz 

Recommendation ITU-R M.1904-0 – Characteristics, performance requirements and protection 
criteria for receiving stations of the radionavigation-satellite service (space-to-space) operating in the 
frequency bands 1 164-1 215 MHz, 1 215-1 300 MHz and 1 559-1 610 MHz 

Recommendation ITU-R M.1905-0 – Characteristics and protection criteria for receiving earth 
stations in the radionavigation-satellite service (space-to-Earth) operating in the band 
1 164-1 215 MHz 

Recommendation ITU-R M.2030-0 – Evaluation method for pulsed interference from relevant radio 
sources other than in the radionavigation-satellite service to the radionavigation-satellite service 
systems and networks operating in the 1 164-1 215 MHz, 1 215-1 300 MHz and 1 559-1 610 MHz 
frequency bands 

Report ITU-R M.766-2 – Feasibility of frequency sharing between the GPS and other services 

The ITU Radiocommunication Assembly, 

considering 

a) that systems and networks in the radionavigation-satellite service (RNSS) provide worldwide 
accurate information for many positioning, navigation and timing applications, including safety 
aspects for some frequency bands and under certain circumstances and applications; 

b) that there are several operating and planned systems and networks in the RNSS; 

c) that any properly equipped earth station may receive navigation information from systems 
and networks in the RNSS on a worldwide basis, 

recognizing 

a) that the bands 1 164-1 215 MHz, 1 215-1 300 MHz, and 1 559-1 610 MHz are allocated on 
a primary basis to RNSS (space-to-Earth, space-to-space); 

b) that the bands 1 164-1 215 MHz, 1 215-1 300 MHz, and 1 559-1 610 MHz are also allocated 
on a primary basis to other services; 

c) that use of the RNSS in the band 1 215-1 300 MHz is subject to RR No. 5.329; 
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d) that under RR No. 5.328B systems and networks in the RNSS intending to use the bands 
1 164-1 215 MHz, 1 215-1 300 MHz, 1 559-1 610 MHz and 5 010-5 030 MHz for which complete 
coordination or notification information, as appropriate, is received by the Radiocommunication 
Bureau after 1 January 2005 are subject to the application of the provisions of Nos. 9.12, 9.12A 
and 9.13; 

e) that under RR No. 9.7, stations in satellite networks in the RNSS using the GSO are subject 
to coordination with other such satellite networks; 

f) that Recommendations ITU-R M.1905, ITU-R M.1902, ITU-R M.1903, and ITU-R M.1904 
provide technical and operational characteristics of, and protection criteria for, receiving stations in 
the RNSS (space-to-Earth and space-to-space) operating in the bands 1 164-1 215 MHz, 
1 215-1 300 MHz, and 1 559-1 610 MHz; 

g) that Recommendation ITU-R M.1318 provides an evaluation model for continuous 
interference from radio sources other than in the RNSS to the RNSS systems and networks operating 
in the 1 164-1 215 MHz, 1 215-1 300 MHz, 1 559-1 610 MHz and 5 010-5 030 MHz bands; 

h) that Recommendation ITU-R M.2030 provides an evaluation method for pulsed interference 
from relevant radio sources other than in the RNSS to the RNSS systems and networks operating in 
the 1 164-1 215 MHz, 1 215-1 300 MHz and 1 559-1 610 MHz bands; 

i) that Recommendation ITU-R M.1901 provides guidance on this and other ITU-R 
Recommendations related to systems and networks in the RNSS operating in the frequency bands 
1 164-1 215 MHz, 1 215-1 300 MHz, 1 559-1 610 MHz, 5 000-5 010 MHz and 5 010-5 030 MHz; 

j) that Report ITU-R M.766 contains information that is relevant to RNSS operations in the 
band 1 215-1 300 MHz; 

k) that Recommendation ITU-R M.1831 provides a methodology for RNSS intersystem 
interference estimation to be used in coordination between systems and networks in the RNSS, 

recommends 

1 that, in the bands 1 164-1 215 MHz, 1 215-1 300 MHz and 1 559-1 610 MHz, the 
characteristics of transmitting space stations and system descriptions of Annexes 1 to 14 should 
be considered: 

1.1 in determination of methodology and criteria for mutual coordination of systems and 
networks in the RNSS; 

1.2 in assessing the interference impact between systems and networks in the RNSS (space-to-
Earth and space-to-space) and systems in other services, taking into account the status of RNSS with 
respect to these other services; 

2 that the following Note should be considered as part of this Recommendation. 
NOTE − In the Annexes of this Recommendation, the term “Signal frequency range” refers to the 
frequency range of the RNSS signal of interest (for CDMA systems: Carrier frequency ± Half the 
signal bandwidth (unless otherwise noted); for FDMA systems: Base frequency + (Channel number 
* Channel spacing) ± Half the signal bandwidth). Channel number range should also be given for 
FDMA systems. The signal frequency range is expressed in MHz. 
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Annex 1 

 

Technical description of system and characteristics of transmitting space 

stations of the GLONASS global navigation satellite system 

1 Introduction 

The GLONASS system consists of 24 satellites equally spaced in three orbital planes with eight 
satellites in each plane. The orbit inclination angle is 64.8°. Each satellite transmits navigation signals 
in three frequency bands: L1 (1.6 GHz), L2 (1.2 GHz) and L3 (1.1 GHz). The satellites transmit two 
types of signals: with frequency division multiple access and code division multiple access. Signals 
with frequency division multiple access are differentiated by carrier frequency; the same carrier 
frequency may be used by antipodal satellites located in the same plane. Navigation signals are 
modulated with a continuous bit stream (which contains information about the satellite ephemeris and 
time), and also a pseudo-random code for pseudo-range measurements. Signals with code division 
multiple access have the same carrier frequency and are differentiated by code. These signals are 
modulated by structured binary sequence that contains coded data about ephemerides and time. A 
user receiving signals from four or more satellites is able to determine the three location coordinates 
and the three velocity vector constituents with high accuracy. Navigational determinations are 
possible when on or near the Earth’s surface. 

1.1 Frequency requirements 

The frequency requirements for the GLONASS system were based upon ionosphere transparency, 
radio link budget, simplicity of user antennas, multipath suppression, equipment cost and Radio 
Regulations (RR) provisions. 

1.1.1 Signals with frequency division multiple access 

The carrier frequencies of navigation signals with frequency division multiple access vary by an 
integer multiple of 0.5625 MHz in the L1 band, by 0.4375 MHz in the L2 band and by 0.423 MHz in 
the L3 band. 

Since 2006 new satellites in the GLONASS system use 14 to 20 carrier frequencies in different bands. 
In the L1 band carrier frequencies 1 598.0625 MHz (lowest) to 1 605.3750 MHz (highest) are used, 
in the L2 band carrier frequencies from 1 242.9375 MHz (lowest) to 1 248.6250 MHz (highest) are 
used and in the L3 band carrier frequencies from 1 201.7430 MHz (lowest) to 1 209.7800 MHz 
(highest) are used. Nominal values of carrier frequencies of radionavigation signals used in the 
GLONASS system are given in Table 1. 
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TABLE 1 

Nominal values of carrier frequencies of radionavigation signals in the GLONASS system 

K (No. of carrier 

frequency) 

FKL1 

(MHz) 

FKL2 

(MHz) 

FKL3 

(MHz) 

12 − – 1 209.7800 
11 − – 1 209.3570 
10 – – 1 208.9340 
09 – – 1 208.5110 
08 – – 1 208.0880 
07 – – 1 207.6650 
06 1 605.3750 1 248.6250 1 207.2420 
05 1 604.8125 1 248.1875 1 206.8190 
04 1 604.2500 1 247.7500 1 206.3960 
03 1 603.6875 1 247.3125 1 205.9730 
02 1 603.1250 1 246.8750 1 205.5500 
01 1 602.5625 1 246.4375 1 205.1270 
00 1 602.0000 1 246.0000 1 204.7040 

−01 1 601.4375 1 245.5625 1 204.2810 
−02 1 600.8750 1 245.1250 1 203.8580 
−03 1 600.3125 1 244.6875 1 203.4350 
−04 1 599.7500 1 244.2500 1 203.0120 
−05 1 599.1875 1 243.8125 1 202.5890 
−06 1 598.6250 1 243.3750 1 202.1660 
−07 1 598.0625 1 242.9375 1 201.7430 

 

Two phase-shift keying (by 180 degrees of the phase) navigation signals shifted in phase by 
90 degrees (in quadrature) are transmitted at each carrier frequency. They are a standard accuracy 
(SA) signal and a high accuracy (HA) one. 

1.1.2 Signals with code division multiple access 
The carrier frequencies of GLONASS navigation signals with code division multiple access are 
1 600.995 MHz 1 248.06 MHz and 1 202,025 MHz in the L1, L2 and L3 bands, respectively. 

The signal with code division multiple access in L1 band includes four components.  
These components are formed by BPSK(1), BOC (1,1) and BOC (5,2.5) modulations. 

The signal with code division multiple access in L2 band includes four components.  
These components are formed by BPSK(1), BOC (1,1) and BOC (5,2.5) modulations. 

The signal with code division multiple access in L3 band includes two components.  
These components are formed by BPSK(10) modulation. 

2 System overview 

The GLONASS system provides navigation data and accurate time signals for terrestrial, maritime, 
air and space users. 
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The system operates on the principle of passive trilateration. The GLONASS system user equipment 
measures the pseudo-ranges and radial pseudo-velocities from all visible satellites and receives 
information about the satellites’ ephemeris and clock parameters. On the basis of these data, the three 
coordinates of the user’s location and the three velocity vector constituents are calculated and user 
clock and frequency correction is made. Coordinate system PE-90 is used by GLONASS system. 

3 System description 

The GLONASS system consists of three major segments: the space segment, the control segment and 
the user segment. 

3.1 Space segment 

The GLONASS system is comprised of 24 satellites located in three orbital planes with eight satellites 
in each plane. The planes are separated from each other by 120 degree longitude. The orbit inclination 
angle is 64.8 degrees. The satellites are equally spaced by 45 degrees in a plane by argument of 
latitude. Their rotation period is 11 h 15 min. The height of the orbit is 19 100 km. 

3.2 Control segment 

The control segment consists of the system control centre and a monitoring station network. The 
monitoring stations measure the satellite’s orbital parameters and clock shift relative to the main 
system clock. These data are transmitted to the system control centre. The centre calculates the 
ephemerides and clock correction parameters and then uploads messages to the satellites through the 
monitor stations on a daily basis. 

3.3 User segment 

The user segment consists of a great number of user terminals of different types. The user terminal 
consists of an antenna, a receiver, a processor and an input/output device. This equipment may be 
combined with other navigation devices to increase navigation accuracy and reliability. Such 
a combination can be especially useful for highly dynamic platforms. 

4 Navigation signal structure 

4.1 Signals with frequency division multiple access 

The SA signal structure is the same for both the L1 and L2 bands and different in the L3 band. It is a 
pseudo-random sequence which is Modulo-2 added to a continuous digital data stream transmitted 
with a 50 bit/s (L1, L2) and 125 bit/s (L3) rate. The pseudo-random sequence has a chip rate of 
0.511 MHz (for L1, L2) and of 4.095 MHz (for L3) and its period is 1 ms. 

In the L1, L2 and L3 bands, the HA signal is also a pseudo-random sequence Modulo-2 added to a 
continuous data stream. The pseudo-random sequence chip rate is 5.11 MHz in the L1 and L2 bands 
and it is 4.095 MHz in the L3 band. 

Digital data include information about the satellite’s ephemerides, clock time and other useful 
information. 

4.2 Signals with code division multiple access 

In L1 band two signals with code division multiple access emitted at a single carrier frequency 
1 600.995 MHz at different quadrature with 90 degrees shift. Each signal consists of two components 
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with a time-division multiplexing. The data transfer speed is 125 bit/s and it is identical for two 
signals. 

In L2 band two signals with code division multiple access emitted at a single carrier frequency 
1 248.06 MHz at different quadrature with 90 degrees shift. Each signal consists of two components 
with a time-division multiplexing. The data transfer speed in two signals is 125 bit/s and 250 bit/s 
respectively. 

In L3 band signal with code division multiple access emitted at frequency 1 202.025 MHz and 
includes two phase-shift keying signals of equal power, that are shifted in phase by 90 degrees. The 
data transfer speed in signal is 100 bit/s. 

5 Signal power and spectra 

5.1 Signals with frequency division multiple access 

Transmitted signals are elliptically right-hand polarized with an ellipticity factor no worse than 0.7 for 
L1, L2 and L3 bands. The minimum guaranteed power of a signal at the input of a receiver (assumes 
a 0 dBi gain antenna) is specified as −161 dBW (−131 dBm) for both SA and HA signals in the L1, 
L2 and L3 bands. 

Three classes of emissions are used in the GLONASS system: 8M19G7X, 1M02G7X, 10M2G7X. 
Characteristics of these signals are given in Table 2. 

TABLE 2 

Characteristics of GLONASS signals with frequency division multiple access 

Frequency 

range 

Emission class Tx bandwidth 

(MHz) 

Maximum 

peak power of 

emission 

(dBW) 

Maximum 

spectral power 

density 

(dB(W/Hz)) 

Antenna gain 

(dB) 

L1 10M2G7X 
1M02G7X 

10.2 
1.02 

15 
15 

−52 
−42 

11 

L2 10M2G7X 
1M02G7X 

10.2 
1.02 

14 
14 

−53 
−43 

10 

L3(1) 8M19G7X 
8M19G7X 

8.2 
8.2 

15 
15 

−52.1 
−52.1 

12 

(1) Two GLONASS L3 signals are shifted relative to each other by 90° (in quadrature). 
 

The power spectrum envelope of the navigation signal is described by the function (sin x/x)2, where: 

  tc fffx /)(   
in which: 
 : frequency considered 
 c: carrier frequency of the signal 
 t: chip rate of the signal. 

The main lobe of the spectrum forms the signal’s operational spectrum. It occupies a bandwidth equal 
to 2t. The lobes have a width equal to t.  
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5.2 Signals with code division multiple access 

The GLONASS system uses four classes of emission: 2M05G7X, 4M10G7X, 15M4G7X, 
20M5G7XCC. The characteristics of these signals are shown in Table 3. 

TABLE 3 

Characteristics of GLONASS signals with code division multiple access 

Frequency 

range 
Emission class 

Tx bandwidth 

(MHz) 

Maximum 

peak power of 

emission 

(dBW) 

Maximum 

spectral power 

density 

(dB(W/Hz)) 

Antenna gain 

(dB) 

L1 

2M05G7X 

4M10G7X 

15M4G7X 

15M4G7X 

2.05 

4.1 

15.4 

15.4 

15.6 

15.6 

15.6 

15.6 

–44.1 

–46.7 

–51.3 

–51.3 

14 

L2 

2M05G7X 
4M10G7X 

15M4G7X 

15M4G7X 

2.05 
4.1 
15.4 
15.4 

14 
14 
14 
14 

–45.6 
–48.2 
–52.8 

–52.8 

12.5 

L3 
20M5G7XCC 

20M5G7XCC 

20.5 

20.5 

13 
13 

–56.6 

–56.6 
12.4 

 

 

 

Annex 2 

 

Technical description and characteristics  

of the Navstar Global Positioning System (GPS) 

1 Introduction 

Current information on the Navstar Global Positioning System (GPS) is available at no charge at 
URL http://www.gps.gov. Information on GPS operating in the 1 215-1 300 MHz and 
1 559-1 610 MHz bands is documented in the latest version of GPS interface specification documents 
IS-GPS-200 and IS-GPS-800 with their latest revision notices. Current information on GPS operating 
in the 1 164-1 215 MHz band is documented in the latest version of GPS interface specification 
IS-GPS-705 with its latest revision notices. Additional information on the GPS space and control 
segments is available in the GPS SPS Performance Standard.  

The baseline GPS satellite constellation nominally consists of a minimum of 24 operational satellites 
in six 55 degrees inclined equally spaced orbital planes. GPS satellites circle the Earth every 12 hours 
emitting continuous navigation signals. The system provides accurate position determination in three 
dimensions anywhere on or near the surface of the Earth. 
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1.1 GPS frequency requirements 

The frequency requirements for the GPS system are based upon an assessment of user accuracy 
requirements, space-to-Earth propagation delay resolution, multipath suppression, and equipment 
cost and configurations. Two channels are centred at 1 575.42 MHz (GPS L1 signal) and 1 227.6 MHz 
(GPS L2 signal). A third GPS channel centred at 1 176.45 MHz (GPS L5 signal) supports civil 
aviation applications. 

The L1 channel is used to resolve a user’s location to within 22 m. A second signal transmitted on 
both L1 and L2 channels, provides P(Y)-code receivers the necessary frequency diversity and wider 
bandwidth for increased range accuracy for Earth-to-space propagation delay resolution and for 
multipath suppression to increase the total accuracy by an order of magnitude. Any combination of 
two or more channels can be used to provide the necessary frequency diversity and wider bandwidth 
for increased range accuracy for Earth-to-space propagation delay resolution and redundancy. L1 and 
L5 civil signals provide this capability to civil aviation receivers, and L1, L2 and L5 signals also 
provide this capability to commercial-grade receivers. 

2 System overview 

GPS is a continuous space-based, all-weather radio system for navigation, positioning and 
time-transfer which provides extremely accurate three-dimensional position and velocity information 
together with a precise common time reference to suitably equipped users anywhere on or near the 
surface of the Earth. 

The system operates on the principle of passive trilateration. The GPS user equipment first measures 
the pseudo-ranges to four satellites, computes their positions, and synchronizes its clock to GPS by 
the use of the received ephemeris and clock correction parameters. (The measurements are termed 
“pseudo” because they are made by an imprecise user clock and contain fixed bias terms due to the 
user clock offsets from GPS time.) It then determines the three-dimensional user position in a 
Cartesian Earth-centred, Earth-fixed (ECEF) World Geodetic System 1984 (WGS-84) coordinate 
system, and the user clock offset from GPS time by essentially calculating the simultaneous solution 
of four range equations. 

Similarly, the three-dimensional user velocity and user clock-rate offset can be estimated by solving 
four range rate equations given the pseudo-range rate measurements to four satellites. 

GPS provides the Standard Positioning Service (SPS) for civil users. 

3 System segments 

The system consists of three major segments: the space segment, the control segment and the user 
segment. The principal function of each segment is as follows. 

3.1 Space segment 

The space segment comprises the GPS satellites, which function as “celestial” reference points, 
emitting precisely time-encoded navigation signals from space. The operational constellation consists 
of a minimum of 24 satellites in 12-hour orbits with a semi-major axis of about 26 600 km. The 
satellites are placed in six orbital planes inclined 55 degrees relative to the Equator. There are 
typically a minimum of four satellites per plane. 

The satellite is a three-axis stabilized vehicle. The major elements of its principal navigation payload 
are the atomic frequency standard for accurate timing, the processor to store navigation data, the 
pseudo-random noise (PRN) signal assembly for generating the ranging signal, and the L-band 
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transmitting antenna. Although single frequency transmissions provide basic navigation, multiple 
frequency transmissions permit correction of ionospheric delays in signal propagation time. 

3.2 Control segment 

The control segment is comprised of a Master Control Station (MCS), ground antennas, and a network 
of monitor stations. The MCS is responsible for all aspects of constellation command and control. 

3.3 User segment 

The user segment is the ensemble of all user sets and their support equipment. A user set typically 
consists of an antenna, GPS receiver/processor, computer and input/output devices. A set acquires 
and tracks the navigation signal from four or more satellites in view, measures their propagation times 
and Doppler frequency shifts, converts them to pseudo-ranges and pseudo-range rates, and solves for 
three-dimensional position and velocity, and sets the GPS time. (GPS time is different than UTC time, 
but the difference is less than a second and the GPS signals carry the information for conversion 
between the two. Also, GPS time is continuous whereas UTC time has leap seconds.) User equipment 
ranges from relatively simple, light-weight receivers to sophisticated receivers which are integrated 
with other navigation sensors or systems for accurate performance in highly dynamic environments. 

4 GPS signal structure 

The GPS navigational signal transmitted from the satellites consists of three modulated carriers: L1 at 
centre frequency of 1 575.42 MHz (154 f0), L2 at centre frequency of 1 227.6 MHz (120 f0), and L5 
at centre frequency of 1 176.45 MHz (115 f0), where f0 = 10.23 MHz. f0 is the output of the on-board 
atomic frequency standard to which all signals generated are coherently related. In the text below, the 
signals on each GPS carrier frequency are listed (and those with more than one component are further 
described) and a short description of RF and signal-processing parameters is given. 

On the L1 carrier, GPS transmits four signals. The signals include L1 C/A, L1 P(Y), L1C and M 
which are described in § 6.1 below. 

On the L2 carrier, GPS transmits three signals. The signals include L2 C/A (rarely) or L2C, L2 P(Y) 
and M which are described in § 6.2 below. 

On the L5 carrier, GPS transmits a single signal, denoted L5. The L5 signal has two components 
transmitted in phase quadrature which are described in § 6.3 below. 

Tables 4, 5 and 6 list values for the key parameters of the GPS L1, L2 and L5 signal transmissions, 
respectively. These parameters include the following RF characteristics: Signal frequency range; 3 dB 
bandwidth of the satellite RF transmit filter; signal modulation method; and minimum received power 
level at the output of a reference receiver antenna located on the Earth’s surface. 

Also included in the tables are digital signal processing parameters including the PRN code chipping 
rate and the navigation message data bit and data symbol rates. Furthermore, for each carrier 
frequency, the satellite transmit antenna parameters of polarization and maximum ellipticity are 
provided. 

The functions of the ranging codes (also referred to as PRN codes) are twofold: 
− they provide good multiple access properties among different satellites, since all satellites 

transmit on the same carrier frequencies and are differentiated from one another only by the 
unique PRN codes they use; and 

− their correlation properties allow precision measurement of time of arrival and rejection of 
multipath and interference signals. 
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The values provided in Tables 4, 5 and 6 are those recommended for use in initial assessments of RF 
compatibility with the GPS. 

5 Signal power and spectra 

The GPS satellites employ a shaped-beam antenna that radiates near-uniform power to receivers near 
the Earth’s surface. The signals transmitted on the L1, L2 and L5 carriers are right-hand circularly 
polarized with the worst-case ellipticity shown in Tables 4, 5 and 6 for the angular range of 14.3° 
from nadir. 

6 GPS transmission parameters 

The characteristics of the GPS signal transmissions are provided below. 

In addition to phase-shift keying (PSK) modulations, GPS employs binary offset carrier (BOC) 
modulations. BOC(m,n) denotes a binary offset carrier modulation with a carrier frequency offset of 
m  1.023 (MHz) and code rate of n  1.023 (Mchip/s) and a normalized power spectral density given 
by: 
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where: 
 f: frequency (MHz) 
 fc: chip rate; i.e. n × 1.023 Mchip/s 

 fs: offset carrier’s square-wave frequency; i.e. m  1.023 MHz. 

The BOC modulations used by GPS create additional phase transitions within each spreading PRN 
code chip period. The number of additional phase transitions is a function of m and n, as defined 
above, and is (m/n) times the PRN code chip rate. 

6.1 GPS L1 transmission parameters 

GPS operates four signals in the 1 559-1 610 MHz RNSS band. The signals include L1 C/A, L1C, L1 
P(Y) and M. The M signal uses a BOC(10,5) modulation. The L1C signal consists of two components. 
One component, denoted L1CD, is modulated by a data message and the other, denoted L1CP, is 
dataless (i.e. a pilot signal only), and the two components use different PRN codes. (The dataless 
component improves RNSS acquisition and tracking performance.) L1 P(Y) and both L1C 
components are transmitted in phase, while L1 C/A is transmitted in quadrature to those signals and 
lags by 90 degrees. The key parameters of the GPS L1 transmissions are presented in Table 4. 

L1CD uses a BOC(1,1) modulation. L1CP uses a modulation, referred to as multiplexed BOC 
(MBOC), and is multiplexed in time between a BOC(1,1) and BOC(6,1). MBOC has a normalized 
power spectral density (PSD) given by: 
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The total PSD of the L1C components is given by: 
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TABLE 4 

GPS L1 transmissions in the 1 °59-1 610 MHz band 

Parameter Parameter value 

Signal frequency range (MHz) 1 575.42 ± 15.345 

PRN code chip rate (Mchip/s) 
1.023 (C/A, L1CD & L1CP) 
10.23 (P(Y)) 
5.115 (M) 

Navigation data bit rates (bit/s) 50 (C/A, P(Y) & L1CD)  

Navigation data symbol rates (symbol/s) 
50 (C/A & P(Y)) 
100 (L1CD) 

Signal modulation method 

BPSK-R(1) (C/A)| 
BPSK-R(10) (P(Y)) 
BOC(10,5) (M) 
BOC(1,1) (L1CD) 
MBOC (L1CP)  
(See Note 3) 
(See Note 1) 

Polarization  RHCP 
Ellipticity (dB) 1.8 maximum 

Minimum received power level at the output of the reference antenna 
(dBW) 

−158.5 (C/A) 
−163.0 (L1CD) 
−158.25 (L1CP) 
−161.5 (P(Y)) 
−158 (M) 
(See Note 2) 

RF transmitter filter 3 dB bandwidth (MHz) 30.69 
NOTE 1 − For GPS RNSS parameters, BPSK-R(n) denotes a binary phase shift keying modulation using 
rectangular chips with a chipping rate of n  1.023 (Mchip/s). BOC(m,n) denotes a binary offset carrier 
modulation with a carrier frequency offset of m  1.023 (MHz) and chipping rate of n  1.023 (Mchip/s). 
NOTE 2 − The minimum received power is measured at the output of a 3 dBi linearly polarized reference 
user receiving antenna (located near ground) at worst normal orientation when the satellite is above 
a 5 degree elevation angle above the Earth’s horizon viewed from the Earth’s surface. 
NOTE 3 − See § 6.1 for more details on MBOC. 

 

6.2 GPS L2 transmission parameters 

GPS transmits three signals in the 1 215-1 300 MHz RNSS band. The signals include L2 C/A (rarely) 
or L2C, L2 P(Y) and M. The M signal uses a BOC(10,5) modulation. The civil L2C signal is a time-
division multiplex of a navigation-data channel (simply called the data channel) and a dataless 
channel (also called a pilot channel) transmitted with coherent phase. These two signal components 
use different PRN codes. The key parameters of the GPS L2 transmissions are presented in Table 5. 
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TABLE 5 

GPS L2 transmissions in the 1 215-1 300 MHz band 

Parameter Parameter value 

Signal frequency range (MHz) 1 227.6 ± 15.345 

PRN code chip rate (Mchip/s) 
1.023 (C/A & L2C) 
10.23 (P(Y)) 
5.115 (M) 

Navigation data bit rates (bit/s) 50 (C/A & P(Y)) 
25 (L2C) 

Navigation data symbol rates (symbol/s) 50 (C/A, P(Y) & L2C) 

Signal modulation method 

BPSK-R(1) (C/A & L2C) 
BPSK-R(10) (P(Y))  
BOC(10,5) (M) 
(See Note 1) 

Polarization RHCP 
Ellipticity (dB) 3.2 maximum 

Minimum received power level at the output of the 
reference antenna (dBW) 

−164.5 (C/A & P(Y) 
−160.0 (L2C) 
−158 (M) 
(See Note 2) 

RF transmitter filter 3 dB bandwidth (MHz) 30.69 
NOTE 1 − For GPS RNSS parameters, BPSK-R(n) denotes a binary phase shift keying modulation using 
rectangular chips with a chipping rate of n  1.023 (Mchip/s). BOC(m,n) denotes a binary offset carrier 
modulation with a carrier frequency offset of m  1.023 (MHz) and chipping rate of n  1.023 (Mchip/s). 
NOTE 2 − The minimum received power is measured at the output of a 3 dBi linearly polarized reference 
user receiving antenna (located near ground) at worst normal orientation when the satellite is above a 
5 degree elevation angle above the Earth’s horizon viewed from the Earth’s surface. 

 

6.3 GPS L5 transmission parameters 

GPS operates the L5 navigation signal in the 1 164-1 215 MHz RNSS band. The L5 signal consists 
of two components, L5I and L5Q. L5Q is dataless (also called a pilot channel). L5I is modulated by 
a data message providing timing, navigation, and positioning information. These two L5 components 
operate in quadrature phase, use different PRN codes and are transmitted at equal power. The key 
parameters of the GPS L5 transmissions are presented in Table 6. 
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TABLE 6 

GPS L5 transmissions in the 1 164-1 215 MHz band 

Parameter Parameter value 

Signal frequency range (MHz) 1 176.45 ± 12 
PRN code chip rate (Mchip/s) 10.23 
Navigation data bit rates (bit/s) 50 (L5I) 
Navigation data symbol rates (symbol/s) 100 (L5I) 
Signal modulation method BPSK-R(10) (See Note 1) 
Polarization RHCP 
Ellipticity (dB) 2.4 maximum 

Minimum received power level at the output of the reference antenna 
(dBW) 

−157.9 (L5I) 
−157.9 (L5Q) 
(See Note 2) 

RF transmitter filter 3 dB bandwidth (MHz) 24 
NOTE 1 − For GPS RNSS parameters, BPSK-R(n) denotes a binary phase shift keying modulation using 
rectangular chips with a chipping rate of n  1.023 (Mchip/s).  
NOTE 2 − The minimum received power is measured at the output of a 3 dBi linearly polarized reference user 
receiving antenna (located near ground) at worst normal orientation when the satellite is above a 5 degree 
elevation angle above the Earth’s horizon viewed from the Earth’s surface. The total received power for the 
combination of the L5I and L5Q quadrature signal is −154.9 dBW. Future GPS systems currently in acquisition 
will increase transmitted power to –157.0 dBW (L5I) and –157.0 dBW (L5Q).  
 

 

 

Annex 3 

 

Technical description and characteristics of the Galileo system 

1 Introduction 

The Galileo system consists of a constellation of 30 satellite positions (24 transmitting satellites and 
six in-orbit active spares) with ten satellites positioned on each of three 56 degrees inclined equally 
spaced orbital planes. Each satellite transmits navigation signals on three carrier frequencies. These 
signals are modulated with a structured bit stream, containing coded ephemeris data and navigation 
messages, and have sufficient bandwidth to produce the necessary navigation precision without 
recourse to two-way transmission or Doppler integration. The system provides accurate timing and 
position determination in three dimensions anywhere on or near the surface of the Earth. 

1.1 Frequency requirements 

The frequency requirements for the Galileo system are based upon an assessment of user accuracy 
requirements, space-to-Earth propagation delay resolution, multipath suppression, and equipment 
cost and configurations. Galileo satellites continuously transmit four coherent, but independently 
usable, radio frequency signals centred at (corresponding signal names are given in round brackets) 
1 176.45 MHz (E5a), 1 207.14 MHz (E5b), 1 278.75 MHz (E6) and 1 575.42 MHz (E1). 
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Additionally, the E5a and E5b signals are multiplexed on a single modulation, called AltBOC 
(Alternate BOC signal) which uses a single carrier at 1 191.795 MHz. 

Thus Galileo transmits on three carrier frequencies for its user signals: 
– E5: 1 191.795 MHz 

(the components of which can also be independently received using the virtual carriers E5a: 
1 176.450 MHz and E5b: 1 207.140 MHz) 

– E6: 1 278.750 MHz and 
– E1: 1 575.420 MHz. 

A total of ten signals, multiplexed and modulated onto the three carriers, are transmitted and are 
mapped to provide the “positioning/navigation/timing” (PNT)-services in different configurations; 
these are the Galileo “services”. Receivers can be designed to process one or several signals 
depending on the specific application, user requirements, and/or targeted market. 

All signal components (carriers, sub-carriers, ranging codes, data bit rates) are coherently derived 
from an on-board, common atomic clock generator. 

Compared to narrowband, single frequency navigation signals, Galileo’s frequency diversity and 
wide bandwidth signals allow better range accuracy for space-to-Earth propagation delay resolution, 
and improved multipath suppression, both of which increase the total accuracy. 

2 System overview 

Galileo is a space-based, all-weather, continuous radionavigation, positioning and time-transfer 
system which enables extremely accurate three-dimensional position and velocity information 
together with a precise common time reference to be provided to suitably equipped users. 

The system operates on the principle of passive trilateration. Once the Galileo user equipment 
acquires the signals from at least four Galileo satellites, it measures the pseudo-ranges to the satellites, 
computes their positions, and synchronizes its clock to Galileo System Time using the received 
ephemeris and clock correction parameters. The receiver then determines the three-dimensional user 
position in a Galileo Terrestrial Reference Frame (GTRF) compatible with the International 
Terrestrial Reference Frame (ITRS), and the user clock offset from Galileo time, by essentially 
calculating the simultaneous solution of four range equations. 

Similarly, the three-dimensional user velocity and user clock-rate offset can be estimated by solving 
four range rate equations given the pseudo-range rate measurements to four satellites. The 
measurements are termed “pseudo” because they are made by an imprecise (low-cost) user clock in 
the receiver and contain fixed bias terms due to the receiver’s clock offsets from Galileo time. 

2.1 Galileo applications  

Mass market 

Galileo provides an open, free of cost, positioning, navigation and timing (PNT) service, enabling a 
wide range of applications particularly those aimed at the general public. This service addresses the 
same user communities as those addressed by the GPS Standard Positioning Service; the signals 
transmitted are interoperable with GPS, so that combined GPS and Galileo PNT solutions will be 
possible. 

Copyright International Telecommunication Union/ITU Radiocommunication Sector 
Provided by IHS Markit under license with ITU-R Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ITU-R M.1787-3 2018

http://www.avadocuments.com/doc/itu-r-m-1787-3-2018
http://www.avadocuments.com/doc/itu-r-m-1787-3-2018


16 Rec.  ITU-R  M.1787-3 

Aviation, Maritime, Road and Rail 

The Galileo E1 and E5 signals are aimed at supporting demanding, safety related applications 
(particularly aviation) and in the long term will enable dual frequency receivers to provide more 
reliable, accurate and precise navigation fixes than single frequency receivers. 

Commercial 

Galileo provides an encrypted commercial data dissemination service facilitating the development of 
professional applications and offering enhanced performance compared with the basic service, 
particularly in terms of service guarantee and signal authentication. 

Governmental 

Galileo provides a robust and strongly encrypted “public regulated service (PRS)” restricted to access 
for use by public authorities responsible for civil protection, national security and law enforcement. 

Search and Rescue 

The Galileo Search and Rescue Service (SAR) represents a significant contribution to the 
international Cospas-Sarsat system taking an important role in the Medium Earth Orbit Search and 
Rescue system (MEOSAR). Galileo satellites are able to detect emergency signals (in the 406 MHz 
band) transmitted from distress beacons carried on ships, planes or personal hand-held user terminals, 
whose location data is then sent back to national rescue centres. At any given moment in time at least 
one Galileo satellite is in view of any location on Earth, enabling near real-time distress alert 
detection, identification and location. Each received distress call can be actively acknowledged by a 
return message to indicate that the distress call has been received. This can also enable the emergency 
channel to be released by the beacon. 

3 System segments 

The system consists of three major segments: the space segment, the control segment and the user 
segment. The principal function of each segment is as follows. 

3.1 Space segment 

The space segment comprises the Galileo satellites, which function as “celestial” reference points, 
emitting precisely time-encoded navigation signals from space. The operational constellation of 
24 satellites (plus six active spare satellites) operates in 14-hour orbits with a semi-major axis of about 
30 000 km. Three equally spaced orbital planes are used, each plane containing ten satellites 
(including two spares), and which are inclined 56° relative to the Equator. 

3.2 Ground segment 

The Galileo ground segment controls the entire Galileo constellation, monitors each satellite’s health 
status and up-loads data to each satellite for subsequent dissemination as the navigation message 
transmitted to user receivers. The key parameters of this navigation message, clock synchronization 
and orbit ephemeris, are calculated based on measurements performed by a worldwide network of 
stations. The telemetry, tracking and command functions utilize the space operations allocations just 
above 2 GHz. 

The ground segment comprises the following functions: 
− constellation management and satellite control; 
− navigation and system health data processing and control; 

Copyright International Telecommunication Union/ITU Radiocommunication Sector 
Provided by IHS Markit under license with ITU-R Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ITU-R M.1787-3 2018

http://www.avadocuments.com/doc/itu-r-m-1787-3-2018
http://www.avadocuments.com/doc/itu-r-m-1787-3-2018

