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Foreword

The role of the Radiocommunication Sector is to ensure the rational, equitable, efficient and economical use of the
radio-frequency spectrum by all radiocommunication services, including satellite services, and carry out studies without
limit of frequency range on the basis of which Recommendations are adopted.

The regulatory and policy functions of the Radiocommunication Sector are performed by World and Regional
Radiocommunication Conferences and Radiocommunication Assemblies supported by Study Groups.

Policy on Intellectual Property Right (IPR)

ITU-R policy on IPR is described in the Common Patent Policy for ITU-T/ITU-R/ISO/IEC referenced in Resolution
ITU-R 1. Forms to be used for the submission of patent statements and licensing declarations by patent holders are
available from http://www.itu.int/ITU-R/go/patents/en where the Guidelines for Implementation of the Common Patent
Policy for ITU-T/ITU-R/ISO/IEC and the ITU-R patent information database can also be found.

Series

BO
BR
BS
BT

T 2T

RA
RS

SA
SF
SM
SNG
TF

Series of ITU-R Recommendations
(Also available online at http://www.itu.int/publ/R-REC/en)

Title

Satellite delivery

Recording for production, archival and play-out; film for television
Broadcasting service (sound)

Broadcasting service (television)

Fixed service

Mobile, radiodetermination, amateur and related satellite services
Radiowave propagation

Radio astronomy

Remote sensing systems

Fixed-satellite service

Space applications and meteorology

Frequency sharing and coordination between fixed-satellite and fixed service systems
Spectrum management

Satellite news gathering

Time signals and frequency standards emissions

Vocabulary and related subjects

Note: This ITU-R Recommendation was approved in English under the procedure detailed in Resolution ITU-R 1.

Electronic Publication

© ITU 2019

Geneva, 2019

All rights reserved. No part of this publication may be reproduced, by any means whatsoever, without written permission of ITU.

Full document details: ITU-R P.1057-6 2019

Documents

Document Sharing Hub


http://www.itu.int/ITU-R/go/patents/en
http://www.itu.int/publ/R-REC/en
http://www.avadocuments.com/doc/itu-r-p-1057-6-2019
http://www.avadocuments.com/doc/itu-r-p-1057-6-2019

Rec. ITU-R P.1057-6 1

RECOMMENDATION ITU-R P.1057-6

Probability distributions relevant to radiowave propagation modelling
(1994-2001-2007-2013-2015-2017-2019)

Scope

This Recommendation describes the various probability distributions relevant to radiowave propagation
modelling and prediction methods.

Keywords

Probability distributions, normal, Gaussian, log-normal, Rayleigh, Nakagami-Rice, gamma,
exponential, Pearson

The ITU Radiocommunication Assembly,

considering
a) that the propagation of radio waves is mainly associated with a random medium that makes
it necessary to analyse propagation phenomena by means of statistical methods;
b) that, in most cases, it is possible to describe satisfactorily the variations in time and space of
propagation parameters by known statistical probability distributions;
C) that it is important to know the fundamental properties of the probability distributions most
commonly used in statistical propagation studies,

recommends
1 that the statistical information relevant to propagation modelling provided in Annex 1

should be used in the planning of radiocommunication services and the prediction of system
performance parameters;

2 that the step-by-step procedure provided in Annex 2 should be used to approximate a
complementary cumulative probability distribution by a log-normal complementary cumulative
probability distribution.

Annex 1

Probability distributions relevant to radiowave propagation modelling

1 Introduction

Experience has shown that information on the mean values of received signals is not sufficient to
accurately characterize the performance of radiocommunication systems. The variations in time,
space, and frequency should also be considered.
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The dynamic behaviour of both wanted signals and interference plays a significant role in the
analysis of system reliability and in the choice of system parameters such as modulation type. It is
essential to know the probability distribution and rate of signal fluctuations in order to specify
parameters such as modulation type, transmit power, protection ratio against interference, diversity
measures, coding method, etc.

For the description of communication system performance, it is often sufficient to observe the time
series of signal fluctuation and characterize these fluctuations as a stochastic process. Modelling of
signal fluctuations for the purpose of predicting radio system performance requires knowledge of
the mechanisms of the interaction of radio waves with the neutral atmosphere and ionosphere.

The composition and physical state of the atmosphere is highly variable in space and time. Wave
interaction modelling, therefore, requires extensive use of statistical methods to characterize various
physical parameters describing the atmosphere as well as electrical parameters defining signal
behaviour and the interactive processes which these parameters are related.

In the following, some general information is given on the most important probability distributions.
This may provide a common background to the statistical methods for propagation prediction used
in the Recommendations of the Radiocommunication Study Groups.

2 Probability distributions

Probability distributions of stochastic processes are generally described either by a probability
density function (PDF) or by a cumulative distribution function (CDF). The probability density
function of the random variable X, denoted by p(x), is the probability of X taking a value of x; and
the cumulative distribution function of the random variable X, denoted by F(x), is the probability of
X taking a value less than or equal to x. The PDF and CDF are related as follows:

P9 = [F] (1a)
or:
F() = [ p(t) dt (1b)

where c is the lower limit of integration.

The following probability distributions are the most important for the analysis of radiowave
propagation:

— normal or Gaussian probability distribution;

— log-normal probability distribution;

— Rayleigh probability distribution;

— combined log-normal and Rayleigh probability distribution;

— Nakagami-Rice (Nakagami n) probability distribution;

— gamma probability distribution and exponential probability distribution;
— Nakagami m probability distribution;

- Pearson 2 probability distribution.

Documents

Document Sharing Hub

Full document details: ITU-R P.1057-6 2019


http://www.avadocuments.com/doc/itu-r-p-1057-6-2019
http://www.avadocuments.com/doc/itu-r-p-1057-6-2019

Rec. ITU-R P.1057-6 3

3 Normal probability distribution

The normal (Gaussian) probability distribution of a propagation random variable is usually
encountered when a random variable is the sum of a large number of other random variables.

The normal (Gaussian) probability distribution is a continuous probability distribution in the
interval from x = —ooto 4+ co. The probability density function (PDF), p(x), of a normal
distribution is:

p(x) =keTK) ()

N2
where T(x) is a non-negative second-degree polynomial of the form (%) , Where m and o are the
mean and standard deviation, respectively, of the normal probability distribution, and k is selected

so [ p(x) dx = 1. Then p(x) is:

P00 = i exp (-1 (22)') ®

A standard normal probability distribution is defined as m =0 and o = 1. The cumulative
distribution function (CDF), F(x), of a standard normal probability distribution is:

F(x) = \/%_T[f_xoo exp (—%tz) dt (3a)
o) o

where:
erf(x) = \/%fox exp(—t2)dt (3¢c)

Then the CDF of a normal probability distribution with m # 0 and/or ¢ # 1 is:

— L (t=m)? 1 - 1 _
Wf—xoo €Xp <_ E(tTm) > dt = \/T_nf_(); m/e exp (—Etz) dt = F(%) (3d)

The complementary cumulative distribution function (CCDF), Q(x), of a standard normal
probability distribution is:

Qx) = \/%—n fxoo exp (— % tz) dt (4a)
1 X
= Serfc (\/_E) (4b)
where:

erfc(x) = \/Z—Efxoo exp(—t?)dt (4c)

Then the CCDF of a normal probability distribution with m # 0 and/or ¢ # 1 is:

1 oo 1 (t-m\2 1 (oo 1 x-m
Voot Jx exp (_E(T) ) At = = [ yo @0 (—567) dt = Q) (4d)

Note that F(x) + Q(x) = 1 and erf(x) + erfc(x) = 1.

The inverse cumulative distribution function x = F~1(p) is the value of x such that F(x) = p; and
the inverse complementary cumulative distribution function x = Q~1(p) is the value of x such that

Q(x) =p.
Note that Q1 (p) = V2 erfc™1(2p) and F~1(p) = V2 erf~1(2p — 1).
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The solid lines in Fig. 1 represent the functions p(x) and F(x) with m =0 and o =1, and
Table 1 shows the correspondence between x and 1 — F(x) for various example values of x

orl—F(x).
TABLE 1

X 1-F(x) X 1-F(x)
0 0.5 1.282 10~1
1 0.1587 2.326 102
2 0.02275 3.090 10~3
3 1.350 x 1073 3.719 1074
4 3.167 x 107> 4.265 10-5
5 2.867 x 1077 4.753 10-6
6 9.866 x 1010 5.199 1077

5.612 108

The following approximation for Q(x) = 1 — F(x) has an absolute approximation error of less than

7.5 x10°8:
_(1=-T(-x), x<0
Qx) = { T(x), x=0 (53)
where:
T(x) =Z X (bit + byt? + b3t3 + byt* + bst®) (5b)
and:

b, = 0.319381530
b, = —0.356563782
b, = 1.781477937
b, = —1.821255978
bs = 1.330274429

p = 0.2316419
1

1+px

x2

1
Ner exp(— 7)

The following approximation for x = Q ~1(p) has an absolute approximation error of less than 4.5 x

7 =

104
) U-1(p), 0<p<05
1 ~ 5

Q—® {_U—l(l -p), 05<p<1 °0

where:
2
U () = ¢ - Attt 9
and:
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¢o = 2.515517
¢, = 0.802853
¢, = 0.010328
d, = 1.432788
d, = 0.189269
ds = 0.001308

t=+—-2Inp

If desired, the approximation error in Q~1(p) can be reduced as follows: let x, = Q~1(p) per
equation (5¢), then:

X = xo — V2T exp (9;—‘%) (p—Q(x,)) (5€)

Most modern mathematical software packages include the probability functions F(x), Q(x), erf(x),
erfc(x) and their inverses.

In propagation, most of the physical quantities involved (power, voltage, fading time, etc.) are
essentially positive quantities and cannot be represented directly by a normal probability
distribution. The normal probability distribution is used in two important cases:

— to represent the fluctuations of a random variable around its mean value
(e.g. scintillation fades and enhancements);

— to represent the fluctuations of the logarithm of a random variable, in which case the
variable has a log-normal probability distribution (see § 4).

Diagrams in which one of the coordinates is a so-called normal coordinate, where a normal
cumulative probability distribution is represented by a straight line, are available commercially.
These diagrams are frequently used even for the representation of non-normal probability
distributions.

4 Log-normal probability distribution

The log-normal probability distribution is the probability distribution of a positive random variable
X whose natural logarithm has a normal probability distribution. The probability density function,
p(x), and the cumulative distribution function, F(x), are:

1 1 1(lhx-m)
p(X)Zm;eXp{—E( S j] (6)
1 11 1(Int—mY’ 1 In x—m
F(x):—Gml IEXp{_E( - j}dt:5[1+erf( 0 H (7

where m and o are the mean and the standard deviation of the logarithm of X (i.e. not the mean and
the standard deviation of X).

The log-normal probability distribution is very often found in propagation probability distributions
associated with power and field-strength. Since power and field-strength are generally expressed in
decibels, their probability distributions are sometimes incorrectly referred to as normal rather than
log-normal. In the case of probability distributions vs. time (e.g. fade duration in seconds), the
log-normal terminology is always used explicitly because the natural dependent variable is time
rather than the logarithm of time.
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Since the reciprocal of a variable with a log-normal probability distribution also has a log-normal
probability distribution, this probability distribution is sometimes found in the case of the
probability distribution of the rate of change (e.g. fading rate in dB/s or rainfall rate in mm/hr).

In comparison with a normal probability distribution, a log-normal probability distribution is
usually encountered when values of the random variable of interest results from the product of other
approximately equally weighted random variables.

Unlike a normal probability distribution, a log-normal probability distribution is extremely
asymmetrical. In particular, the mean value, the median value, and the most probable value
(often called the mode) are not identical (see the dashed lines in Fig. 1).

The characteristic values of the random variable X are:

- most probable value: exp (m — c?);
- median value: exp (m);
62
- mean value: exp [m + ?j :
- root mean square value: exp (m + 6?);

2
— standard deviation: exp (m + G?]w/exp (c*)-1.

FIGURE 1

Normal and log-normal probability distributions
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