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ADAPTIVE CODING/DECODING METHODS FOR NARROW-BAND
DIRECT-PRINTING EQUIPMENT

(Question 5/8)
(1986-1990)

1. Introduction

Narrow-band direct-printing equipment using ARQ and FEC modes (e.g. as described in Recommenda-
tion 476) has been in widespread use for a number of years and in general provides highly satisfactory
performance. Under zero error rate conditions this type of equipment has a modulation rate of 50 Bd at the line
input and output, compatible with the world-wide telex network. When conditions deteriorate, the effective
throughput rate (in the ARQ mode) decreases until at a given point the equipment reverts to stand-by as a result
of excessive ARQ cycling.

Document [CCIR, 1982-86a] based on an analysis carried out in the USSR, suggests an adaptive
coding/decoding method for the ARQ mode which can increase the line modulation rate to 75 Bd under zero
error rate conditions,

2. Technical and operational characteristics of narrow-band
direct- ti e u e ad ve codin ecoding method in
the ARQ mode

There are two methods for the transmission of information in the
ARQ mode with automatic switching from one coding/decoding method to the other
on the basis of a continuous analysis of the transmission rate in accordance
with the sequences of control signals, namely ARQ3 and ARQ9, where:

- ARQ3 is the normal method described in Recommendations 476 and/or
625 in which each block consists of three information
characters;

- ARQ9 is a method for the transmission of information in blocks,
consisting of nine characters, with the following time
parameters:

- block duration: 660 ms;
- transmission pause: 240 ms;

- operating cycle: 900 ms (Note 1).

Documents

Document Sharing Hub

Copyright International Telecommunication Union/ITU Radiocommunication Sector
Provided by IHS Markit under license with ITU-R Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-R REPORT 1027-11990


http://www.avadocuments.com/doc/itu-r-report-1027-1-1990
http://www.avadocuments.com/doc/itu-r-report-1027-1-1990

Rep. 1027-1 15

The algorithm for the operation of narrow-band direct-printing
equipment with an adaptive coding/decoding method is as follows:

2.1 Phasing and rephasing should be performed in the ARQ3 mode.

2.2 Switching from ARQ3 to ARQ9 (and vice versa) should be made
automatically on the basis of an analysis of sequences of control signals CS1
and CS2 obtained on the return channel, as shown in the examples in Figures 1
and 2.

2.3 When switching over, the additional control signals shown in Table I
are used.

Note 1 - To maintain a cycle duration which is a multiple of the cycle duration
in ARQ3 (450 ms), three additional bits (30 ms) have to be added to the

9 characters of 7 bits each (9 x 70 ms = 630 ms) and the same 240 ms pause has
to be used as in the ARQ3 mode. These three bits can be used for example for the
sequential cyclical numbering of blocks from O to 7 (to detect block loss or
insertion as a result of errors in the reception of control signals on the
return channel).

TABLE I

Mode A Signals transmitted

Control signal CSé6 YBBYBBY
Control signal CS7 BBYBBYY

2.4 The Information Sending Station (ISS) groups the information in the
ARQ9 mode into blocks of 9 characte:s (9 x 7 unit elements).

2.5 The ISS sends a 660 (9 x 70 + 30) ms block when using the ARQ9 method,
after which there is a transmission pause of 240 ms.

2.6 The Information Receiving Station (IRS) sends 1 signal of 70 ms
duration, consisting of 7 unit elements, after which there is an 830 ms pause in
the ARQ9 mode.

2.7 On receipt of control signal CS7 in response to the transmitted
combination "aBaaBaaBa", the ISS switches over to the ARQ3 mode and transmits a
block of 3 characters.

2.8 A request for the repetition of a mutilated control signal is made by
the ISS in the ARQ9 mode by the transmission of a block of 9 RQ signals.

2.9 A request for the repetition of a mutilated block is made by the IRS by
transmitting the preceding control signal, in accordance with
Recommendations 476 and 625.
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