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REPORT 1160
OPERATIONAL AND TECHNICAL CHARACTERISTICS OF THE SYSTEM
FOR THE PROMULGATION OF MARITIME SAFETY INFORMATION
USING HF NARROW-BAND DIRECT-PRINTING SYSTEMS
(Question 5/8)
(1990)
Introduction

The World Administrative Radio Conference for the Mobile Services
(MOB-87) allocated eight frequencies (one in each of the HF maritime mobile-
service bands) on an exclusive basis for the transmission of maritime safety

information (MSI).

It is important that continuity should be maintained in setting up the
new system for the dissemination of MSI and that the system should be derived
logically from the existing system for the transmission of NAVAREA warnings; the
system should also facilitate the work of the personnel on board ships and
should permit standardized equipment to be used.

Operational procedures for the use of the allocated frequencies are
needed as the system evolves.

1. e c nda

In accordance with Recommendation 688 the format of messages and the
technical characteristics of the equipment for the transmission and reception of
maritime safety information should be standardized in line with the technical
standards of the international NAVTEX system contained in CCIR
Recommendation 540.

If the MSI is simultaneously transmitted on a number of HF frequencies,
it would be possible to improve the operational reliability of the system by
using a multi-channel receiver with frequency diversity capabilities and
subsequent two-stage processing of the received signals.

* The Director of the CCIR is requested to bring this repo
rt to th
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Provided that the information is transmitted simultaneously using the
technical format set forth in Recommendation 540, the information received in
each channel could first be processed in accordance with the method described in
Recommendations 476 and 625 for the collective B-mode. Only the outputs of those
channels on which the phasing is maintained are subject to secondary
processing.

Both DX and RX signals received from various outputs are used for
secondary processing, under which all DX and RX signals are compared and a
decision to "print a character" is made either:

- when only one character is received in any of the DX or RX
positions;

- or, on the first occasion that at least two identical
combinations either on the DX or RX positions for the same
character are received.

An "error-character" (asterisk) is printed if no unmutilated
combinations are received.

Extensive experience with NAVTEX-type transmissions indicate that it is
possible to fully satisfy users’ requirements regarding the quality and
reliability of the reception of MSI when multi-frequency transmission is used.

2. Operation standards

In view of the need to ensure continuity and to provide for continued
development within the framework of the World-Wide Navigational Warning Service
it is necessary to review the current system and to define the basic principles
for the future system.

NAVAREA warnings can be promulgated using different methods, e.g. voice
transmission, facsimile and NBDP. This, as well as the fact that these
transmissions are carried out on a variety of national frequencies, complicates
the problem of automating reception.

2.1 ossible thod n, transmissions comparative
a sis o u etho

Eight frequencies are dedicated for the MSI transmission system.
Basically there are two ways in which a transmission system using these
frequencies can be designed:

- parallel mode (simultaneous transmission on a number of
frequencies (from 2 to 8)) to ensure coverage of the service
area;

- sequential mode (sequential transmission at various frequencies
(from 2 to 8)).

Since the eight dedicated frequencies may be used by all area
coordinators, the main problem is to avoid mutual interference. This can be done
by establishing a coordinated transmission schedule in the light of propagation
characteristics. .

Documents

Document Sharing Hub

Copyright International Telecommunication Union/ITU Radiocommunication Sector
Provided by IHS Markit under license with ITU-R Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ITU-R REPORT 1160 1990


http://www.avadocuments.com/doc/itu-r-report-1160-1990
http://www.avadocuments.com/doc/itu-r-report-1160-1990

