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REPORT 946-1%*

FREQUENCY-PLANNING CONSTRAINTS ON FM SOUND BROADCASTING
IN BAND 8 (VHF)

(Question 46/10, Study Programme 46L/10)
(1982-1990)

1. Introduction

In order to ensure effective planning of sound-broadcasting services in the frequency range 87.5-108 MHz,
it may be necessary to take into account certain constraints on the use of frequencies in order to avoid
interference to other sound-broadcast transmissions within this band and to ensure compatibility with television
broadcasts in the frequency ranges 47-68 MHz and 174-230 MHz.

This Report identifies the various possible interference mechanisms resulting from the technical limitations
of receiver design, and also those due to constraints resulting from the transmission of several broadcast
programmes from the same site.

A listing of the main interference mechanisms generated in the radio receiver is provided in § 2, and § 3
specifies those which are of importance in planning. No account is taken of interference resulting from radiation
of harmonics and intermodulation products at transmitter sites, on the assumption that the broadcaster can take
the necessary precautions to reduce such spurious radiation to acceptable levels.

2. Interference mechanisms arising from the characteristics of broadcasting receivers

2.1 Local oscillator radiation

In the following, consideration is given only to the case where the local oscillator frequency is 10.7 MHz
above that of the wanted transmission, this representing the condition for the great majority of current receivers.
The following interference mechanisms may occur:

2.1.1  Radiation at the fundamental frequency

Radiation from VHF-FM receivers may affect VHF-FM reception at frequency separations of
10.7 £ 0.2 MHz. This occurs if adjacent receivers are in use, tuned to transmissions separated by this
frequency difference.

Radiation from television receivers in the range 47-68 MHz may affect VHF-FM reception. This
may occur when the television oscillator frequency, which is equal to the intermediate frequency (IF) plus
the frequency of the vision carrier, lies near the carrier frequency of a VHF-FM transmission. VHF-FM
frequencies which may suffer possible interference are given in Table I below.

TABLE I
VHF-FM frequencies
Channel Vision IF which may be
System Channel limits carrier video channel interfered with
(MHz) (MHz) (MHz) (MHz)

B 54-61 55.25 38.9 94.1; 94.2
B 4 61-68 62.25 38.9 101.1; 101.2
D Rl 48.5-56.5 49.75 38 87.7; 87.8
D R2 58—-66 59.25 38 97.2; 97.3
I IB 52.5-60.5 53.75 39.5 93.2; 93.3
I IC 60.5—68.5 61.75 39.5 101.2; 101.3

* Sections 2.5 and 3.2.5 of this Report should be brousght to the attention
of Study Group 8.
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2.1.2  Harmonic radiation

Second harmonics of local oscillators of VHF-FM receivers may interfere with reception of
television on all channels in the range 196-230 MHz. The interfering VHF-FM frequency can be calculated
using the formula

Z(fFM + 107) = fTV MHz (”

2.2 Harmonic conversion

In a VHF-FM receiver the second harmonic of the local oscillator may combine with television sound and
vision carriers in the range 174-230 MHz to produce a frequency difference of 10.7 MHz, thereby causing
interference to radio reception. The interfered VHF-FM frequency can be calculated using the formula

Z(fFM + 107) = fTV + 10.7 MHz (2)

23 Harmonics and intermodulation products generated under overload conditions in the receivers

High input signal levels can lead to non-linearities in the input stage of receivers, giving rise to the
generation of harmonics and intermodulation products. The following cases may occur:

— second harmonics of television transmissions in the range 47-54 MHz fall in the range 94-108 MHz;
— second harmonics of VHF-FM transmissions in the range 87.5-108 MHz fall in the range 175-216 MHz;

— third-order intermodulation products due to reception of more than two VHF-FM transmissions separated by

equal frequency spacings occur on the frequencies of these transmissions. For example, with three frequencies
£, £, f; such that:

Lh=f+ A fi=f+24f 3
where Afis the frequency spacing,
then2f — =20+ AN - =4/ +2Af=f; (O3}

There exist additional possibilities of double or triple beats.

— The second harmonic of an interfering VHF-FH transmission separated by 5.3 or 5.4 MHz from the wanted
transmission can combine with the second harmonic of the local oscillator to produce a frequency difference
of 10.6 or 10.8 MHz, thereby causing interference to radio reception.

— Two transmissions with a frequency separation of 10.7 = 0.2 MHz may give rise to interference as a result of
intermodulation processes in a receiver.

2.4 Harmonics of the intermediate frequency

Non-linearities in the output intermediate frequency stage can produce harmonics of 10.7 MHz. The ninth
and tenth harmonics (96.3 MHz and 107.0 MHz respectively) fall within the VHF-FM broadcasting band 8, and
interference may result from feedback to the input stages of receivers tuned to these frequencies.
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